


ITT Cannon manufactures the finest quality product available to the marketplace, however these products are intended to be used in 
accordance with the specifications described in this catalog. Any use or application that deviates from the stated operating specifications 
is not recommended and may be unsafe . A limited warranty applies to ITT Cannon products. Except for obligations assumed by ITT Cannon 
under warranty, ITT Cannon will not be liable for any loss, damage, cost of repairs, incidental or consequential damages of any kind, 
whether or not based upon express or implied warranty, contract, negligence, or strict liability arising in connection with the design, 
manufacture, sale, use, or repair of the products. 

This catalog is not to be construed as an offer. It is intended merely as an invitation to make an offer. 



1990 Connector Sourcebook 

Discover our connections. 

Inside this catalog are thousands 

of interconnect solutions. They 

include the latest components 

technology developed by 

ITT Cannon engineers for dozens of 

industries. So, no matter what your 

specifications or MIL-SPEC number, 

chances are you'll find what you 

need in here. Some are tried-and

true. Some are new. But they all 

represent the most reliable 

connectors and systems available 

today. They're all the result of more 

than 75 years of designing and 

manufacturing highly reliable 

products for customers throughout 

the world. 

Discover our strengths. 

Cannon's broad line of 

interconnect solutions has come out 

of the best R&D lab there is - our 

customers' environments. By forging 

strategic partnerships with our 

customers, we know the pulse of the 

industry. We get to know you. Your 

company. Your markets. Which 

means we are driven by your needs, 

your people, and your timetables. As 

a part of a group of companies 

known as ITT ElectroMechanical 

Components Worldwide, we offer 

the synergy and resources few other 

suppliers can offer in the way of 

know-how, service and competitive 

prIcmg. 

We'll discover solutions for you 

that don't exist yet. 

This catalog is only the 

beginning. So, if you can't find the 

exact product you're looking for in 

these pages, don't give up. Because 

our engineers will come up with a 

solution for you. We'll modify one 

of the standards included in this 

catalog. Or, start from scratch if 

that's what it takes. Please call us. 

Perhaps we can write a new page of 

connector history together. 

How to get what you need. Fast. 

It's simple. Just call an 
ITT Cannon distributor. They're 

your local source for a full range of 

Cannon product - and a staff of 

experienced connector specialists. 

Most have CAPS (Cannon 

Authorized Plug Specialist) value

added facilities and all have plenty 

of inventory. Service and delivery is 

the best in the business. 

For the phone number of your 

nearest ITT Cannon sales 

representative and distributor, or for 

answers to any technical questions, 

simply call the location listed at the 

right that serves your company's 

product needs. 

How to locate what you're looking 

for. 

This catalog is divided into five 

sections. Each section includes the 

products of one of our five 

connector sales and manufacturing 

locations. 

Use the chart at the right as a 

preliminary guide. Then, turn to the 

Table of Contents on the following 

two pages to locate the type of 

product and page numbers for each. 

See page 4 for a cross reference of 

Cannon product designations to 

MIL-SPEC numbers. 

For technical assistance 

ITT Cannon 
666 East Dyer Road 
Santa Ana, CA 92702 
714-557-4700 

Page 5 to 194 

A leading supplier o[ circular and rack and 
panel connectors [or military and aerospace 
cuSLOmers. Other producl lines include 
microminiaLUre and fiber optic connectors, as 
weIl as a I'ariely o[ highly reliable products 
[or lhe transporlalion, medical and 
eleclronics industries. 

ITT Cannon Page 195 to 229 
4 Cannon Court 
Whitby, Ontario LIN 5V8 
Canada 
416-668-8881 

ManufacLUring high reliability connectors [or 
the airframe and energy markels is a specially 
o[ lhis localion. They also provide connectors 
LO a wide variety o[ geophysical and firewaIl, 
shipboard and other hoslile environmenl 
applications. 

ITT Cannon 
2801 E. Air Lane 
Phoenix, AZ 85034 
602-275-4792 

Page 230 

This localion manufactures and seIls 
hermetic, filter and various special conneCLOrs 
for both commercial and mililary markets, as 
weIl as a line o[ cable assemblies. The 
engineering leam specializes in custom 
connectors to suit difficult CUSLOmer 
applicalions. 

ITT Cannon 
1851 E. Deere Avenue 
Santa Ana, CA 92705 
714-261-5300 

Page 231 to 375 

A major supplier of connectors for 
commercial markel applicat ions. Producls 
include D SubminiaLUre and J.O. connectors, 
as weIl as surface mount and pin grid array 
devices, printed circuil connectors and 
CUSLOm harnessing to cuSLOmer specifications. 

ITT Sealectro 
40 Lindeman Drive 
Trumbull, CT 06611 
203-372-4118 

Page 376 to 384 

A leading U.S. supplier of sub·miniature RF 
and microwave coaxial conneCLOrs for 
military, telecom and test instrumentation 
applications. Many of Sealectro's designs are 
now widely used MIL-Specification and 
standard commercial series. They 
manufacLUre coaxial cable assemblies of both 
slandard and high-performance conslruction 
and are leaders in miIlimeter wave 
interconnecl ion lechnology. Capabilities 
include engineering, test and complele 
manufacLUring facilities. 
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Table of Contents 

MIlrSPEC/CANNON CROSS 
REFERENCE .................. 4 

AUTOMOTIVE ............. 5-17 

ConnecLOrs using en vironmencally resis tant 
m aterials and components sealed against 

contaminants for wire-LO-wire and printed 
circuit board incerface applications. These 

connectors are designed to withstand shock, 
vibration, temperature extremes and 

submersion in water. 

MIlrSPEC CIRCULAR .... 18-108 

Circular connectors are designed for military 
applications, bur are readily adaptable LO both 

space and commercial requirements. 

FIBER OPTIC .. ......... 109-114 

Fiber Optic Multi-Channel Connec-
tors and Cable Assemblies . . . ... 109 

Optical Contacls-Designed to fit 
any size 16 cavily with no modifica-
tion to connector . ... . . . . . . . . . . 112 

MICROMINIATURE ..... 115-154 

• 
Rectang ular; circular and strip configurations 

featuring high contact density with MICRO (3 
amp), CENT I (5 amp) and NANO (1 amp) 

RACK AND PANEL . ..... 155-194 

Rack and Panel connectors are widely used in 
military/aerospace and commercial 

applications. These versatile connectors com e 
in a variety of configurations and sizes, 

including square, rectangular, miniature, 
standard, environmental, and non

environmencal for any blind mate 
applications. 

SEVERE 
ENVIRONMENT ........ 195-227 

Mil-Spec. ... . . .... .. . . . . . .. ... 195 
Firewall . . . .. .. ..... ... . .. .... 205 
Waterproof . ..... . .. .. .. .. . .. . 22 1 

HERMETIC 
CONNECTORS . ........ . 228-229 

twist pin contacts . FILTER CONNECTORS . .... . 230 
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D SUBMINIATURE . . .. . . 231-316 

........ 
'\.----.-
":::: ::::::.': 

-.;, 

ReClangular conneClOrs for commercial/ 
industrial and general military/aerospace 

(MIL-C-24308) applications. 

Commercial .. . . . .. . ... . ...... 23 1 
Com bination .... . .. . ......... 253 
HiRel/Military .. . .. .. ......... 275 
Non-Magnetic/No Outgas . . . .. . 298 
High Density .............. . .. 300 
Accessories . .. .. . . .. ..... .. ... 30 1 

IDC/EDGECARDI 

PC BOARD ..... ........ 317-341 

IDC ..... . . ...... . ... .. ... .. . 
One-Piece PCB 
Two-Piece PCB ..... . . . . ..... . 
DIN ... .... . ... . ... .. . .. . . . . . 

3 17 
322 
322 
336 

LEADED CHIP CARRIER 
SOCKETS ....... . . .... .. 342-344 

Accommodate JEDEC Type A Plastic Leaded 
Chip-Carrier devices with 32, 44, 52, 68 and 

84 leads. 

GENERAL PURPOSE 
CIRCULAR .. . ... .... . .. 345-363 

, 

- ~ fI!/f . '>, 

'tt ;q 4tr~/ 

Lightweight, rugged conneClOrs with quick 
connect/disconnect Acme threads. 

AUDIO CONNECTORS .. . ... 364 

ZERO INSERTION 
FORCE .......... .... .. . 365-375 

Designed fo r commercial/ industrial computer 
and peripheral equipment, zero mating-force 

via cam actuated contacts . 

RF ... ... ........ .. . . .. . 376-384 

SMA Subminiature, ConheX" Subminiature 
and NanoheX" Microminiature RF 

ConneClOrs used in military, 
telecommunications and instrumentation for 
high-density radio frequency and microwave 

circuits. 

3 
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Military Specification/Cannon Cross Reference 

Contacts used in MIL spec. connectors are to the MIL-C-39029 specification. 
Military Cannon Page 

No. ____ S"'p"'ecccif:.:.icccat:.:.ioccn ___ ::..De:.:.s"'cr"'ip"'tioccn __________ ::..De:.:.s"'igccnacctoccr ___ _ 

NORTH AMERICA 
Subminiature Rectangular Connectors 

MIL·C·24308 
(Qualified To) 
MIL·C·24308 
(Designed To) 

Rack/Panel Connectors 

MIL·C·81659 
MIL·C·83733 

Miniature Circular Connectors 

Mll·C·25955 
Mll·C·26482 SERIES 1 & 2 

Mll·C·38999 SERIES I. II . III 

Mll·C·39012 
Mll·C·83513 

Mll·C·83723 SERIES I, II 

NAS·1599 
NASA 40M39569 

Standard Circular Connectors 

Mll·C·5015 

MIL·C·28840 

EUROPEAN 

VG 95 234 
VG96912 
LN 29729 
DIN 41612, 
VG 95 234, IEC, 
Mll·C·55302 
DIN 41651, 
Mll·C·83503, 
BPO·SPEC 
D 2632, 
UTE·C·93428 

Metal shell 
Metal shell 
Metal shell 
Metal shell 
Metal shell 
Plastic shell 
Metal shell 

Metal shell 
Metal shell 

Hermetically sealed connectors 
Metal shell 
Filtered connectors 

Single 2·. 3·. 4·gang Rack /Panel connectors 
Rack / Panel connectors 

Miniature circular. general purpose 
Miniature circular. general purpose Series 1 
Hermetic connectors 
Miniature circular co nnectors Series 2 
Subminiature circular connectors Series I. II. III 
Hermetic connectors Series I, II. III 
Filter connectors 
Microminiature RF Connectors 
Microminiature Rack and Panel connectors 
Micromi niature Rack and Panel connectors 
Standard Circular Connectors 
Standard circular connectors Series II 
Miniature circu lar connectors Series I 
Filter connectors 
Filter connectors 
Filter connectors 

Hermetic 8ulkhead Receptacle 
Bulkhead Receptacles 
Standard ci rcular connectors 
Firewall connectors 
Standard circular connectors 
Firewall connectors 
Hermetically sealed connectors 
Waterproof connectors 
General purpose connectors 
General purpose connectors 
Firewall connectors 
Front release, high contact density 

Standard circular connectors 
High voltage circ ular connectors 

PC Edgecard connectors, indirect, two piece 

Header (shrouded) 

D*MM ........•. . . .... 276 
D*MAM . .. . .. .• . . . .276 
D* .. .. . ......... ..... 231 
D*C/D*U .. ........... . 239 
D*D ...... .. .. .. ...... 291 
D*P .......... .. ...... 247 
D*SF . . .. .. .• .. •.. . .... 249 
Speedy·O 
D*M ..... .. .254 
D*MA .. .. ... .. •. . .. . . . 276 
Accessories ............. 278 
D*H ....... .. .. . .. .... 228 
GD* . . .. •.. •.. •.. . .... 286 
TDl ... .. .... .. . .. .... 230 

DPXNA /NE ........... .. 183 
DPK ......... .. ....... 168 

m ........ ...... ..... ~5 
KPT / KPSE / KPTB .......... 58 
KPTH / PVA ............. 228 
PV . .. .... . . . .. 74 
KJlI KJ /KJA 
KJLY /KJY /KJAY 
TKJlITKJITKJA 

..... 84 

.... 228 

.... 230 
NanoheX@ . . . . . . 382 
MO . ... .. ....... .. 128 
MOM . . 117 
CV ..... .. .... .. . .. ..... 38 
CVA ..... . .. . .. . ...... . 51 
PV .. . ......... .... 74 
TPV . ... .. ....... 230 
TPV .. .. . . 230 
TPV .. .. ... . .. . 230 

BFH IT BFH ... .. .. 229 
BFRITBF ... . . 32 
CA Bayonet ...... 46 
CA·KE ................ 215 
CV .. . ......... . ...... .. 38 
FRF /FVR /FRA /FVA ... .. . . 209 
GS .. ................. 229 
MR ........... .. 221 
MS·A/B ... . .202 
MS·E/F/R/ER . . .. 18 
MS·K .. 205 
KFS .... .. . .... . .. . . ... 195 

CA .. . ... .. . ... .. .... .. 46 
CGE . . . .. . .. ...... 49 

G06 / G60 ..... . .. .. .. .. 336 

G80 ....... ........... 322 



Automotive Connectors 

The Snap Lock Environmental (SLE) Series is 
Cannon's newest environmentally-sealed connector 
created for printed circuit board, black bo x, cable to 
cable or bulkhead applications. 

When your under-the-hood requirements call for 
tough performance, the SLE "snaps" into a tightly
sealed connection that can withstand heat. shock 

How to Order 

SERIES PREFIX 
Snap Lock Environmental 

SIZE 
B or C 

NUMBER OF CONTACTS 
19 or 28 

and vibration. The connector is designed to pre 
serve the integrity of the solid state package, while 
protecting against contaminants-even when un
mated . 

Polarization, scoop-proofing and hand insertion of 
contacts are part of the package. Gold Itin lead
plated stamped contacts add durability. A rugged, 

Features 

• Superior environmental sealing 
• Integral mold latch 
• - 40· to + 125·C continuous operation at rated 

current 
• Available in two sizes, 19 and 28 contacts 
• Crimp stamped gold, tin-lead plated contacts 

• Hand insertable I removable contacts 
• Current rating 5 amp and 13 amp versions 
• Low millivolt drop 
• Low contact resistance 
• Small footpr int on P.C. board and low profile 
• 5-way alternate pola ri zation 
• Adaptable to ro botic assembly 
• Multi-d irection, easi ly assembled end bells 

• Optional secondary latch 

SLE 

thermoplastic receptacle body maximizes perform
ance by withstanding temperature variances from 
- 40· to + 125·C. 

The SLE series is available in both 19 and 28 wire 
configurations. It can also be adapted to robotic 
assembly. Should your requirement demand higher 
density configurations, consult our applications en
gineering staff. 

Benefits 

• Circuit protection and lowers warranty risk 
• Latch with tactile and audible feedback 
• Extends temperature operating range 

• Meets most design requirements 
• Increases durability and provides for minimum 

installation cost 

• Low installed cost 
• To meet signal and power requirements 
• An absolute must in low signal applications 
• A must fo r circuitry with low potentials 
• Requires less P.C. board space 
• One body offers 5 combinations of polarization 
• Another avenue for cost savings 
• Versatile cable strain relief, up, down, straight. 

left and right 

• Connector mating assurance 

SlE B 19 P 2 S F ** 
:~::ES PREFIX- --------- ------.....JT 11 
NUMBER OF CONTACTS,-------------- - ----'J 

CONTACT TERMINATION--------------- --...J 

CONNECTOR TYPE--------------------....J 

CONNECTOR TERMINATION-- --- - - ---- ----------' 

MECHANICAL MOOIFIER---------- -------------' 

MATERIAL OR FINISH MODIFIER----- - ------- ---------' 

CONTACT TERMINATION 
T - Tuning Fork Straight 

(Plug with .120 (3 .05) min. PCB tails) 
N - Tuning Fork 90· 

(Plug with .100 (2.54) min . PCB tails) 
P - Crimp Pin (cable receptacle) 
S - Crimp Socket (cable plug) 

CONNECTOR TYPE 
2 - Cable Plug 
3 - PCB Plug 
4 - Cable Receptacle 

ITT Cannon 

CONNECTOR TERMINATION 
S - Straight E/B (cable only) 
L - 90· Left E/B (cable only) 
R - 90· Right E I B (cable only) 
U - 90· Up E I B (cable only) 
D - 90· Down EI B (cable only) 
P - Potted (PCB only) 

MECHANICAL MOOIFIER 
F - With Flange Mount 
G - Screwlock Applications 
M - Metric Threaded Inserts M3 .5 X .60 
N - Threaded Inserts 6-32 UNC 
E - Threaded spacer 6-32 x .56 

Transportation Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 · (714) 557 ·4700 • (800)845·7000 
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Automotive Connectors 

Standard Data 

MATERIALS AND FINISHES 
Item Material 
Plug High temperatures thermoplastic with silicone 

elastomer sealing 
Contacts Copper alloy. 

~~~~~~~~~~ 
Finish Engaging area: Gold over nickel crimp I P.C. tail 

area: Tin lead over nickel. 

Conversion Chart 

Assembly Number Part Number Description 
130408-0000 SLEB19P4S "B" Receptacle 
130408-0001 SLEB19P4L "B" Receptacle 
130408-0002 SLEB19P4R "B" Receptacle 
130408-0003 SLEB19P4U "B" Receptacle 
130408-0004 SLEB19P4D ··B" Receptacle 
130408-0005 SLEB19P4SF "B" Receptacle 
130408-0008 SLEB19P4UF "B" Receptacle 
130408-0009 SLEB19P4DF "B" Receptacle 
130408-0010 SLEB19P4SG "B" Receptacle 
130408-0011 SLEB19P4UG "B" Receptacle 
130408-0012 SLEB19P4DG "B" Receptacle 
130409-0000 SLEB19S2SF "B" Plug In-Line 
130409-0001 SLEB19S2S "B" Plug In-Line 
130409-0002 SLEB19S2L "B" Plug In-Line 
130409-0003 SLEB19S2R "B" Plug In-Line 
130409-0004 SLEB19S2U "B" Plug In-Line 
130409-0005 SLEB19S2D "B" Plug In-Line 

Contact Arrangements 

Actual Size 
Face View - Engaging Face 

ELECTRICAL 
Contact Resistance 10 milliohms maximum 
Insulation Resistance 100 megaohms minimum 

Current Rating 5 amp signal continuous at 125'C all 
contacts 
13 amp power continuous at 125'C all 
contacts 

Dielectric 1000 vol ts ACRMS at sea level 
Withstanding Voltage 
Applicable In Cannon CS-189 
Specification 
Operating Temperature - 40' to + 125'C 

Assembly Number Part Number Description 
130410-0000 SLEB19N3P "B" 90' PCB Plug 
130410-0001 SLEB19N3PM "B" 90' PCB Plug 
130410-0002 SLEB19N3PN "B" 90' PCB Plug 
130410-0003 SLEB19N3PG "B" 90' PCB Plug 
130410-0004 SLEB19N3 "B" 90' PCB Plug 

130411-0000 SLEB19T3P "B" Straight PCB Plug 
130411-0001 SLEB19T3PM "B" Straight PCB Plug 
130411-0002 SLEB19T3PN "B" Straight PCB Plug 
130411-0003 SLEB19T3PG "B" Straight PCB Plug 

130412 -0000 SLEC28P4S "c" Receptacle 
130412-0001 SLEC28P4L "c" Receptacle 
130412-0002 SLEC28P4R "c" Receptacle 
130412-0003 SLEC28P4U "c" Receptacle 
130412 -0004 SLEC28P4D "C" Receptacle 
130412 -0005 SLEC28P4SF "c" Receptacle 
130412 -0008 SLEC28P4UF "c" Receptacle 
130412 -0009 SLEC28P4DF "c" Receptacle 

SLE 

MECHANICAL 
Crimp Contacts Semi-automatic or hand crimpable 

Wire Size 16-18-20 AWG 

Wire Insulation .095 (2.41) to .130 (3.30) inch dia. 
Sealing Range 
Polarization '0' shaped interface with five alternate 

positions. 

Contact Insertion No tool required. Suitable for automation. 
Contact Extraction Rear removable 

Contact Retention 25 Ibs. minimum per contact 

Wire Strip Length .220 (5.59) to .210 (5.33) inch 

Assembly Number Part Number Description 
130412 -0010 SLEC28P4SG .. c .. Receptacle 
130412-0011 SLEC28P4UG .. c .. Receptacle 
130412 -0012 SLEC28P4DG .. c .. Receptacle 

130413-0000 SLEC28S2SF "c" Plug In-Line 
130413-0001 SLEC28S2S "c" Plug In-Line 
130413-0002 SLEC28S2L "c" Plug In-Line 
130413-0003 SLEC28S2R "c" Plug In-Line 
130413-0004 SLEC28S2U "c" Plug In-Line 
130413-0005 SLEC28S2D "c" Plug In-Line 
130414-0000 SLEC28N3P "c" 90' PCB Plug 
130414-0001 SLEC28N3PM "c" 90' PCB Plug 
130414-0002 SLEC28N3PN "c" 90' PCB Plug 
130414-0003 SLEC28N3PG "c" 90' PCB Plug 
130414-0004 SLEC28N3 "c" 90' PCB Plug 
130415-0000 SLEC28T3P "c" Straight PCB Plug 
130415-0001 SLEC28T3PM "c" Straight PCB Plug 
130415-0002 SLEC28T3PN "c" Straight PCB Plug 
130415-0003 SLEC28T3PG "c" Straight PCB Plug 

6 ~ •••• e ~ 1 9 e •••••••• 1 

13 : ••••• e 
19 \.: •••• e 14 

7 19 e ••••••••• 
28 " ~ ••••••• e- 20 

10 

Size 8 Size C 

19 Contacts 28 Contacts 

6 ••• • 9 •• • • •• • 13 ••• • • 7 19 ••• • •• • • 10 
19 ••• • 14 28 •• •• • • • 20 

Power Version Power Version 

(Consult Factory) (Consult Factory) 

ITT Cannon Dimensions are shown in inches (mi ll imeters) . 
Dimensions subject to change. 

Transportation Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 -0929 • (714) 557-4700 • (800) 845-7000 



Automotive Connectors SLE 

Plug, p.e. Board 

Straight 

90' 

:;"""""'_ Blk""", ~ 

~ .. . .. 
,- !i1'i. . ' _. 
;--~'(" ~ % ",y.. , 

.1891.185(48014.69)DIA. [E ~ 
2 HOLES r A a-I 

.9501.930 
(24.13123.62)-;---, \ 

* ~. 
. 72S/ .7tO 

(18.42118.03) 

INSULATOR 
PLUG 

Part Number 
by Shell Size 
SLE·8 
SLE·C 
Tolerance + .015 

t 

No of 
Contacts 

19 
28 

·1-I ~ •. -_. - 3 ~ . 

It : 

I--c-I 
~---------D------~I 

A 
Max. 

2.530 (64.261 
3.130 (79.501 

.1651.140 
(4.19/3.56) 

B 
Max. 

1.550 (39.371 
2.150 (54.611 

C 
Max. 

1410 (35.811 
2.010 (51.051 

.145/.120 I I
(3.68/3.05) ~ 1 

(]}I 
Straight PC Mount 

PANEL THICKNESS .200 MAX. 

Panel Cutout Pattern 

o 
Max. 

2.210 (56.131 
2.810 (71.371 

E 
Max. 

1.875 (47.621 
2.475 (62.861 

p.e. Board Mounting 

• 2.80(7.11)----_1 

.900 (22.86)§ 1-
.700(17.78) r-r-

'S:~::!i:1! 1...lI1'41 H·17S (4.44) 
-t • • • -t I •• + _(1)_ - -1 

it - . 1.1.1+1+'+,+ .1. -It (:.~g) 

/ 

(28)·· ... t •••• ,. ~ltT 

I I~I I~z»'''· .1621.154 (4.11/3.91) DIA. -I I .400 (10.16) .046/ .040 (1 .17/1.02) DIA. 
.2 HOLES ---I .600 (15.24) 28 PLACES 

-- .800 (20.32) 
It SYM. 

C2S·Straight 

.. 2.800(7.11) • 

.900(22.86) ~ 1_ 
. 700(17.78) rtl /.116/11~~L~~~~9)OIA . 
.500 (12.70) I-++-

.050 '.~~~~;.~~) = 1..tIII I ~ d'1~25(3'18) 
(1 .27) 1 (1) 

I • $-. $- • .•• <9 <9 - - ---t ~ -f4$$ •• ·.<&.·':'·<l><9.$-~· - t Itl 

l (218) II ! § \I-~;~) .250(6.35) ---:--I .200(5.09) . 

I -}.J --- .400(10.16) .046/.040(1.17/1.02) DIA. 
~ - .600 (15.24) 28 PLACES 

-I _.800(20.32) 
. 162/.154 (4.11/3.91) OIA. It SYM. 

2 HOLES 

ITT Cannon 

_2.200(55.68)[l 

,600(15,24)-1 1- 1 '175(4.44) 
.400(10.16)_ rI/ 
.200(5.09).- r:r: I 

I (1) t ...... --- --
-Ii!)- +1.1.' '·1+ $-~5-e (:.~g) 

/

1 (19)$-. <9 +,. + __ 1 t t 
I .w 4--.100 (250 t 

.162/.154(4.11/3.91) DIA. -1-11 -.300(7. 6~) ~ .046:.040 
2HOLES __ - .500(12.70) (\~~l~~~~A 

It SYM. 

B19·Straight 

.116/.110 
(2 .95/2.79) DIA . 

2.200 (55.88) ---r 2 HOLES 
'600(15'24)~ 1_ r 
.400(10.16) I-+- Ir ~.125(3.18) 
.200 (5.09) _ 1-"'" I 

• <9 <9 •• +- - ---1 
.050(1.27)L 1 (1) l. 

____ ~.~. I <9~"I$-I. '~ -=¥ It 

t 1.400~(19) II ~ tL(:;~) 
(35.56) I W _100(2.54)"--.0461.040 . __ I - .300(7.62) (1.17/1.02)DIA. 

-l -.500(12.70) 19PLACES 

.1621.154 (4.11/3.91) OIA. It SYM . 
2 HOLES 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 7 

Transparalion Products. 666 E. Dyer Rd .. P.O. Box 929. Santa An a. CA 92702 ·0929 • (714) 557·4700 • (BOO) 845 ·7000 
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Automotive Connectors 

Plug (lnline, Cable-to-Cable)* 

.130 (3.30) MAX . 
Panel ThIckness 

Receptacle 

With Flange 

*Receptacles are supplied with end bell assemblies 
See page 9 for complete list of endbell options. 

90° Left and Right 

90° Up and Down 

.790 (20,07) 

.750 (19.05) Without Flange 

Part Number 
by Shell Size 

SLE-B 
SLE-C 
Tolerance + .015 

No 01 
Contacts 

19 
28 

~D! C40(356) MIN 
// ~ i 1 

[::::~ 

Straight 

Part Number No 01 
by Shell Size Contacts 

SLE-8 19 
SLE-C 28 
Tolerance + .015 

ITT Cannon 

2,450 (61.09) 
MAX, 

I 
All configurations 
and sizes 

A 
Max. 

2.340 (59.44) 
3.010 (76.45) 

SLE 

*Cable Plugs are supplied with end bell assemblies. 
See page 9 for complete list of endbell options. 

o -----~+:+J 0 B 

'---"----t==-==~LL 

A 
Max. 

2.830 (71.88) 
3.420 (87,12) 

B 
Max. 

1.030 (26,16) 
1,030 (26,16) 

C 
Max. 

1.870 (47.50) 
2,470 (62.74) 

6·32UNC 
Thread 

Screwlock 

B 
Max. 

1.030 (26,16) 
1,030 (33.02) 

1-----E -----i 

C 
Max. 

1.735 (44.07) 
2.335 (59.31) 

.200 REF. C 
(5.08) 

0 
Max. 

2,000 (50.80) 
2.600 (66,04) 

E 
Max. 

2,210 (56.13) 
2,810 (71.37) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Transportation Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929. (714) 557-4700 • (BOO) 845-7000 



Automotive Connectors SLE 

End Bells 

PLUG RECEPTACLE 

FlANGE MOUNT - (F) 

Contact No W' =u; =~Contact No. 1 

I I t I 
LEFT I I I I RIGHT 

II I I 

~---~ 

, 2.83 (71.88) 
;....-- 3.43 (87.12)_~ 
I MAX. I 
M olgrf 
I--F~ 

(O)~ DOWN Part Number B Cable 
OTHER END BELL VIEWS (FROM REAR) by Shell Size Max. Max. Entry I.D. 

STRAIGHT - (5) 
"B" and "F" dimensions are the SLE·B 1.030 (26.161 2.00 (50.801 .580 (14.731 

same for all SLE end bells. SLE·C 1.030 (26.161 2.60 (66.041 .780 (19.811 

Polarization 

Recept Plug Recept Plug Recept Plug Recept Plug Recept Plug 

o DO o DO 00 
N 

Normal 
w x 

NOTE: Connectors are shipped with keys installed in the "Normal" position unless otherwise ordered. 

Wire Stripping 

A 

: 
Test Methods 

Insulalion Resistance MIL-STO-1344 
Dielectric Withstanding Voltage MIL -STO-1344 
Contact Resistance MIL -STO-1344 
Low Level Contact Resistance MIL-STD-1344 
Crimp Tensile Strength MIL -STD-1344 
Contact Retention MIL-STD-1344 
Mating Separating Force MIL-STD-1344 
Durability MIL-STD-1344 
Temperature Life MIL-STD-202 
Mechanical Shock MIL-STO-202 
Maintenance Aging MIL-STO-1344 
Vibration MIL-STO-1344 
Sand and Dust MIL-STO-2D2 
Salt and Spray MIL-STO-202 
Humidity MIL-STO-202 
Steam Cleaning /Pressure Wash SAE 

ITT Cannon 

y z 

AWG A B 
WIRE SIZES DIM DIM 

16·20 .095 (2.411 .210 (5.331 

.130 (3.301 .220 (5.591 

Method 3003.1 
Method 3001.1 
Method 3004.1 
Method 3002.1 
Method 2003.1 
Method 2007.1 
Method 2013.1 
Method 2016 
Method 108 Condition 0 
Method 213 Condition I 
Method 2002.1 
Method 2005.1 Condition VI 20 Hours /Axis 
Method 11 0 
Method 101 Condition A 
Method 106 
Proposed 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 9 

Transporation Products. 666 E. Oyer Rd .• P.O . Box 929. Santa Ana. CA 92702 ·0929. (714) 557-4700. (BOO) 845-7000 
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Automotive Connectors 

Tooling 

Contact Extraction Tool - CET-SlE 
Part No. 274-7068-000 
Insertion Tool not required. 

Contacts 

Reel of 4500 Socket Contacts 

ITT CANNON 

Part No. 110238-0448 (Signall; 110238-2003 (Powerl 

Reel of 4500 Pin Contacts 
Part No. 110238·0446 (Signal!. 110238-2004 (Powerl 

Accessories 

Bale latch 
For Redundant latch Applications 

SlE-B 029-0281 -000 
SLE-C 029-0281 -001 

Sealing Plug for unused cavities 
Part No. 225-0093-000 

ITT Cannon 

Hand Crimp Tool CCT-SlE Part No. 980·0008-052 

Socket Part No. 030-2480-000 (Signal!; 030-2480-003 (Powerl 

c~--~ 

Pin Part No. 030-2464-000 (Signal!; 030-2464-003 (Powerl 

Female Screwlock Post 
for use on PCB connectors, Suffix "N". 
Part No. 265-0061-000 
(2 requiredl 

Transporation Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-09 29 • (714) 557·4700 • (800) 845·7000 
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Automotive Connectors SLE 

Test Parameters 

SLE products are designed to meet In Cannon specification CS-189 Items of most general interest to users and designers are listed below 
Test Reference 

Description Paragraph Requirements 
Environmental 12.15 Sand and Dust MIL-STO- 202 Method 110 Test Condition A 
Sealing 12.3.6 5% salt spray 96 hours 

12.3.7 10 cycles of 24 hours. 90-98% humid ity 
12.3.8 Steam Cleaning /Pressure Wash 95'C. 375 Cycles 750 PSIG 
12.3.9 Solvent Resistancellmmersion (see 12.19) 
12.110 Thermal Shock Ten Cycles 4' to 100'C + 3'C 

Contact 12.2.1 The minimum tensile load required to separate the wire from the contact. either by pulling the wire out of the crimp joint or breaking the wire within the crimp joint shall not 
Crimp Tensile be less than the applicable limits as specified. Wire breakage or contact damage not due to crimping at less than tensile loads shall not constitute a failure . 
Strength Wire Size AWG Crimp Tensile Strength. Pounds Minimum 

16 35 
18 25 
20 20 

Insulation 12.1.1 Mated and wired connectors shall exh ibit an insulation resistance greater than 100 megohms between all contacts. This limit shall apply after exposure to each environment 
Resistance including salt solution immersion. Tests shall be performed at 100 VDC ± 10%. 
Dielectic 12.1.2 Wired and mated connectors shall show no evidence of breakdown between adjacent contacts when tested at 1000 VOC ± 5%. Connectors shall meet this requirement after 
Withstanding exposure to each environment. Current leakage shall be less than 1.0 milliamp. 
Voltage 
Low Level 12.1.4 The low level contact resistance of mated con tacts shall be less than 10 milliohms when measured across the con tacts and crimp joints. The test current shall be a maximum 
Contact of 100 milliamps with an open circuit test voltage of 20 millivo lts maximum. 
Resistance 
Mechanical 12.3.3 Connectors shall be subjected to three shocks in each direction applied along the three mutually perpendicular axes of the connector test specimen for a total of 18 shocks. 
Shock Each shock shall consist of a terminal peak sawtooth pulse with a peak va lue of 100 g's and a duration of 6 milliseconds. 
Vibration 12.3.4 Connectors shall be subjected to random vibration in accordance with MI L-STO-1344. Method 2005.1 . test condition VI. for 20 hours along each of the following three axes: 

Direction Grms 
Transverse axis of connector 22.8 
Longitudinal ax is of connector 13.2 
Mating axis 10.2 

Electrical continuity of the connectors shall be monitored during the last 20 minute sweep in each axis with a test current of 100 milliamps or less and a test voltage less than 
2 VOC. Electrical discontinuities in excess of 10 microseconds sha ll be cause of failure. 

Durability 12.2.5 Connectors sha ll be subjected to 25 cycles of mating and unmati ng at room temperature. Following this test the re shall be no evidence of damage to the contacts. contact 
plating. connector housing or seals which may prove detrimental to reliable performance of the connector. 

Contact 12.2.2 Contacts shall not be displaced greater than 0.030 inches from the connector body when a force of 25 pounds is ap plied. When this test follows ma in tenance aging the same 
contacts sha ll be tested. 

Maintenance 12.2.3 Shall consist of subjecting each wired receptacle to 5 cycles of removal and reinsertion of 20% of the contacts or a minimum of 6 per connector with approved tooling. 
Aging 
Mating and 12.2.4 The maximum force re qu ired to mate the plug and receptacle sha ll be 25 pounds. The maximum force req ui red to separate the plug and receptacle shall be 15 pounds. The 
Separating rate of travel shall be one inch per minute. 
Force 
Solvent 12.19 Connectors shall be su bjected to the followi ng flu ids at the temperature and length of time specified. Following the fluid dip or immersion. the connectors shall be immersed 
Resistance to a depth of 2 to 12 inches in a 5% salt water solution for 24 hours at room temperature. At the co mpletion of the salt water immersion test. while sti ll immersed. the 
Immersion connectors shall meet the insulation resistance requirement specified herein. 

Fluid Method Temperature 
No. 2 Diesel Fluid Immersion (2) 140'F 
Methyl Alcohol Dip (1) Room Temperature 
Antifreeze 
-Dowtherm 209 Immersion (2) 180'F 
-50% Water /50% Immersion (2) 180'F 

Ethylene Gl ycol 
Degreaser 
-Gunk Dip (1) Room Temperature 
-Mineral Spirits Dip (1) Room Temperature 

Paint (Oil Base) Immersion (2) Room Temperature 
Lubricating Oil Immersion (2) 200'F 

(SAE 10 W40) 
Brake Fluid Dip (1) Room Temperature 

(Delco Supreme) 
Transmission Flu id Oip (1) Room Temperatu re 

(Dextron) 
(1) Dip: Connectors shall withstand a one second dip and a three minute air dry for a total of 80 cycles. 
(2) Immersion : Connectors shall wi thstand immersion for one hour. 

Temperature 3.2.3.1 Connectors shall be subjected to a temperature of 125 ± 3'C for a period of 1000 hours. At the end of the temperature soak period and after removal from the chamber. the 
Life connectors shall meet the insulation resistance and dielectric withstanding voltage requirements specified herein. Connectors shall be operated at rated current throughout 

the duration of the temperature life test. Upon removal from the chamber at the conclusion of the test. the connectors shall show no visual signs of damage wh ich may be 
detrimental to the performance of the connector. 

Thermal 12.3.2 Connectors shall be subjected to 100 thermal cycles from - 40' to + 125'C. One cycle shall consist of the transitions from room temperature to - 40' to + 125'C. and 
Cycling from 125'C to room temperature. One cycle shall be accomplished in a three hour period with a minimum stabilization period of 15 minutes at each temperature extreme. The 

chamber temperature transition rate shall be a minimum of l.30'C per minute and a maxi mum of 6.00'C per minute. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 11 

Transporation Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (BOO) 845-7000 
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Automotive Connectors 

SURE-SEAL@ connectors are an expanding series of 
low cost UL and GSA recognized, environmental 
connectors. 

Low Installed Cost 
ITT Cannon 's Sure-Seal connectors are designed to 
be terminated by the D.E.M. The D.E.M. being the 
termination facility gives complete in-house capa
bility! The total installed cost is what counts. 

Field Serviceable 
When necessary. Sure-Seal connectors can be 
changed, modified or re-wired in the field . 

One-Piece Molded Bodies 
The Sure-Seal connector incorporates a very simple 
one-piece molded body. No other parts - other 
than contacts - are needed to assemble a com
plete connector. 

Low Cost Stamped Contacts 
Without sacrificing quality, the cost of Sure-Seal 
connectors is kept low by using stamped contacts 
available on reels in a continous strip for use on the 
industry accepted ABT-500 or ABT-607 semi auto
matic crimp press. All contacts utilize 
a "B" type crimp. 

ITT Cannon developed SURE-SEAL connectors to 
meet the increased requirements for safety and 
reliability in the automotive field brought about by 
Department of Transportation safety regulations . 
These sealed connectors satisfy many of the pa
rameters defined by automotive I industrial stan
dards including vibration, shock, temperature cy
cling, salt water spray and immersion, petroleum 
derivatives, industrial gas, and most importantly, 
low millivolt drop and low contact resistance. 

SURE-SEAL connectors are also tailored to fit into 
such areas as marine, recreation, household ap
pliance, solar energy and agriculture applications. 

Sure-Seal® 

The one-piece molded body and rugged multiple 
moisture seals make the SURE-SEAL connector a 
natural for applications where outside contaminants 
must be excluded. 

Cannon has added a mini SURE-SEAL version and a 
wall mounting square flange configuration to its 
family of SURE-SEAL connectors. For more in
formation on these two series please fill out the 
reply card at the back of this catalog. 

BOOT TO CABLE 
MULTIPLE SEALS 

RAISED INDEXI NG RIB 

RETAINING L1P

l STEPPED PLANE 

RAISED INDEXING SPLINE 

CONNECTOR RETAIN ING SHOULDER 

CONNECTOR TO CONNECTOR 
DEEP RECESSES MULTIPLE SEALS 

MULTIPLE RIPPLE 
WIRE SEALS 

Wide Wire Gage and Cable Accommodations 
Ideally suited to be terminated on SAE-Jl128 wires 
of size 14, 16 and 18 AWG, wire sizes with 
insulation in the range of .100 (2 .54) to .147 (3.73) 
inches, termination to multi-conductor jacketed ca
bles in the range of .208 (5.28) to .380 (9 .65) 
inches diameter, and can be terminated to three 
different wire ranges with total environmental seal
ing still assured . 

Polarized Against Mis-Mates 
Sure-Seal Connector mating faces are constructed 
with two stepped planes; the plug and receptacle 
must be properly oriented in order for the contacts 
to engage. For "blind" mating a raised indexing rib 
and matching raised indexing spline has been added 
to the plug and receptacle. 

ITT Cannon 

"" 

RECESSED SOCKET CONTACT 

Water Submersible 
Not just splash proof, but truly submersible for 
short periods of time. The Sure-Seal connector has 
been successfully tested in up to three feet of 5% 
water saline solution. Note: Although Sure-Seal 
can withstand submersion, it is not designed to 
be used as an underwater connector. 

Resistant to Vehicular/Industrial Environments 
Sure-Seal connectors are designed to meet temper
atures from -40'C to + 105'C under conditions of 
high humidity severe vib ration, ice and mud . Sealing 
integrity is still maintained with exposure to brake 
fluid, gasoline, diesel fuel. anti-freeze, ultra violet. 
ozone, steam cleaning under normal operating con
ditions. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Transportation Products. 666 E. Over Rd., P.O. Box 929. Santa Ana. CA 92702·0929 • 17141 557.47nn • IRnm R4~ . 7nnn 



Automotive Connectors 

How to Order 

To order connector, specify component parts and contact part number as listed. 

Component Part Numbers 
Insert 

Arrange· Receptacle Plug Clip! 
ment Housing Housing Boot Clamp Color Grommet 

SSI* 120·1833·000 120·1832·000 N/A 026·0452·000 Black N/A 

SS2* 120·1804·000 120·1807 ·000 317 ·1398·000 029·0263-000 Red 351·1640·000 

SSJ* 120·1805·000 120·1808·000 317·1397 ·000 029·0262·000 Yellow 351·1641·000 
SS4* 120·1806·000 120·1809·000 317 ·1399·000 

SS5* 120·1839·000 120·1841 ·000 N/A 

SS6* 120·1840·000 120·1842 ·000 N/A 026·0450·000 Natural 351 ·1633·000 

SS7* 120·1874·000 120·1873-000 N/A 

SS8* 120·1866·000 120·1865·000 N/A 

SS9* 120·1868·000 120·1867 ·000 N/A 026·0451·000 Black 351·1634·000 

SS1O* 120·1870·000 120·1869·000 N/A 
*Add R for Receptacle, P for Plug, C for Clamp, B for Boot. G for Grommet. 

Contact Part Numbers (See page 16) 
Pin Socket 

Non·lnsulation Individual* 030·2196·000 031 ·1267 ·000 
Support Reels of 5000 110238·0040 11 0238·0085 

Insulation Individual* 030·2196·001 031·1267·001 
Support Reels of 5000 11 0238·0195 11 0238·0194 

*Loose piece available from distribution only. 
Note: High temperature versions of molded bodies to meet temperatures up to 150'C with stamped contacts having selective silver 
or gold plate are available. Please contact the factory or your local Cannon sales office or distributors for ordering nomenclature. 

Standard Data 

MATERIALS AND FINISHES 
Plug 

Receptacle 

Contacts 

Socket Contact Sleeves 

MECHANICAL 
Crimp Contacts 

Contact Positions 

Polarization 

Contact Retention 

Contact Insertion 

ELECTRICAL DATA 
Contact Resistance 

Current Rating* 

Insulation Resistance 

Dielectric Withstanding Voltage 

Wire Range 

Wire Insulation Sealing Range 

ACCESSORIES 
Protective Seal Boot 

Connector Clamp 

Connector Grommet 

Elastomeric material 

Elastomeric material 

Copper alloy. tin·lead plate 

Stainless steel. passivated 

Semi·automatic or hand crimpable 

1 thru 10 inclusive 

Stepped plane positive polarization and visual polarization 

7.5 Ibs. minimum 

From rear with single hand tool. or simultaneous insertion of multiple crimped 
contacts with semi·automatic insertion machine 

10 Milliohms maximum 

15 amps continuous at 85'C 
8 amps continuous at 105'C 

100 Megohms minimum 

1.200 VAC at sea level 

14 AWG to 18 AWG 

.100" (.254) minimum; .147" (3.73) maximum 

Seals cabled wire jackets to connector housing 

Clamps plug and receptacle in mated condition 

Provides for panel mounting of either plug or receptacle 
*For total current carrying capacity of connectors with multiple wires in bundles. refer to derating curves in CS·155. 

ITT Cannon 

Sure-Seal® 

Power Connectors (See page 15) 
Insert 

Arrange· 
ment 

SSIR·4* 

SSlp·4* 

SSIR·8* 

SSlp·8* 

TEST CRITERIA 
Sealing Capability 

Weather. Ozone and 
Ultra Violet Resistance 

Industrial Gas 

Durability 

Salt Spray 

Humidity 

Dry Heat 

Vibration 

Shock 

Receptacle Plug 
Housing Housing 

120·1903-000 

120·1905·000 

120·1904·000 

120·1906·000 

3 foot depth immersion in 5% salt 
solution, room ambient 

In accordance with ASTM 0·1149 (100 
pphm) and ASTM 0·1171 (outdoor 
exposure) 

Equivalent to MIL·C·23216. para. 
5.6.13. 

50 cycles mating and unmating 

In accordance with MIL·STD·202D. 
Method 10lD 

95% at 95'C/1000 hours 

105'C for 1000 hours 

10 to 55 Hz .. 06" DA. 1 hour. Y (radial) 
and Z (longitudinal) axes 

50g. 11 ms. 30 cycles. y (radial) and Z 
(longitudinal) axes 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Transportation Products. 666 E. Oyer Rd .• P.O. Box 929. Santa Ana, CA 92702 -0929 • (714) 557 -4700 • (800) 845·7000 
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Automotive Connectors 

SSl 

Plug PIN 120-1832-000 

.565 (14.35) 

rnA j" 11--=""-_ 
.250 (6.35) 
DIA. MAX. 

t 

SS2 - SS4 

Plug 

t 

r G F::J 
II -atEl 

d 

Body Part Dia. G 
Identifier Number Max. Max. Max. 

SS2P 120·1801-000 .430 .715 1.410 
(10.92) (18.16) (35.81) 

SS3P 120·1808-000 .500 .715 1.410 
(12.70) (18 .16) (35.81) 

SS4P 120·1809-000 .500 .715 1.410 
(12.10) (18.16) (35.81) 

SS5 - SS10 

Plug 

.395 (10.03) 
DIA. MAX. 

t 

Max. 

.050 
(1.21) 

.050 
(1.21) 

.050 
(1 .27) 

I-=G -·1 
. I I~ F----1 L 

IJ ~ I'! 
Body Part Dia. G 

Identifier Number Max. Max. Max. 

SS5P 120·1841 -000 .810 .700 1.410 
(20.57) (17.78) (3734) 

SS6P 120-1842·000 .810 .700 1.470 
(20.57) (17.78) (37.34) 

SSlP 120·1873-000 .810 .700 1.410 
(20 .57) (17.78) (3734) 

SS8P 120·1865-000 .935 .700 1.410 
(23.15) (17.78) (3734) 

SS9P 120-1867·000 .935 .700 1.470 
(23.15) (17.78) (3734) 

SS10P 120·1869·000 .935 .700 1.410 
(23.75) (17 .18) (3734) 

Max. 

.050 
(1.27) 

.050 
(1.27) 

.050 
(1 .27) 

.050 
(1 .27) 

.050 
(1.27) 

.050 
(1.27) 

A 
Dia. 
Max. 

.550 
(13.97) 

.600 
(15 .24) 

.600 
(15 .24) 

A 
Dia. 
Max. 

1.010 
(25 .65) 

1.010 
(25.65) 

1.010 
(25.65) 

1.135 
(28.83) 

1.135 
(28.83) 

1.135 
(28.83) 

ITT Cannon 

Sure-Seal® 

Receptacle PIN 120-1833-000 

Receptacle 

~
1 '600 (40.63) 

MAX . 

. 97~f:.76) '- .250 (6.35) 
I DIA. MAX. 

~I tl.-__ J~ 

A 
Body Part Dia. Dia. H 

Identifier Number Max. Max. Max. Max. 

SS2R 120·1804·000 .710 .430 .855 1.550 
(18.03) (10.92) (2171) (3937) 

SS2R 120·1805·000 .760 .500 .855 1550 
(1930) (12.70) (21 .71) (3931) 

SS4R 120·1806·000 .760 .500 .855 1.550 
(1930) (12.10) (2171) (3937) 

Receptacle 

~~JI 

J~~ ~ I 

t 
E 

l 
t 

A 
Body Part Dia. Dia. H 

Identifier Number Max. Max. Max. Max. 

SS5R 120·1839·000 1.160 .810 .835 1.610 
(29.46) (20.57) (21.21) (40.89) 

SS6R 120·1840-000 1.160 .810 .835 1.610 
(29.46) (20.57) (21.21) (40.89) 

SS7R 120-1814·000 1.160 .810 .835 1.610 
(29.46) (20.51) (21.21) (40.89) 

SS8R 120·1866·000 1.285 .935 .835 1.625 
(32.64) (23.75) (21.21) (41.27) 

SS9R 120·1868-000 1.285 .935 .835 1.625 
(32.64) (23.15) (21.21) (41.27) 

SSlOR 120-1810-000 1.285 .935 .835 1.625 
(32.64) (23.15) (21.21) (41.27) 

Max. 

.050 
(1.21) 

.050 
(1.21) 

.050 
(1.27) 

Max. 

.050 
(1.27) 

.050 
(1.21) 

.050 
(1.27) 

.050 
(1.27) 

.050 
(1.21) 

.050 
(1 .2 7) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Tra nsportation Products. 666 E. Oyer Rd .. P.O. Box 919. Santa Ana. CA 91701 ·0929 • (714) 557 ·4700 • (800)845.7000 



Automotive Connectors 

SSl Power Connector 

Contact Arrangements 

Drawing not to scale. Rear view, receptacle side. 

SS-I RR 
PIN 

SS-2R 

«_., ... "K''']e' 
2 I 4 4 

l 

, 
PIN 

SS-6R SS-7R 

Accommodates VE AWG #4 through #10. 

Plug 

Sure-Seal® 

1
75~~~)MAX' _____ -t 

r
·785 MAX'll' :1 .525 MAX. 
(19.94) (13.34) 

r--'i t 

Receptacle 

t 
~ 1.1600 

.665 OIA. MAX. (29.46) 
IA. MAX. 

. 8150 
(20.70 

(16.89) 
IA. MAX . L .938 OIA. MAX. 

)~ r-- (23.75). 

Body Part 
Identifier Number 

SSl PA 120-1905-000 

SS lp·B 120-1906-000 

. 685 MAX. (55 .58) .785 MAX. --r2.1 88 MAX . 

(17.40) (19.94) l 
I 

1.160 DIA. MAX. 
(29.46)L 

Body 
Identifier 

SSlR-4 

SSlR-B 

---

~. 
PIN 

SS-3R 

SS-SR 

.,1 
~f 

.665 DIA. MAX. --f--- (16.89) 

f---*-

Part 
Number 

120·1903-000 

120-1904-000 

~". 
PIN 

SS-4R 

SS-9R 

AWG 
Size 

#4 or #6 

#B or #10 

• .8150 IA. MAX. 
) (20.70 

1 

AWG 
Size 

#4 or #6 

#B or # 10 

•

. SOCKET 

, . 
, 

PIN 
SS-SR 

SOCI<ET 

PIN 

SS-10R 

ITT Cannon Dimensions are shown in inches (mi ll imeters). 
Dimensions subje ct to change . 

Transportat ion Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (800) 845-7000 
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Automotive Connectors Sure-Seal® 

Accessories 

Boot Grommet 

I" K 

"I 
I 

----- - +, , , , 
'- - - - - -- r --+-~ B 0 

: I ~ ~ /~ - - -- --

- - - --- / 

Used With Used With A B C 
Body Part B Cable K D Body Part Dia. Dia. Dia . H 

Identifier Number Dia. 0.0. Ref. Dia. Identifier Number Max. Max. Max. Max. ReI. Max. 

SS-2 317- 139d-000 .435 .208·.228 2.05 .380 SS·2 351 -1640·000 .410 1.275 .755 .230 ,055 .690 
(11.05) (5.28·5.79) (52.071 (9.65) (10.411 (32.39) (19.18) (5.84) (1.40) (17.53) 

SS-3 or SS-4 317-1397-000 .504 .220·.240 2.05 .380 SS·3, or 4 351 -1641 ·000 .475 1.275 .755 .230 .055 .690 
(12 .80) (5.59·6.10) (52.07) (9.65) (12.06) (32.39) (19.18) (5.84) (1.40) (17.53) 

SS-3 or SS·4 317-1399-000 .504 .345·.380 2.05 .500 SS·5, 6 or 7 351 -1533·000 .765 2.200 1.445 .3 15 ,065 .810 
(1 2.80) (8.76·9.65) (52.071 (12.70) (19.43) (55.88) (36.70) (8.00) (1 .65) (20.57) 

SS-5, -6, -7 317 -8657-000 1.063 .283- .331 2.441 .492 SS-8, 9 or 10 351 -1634-000 .890 2,200 1.445 .315 ,065 .810 
(27.0) (7.2·8.4) (62.00) (12 .50) (22.611 (55 .88) (36.70) (8.00) (1 .65) (20.571 

Sealing Plug: Part Number 225-0093-000 (will maintain integrity of environmental seal if all 
cavities are not used) . 

Note: SS·2, 3 or 4 recommended panel hole diameter to be 25 / 32 X. 060 material. SS-5 thru -10 
recommended panel hole diameter to be 1-1/ 2 X .060 material. These diameters are for reference 
only. 

Clip/Clamp 

1.920 
(48.77) -1'00__- --.; 
MAX. 

Used With Part 
Body Identifier Number Colors 

SS-l C 026-0452-000 Black 

SS-2C 029-0263-000 Red 

SS-3C, 4C 029-0262 ·000 Ye llow 

SS· 5C, 6C, 7C 026·0450-000 Natural 

SS-8C, 9C, 10C 026·0451 -000 Black 

Contacts (seepage 13) 

.280 

.750 ~(7' 11 ) .047 
(19.05) ~_ .,1- (i 19) 

; ; .. 
: : .038 
U (.965) 

.930 
(23.62) 

SS-2. SS-3. SS-4 

A 
Max. B C 

3.200 (80.00) .740 (18 ,80) 

.580 
(14.73) 

~
FULLR 

T-- ' E 
C _ , 
L : ' i 0 

I.- B ~rl 

.890 (22.61 ) 1.000 (25.40) .420 (10.671 

.930 (23.62) 1.050 (26.671 .450 (11 .43) 

3.045 (77.34) 1.395 (35.43) 

3.045 (77.34) 1.520 (38 .61) 

F~rA ___ I. 
~ - :~ B MAX. 

G : _;--.i.. 
c_ -, 1.060 

.j 1+ (26.92) 
MAX. 

SS-5. SS-6, SS-7, SS-8, SS-9, SS-10 

G 
Dia. Max. Max. 

.2 10 (5.33) .390 (9.91) 

.420 (10.671 

.480 (12.19) 

.610 (15.49) .910 (23.11) 

.660 (16.76) .960 (24.38) 

Non·lnsulation Support Socket Non-Insulation Support Pin Insulation Support Socket Insulation Support Pin 

~ 
~ 

Q q 
1_1 _ 'L 
~0 0 

~ 

* * dJ- -.lJ 

ITT Cannon 

~ 

UJUt un 

Dimension s are shown in inches (m ill imeters). 
Dimensions subject to change. 
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Automotive Connectors 

Hand Crimp Tools 

The CCT-SS and CCT-SS-2 hand crimp tools are 
designed to crimp individual Sure-Seal contacts on 
wire sizes 14. 16 and 18 AWG. Each cycle is 
ratchet-controlled (the tool must be completely 
closed before it can be re-opened) to assure a 
satisfactory crimp each time. Over and under crimps 
are eliminated. 

These tools are for use where the requirements are 
for low to moderate volume quantities. and fo r 
on-site applications where semi-automatic tools 
cannot be practically used. 

Contact Insertion Tools 

Semi-Automatic Machines 

Semi·Automatic Crimp Machine 
ABT-607 

CCT·SS 
For Standard Contact. 
Part No. 995·0001·746. 

CIT·SS·14 
For Non·lnsulation Support Contacts 
Part No. 0702]5·0001 

Semi·Automatic Crimp Tool 
ABT·500·UCCD-SS 

Wire Stripping 
AWG 

Contact Wire Sizes 

Standard 14·18 

Insulation 14·18 

Support 

ITT Cannon 

A 
Dim 

.185 (4.70) 

.220 (5.59) 

.155 (3.94) 

.185 (4.70) 

CCT-SS-2 
For Insulation Support Contact. 
Part No. 995·0001·904. 

CIT·SS·10 
For Insulation Support Contacts 
Part No. 070]06-0000 

Sure-Seal® 

Semi-Automatic Bench Insertion Machine 
CBIT·SS 

Connector Support Blocks 

CIF·SS·l 317-1408·002 

CIF·SS·2 317-1408·001 

CIF·SS·3-4 317 ·1408·000 

CIF·SS·5·5· 7 317·1408·003 

CIF·SS·8·9·10 317-1408·004 

Dimensions are shown in inches (millim eters). 
Dimensions subiect to change. 17 
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MIL-C-5015 Connectors MS-E/F/R/ER 

ITT Cannon is the foremost manufacturer of MS and 
MS type connectors with the widest range of 
connector styles, sizes and variations in the indus
try. These connectors utilize the finest materials, 
which, along with precision manufacturing and rigid 
quality control. assure ITT Cannon customers of the 
finest quality connectors. 

These circular connectors were originally designed 
for aircraft. but are now widely used in many other 
fields . They are particularly suitable for commercial 
applications requiring low cost and high reliability. 

How to Order 

In the latest revision of MIL-C-5015, a new class of 
environment-resistant connectors was added . This 
new class F connector supersedes the previous 
class E connector. The MS3106F is identical to the 
MS3106E except that the MS3106F has an "0" 
ring under the coupling nut. The class E will still be 
available upon request for existing programs, and 
upon ordering will also bear the E nomenclature on 
the shell. 

MS-F and MS-R connectors are designed to operate 
in the extreme environmental conditions of high 
altitude flight and must be completely sealed to 
withstand moisture, condensation, vibration, corona 
and flashover caused by high altitude environments. 

PREFIX 
MS - Conforms to latest MIL-C-5015 revision 
CA - Cannon designation (for any modification) 

SHELL STYLE 
3100 - Wall mounting receptacle 
3101 - Cable connecting plug 
3102 - Box mounting receptacle 
3106 - Straight plug 
3108 - 90° angle plug 

ENVIRONMENTAL RESISTANT MS-E, MS-F, 
MS-R AND FHO (Solder/Crimp Termination) 
MS-E, MS-F and MS-R are similar to MS-A and 
MS-B connectors but have resilient insulators and 
wire sealing grommets for extreme environmental 
conditions and high altitude sealing. MS-E's and 
MS-F's have a mechanical cable clamp; the MS-R 
has a shorter, lighter weight endbell without the 
cable clamp. Both the MS-F and MS-R have 0 rings 
to supplement the interfacial seal. Shells are alumi
num alloy. Contacts are silver plated copper alloy. 
The F80 modification (crimp contact termination) is 
available in E, R, F and BFR styles with resilient 
insulators. 

They have resilient grommet with internal restric
tions in the wire cavities which act as a rings 
around the wires. This allows the wires to slide thru 
the grommet with a minimum of friction, yet when 
the ferrule is seated and the endbell tightened it 
provides a perfect wire seal thru a wide variety of 
wire diameters. This seal at the rear, plus the 
interfacial seal at the front. effects a completely 
environment-resistant assembly when the plug is 
mated to an F or R receptacle. Sockets are of the 
closed-entry type . 

The temperature range for this connector is - 55°C 
(- 67"F) to + 125°C (+ 257"F) and meets the 
requirements of MIL-C-5015. 

POTTING ER CONNECTORS (Solder Contact 
Termination) 

These lightweight potting connectors provide re
sistance to salt water, fuels, etc., and will with 
stand the effects of high vibration. 3100 and 3106 
connectors with plastic potting cups and resilient 
inserts meet the requirements of MS3103 and 
MS25183. Contacts are silver plated copper or 
brass. ER insulators are resilient; shells are alumi
num alloy. A 90° plug (3108ER) is also available . 

ACCESSORIES 

Accessories to fit MS connectors include junction 
shells, protective caps, dummy or stowage recepta
cles, cable clamps, telescoping bushings. 

The F80 modification (crimp contact termination) is 
avialable in resilient insulators in the E, R, F, and 
BFR styles, creating a large selection of insert 
assemblies and hardware . Components are identical 
to the MS- 5015 except that the contacts are 
modified for crimp termination providing an in
expensive crimp contact connector with the proven 
reliability of and complete intermateability with the 
MS-5015 series. See page 37 for assembly in
structions. Cable clamps have been integrally de
signed with the endbell on MS-E and MS-F connec
tors. Class R is without the cable clamp. 

CA 3106 R 20·27 P W * 
MS 3106 R 20 - 27 P W 
T PREFIX -------------------' TJj SHELl STYLE ----------------------' 

C~SS---------------------------------------~ 

SHELL SIZE --------------------------------------------' 

CONTACT ARRANGEMENT -------------------------------------' 

CONTACT TYPE ------------------------------------------' 

AlTERNATE INSERT POSITION ---------------------------------------' 

MODIFICATION CODE ---------------------------------------------' 

C~SS 
E/ F - Environmental with resilient insulators 

and integral cable clamp. 
R - Environmental with resilient insualtors 

SHELL SIZE 

and shortened lightweight endbell; also 
additional sealing with a ring seal under 
coupling nut in styles 3106 and 3108 

Coupling thread diameter in sixteenths of an inch 

ITT Cannon 

CONTACT ARRANGEMENTS 
See pages 21-24 

CONTACT TYPE 
P for Pin; S for Socket 

AlTERNATE INSERT POSITION 
See page 24 

MODIFICATION CODE 
(applies to CA numbers only, not MS) 
F80 - Crimp type contacts. See page 37 for 
assembly instructions. 

Circu lar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 . (71 4) 557 -4700 • (800) 845-7000 



MIL-C-5015 Connectors MS-E/F/R/ER 

Standard Data 

MATERIALS AND FINISHES 
Shell Material 

Finish 

Insulator Material 
Contacts Material 

Finish 
Termination 

WIRING 

Aluminum alloy 
0.0. Chromate coating 
over cadmium plating 
Polychloroprene (resilientl 
Brass or copper alloy 
Silver plate 
Tinned solder pot 

For class E, Rand F connectors, satisfactory mois
ture sealing will be obtained if AWG and MS wire 
sizes and insulation outside diameters are governed 
by this table . 

Wire Size Insulation 00 Limit 
Contact Size (MIL-W-5086) (inches) 

16 16 thru 20 .064 min . to .130 max. 
12 12 thru 14 .114 min . to .170 max. 
8 8 thru 10 .164 min . to .255 ma x. 
4 4 thru 6 .275 min . to .370 max. 
0 o thru 2 .415 min . to .550 max. 

ELECTRICAL SERVICE DATA 
Test current ratings of contacts and allowable 
voltage drop under test conditions when assembled 
as in service are shown below. Maximum total 
current to be carried per connector is the same as 
the allowable in wire bundles as specified in MIL
W-5088. 

Test Current Potential Drop 
Contact Size (amps) (millivolts) 

16 13 49 
12 23 42 

46 26 
4 80 23 
0 150 21 

CONTACTS 
Pin and socket contacts are designed to resist severe vibration and repeated connection and disconnection . 
The average force to either engage or separate pin and socket contacts will not exceed the average values 
given in the latest revision of MIL-C-5015. 

Force Contact Sizes 
in Lbs. 16 12 8 4 
Maximum 3.00 5.00 10.00 15.00 20.00 
Average 2.10 3.50 7.00 10.50 14.00 
Minimum .25 .50 .75 100 2.00 

THERMOCOUPLE CONTACTS 
Sizes 12 and 16 contacts, machined from matching thermocouple lead wire alloys, can be supplied in 
ITT Cannon connectors. These thermocouple contacts maintain continuity from thermal-sensor leads thru a 
bulkhead of other closures in temperature measuring applications. 
These contacts for matching lead wires are detailed by the standards of the Instrument Society of America 
(LS.A.): 

I.S.A. Standards Material 
J and Y Iron and constantan 

K Chromel and alumel 
T Copper and constantan 

Since the thermocouple connector application determines the soldering methods and materials to be used, 
thermocouple contacts, identified by permanent markings, are normally supplied with untinned solder pots. 
Thermocouple contacts are supplied only in connectors having resilient insulators. 

HIGH POTENTIAL TEST VOLTAGE 
MS connectors show no evidence of breakdown when the test voltage given below is applied between the 
two closest contacts and between the shell and the contacts closest to the shell for a period of one minute. 

Test Air Creepage 
MS Voltage Suggested* Spacing Distance 

Service (RMS] Operating Voltages Nom. Nom. 
Rating 60 cps DC AC (rmsl (inches) (inches) 
Inst. 1000 250 200 1/16 
A 2000 700 500 1/16 1/8 

2800 1250 900 1/8 3/16 
3500 1750 1250 3/16 1/4 
4500 2450 1750 1/4 5/16 
7000 4200 3000 5/16 

*As indicated in previous MS Specification and to be used by designer on ly as a guide. 

High Voltage Cartridges for MS-E and MS-R (HV31O*E / R Series) 

-
• Standard contact arrangements are adaptable to 

high voltage applications. 

• Eliminates need for a separate high voltage 
connector. 

• Assembly time is reduced. 

High voltage conductors as well as power and I or 
control signal conductors can now be connected 
simultaneously in standard MS connectors. Previ
ously, MS connectors involved in high voltage cir
cuitry required individual design considerations and 
could only be ordered as a "speciaL" The new high 
voltage cartridge allows conversion of a standard 
connector to one capable of handling up to 15,000 
volts DC (Test Voltage - mated), operating voltage 
- Sea level 5,000 VDC or 3,500 VAC. These 
cartridges are molded of nylon and provide a high 
degree of arc-over protection between adjacent 
contacts or between a contact and the connector 
shell. Unmated, each cartridge provides a nylon 
isolating barrier capable of withstanding up to 
10,000 volts DC (or peak). 

ITT Cannon 

The contact within the cartridge is a 7.5 amp, size 
20, crimp snap-in type with dielectric rear release 
clip retention. This contact is removable with the 
plastic CIET20 insertion I extraction tool provided 
the insulation is .084" or less. The contact may be 
crimped with the standard MS-3191 tool and 
MS-3191-20A locator and hand inserted into the 
nylon cartridge. The cartridge body is installed in 
the connector at the factory. 

High voltage cartridges now available fit the space 
normally occupied by a #4 or #8 size contact in an 
MS-E, MS-R or MS-F type connector. 

Over forty-nine contact arrangements are currently 
available in which these high voltage cartridges may 
be used. Consult factory for ordering information. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 19 
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MIL-C-50 15 Connectors MS-E/F/R/ER 
All views are looking into Iront 01 pin insert or rear 01 socket insert, 

,~ 
,....., Contact 

" Shell Arrange· Wire Alternate Positions-Degrees 

& @' @ \ @ \ r -~~~ ) Size ment Size Service Rating W X Y Z rG) ~~V 22 22·18 8 #16 A IC·E) 80 110 250 280 
A B .- ... J \ ' o lall others) 

"'-------/ 22·19 14 #16 A 80 110 250 280 
Normal Position Position W Position X Position Y Position Z 22·20 9 #16 A 35 110 250 325 

Contact 22·22 4 #8 A - 110 250 -
Alternate Positions-Degrees 22·23 8 #12 OIH) 35 - 250 -Shell Arrange· Wire A lall others) Size ment Size Service Rating W X Y Z * 22·27 8 #16 OIJ) 80 - 250 280 

85 85·1 1 #16 A - - - - 1 #8 A lall others) 
IDS 10S·2 1 #16 A - - - - 22·28 7 #12 A 80 - - 280 

10SL·4 2 #16 A - - - - 24 24·2 7 #12 0 80 - - 280 
10SL·3 3 #16 A - - - - * 24·5 16 #16 A 80 110 250 280 

12 12·5 1 #12 0 - - - - * 24·6 8 #12 OIA,G,H) 80 110 250 280 
A lall others) 

125 125·4 1 #16 0 - - - - 24·7 14 #16 A 80 110 250 280 
12S·3 2 #16 A - - - - 2 #12 
12S·3 2 #16 A 70 145 215 290 * 24·9 2 #4 A 35 110 250 325 

14 14·3 1 #8 A - - - - 24·10 7 #8 A 80 - - 280 
* 24·11 6 #12 A 35 110 250 325 

145 14S·1 3 #16 A - - - - 3 #8 
14S·2 4 #16 Inst. - 120 240 - 24·12 3 #12 A 80 110 250 280 
14S·5 5 #16 Inst. - 11 0 - - 2 #4 
14S·6 6 #16 Inst. - - - - 24·20 9 #16 0 80 110 250 280 
14S·7 3 #16 A 90 180 270 - 2 #12 
14S·9 2 #16 A 70 145 215 290 24·22 4 #8 0 45 11 0 250 -

16 16·9 2 #16 A 35 110 250 325 24·27 7 #16 E 80 - - 280 
2 #12 24·28 24 #16 Inst. 80 110 250 280 

16·10 3 #12 A 90 180 270 - 28 28·1 6 #12 OIA,E,J) 80 110 250 280 
16·11 2 #12 A 35 110 250 325 3 #8 A lall others) 
16·13 2 #12 A 35 110 250 325 * 28·2 12 #16 0 35 110 250 325 

165 16S·1 7 #16 A 80 - - 280 2 #12 
* 16S·4 2 #16 0 35 110 250 325 28·7 2 #4 0 35 110 250 325 

16S·5 3 # 16 A 70 145 215 290 28·9 6 #16 80 110 250 280 
16S·6 3 #16 A 90 180 270 - 6 #12 0 
16S·8 5 #16 A - 170 265 - 28·10 3 #12 DIG) 80 110 250 280 

18 18·1 10 #16 AIB,C,F,G) 70 145 215 290 2 #8 A lall oth ers) 
2 #4 Inst.lallothers) 28·11 18 #16 A 80 110 250 280 18·3 2 #12 0 35 11 0 250 325 4 #12 18-4 4 #16 0 35 110 250 325 28·12 26 #16 A 90 180 270 -18·5 1 #16 0 80 110 250 280 28·15 35 #16 A 80 110 250 280 2 #12 28·16 20 #16 A 80 110 250 280 18·8 7 #16 A 70 - - 290 * 28·17 15 #16 AIA·L), BIR) 80 110 250 280 1 #12 OIM·P) 18·9 5 #16 Inst. 80 110 250 280 * 28·19 6 #16 AIC,E,G,J,K,L) 80 110 250 280 2#12 4 #12 BIH,M), OIA,B) 18·10 4 #12 A - 120 240 - 28·20 4 #16 A 80 110 250 280 18·11 5#12 A - 170 265 - 10 #12 18·12 6 #16 A 80 - - 280 28·21 37 #16 A 80 110 250 280 * 18·13 3 #12 A 80 110 250 280 * 28·22 3 # 16 0 70 145 215 290 1 #8 3 #4 * 18·15 4 #12 A - 120 240 -

* 18·22 3 #16 0 70 145 215 290 32 * 32·1 3 #12 EIA) 80 110 250 280 

20 20·3 3 #12 0 70 145 215 290 2 #0 o lall others) 
• 32·6 16 #16 A 80 110 250 280 20-4 4 #12 0 45 110 250 - 2 #12 20·7 8 #16 AIC·f) 80 110 250 280 3 #8 OIA,B,G,H) 2 #4 20·8 4 #16 Inst. 80 11 0 250 280 32·7 28 #16 Inst. IA,8,h,i) 80 125 235 280 20·14 3 #12 A 80 110 250 280 7 #12 A lall others) 

2 #8 32·8 24 #16 A 80 125 235 280 20·15 7 #12 A 80 - - 280 6 #12 20·16 7 #16 A 80 110 250 280 * 32·9 12 #16 0 80 110 250 280 2 #12 2 #4 20·17 1 #16 A 90 180 270 - 32· 15 2 #0 0 35 110 250 280 5 #12 6 #12 20·18 6 #16 A 35 11 0 250 325 32 ·17 4 #4 0 45 110 250 -3 #12 
20·19 3 #8 A 90 180 270 - 36 * 36-4 3 #0 AIB,C) 70 145 215 290 
20·22 3 #16 A 80 11 0 250 280 OIA) 

3 #8 36·5 4 #0 A - 120 240 -
20·23 2 #8 A 35 110 250 325 36·6 4 #4 A 35 110 250 325 
20·24 2 #16 A 35 110 250 325 2 #0 

2 #8 36·7 40 #16 A 80 110 250 280 
20·27 14 #16 A 35 110 250 325 7 #12 
20·29 17 #16 A 80 - - 280 36·8 46 #16 A 80 110 250 280 

22 22·2 3 #8 0 70 145 215 290 1 #12 
36·9 14 # 16 A 80 125 235 280 * 22-4 2 #12 A 35 110 250 325 14 #12 2 #8 2 #8 22·5 4 #16 0 35 11 0 250 325 1 #4 2 #12 36·10 48 #16 A 80 125 235 280 * 22·6 1 #16 0 80 11 0 250 280 36·14 6 #16 0 90 180 270 -

2 #8 5#12 22·9 3#12 E 70 145 215 290 5 #8 22·1 0 4 #16 E 35 110 250 325 * 36·15 35 #16 Dim) 60 125 245 305 22-11 2 #16 B 35 110 250 325 A lall others) 22·12 3 #16 0 80 110 250 280 
2 #8 40 40·10 16 #16 A 65 125 225 310 

22·13 1 #16 AlA· D) 35 110 250 325 9 #8 
4 #12 DIE) 4 #4 

22·14 19 #16 A 80 - - 280 *40·56 85 #16 A 72 144 216 288 
* 22·15 1 #16 AIA·C,E.f) 80 11 0 250 280 44 44·1 36 #16 0 65 125 225 310 

5 #12 EIO) 6 #12 
22·17 8 #16 OIA) 80 11 0 250 280 

48 90 #16 A 65 125 225 310 1 #12 A lall others) 48·5 

*Not MSA/B insert arrangements and polarization, 
1 #8 
9 #12 

20 ITT Cannon 
Circu tar Products, 666 E, Oyer Rd" P,O, Box 929, Santa Ana. CA 92702·0929 • (714) 557·4700 • (800) B45·7000 



MIL-C-5015 Connectors 

Contact Arrangements (Face View Pin Insert) 

LEGEND 
• Resilient only 
... Resilient & Plastic 

¢ High Volume Layouts - read
ily available lrom Cannon 
Distributors 

1 Contact 

• • • 0 <::) 0 
Shell Size &S-1 10S-2 12S-4 
No. 01 Contacts 1 #16 1 #16 1 #16 
Service Rating A A 0 

High Voltage 

• ¢. 

G CD ~ . 

Shell Size 14S-9 16-11 
No. 01 Contacts 2 #16 2 #12 

Service Rating A A 

3 Contacts 

• ¢. 

Q G) 
Shell Size 10SL-3 14S-1 
No. 01 Contacts 3 #16 3 #16 

Service Rating A A 

• • 

G @ . , . , 
Shell Size 20-] 20-19 
No. 01 Contacts ] #12 ] #8 

Service Rating 0 A 

.. • @ ® , . S : 

Shell Size 16-9 18-4 
No. 01 Contacts 2 #16 (B,o) 4 #16 

2 #12 (A,C) 

Service Rating A 0 

• 
0) 
12-5 

1 #12 
0 

• e 
16S-4 
2 #16 

0 

1/: .. 

6) 
14S-7 
] #16 

A 

• 

@ • • 
22-2 
] #& 

0 

• 
@ .. , 

18-10 
4 #12 

A 

• • 
0 0 
14-3 16-12 
1 #& 1 #4 

A A 

• 
0 

1&-7 
1 #& 

B 

• 

• o 
20-2 
1 #0 
o 

MS-E/F/R/ER 

• 2 Contacts 

0 ¢. ¢. 

0 0 
22-7 10SL-4 12S-3 
1 #0 2 #16 2 #16 

E A A 

• • • 

8 • • 
CD 8 8 8 0 .. 

16-13 1&-3 20-23 22-11 24-9 28-7 
2 #12 2 #12 2 #8 2 #16 2 #4 2 #4 
(A-Iron 

B-Constantan) 
A 0 A B A 0 

• • ¢ .. • • 
0) 0 f!) @ U . I . . 
16S-5 16S-6 16-10 1&-5 18-22 
] #16 ] #16 ] #12 1 #16 (A) ] #16 

2 #12 (H,C) 
A A A 0 0 

4 Contacts • 
• • @ CD 0 • ¢ .. 

® ® 
22-6 22-9 ]6-4 12SA10 14S-2 

1 #16(B) ] #12 ] #0 4 #16 4 #16 
2 #&(A,C) 

0 A (B,C), C (A) Insl. Insl. 

• • • • • 
@ @ ® @ ® .. .... >. , . e.- . . 

1&-1] 1&-15 20-4 20-24 20A17 
] #12 (B,C,O) 4 #12 4 #12 2 #16 (A,C) In Cannon pos. 

1 #& (A) (A, C-lron; 2 #8 (H,O) #80120-4 
B, o-Constantan) 

A A A 

ITT Cannon 
Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929. (714) ~57 · 4 7 00 • (BOO) B45 ·7000 
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MIL-C-5015 Connectors 

Contact Arrangements (Continued) 

LEGEND 
• Resilient only 
... Resilient & Plastic 

¢ High Volume Layouts - read
ily available from Cannon 
Distributors 

Shell Size 
No_ of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

• • 

22-4 22-10 
2 #12 (A.C) 4 #16 
2 #8 (B.D) 

A 

6 Contacts 

¢a 
f2\ 
~ 
14S-6 
6 #16 

Inst. 

¢4 

r::?\ 
\:.V 
16S-8 
5 #1 6 

A 

7 Contacts 

a 

CD i.1 

18-12 
6 #16 

A 

• 

@ • • 
22-22 
4 #8 

¢a 

r.r?\. o 
18-11 
5 # 12 

A 

• 

A 

@ ,--_J 
20-8 

4 #16(B.C.E.F) 
2 #8(A.D) 

Inst. 

• 

© • • 
24-22 
4 #8 

0 

• 
@.

' , . 0, , 

20-14 
3 #12 (C.D.E) 
2 #8 (A.B) 

A 

• 
@ . , 

20-17 
1 #16(F) 

5 #12(A-E) 
A 

• 

CD) 
32-17 
4 #4 

o 

• 
~ 
~ 

22-12 
3 # 16 (A.C.O) 

2 #8 (B.E) 
o 

• • 

© © • • · .. ~/. 

20-22 22-5 

• 

@ 
• 

36-5 
4 #0 

A 

®: ~: 
° ° .d 
22-13 
1 #16 

4 # 12 (A-D) 
A (A-D). 0 (E) 

• 

0 L · 
22-15 

3 #16(B.D.F) 4 #16(A.C.D.F) 1 #16(0) 
3 #8(A.C.E) 2 #12(B.E) 5 #12 (A-C.E.F) 

A 0 A(A-C.E.F). E(D) 

• .. • 

MS-E/F/R/ER 

5 Contacts 

• 

24-12 

• 
A 
~ 

IOSLA4 
5 #20 

A 

3 #1 2 (B.D. E) 
2 #4 (A.C) 

A 

• 

© 
28-22 

3 #16(O-F) 
3 #4(A-C) 

0 

• 

¢a 
r:-~ 
\:.Y 
14S-5 
5 #16 

Inst. 

• q 
9 

32-1 
3 #12 (A.C.D) 

2 #0 (U) 
E (A). 0 (all others) 

• 

0·'· • • , , 

• • ., 
36-6 

4 #4(B.C.E.F) 
2 #O(A.O) 

A 

• 
¢ .. • 

® @ @ CD @ 
_ ,_ Ii . , . 

@ • • • • i ~ . . . , :-' ... . . . . ~ .... , . . • • 
Shell Size 16S-1 
No. of Contacts 7 #16 

Service Rating A 

Shell Size 
No. of Contacts 

Service Rating 

8 Contacts 

¢ .. 

(:Th. ,.! , 
® 

18-8 
7 #1 6(A-G) 
1 #12(H) 

A 

18-9 20-15 
5 #16(B,C,E-G) 7 # 12 

2 #12(A.D) 

Inst. A 

• .. a 

© © ~ .... o. '~; .~ . ~ ... . 
20-7 22-18 22-23 

8 #1 6 8 #16 8 #1 2 

A(C-F) A(C-E) D(H) 

22-28 24-2 24-10 24-27 
7 #12 7 #1 2 7 #8 7 #1 6 

A 0 A 

9 Contacts 

• @ • • , , •• . . 
0 · .. ; .. 0 • . • I 

... 
· d 

24-6 32-15 20-16 20-18 
8 #12 2 #D(A.G) 7 #16 (A-G) 6 # 16(A.C-E.G.H) 

6 #12(B.C.0.E.F.H) 2 #12(H.I) 3 #12(B.F.1) 
D(A.G.H) 0 A A 

O(A.B.G.H) D(all others) A (all others) A (all others) 

10 Contacts 
• • 

• • • 

~ © ¢ .. 

@) 8) I • • •• 

! . , , © ... ' 
4. , 0. ... •• 0 

" 

Shell Size 22-20 22-27 24-11 28-1 28A16 18-1 
No. of Contacts 9 # 16 8 # 16(A-H) 6 #12(A-C, G-I) 6 #12(A.B.0-F.H) 5 #16(A.0-F.J) 10 #16 

1 #8(J) 3 #8(O-F) 3 #8(C,J.G) 4 #4(B.C.G.H) 
Service Rating A O(J). A (all others) A O(A.E.J) A A(B.C.F.G) 

A (all others) Inst. (all others) 

ITT Cannon 
Circular Products. 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (800) 845-7000 

• 

0 ' . ' 
' .. 
22-17 

8 #16(A-D.F-J) 
1 # 12(E) 

D(AI, A(all others) 

• 
0 . ..•. 
18-19 

10 #16 

A 



MIL-C-5015 Connectors 

Contact Arrangements (Continued) 

LEGEND 
• Resilient only 
A Resilient & Plastic 

¢ High Volume Layouts - read
ily available from Cannon 
Distributors 

10 Contacts 11 Contacts 

• 
~ .. 0 C~ @ . - . 

• A ., .. . ~ . 
Shell Size 28-19 20-33 
No. of Contacts 6 #16(A-C.H.L.M) 11 #16 

4 #12(E.G.J.K) 
Service Rating A (C.E.G.J.KJ) A 

B (H.M). D(A.B) 

14 Contacts 

¢ .. 

® ...... 
':.' 

Shell Size 40A33 20-27 
No. of Contacts 7 #8 (G-N) 14 #16 

6 #4 (A-F) 
Service Rating A A 

16 Contacts 

• 

• • 

t Grommet not available. Con
sult factory for ordering con
nectors with this arrangement. 

12 Contacts 

• 

(0 .... ,. 
" . ' .. 
24-20 

9 #16(A-D.G-L) 
2 #12(E.F) 

D 

¢ .. 

" ! ~ ~: ! \ ® .. ; ':'J 
22·1 9 

14 #16 

A 

17 Contacts 

• 

@_.: 
, ; . . .. , . . ' . ( 
• I >. . . 

28·9 
6 #16(A.H-M) 
6 #12(B-G) 

D 

• 

@ ... ~ 

• ~ • I • 

28·2 
12 #16 (A. L. N) 

2 #12 (M. P) 
D 

18 Contacts 

• 
¢ .. 

(TID @ ,ltl _ @ :::: ; ... " .. ~ . . ; : ~ . ';\':.~ 

Shell Size 24-5 36-16 24-7 20·29 36A16 
No. of Contacts 16 #16 6 #16 (K-N. P.O) 14 #16 (A-M. D) 17 #16 (8. C. V. J. K. M. N. 

5 #12 (B. D. F. H. J) 2 #12 (P. N) R. T-lron; A. o-F. H. L 
5 #8 (A. C. E. G. I) P. S. U-Constantan) 

Service Rating A D A A A 

• 

0_··· 
, . '. ;.-

24-19 
12 #16 

A 

• 

28·20 
4 #16 (K-N) 

10 #12 (A-J. P) 
A 

19 Contacts 

¢ .. 

22-14 
19 #16 

A 

23 Contacts 24 Contacts 26 Contacts 27 Contacts 29 Contacts 30 Contacts 

• 
• «:-. e . • 

r. •• ;.~ ~. 

® 
¢. 

® .; ~ 0.; ~ ~: , GJ) [41! . . • 

@ {:,:.~;:i' ~ ••• ! ' ... ' I. :1".":." 
~.t' 

; ; ~ : ~ ~ . 
Shell Size 32-6 24-28 28-12 36A46 40-1 0 32-8 
No. of Contacts 16 #16(A-0.S) 24 #16 26 #16 27 #12 16 #16(A.B.E-H.M.N.P 24 #16(A-LJ·Z.a-e) 

2 #12(U.V) O.V-V.b.c) 6 #12 
3 #8(P.R.T) 9 #8(C.D.I.L.0.R.U.Z.a) 2 #8(0.R) 
2 #4(W.X) 4 #4(K.J.S.T) 

Service Rating A Inst. A A A A 
For new MIL equip. 

design. use 32-7 

*NOTE: Additional layo uts are the same as shown but in unique alternate positions. Please consult the factory. 

ITT Cannon 

MS-E/F/R/ER 

24A24 
12 #12 

A 

32-9 
12 #16 (C-N) 
2 #4 (A. B) 

D 

20 Contacts 

• 

GID ~ • ¥ : 
, ;: I: i 

~ ; I 

28-16 
20 #16 

A 

31 Contacts 

36-9 
14 #16(A-G.Z-f) 

14 #12 (H-N.S-V) 

1 #4(P) 
A 

13 Contacts 
(20-25)* 
(20-30)* 

• 

20-11 
13 #16 

Inst. 

15 Contacts 

28-17 
15 #16 

A (H). B (R) 
o (M-P) 

22 Contacts 

• 

@D ,;; ~ . ~, 
n! q . .. 
28-11 

18 #16 (A-I. N-X) 
4 #12 (J-M) 

A 

35 Contacts 

¢. 

'~ ' ;'l '~"::: @0 ;~~; ~~;:~;' . 

28-15 
35 #16 

A 
For new MIL equip. 
design. use 28-21 

Circular Products. 666 E. Dyer Rd .. P.O. Box 919. Santa Ana, CA 92702-0929 • 1714) 557-4700 • (BOO) 845-7000 
23 
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MIL-C-5015 Connectors MS-E/F/R/ER 

Contact Arrangements (Continued) 

LEGEND 
• Resilient only 
... Resilient & Plastic 

Shell Size 
No. of Contacts 

¢ High Volume Layouts - read
ily available from Cannon 
Distributors 

35 Contacts 

• 

@-n:s, '~" -. - ' ;; -. ~ ' .... . 
,," , .. . 
32-7 36-15 

28 # 16IA-N.W-Z.a-kl 35 # 16 
7 # 12ID-VI 

t Grommet not available. Con
sult factory for ordering con
nectors with this arrangement. 

37 Contacts 42 Contacts 

28-21 
37 # 16 

• 

44-1 
36 #16IA-S.Z-tl 

6 #121T-YI 

43 Contacts 

• 

28A51 
43 # 16 

47 Contacts 

• 

32A47 
47 # 16 

36-7 
40 # 16IA-Z.a-sl 

7 #12It-zl 
Service Rating Inst. IA.B.h.iI D Iml. A lall othersl A D A A A 

A lall othersl 

47 Contacts 48 Contacts 52 Contacts 54 Contacts 56 Contacts 60 Contacts 85 Contacts 100 Contacts 

Shell Size 
No. of Contacts 

Service Rating 

36-8 
46 # 16IA-X.Z-zl 

1 # 121YI 

A 

Alternate Insert Positions 

Not MS approved 

36-10 
48 #16 

A 

NOTE: Front view of pin insulator rotated as shown. 

36A34 
52 #16 

A 

Position 
Normal 

4 

11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 

32Al0 
54 #16 

A 

Angle 
Idegreesl 

0 
260 
110 
80 

use pos. 3 
85 

250 
280 
105 
100 

use pos. 8 
30 
45 

120 
130 
150 
195 
220 
255 
290 
165 
330 
235 
125 

ITT Cannon 

36A66 
52 #16IA-c.h-AKI 

4 #12Id.e.f.gl 

A 

Shell 
Size 

10SL 
12S 
20 
24 
28 

32 

36 

40 

40A27 
60 #16 

A 

Contact 
Arrange- Wire 

ment Size 
10SLA4 5 #20 
12SA10 4 # 16 
20A37 4 #8 
24A24 12 #12 
28A16 5 # 16 

4 #4 
28A51 43 # 16 
32A10 54 #16 
32A47 47 # 16 
36A16 18 #12 
36A34 52 # 16 
36A46 27 # 12 
36A66 52 # 16 

4 #12 
40A27 60 #1 6 
40A33 7 #8 

6 #4 

40-56 
85 # 16 

A 

Service 
Rating 

A 
Inst. 
D 
A 
A 

A 
A 
A 
A 
A 
A 
A 

A 4 
A 2 

4 

4 
3 
3 

14 
3 

• 

48-5 
90 #16IA-BL.BN-BT. 

BW.BXI 
1 #8ICDI 

9 #12IBM.BU.BV. 
BY-CC.CEI 

A 

Available Position 
12 13 

13 

12 
8 13 

12 13 
4 9 12 13 
4 9 12 13 
4 9 12 13 
4 9 12 13 
4 9 12 13 
5 13 17 18 

17 20 22 
5 8 13 

Note: For ITT Cannon contact arra ngements not listed. consult factory. 

Circu lar Products. 666 E. Over Rd .. P.O. Box 919. Santa Ana. CA 91701-0919 • 1714) 557 -4700 • 1800)845-7000 
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MIL-C-5015 Connectors 

Wall Mounting Receptacle 

MS3100E/MS3100F 
Integral Cable Clamp 

CA3100E /CA3100F MS31 OOF wall mounting recepta
cles are used to carry wires thru 
walls or bulkheads. or to provide 
a means of disconnection at a 
bulkhead. MS3100F receptacles 
mate with 3106 and 3108 plugs. 

MS3100R 

Shell 
Size 
8S 

IDS 
loSL 
12S 
14S 
16S 
12 
14 
16 
18 
20 
22 
24 
28 
32 
36 

*40 

B 
Min. 

.375 (9.531 

.375 (9 .531 

.375 (9.531 

.375 (9.531 

.375 (9.531 

.375 (9.531 

.625 (15.881 

.625 (15.881 

.625 (15.881 

.625 (15.881 

.625 (15.881 

.625 (15.881 

.625 (15.881 

.625 (15.881 

E E 
Max. Min. 

.235 (5.971 .102 (2.591 

.235 (5.971 .102 (2.591 

.297 (7.541 .140 (3561 

.297 (7.541 .140 (3561 

.422 (10.721 .195 (4.951 

.547 (13891 .255 (6.481 

.297 (7.541 .140 (3561 

.422 (10.721 .195 (4.951 

.547 (13891 .255 (6.481 

.610 (15.491 .285 (7.241 

.735 (18.671 .350 (8.891 

.740 (18.801 .350 (8.891 

MS3100E is identical to 
MS3100F and is available upon 
request. For new equipment. cus
tomer should specify MS3100F. 

CA3100R The MS3100R receptacle is 
identical in purpose to the 
MS3100F. The MS3100R fea
tures a shorter lightweight end
bell and mates with 3106 and 
3108 plugs. 

t-- $l)p'-:1 

I.e. R TJp. =t.1 

0. 
~ TDia. 

4 MIg. Holes 

M 
K L L' + .031 P R 

Max. Max. Max. -.000 Max. ± .005 
.1 25 (3181 2.250 (57.151 1.838 (46.691 .562 (14.27) .890 (22.6ll .594 (15.091 
.125 (3181 2.250 (57 .151 1.838 (46.691 .562 (14.27) .890 (22.6ll .719 (18.261 
.125 (3181 2.250 (57.151 1.838 (46.691 .562 (14.27) .970 (24.641 .719 (18.261 
.140 (3561 2.250 (57 .151 1.838 (46.691 .562 (14.27) .970 (24.641 .812 (20.621 
.140 (3561 2.250 (57 .151 1.838 (46.691 .562 (14.27) 1.150 (29.2ll .906 (230ll 
.140 (3561 2.250 (57.151 1.838 (46.691 .562 (14.27) 1.250 (31 .751 .969 (24.6ll 
.146 (37ll 2.625 (66.681 2.181 (55.401 .750 (19.051 .970 (24.641 .812 (20.621 
.146 (37ll 2.625 (66.681 2.181 (55.401 .750 (19.051 1.150 (29.2ll .906 (23.0ll 
.146 (37ll 2.625 (66.681 2.181 (55.401 .750 (19.051 1.250 (31.751 .969 (24.6ll 
.180 (4.57) 2.688 (68.281 2.281 (55.401 .750 (19.051 1.450 (36.831 1.062 (26.97) 
.180 (4.57) 2.750 (69.851 2.281 (55.401 .750 (19.051 1.570 (39.881 1.156 (29.361 
.180 (4.57) 2.750 (69.851 2.281 (55 .401 .750 (19.051 1.570 (39.881 1.250 (31.751 

.922 (23.421 .468 (11 .891 .203 (5.161 2.969 (75.4ll 2.281 (55.401 .812 (20.621 1.880 (47.751 1.375 (34.931 

.922 (23.421 .468 (11.891 .203 (5.161 3031 (76.991 2.281 (55.401 .812 (20.621 1.880 (47.751 1.562 (39.671 
.625 (15.881 1.235 (31.371 .664 (15.871 .203 (5.161 3.031 (76.991 2.322 (58.981 .875 (22.231 2.205 (56.011 1.750 (44.451 
.625 (15.88) 1.360 (34.54) .694 (17 .63) .203 (5.16) 3281 (8334) 2.322 (58.98) .875 (22 .23) 2.400 (60.96) 1.938 (49 .231 
.625 (15.88) 1.628 (41.35) .911 (23.14) .203 (5.16) 3.530 (89.66)t 2.427 (61.651t .875 (22.231 2.840 (72.141 2.188 (55.58) 

tNot to MS specification 
*Not Available in MS3101E and MS3101R. 

Shell A 
Size Thread 
8S 1/2·28UNEF·2A 

IDS 5/8-24UNEF-2A 
10SL 5/8-24UNEF-2A 
12S 3/4·20UNEF·2A 
14S 7/8·20UNEF·2A 
16S 1·20UNEF·2A 
12 3/4·20UNEF-2A 
14 7/8-20UNEF·2A 

ITT Cannon 

MS-E/F/R/ER 

A 

A 

T 
S + .010 V 

±.031 - .005 Max. 
.875 (22.231 .1 20 (3051 .840 (21.341 

1.000 (25.401 .120 (3051 .840 (21.341 
1.000 (25 .401 .120 (3051 .900 (22.861 
1.094 (27.791 .120 (3051 .900 (22.861 
1.188 (30.181 .120 (3051 1.100 (27.941 
1.281 (32 .541 .120 (3051 1.200 (30.481 
1.094 (27.791 .120 (3051 .900 (22.861 
1.188 (30.181 .120 (3051 1.100 (27.941 
1.281 (32.541 .120 (3051 1.200 (30.481 
1.375 (34.931 .120 (3051 1.300 (33021 
1.500 (38.101 .120 (3051 1.500 (38.101 
1.625 (41.281 .120 (3051 1.500 (38.101 
1.750 (44.451 .147 (3.731 1.740 (44.201 
2.000 (50.801 .147 (3731 1.740 (44.201 
2.250 (57 .151 .173 (4.391 2.075 (52.71) 
2.500 (6350) .1 73 (4.39) 2.300 (58.42) 
2.750 (69.85) .173 (4.39) 2.688 (68.28) 

Shell A 

I 
p 

J 
W 

Max. 

1 
E 
1 

1.046 (26.571 
1.046 (26.571 
1.125 (28.581 
1.125 (28.581 
1.343 (34.11 1 
1.484 (37 .691 
1.125 (28.581 
1.343 (34.111 
1.484 (37.691 
1.609 (40.871 
1.890 (48.0ll 
1.890 (48.0ll 
2.170 (55.121 
2.170 (55.121 
2.656 (67.46) 
2.922 (74.22) 

Size Thread 
16 1·20UNEF·2A 
18 1·1/8·18UNEF·2A 
20 1·1/4·18UNEF·2A 
22 1·3/8·18UNEF·2A 
24 1·1/2·18UNEF·2A 
28 1·3/4·18UNS·2A 
32 2·18UNS·2A 
36 2·1 /4-16UN·2A 
40 2·1/2·16UN·2A 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 25 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (7141 557 -4700 • (8001 845-7000 
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MIL-C-5015 Connectors 

Cable Connecting Plug (Receptacle with no mounting flange) 

MS3101E/MS3101F 
Integral Cable Clamp 

MS3101A 

Shell B 
Size Min. 

8S .375 (9 .53) 
IDS .375 (9 .53) 
10SL .375 (9 .53) 
12S .375 (9.53) 
14S .375 (9 .53) 
16S .375 (9 .53) 
12 .625 (15 .88) 
14 .625 (15.88) 
16 .625 (15.88) 
18 .625 (15.88) 
20 .625 (15.88) 
22 .625 (15.88) 
24 .625 (15.88) 
28 .625 (15.88) 
32 .625 (15.88) 
36 .625 (15 .88) 

*40 .625 (15.88) 
tNot to MS specification 

E 
Max. 

.235 (5.97) 

.235 (5.97) 

.297 (7.54) 

.297 (7 .54) 

.422 (10.72) 

.547 (13.89) 

.297 (7 .54) 

.422 (10.72) 

.547 (13.89) 

.610 (15.49) 

.735 (18.67) 

.740 (18.80) 

.922 (23.42) 

.922 (23.42) 
1.235 (31.37) 
1.360 (34.54) 
1.628 (41.35) 

* Not Available in MS3101E and MS3101R. 

CA3101E/CA3101F MS3101 E cable connecting plugs 
are used for cable extension re
quirements, where mounting pro
visions are unnecessary. 
MS3101E plugs mate with 3106, 
3107 and 3108 plugs. Note: the 
D revision of Mll-C-5015 has 
changed the nomenclature of the 
3101 from receptacle to plug. 

Min. 
.102 (2 .59) 
.102 (2.59) 
.140 (3.56) 
.140 (3.56) 
.195 (4.95) 
.255 (6.48) 
.140 (3.56) 
.195 (4.95) 
.2 55 (6.48) 
.285 (7.24) 
.350 (8.89) 
.350 (8.89) 
.468 (11.89) 
.468 (11.89) 
.664 (15.87) 
.694 (17 .63) 
.911 (23.14) 

CA3101A MS3101 R cable connecting plug 
is identical in purpose to the 
MS3101E. The MS3101R fea
tures a shorter lightweight end
bell and mates with 3106, 3107 
and 3108 plugs. Note: The D 
revision of the Mll-C-5015 spec
ification has changed the nomen
clature of the 3101 from recepta
cle to plug . 

G K L L' 
Max. Max. Max. Max. 

.844 (21.44) .125 (3.1 8) 2.250 (57 .15) 1.838 (46.69) 

.969 (24.61) .125 (3.18) 2.250 (57.15) 1.838 (46.69) 
1.062 (26.97) .125 (3.18) 2.250 (57.15) 1.838 (46.69) 
1.062 (26.97) .140 (3.56) 2.250 (57.15) 1.838 (46.69) 
1.156 (29.36) .140 (3.56) 2.250 (57 .15) 1.838 (46.69) 
1.281 (32.54) .140 (3.56) 2.250 (57.15) 1.838 (46.69) 
1.062 (26.97) .146 (3.71) 2.625 (66.68) 2.181 (55 .40) 
1.156 (29.36) .146 (3.71) 2.625 (66.68) 2.181 (55.40) 
1.281 (32 .54) .146 (3.71) 2.625 (66.68) 2.181 (55.40) 
1.344 (34.14) .1 80 (4.57) 2.688 (68.28) 2.281 (55.40) 
1.500 (38.10) .180 (4.57) 2.750 (69.85) 2.281 (55.40) 
1.625 (41.28) .180 (4.57) 2.750 (69.85) 2.281 (55.40) 
1.750 (44.45) .203 (5.16) 2.969 (75.41) 2.281 (55.40) 
2.000 (50.80) .203 (5.16) 3.031 (76.99) 2.281 (55.40) 
2.250 (57.15) .203 (5.16) 3.031 (76.99) 2.322 (58 .98) 
2.500 (63.50) .203 (5.16) 3.281 (83.34) 2.322 (58.98) 
2.750 (69.85) .203 (5 .16) 3.530 (89.66)t 2.427 (61.65)t 

Shell A 
Size Thread 

M 
+ .031 10.79) 
- .000 (0.00) 
.562 (14.27) 
.562 (14.27) 
.562 (14.27) 
.562 (14.27) 
.562 (14.27) 
.562 (14.27) 
.750 (19.05) 
.750 (19.05) 
.750 (19 .05) 
.7 50 (19 .05) 
.750 (19 .05) 
.7 50 (19.05) 
.812 (20.62) 
.812 (20.62) 
.875 (22.23) 
.875 (22.23) 
.875 (22.23) 

8S 1/2·28UNEF-2A 
IDS 5/8-24UNEF-2A 
10SL 5/8-24UNEF-2A 
12S 3/4-20UNEF-2A 
14S 7/8-20UNEF-2A 
16S 1-20UNEF-2A 
12 3/4-20UNEF-2A 
14 7/8-20UNEF-2A 

ITT Cannon 

P 
Max. 

.890 (22 .61) 

.890 (22.61) 

.970 (24.64) 

.970 (24.64) 
1.150 (29.21) 
1.250 (31.75) 
.970 (24.64) 

1.150 (29.21) 
1.250 (31.75) 
1.450 (36.83) 
1.570 (39 .88) 
1.570 (39 .88) 
1.880 (47.75) 
1.880 (47.75) 
2.205 (56.01) 
2.400 (60.96) 
2.840 (72.14) 

MS-E/F/R/ER 

A 

S' 
Max. 

.515 (13.08) 

.640 (16.26) 

.640 (16.26) 

.765 (19.43) 

.890 (22 .61) 
1.015 (25.78) 
.765 (19.43) 
.890 (22.61) 

1.015 (25.78) 
1.140 (28.96) 
1.265 (32.13) 
1.390 (35.31) 
1.515 (38.48) 
1.765 (44.83) 
2.015 (51.18) 
2.270 (57.66) 
2.427 (61.65) 

Shell 
Size 
16 
18 
20 
22 
24 
28 
32 
36 
40 

V 
Max. 

.840 (21.34) 

.840 (21.34) 

.900 (22.86) 

.900 (22.86) 
1.1 00 (27.94) 
1.200 (30 .48) 
.900 (22.86) 

1.100 (27.94) 
1.200 (30.48) 
1.300 (33.02) 
1.500 (38.10) 
1.500 (38.10) 
1.740 (44.20) 
1.740 (44.20) 
2. 075 (52.71) 
2.300 (58.42) 
2.688 (68.28) 

A 

W 
Max. 

1 
£ 
1 

1.046 (26.57) 
1.046 (26.57) 
1.1 25 (28.58) 
1.125 (28.58) 
1.343 (34.11) 
1.484 (37.69) 
1.125 (28.58) 
1.343 (34.11) 
1.484 (37.69) 
1.609 (40.87) 
1.890 (48.01) 
1.890 (48.01) 
2.170 (55.12) 
2.170 (55.12) 
2.656 (67.46) 
2.922 (74.22) 

Thread 
1-20UNEF-2A 

1·1/8-18UNEF-2A 
1·1/4-18UNEF·2A 
1-3/ 8-18UNEF-2A 
1-1 /2-18UNEF-2A 
1-3/4-18UNS-2A 

2-18UNS-2A 
2-1/4-16UN-2A 
2-1 /2-16UN-2A 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-SOlS Connectors 

Straight Plug 

MS3106E/MS3106F 
Integral Cable Clamp 

MS3106R 

Shell E 
Size Max. 
8S .235 (5 .971 

IDS .235 (5.971 
10SL .297 (7.541 
12S .297 (7.541 
14S .422 (10.721 
16S .547 (13.891 
12 .297 (7.541 
14 .422 (10.72) 
16 .547 (13.89) 
18 .610 (15.491 
20 .735 (18.671 
22 .740 (18.801 
24 .922 (23.42) 
28 .922 (23.42) 
32 1.235 (31.37) 
36 1.360 (34.54) 

*40 1.628 (41.35) 
tNot to MS specification 

CA3106E/CA06R MS3106F straight plugs mate 
with 3100 and 3102 receptacles 
and 3101 plugs. 

E 
Min. 

.102 (2.591 

.102 (2.591 

.140 (3.561 

.140 (3.561 

.195 (4.951 

.255 (6.481 

.140 (3.561 

.195 (4.951 

.255 (6.48) 

.285 (7.241 

.350 (8.89) 

.350 (8.89) 

.468 (11 .891 

.468 (11 .89) 

.664 (15 .87) 

.694 (17.63) 

.911 (23.14) 

The MS3106E is available upon 
request. For new equipment. cus
tomer should specify MS3106F. 
MS3106E is identical to 
MS31 06F except for 0 ring under 
the coupling nut. 

CA3106R The MS3106R straight plug is 
identical in purpose to the 
MS3106F. The MS3106R has the 
shorter endbell. This plug will 
mate with 3100 and 3102 recep
tacles and 3101 plugs. 

J** L L' 
Max. Max. Max. 

.536 (13.61l 2.250 (57.151 1.838 (46.691 

.536 (13.611 2.250 (57 .151 1.838 (46.691 

.536 (13.611 2.250 (57 .151 1.838 (46.691 

.536 (13.611 2.250 (57 .151 1.838 (46.691 

.536 (13.611 2.250 (57.151 1.838 (46.691 

.536 (13.611 2.250 (57.151 1.838 (46.691 

.724 (18.391 2.625 (66.681 2.181 (55.401 

.724 (18.39) 2.625 (66.681 2.181 (55.401 

.724 (18.391 2.625 (66.681 2.181 (55.401 

.724 (18.391 2.688 (68.281 2.281 (55 .401 

.724 (18.391 2.750 (69.85) 2.281 (55.401 

.724 (18.39) 2.750 (69 .851 2.281 (55 .40) 

.724 (18.39) 2.969 (75.41) 2.281 (55 .401 

.724 (18.39) 3.031 (76.99) 2.281 (55 .40) 

.724 (18.39) 3.031 (76.991 2.322 (58.981 

.724 (18.39) 3.281 (83.34) 2.322 (58.98) 

N 
Max. 

.890 (22.61l 

.890 (22.61l 

.970 (24.641 

.970 (24.641 
1.150 (29.21l 
1.250 (31.751 
.970 (24.641 

1.150 (29.21) 
1.250 (31.75) 
1.450 (36.83) 
1.570 (39.88) 
1.570 (39.88) 
1.880 (47.75) 
1.880 (47.75) 
2.205 (56.01) 
2.400 (60.96) 

.724 (18.39) 3.530 (89.66)t 2.427 (61.65)t 2.840 (72.141 

Shell A 
Size Thread 
8S 1/2·28UNEF·2B 

IDS 5/8- 24UNEF-2B 
10SL 5/8-24UNEF-2B 
12S 3/4-20UNEF-2B 
14S 7/8-20UNEF-2B 
16S 1-20UNEF-2B 
12 3/4-20UNEF-2B 
14 7/8-20UNEF-2B 

ITT Cannon 

MS-E/F/R/ER 

A 

P' V W 
Max. Max. Max. 

.844 (21.441 .840 (21.341 1.046 (26.571 

.969 (24.61l .840 (21.341 1.046 (26.571 

.969 (24.611 .900 (22.861 1.125 (28.581 
1.062 (26.971 .900 (22.861 1.125 (28.581 
1.156 (29.361 1.100 (27.941 1.343 (34.11l 
1.250 (31.751 1.200 (30.481 1.484 (37.691 
1.062 (26.971 .900 (22.861 1.125 (28.58) 
1.156 (29.361 1.100 (27.94) 1.343 (34.11) 
1.250 (31.751 1.200 (30.48) 1.484 (37.69) 
1.344 (34.14) 1.300 (33.02) 1.609 (40.87) 
1.469 (37.31) 1.500 (38.10) 1.890 (48.01) 
1.594 (40.491 1.500 (38.10) 1.890 (48.01) 
1.719 (43.661 1.740 (44.20) 2.170 (55 .12) 
1.969 (50.01) 1.740 (44.20) 2.170 (55.12) 
2.219 (56.36) 2.075 (52.71) 2.656 (67.46) 
2.469 (62.71l 2.300 (58.42) 2.922 (74.22) 

2.723 (69.16)t 2.688 (68.28) 
**Barrel engaging face to shoulder. 

Shell A 
Size Thread 
16 1-20UNEF-2B 
18 1-1/8-18UNEF-2B 
20 1-1 /4-18UNEF-2B 
22 1-3/8-18UNEF-2B 
24 1-1 /2-18UNEF-2B 
28 1-3 /4-18UNS-2B 
32 2-18UNS-2B 
36 2-1 /4-16UN-2B 
40 2-1 /2-16UN-2B 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 27 
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MIL-C-5015 Connectors 

Box Mounting Receptacle 

MS3102E/MS3102R CA3102E/CA3102R X DIMENSION 
Max. Solder Pot Ext. - Pin or Socket 

Contact Size 
Shell Size 16 12 8 

8S. IDS. 10SL .534 
12S. 14S. 16S .518 

12 .705 .705 
14 .705 .705 .767 

MS3102E and MS3102R box mounting receptacles 16 .705 .705 .767 
are used in junction boxes or as an integral part of 18 .674 .674 .736 
equipment. These connectors are identical in con- 20.22 .674 .674 .736 
struction and will mate with 3106. 3107 and 3108 

24.28 .612 .612 .674 
plugs. For new equipment. customer should specify 

32.36 .549 .549 .611 MS3102R. 

900 Angle Plug 

MS3108E/MS310BR CA310BE /CA3108R MS3108R 90· angle plugs (with 
o ring seal less cable clamp) and 
the MS3108E 90· angle plugs 
(less 0 ring seal with cable 
clamp) are used where there is 
limited space and where wires 
must be brought at abrupt an
gles. This plug will mate with 
3100 and 3102 receptacles and 
3101 plugs. 

.767 

.736 

.736 

.674 

.611 

End of 
Thread 

(MS3108R) 

.971 

.909 

.846 

" Thread for 
Attachment 

of M85049/41 
(MS3057) 

Cable Clamp 

MS-E/F/R/ER 

A 

See page 35 for cable clamp dimensions. 

M T 
Shell B J** K L L) + .031 (0.79) P pi R S + .010 V' X, Y 
Size Min. Max. Max. Max. Max. - .000 (0.00) Max. Max. ± .DOS ± .031 - .005 Max. Max. Max. 
8S .37 519.531 .536111611 .11511181 1.040 116.411 1.156 154.761 .561114.171 .416110.811 .844111441 .594(15091 .875 111.131 110 11051 1.118130.941 .811 110.601 1.640 141 .661 

lOS .37519.531 .536111611 .11511181 1.040 116.411 1.156154.761 .561114.171 510 113.111 .969114.611 .719(18.161 1.000 115.401 .11011051 1.150131.751 .841111.391 1.640 141.661 

10SL .37519.531 .536111611 .11511181 1.040 116.411 1.188155.581 .561(14.171 .614115.601 .969114.611 .7 19 118.161 1.000 115.401 .11011051 1.181131.541 .873 111.171 1.703141161 

12S .37519.531 .536113.611 .14011561 1.040 116.421 1.188155.581 .561(14.271 .614 115.601 1.061 126.971 .811110611 1.094117.791 .11011051 1.181131.541 .873111.171 1.703141161 

14S .37519.531 .536111611 .14011561 1.040 116.411 1.311158.711 .561(14.171 .739118.771 1.156119.361 .906111011 1.188130.181 .11011051 1.406135.711 .936113.771 1.765 144.831 

16S .37519531 .536111611 .14011561 1.040116411 1.406161.11 1 .562(14.171 .864121.951 1.150131.751 .969114.611 1.181 131.541 .11011051 1.531 138.891 .998115.351 1.796145611 
12 .675(15.881 .714118.391 .14611711 1.400135.561 1.531 164.191 .750119.051 .614(15.601 1.061116971 .811110.611 1.094 117.791 .12011051 1.181 132.541 .873 111.171 1.061151.371 

14 .675(15.881 .714(18.391 .146 11711 1.400 135.561 1.688 168.181 .750 (19.051 .739 (1 8.771 1.156119.361 .906 113.011 1.188130.181 .110 11051 1.406135.711 .936 113.771 1.115151981 

16 .675115.881 .714 (18.391 .146 (1711 1.400 (35.561 1.781 (70.641 .750 (19.051 .864 (21.951 1.150 (31.751 .969 (14.611 1.181 (31.541 .120 (1051 1.531 (38.891 .998 (15.351 2.156 (54.761 

18 .675 (15.881 .714 (18.391 .180 (4.571 1.400 (35.561 2.844 (71.141 .750 (19.051 .989 (15.111 1.344 (34.141 1.061116.971 1.375 (34.931 .110 (1051 1.593 (40.461 1.061 (16.951 2.250 (57.151 

20 .675115.881 .714(18.391 .180 (4.571 1.400 135.561 1150 181.551 .750 (19.051 1.145 129.081 1.469 (37.311 1.156 (19.361 1.500138.101 .11011051 1.656 (41061 1.113118.511 1.311158.711 

22 .675 (15.881 .714 (18.391 .180 (4.57) 1.400 (35.561 1250 (81.551 .750 (19.051 1.170 131.161 1.594 140491 1.150 131.751 1.615 (41.181 .110 (3.051 1.718 (41641 1.186 (30.111 1.312 (58.711 

24 .675 (15.881 .714118.391 .103 (5.161 1.400 (35.561 3.719 194.461 .811110611 1.395 (35.431 1.719141661 1.375 (34.931 1.750 (44.451 .14711731 1.890 (48011 1.163 (31.081 1.531 164.191 

28 .675(15.881 .714 (18.391 10315.161 1.400 (35.561 3.719 (94.461 .811 (10.611 1.614 (41.001 1.969 (50.01 1 1.561 (39.671 1.000 150.801 .147 (1731 1.968 (49.991 1.341 (34.091 1.531 (64.191 

32 .675 (15.881 .714 (18.391 .103 (5.161 1.400 (35.561 4.188 (106.381 .875 (11.131 1.864 (47.351 1.219 (56.361 1.750 (44.451 1.150157.151 .173 (4.391 2.187 (55.551 1.561 (39.651 2.750 (69.851 

36 .675 (15.881 .714 (18.3 91 .203 (5.161 1.400 (35.561 4.197 (109.141 .875 (12.131 1051 (51.101 1.469 (61.711 1.938 (49.131 2.500 (61501 .173 (4.391 1.406161.111 1.780 (45.11) 1.875 (7301) 

40 .675 (15.881 .714 (18.391 .103 (5.161 1.400 135.561 7.111118116It .875 (12.231 2.390 (60.711 1.713 (69.16It 1.188 155.581 1.750 (69.851 .173 14.391 5.875 (149.111 5.690 (144.531 

t Not to MS specification **Barrel engaging face to shoulder. 

Shell A Shell A 
Size Thread Size Thread 

8S 1/1·28UNEF·18 16 1·10UNEF·2B 

lOS 5/8·24UNEF·2B 18 1·1 /8·18UNEF·18 

10SL 5/8·14UNEF·18 20 1·1/4·18UNEF·28 

12S 3/4·10UNEF·18 22 1·3 /8·18UNEF·18 

14S 7/8·20UNEF·28 24 1·1/2·18UNEF·28 

16S 1·10UNEF·28 28 1·3/4·18UNS·28 

12 3/4·10UNEF·28 32 2·18UNS·18 

14 7/8·10UNEF·18 36 2·1/4·16UN·18 
40 2·1/2·16UN·28 

ITT Cannon Dimensions are shown in inches (millimetersl. 
Dimensions subject to change. 
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MIL-C-SOlS Potting Connectors MS-E/F/R/ER 

How to Order 

MS type potting connectors are available with nylon 
cups. 00 and 06 shell styles with plastic cups and 
resilient insulators meet the requirements of 
MS3103 and MS25183. Also available is the 08 
plug with resilient insulator and 900 angle nylon 
potting cup. 

ITT Cannon provides for a 1/4" clearance for 
potting on all contact sizes. 

Wall Mounting Receptacle 

MS]10] 
Nylon Potting Cup 
Threaded Attachment Ring 

CA]100ER 

MS 25183 18 - 10 P 
MS 3103 18 - 10 P 
CA 3100 ER 18 - 10 P 

PREFIX-__ T TTl 
~~~~ STYLE -----------------' 

SHELl SIZE ------------------------' 

CONTACT ARRANGEMENT ----------------------' 

CONTACT TYPE ------------------------' 

PREFIX 
CA - ITT Cannon prefix indicating special applica

tion or variation of MS 

SHELl STYLE 
3100 - Wall mounting receptacle (MS3103) 
3106 - Straight plug (MS25183) 
3108 - 900 angle plug 

CLASS 
ER - Resilient insulator, nylon potting cup and 
thread attachment ring 
No class designator for MS types. 

ap·~", 

7 T Dia. 
4 MIg. Holes 

SHELl SIZE 
Coupling thread diameter figured in sixteenths of 
an inch 

CONTACT ARRANGEMENTS 
See pages 21-24. 

CONTACT TYPE 
P for Pin; S for Socket 

The CA3100ER receptacle (MS3103) is supplied with a resilient insulator and a nylon potting cup with a 
threaded attachment ring. This receptacle mates with 3106, 3107, and 3108 plugs. 

T 
Shell R S +.010 (+ 0.25) A 
Size Max. ±.005 (± 0.13) Max. - .005 (+ 0.13) Thread 
8S 1.5]1 (38.89) .594 (15.09) .906 (23.01) .120 (3.05) 1/2·28UNEF·2A 

IDS 1.531 (38.89) .719 (18.26) 1.031 (26.19) .120 (3.05) 5/8·24NEF-2A 
10SL 1.531 (38.89) .719 (18.26) 1.031 (26.19) .120 (3.05) 5/8-24NEF-2A 
12S 1.531 (38.89) .812 (20.62) 1.125 (28 .58) .120 (3.05) 3/4-20UNEF-2A 
14S 1.531 (38.89) .906 (2101) 1.219 (30.96) .120 (3.05) 7/8-20UNEF-2A 
16S 1.531 (38.89) .969 (24.61) 1.312 (33.32) .120 (3.05) 1-20UNEF-2A 
12 1.968 (49.99) .812 (20.62) 1.125 (28.58) .120 (3.05) 3/4-20UNEF-2A 
14 1.968 (49.99) .906 12101) 1.219130.96) .120 13.05) 3/4- 20UNEF-2A 
16 1.968 149.99) .968 124.59) 1.312 133.32) .120 13.05) 1-20UNEF-2A 
18 1.968 14999) 1.062 126.97) 1.406 135.71) .120 13.05) 1-1 /8-18NEF-2A 
20 2.188 155.58) 1.156 129.36) 1.531 138.89) .120 13.05) 1-l/ 4-18NEF-2A 
22 2.188 155.58) 1.250 131.75) 1.656 142.06) .120 13.05) 1-3 /8-18NEF-2A 
24 2.188 155.58) 1.375 134.92) 1.781 145.24) .14713.73) 1-1/2-18NEF-2A 
28 2.188 155.58) 1.562 139.67) 2.031 151.59) .147 13.73) 1-3/4-18NS-2A 
]2 2.188 155.58) 1.750 144.45) 2.281 157.94) .173 14.39) 2-18NS-2A 
]6 2.188 155.58) 1.938 149.23) 2.531 164.29) .173 14.39) 2-1/4-16UN-2A 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 29 
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MIL-C-5015 Potting Connectors MS-E/F/R/ER 

Straight Plug 

MS2518l 
Nylon Potting Cup 
Rubber Gasket 

900 Angle Plug 

Nylon Potting Cup 
Rubber Gasket 

CA3106ER 

Shell J 
Size Max. 
8S .536 (13.61) 

IDS .536 (13.61) 
10SL .536 (13.61) 
12S .536 (13.61) 
14S .536 (13.61) 
16S .536 (13.61) 
12 .724 (18.39) 
14 .724 (18.39) 

16 .724 (18.39) 
18 .724 (18.39) 
20 .724 (18.39) 
22 .724 (18.39) 
24 .724 (18.39) 
2S .724 (18.39) 
32 .724 (18.39) 
36 .724 (18.39) 
40 .724 (18.39) 

CAll06ER 

CAll0SER 

L P 
Max. Max. 

1.562 (39.67) .844 (21 .44) 
1.562 (39.67) .969 (24.61) 
1.562 (39.67) .969 (24.61) 
1.562 (39.67) 1.062 (26.97) 
1.562 (39.67) 1.156 (29.36) 
1.562 (39.67) 1.250 (31.75) 
2.000 (50.80) 1.062 (26.97) 
2.000 (50.80) 1.156 (29.36) 
2.000 (50.80) 1.250 (31.75) 
2.000 (50.80) 1.344 (34.14) 
2. 125 (53.98) 1.469 (37.31) 
2.125 (53.98) 1.594 (40.49) 
2.125 (53.98) 1.719 (43.66) 
2.125 (53.98) 1.969 (50.01) 
2.180 (55.37) 1.219 (30.96) 
2.180 (55.37) 2.469 (62.71) 
2.180 (55.37) 2.723 (69.16) 

l ength of 
Engagement 

Gasket 

A Thd. --1~.r:rif-{ 

The CA3106ER plug is supplied with resilient insulators. nylon potting cups with threaded attachment rings. 
and a rubber gasket under the coupling nut This plug mates with 3100 and 3102 receptacles and 3101 
plugs_ 

I P Oil. I Polarlzlnl 

a~ A Thd_~"M-----<o- I-, 

Metal 
Potting 

The CA3108ER is supplied with resilient insulator. 90· nylon potting cup and threaded attachment ring with 
a rubber gasket under the coupling nut This plug mates with 3100 and 3102 receptacles and 3101 plugs. 

CA3108ER 
L Max. 

For Arr. For. Arr. 
w/#16 w/#8 

A B 0 &#12 & #4 P A 
Thread Max. Max. Contacts Contacts Max. Thread 

1/2- 28UNEF-2B - - - - - -
5/8-24UNEF-2B - - - - - -
5/8-24UNEF-2B .536 (13.61) 1.040 (26.42) 1.463 (37.16) - .969 (24.61) 5/B-24UNEF-2B 
3/4- 20UNEF-2B .536 (13.61) 1.040 (26.42) 1.600 (40.64) - 1.062 (26.97) 3/4-24UNEF-2B 
7/8-20UNEF-2B .536 (13.61) 1.040 (26.42) 1.600 (40.64) 2.300 (58.42) 1.156 (29.36) 7/8-20UNEF-2B 

1-20UNEF-2B .536 (13.61) 1.290 (32.77) 1.600 (40.64) 2.550 (64.77) 1.250 (31.75) 1-20UNEF-2B 
3/4-20UNEF-2B .724 (18.39) 1.040 (26.42) 1.910 (48.51) - 1.062 (26.97) 3/4-20UNEF-2B 
7/8-20UNEF-2B .724 (18.39) 1.040 (26.42) 1.910 (48.51) 2.610 (66.29) 1.156 (29.36) 7/8-20UNEF-2B 

1-20UNEF-2B .724 (18.39) 1.290 (32.77) 1.910 (48.51) 2.850 (72.39) 1.250 (31.75) 1-20UNEF-2B 
1-1/8-18UNEF-2B .724 (18.39) 1.290 (32.77) 2.100 (53.34) 2.850 (72.39) 1.344 (34.14) 1-1/B-18UNEF-2B 
1-1/4-18UNEF-2B .724 (18.39) 1.540 (39.12) 2.100 (53.34) 2.850 (72.39) 1.469 (37.31) 1-1/4-18UNEF-2B 
1-3/8-18UNEF-2B .724 (18.39) 1.540 (39.12) 2.100 (53.34) 2.850 (72.39) 1.594 (40.49) 1-3/8-18UNEF-2B 
1-1/2-18UNEF-2B .724 (18.39) 1.790 (45.47) 2.281 (57.94) 2.985 (75.82) 1.719 (43.66) 1-1/2- 18UNEF-2B 
1-3/4-18UNS-2B .724 (18.39) 2.040 (51.82) 2.485 (63.12) 2.985 (75.82) 1.969 (50.01) 1-3/4-18UNS-2B 

2-18UNS-2B .724 (18.39) 2.290 (58.17) 2.485 (63.1 2) 2.985 (75.82) 1.219 (30.96) 2-18UNS-2B 
2-l/4-16UN-2B .724 (18.39) 2.540 (64.52) 2.485 (63.1 2) 2.985 (75.82) 2.469 (62.71) 2-1/4-16UN-2B 
2-1 /2-16UN-2B 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-SOlS Potting Connectors 

Components 

Endbell 

Ferrule 

Grommet 

Pin Contacts 

Insulator 

Coupling Nut 

Barrel 

o Ring 

MS3106R 
CA3106R 

Straight Plug 

fj .. 
~ " ,/ 

---=-.--/ 

~ 
00 (9 

U 
......... @ 

o 

MS3106F 
CA06R 

Straight Plug 

~ 
(9 

U 
... ...... @ 

o 
Note: Class F is not applicable to MS3108 shell style. 

MS3106E 
CA3106E 

Straight Plug 

~ ' ..... - ...... 

(9 

U 
......... @ 

ITT Cannon 

CLAMP 

MS310SE 
CA310SE 

90' Angle Plug 

~ ' ...... - ...... 

(9 

~~ 
... ...... @ 

MS-E/F/R/ER 

MS310SR 
CA310SR 

90' Angle Plug 

~ 
(9 

U 
... ...... @ 

I) 

o 
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MIL-C-5015 Bulkhead Receptacles BFR/TBF 

How to Order 

TBF and BFR pressurized bulkhead receptacles 
mate with standard MS type plugs (3106, 3107 and 
3108) if contact arrangements correspond. Both 
the BFR and T8F have resilient insulators. The TBF 
(thru-bulkhead fitting) version has a double-faced 
construction allowing mating from both ends. An 0 
ring is supplied as standard on both the BFR and the 
TBF. Contacts are silver plated copper or brass 
alloy. Shells are aluminum alloy. 

Thru-Bulkhead Receptacle 

T8F - Resilient Insulator 

Pin Insert End Socket Insert End 

BF R 14S - 5 
TBF 20 -15 

~::~ ____ T_r T J 
SHELL SIZE J 
CONTACT ARRANGEMENT ---------------------' 

P * 1 
PS * 

CONTACT TYPE ------------------------' 

ALTERNATE POSITION ---------------------' 

MOUNTING (BFR ONLY) -----------------------' 

PREFIX 
BF - Bulkhead fitt ings 
TBF - Thru bulkhead fittings 

CLASS 
*R - Resilient insulators 
H - Hermetic; see page 198 

* Letter designator " R" not required for TBF. 

SHELL SIZE 

CONTACT TYPE 
P for Pin; S for Socket; PS for Pin and Socket (TBF 
only) 

ALTERNATE POSITION 
(Consult factory for available alternate positions .) 

MOUNTING 
BFR only; see chart on page 33 

Coupling thread diameter figured in sixteenths of 
an inch 

CONTACT ARRANGEMENTS 
See pages 21 -24. 

TBF thru-bulkhead fittings have 
pressurized resilient insulators. 
Special double-face pin and 
socket contact construction per-
mits cable components to be 
wired and tested in the shop and 
then to be plugged into the 
mounted TBF plug to complete 
the installation. The TBF mates 
with 3106, 3107 and 3108 plugs. 

M 

Polarizing Boss 

~ 0 
T Dla. 

4 Mtg, Holes Panel Thickness 

T 
Shell K L ± ,011 (+ 0.79) R S + .010 (+ 0.25) V A 

± .005 (± O.B) ± .011 (± 0.79) Size Max. Max. - .000 (- 0.00) - .005 (- O.B) Max. Thread 
8S .125 (3.18) 1.482 (37.64) .562 (14.271 .594 (15 .09) .875 (22.22) .120 (3.05) .325 (8.26) 1/2·28UNEF·2A 

IDS .125 (3.18) 1.482 (37.64) .562 (14.27) .719 (18.26) 1.000 (25.40) .120 (3.05) .325 (8.26) 5/8-24UNEF-2A 
10SL .125 (3.18) 1.482 (37.64) .562 (14.27) .719 (18.26) 1.000 (25.40) .120 (3.05) .325 (8.26) 5/8-24UNEF-2A 
12S .140 (3.56) 1.482 (37 .64) .562 (14.27) .812 (20.62) 1.094 (27.79) .120 (3.05) .325 (8.26) 3/4-20UNEF-2A 
14S .140 (3.56) 1.482 (37 .64) .562 (14.27) .906 (23.01) 1.188 (30.18) .120 (3.05) .325 (8.26) 7/8-20UNEF-2A 
16S .140 (3.56) 1.482 (37.64) .562 (14.27) .968 (24.59) 1.281 (32.54) .120 (3.05) .325 (8.26) 1-20UNEF-2A 
12 .146 (3.71) 2.030 (51.56) .750 (19.05) .812 (20.62) 1.094 (27.79) .120 (3.05) .445 (11.30) 3/4-20UNEF-2A 
14 .146 (3.71) 2.030 (51.56) .750 (19.05) .906 (23.01) 1.188 (30.18) .120 (3.05) .445 (11.30) 7/8-20UNEF-2A 
16 .146 (3.71) 2.030 (51.56) .750 (19.05) .968 (24.59) 1.281 (32 .54) .120 (3.05) .445 (11.30) 1-20UNEF-2A 
18 .180 (4.571 2.030 (51.56) .750 (19.05) 1.062 (26.97) 1.375 (34.92) .120 (3.05) .445 (11.30) 1-1 /8-18UNEF-2A 
20 .180 (4.57) 2.030 (51.56) .750 (19.05) 1.156 (29.36) 1.500 (38.10) .120 (3.05) .445 (11.30) 1-1 /4-18UNEF-2A 
22 .180 (4.57) 2.030 (51.56) .750 (19.05) 1.250 (31.75) 1.625 (41.28) .120 (3.05) .445 (11.30) 1-3/8-18UNEF-2A 
24 .203 (5 .16) 2.030 (51.56) .812 (20.62) 1.375 (34.92) 1.750 (44.45) .147 (3.73) .383 (9.73) 1-1/2-18UNEF-2A 
28 .203 (5.16) 2.030 (51.56) .812 (20.62) 1.562 (39 .67) 2.000 (50.80) .147 (3.73) .383 (9.73) 1-3/4-18UNS-2A 
12 .203 (5.16) 2.030 (51.56) .875 (22.22) 1.750 (44.45) 2.250 (57 .15) .173 (4.39) .320 (8 .13) 2-18UNS-2A 
36 .203 (5.16) 2.030 (51.56) .812 (20.62) 1.938 (49.23) 2.500 (63.50) .173 (4.39) .383 (9.73) 2-1 /4-16UN-2A 
40 .203 (5.16) 2.030 (51.56) .875 (22.22) 2.188 (55.58) 2.750 (69.85) .173 (4.39) .383 (9.73) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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MIL-C-SOlS Bulkhead Receptacles BFR/TBF 

Pressurized Bulkhead Receptacle 

BFR 

Shell C G H 
Size Max. Max. Max. 
85 .853 (21.67) . 895 (22.73) 1.077 (27.36) 
105 .853 (21.67) 1.015 (25.78) 1.203 (30.56) 
10SL .853 (21.67) 1.015 (25.78) 1.203 (30.56) 
125 .853 (21.67) 1.077 (27.36) 1.327 (33.71) 
145 .853 (21.67) 1.203 (30.56) 1.453 (36.91) 
165 .853 (21.67) 1.327 (33.71) 1.577 (40.06) 
12 1.244 (31.60) 1.077 (27.36) 1.327 (33.71) 
14 1.244 (31.60) 1.203 (30.56) 1.453 (36.91) 
16 1.244 (31 .60) 1.327 (33.71) 1.577 (40.06) 
18 1.244 (31.60) 1.453 (36.91) 1.703 (43.26) 
20 1.244 (31.60) 1.577 (40.06) 1.827 (46.41) 
22 1.244 (31.60) 1.577 (40.06) 1.953 (49.61) 
24 1.244 (31.60) 1.827 (46.41) 2.077 (52.76) 
28 1.244 (31.60) 1.953 (49.61) 2.327 (59.11) 
32 1.244 (31.60) 2.203 (55.96) 2.577 (65.46) 
36 1.244 (31.60) 2.577 (65.46) 2.827 (71.81) 

Mounting Dimensions 

.102 
1r-.1!!l.DIA -¥ .097

DIA
. .097 . 

~ cSP 

BFR pressurized bulkhead recep
tacles withstand the air leakage 
requirements of MIL-C-5015 not 
to exceed 1 cu. in. of air per hour 
when subjected to a pressure 
differential of 30 psi at - 55°C. 
Insulators are resilient material 
bonded to aluminum shell. Both 
pin and socket assemblies are 
available. The BFR will mate with 
standard MS type 3106, 3107, 
3108 plugs. 

Standard Position 
Pin is 3/32" Dia. 

L M 
Max. Max. 

1.087 (27.61) .697 (17.70) 
1.087 (27 .61) .822 (20.88) 
1.087 (27 .61) .822 (20.88) 
1.087 (27.61) .955 (24.26) 
1.087 (27.61) 1.072 (27.23) 
1.087 (27.61) 1.265 (32.13) 
1.525 (38.74) .947 (24.05) 
1.525 (38.74) 1.072 (27.23) 
1.525 (38.74) 1.265 (32.13) 
1.525 (38.74) 1.395 (35.43) 
1.525 (38.74) 1.515 (38.48) 
1.525 (38.74) 1.635 (41.53) 
1.525 (38.74) 1.765 (44.83) 
1.525 (38.74) 2.015 (51.18) 
1.525 (38.74) 2.205 (56.01) 
1.525 (38.74) 2.455 (62.36) 

Shell Size 
85 
105 
10SL 
125 
145 
165 
12 
14 

A 

Type 1 
Shell Standard 

Insulator Polychloroprene 
Lock Nut Hex with 6 wire holes 
o Ring Neoprene 

Position Pin Standard 
Mounting Figure 1 or 2 

Part No. Example: BFR14S·5P·1 

T 
N Max. Solder Pot Exl. 

Max . #16 #12 #8 #4 
.820 (20.83) .140 (3.56) 
.960 (24.38) .140 (3.56) 
.960 (24.38) .140 (3.56) 
1.110 (28.19) .140 (3.56) 
1.250 (31.75) .140 (3.56) 
1.460 (37 .08) .140 (3.56) 
1.110 (28.19) .062 (1.57) .062 (1.57) 
1.250 (31.75) .062 (1.57) .062 (1.57) .125 (1' 

1.460 (37 .08) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 
1.610 (40.89) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 
1.750 (44.45) .062 (1.57) .062 (1.57) .125 (3.18) .25(3.18) 
1.900 (48.26) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 
2.030 (51.56) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 
2.330 (59.18) .062 (1.57) .062 (1.57) .125 (3.18) .125 ,(3.18) 
2.550 (64.77) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 
2.840 (72.14) .062 (1.57) .062 (1.57) .125 (3.18) .125 (3.18) 

A 
Thread Shell Size 

1/2·28UNEF·2A 16 
5/8·24UNEF·2A 18 
5/8·24UNEF·2A 20 
3/4·20UNEF·2A 22 
7/8·20UNEF·2A 24 

1·20UNEF·2A 28 
3/4·20UNEF·2A 32 
7/8·20UNEF·2A 36 

E F A 

V 
#0 Max. 

.250 (6.35) 

.250 (6.35) 

.250 (6.35) 

.375 (9 .52) 

.375 (9.52) 

.375 (9 .52) 

.375 (9.52) 

.375 (9.52) 

.375 (9.52) 

.375 (9 .52) 
.359 (9.12) .375 (9.52) 
.359 (9.12) .375 (9 .52) 
.359 (9.12) .375 (9.52) 
.359 (9.12) .375 (9.52) 
.359 (9.12) .375 (9.52) 
.359 (9.12) .312 (7.92) 

A 
Thread 
1·20UNEF·2A 

1·1 /8·18UNEF·2A 
1·1 /4·18UNEF·2A 
1·3 /8·18UNEF·2A 
1·1 /2·18UNEF·2A 
1·3 /4·18UNS·2A 

2·18UNS·2A 
2·1 /4·16UN·2A 

E F 
± .005 + .015 (+0.38) ±.005 ±.005 +.015 (+ 0.38) ± .005 

(± 0.13) (± 0.13) (± 0.13) (± 0.13) Shell Size - .000 (- 0.00) Shell Size - .000 (- 0.00) 
85 .323 (8.20) .500 (12.70) .373 (9 .47) 20 .698 (17.73) 1.250 (31.75) .748 (19.00) 

IDS, 10SL .385 (9.78) .625 (15.88) .435 (11.05) 22 .760 (19.30) 1.375 (34.92) .810 (20.57) 
125,12 .448 (11.38) .750 (19.05) .498 (12.65) 24 .823 (20.90) 1.500 (38.10) .873 (22.17) 
145,14 .510 (12.95) .875 (22.22) .560 (14.22) 28 .948 (24.08) 1.750 (44.45) .998 (25.35) 
165,16 .573 (14.55) 1.000 (25.40) .623 (15.82) 32 1.073 (27.25) 2.000 (50.80) 1.123 (28.52) 

18 .635 (16.13) 1.125 (28.58) .685 (17.40) 36 1.198 (30.43) 2.250 (57.15) 1.248 (31.70) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-SOlS Connectors 

Protective Metal Cap 

MS25042 

Black Anodized Finish With 
Sash Chain 

MS ITT Cannon 
MS25042·8DA CA 17530·8000 
MS25042·10DA CA 17530·8001 
MS25042·12DA CA 17530·8002 
MS25042·14DA CA 17530·8003 
MS25042·16DA CA 17530·8004 
MS25042·18DA CA 17530·8005 
MS25042·20DA CA 17530·8006 
MS25042-22DA CA 17530-8007 
MS25042·24DA CA 17530-8008 
MS25042·28DA CA 17530-8009 
MS25042-32DA CA 17530-8010 
MS25042-36DA CA 17530-8011 
MS25042-40DA CA 17530-8012 
MS25042-44DA CA 17530-8013 
MS25042-48DA CA 17530-8014 

Black Anodize Finish With 
Sash Chain 

MS ITT Cannon 
MS25043-80A CA2209-8000 
MS25043-100A CA2209-8001 
MS25043-120A CA2209-8002 
MS25043-140A CA2209-8003 
MS25043-160A CA2209-8004 
MS25043-18DA CA2209-8005 
MS25043-20DA CA2209-8006 
MS25043-220A CA2209-8007 
MS25043-24DA CA2209-8008 
MS25043-28DA CA2209-8009 
MS25043-320A CA2209-8010 
MS25043-360A CA2209-8011 
MS25043-40DA CA2209-8012 
MS25043-440A CA2209-8013 
MS25043-480A CA2209-8014 

CAI7530 For 06 and 08 Style Plugs 
CA19741 

These externally threaded metal 
dust caps are used to protect the 
MS3106 and MS3108 plugs. Ma
terial is aluminum alloy. They are 
furnished with sash chain or less 
sash chain. 

Part Number 
Olive Drab Chromate Over 

Cadmium Finish With Sash Chain Olive Drab Chromate Over 
Cadmium Finish, 

Without Sash Chain 
IITC Part Number 

Superseded 
MS Number (Ref) 

MS25042·8D 
MS25042·100 
MS25042·120 
MS25042·140 
MS25042·160 
MS25042 ·180 
MS25042·20D 
MS25042-22D 
MS25042·24D 
MS25042-28D 
MS25042-32D 
MS25042-36D 
MS25042-40D 
MS25042-44D 
MS25042-48D 

May Still be 
Purchased by 

ITTC Part Number 
CA17530·5100 
CA17530·5101 
CA 17530·5102 
CA 17530-5103 
CA17530-5104 
CA 17530-5105 
CA17530-5106 
CA17530-5107 
CA17530-5108 
CA17530-5109 
CA17530-5110 
CA17530-5111 
CA17530-5112 
CA17530-5113 
CA17530-5114 

CA19741·8 
CA19741·10 
CA19741·12 
CA19741 -14 
CA19741-16 
CA19741 -18 
CA19741 -20 
CA19741 -22 
CA 19741 -24 
CA19741 -28 
CA19741-32 
CA19741-36 
CA19741 -40 
CA 19741-44 
CA19741-48 

CA2209 
CA2322 

For 00. 01 and 02 
Style Receptacles 

Fits 
Shell Size 
8S 
10S,10SL 
12S, 12SL 
14S, 14SL 
16S, 16SL 
18 
20 
22 
24 
28 
32 
36 
40 
44 
48 

These internally threaded metal 
dust caps are used to protect 
MS3100. MS3101 and MS3102 
receptacles. Material is alumi
num alloy. They are furnished 
with sash chain or less sash 
chain. 

Part Number 
Olive Drab Chromate Over 

Cadmium Finish With Sash Chain 

Superseded 
MS Number (Ref) 

MS25043-80 
MS25043-100 
MS25043-12D 
MS25043-14D 
MS25043-16D 
MS25043-18D 
MS25043-20D 
MS25043-22D 
MS25043-24D 
MS25043-28D 
MS25043-32D 
MS25043-36D 
MS25043-40D 
MS25043-44D 
MS25043-48D 

May Still be 
Purchased by 

IITC Part Number 
CA2209-5100 
CA2209-5101 
CA2209-5102 
CA2209-5103 
CA2209-5104 
CA2209-5105 
CA2209-5106 
CA2209-5107 
CA2209-5108 
CA2209-5109 
CA2209-5110 
CA2209-5111 
CA2209-5112 
CA2209-5113 
CA2209-5114 

Olive Drab Chromate Over 
Cadmium Finish 

Without Sash Chain 
ITTC Part Number 

CA2322-1 
CA2322-2 
CA2322-3 
CA2322-4 
CA2322-5 
CA2322-6 
CA2322-7 
CA2322-8 
CA2322-9 
CA2322-10 
CA2322-11 
CA2322-12 
CA2322-13 
CA2322-14 
CA2322-15 

ITT Cannon 

Fits 
Shell Size 
8S 
IDS, 10SL 
12S, 12SL 
14, 14S 
16, 16S 
18 
20 
22 
24 
28 
32 
36 
40 
44 
48 

\.~ 

B 
Max. 

.656 (16.66) 

.656 (16.66) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21 .44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

.844 (21.44) 

C 
Dia. 
Max. 

.562 (14.27) 

.687 (17.45) 

.812 (20.62) 

.937 (2180) 
1.062 (26.97) 
1.187 (30.15) 
1.312 (33.32) 
1.437 (36.50) 
1.562 (39.67) 
1.812 (46.02) 
2.062 (5237) 
2.312 (58.72) 
2.562 (65.07) 
2.812 (7142) 
3.062 (77. 77) 

E 
Max. 

4.500 (114.30) 
4.500 (11430) 
5.000 (127.00) 
5.000 (12700) 
5.000 (12700) 
5.000 (12700) 
5.500 (139.70) 
5.500 (139.70) 
6.000 (152.40) 
8.250 (209.55) 
8.250 (209.55) 
8.250 (209.55) 
8.250 (209.55) 
8.250 (209.55) 
8.250 (209.55) 

Accessories 

D 
Dia. 
Max. 

.166 (4.22) 

.166 (4.22) 

.166 (4.22) 

.166 (4.22) 

.166 (4.22) 

.166 (4.22l 

.197 (5.00) 

.197 (5.00) 

.197 (5 .00) 

.197 (5.00) 

.228 (5.79) 

.228 (5.79) 

.228 (5.79) 

.228 (5.79) 

.228 (5.79) 

A Tbd • 

• 250 Min. 
Pert. Tbd. 

A 
Thread 

1/2·28UNEF·2A 
5/8·24UNEF·2A 
3/4·20UNEF·2A 
7/8-20UNEF-2A 

1·20UNEF·2A 
1·1 /8·18UNEF·2A 
1·1 /4·18UNEF·2A 
1·3/8·18UNEF·2A 
1-1 /2-18UNEF-2A 
1-3/4-18UNEF-2A 

2-18UNEF-2A 
2-1 /4-16UN-2A 
2-1 /2-16UN-2A 
2-3 /4-16UN-2A 

3-16UN-2A 

A Thd. -6-DDia

. 

~,J 

B 
Max. 

.469 (11.91) 

.469 (11 .91) 

.469(11.91) 

.469 (11.91) 

.469 (11.91) 

.469 (11.91) 

.469 (11.91) 

.469 (11.91) 

.469 (11.91) 

.531 (13.49) 

.531 (13.49) 

.531 (13.49) 

.531 (13.49) 

.531 (13.49) 

.531 (13.49) 

C 
Dia. 
Max. 

.688 (17.48) 

.8 15 (20.70) 
1.000 (25 .40) 
1.125 (2858) 
1.188 (30.18) 
1.344 (34.14) 
1.469 (37.31) 
1.594 (40.49) 
1.719 (43.66) 
1.969 (50.01) 
2.219 (5636) 
2.469 (62.71) 
2.719 (6906) 
2.969 (75.41) 
3.188 (80.98) 

',--/ 

D 
E Dia. 

Max. Max. 
4.500 (114.30) .1 50 (3.81) 
4.500 (11430) .150 (3.81) 
5.000 (127.00) .150 (3.81) 
5.000 (127.00) .150 (3.81) 
5.000 (127.00) .150 (3.81) 
5.000 (127.00) .150 (3.81) 
5.500 (139.70) .150 (3.81) 
5.500 (139.70) .150 (3.81) 
6.000 (152.40) .181 (4.60) 
8.250 (209.55) .181 (4.60) 
8.250 (209.55) .197 (5.00) 
8.250 (209.55) .197 (5.00) 
8.250 (209.55) .197 (5.00) 
8.250 (209.55) .197 (5.00) 
8.250 (209.55) .197 (5.00) 

A 
Thread 

1/2-28UNEF-2B 
5/8-24UNEF-2B 
3/4-20UNEF- 2B 
7/8-20UNEF-2B 

1-20UNEF-28 
1-1 /8-18UNEF-2B 
1-1/4-18UNEF-2B 
1-3 /8-18UNEF-2B 
1-1/2-18UNEF-2B 
1-3 /4-18UNS-2B 

2-18UNS-2B 
2-1 /4-16UN-28 
2-1 /2-16UN-28 
2-3 /4-16UN-2B 

3-16UN-2B 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-5015 Connectors 

Cable Clamp 

M85049/41 
With or Without Bushing 

The M85049/41 cable clamp is made for plugs 
and receptacles that have an endbell with 
external conduit threads. The double clamping 
action provides a balanced, positive hold on the 
wires and greatly reduces moisture transmission . 
Provision is made for safety wiring. This clamp is 
supplied without bushing; to order bushing; add 
"with bushing" after part number. 

Part Superseded Fits Accommodates 
Number* Part Number* Shell Size MS Bushingst 

M85049 /41-3A MS3057·3A 8S-1OS MS3420-3 
M85049 /41-4A MS3057-4A loSL, 12S, 12 MS3420-4 
M85049 /41-6A MS3057-6A 14S, 14 MS3420-6 
M85049 /41-8A MS3057-8A 16S, 16 MS3420-8 
M85049/41-10A MS3057-10A 18 MS3420-10 
M85049 /41-12A MS3057·12A 20, 22 MS3420-12 
M85049 /41-16A MS3057-16A 24,28 MS3420-16, 12 
M85049 /41-20A MS3057-20A 32 MS3420-20, 16 
M85049 /41-24A MS3057-24A 36 MS3420-24, 20 
M85049 /41 -28A MS3057-28A 40 MS3420-24, 20 
M85049 /41-32A MS3057-32A 44 MS3420-32, 28, 24 
M85049 /41-40A MS3057-40A 48 MS3420-40, 32, 28 
*To order cable clamp with bushing, add "with bushing" after part number. 
tMS bushings are polychloroprene. 

Telescoping Bushing 

MS3420/ 
MS39056(REF.) 

Telescoping gland bushings (used with 
M85049/41 cable clamp) keep dirt. oil and MS Part 

moisture out of endbell. Taping or wrapping wires Number 

is eliminated since bushing protects wires going MS3420-3 

thru clamp_ Combinations of bushings may be MS3420-4 

used to decrease cable entry diameter to improve MS3420-6 
sealing_ Material is polychloroprene (MS). MS3420-8 

MS3420-10 
MS3420-12 
MS3420-16 
MS3420-20 
MS3420-24 
MS3420-28 
MS3420-32 
MS3420-40 

E 
Min. Max. 

.102 (2.59) .250 (635) 

.140 (3.56) 312 (7.92) 

.195 (4.95) 438 (11.13) 

.255 (6.48) .562 (14.27) 

.285 (7.24) .625 (15.88) 
350 (8.89) .750 (19.05) 
468 (11.89) .938 (23.83) 
.664 (16.87) 1.250 (31.75) 
.694 (17.63) 1.375 (34.92) 
.911 (23.14) 1.625 (41.28) 

1.875 (47.62) 
2375 (6032) 

Telescoping bushing with 
M85049/41 cable clamp 

PoLYCHLoROPRENE 
MS Part In Cannon 
Number Part Number 

MS39056-1 CA 18220-3 
MS39056-2 CA 18220-4 
MS39056-3 CA 18220-6 
MS39056-4 CA 18220-8 
MS39056-5 CA 18220-10 
MS39056-6 CA18220-12 
MS39056-7 CA18220-16 
MS39056-8 CA 18220-20 
MS39056-9 CA 18220-24 
MS39056-10 CA1822O-28 
MS39056-11 CA 18220-32 
MS39056-12 CA18220-40 

ITT Cannon 

Accessories 

L P R A 
±.031 (± 0.79) ± .031 (± 0.79) ± .031 (± 0.79) Thread 

.812 (20.62) .688 (17.48) .812 (20.62) 1/2-28UNEF-2B 

.812 (20.62) .812 (20.62) .875 (22.22) 5/8-24UNEF-2B 

.875 (22.22) .969 (24.6l) 1.062 (26.97) 3/4-20UNEF-2B 

.938 (23.83) 1.094 (27.79) 1.156 (2936) 7/8-20UNEF-2B 

.938 (23.83) 1.188 (30.18) 1.250 (31.75) 1-20UNEF-2B 

.938 (23.83) 1.375 (34.92) 1.469 (373l) 1-3/16-18UNEF-2B 
1.031 (26.19) 1.656 (42 .06) 1.688 (42.88) 1-7 /16-18UNEF-2B 
1.094 (27.79) 2.031 (51.59) 2.031 (51.59) 1-3 /4-18UNS-2B 
1.156 (2936) 2.219 (5636) 2.281 (57.94) 2-18UNS-2B 
1.688 (42.88) 2.500 (63.50) 2.688 (68.28) 2-1 /4-16UN-2B 
1750 (44.45) 2.781 (70.64) 2.938 (74.63) 2-1 /2-16UN-2B 
1750 (44.45) 3.281 (8334) 1500 (88.90) 3-16UN-2B 

Fits C L R 
Shell Size ± .016 (± 0.411 ± _031 (± 0.79) ± .016 (± 0_41) 
8S, IDS 379 (9.63) 2.875 (73.02) .130 (3.30) 
10SL, 12, 12S .505 (12.83) 2.750 (69.85) .220 (5.59) 
14,14S .619 (15.72) 2.625 (66.68) 312 (7.92) 
16, 16S .744 (18.90) 2.500 (63.50) .437 (11.1 D) 
18 .869 (22.07) 2375 (6032) .562 (14.27) 
20, 22 1.064 (27.03) 2.250 (57.15) .625 (15.88) 
24,28 1.314 (3338) 2.125 (53.98) .750 (19.05) 
32 1.596 (40.54) 2.000 (50.80) .937 (23.80) 
36 1.847 (46.91) 1.875 (47.62) 1.250 (31.75) 
40 2.085 (52.96) 1.750 (4445) 1.375 (34.92) 
44 2.335 (593l) 1.625 (41.28) 1.624 (41.25) 
48 2.835 (72.0l) 1.500 (38.1 D) 1.874 (47.60) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 35 
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MIL-C-5015 Connectors 

Plastic Protective Caps 

• 
Protective dust caps are designed to cover the 
coupling and conduit ends of MS connectors where 
there is a possibility of foreign matter accumulating 
on the interior of the connector or of damage to the 
threaded parts. Material is red polyethylene. Plastic 
dust caps can be reused. but are not intended to 
replace the standard aluminum dust caps shown on 
preceding pages. 

MS1106/MS310B 
MS3100F.R MS3102F.R MS-F lonly) F.R 

Part Coupling Solder Coupling Solder Solder Coupling Solder 
Number End Pot End End Pot End Pot End End Pot End 

025-0458-000 8S 8S 
025-0459-000 8S 8S. lOS 8S 8S. lOS lOS 8S. lOS 
025-0460-000 10S. 10SL 10SL. 12S. 12 lOS. 10SL 10SL. 12S. 12 10Sl. 12S. 12 10Sl, 12S, 12 
025-0462-000 12S, 12 14S.14 12S, 12 14S, 14 14S. 14 
025-0463-000 14S, 14 16S. 16 14S, 14 16S, 16 16S. 16 
025-0466-000 18 18 
025-0467-000 20 20 
025-0468-000 20 20 22 22 
025-0469-000 22 22 24 24 
025-0470-000 28 
025-0471 -000 32 
025-0472-000 36 
025-0473-000 40 
025-0474-000 44 
025-0475-000 48 
025-0477-000 10S.1 0SL 
025-0478-000 12S. 12 
025-0479-000 14S, 14 
025-0480-000 16S, 16 
025-0484-000 18 
025-0486-000 22 
025-0487 -000 24 
025-0488-000 28 
025-0489-000 32 
025-0490-000 36 
025-0491-000 40 
025-0492- 000 44 
025-0493-000 48 
025-0498-000 16S. 16 18 16S, 16 48 18 
025-0499-000 20. 22 36 22 20, 22 
025-0500-000 24. 28 40 24, 28 
025-0501 -000 28 32 28 44 32 
025-0502-000 32 36 32 32 36 
025-0503-000 36 40 36 24, 28 40 
025-0504-000 40 44 40 20. 22 44 
025-0505-000 48 48 18 48 
025-0507-000 18 18 20 
025-0510-000 24 24 
025-0511-000 44 48 44 
025-0608-000 8S 
025-0609-000 10SL, 12S. 12 
025-0610-000 14S, 14 
025-0611 -000 16S, 16 
025-0612-000 28 
025-0613-000 32 
025-0614-000 36 

ITT Cannon 

Accessories 

r B1 
fD·==t=rn L ~U 
-.Jl.06 

.13-J L 

Dimensions 

A B C D E WI. 
Max. Max. Max. Max. Max. lb. 
.673 .440 .430 .486 .583 .001 2 
.734 .440 .490 .546 .644 .0014 
.848 .700 .600 .656 .758 .0022 
.973 .700 .730 .786 .883 .0028 

1.098 .700 .850 .908 1.008 .0033 
1.209 .700 .9 50 1.016 1.119 .0042 
1.396 .700 1.150 1.216 1.308 .0054 
1.500 .700 1.240 1.306 1.405 .0060 
1.625 .700 1.360 1.426 1.530 .0067 
1.870 .700 1.610 1.676 1.775 .0087 
2.120 .700 1.860 1.926 2.025 .0103 
2.370 .700 2.110 2.176 2.275 .0141 
2.501 .700 2.310 2.380 2.491 .0164 
2.872 .700 2. 590 2.660 2.772 .0186 
3.122 .700 2.840 2.910 3.022 .0222 
.802 .491 .5 50 .616 .712 .0017 
.911 .571 .669 .725 .821 .0022 

1.036 .5 71 .794 .8 50 .946 .0027 
1.161 .571 .9 19 .975 1.071 .0033 
1.290 .576 1.028 1.094 1.195 .0044 
1.540 .576 1.278 1.344 1.445 .0058 
1.665 .576 1.403 1.469 1.570 .0066 
1.907 .576 1.645 1.711 1.812 .0084 
2.157 .576 1.895 1.961 2.062 .0102 
2.412 .576 2.140 2.216 2317 .0132 
2. 672 .576 2.390 2.466 2.572 .0163 
2.922 .576 2.640 2. 716 2.822 .0 186 
3.172 .576 2.890 2.966 3. 072 .0213 
1.240 .700 .990 1.056 1.150 .0044 
1.427 .700 1.117 1.183 1.337 .0055 
1.677 .700 1.420 1.486 1.587 .0072 
1.985 .700 1730 1796 1.895 .0095 
2.245 .700 1.980 2.046 2.155 .0114 
2.495 .700 2.230 2.296 2.400 .0134 
2.742 .700 2.480 2.546 2.652 .0186 
3.257 .700 2.980 3.046 3.157 .0233 
1.365 .700 1.110 1.176 1.275 .0050 
1740 .700 1.490 1.556 1.650 .0077 
3.007 .700 2.7 30 2.796 2.907 .0220 
.643 .440 .400 .456 .553 .0011 
.829 .700 .580 .636 .739 .0021 
.954 .700 .710 .7 66 .864 .0028 

1.079 .700 .830 .886 .989 .0032 
1.839 .7 00 1.570 1.626 1744 .0083 
2.089 .700 1.820 1.876 1.994 .0100 
2.376 .700 2.010 2.066 2.231 .0132 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-5015 Connectors 

F8D Assembly Instructions 

ITT Cannon provides a complete line of crimp insertion and extraction 
tooling to be used with CA-FSO contacts as follows: 

Contact Hand Crimp Loea· Power Crimp Crimp 
Size Tool* tor Tool** Head Locator Gauge 

16 M·22510 11·01 TH·70·1 CBT-49314 

12 M·22520 11·01 TP567 CBT·600 1600B CCH·12·7 CCHp·12·2 

CBHOO 1600B CCH·8·1 CCHP·8·1 CCH·8·1 

CBT·600 1600B CCH·4·1 CCH·4·1 CCH·4·1 

CBT·600B CCH·O·l CCHP·0·9 CCH·O 

*The M·22520 /1·01 is the MIL standard crimp tool for # 12 thru #20 contacts and 
when used with crimp # 12. 16 and 20 contacts for the CA·FBO. 

**Th e CBT·600 is recommended for crimping of # 4 thru #12 contacts. The CBT·600B 
for # 0 thru #8. The appropriate locators and crimp heads are avai lable as shown 
above. 

CBT·600 

Crimp Tool 

Crimping Contacts 
1. Check the crimp tool to be sure that the proper 

crimp head locator is used . 
2. Cycle the tool to be sure the indentors are 

open. 
3. Place the contact, mating end first, into the 

tool. 
4. Insert the stripped wire into the hollow end of 

the contact. Be sure the wire is inserted as far 
as it will go. 

5. Close the tool completely to crimp. Unless the 
tool is closed completely, the tool will not 
release the contact. 

6. Remove the crimped contact from the tool. 
Check the inspection hole to verify that the 
wire is fully inserted. 

Insertion/Extraction Tools 

Insertion and extraction tools used for these con-
nectors are available for contact sizes 16 thru 0 as 
shown. 

Contact Insertion Extraction Handle 
Size Tools Tools Color 

16 CIT·16 CET·16·4 Blue 
1038895·00001 103B8B8·00041 

12 CIT·l1 CET11-1 Yellow 
1038895·00001 10388890·00021 

CIT-8 CET-8 Red 

CIT-4 CETA 81ue 

CIT·O CET-O Yellow 

Insertion of Contacts 

1. Before inserting the contacts, remove the end· 
bell, grommets, and ferrule from the recepta
cle. Remove the endbell, grommet, ferrule, and 
coupling nut from the plug. Slide the hardware 
over the wire bundle in the proper order for 
reassembly after all the contacts are inserted. 

2. To assist insertion of contacts, lubricate insert 
cavities with isopropyl alcohol. Alcohol will 
evaporate and will not leave a conductive film. 
Caution: Never use any lubricant other that 
isopropyl alcohol. Hold the plug or receptacle 
body firmly and insert the wired contacts as far 
as possible by hand. Starting at one side of the 
insulator, work progressively from contact to 
contact across the layout. When inserting 
socket contacts, be sure to provide fixture 
space below the front face to permit length of 
guide pins for #16 and #12 contacts to clear 
insulator face . 

3. Place the correct insertion tool on the contact 
so that the wire runs along the groove in the 
tool. (Tool tip will butt against the shoulder.) 

4. Beginning with a cavity on the outer edge of 
the plug, apply a slow, even pressure perpen
dicular to the insulator face until the contact 
snaps into position. If contacts are not inserted 
all the way prior to removing insertion tool. do 
not try to reinsert the insertion tool. Instead, 
using the extraction tool. push the contact 
back to position it was in when the insertion 
tool was originally placed over the contact for 
push-in; other wise the inside of contact cavity 
may be damaged by reinserting the insertion 
tool. 

5. Inspect the front end of the insulator to assure 
that the contacts are inserted to the proper 
depth. 

Completion 

After all the cavities have been filled, slide the 
hardware back into position on the barrel. Tighten 
the endbell until the ferrule and end bell are flush. 
Compression of the grommet in this manner results 
in maximum sealing characteristics of the plug . 

Extraction of Contacts 

1. Select the appropriate tool. (Tool tips are 
reversible for either pin or socket.) Place the 
extraction tool over the pin or into the socket. 

2. Apply a slow, even pressure to push the con
tact out of the rear of the insulator. 

ITT Cannon 

Accessories 

CBT-493 and 494 series automatic feed crimp 
machines are available for crimping contacts on 
pre-stripped = 12 thru #20 AWG wire . Bulk loose 
piece contacts are vibra-bowl fed, oriented and 
presented; so the operator simply inserts wires thru 
the guide funnel into the contact. and crimps. For 
productivity estimating and budgeting, crimp rates 
in the 1200 per hour range are conservative. 

Recommended Wire Stripping 

~ 
SIZE 16 I-.J ~ SIZE 12 I-J 

v~·, v .. " 

~ 
SIZE 8 ~ ~." J 

c:CJ===1 
SIZE 0 L OIl,' -l 

Contacts 

Contact Part Numbers 

f80 

Contact Size Pin Socket 

16S 330·0345·016 031·0554·161 

16 330·0351·016 031·0560·161 

12 330·0351·012 031·0560·121 

8 330·0351·008 031 ·0560·081 

330·0351 ·004 031 ·0560·041 

330·0351·000 031·0560·001 

Guide Pins 

Guide pins are used to assist insertion of socket 
contact Sizes #16 and #12. Larger sizes do not 
require guide pins . 

Contact Guide Pin 

#16 226·1017 ·000 

#12 226·1018·000 

Wire Hole Fillers 

ITT Cannon 
Size Part Number MS Number 

16 125·0017-000 MS2 5251 ·16 

12 225·0018·000 MS25251·11 

8 225·0019·000 MS25251·8 

Dimensions subject to change. 37 
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MIL-C-SOlS Rear Release Connectors MS/CV34S* 

Standard Circular High Environmental Connectors FEATURES 

These connectors are available for many applica
tions, from commercial! industrial and mass trans
portation systems to the most stringent high relia
bility military and space requirements. 

The MS/ CV345* connector manufactured by 
ITT Cannon to MIL-C-5015 (Navy) is a threaded 
coupling, removable rear release crimp contact 
type. Fully intermateable with existing MIL-C-5015 
and threaded MIL-C-83723 Series II (USAF) type 
connectors, they provide for minimum effort and 
high economy upgrades for existing applications . In 
addition, they offer simplified design for new and 
interphase equipment. 

MS/ CV connectors covered under MIL-C-5015 
(Navy) utilize fluid resistant elastomers to provide 
maximum protection against degrading fuel s, oils, 
coolants and cleansers. 

O[]f:::::=::::::::::::> 

DlJ'-----' 
Simpler, stronger contact 
without undercuts for greater 
bend resistance 

Temperature withstanding capabilities range from 
- 55°C to + 200°C depending upon the class. The 
use of electroless nickel and cadmium plating for 
hardware finishes gives the connectors maximum 
protection from the above factors. High quality 
manufacturing processes and materials combine to 
insure the optimum performance and reliability 
under an extreme range of environmental condi
tions. 

The MS/ CV connector manufactured by ITT Cannon 
is available in five shell styles and 72 contact 
arrangements accommodating from 1 to 52 con
tacts (sizes 0, 4, 8, 12 and 16). 

This connector series is manufactured to accommo
date the following backshell s: M85049 /43 
(MS3415), M85049 / 31 or / 60 (MS3416), 
M85049/52 (MS3417), M85049/51 (MS3418) 
and M85049 /26 (MS3419) . 

Shell polarization is effected by a single keyway and 
key, and standard MS polarization positions are 
available to preve nt mismating. 

Expendable plast ic inserti onl 
extraction tool 

Universal Insertion/Extraction Tool Style - A 
single, expendable plastic tool is used for insertion 
and extraction of both pins and sockets. Tool never 
touches engaging ends of contacts, cannot damage 
insert. 
Simple. Strong Contact Design - One basic con
figuration eliminates undercuts, maximizes bend 
resistance for positive contact mating . 
Interfacial Pin Insert Seal - Unive rsal Intercon
nect permits design of raised moisture barriers 
around each pin which mate into lead-in chamfers 
of hard face socket insert for individual contact 
sealing. Interfacial seal is never touched by service 
tools. 
Superior Contact Stability - "Closed-down" de
sign of each contact cavity in the insul ator support 
each contact, minimizes contact splaying. 
Closed Entry Socket Insert - Hard diel ectric 
socket face of mating connector has lead-in cham
fers for positive alignment of pins and sockets. 
Simplified Assembly Operations - One standard 
procedu re fo r assembling connectors and contacts .. 
standard MS crimp tools .. all servicing of contacts 
accomplished from the rear of the connecto r. 

Hurd dielectric, Closed-entry 
socket insert realigns bent or 
misaligned pin contacts 

Maximum contact stabi l ity with 
""'------- minimum clearance between 

Closed-down design of hard - - -----../ 
dielectri c and resilient seat 

contacts and insulator 
cavity walls 

around each pin contact 

How to Order 

PREFIX 
MS - Complies with MIL-C-5015 
CV - ITT Cannon Prefix 

SHEll STYLES 
MS3450 - Wall Mounting Receptacle 
MS3451 - Cable Connecting Receptacle 
MS3452 - Box Mounting Receptacle 
MS3456 - Cable Connecting Plug 
MS3459 - Cable Connecting Plug with Self-

Locking Coupling Nut 
CV3450 - Wall Mounting Receptacle 
CV3451 - Cable Connecting Receptacle 
CV3452 - Box Mounting Receptacle 
CV3456 - Cable Connecting Plug 
CV3459 - Cable Connecting Plug with Self

Locking Coupling Nut 

CONNECTOR CLASSES 
Class KT. KS - Firewall 
Class L LS - High Temperature, Fluid Resistant 
Class W - General Purpose 

Contact retaining 
clip 

CV 345 18 - 9 
MS 345 18 - 9 

P W 
P W 

:~:~~~ ___ "T_J 11 J 
SHEll STYLE -

CONNECTOR CLASS 
SHEll SIZE - ------------------- ---' 

CONTACT ARRANGEMENT ----------------------' 

CONTACT SEX ------------------------' 

POLARIZATION --- ----------------------' 

SHEll SIZE 
See pages 39-41 . 

CONTACT ARRANGEMENTS 
See pages 40 and 41 . 

ITT Cannon 

CONTACT SEX 
P - Pin 
S - Socket 

*A - Less Pin Contact 
*B - Less Socket Contact 

* Used only when othe r than power contacts are to be install ed 
(i .e .. shielded. thermocoupl e, etc .) 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 
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MIL-C-5015 Rear Release Connectors 

Standard Data 

Moisture, Fluid and Shell 
Class Temp. 'C Fuel Resistant Material Finish 

W + 175 - 55 Yes Aluminum per Olive drab over 

L + 200 - 55 Yes 
00-A-225 or cad plate 

& M83723 /** 
00·A·591 Electrolessnickel 

KT + 175 - 55 Yes Steel per Olive drab over 
00·S·637 cad plate 

KS + 200 - 55 Yes Stainless Passivate 
LS Steel 

NOTE: Resistant to hydraulic fluid per MIL·H·5606 or Skydrol (LOI, lubmat,"g Oils per MIL·L·7808 and MIL·L·23699, cleaners Cee8ee 
A694 or Aerosafe 2300, iet engine fuel per MIL·J·5624 Grade JP· 5, Ethylene Glycol, and Coolanol 25. 

Contacts (Crimp Removable Rear Release) 
Material - Copper Alloy 
Fi nish - Size 16 - Gold over Nickel 

Size 12, 8, 4 and 0 - Silver Plated 

Test Data 
High Potential Test Voltage 
MS I CV connectors show no evidence of breakdown when the test voltage given below is applied between 
the two closest contacts and between the shell and the contacts closest to the shell for a period of one 
minute . 

Service Rating 

Inst. 

Test Voltage 
(rmsl 60 cps 

1000 

2000 
2800 
3500 
4500 

7000 

Suggested Operating Voltage' 

DC AC (rmsl 

250 200 
700 500 

1250 900 
1750 1250 

2450 1750 

4200 3000 

*As indicated in previous MS Specification and to be used by the designer only as a guide. 

MS Alternate Positions 
All views are looking into front 01 pin insert or rear of socket insert. 

(0. 
\(JJ' 

@ 
\V' 

MS/CV345* 

Wire Range Accommodations 
0.0. of Finished Wire (inchl' 

Contact Size Wire Size Minimum Maximum 

16·16 20, 18, 16 .053(1351 103 (2621 

12·12 14, 12 .085 (2.161 .158 (4.011 

8·8 10,8 .132 (3.351 .255 (6.481 

4·4 6,4 .237 (6.0 21 .370 (9.401 

0·0 2, 0 .360 (9.141 .550 (13.971 

'Wire Reference - MIL·W·16878, MIL·W·22759, MIL·W·81381, 
MIL·C·915 , MIL·C·24145 and MIL·C·2194. 

'MS3348 Bushing required in crimp barrel to accommodate 10, 6 
and 2 wire sizes - they are ordered separately, consult factory. 

Test Current 
Test current ratings of contacts and allowable 
voltage drop under test conditions when assembled 
as in service are shown below. Maximum total 
current to be carried per connector is the same as 
that allowable in wire bundles as specified in 
MIL-W-5088. 

Current Rating with Silver Plated Wire 
(MIL-C-5015 test method) 

Contact Size 

16 
12 

Test Current 
(amps I 

13 
23 

46 
80 

150 

Potential Drop 
(millivolts I 

49 

42 

26 
23 
21 

,-... , 

ri!-~\)'· 
\ -~ 
\ ' "-_./. 

Normal Position Position W Position X Position Y Position Z 

Shell 
Size 

8S 
lOS 
10SL 
12 
12S 
14S 

16S 

16 

18 

No. of 
Contacts 

1 #16 
1 #16 
2 #16 
1 #12 
2 # 16 
2 #16 
3 #16 
4 #16 
5 #16 
2 #16 
5 #16 
7 #1 6 
2#12 
3#12 
2 #1 6.2 #12 
2 #16,1 #8 
4 #16 
4 #12 
3#16 
5#12 
6 #16 
5 #16,2 # 12 
7 #1 6,1 #12 
10 #16 

Contact Degrees 
Arr. W X Y 
85·1 

105·2 
10SL·4 
12·5 
125·3 70 145 215 290 
14S·9 70 145 215 290 
145·7 90 180 270 
145·2 120 240 
145·5 110 
165·4 35 110 250 325 
165·8 170 265 
165·1 80 280 
16·11 35 110 250 325 
16·10 90 180 270 
16·9 35 110 250 325 
16·7 80 110 250 280 
18·4 35 110 250 325 
18·10 120 240 
18·22 70 145 215 290 
18·11 170 265 
18·12 80 280 
18·9 80 110 250 280 
18·8 70 290 
18·1 70 145 215 290 

20 

22 

24 

Shell 
Size 

No. of 
Contacts 

1 #0 
4 #12 
8 #16 
7 #16,2 #12 
14 #16 
17 #16 
3 #12,2 #8 
6 #16,3 #12 
7 #12 
3 #8 
4 #8 
1 #16.4 #12 
4 #16,2 #12 
8 #16 
6 #16,3 #12 
14 #16 
19 #16 
9 #16.2 #12 
3 #16,1 #0 
4 #8 
7 #8 
6#12,3#8 
14 #1 6,2 #12 
24 #16 

ITT Cannon 

Contact Degrees 
Arr. W X Y 

20·2 
20-4 45 110 250 
20·7 80 110 250 280 
20·16 80 110 250 280 
20·2) 35 110 250 325 
20·29 80 280 
20·14 80 110 250 280 
20·18 35 110 250 325 
20·15 80 280 
22·2 70 145 215 290 
22·22 110 250 
22·13 35 110 250 325 
22·5 35 110 250 325 
22·18 80 110250280 
22·16 80 110 250 280 
22·19 80 110250280 
22·14 80 280 
24·20 80 110 250 280 
24·4 80 11 0 250 280 
24·22 45 110 250 
24·10 80 280 
24·11 35 110 250 325 
24· 7 80 110 250 280 
24·28 80 110 250 280 

28 

32 

36 

40 

Shell 
Size 

No. of 
Contacts 

6 #16,6 #12 
12#16 
12 #16, 2 #12 
15 #16 
18 #16.4 #12 
26 #16 
35 # 16 
37 # 16 
4 #4 
12 #16, 2 #4 
10 #16,5 #12 
16 #16,3 #8 
2 #12.2 #4 
18 #16,5 #12 
28 #16.7 #12 
40 #16,7 #12 
48 #16 
4 #0 
4 #4,2 #0 
3 #12,3 #0 
46 #16,1 #12 
52 #16 
24 # 16,6 #12 

Contact 
Arr. 

28·9 
28·18 
28·2 
28·17 
28·11 
28·12 
28·15 
28·21 
32·17 
32·9 
32·12 
32 ·6 

32·13 
32 ·7 
36·7 
36·10 
36·5 
36·6 
36·3 
36·8 
36·52 
40·1 

Degrees 
W X Y Z 
80 110 250 280 
70 145 215 290 
35 110 250 325 
80 110 250 280 
80 110 250 280 
90 180 270 
80 110 250 280 
80 110 250 280 
45 110 250 
80 110 250 280 
80 110 250 280 
80 110 250 280 

80 110 250 280 
80 125 235 280 
80 110 250 280 
80 125 235 280 

120 240 
35 110 250 325 
70 145 215 290 
80 110 250 280 
72 144 216 288 
65 130 235 300 

*20·29 is an auth. position but it is possible to cross mate to 
normal position. 

Oimension s are shown in inches (millimetersl. 
Dimensions subiect to change. 39 
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MIL-C-50 15 Rear Release Connectors 

Contact Arrangements 

Face view. Pin insert 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

1 Contact 

o 
&S-l 

1 #1 6 
A 

o 
16S-4 
2 #16 

o 

4 Contacts 

tn\ 
~ 
14S-2 
4 #16 

Inst. 

CD 
16-11 
2 #12 

A 

4 Contacts 

CD 
24-4 

3 # 16 (B.C.O) 
1 #0 (A) 

o 

o 
10S-2 
1 # 16 

A 

8 
12-5 

1 # 12 
o 

1 Contacts 

Q 
10Sl-3 
3 #16 

A 

16-9 
2 # 16 (B.o) 
2 # 12 (A.C) 

A 

@ " . 
24-22 
4 #& 

0 

CD 
14S-7 
3 #16 
3 #& 

A 

@ ' I I . - ".) 

1&-4 
4 #16 

0 

MS/CV345* 

2 Contacts 

0 G 0 () 
20-2 10Sl-4 12S-3 14S-9 
1 #0 2 # 16 2 #16 2 # 16 

0 A A A 

Socket Only 

@ C) " " • • CD ~ ~!) --0 
16-7 16-10 1&-22 22-2 

3 #16 2 # 16 (A.B) ] # 12 ] #16 

1 #& (C) 
A A 0 

@ ® o i ) , " 
o ° ©, ~ • • 

1&-10 20-4 
4 # 12 4 #12 

A 0 
For new Mil equip. design. use 1&-11 

@ • • @ 
32-17 36-5 
4 #4 4 #0 

0 A 

5 Contacts 

22-22 
4 #& 

A 

® 
14S-5 
5 # 16 

Inst. 

6 Contacts 

Socket Only 

© © @ © @ , . ~ : 
H •• @ : ! 'I' 

Shell Size 16S-& 1&-1 1 20-14 22-13 14S-6 1&-12 22-5 36-3 36-6 
No. of Contacts 5 #16 5 #12 3 # 12 (C.O.E) 1 # 16 (E) 6 #16 6 # 16 4 # 16 3 #12 (A.C.E) 4 #4 

2 #& (A.B) 4 # 12 (A-D) (A.C.OJ) 3 #0 (B.O.F) (B.C.E.F) 
2 # 12 (B.E) 2 #0 (A.o) 

Service Rating A A A A (A-D) . O{E) Inst. A 0 0 A 
For new Mil equip. 
design. use 16S·1 

7 Contacts 8 Contacts 
Pin Only 

© ® ® ® ® ® .. 
~! ,~·i·: ,'. '. ~ / o ~ 

,~._ J. A ." .. o 0 ': ~. .. 
Shell Size 16S-1 18-9 20-15 18-8 20-7 22·18 
No. of Contacts 7 # 16 5 # 16 (B.C.E-G) 7 #12 7 #16 (A·G) 8 #16 & # 16 

2 # 12 (A.O) 1 # 12 (H) 
Service Rating A Inst. A A A A (C·F) A (C·E) 

o (A.B.G.H) o (all others) 

ITT Cannon 
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MIL-C-SOIS Rear Release Connectors MS/CV34S* 

Contact Arrangements (Continued) 

ace view, pin insert 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

9 Contacts 

® ~~ ~ :-

20·16 
7 #16 (A·G) 
2 #12 (H,I) 

A 

14 Contacts 

20·27 
14 #16 

A 

® .. ~ 
I II 

20·18 
6 #16 

(A,C·E,G,H) 
3 #12 (B,F,I) 

A 

© ... . .. , 
' . . 

22·16 
6 #16 

(A,B,F·J) 
3 #12 (C·E) 

Socket Only 

22·19 
14 #16 

A 

A 

24·11 
6 #12 (A·C,G·I) 

3 #8 (D·F) 

A 

28·2 
12 #16 IAU) 
2 #12IM,P) 

D 

10 Contacts 11 Contacts 

@ .... 
@ j ~ ,I ! ~~ : t 

18·1 24·20 
10 #16 9 #16 (A·D,G·L) 

2 #12 (E,F) 

A (B,C,F,G) D 
Inst. (all others) 

12 Contacts 

28·9 
6 #16 (A,H·M) 
6 #12 (B·G) 

D 

Socket Only 

28·18 
12 #16 

A (A,B) C(M) ° (G·L) 
Inst. IC·F) 

15 Contacts 

®~ , ~ , ..... . . . . 
32·9 28·17 32·12 

15 #16 10 #16 IA·D,F,G,L,N·P) 
5 #12 IE,H,J,K,M) 

12 #16IC·N) 
2 #4IA,B) 

o A (A·L), B IR), ° IM·P) A IC·G), 0 lall others) 

16 Contacts 17 Contacts 19 Contacts 22 Contacts 

23 Contacts 

@:I 
: : i , * ~ D ., -D- Ie 

';j : ' 

24·7 
14 #16IA·M,O) 

2 #12(P,N) 
A 

32·6 
16 #16 IA·O,S) 2 #'2IU,V) 

3 #8 IP,R,!) 2 #4 IW,X) 
A 

35 Contacts 

28·15 ]2·7 
35 #16 28 #16 IA·N,W·l,a·k) 

7 #1210·V) 
A Inst. IA,B,h,i) 

For new equip. A lall others) 
design, use 28·21 

CD",", ~.~~~.~ ... 
~ •. ! ,. : 

J ••• , . . . . '.' . 
32·13 

18 #16 (A·D,K·l) 
5 #12 IE·J) 

° 
37 Contacts 

28·21 
37 #16 

A 

20·29 
17 #16 

A 

24 Contacts 

24·28 
24 #16 

Inst. 

47 Contacts 

36·7 
40 #16 IA-Z.a·s) 

7 #12It·z) 
A 

ITT Cannon 

22·14 
19 #16 

A 

26 Contacts 

28·12 
26 #16 

A 

28·11 
18 #16 IA·I,N·X) 

4 #'2IJ·M) 
A 

30 Contacts 

40·1 
24 #16 IA·L,T·e) 

6 #12IM·S) 
o 

48 Contacts 52 Contacts 

36·8 36·10 36·52 
46 #16 IA·X,l·z) 48 #16 52 #16 

1 #12 (V) 
A A A 

Circular Products. 666 E. Oyer Rd" P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557·4700 • (BOO) B45·7000 
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MIL-C-50 15 Rear Release Connectors 

Wall Mounting Receptacle 

MS3450 CV3450 

Cable Connecting Receptacle 

MS3451 CV3451 
(Class land W only) 

l Max. 
Shell Contact Contact K 
Size #16, #12, #8, #4 #0 ±.015 (± .381 

8S 1.750 (44.451 .083 (2.111 
IDS 1.750 (44.451 .083 (2 .111 
10Sl 1.750 (44.451 .083 (2 .111 
12S 1.750 (44.45) .083 (2 .11) 
12 2.1 00 (53.34) .083 (2.11) 
14S 1.750 (44.45) .083 (2.11) 
14 2.100 (53.34) .083 (2.11) 
16S 1.750 (44.45) .083 (2.11) 
16 2.100 (53.34) .083 (2.11) 
18 2.100 (53.34) .125 (3.18) 
20 2.100 (53.34) 2.250 (57.15) .125 (3.18) 
22 2.100 (53.34) 2.250 (57.15) .125 (3.18) 
24 2.100 (53.34) 2.250 (51.15) .125 (3.18) 
28 2.100 (53.34) 2.250 (57.15) .125 (3.18) 
32 2.100 (53.34) 2.250 (51.15) .125 (3.18) 
36 2.100 (53.34) 2.250 (51.15) .125 (3.18) 
40 2.100 (53.34) 2.250 (57.15) .125 (3.18) 
44 2.100 (53.34) 2.250 (57.15) .125 (3.18) 
48 2.100 (53.34) 2.250 (51.15) .125 (3.18) 

M 
+.031 + .79 

- .000 (- .001 
.562 (14.271 
.562 (14.271 
.562 (14.271 
.562 (14.27) 
.750 (19.05) 
.562 (14.211 
.750 (19.05) 
.562 (14.21) 
.150 (19.05) 
.150 (19 .05) 
.150 (19.05) 
.150 (19.05) 
.812 (20.62) 
.812 (20.62) 
.875 (22.22) 
.815 (22.22) 
.815 (22.22) 
.815 (22.22) 
.875 (22.22) 

Size 
Shell 

8S 
IDS 
10Sl 
12S 
12 
14S 
14 
16S 
16 

I {rv:reall 1 

R 
±.005 (±.131 

594 (15 .091 
.562 (14.271 
.719 (18.261 
.812 (20.62) 
.812 (20.62) 
.906 (23.011 
.906 (23.01) 
.969 (24.61) 
.969 (24.61) 

1.062 (26.91) 
1.156 (29.36) 
1.250 (31.75) 
1.315 (34.92) 
1.562 (39.61) 
1.750 (44.45) 
1.938 (49.23) 
2.188 (55.58) 
2.315 (60.32) 
2.625 (66.68) 

f 
$ ' 

(Typican 

! 

R' 
Max. 

.504 (12.801 

.629 (15.981 

.629 (15.981 

.754 (19.15) 

.154 (19.15) 

.819 (22.331 

.819 (22.33) 
1.005 (25.531 
1.005 (25.53) 
1.131 (28.73) 
1.256 (31.90) 
1.381 (35.08) 
1.506 (38.25) 
1.756 (44.60) 
2.001 (50.98) 
2.251 (51.33) 
2.511 (63.18) 
2.761 (10.13) 
3.011 (16.48) 

A Thread 
Class 2A 

1/2·28UNEF 
5/8·24UNEF 
5/8·24UNEF 
3/4·20UNEF 
3/4·20UNEF 
118·20UNEF 
1/8·20UNEF 

1·20UNEF 
1·20UNEF 

T 

S 
±.031 (h 871 

.875 (22.221 
1.000 (25.401 
1.000 (25 .401 
1.094 (27.79) 
1.094 (27.19) 
1.188 (30.181 
1.188 (30.18) 
1.281 (32.54) 
1.281 (32.54) 
1.375 (34.92) 
1.500 (38.10) 
1.625 (41.28) 
1.750 (44.45) 
2.000 (50.80) 
2.250 (57.18) 
2.500 (63.50) 
2.150 (69.85) 
3.000 (16.20) 
3.250 (82 .55) 

V Thread 
Class 2A 

1/2·20UNEF 
5/8·24UNEF 
5/8·24UNEF 
3/4·20UNEF 
3/4·20UNEF 
1/8·20UNEF 
7/8·20UNEF 

1·20UNEF 
1·20UNEF 

ITT Cannon 

MS/CV345* 

v 

v 

T oia. + .015 / - .000 (+0.38/ - 0.001 
S' Class Class 

±.031 (± 7.871 l, W, lS KT, KS 
.729 (18.521 .115 (2.921 .145 (3.681 0 .854 (21.691 .115 (2.921 .145 (3.681 
.854 (21 .691 .115 (2.92) .145 (3.68) 
.974 (24.74) .115 (2.92) .145 (3.68) 
.914 (24.74) .115 (2.92) .145 (3.68) 

1.099 (21.91) .1 15 (2.921 .145 (3.681 
1.099 (21.91) .115 (2 .92) .145 (3.68) 
1.224 (31.09) .115 (2 .92) .145 (3.68) 
1.224 (31.09) .115 (2.92) .145 (3.68) 
1.349 (34.26) .115 (2.92) .172 (4.31) 
1.414 (31.44) .11 5 (2 .92) .172 (4.37) 
1.599 (40.61) .115 (2.92) .112 (4.31) 
1.115 (43.56) .142 (3.61) .172 (4.37) 
1.974 (50.14) .142 (3.61) .112 (4.31) 
2.224 (56.49) .168 (4.21) .204 (5 .18) 
2.414 (62 .84) .168 (4.21) .204 (5 .18) 
2.124 (69 .1 9) .168 (4.21) .204 (5 .18) 
2.974 (15.54) .168 (4.21) .204 (5.18) 
3.224 (81.89) .168 (4.27) .204 (5.18) 

Size A Thread V Thread 
Shell Class 2A Class 2A 
18 1·1/8·18UNEF 1·1/ 16·18UNEF 
20 1·1 /4·18UNEF 1·3/1 6·18UNEF 
22 1·3/8·18UNEF 1·5116·18UNEF 
24 1·1/2·18UNEF 1·1116·18UNEF 
28 1·3 /4·18UNS 1·3/4·18UNS 
32 2·18UNS 2·18UNS 
36 2·1 /4·16UN 2·1/4·16UN 0 40 2·1/2·16UN 2·1 /2·16UN 
44 2·3 /4·16UN 2·3 /4·16UN 
48 3-16UN 3·16UN 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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MIL-C-SOlS Rear Release Connectors MS/CV34S* 

Box Mounting Receptacle 

MS3452 CV3452 
Class Land W only 

~~iC~ 
110 ° 

1100 
T 

A 

T Dia. 
L. Max. M + .015/ - .000 

Shell G Dia. K Contact Contact + .031/ 1+ 0.79/ R S 1+ 0.38/ - 0.00) A Thread 
Size ± .0161 ± 0.41) ± .015 1± 0.38) #16 & #12 #8, #4, & #0 - .000 - 0.00) ±.0051 ± 0.13) ± .031 1± 0.79) Class L. W Class 2A 

8S .500 /12.70) .083 12.11) 1.662 142.21l .562 /1427) .594/15.09) .875 122.22) .11512.92) 1/2·28UNEF 
lOS .625 /15.88) .083 12.11l 1.662 142.21l .562/14.27) .719 /18.26) 1.000 125.40) .11512.92) 5/8-24UNEF 
10SL .625 /1588) .083 12.11) 1.662 142.21) .562 (14.27) .719 /18.26) 1.000 125.40) .11512.92) 5/8-24UNEF 
12S .750 /19.05) .083 (2.11) 1.662 (4221) .562/14.27) .812 120.62) 1.094 127.79) .11512.92) 3/4-20UNEF 
12 .750 /19.05) .083 12.11) 1.662 (4221) .750/19.05) .812 120.62) 1.094 127.79) .115 12.92) 3/4-20UNEF 
14S .875 122.22) .083 (2 .11) 1.662 142.21) .562 /14.27) .906 123.01l 1188 130.18) .115 12.92) 7/8-20UNEF 
14 .875 (2222) .083 (2.11) 1.662 142.21l .750/19.05) .906 123.01) 1188 /30.18) .115(292) 7/8-20UNEF 
16S 1.000 125.40) .083 (2.11) 1.662 142.21) .562 /14.27) .969124.61l 1.281 132.54) .11512.92) 1-20UNEF 
16 1.000 125.40) .083 12.11) 1.662 142.21) .750/19.05) .969124.61l 1.281 132.54) .11512.92) 1-20UNEF 
18 1.062 126.97) .125(3.18) 1.662 (4221) .750/19.05) 1.062 126.97) 1.375 134.92) .115 12.92) 1-1 /8-18UNEF 
20 1.187130.15) .125(3.18) 1.662 /42.21) .750/19.05) 1156 129.36) 1.500 138.10) .11512.92) 1-1 /4-18UNEF 

1.312 .750 1.625 

1750 144.45) .12513.18) 1.662 /42.21) 1.937 149.20) .812120.62) 1.562 /39.67) 2.000 150.80) .14213.61l 1-3 /4-18UNS 
32 2.000 150.80) .12513.18) 1.662 /42.21) 1.937 149.20) .875 122.22) 1750 144.45) 2.250157.15) .168 14.27) 2-18UNS 
36 2.250157.15) .12513.18) 1.662 (42.21) 1.937 149.20) .875 122.22) 1.938 149.23) 2.500 163.50) .16814.27) 2-1 /4-16UN 
40 2.500 163.50) .12513.18) 1.662 (42.21l 1.937 149.20) .875 122.22) 2.188 155.58) 2.750 169.85) .16814.27) 2-1 /2-16UN 
44 2.750169.85) .12513.18) 1.662 (42.21) 1.937 149.20) .875 122.22) 2.375 160.32) 3.000 176.20) .16814.27) 2-3 /4-16UN 
48 3.000 176.20) .12513.18) 1.662 142.21l 1.937 149.20) .875 122.22) 2.625 166.68) 3.250 182.55) .16814.27) 3-16UN 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 43 
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MIL-C-5015 Rear Release Connectors 

Cable Connecting Plug 

MS3456 

L Max. 
Contact 

Shell #16, #12, Contact 
Size #8, #4 #0 
8S 1.750 (44.45) --

IDS 1.750 (44.45) --
10SL 1.750 (44.45) --
12S 1.750 (44.45) --
12 2.100 (5334) --

14S 1.750 (44.45) --
14 2.100 (53.34) --
16S 1750 (44.45) --
16 2.100 (5334) --

Cable Connecting Plug 

MS3459 
Self-Locking Coupling Nut 

L Max. 
Contact 

Shell #16, #12, Contact 
Size #8, #4 #0 
8S 1.750 (44.45) --

IDS 1.750 (44.45) --
10SL 1.750 (44.45) --
12S 1.750 (44.45) - -
12 2.100 (53.34) --
14S 1.750 (44.45) --
14 2.100 (5334) --
16S 1.750 (44.45) --

CV3456 

o Dia. Max. 
.B44 (21.44) 
.969 (24.61) 
.969 (24.61) 

1.062 (26.97) 
1.062 (26.97) 
1.156 (2936) 
1.156 (2936) 
1.250 (31.75) 
1.250 (31.75) 

CV3459 

o Dia. 
Max. 

.963 (24.46) 
1.0BB (27 .64) 
1.0BB (27 .64) 
1.213 (30.B) 
1.213 (30.B) 
135B (34.49) 
1.35B (34.49) 
1.463 (37.16) 

A Thread 
Class 2B 
1/2-2BUNEF 
5/B-24UNEF 
5/B-24UNEF 
3/4-20UNEF 
3/4-20UNEF 
718-20UNEF 
718-20UNEF 

1-20UNEF 
1-20UNEF 

A Thread 
Class 2B 
1/2·2BUNEF 
5/B-24UNEF 
5/B-24UNEF 
3/4-20UNEF 
3/4-20UNEF 
718-20UNEF 
718-20UNEF 

1-20UNEF 

V Thread Shell 
Class 2A Size 
1/2-20UNEF 18 
5/B-24UNEF 20 
5/B-24UNEF 22 
3/4-20UNEF 24 
3/4-20UNEF 28 
718- 20UNEF 32 
7IB-20UNEF 36 

1-20UNEF 40 
1-20UNEF 44 

48 

Q 
OIA. MAX. 

V Thread Shell 
Class 2A Size 
1/2·20UNEF 16 
5/B-24UNEF 18 
5/B-24UNEF 20 
3/4-20UNEF 22 
3/4-20UNEF 24 
7IB-20UNEF 28 
7IB-20UNEF 32 

1-20UNEF 36 
40 

ITT Cannon 

MS/CV345* 

V THREAD 

L Max. 
Contact 

#16, #12, Contact A Thread V Thread 
#8, #4 #0 o Dia. Max. Class 2B Class 2A 

2.100 (5334) -- 1.344 (34.14) l -1/B-1BUNEF 1-1/16-1BUNEF 
2.100 (53.34) 2.250 (57.15) 1.469 (37.311 1-1/4-1BUNEF 1-3 /16-1BUNEF 
2.100 (53.34) 2.250 (57.15) 1.594 (40.49) 1-3IB-1BUNEF 1-5 /1 6-1BUNEF 
2.100 (53.34) 2.2 50 (57.15) 1.719 (43. 66) 1-1/2-1 BUNEF 1-7/1 6-1 BUNEF 
2.100 (53.34) 2.250 (57.15) 1.969 (50.011 1-3 /4-1BUNS 1-3/4-1BUNS 
2.100 (5334) 2.250 (57.15) 2.219 (56.36) 2-1BUNS 2-1BUNS 
2.100 (5334) 2.250 (57.15) 2.469 (62.71) 2-1/4-16UN 2-1/4-16UN 
2.100 (53.34) 2.250 (57.15) 2.719 (69.06) 2-1/2-16UN 2-1/2- 16UN 
2.100 (5334) 2.250 (57.15) 2.969 (75.41) 2-3/4-16UN 2-3/4-16UN 
2.100 (53.34) 2.250 (57.15) 3.219 (B1.76) 3-16UN 3-16UN 

GROOVE · ORANGE COLORED 
t::::<lI~ctt-r- (3 PLACES) (3) 

/ A 
COUPLING NUT 

THREAD 

L Max. 
Contact 

#16, #12, Contact 
#8, #4 #0 

2.100 (5334) --
2.100 (5334) - -
2.100 (53.34) 2.2 50 (57.15) 
2.100 (53.34) 2.250 (57.15) 
2.100 (53.34) 2.250 (57.15) 
2.100 (5334) 2.250 (57.15) 
2.100 (5334) 2.250 (57.15) 
2.100 (5334) 2.250 (57.15) 
2.100 (53.34) 2.250 (57.15) 

LOCKING INDICATOR 

VTHREAD 

o Dia. A Thread V Thread 
Max. Class 2B Class 2A 

1.463 (37.16) 1·20UNEF 1-20UNEF 
1.5BB (4034) l-1 /B-1BUNEF 1-1/16-1BUNEF 
1.713 (43.511 1-1/4-1BUNEF 1-3/16-1BUNEF 
1.7BB (45.42) 1-3IB-1BUNEF 1-5/16-1BUNEF 
1.963 (49 .B6) 1-1/2-1BUNEF 1-7116-1BUNEF 
2.213 (56.211 1-3 /4-1BUNS 1-3 /4-1BUNS 
2.463 (62.56) 2-1BUNS 2-1BUNS 
2.713 (6B.91) 2-1/4-16UN 2-1 /4-16UN 
2.963 (75.26) 2-1 /2-16UN 2-1 /2-16UN 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Circular Products 666 E. Over Rd. P.O. Box 929 Santa Ana CA 92702-0929 • 17141 557-4700 • 18001 845-7000 



MIL-C-SOIS Rear Release Connectors Accessories 

Contacts 

2ND 3RO 
1ST 

WIRE ~11;iiiiiiiiiiiiia BARREL __ 

END 

COLOR BANOS 

WIRE 

2N0 1 r 3RO 

lSI 111 . 
BARREL_ 

END 
COLOR BANOS 

Wire Hole Fillers 

ITT Cannon MS 
Contact Part Part 

Size Number Number 
16 225-0071-000 MS27488-16 
12 225-0072-000 MS27488-12 
*8 225-1009-000 MS27488-8 
*4 225-1008-000 MS27488-4 
*0 225-1007 -000 MS27488-0 

*Consult factory for availability. 

Tooling 

Color 
Code 

Blue 
Yellow 
Red 
Blue 
Yellow 

A complete line of crimp, insertion and extraction 
tools is provided for MIL-C-5015 connectors. Crimp 
tools are made from high quality metal and are 
designed for long life and trouble-free service. 
Insertion and extraction tools are made of a durable 
plastic and are inexpensive and expendable. 

M22520/1-01 

CIET-16 

Color Bands 
Mating Wire 

BIN Military End Barrel ITT Cannon 
Code Part Number 1st 2nd 3rd Size Size Part Number 
217 M39029 130-217 Red Brown Violet 16S 16 031-3113-005 
218 M39029 130-218 Red Brown Gray 16 16 031-3114-008 
219 M39029 130-219 Red Brown White 12 12 031-3115-006 
220 M39029 130-220 Red Red Black 8 031 -3116-003 
212 M39029 130-221 Red Red Brown 4 4 031-3117-003 
222 M39029 130-222 Red Red Red 0 031 -3118-003 

Thermocouple 

Contact Alumel Chromel 
Size Pin Socket Pin Socket 
16S 030-3196-015 031-3113-011 030-3196-016 031-3113-012 
16 030-3196-015 031-3114-014 030-3196-016 031-3114-015 
12 030-3197-011 031-3115-009 030-3197-012 031-3115-010 

Insertion/Extraction Tools 

Contact Plastic Metal 
Size MS No. Part Number ITT Cannon No. MS No. ITT Cannon No. Crimp Tool Unwired Contact 
16 M81969 /14-03 274-7002-000 CIET-16-03 - - M22520 11-01 with 274-7008-000 
12 M81969 /14-04 274-7003-000 CIET-12-04 - - M22520 11-02 Turret 274-7009-000 

CBT 600B -
8 MS3165-8 GET 8-2 MS3483-1 CET-CVR-8 Power Unit CCH-8-1 -

M83723 /32-8 Crimp Head CCHP-8-6 -
Locator -

CBT 600B -
4 MS3165-4 CET 4-8 MS3483-2 CET-CVR-4 Power Unit CCH-4-1 -

M83723 /32-4 Crimp Head CCHP-4-8 -
Locator -
CBT 600B -

0 MS3165-0 GET 0-1 MS3483-3 GET-OO-CV Power Unit CCH-O-l -
M83723 /32-0 Crimp Head CCHP-0-8 -

Locator -

ITT Cannon 
Circular Prod",lS. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (714) 557-4700 • (BOO) B45-7000 
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MIL-C-5015 Type Connectors 

ITT Cannon's circular bayonet coupling connectors 
are basically MIL-C-5015 type connectors that pro
vide superior performance. 

Cannon's CA Bayonet is designed for the most 
difficult environmental conditions. 

insulator 
pin contact for pin contacts 

I 

Standard Data 

MATERIALS AND FINISHES 
Item Material 
Shell Aluminum Alloy 

Insulator Polychloroprene 
Grommets Polychloroprene 
Contacts Copper Alloy 

bayonet 
groove 

shell 

The insulators, grommets and o-rings are all made 
of high quality polychloroprene or high performance 
fuel resistant fluoroelastomers that can withstand 
temperature extremes from - 55° to + 20QoC. 

bayonet 
roller 

insulator 
for socket 
contacts 

sealing 
ring 

bayonet 
coupling nut 

socket 
contact 

Finish 
Olive drab chromate coating over cadmium plating . 

end bell 

Special Finish: A 105 clear chromate coating over cadmium plating. 

Hard Silver 
Special Finish: A 176 nickel and hard gold plating . 

ITT Cannon 

CA Bayonet 

Cannon designed the CA Bayonet with a gradual 
slope of the coupling ramp and unique roller bolt 
(not a fixed stud) bayonet pins. A quick 120 degree 
turn of the coupling nut and the roller bolt audibly 
locks into place. The locked position is marked with 
colored arrows. The roller bolt feature eliminates 
the need for a strap wrench by reducing coupling 
forces. Reduced friction means reduced wear. 

ferrule 

• rugged shell design 
• environmental 
• bayonet coupling for easy mating and unmating 
• vibration proof 
• waterproof up to 1 bar (35 feet of water) 

ELECTRICAL DATA 
Contact rating at 68'F (+ 20'CI 

Contact 
Size Awg/ Metric 
10 
16S /1 5S 
16/15 
12 125 
81601100 
4/1 60 
01500 

Contact Resistance 

Max Current 
A 

22 
22 
41 
74 

135 
245 

Contact resistance tested according to VG 95319 
Part 2, Test Nr.5.10.1 
Contact Size Max. Contact Resistance 
(Metricl AWG Mil 

10 12 
15S115 16S116 6 
25 12 
60 /1 00 8 1 
160 4 0,3 
500 0,2 

Circular Products . 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714} 557-4700 • (800} 845· 7000 



MIL-C-5015 Type Connectors CA Bayonet 

How to Order 

SERIES 
CA - Circular Connectors 

SHELl STYlE 
3100 Wall mounting receptacle 
3101 Cable connecting plug 
3102 Box mounting receptacle 
3106 Plug, straight 
3108 Plug 90 

CLASS 
E - Environmental with resilient insulators and 

end bell with clamp and bushing 
F - Environmental with resilient insulator and 

endbell for flex tube 
R - Environmental with resilient insulator and 

shortened light-weight endbell 
SHELl SIZE 

Sizes 10 SL to 36 are available . 
CONTACT ARRANGEMENT 

See page 48. 
CONTACT TYPE 

P - Pin contact 
S - Socket 

Front Mounting Receptacle 
CA ]102 E·B / ·01 / ·F8o 

Rear Mounting Receptacle 
CA ]102 E·B/·04/ ·109 /·111 

CA 3106 E 18 - 1 S X B - *** 
SERIES,------ ----- -----'T TIn 
~~~; STYlE 

SHELl SIZE--------------------
CONTACT ARRANGEMENT-------------------1 

-,-

TYPE OF CONTACT----------------------' 
POLARIZATION-----------------------' 
CONNECTORS WITH BAYONET COUPLlNG---------------' 
DASH--------------------------' 
MODIFICATlON-------------------------' 

POLARIZATION 
On all CA connectors, MIL-C-5015 polarization is 
available . Polarization will be used to prevent 
mismating. Polarization is achieved by turning the 
insulators cockwise (pin) and counterclockwise 
(socket) against the normal position of the shells. 

BAYONET COUPLING 
B - Bayonet coupling 

DASH 
MODIFICATION 

01 - Metric crimp contacts 
02 - Adapter for shrink boots, AWG crimp 

contacts 
03 - Adapter for shrink boots, metric crimp 

contacts 
04 - Rear mounting, threaded holes, metric 

crimp contacts 

05 - Rear mounting, through holes in flange 
06 - Adapter for shrink boots 
08 - 900 angle shell, threaded holes in flange* 
09 - 900 endbell, 4 through holes* 
13 - Endbell for shielded cables and heat 

shrink boots, solder contacts 
14 - Endbell for shielded cables and heat 

shrink boots, metric crimp contacts 
15 - Endbell for shielded cables and heat 

shrink boots, AWG crimp contacts 
109 - F 80 rear mount with four threaded 

holes** 
111 - Rear mount with four threaded holes** 
F 80 - AWG crimp contacts 
F 42 - Less ferrule, grommet and backshell 

* for CA 3100 only 
**for receptacles only 

Straight Plug With Cable Clamp 
CA ]106 E·B / ·ol/·F8o 

90' Plug With Cable Clamp 
CA ]loa F·B/ ·01 / ·Fao 

Cable Extension With Cable Clamp 
CA ]101 E·B/ ·ol /·F8o 

oar Mounting Wall Receptacle With 
nge (Threaded Holesl And Cable 

Straight Plug With Endbell For Flex 
Tube 

Straight Plug With ]60' EMR Shield· 
ing, With Endbell, Shielded Cables 
and Heat Shrinkable 

I ",.J 
Flanged Wall Mount Receptacle With 
Shrink Boot Adapter 

90' Plug With ]60' EMR Shielding, 
With Endbell, Shielded Cables and 
Heat Shrinkable lamp 

CA ]100 E·B / ·01/ ·Fao 
Wall Mounting Receptacle With Cable 
Clamp (Through Holesl 
CA ]100 E·B / ·05 /o1 ·o5 /o5·F8o 

CA ]106 F·B /·oI /·Fao CA ]100 E·B/·02/·o]/·06 
CA ]106 E·B/·13/·14/·15 CA ]106 F·B /·13 / ·14/·15 

ITT Cannon 
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MIL-C-50 15 Type Connectors CA Bayonet 

Contact Arrangements 

-Contact Contact Contact Contact Contact Contact 
Shell Arrange· No. of Size Shell Arrange· No. of Size Shell Arrange· No. of Size 
Size ment Contacts AWG Size ment Contacts AWG Size ment Contacts AWG 
18 18-23* 10 16 24 24-2 7 12 32 32-1 t 2 0 

18- 24* 10 16 24-7 2 12 3 12 

18-25* 2 12 14 16 32-5 2 0 

18-27* 2 12 24-9 2 4 32-6t 2 4 
1 16 24- 10t 7 8 3 8 

2 12 
18A31* 10 16 24-11 t 3 8 16 16 

20 20-2t 1 0 6 12 
32-7t 7 12 

20-4 4 12 24-12t 2 4 28 16 
3 12 

32-8 6 12 20-6 3 16 
24-19 12 16 24 16 20-7 8 16 
24-20 2 12 32-13 5 12 20-8t 2 8 9 16 18 16 4 16 
24-22 4 8 32-15 2 0 20-11 13 16 
24-28 24 16 6 12 

20-15t 7 12 
24A24 12 12 32-16* 2 4 

20-16 2 12 
24A35 2 12 3 8 

7 16 
14 16 2 12 (J 20-19 3 8 16 16 

28 28-11 t 4 12 32-17 4 4 20-24 2 8 18 16 
2 16 32-19* 2 0 28-12 26 16 3 12 20-25 13 16 

20-27 
28-13* 26 16 32-20* 2 4 14 16 

20-29 
28-15 35 16 3 8 17 16 
28-16 20 16 2 12 

20-30* 13 16 
28-20t 10 12 

16 16 
20-32* 8 16 4 16 32A10 54 16 
20-33 11 16 28-21t 37 16 32A30* 2 0 
2OA9 t 9 12 28-22 3 4 

3 12 

20A16 13 16 3 16 32A69t 20 -
~ 28A16 4 4 

41 -
20A48t 19 16 

5 16 36 36-3 3 0 ...... 
22 22-1 2 8 3 12 

22-2t 3 8 28A63 t 9 12 
19 16 36-5t 4 0 

22-7 1 0 36-1 0t 48 16 
22-9 3 12 36-11* 48 16 
22-12t 2 8 36-12* 48 16 

3 16 
36-14 5 8 

22-14t 19 16 5 12 
22-15 5 12 6 16 

1 16 36-15 35 16 
22-19 14 16 36A98 8 1 ~ n 22-20 9 16 31 

22-22t 4 8 'Standard contact arrangement with special alternation of contact -

22-23 8 12 insert 

22-27t 1 8 
8 16 

22-30* 19 16 
tVG 95234 contact arrangement 

48 ITT Cannon . 
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MIL-C-5015 Type Connectors CGE 

These connectors are used to transmit very high 
current at low voltage. as for example in the 
electrical equipment of military land and sea-borne 
vehicles and in industrial facilities. The connectors 
meet the mating dimensions. mechanical features 
and rear panel installation requirements of 
VG 95234. Ultraflexible. shielded weld cables are 
terminated to the connectors. 

Connector Design 

How To Order 

SERIES 
CGE - ITT CANNON Prefix 

SHELl STYLE 
o - Wall mounting receptacle with mounting 

flange 
1 - Cable connecting plug 
2 - Box mounting receptacle with mounting 

flange 
6 - Straight plug 
8 - 90' angle plug 

CLASS 
E - Environmental. class JP 07. according to 

DIN 40050 

SHELl SIZE 
16-18-22-28-32 

CONTACT ARRANGEMENT 

16H2 
18H5 
22H9 
28H15 
32H24 

- Shell size 16. 1 contact H2 
- Shell size 18. 1 contact H5 
- Shell size 22. 1 contact H9 
- Shell size 28. 1 contact H 15 
- Shell size 32. 1 contact H24 

These high power connectors feature one contact in 
a two-piece rigid insulator. The aluminum shell has 
a chromate finish over cadmium. The operating 
temperature ranges from - 55'C to + 1 25' C 
(- 67'F to + 257'F) . The contacts of copper or 
copper alloy with hard silver fin ish are designed for 
crimping or termination to solid copper conductors 
with threaded bolts. The mechanical durability is a 
minimum of 500 mating cycles. The crimp contacts 
accept wires per DIN 46438 (25 -240 sq. mm). 

Receptacle CGE2 . . . 8·04 

Contact retention is achieved by the two-piece 
insulator which is fixed to the shell with a snap-in 
ring . This allows unlimited exchange of the crimp 
contacts. The bayonet coupling assures fast 
coupling and uncoupling . Color-coded snap-in points 
indicate positive mating. Plugs and receptacles are 
waterproof in mated condition up to 1 bar (35 feet 
of water). 

o RING SHEU 
CYLI NDRICAL 
CONTACT 

INSULATOR 
CYLINDRICAL 
CONTACT 
REAR SIDE 

Plug CGE6 ... 8·03 

SPRING INSULATOR SPRING 
RING REAR SIDE CONTACT INSULATOR BARREL ASSEMBLY 'h ~ ~ F~NT SIDE 

~-QJS(~' ~ 

CGE 32 H 24 F W B *** 

SERIES - __ T J 11) 
~~!~~S_TYLE ____ __ 

SHELl SIZE-------------------
CONTACT ARRANGEMENT -------------------' 
CONTACT SIZE ---------------------, 
CONTACT TYPE ------------------------' 

AlTERNATE KEYWAY POLARIZATION -----------------, 
BAYONET COUPLING --------------------
MODIFICATION------------------------, 

CONTACT SIZE 
(For U.S. wire size accommodation please consult 
the factory) 

H2 - (25.00)2 
H5 - (50.00)2 
H9 - (95.00)2 

H15 - (150.00)2 
H24 - (240.00)2 

CONTACT TYPE 
F - Spring contact 
Z - Cylindrical contact 

AlTERNATE KEYWAY POLARIZATION 
Standard - 180' 
W - 120' 

ITT Cannon 

BAYONET COUPLING 
B - Bayonet coupling 

MODIFICATIONS 
05 - Through holes in flange 
03 - Adapter for heat shrink boots. met-

ric size crimp contact 
04 - Rear panel mounting. 4 threaded 

holes. metric size crimp contact 
04-05 - Same as 04. however with 4 through 

holes 
14 - Shielded version. metric size crimp 

contact 
16 - Thread bolt termination. front panel 

mounting. O-ring for sea ling be
tween wall and receptacle (only for 
style CGE2EB) 

Circular Products. 666 E. Oyer Rd" P.O. Box 929. Santa Ana. CA 92702 ·0929. (714) 557-4700 • (800) 845 ·7000 
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MIL-C- 5015 Type Connectors 

Standard Data 

MECHANICAL 
Admissible ambient temperature 

Class 

Vibration 

Mechanical durability 

COUPLING TOROUE 
(IN WIRED CONDITION ACC. TO VG 95319 Part 2, Test No. 5.8.2.) 

- 55'C to + 125'C 

JP 07 according to DIN 40050 
Test pressure: 1 bar overpressure 
Test duration 12 hours 
200 m/s2 for 10 to 2000 Hz 

500 mating cycles 

Shell size max. closing /opening torque min. opening torque 

16 

18 
22 

28 

32 
3,597 = (Oz & Ozm) 

CONTACT RETENTION 

Nm 
5,5 

8,0 
11,0 

17,0 

19,0 

(ACC TO VG 95319, PART 2. TEST NO. 5.4.) 

Contact size 

ozm Nm 

19.78 0,5 

28.78 0,6 

39.57 0,8 

61.1 5 0,9 

6834 1,0 

Test force 
(N min.) 

H2 

H5 

H9 
H15 
H24 

Alternate Keyway Positions 

To avoid mismating of identical connectors, the 
keyway of the CGE connectors is avai lable in two 
different posit ions: 
Standard Keyway position = 180· 
Keyway position W = 120· 

100 

120 
140 
160 

200 

Keyway position of receptacles 
and cable connecting plugs. 

Keyway position of straight 
and 90' angle plugs. 

I TT Cannon 

(Oz. min.) 

35 9.70 

431.64 

50158 
575.52 

719.4 

ozm 

180 
2.16 

2.88 
124 

160 

CGE 

ELECTRICAL DATA 
CONTACT RATING 
(amps) at 125'C ambient temperature: 

Shell size 16 18 22 28 32 

Contact size H2 H5 H9 H15 H24 

Max. current 
rating (amps) at 125'C 
ambient temperature 250 300 500 650 1000 

Max. short·time 
load appro x. 
0,5 . 1 se c. (amps.) 750 1000 2000 3000 5000 

AIR AND CREEPAGE PATHS 

Air path .118 (100) min. 

Creepage path .197 (5.00) min. 

CONTACT RESISTANCE 

Contact size H2 H5 H9 H15 H24 

Contact resistance. 
(mOhm max.) 0,6 0,3 0,15 0,1 0,07 

INSULATOR RESISTANCE 

min. 5000 MDhm 

MATERIALS AND FINISHES 
Shell Alum inum al loy 

Finish Olive chromate 
over cadmium 

Insulator PTFE 
Contact Copper and copper 

alloy 

Finish Hard silver 
O·Rings Vi ton 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-83723, Series II Connectors CVA 

The United States Air Force specification, 
MIL-C-83723, USAF Series II, reflects a vastly 
upgraded, hi-rei version of the MIL-C-5015 type 
connectors. These connectors are suited for a 
variety of applications from commercial! industrial 
to the most stringent, high performance, high relia
bility military and space applications. 

The M83723 / CVA connector, manufactured by ITT 
Cannon is a threaded coupling, removable rear 
release crimp contact type which is fully qualified 
and OPL approved under MIL-C-83723 (USAF). 
They are fully intermateable / intermountable with 
all existing MIL-C-5015 connectors. 

The removable rear release crimp contact concept 
utilized by this connector has become the standard 
design in the military / aerospace and commercial 
industries. 

How to Order 

Use the Military part number (M83723) when 
ordering connectors for military use. These M part 
number connectors have the required acceptance 
testing for each part lot per Mil Spec requirements. 
If a military type connector is needed but without 
the added acceptance testing for each part. yet 
having "in process" checking, specify the ITT 
Cannon equivalent part number on the drawing or 
purchase order. 

Shell Style and Contact Type 

Features such as faster and easier wire termination, 
use of common termination tooling and minimizing 
field repair during maintenance are combined to 
provide a maximum savings in termination and 
training time. 

CVA connectors covered under MIL-C-83723 
(USAF) utilize fluid resistant elastomers to provide 
the greatest protection against degradation from a 
wide variety of fuels, oils, coolants, and cleaning 
agents. The hardware is finished in electroless 
nickel to provide for operating temperature from 
- 55° to + 200°C. All materials, finishes and 
processes used in the manufacture of Cannon's CVA 
connectors assure the best performance and relia 
bility in the industry for the widest possible range of 
environmental conditions. 

The M83723 / CVA connector manufactured by ITT 
Cannon is available in 4 shell styles and 75 contact 
arrangements accommodating from 1 to 48 con 
tacts (sizes 0, 4, 8, 12 and 16). 

Backshells are available in three configurations for 
the CVA connector series: straight with strain relief, 
90° with strain relief, and straight. short without 
strain relief. All are fully qualified and OPL-listed 
under MIL-C-83723 (USAF) . Backshells are not 
included with the connector and must be or
dered separately. 

Shell polarization is effected by a single key and 
keyway with alternate insert positions available to 
prevent mismating. 

For product features and standard data, see 
MS / CV345*, pages 38 and 39. 

ITT Cannon: CVA R 10SL 04 S * 
04 S * MS Designation: M83723/ 19 R 11 

SERIES I T Ii 
SHELLSTYLE---

CONNECTOR CLASS --------------------'

SHELL SIZE (in 1/16 inch) 

CONTACT ARRANGEMENT ------ ----- ---------' 

CONTACT TYPE ---------------~---------' 

INSULATOR POSITION -------------------------' 

SERIES 
CVA - ITT Cannon designation 
M83723 - Military designation 

SHELL STYLE 
See Shell Style Chart 

CONNECTOR CLASS 
R - Conductive Finish: 

Operating Temp. - 55°C to + 200°C; 
fluid-resistant 

Shell Style and Contact Type 
Contact 

Shell Style Type 

Cable Connecting Socket 
Receptacle Pin 

Wall Mounting Socket 
Receptacle Pin 

Box Mounting Socket 
Receptacle Pin 

Socket 
Straight Plug Pin 

SHELL SIZE* 
8(8S), 1D(1DS), 11(1DSL), 12, 13(12S), 15(14S), 
16, 17(16S), 18, 20, 22, 24, 28, 32, 36 and 40 

CONTACT ARRANGEMENTS 
1-48 contacts (sizes 16, 12, 8, 4, and 0) 

CONTACT TYPE 
P for Pin, S for Socket 

INSULATOR POSITION 
N, W, X, y, and Z 

*Shel l sizes shown in parenthesis - i.e.. 8(8S) - are the 
MIL-C-5015 eq uivalent shell sizes. 

ITT Cannon 
MS Designation Designation 

M83723/17 
M83723/18 CVA1R 

M83723/19 
M83723 /20 CVAOR 

M83723 /21 
M83723 /22 CVA2R 

M83723 123 
M83723 /24 CVA6R 

For contact, sealing plug. and insertion tool data. see MS/CV345*. page 45. 

ITT Cannon 
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MIL-C-83723, Series II Connectors CVA 

Military Specification Cross Reference Chart 

MIL-C-83723/MIL-C-5015 

MIL-C-83723 Series II connectors are inactive for new design and are superseded by the military standards as listed be low_ 

Sockets 
- 19 
- 17 
- 21 
- 23 

MIL-C-83723 
"Slash" Sheet Numbers* 

- 23** 

Pin 
- 20 
- 18 
- 22 
- 24 
- 24** 

ITT Cannon Equivalent 
Prefix Designation for 

Mll-C-83723 

CVAO 
CVA1 
CVA2 
CVA6 
CVA6** 

*11 parts per MIL-C-83723 are desired, order per applicable M83723 number only. 
**Requires 90' Backshell (must be purchased separately) . 

Alternate Insert Arrangement Positions 

Superseded by 
MIL-C-5015 

MS3450 
MS3451 
MS3452 
MS3456 
MS3456 

All views are looking into front of pin insert or rear of socket insert. 

@~ & rG .i J A B GI~ 
LEGEND: 
Al l arra ngements are avai lable in pin and socket side un less otherwise 
noted: Normal Position Position W Position X 

MIL-C·5015 No. Alternate Positions MIL-C-5015 No. Alternate Positions 
M83723 Equi, Contacts! Degrees M83723 Equi, Contacts! Degrees Shell Arrange- Arrange- Wire Shell Arrange- Arrange- Wire Shell 

Size ment ment Size W X Y Z Size ment ment Size W X Y Z Size 

8S 08 01 8S·1 1 #16 - - - - 20 2004 20A 4 #12 45 110 250 - 28 

IDS 1002 10S·2 1 #16 - - - - 2007 20·7 8 #16 80 110 250 280 

10SL 1103 10S[.J 3 #16 - - - - 2014 20·14 2 #8 80 110 250 280 
1104 lOSLA 2 #16 - - - - 3 #12 

12 1205 12·5 1 #12 - - - - 2015 20-15 7 #12 80 - - 280 

12S 1303 12S·3 2 #16 70 145 215 290 2016 20-16 2#12 80 110 250 280 

1304 12SA 1 #16 - - - - 7 #16 

20 18 20·18 3#12 35 110 250 325 14S 1502 14S·2 4 #16 - 120 240 -
6 # 16 

1505 14S·5 5 #16 - 110 - -
2024 20·24 2 #8 110 250 35 325 

1506 14S·6 6 #16 - - - - 2 # 16 
1507 14S-7 3 #16 90 180 270 - 2027 20·27 14 #16 35 110 250 325 
1509 14S·9 2 #16 70 145 215 290 2029 20·29 17 #16 80 - - 280 32 

16 1609 16·9 2 #12 35 110 250 325 2033 20-33 11 #16 - - - -
2 #16 

22 2202 22-2 3 #8 70 145 215 290 
1610 16·10 3 #12 90 180 270 -

110 250 2205 22-5 2 #12 35 325 
16 11 16-11 2 #12 35 110 250 325 4 # 16 

16S 1701 16S·1 7 #16 80 - - 280 2206 22-6 2 #8 80 110 250 280 
1708 16S·8 5 #16 - 170 265 - 1 #16 

18 1801 18·1 10 # 16 70 145 215 290 2214 22·14 19 #16 80 280 

1804 18·4 4 #16 35 110 250 325 221 9 22-19 14 #16 80 110 250 280 36 

1805 18-5 2 #12 80 110 250 280 2222 22-22 4 #8 - 110 250 -
1 # 16 2223 22-23 8 # 12 35 - 250 -

1808 18·8 1 #12 70 290 - - 24 2402 24·2 7 # 12 80 - - 280 
7 #16 

2405 24-5 16 #16 80 110 250 280 
1809 18·9 2#12 80 110 250 280 

5 #16 2407 24-7 2# 12 80 110 250 280 
14 #16 

1810 18-10 4 #12 120 240 - -
110 250 2409 24·9 2 #4 35 325 

1811 18·11 5 #12 - 170 265 -
24·10 80 280 2410 7 #8 - -

2411 24-11 3 #8 35 110 250 325 
6 # 12 

241 2 24·12 2 #4 80 110 250 280 
3 #12 40 

2420 24-20 2 #12 80 110 250 280 
9 #16 

2428 24·28 24 #16 80 110 250 280 

ITT Cannon 

Description 
Wall Mounting Receptacle 
Cable Mounting Receptacle 
Box Mounting Re ceptacle 
Straight Plug 
90' Angle Plug 

~ 
....., 

@\ @-\ 
~~V 

f - ~~ ) 
\ GI .. 

\ ' "---------/ 
Position Y Position Z 

MIL-C-5015 No. Alternate Positions 
M83723 Equi' Contacts! 

Degrees Arrange- Arrange- Wire 
ment ment Size W X y Z 

2802 28-2 2# 12 35 110 250 325 
12 #16 

2809 28-9 6 #12 80 110 250 280 
6 #16 

2811 28-11 4 #12 80 110 250 280 
18 #16 

2812 28· 12 26 #16 90 180 270 -
2815 28·15 35 #16 80 110 250 280 

2817 28·17 25 #16 80 110 250 280 

2820 28·20 4 #16 80 110 250 280 
10 #12 

2821 28-21 37 # 16 80 110 250 280 

3205 32-5 2 #0 35 110 250 325 

3207 32 ·7 7 # 12 80 125 235 280 
28 #16 

3209 32·9 2 #4 80 110 250 280 
12 #16 

3213 32·13 5#12 80 110 250 280 
18 # 16 

3217 32-17 4 #4 45 110 250 -
3605 36·5 4 #0 120 240 

3606 36·6 2 #0 35 110 250 325 
4 #4 

3607 36·7 7 #12 80 110 250 280 
40 #16 

3608 36·8 1 # 12 80 110 250 280 
46 #16 

3609 36·9 1 #4 80 125 235 280 
2 #8 
14 #12 
14 #16 

36 10 36·10 48 #16 80 125 235 280 

3615 36·15 35 #16 60 125 245 305 

4001 40-1 6 #12 65 130 235 300 
24 #16 

4009 40-9 1 #8 65 125 225 310 
22 #12 
24 #16 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (7141 557-4700 • (8001 845-7000 



MIL-C-83723 , Series II Connectors 

Contact Arrangements 

Face view, pin insert 
Numbers shown in parentheses are the M83723 shell size /insert arrangement equivalent for the Mll·C-5015 insert arrangement shown in bold type, i.e. 10Sl-4. 11104) 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

1 Contact 

8 
12-511205) 

1 #12 
o 

0 
8S-1 10801) 

1 #16 
A 

3 Contacts 

Q 
10Sl-311103) 

3 #16 

A 

4 Contacts 

@ ~ © 
14S-211502) 16-911609) 

4 #16 2 #16 IB,O) 
2 #12 IA,C) 

Insl. A 

5 Contacts 

® @ 
14S-511505) 16S-8 11708) 

5 #16 5 #1 6 

Insl. A 

7 Contacts 

16S-1 11701) 
7 #16 

8 Contacts 

18-811808) 
7 #16 IA·G) 
1 #12IH) 

A 

A 

2 Contacts 

for new MIl. 
use 24-12 

8 equip. design 

0 G e (0 CD 
10S-211002) 10Sl-411104) 12S·311303) 14-911509) 16-11 11611) 24-9 12409) 

1 #16 2 #16 2 #16 
A A A 

CD 6:) . 
14S-711507) 16-1011610) 

3 #16 3 #12 

A A 

@ @ @ .. , . 
\ ~ t l • ~ .. 

18-411804) 18-1011810) 20-4 12004) 
4 #16 4 #12 4 #12 

0 A 0 

© ® ~ . 
H • • 

18-11 11811) 20-1412014) 
5 #1 2 

A 

3 #12 IC,O,E) 
2 #8 IA,B) 

®:jil 
iO 

18-9 11809) 

A 

5 #16 IB,C,EJ,G) 
2 #12IA,0) 

Insl. 

2 #16 2 #12 
A A 

@ • • 
22-2 12202) 

@ • • 
22-22 12222) 

4 #8 

A 

© i : • 
24·12 12412) 
3 #1 2 IB,O,E) 
2 #4IA,C) 

A 

@ 
\£!) 

3 #8 

0 

C0 
20-24 12024) 
2 #16 IA.C) 
2 #8 IB,O) 

A 

6 Contacts 

@ 
14S-611506) 

6 #1 6 

Insl. 

2 #4 
A 

Available Socket only 

0 
18-5 11805) 
2 #12 IB,C) 
1 #16IA) 

D 

CO) • • 
32-17 13217) 

4 #4 

@ . : 
~ i 

22-5 12205) 
4 #16 IA,C,OJ) 

2 #1 2 IB.E) 
0 

20-15 12015) 
7 #12 

24-1012410) 
7 #8 

A A 

9 Contacts 
Available Pin only 

© 
20-7 12007) 

8 #16 

A IC·F) 
D IA,B,G,H) 

22-23 12223) 
8 #12 

o IH) 
A lall others) 

ITT Cannon 

20-16 12016) 
7 #16 IA·G) 
2 #12IH,1) 

A 

.. @c o; . . . 
~ .. 

20-18 12018) 
6 #16 IA,C·E,G,H) 

3 #12 lUI) 
A 

CilCul" Products. 666 E. Oyer Rd" P.O. Box 919. Santa Ana. CA 91701·0919 • (7 14) 557·4700 • (BOO) B45·7000 

CVA 

CD 
32-5 13205) 

2 #0 
0 

'';'cE5"'" 
22-6 12206) 
1 #16IB) 
2 #81A.C) 

0 

~ 
36-5 13605) 

4 #0 

A 

36-6 13606) 
4 #4 IB,C,EJ) 

2 #0 IA,D) 
A 

D 

24-11 12411) 
6 #12 IA·C,G·I) 

3 #8 10·F) 
A 

53 
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MIL-C-83723, Series II Connectors 

Contact Arrangements (Continued) 

Face view. pin insert 

Shell Size 
No. of Contacts 

Service Rating 

10 Contacts 

18-1 (1801) 
10 #16 

A IB.C.F.G) 
Ins!. lall others) 

14 Contacts 

11 Contacts 

~ 
~ 

20·33 (2033) 
11 # 16 

A 

12 Contacts 

© @ ; . ~ 
. .. L. 

'8 
, . . ( 

• f o. . . 
24·20 (2420) 28·9 (2809) 

9 #16 IA-D.G-L) 6 # 16 IA.H·M) 
2 #12 (E.F) 6 # 12 (B·G) 

0 0 

15 Contacts 16 Contacts 

14 Contacts 

® -.:=: .. 
20·27 (2027) 

14 #16 

A 

®~': (IT) II • • f 

~ ' 0 
Available Socket only 

0 
Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

M P .. C . . . . , , , 
o ~ ° I ° 

28·2 (2802) 
12 # 16 IA-L.N) 
2 # 12 (M.P) 

o 

28-20 (2820) 
4 #16 (K·N) 

10 #12 (A·J.P) 
A 

• ~ i . • ( 0: 0.: . .. .. . ... . " . : . 
32·9 (3209) 28·17 (2817) 

12 # 16IC·N) 15 #16 
2 #4 (A.B) 

0 A (A·L) . BIR) 
o (M·P) 

(ill) " , '!i _ : .:. i~ .. : . , t • • 

\, .: ~ p , , 
'; : ; '~ 
'- - --- ~ 

24·5 (2405) 24·7 (2407) 
16 #16 14 # 16 (A·M.O) 

2 #12 (P.N) 
A A 

19 Contacts 22 Contacts 23 Contacts 24 Contacts 

22·14 (2214) 
19 $16 

A 

30 Contacts 

40·1 (4001) 
24 #16 IA·L,T·e) 

6 #12IM·S) 

o 

28.11(2811) 
18 #16 IA·I.N·X) 

4 #12 (J·M) 
A 

31 Contacts 
Available Pin only 

35 Contacts 

36·9 (3609) ]2·7 (3207) 

@
: .'.; .~' . .. . . . 

" ; • ! • 

. ~;:;: 
, " . . . ' . 
32-13 (3213) 

18 # 16 (A·O.K·Z) 
5 #12IE·J) 

o 

Available Socket only 

14 # 16 IA·G.Z·f) 
14 #12IH·N.S·V) 

28 # 16 IA·N.W·Z.a·k) 
7 # 12 (O-V) 

]6·15 (]615) 
35 #16 

2 #8 IO.R), 1 #4 !P) 
A Ins!. (A.B.h.i! 

A lall others) 
DIM) 

A lall others) 

Ins!. 

28·15 (2815) 
35 #16 

A 
For new MIL equip. 
design. use 28·21 

CVA 

Available Socket only 

22·19 (2219) 
14 #16 

A 

11 Contacts 

20·29 (2029) 
17 # 16 

A 

26 Contacts 

28·12 (2812) 
26 #16 

A 

31 Contacts 

28·21 (2821) 
37 #16 

A 

41 Contacts Available Socket only 48 Contacts 

Shell Size 36·7 (3607) 36·8 (3608) 40·9 (4009) 36·10 (3610) 
No. of Contacts 40 #16 IA-Z.a·s) 46 # 16IA·X.Z·z) 24 #16 (A.B.D.E.G.I.J.L.M.P. 48 #16 

7 #12It·z) 1 #12 (V) O.T.b.e.f.i.j.l.m.o.p.q.t.u) 
22 #12 IC.F.H.K.N.O.R.S.U·W.V.Z. 

a.c.d.g.h.k.n.r.s) 1 #8 (X) 
Service Rating A A A A 

ITT Cannon 
Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 -0929 0 (714) 557 -4700 ° (800) 845 -7000 



MIL-C-83723, Series II Connectors 

Cable Connecting Receptacle 

M83723 CVAI 
- 17 Socket 
-18 Pin 

Wall Mounting Receptacle 

M83723 CVAO 
- 19 Socket 
- 20 Pin 

Straight Plug 

M83723 CVA6 
- 23 Socket 
- 24 Pin 

f 
K Dia. 
Max. 

~ 

t- R Typ."'" 

a
POlariZing llr Key SMax.Q Typ. 

ik-Dia. Typ. 0 

A Thread --l r-:E Max. 
_ I 1 Grommet 

Max. 

A Thread 

F 1-0- 1 B Max. 

- l -.J 
Max. 

d
OlarlZing 

d~" 
~QMax.~ 

L'l 
II; 

, '",n' ~ f." 7'::: 
(Class 28) -l Grommet 

When contact arr size 18 thru 40 contain one or more size 0 contacts E dim will increase 150 (3 81mm) 

M83723 M5015 f T 
Shell Shell B E +.016 10.41) K l M Q R S +.015 10.38) A Th read H Thread 
Size Size Max. Max. - .000 Max. Max. ± .004 10.10) Max. ± .005 10.13) Max. - .000 10.00 ) Class 2A Class 2A 

8 8S .11012.79) 3781960) .561 (14.17) .719118.51) 1.135118.83) .500 (11.70) .760 (1930) .594 (15.09) .906113.01) .11511.91) 111·18UNEf 71l6·18UNEf 

10 lOS .11012.79) 3781960) .561 (14.17) .854 11169) 1.135 118.83) .615 (15.87) .88011135) .719 (18.16) 1.031116.19) .115 11.91) 5/8·14UNEf 1/1·18UNEf 

II 10Sl .110 11.79) 37819.60) .561 (14.17) .849 11156) 1.135 118.83) .615 (15.87) .88012135) .719 (1816) 1.031126.19) .1151191) 5/8·14UNEf 91l 6·14UNEf 

13 12S .1301330) 37819.60) .561 (14.17) .974 114.74) 1.135 118.83) .750 (19.05) 1.010115.65) .811110.61) 1.115118.58) .11511.91) 3/4·10UNEf 5/8·14UNEf 

12 12 13013.30) 31718.05) .750 (19.05) .974124.74) 1.495137.97) .750 (19.05) 1.010115.65) .812110.61) 1.115118.5 8) .11511.91) 3/4·10UNEF 5/8·14UNEf 

15 14S .1301330) 37819.60) .561 (14.27) 1.099117.91) 1.1 35118.83) .875 111.11) 1.130 118.70) .906113.01) 1.118130.94) .11511.91) 7/8·10UNEF 3/4·10UNEf 

14 14 .1301330) 31718.05) .750119.05) 1.099127.91) 1.495137.97) .875 111.11) 1.130 118.70) .906113.01) 1.11813094) .11511.91) 718·20UNEf 3/4·10UNEf 

17 16S .13013.30) 37819.60) .561114.17) 1.224131.09) 1.135128.83) 1.000115.40) 1.250131.75) .969114.61) 1.312133.32) .11512.91) 1·20UNEf 718·10UNEf 

16 16 .1301330) 31718.05) .750119.05) 1.214 131.09) 1.495137.97) 1.000115.40) 1.250131.75) .969114.61) 1.312 (33.31) .11511.91) l·l0UNEf 7/8·10UNEf 

18 18 .16014.06) 3671931) .750 (19.05) 1.349134.16) 1.495137.97) 1.115118.57) 1.340 134.04) 1.061116.97) 1.406135.71) .11511.92) 1·118·18UNEf l·l0UNEf 

20 20 .16014.06) 3671931) .750119.05) 1.474137.44) 1.495137.97) 1.250131.75) 1.469137.31) 1.1 5611936) 1.531138.89) .11511.91) 1·114·18UNEf 1·118·18UNEf 

22 22 .16014.06) 3671932) .750119.05) 1.599 140.61) 1.495137.97) 1375134.91) 1.59014039) 1.250131.75) 1.656141.06) .11511.91) 1·3/8·18UNEf 1·114·18UNEf 

24 24 .16014.06) 30517.75) .811120.61) 1.715143.56) 1.556139.51) 1.500138.10) 1.719143.66) 1.375134.91) 1.781145.14) .14113.61) 1·11 2·18UNEf 1·3 /8·18UNEf 

28 28 .16014.06) 30517.75) .811110.61) 1.974150.14) 1.556139.51) 1.750144.45) 1.969150.01) 1.562139.67) 2.031151.59) .14113.61) 1·3/4·18UNS 1·5 /8·18UNEf 

32 32 .16014.06) .14416.10) .875111.11) 1.114156.49) 1.610141.15) 1.000150.80) /.11915636) 1.750144.45) 1.181157.94) .16814.17) 1·18UNS 1·718·16UN 

36 36 .16014.06) .14416.10) .875121.11) 1.474 161.84) 1610141.15) 1.150157. 15) /.469162.71) 1.938149.11)1.531164.19) .1 6814.17) 1·114·16UN 1·118·16UN 

40 40 .16014.06) .14416.10) .875121.11) /.724169.19) 1610141.15) 1.505163.62) 2.728169.29) 2.188155.57) 2.781 (70.64) .1 6814.27) 2·111-16UN 2·3 /8·16UN 

CONNECTOR WITHOUT BACKSHEll ASSEMBLY 

CVA 

rOT L J.-
-iG i-1--
-I H 1-

toI I Ferrule 

-l G IL 
- I H f--

lOT A C 
L ~ Ferrule 

~ ~ ~ 

ferrule Overall Dimensions 

A C G H 
Max. Max. Max. Max. 

.18017.11) .1451 6.11) 3411 8.69) .417 (10.85) 

340 I 8.64) .1981 757) 33518.51) .410 (10.67) 

.40911039) 37819.60) 33518.51) .430110.91) 

.460 (11.68) .403 (10.14) 340 I 8.64) .419 (10.64) 

.460111.68) .403 110.14) 340 I 8.64) .419 (10.64) 

.563114.30) .485 (1131) 3391861) .41411051) 

.56311430) .485 (1132) 33918.61) .414110.51) 

.689117.50) .605 (1537) 33918.61) .414110.77) 

.689117.50) .605 (1537) 3391861) .414 (1077) 

.806110.47) .715 (18.41) .449111.41) .57411458) 

.94111190) 86311191) 458111.63) .573114.55) 

1.059126.90) .973114.71) .456111 .58) .55 1113.99) 

1.170129.71) 1.085117.56) .457 (11.61) .547 (13.89) 

1.401135.58) 1.145131.61) 458 11163) .573114.55) 

1.652 141.96) 1.515 13848) .459 (1166) .544 (13.82) 

1.860147.14) 1.751144.48) .463111.76) .573114.55) 

1.105153.47) - - .81311090) 

NOTE: Backshe lls and Bushings are ordered separately see page 56 for part numbers. See page 56 for min imum 1.0. bushing di mensions and page 57 for backshell dimensions. 

ITT Cannon Dimensions are shown in inches Imill imeters). 
Dimensions subject to change. !)!'i 

Circular Products. 666 E. Oyer Rd ., P.O. Box 929, Santa Ana, CA 92102 ·0929 • (114) 551-4100 • (800) 845-1000 
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MIL-C-83723, Series II Connectors 

Box Mounting Receptacle 

M83723 
- 21 Socket 
- 22 Pin 

M83723 M5015 
Shell Shell K l 
Size Size Max. Max. 

8 8S .10012541 .943 123951 

10 lOS .10012.541 .943 123951 

11 10Sl .11 512.921 1.065 127.0 51 

13 12S .1 00 12541 .960 124381 

12 12 .10012. 541 1.15012921 1 

15 14S .100 12 .541 .960 1243BI 

14 14 100 12 541 1.150 129.21 1 

17 16S .100 12. 541 .960 1243BI 

16 16 10012541 1.1 50129211 

lB 18 .140 11561 I.lJO 12B.701 

20 20 .140 11561 1.161 129.491 

22 22 .140 11561 1.161 129.491 

24 24 .14011561 1.317 131451 

2B 28 .140 11561 1.317 131451 

32 32 .170 14321 1.317 131451 

36 36 .170 14321 1.31 7131451 

40 40 .170 14321 1.34B134.241 

Panel Clearance 

CVA2 

M 
+ .01610.411 
- .000 10.001 

.562114271 

.562114.271 

.562114.271 

.562114 271 

.750119051 

.562114.271 

.7 50 119051 

.5621 14.271 

.7 50119051 

.7 50119051 

.7 50119051 

.750119.051 

.B12 120.621 

.B1 2 120.621 

.B75 122.221 

.B75 122.221 

.B75 122.221 

Polarizing 
Key 

NOTE: This connector does not accommodate backshell assembly. 

X R W S 
Max. ± .005 10.131 Max. Max. 

.449 111.401 .594 115.091 .557114.151 .906123011 

.509112.931 .719118.261 .557 114.151 1.031 126191 

.625115.871 .71 9118261 .521111231 1.031 126.191 

.625115871 .812120.621 .557 11 4 151 1.1 25 128.581 

.625 115871 .812120621 .625115.B71 1.12512B.5BI 

.750 119.051 .906123.01 1 .557 11 4.151 1.218130.941 

.750 11 9051 .90612301 1 .625115.B71 1.21B 130.941 

.B7 5 122.2 21 .969 124.61 1 .557 114.151 1.312133.321 

.B75 122.221 .969124611 .625115.B71 1.312 1JJ.J21 

.9 B4 124991 1.062126.971 .640116.261 1.406 134.711 

1.171 129.741 1.156129361 .640 116.261 1.531 13B.B91 

1.265 132.lJl 1.250 131.751 .640116.261 1.656 142 .061 

1.390135311 1.375134.921 .57BI14.6BI UB I 145241 

1.640 141.661 1.562139.671 .578114.6BI 2.031 151.591 

I.B90 148.01 1 1.750144.451 .515113.0BI 2.2B1 157.941 

2.140 154.361 1.93BI49.221 .51511 10BI 2.531 164.291 

2359159.921 2.1B8155571 .51511 10BI 2.781 (70641 

CVA 

Max. Contact Ext. T 
V V' +.015 10.381 A Thread 

Size 0 Sizes 8, 4 - .000 10.001 Class 2A 

- - - - .11512.921 112·28UNEF 

- - - - .11 512 .921 518·24UNEF 

- - - - .11512 921 518·24UNEF 

- - - - .11 512.921 314·20UNEF 

- - - - .11 512.921 314·20UNEF 

- - - - .11512921 7IB·20UNEF 

- - - - .115 12 .921 7IB·2 0UNEF 

- - - - .11 5 [2 921 1·20UNEF 

- - .790120071 .11512.921 1·20UNEF 

.91 5121241 .790 120.071 .11 512 .921 1·1IB·18UNEF 

.91 5121241 .790 120.071 .11512.921 1·114·18UNEF 

.91 5121241 .790 120.071 .11 512.921 1·3IB·1BUNEF 

.B53 121671 .728118.491 .14213611 1·1 12-1 BUNEF 

.853121671 .728 I1B.491 .1421161 1 1·314·18U NS 

.790 120.071 .655116.641 .16B14271 2·1BU NS 

.790 120.071 .655 116641 16BI4271 2·114·16UN 

.790120.071 .655 116.641 .168 14.271 2·112· 16UN 

Receptacle Shown here are Ihe maximum dimensions allowa ble to ensure complete connector operation 

" A" MAX 
(REAR MOUNT) --l ~ "8" MAX . 

INCLUDE S SCREW _I L':' I (FRONT MOUN T) 
HEIGHT ~ f7'I 

rO :={ 
PLUG_L~ ---; J 8ACKSHELL 

COUP LIN G NUT ../ 

Panel SHEll SIZE 

Thickness BS lOS 10Sl 12S 14S 16 12 14 16 lB 20 22 24 2B 32 36 40 

A IMax.1 .IB7 14,7 51 .12513.1BI .187 .250 
14,751 16,351 

B IMax.1 .12513,181* 

*Depending on outer diameter of backshell. 

Bushing Dimensions and Part Numbers 

Single Bushing Two Bushings 
Shell Size 8S, lOS 10Sl, 12S, 12 14S, 14 16S, 16 18 20, 22 24, 28 32 36 40 

Bushing 1.0. ± .015 .130 .220 .312 .437 .562 .625 .625 .750 .937 1.250 
(0,38mm) (3,30) (5,59) (7,92) (11 ,10) (14,24) (15,88) (15,88) (19,05) (23,80) (31.75) 

Part Number 012·0215·007 012·0216-016 012-0217-119 012-0218-017 012-0219-009 01 2-0220-01 2 012-0220-012 & 012-0221 -014 & 01 2-0222-010 & 01 2-0223-008 & 
012-0221-014 012-0222-010 012-0223-008 012-0224-007 

Wire Size 

Contact Wire Size Insul. 0.0. limit (inch.) Contact Wire Size Insul. 0.0. limit (inch.) 
Size (Mll-W-16878) Minimum Maximum Size (Mll-W-16878) Minimum Maximum 
16 16 thru 20 .068 (U3) .103 (2.62) 4 4 thru 6 .288 (7.32) .370 (9.40) 
12 12 thru 14 .097 (2.46) .158 (4.01) 0 o thru 2 .415 (10.54) .550 (13.97) 

8 8 thru 10 .164 (4.17) .255 (6.48) 

ITT Cannon Dimensions are shown in inches Imillimetersl. 
Dimensions subject to change. 
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MIL-C-83723, Series II Connectors 

Backshell Assemblies 

Receptacle With Backshell Assembly CVAl 
CVAO 
CVA2 

M83723 Type N (Straightl 
Shell t Kc We 
Size Max. Max. 
85 .245 ( 6.221 1.535 (38.991 

105 .300 ( 7621 1.550 (39 .371 
10SL .380 ( 9651 1.540 (39 .121 
12S .403 (10.241 1.562 (39 .671 
12 .403 (10.241 1.921 (48.791 
145 .485 (12.321 1.538 (39.061 
14 .485 (12.321 1.897 (48 .181 
165 .604 (15.341 1.530 (38 .861 
16 .604 (15.341 1.907 (48.441 
18 .725 (18.421 2.017 (51.231 
20 .865 (21971 2.036 (51.71 1 
22 .973 (24.711 2.003 (50 .881 
24 1.085 (27.561 2.016 (51.211 
28 1.245 (31 .621 2.016 (51.211 
32 1.515 (38.481 2.024 (51.411 
36 1.750 (44.451 2.023 (51381 
40 1.865 (47.371 2.449 (62 .201 

-wc--j 

IJ 
TYPE N 

Type 5 (Cable Ciampi 
t Fs Ws 

Max. Max. 
.235 ( 5971 2.065 ( 52.451 
.235 ( 5971 2. 065 ( 52.451 
.297 ( 7541 2. 065 ( 52.451 
.297 ( 7.541 2.065 ( 52.451 
.297 ( 7.541 2.425 ( 61.601 
.422 (10.721 2.155 ( 54.741 
.422 (10.721 2.505 ( 63631 
.547 (11891 2.205 ( 5601 1 
.547 (13.891 2.560 ( 65021 
.610 (15.491 2.680 ( 68071 
.7 35 (18.671 2.680 ( 68.071 
.735 (18 .671 2.680 ( 68.071 
.922 (21421 2.975 ( 75.561 
.922 (23421 2.975 ( 75.561 

1.235 (31371 2.975 ( 75561 
1360 (34.541 2.975 ( 75.561 
1.630 (41.401 3.950 (100.331 

t MaXimum entry Into end bell exciudlng bushings. See page 56 for minimum 1.0. bushing dimenSions . 

Backshell Cross Reference 

TYPE S 

G, 
Max. 

1.220 ( 30991 
1.250 ( 31.751 
1.280 ( 3251 1 
1.280 ( 32.51 1 
1.280 ( 32511 
1.405 ( 35.691 
1.405 ( 35.691 
1.529 ( 38.841 
1.529 ( 38841 
1.593 ( 40.461 
1.655 ( 42041 
1.718 ( 43.641 
1.894 ( 48.111 
1.973 ( 50111 
2.187 ( 55.551 
2.405 ( 61.091 
5.100 (129.541 

BACKSHELLS (MIL-C-83723 cross reference to ITT Cannon part numbers with and without bushings and ground screwsl 
ITT Cannon Part Number 

Type "A" (90'1 Type "N" 
Shell Military With Without (Str. No Ciampi 
Size Part No. Bushing Bushing With Ground Scr. 

8S M83723 /35 *-08 ** - - 057-3143-003 
105 M83723 /35 *- 10** - - -
10SL M83723 /35 *- 11 ** 057 ·3366·000 057·3366·002 057-3086·005 
12 M83723 /35 *· 12 ** - - -

12S M83723 /35 *- 13** 057-3367-000 057-3367-001 057-0612·002 
14 M83723 /35 *· 14** - - -
14S M83723 /35 *·15** 057 ·3355·000 057·3355-001 057 -0618-005 
16 M83723 /35 *- 16** 057 -3357 -000 057-3357-001 057-3255·002 
16S M83723 /35 *- 17 ** 057 ·3356-000 057·3356-001 057 -3085·002 
18S M83723 /35 *· 18** 057 ·3358·000 057 ·3358-001 057 -0553-007 
20 M83723 /35 *· 20 ** 057·3359-000 057-3359-001 057-0500-007 
22 M83723 135 *- 22 * * 057-3360-000 057-3360-001 057-0536·007 
24 M83723 /35*-24** 057-3361-000 057 -3361 -001 057-3068-008 
28 M83723 /35*·28** 057·3362·000 057-3362·001 057 ·0613-008 
32 M83723 /35*·32** 057·3363-000 057·3363-001 057 -0537 -005 
36 M83723 /35 *-36** 057-3364-000 057-3364-001 057 -3126·003 
40 M83723 /35 *-40 ** - - 057·3161 -002 

* = Add Type. "A". "N". or "S" 
* * = Add Class; R = Conductive Finish (Electroless Nickell 

A = Non-Conductive Finish (Hard Anodize) . Consult Factory on availability and part numbers. 

CVA 

Type A (90' Ciampi 
t H, W, 
Max. Max. 

.235 ( 5.971 2. 177 ( 55.291 

.235 ( 5.971 2. 177 ( 55291 

.297 ( 7.541 2.272 ( 57.711 

.297 ( 7 541 2.272 ( 57.711 

.297 ( 7541 2.632 ( 66.851 

.422 (10.721 2.427 ( 61.641 

.422 (10.721 2.787 ( 70.791 

.547 (13.891 2.505 ( 63.631 

.547 (11891 2.865 ( 72.771 

.610 (15.491 2.944 ( 74.781 

.735 (18.671 3.170 ( 50521 

.735 (18.671 3.170 ( 50521 

.922 (23.421 3.505 ( 89.031 

.922 (21421 3.505 ( 89.031 
1.235 (31371 3.389 ( 86081 
1.360 (34.541 4.139 (105.131 
1.630 (41.401 7.151 (181.641 

Type "5" (Str. w/Clampl 
W/O Ground 

With Bushing Screw/Bushing 
057-0438-011 057 -0438-012 
057 -0439-012 057·0439-014 
057 -0440-033 057·0440·037 

- -
057·0441 -016 057-0441 -025 

- -
057-0443-031 057 ·0443·035 
057 ·0446-015 057-0446-017 
057-0445-021 057-0445-023 
057-0447-025 057-0447·028 
057 ·0448·030 057-0448·031 
057·0449·024 057-0449-026 
057 -0450-026 057-0450·028 
057 -0451 ·026 057-0451·027 
057·0452·022 057-0452·023 
057 ·0453·023 057 -0453-024 
057-3368-000 057-3368·004 

NOTE: Unless specifically requested, all backshells ordered by the M83723 part number will be supplied without bushings and ground screws. 

ITT Cannon Dimensions are shown in inch es (millimeters). 
Dimension s subj ect to change. !) 7 
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MIL-C-264B2, Series 1 Connectors KPT/KPSE 

Solder Crimp 

• General purpose 

• Closed-entry socket contacts 

• Solder termination 

KPT connectors are a series of general -purpose, 
environment-resistant. miniature circular connec
tors, qualified for use in industrial applications 
calling for quick-disconnect connectors with fixed 
contacts for solder termination. 

These miniature circular connectors are grouped 
into two ser ies ranging from general purpose solder 
pot connectors .. . to high performance, crimp con
nectors . . . to connectors with high contact densi
ty. This broad range provides the most complete 
family of 26482 connectors available today. The 
versatility of these connectors is proven by the 
fu lfillment of require ments ranging from general 
purpose to space environmental. 

In addition to the two basic series, connectors for 
special applications are also available. They include 
RFI filtering versions (with low pass internal filter 
pin contacts), hermetic connectors for high pres
sure watertight requirements, and twist -on pull-off 
couplers for MIL-C-26482 plugs. 
This series is intermateable and intermountable 
with all MIL-C-26482 connectors, whether solder 
or crimp type and is available with many materials, 
finishes and configurations. 

How to Order - KPT - Solder Contact Connectors 

SERIES PREFIX 
KPT - ITT Cannon prefix 
MS - MIL-C-26482 prefix 

SHELl STYlE 
Cannon Designation 

00 - wall mounting receptacle 
01 - cable connecting plug 
02 - box mounting receptacle (Class E only) 

* 03 - wall mounting receptacle without grom
met. ferrule and endbell 

* 04 - cable connecting plug without grommet. 
ferru le and endbell 

* 05 - stra ight plug without grommet. ferrule, 
and endbell 

06 - straight plug 
07 - jam nut receptacle (available in hermetic 

version also) 
08 - 90° angle plug 
B - thru -bulkhead receptacle (Class E only) 

* Consult factory for details 

SHELl STYlE (cont'd) 
MS Designation 

311 0 - wall mounting receptacle 
3111 - cable connecting plug 
3112 - box mounting receptacle (Cl ass E only) 
3114 - jam nut receptacle 
3116 - straight plug 
3119 - thru-bulkhead receptacle (Class E on ly) 

MS 3110 22 - 36 P Y 
KPT 00 22 - 36 P Y * * 

SER�ESPREF�x ____ T T [ I 
SHELl STYlE -

CLASS --------------------- -' 
SHEll SIZE _________ ____ _ _____ _ ......J 

CONTACT ARRANGEMENT --------------------' 

CONTACT TYPE -----------------------' 

AlTERNATE INSERT POSITION ----- ---------- -------' 

MODIFICATION CODE --------------------------' 

CLASS 
A - general duty (not MS approved) 
B - general duty with strain relief without 

grommet & ferrul es (may be used for pot
ting when stra in relief is desired) (not MS 
approved) 

E - grommet seal except on 02 and 3112 (MS 
specification) 

F - grommet seal with strain relief (MS specifi
cation) 

J - water tight gland sea l with strain relief for 
jacketed cable (MS specification) 

P - potted (MS specification) 

SHEll SIZE 
8, 10, 12, 14, 16, 18, 20, 22, and 24 

CONTACT ARRANGEMENT 
See contact arrangements page 61. 

CONTACT STYLE 
P - pin; S - socket 

AlTERNATE INSERT POSITION 
W, X, Y and Z. (Omit for normaL) 

MODIFICATION CODE 
Omit first (0) of shell style indication when using 
modification code. 
07 - clear chromate over cadmium 
16 - twist-pull lanyard release coupler (appli

cable to plug only) . 
23 - grounding springs fingers (applicable to 

plug only) 

How to Order - KPTB Thru-Bulkhead Receptacle Connectors 

• General Purpose 

• Double ended pin and socket contacts 

• Contains KPT socket insert 

• Nonremovable contacts 

KPTB connectors are a ser ies of general purpose, 
miniature circular connectors, qualified for use in 
military applications. They are also widely used in 
industrial applications. The KPTB in a thru-bulkhead 
version with double faced pin and socket insert 
construction allowing mating from both ends. They 
contain KPT socket inserts with feed -thru (pin I 
socket) non-removable contacts. 

KPTB 22 - 55 PS Y 

SERIES PREFIX T T q 
SHEll SIZE ---- -

CONTACT ARRANGEMENT 

CONTACT STYlE (pin & socket) 

AlTERNATE INSERT POSITION --------' 

ITT Cannon 

The thru-bulkhead receptacle is provided for appli
cations requiring the disconnection of a power 
source from either side of a panel. A typical 
connector to be used if air leakage requirements 
are critical. 

MS3119 22 - 55 Y 

~~~~2-64-82-P-RE-FI-X~~~-----T~-......Jq 
SHEll SIZE - ----------'-

CONTACT ARRANGEMENT --------' 

AlTERNATE INSERT POSITION ---------' 

Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • 17141 557-4700 • (80m 845·7000 



MIL-C-26482, Series 1 Connectors KPT/KPSE 

How to Order - KPSE Crimp Contact Connectors 

SERIES PREFIX 
KPSE - ITT Cannon prefix 
MS - MIL-C-26482 prefix 

SHELl STYLE 
ITT Cannon Number: 

00 - wall mounting receptacle 
01 - cable connecting plug 
02 - box mounting receptacle (without wire 

seals) 
* 03 - wall mounting receptacle without ferrule 

and endbell 
* 04 - cable connector plug without ferrule and 

endbell 
* 05 - straight plug without ferrule and end bell 

06 - straight plug 
07 - jam nut receptacle 
08 - 90° angle plug 

* Consult factory for details 

MS 3120 18 - 32 P X 

SERIES _pR_EF_IX ______________ ~_PS_E_t_O _lE J18 - J32[P X * * SHELL STYLE ------------------' _ 
CLASS 
SHELL SIZE -------------------~ 
CONTACT ARRANGEMENT 
CONTACT TYPE 
ALTERNATE INSERT POSITION - ----- ----------------' 
MODIFICATION CODE -----------------------' 

MS Designation 
3120 - wall mounting receptacle 
3121 - cable connecting plug 
3122 - box mounting receptacle 
3124 - jam nut receptacle 
3126 - straight plug 

CLASS 
A - general duty (not MS approved) 
B - general duty with strain relief without 

grommet & ferrule (not MS approved) 
E - grommet seal (MS specification) 
F - grommet seal with strain relief (MS specifi

cation) 
J - gland seal with strain relief for jacketed 

cable (not MS approved) 
P - potted (MS specification) 

SHELl SIZE 
10, 12, 14, 16, 18, 20, 22, and 24 

CONTACT ARRANGEMENT 
See contact arrangements page 61. 

CONTACT STYLE 
P - pin 
S - socket 

ALTERNATE INSERT POSITION 
W, X, Y and Z. (Omit for normaL) 

MODIFICATION CODE 
Omit first (0) of shell style indication when using 
modification code. 
Fa - less contacts, not marked on connectors 
07 - clear chromate over cadmium 
16- twist-pull lanyard release coupler (applica

ble to plug only) 
23 - grounding springs fingers (applicable to 

plug only) 

KPSE High Performance Crimp Contact Connectors 

• Environment-resistant 

• Voidless integrally molded insulator 

• Front-release, crimp snap -in contacts 

• Closed entry socket contacts 

• 4 moisture seals for complete sealing 

• Contact clip protected in hard dielectric 

• Positive insert-to -shell mechanical retention 

KPSE environment-resistant, miniature circular, 
quick disconnect connectors, qualified to MIL
C-26482, are designed for the exacting require
ments of today's electronic industry. The KPSE 
features an insulator which is mechanically retained 
in the shell by a positive, hard plastic-to-metallock 
retention augmented by a reliable adhesive bond. 
Complete moisture sealing is ach ieved by four 
seals; shell, peripheral, interfacial and wire seals. 

Crimp snap-in contacts are retained in clips that are 
completely encased in a tough hard dielectric wafer, 
thus protecting the clip tines from damage. Closed
entry socket contacts facilitate positive mating. 

The KPSE series is intermateable, intermountable 
and interchangeable with all MIL-C-26482 connec
tors, whether crimp or solder type, and is available 
with many materials, finishes and configurations. 

!tl~~~~ _____ -STANDARD MIL·C·26482 HARDWARE mates with any connector designed to 
... MIL·C·26482. 

~fi~------ CRIMP, SNAp·IN CONTACTS are designed to MIL·C·39029 and can be crimped 
with the standard M22520/ 1 crimp tool. 

CLOSED·ENTRY SOCKET CONTACTS eliminate damage from abuse by test 
probes and help to correct any misaligned pins during engagement. 
CONTACT INSERTION is accomplished from the rear of the connector. 
When the contact is fully inserted, the clip tines snap securely behind 
the contact shoulder. 
CONTACT EXTRACTION is accomplished with a front·inserted extraction 
tool. Pressing the tool plunger pushes the contact out thru the rear of 
the connector. 

CONTACT RETAINING CLIP is completely encased in a tough plastic wafer to 
protect the clip from damage. 

COMPLETE MOISTURE SEALING is achieved by combining four seals: shell, 
peripheral, interfacial and wire seals. 

SHELL SEAL is effected when the plug shell pushes against the sealing 
ring in the receptacle when the connectors are mated. 
PERIPHERAL SEAL around the edge of the pin insulator is deSigned so 
that mating the connector puts tension on the seal and greatly reduces 
compression set. 
INTERFACIAL SEAL is achieved by the insulator faces meeting when the 
plug and receptacle are mated. 
WIRE SEAL is accomplished by a multiple ripple deSign, exceeding the 
wire sealing requirements of MIL·C·26482. 

POSITIVE INSERT·TO·SHELL MECHANICAL RETENTION with hard plastic wafer 
firmly locked into a groove in the shell, in addition to a strong adhesive 
bond between the insert and shell . 

ITT Cannon 
Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929. (714) 557-4700 • (800) 845·7000 
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MIL-C-26482 , Series 1 Connectors 

Standard Data 

ELECTRICAL DATA 
Contact Termination solder (KPT) crimp snap-in (KPSE) 
Number of Contacts KPT 2 thru 61 KPSE 3 thru 61 
Wire Size, AWG KPT 12 thru 24 KPSE 16 thru 24 
Wire Range Accommodations Insulation 0.0. limits 

Coniact Min. Max. KPT I 
Size AWG Wire Si ze Min. KPT KPSE KPSE 
20 24, 22 and 20 .060 (1. 52) .047 (11 9) .083 (2.11 ) 
16 20, 18 and 16 .066 (1.68) .066 (1.68) .109 (2.77) 
12 14 and 12 .097 (2.46) .142 (3.61) 

Contact Contact Rated Test 
Rating Si ze Amps Current Mi ll ivolt Drop 

20 7.5 7.5 less than 55 
16 22.0 13.0 less than 50 

Service 
Rating Test Volt Service AC(rms) DC 

Sea level 
1500 2100 
2300 3200 

70,000 ft. 
375 535 
550 770 

Maxi mum 600 850 
Operating Sea level 
Voltage 1000 1275 

Alternate Insert Positions 

Face view of pin inserts NO. OF SHEll 
CONTACTS SIZE 

N 8 

~ 
8 

12 

8 

14 

10 

10 

12 

16 
The five positions (W, X, Y, Z and Normal) di ffer in 10 12 

degree of rotation for various sizes and arrang- 11 18 

ments. 12 14 

15 14 

16 20 

18 14 

19 14 

21 22 

16 
23 

16 

24 20 

26 16 

28 18 

30 18 

31 24 

32 
18 

22 

34 22 

36 22 

39 20 

20 
41 

22 

55 22 

57 24 

61 24 

ARR. 
NO. 

8-2 

8·3 

8·33 

12-3 

8-4 

14·5 

10·6 

10·98 

12·8 

16·8 

12·10 

18·11 

14·12 

14·15 

20·16 

14-18 

14·19 

22-21 

16·23 

16·99 

20·24 

16·26 

18A28 

18-30 

24A31 

18·32 

n 32 

22·34 

n36 

20·39 

20·41 

22-41 

22 ·55 

KPT/ KPSE 

STANDARD MATERIALS AND FINISHES 
Shell aluminum alloy, conduct ive 

olive drab chromate over 
cadmium finish per QQ-P-416 

Insulator 
Grommet and Seal 
Contacts 

polychloroprene 
polychloroprene 
Copper alloy, gold plate 
per Mll-G-45204 type II 

Temperature Range - 55'C to + 125'C 

MECHANICAL DATA 
Shell Sizes 00 - wall mounting receptacle 

01 - cable connecting plug 
02 - box mounting receptacle 
06 - straight plug 
07 - jam nut receptacle 
08 - 90' angle plug 
B - thru-bulkhead receptacle 

(KPT only) 
Shell Sizes KPT 8 thru 24 

KPSE 10 thru 24 
Polarization I Coupling: five keyway I three point bayonet 
Service Classes A - general duty 

B - general duty with strain re lief 
E - grommet seal 
F - grommet seal wi th stra in relief 
J - gland nut with strain re lief for jacketed cable 
P - potted 

Degrees of Rotation 
W X V 

58 122 

60 210 

90 

180 

45 

40 92 184 273 

90 

90 180 240 270 

90 11 2 203 292 
54 152 180 331 

60 155 270 295 

62 11 9 241 340 

43 90 

17 110 155 234 

238 318 333 347 

15 90 180 270 

30 165 315 

16 135 175 349 

158 270 

66 156 223 340 

70 145 215 290 

60 275 338 

180 193 285 350 

90 22 5 

85 138 222 265 

72 145 215 288 

62 142 218 298 

72 144 216 288 

63 144 252 333 
45 126 225 

39 135 264 

30 142 226 314 

24A57 90 180 270 324 

24·61 90 180 270 324 

Numbers in bold face indicale co nlacl arrangements are nol 10 MIL-C-26482 . 

ITT Cannon 
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MIL-C-26482 , Series 1 Connectors KPT/KPSE 

Contact Arrangements 

• KPT 
+KPSE 
/:, Authorized per MIL-C-26482 (NAVYj 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No . of Contacts 
Service Ratings 

Shell Size 
No_ of Contacts 
Service Ratings 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 10 

~ 
~ 
•• 1'1 

10-6 
6-#20 

1 

A 6 
14-18 

18-#20 
1 

.1. 1'1 
18-30 

29-#20 1-#16 
1 

Shell Size 22 

.1.+ 6 
22-21 

21-# 16 
2 

Shell Size 24 

A 
24A57 

55-#20 2-#12 
1 

(See page 60 for Alternate Insert Positions.j 

Drawing not to scale; face view of pin insert shown (socket view is oppositej 

Shell Size 8 

.6 
10-98 
6-#20 

1 

1m 
\..:) 
.t:, 
8-2 

2-#20 
1 

.1.+ 6 
14-19 

19-#20 
1 

.1.+ 6 
18-32 

32-#20 
1 

Pin Insert 
Only KPTM 

.1. /\ 
22-32 

32-#20 
1 

.1.+ 6 
24-61 

61-#20 
1 

Shell Size 12 

0· • • 8 • 
•• 1'1 

12-3 
3-#16 

2 

Shell Size 16 

A+ L\. 
16-8 

. 6 
8-3 

3-#20 
1 

• 6 
12-8 

8-#20 
1 

A L\. 
16-23 

8-#16 22-#20 1-#16 
2 1 

Shell Size 20 

.1.+ 1'1 
20-16 

16-#16 
2 

.1. 6 
22-34 

34-#20 
1 

ITT Cannon 

•• 1'1 
12-10 

10-#20 
1 

•• L\. 

16-26 
26-#20 

1 

. 1'1 
20-24 

24-# 20 
1 

A 
22-36 

36-#20 
1 

@) 
.. 6. 
8-4 

4-#20 
1 

Shell Size 14 

.1.+ 1'1 
14-5 

5-#16 
2 

"·6 
14-12 

8-#20 4-#16 
1 

f0. 
\f::) 
4 1'1 
8-33 

3-#20 
1 

.+ 6 
14-15 

14-#16 1-#16 
1 

Shell Size 18 

.I.e:. A + L'. A 
16-99 18-11 18A28 

21-#20 2-#16 11-#16 26-#20 2-#16 
1 2 1 

.+ 1'1 .1.+ 6 
20-39 20-41 

37-#20 2-#16 41 -#20 
1 1 

.1. 1'1 .1.+ 6 
22-41 22-55 

27-#20 14-#16 55-#20 
2 1 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557 -4700 • (800) 845-7000 
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MIL-C-26482, Series 1 Connectors KPT/KPSE 

Wall Mounting Receptacles 

",S3110 (MS service class E, F. J, P) 
MS3120 (MS service class E, F, P) 

Sheil A 
Size ±.003 (±.08) 

t8 . 471 (1196) 
10 .588 (14.96) 
12 .748 (19.00) 
14 .873 (22.17) 
16 .998 (25.35) 
18 1.123 (28.52) 
20 1.248 (31.70) 
22 1.373 (34.87) 
24 1.498 (38.05) 

K 

KPTOO 
KPSEOO 

±.016 (±.41) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.062 (1 .57) 
.094 (2.39) 
.094 (2.39) 
.094 (2.39) 

M 
+ .031 (+ .79) 
- .000 (- .00) 

.431 (10.95) 

.431 (10.95) 

.431 (10.95) 

.431 (10 .95) 

.431 (10.95) 

.431 (10 .95) 

.556 (14.12) 

.556 (14.12) 

.589 (14.96) 

o THO. 

R* 
(TP) 

.594 (15 .09) 

.719 (18.26) 

.812 (20.62) 

.906 (2101) 

.969 (24.61) 
1.062 (26.97) 
1.156 (29.36) 
1.250 (31.75) 
1.375 (34.92) 

SEE TERMINATION 

-0 ASSEMBLY;J 

LI
Mit=. K ~~HD ~~~MMEl 

'-.. TYPES T Q : I I E& F 
A " I 

DIA :' , 

1 ,'I 
• I I 

_ . -~_J 
GROMMET FOR 
TYPES A. B. J & P 

CRIMP 
KPSEOO/MS3120 

S T 

TDIA. 
4MTG. 
HOLES 

.140RAD. 
MAX. 

RECEPTACLE ASSEMBLY 

a Thread 
Max . ± .005 (± .13) Class 2A 

.828 (21.03) .120 (105) 7/16-28UNEF 

.954 (24.23) .120 (105) 9/16-24UNEF 
1.047 (26.59) .120 (105) 11/16-24UNEF 
1.141 (28.98) .120 (105) 13 /1 6-20UNEF 
1.234 (31.34) .120 (105) 15 /16-20UNEF 
1.328 (33.7 3) .120 (105) 1-l f16-18UNEF 
1.453 (36.91) .1 20 (105) 1-3/16-18UNEF 
1.578 (40.08) .120 (105) 1-5/1 6-18UNEF 
1.703 (43 .26) .147 (3.73) 1-71 16-18UNEF 

:f: Not available in KPSE * (TP) located within .010 T.P. with respect to diameter A and master keyway. 

Receptacles with Termination Assemblies 

-LE=-1 

1[[1 
-w-I [IJC-7;-j-"'-r _Lr=:J[]··.···_t 

BP DP 

_I .. --±-
t 

HBF 

1 
TYPE BAND F TYPE E TYPE J TYPE P 

TYPE A TYPE Band F TYPE E 
Shell OA LA V Thread GBF HBF LBF BE LE 
Size Min. Max. Class 2A Min. Max. Max. Max. Max. 
t8 .335 (8.51) 1.444 (36.68) 1/2-28UNEF .115 (2.92) .828 (21.03) 1.922 (48.82) .608 (15 .44) 1.328 (3173) 
10 .466 (11.84) 1.444 (36.68) 5/8-24UNEF .178 (4.52) .891 (22 .63) 1.922 (48 .82) .732 (18.64) 1.328 (3173) 
12 .591 (15.01) 1.444 (3668) 3/4-20UNEF .302 (7.67) 1.016 (25.81) 1.922 (48 .82) .858 (21.79) 1.328 (3173) 
14 .705 (19.05) 1.444 (36.68) 7/8-20UNEF .365 (9.27) 1.141 (28.98) 1.922 (48.82) .984 (24.99) 1.328 (3173) 
16 .830 (21 .08) 1.444 (36.68) 1-20UNEF .490 (12.45) 1.203 (30.56) 2.047 (51.99) 1.110 (28 .19) 1.328 (3173) 
18 .948 (24.08) 1.444 (36.68) 1-3 /16-18UNEF .615 (15 .62) 1.469 (37.31) 2.078 (52.78) 1.234 (3134) 1328 (33.73) 
20 1.043 (26.49) 1.728 (4189) 1-3/16-18UNEF .615 (15.62) 1.469 (37 .31) 2.344 (59.54) 1.360 (34.54) 1.531 (38.89) 
22 1.198 (30.43) 1.728 (4189) 1-7/16-18UNEF .740 (18.80) 1.656 (42.06) 1.344 (59.54) 1.484 (37.69) 1.531 (38 .89) 
24 1.293 (32.84) 1.738 (44.15) 1-7/16-18UNEF .790 (20.07) 1.750 (44.45) 2.406 (61.11) 1.610 (40.89) 1.594 (40.49) 

TYPE J TYPE P 
Shell OJ HJ W BP OP LP 
Size Max./Min . Max. Max. Max. Min . Max. 
t8 .2301.168 (5.84 / 4.27) . 828 (21.03) 2.271 (57.68) .608 (15.44) .317 (8.05) 1.453 (36.91) 
10 .312 / 205 (7.92 / 5.21) .891 (22.63) 2.271 (57 .68) .734 (18 .64) .434 (11.02) 1.453 (36.91) 
12 .442/.338 (11.23 /8.59) 1.016 (25.81) 2.411 (61.24) .858 (2U9) .548 (13 .92) 1.453 (36.91) 
14 .539 /.416 (13.56/10.57) 1.141 (28.98) 2.599 (66.01) .984 (24.99) .673 (17.09) 1.453 (36 .91) 
16 616 / 550 (15.65/13.97) 1.203 (30.56) 2.943 (74.75) 1.110 (28.19) .798 (20.27) 1.453 (36.91) 
18 .672/.600 (17.07/15.24) 1.469 (37.31) 1172 (80.57) 1.234 (3134) .899 (22.83) 1.453 (36.91) 
20 .7471 635 (18.97/16.13) 1.469 (37.31) 1610 (91.69) 1.360 (34.54) 1.024 (26.01) 1.672 (42.47) 
22 .846 /. 670 (21.49/17.02) 1.656 (42.06) 3.766 (95.66) 1.484 (37.69) 1.149 (29 .18) 1.672 (42.47) 
24 894 /740 (22.71 /18.80) 1.750 (44.45) 1985 (101.22) 1.610(40.89) 1.274 (32.36) 1.734 (44.04) 

:f: Not available in KPSE 

ITT Cannon Dimensions are shown in inch es (millimeters). 
Dimensions subj ect to change. 

Ci rc ul ar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (7141 557 -4700 • (800) 845-7000 



MIL-C-26482, Series 1 Connectors KPT/KPSE 

Cable Connecting Plugs 

MS3111 
(MS service class E, F, J, P) 
MS3121 
(MS service class E, F, P) 

KPTDI 

KPSEDI 

SEE TERMINATION 
SEE TERMINATION 

P I-II _H 

ASSEMBLY 

--0 ASSEMBLY;t 

-I 0 

A 
DIA. 

L 

I 
I , 
I 
I 

__ J 

QTHD. 

SOLDER 
KPTD1/MS3111 

Shell A 
Size ± .DD3 (± .D8) 

:1:8 .471 (11 .96) 

10 .588 (14.94) 

12 .748 (19.00) 

14 .873 (22.17) 

16 .998 (2 5.35) 
18 1.123 (28.52) 

20 1.248 (31.70) 

22 1373 (34.87) 
24 1.498 (38.0 5) 

[l
Mi!= K ~~HD ~~~MMEl 

-~ TYPES To: I I E&F 
A " I 

DIA : I I 

, I I 1 
I II 

_ ' -~_J 

H 
± .D16 (± .41) 

.094 (2.39) 

.094 (2.39) 

.094 (2.39) 

.094 (2.39) 

.094 (2.39) 

.094 (2.39) 

.115 (2.92) 

.115 (2.92) 

.115 (2 .92) 

GROMMET FOR 
TYPES A. B. J & P 

CRIMP 
KPSED1/MS3121 

P 
+ .031 (+ .79) 
- .000 (- .00) 

.400 (10.16) 

.400 (10.16) 

.400 (10.16) 

.400 (10.16) 

.400 (10.16) 

.400 (10.16) 

.535 (1159) 

.535 (1159) 

.568 (14.43) 

S 
Max. 

.828 (21 .03) 

.954 (24.23) 

1047 (26.59) 

1.141 (28.98) 
1.234 (3134) 
1328 (33.73) 

1.453 (36.91) 

1578 (40.08) 

1.703 (43.26) 

T DIA. 
4 MTG. 
HOLES 

.140 RAD. 
MAX. 

RECEPTACLE ASSEMBLY 

Y [I Thread 
Max. Class 2A 

.958 (24.33) 7/1 6-28UNEF 
1.082 (27.48) 9 I 16-24UNEF 

1.176 (29.87) 11/16-24UNEF 

1270 (32.26) 13 /1 6-20UNEF 
1.364 (34.65) 15 /1 6-20UNEF 
1.458 (37.03) 1-1/1 6-18UNEF 

1.582 (40.18) 1-3/16-18UNEF 

1.708 (4138) 1-5/16-18UNEF 

1.832 (46.53) 1-7/16-18UNEF 
tNot available in KPSE *(TP) located within .010 T.P. with respect to diameter A and master keyway. 

Cable Connecting Plugs With Termination Assemblies -0;0 
DA 

.395 I 
(10.03) ---L-

MIN·-I 1-
TYPE A TYPE BAND F 

-LE==1 

ill] -Li=:1[]· . -I 
BP DP 

_I . ~ 

-w-I_--.-

[jJD_7_~ --,-r 
TYPE E 

With Termination Assemblies 

TYPE J TYPE P 

TYPE A TYPE Band F TYPE E 
Shell DA LA V Thread GBF HBF LBF BE LE 
Size Min. Max. Class 2A Min. Max. Max. Max. Max . 

:1:8 .335 (8.51) 1444 (36.68) 112-28UNEF .115 (2.92) .828 (2103) 1922 (48.82) . 608 (15.44) 1.328 (33.73) 
10 .466 (1184) 1444 (36.68) 518-24UNEF .178 (4.52) .891 (22.63) 1922 (48.82) .732 (18.64) 1.328 (33.73) 

12 .591 (15.01) 1444 (36.68) 314-20UNEF .302 (7.67) 1016 (25.81) 1922 (48.82) .858 (2179) 1328 (33.73) 
14 .705 (19.05) 1444 (36.68) 718-20UNEF .365 (9.27) 1.141 (28.98) 1922 (48.82) .984 (24.99) 1.328 (3173) 
16 .830 (2108) 1444 (36.68) 1-20UNEF .490 (12.45) 1.203 (30.56) 2.047 (5199) 1.110 (28.19) 1328 (33.73) 

18 .948 (24.08) 1.444 (36.68) 1-3/16-18UNEF .615 (15.62) 1469 (3731) 2.078 (52.78) 1234 (3134) 1328 (3173) 
20 1043 (2649) l.728 (43.89) 1-3 116-18UNEF .615 (15.62) 1469 (3731) 2.344 (59.54) 1360 (34.54) 1531 (38.89) 
22 1.198 (30.43) 1.728 (4189) 1-7116-18UNEF .740 (18.80) 1.656 (42.06) 1.344 (59.54) 1.484 (37.69) 1531 (38.89) 

24 1293 (32.84) 1.738 (44.15) 1-7/16-18UNEF .790 (20.07) 1750 (44.45) 2.406 (61.11) 1610 (40.89) 1.594 (40.49) 

TYPE J TYPE P 
Shell OJ HJ LJ BP DP LP 
Size Max./Min. Max. Max. Max . Min. Max. 

:1:8 . 230/.168 (5.8414.27) .828 (21.03) 2.271 (57.68) .608 (15.44) .317 (8.05) 1453 (36.91) 

10 .3121.205 (7.9215.21) .891 (22.63) 2.271 (57.68) .734 (18.64) .434 (1102) 1453 (36.91) 
12 .4421.338 (11.2318.59) 1016 (25.81) 2.411 (61.24) .858 (21.79) .548 (13.92) 1453 (36.91) 
14 5391416 (13.56/10.57) 1.141 (28.98) 2.599 (66.01) .984 (24.99) .673 (17.09) 1453 (36.91) 
16 .6161.550 (15.65/13.97) 1.203 (30.56) 2.943 (74.75) 1.110 (28.19) .798 (20.27) 1453 (36.91) 

18 .672 1.600 (17.07/15.24) 1469 (37.31) 1172 (80.57) 1.234 (3134) .899 (22.83) 1453 (36.91) 
20 .7471635 (18.97/16.13) 1469 (37.31) 1610 (9169) 1360 (34.54) 1024 (26.01) 1672 (42.47) 

22 .8461.670 (21.49117.02) 1.656 (42.06) 1766 (95.66) 1484 (37.69) 1.149 (29.18) 1672 (42.47) 

24 .8941.740 (22.71/18.80) 1750 (44.45) 1985 (10122) 1610 (40.89) 1.274 (32.36) 1734 (44.04) 
tNot avai lable in KPSE 

ITT Cannon 
Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana, CA 92702-0929· (714) 557-4700 • (800) 845-7000 
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64 

MIL- C- 26482, Series 1 Connectors KPT/ KPSE 

Box Mounting Receptables 

MS3112 
(MS service class E) 
MS]122 
(MS service class E) 

Shell A 
Size ± .003 (±.08) 

i8 .471 (11.96) 
10 .588 (14 .96) 
12 .748 (19.00) 
14 .873 (22.17) 
16 .998 (25.35) 
18 1.123 (28.52) 
20 1.248 (31.70) 
22 1373 (34.87) 
24 1.498 (38.05) 

B 
Max 

.978 (12.14) 

.978 (12.14) 

.978 (12.14) 

.978 (12.14) 

.978 (12.14) 

.978 (12.14) 
1.196 (30.38) 
1.196 (30.38) 
1.196 (30.98) 

K 

KPT02 

KPSE02 

± .016 (± .41) 
.062 (1 .57) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.062 (1.57) 
.094 (2.39) 
.094 (2.39) 
.094 (2.39) 

rrn:~" 1 la 
K$~ 

SOLDER 
KPT02!MS]112 

CRIMP 
KPSE02lMS]122 

Note: Connector does not accommodate backshell. 

M N 
L + .031 (+ .79) Dia. R* 

Max. - .000 (.00) Max. (TP) 

1.320 (33.07) .431 (10 .95) .469 (11.91) .594 (15.09) 
1.320 (33.07) .431 (10.95) .593 (15.06) .719 (18.26) 
1.320 (33.07) .431 (10 .95) .719 (18 .26) .81 2 (20.62) 
1.320 (33.07) .431 (10.95) .843 (21.41) .906 (23.01) 
1.320 (33.07) .431 (10.95) .969 (24.61) .969 (24.61) 
1.320 (33.07) .431 (10.95) 1093 (27.76) 1.062 (26.97) 
1367 (34.72) .556 (14.12) 1.219 (30.96) 1.156 (29.36) 
1367 (34.72) .556 (14.12) 1343 (34.11) 1.250 (31.75) 
1.418 (36.02) .589 (14.96) 1.469 (37.31) 1375 (34.92) 

S T 
Max. ± .005 

.828 (21.03) .120 (3.05) 

.954 (24.23) .120 (3.05) 
1.047 (26.59) .120 (3.05) 
1.141 (28.98) .120 (3.05) 
1.234 (3134) .120 (3.05) 
1328 (33.73) .120 (3.05) 
1.453 (36.91) .120 (3.05) 
1.578 (40.08) .120 (3.05) 
1.703 (43.26) .147 (3.73) 

TOIA. 
4 MTG. 
HOLES 

Z 
Max. 

.354 (8.99) 

.354 (8.99) 

.354 (8.99) 

.354 (8.99) 

.354 (8.99) 

.354 (8.99) 
.417 (10.59) 
.417 (10.59) 
.445 (1130) 

:j:Not available in KPSE *(TP) located within .010 T.P. with respect to diameter A and master keyway. 

Thru-Bulkhead Receptacles 

MS3119 KPTB 
(MS service class E) 

*(T.P.) located within .010 T.P. with respect to diameter A and master keyway. 

M 
Shell A Dia. K L +.0]1 (+ .79) R* S T 
Size ± .003 (± .08 ) ± .016 (± .406) Max. - .000 (- .00) (TP) Max. ± .005 (±.127) 

8 .471 (11.96) .062 (1.57) 1.125 (28.58) .562 (14.27) .594 (15.09) .828 (21.03) .120 (3.05) 

10 .588 (14.94) .062 (1.57) 1.125 (28.58) .562 (14.27) .719 (18.26) .954 (24.23) .120 (3.05) 
12 .748 (18.00) .062 (1.57) 1.125 (28.58) .562 (14.27) .812 (20.62) 1.047 (26.59) .120 (3.05) 

14 .873 (22.17) .062 (1.57) 1.125 (28.58) .562 (14.27) .906 (23.01 ) 1.141 (28.98) .120 (3.05) 

16 .998 (25.35) .062 (1.57) 1.125 (28.58) .562 (1 4.27) .969 (24.61) 1.234 (3134) .120 (3.05) 

18 1.123 (28 .52) .062 (1.57) 1.1 25 (28.58) .562 (14.27) 1.062 (26.97) 1328 (33.73) .120 (3.05) 

20 1.248 (31.70) .094 (2.39) 1.406 (35.71) .688 (1 7.48) 1.156 (29.36) 1.453 (36.91) .120 (3.05) 

22 1.373 (34.87) .094 (2.39) 1.406 (35.71) .688 (17.48) 1.250 (31.76) 1.578 (40.08) .120 (3.05) 
24 1.498 (38.05) .094 (2.39) 1.406 (35.71) .688 (17.48) 1.375 (34.92) 1.703 (43.26) .147 (3.73) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Ci rcular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 91702·0929 • (714) 557 ·4700 • (BOO) 845·7000 



MIL-C-264S2 , Series 1 Connectors KPT/KPSE 

Straight Plugs 

MS3116 
I MS service class E, F, J, PI 
MS3126 
I MS service class E, F, PI 

KPT06 

KPSE06 

11 
A 

DIA. 

1 

Shell 
Size 

t8 
10 
12 
14 
16 
18 
20 
22 
24 

SOLDER 
KPT06/MS3116 

THD 

A dia. 
Max 

.765 119.431 

.840121.341 

.999 125.381 
1.139 128.931 
1.261 132.031 
1.337 133.961 
1.477 137 521 
1.602 140691 
1.723 143.761 

:j: Not available in KPSE 

G 
M~x 

.782 Ii 9.861 

.926 123521 
1.043 126.491 
1.183 130051 
1.305 133.151 
1.391 135 .331 
1.531 138.891 
1.656 142.061 
1.777 145.141 

O THD 
GROMMET FOR r. .. TYPE S A. B. J & P 

I I I 1 i./ GRO MMET FOR 
A I ~ TYPE S E & F 

DIA I II 
I II 

1 I I I 
_}-' I 

L--I~iiiiF'- _ ...J 

SEE TERMINATION I 
ASSEMBLY-

CRIMP 
KPSE06/MS3126 

J 
±.010 1± 0.251 

.353 18.991 

.353 18991 

.353 18.991 

.353 18.991 

.353 18.991 

.353 18.991 
.415 110.541 
.415110.541 
.415110.541 

o Thread 
Class 2A 

7/1 6·28U NEF 
9/1 6·24U NEF 

11 /16·24UNEF 
13 /16·20UNEF 
15 /16·2 0U NEF 
1·1/16·18UNEF 
1·3/1 6·18UNEF 
1·5/16·18UNEF 
1·7/16·18UNEF 

Straight Plugs With Termination Assemblies 

-P""O -LBF~ -LE=1 -w_1 -iTIJ-t T 

~ 
t 1[] 1D1 HJ 

DA HBF 

J 
BP DP 

.395 ! _I .--.L (10.03) -L 
MIN.- 1_ 

TYPE A TYPE BAND F TYPE E TYPE J TYPE P 

TYPE A TYPE Band F TYPE E 
Shell LA OA V Thread LBF HBF GBF BE LE 
Size Max. Min. Class 2A Max. Max Min. Max. Max. 
t8 1.440 136.581 .335 18.51 1 1/2·2 8UNEF 1.906 148.4 11 .828 121 .031 .115 12.021 .608 115.441 1.328 133.731 
10 1.440 136581 .466 111.841 5/8·24UNEF 1.906 148.411 .891 122.631 .178 14.521 .734118.641 1.328 133.731 
12 1.440 136581 .591 115.011 3/4·20UNEF 1.906 148.411 1.016 125811 .302 17671 .858121.791 1.328 133.731 
14 1.444 136.581 .705119051 7/8·20UNEF 1.906 148.411 1.141 128.981 .365 19.271 .984 124.991 1.328 133.731 
16 1.440 136581 .830 121.081 1·20UNEF 2.047151.991 1.203 130561 .490 112.451 1.110128.191 1.328133.731 
18 1.444142211 .948 126.491 1·3/1 6·18UNEF 2.078 157151 1.469 137311 .615 115.621 1.234131.341 1.328 133. 731 
20 1.662142.211 1.043 126.491 1·3/16·18UNEF 2.250 157151 1.469137.311 .615 115.621 1.360 134.541 1.453 136911 
22 1.662 142211 1.198 130.431 1· 7 /16·18UNEF 2.250157.151 1.656 142.061 .740 118.801 1.484 137.691 1.453 136.911 
24 1.672 142.471 1.293 132.841 1· 7/16·18UNEF 2.312 158.721 1.750 144.451 .790 120.071 1.610 140.891 1.510138.541 

TYPE J TYPE P 
Shell W HJ OJ LP OP BP 
Size Max. Max. Max./Min. Max. Min. Max. 
t8 2.271 157681 .828 121.031 .230/.168 1584 /4271 1.500 138101 .317 18051 .608 115.441 
10 2.271 157681 .891 122.631 .321 /. 20517 .92 /5.211 1.500 138101 .434111.021 .734118.641 
12 2.411 161241 1.016 125811 .442/33811123 /8.591 1.500 138.101 .548 111921 .858121791 
14 2.599 166011 1.141 128981 .539/.416113.56 /1 0.571 1.500 138.101 .673 117.091 .984124991 
16 2.943 174.751 1.203 130.561 .616 /.550 115.65 /13 971 1.500 138101 .7 98 120271 1. 110 128.191 
18 3.172180571 1.469 137.311 .672/.600 117.07 /15.241 1.500138101 .899 122831 1234 131.341 
20 3.610191 .691 1.469 137311 .747 / 635118.97 /16.131 1.609 140.871 1.024 126.011 1.360 134541 
22 3.766195661 1.656 142.061 846 / 670 12149 /17021 1.609 140.871 1.149129181 1.484 137691 
24 3.985 11 01.221 1750144.451 .894 /.740122.71 /1 8.801 1.687 142851 1.274 132.361 1.610140.891 

:j: Not available In KPSE 

ITT Cannon Dimensions are shown in inches (lnillimeters). 
Dimensions subject to change. 65 
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MIL-C-26482, Series 1 Connectors 

Jam Nut Receptacles 

MS]114 
(MS service class E. F. P) 
MS]124 
(MS service class E. F. P) 

Shell A 
Size ± .OO] (± 0.08) 

t8 .471 (11.96) 

10 .588 (14.93) 

12 .748 (19.00) 

14 .873 (22.17) 

16 .988 (25.3 5) 
18 1.1 23 (28.52) 

20 1.248 (3UO) 

22 1.373 (34.87) 
24 1.498 (38.05) 

~ Not availabl e in KPSE 

F 
± .005 (.130) 
.525 (13.34) 

.650 (16.51) 

.813 (20.65) 

.937 (2180) 

1.061 (26.95) 
1.186 (30.12) 

1.311 (33.30) 
1.436 (36.47) 

1.561 (39.65) 

KPT07 

KPSE07 

H 
± .017 (± 0.4]) 

.750 (19.05) 

.875 (22.22) 

1.062 (26.97) 
1.188 (30.17) 

1.312 (33.32) 
1.438 (36 .25) 

1.562 (39.67) 
1.688 (42.87) 

1.81 2 (46.02) 

TtJ~M~~;Q,"O 
A . 

DIA 

l . ' 
RTHD~II_T 

SOLDER 
KPT07/MS]114 

M 
K ± .0]1 (± .08) 

± .020 (± .05) - .000 (- .00) 

.11 7 (2.97) .691 (17.55) 

.117 (2.97) .691 (17.55) 

.117 (2.97) .691 (17.55) 

.117 (2.97) .691 (17.55) 

.117 (2.97) .691 (17.55) 

.117 (2 .97) .691 (17.55) 

.148 (3.76) .879 (22.33) 

.148 (3.76) .879 (22.33) 

.148 (3.76) .912 (23.16) 

N 
Max. 

1.078 (27.38) 

1.203 (30.56) 
1.319 (35.33) 

1.516 (38.51) 

1.641 (41.68) 
U66 (44.86) 
1.954 (49.63) 

2078 (52.78) 

2.203 (55.96) 

Jam Nut Receptacles With Termination Assemblies 

Shell 
Size 

8 
10 
12 

14 

16 

18 
20 
22 

24 

GROMMET FOR 

~ 
TYPES A. S, P 

" 

TYPE A , 
(No Term. Assy.) : 

-j L-z 

- '''~~ 
lM~ "" 
~-Lj 

TYPE A TYPE BAND F TYPE E 
Z HBF GBF LBF BE 

Max. Max Min. Max. Max. 
.312 (7.92) .828 (21.03) .115 (2.92) 1.906 (48.41) .608 (1544) 
.312 (7.92) .891 (22.63) .178 (4.52) 1.906 (48.41) .734 (18.64) 
.312 (7.92) 1.016 (25.81) .302 (7 .67) 1.906 (48.41) .858 (2U9) 
.312 (7 .92) 1.141 (28.98) .365 (9 .27) 1.906 (48.41) .984 (24.99) 
.3 12 (7 .92) 1.203 (30.56) .490 (12.45) 2.047 (51.99) 1.110 (28.19) 
.312 (7.92) 1.469 (37.31) .615 (15.62) 2.078 (52.78) 1.234 (31.34) 
.193 (4.90) 1.469 (37.31) .615 (15.62) 2.328 (59.13) 1.360 (34.54) 
.193 (4.90) 1.656 (42.06) .740 (18.80) 2.328 (59.13) 1.484 (37.69) 
.150 (3.81) 1.750 (44.45) .790 (20.07) 2.453 (62.31) 1.610 (40.89) 

ITT Cannon 

S 
max. 

.954 (24.23) 

1.078 (27.38) 
1.266 (32.16) 

1.391 (35.33) 

1.516 (38.51) 
1.641 (41.68) 

1.828 (46.43) 
1.954 (49.63) 

2.078 (52.78) 

LE 
Max. 

1.344 (34.14) 

1.344 (34.14) 
1.344 (34.14) 

1.344 (34.14) 
1.344 (34.14) 

1.344 (34.14) 

1.594 (4.49) 
1.594 (40.49) 

1.641 (41.68) 

KPT/KPSE 

r-M-.ll- GROMMET FOR 

Ttli --l I~_;: / TYPE E & F 

" ' 110 
A . I I I I 

OIA. I I I I 

l 
I I II 
I I I I 
L "-'-.J 

R THO. --l ~;~~(GROMMET FOR 

TYPE A. 8. & P 

CRIMP 
KPSE07/MS3124 

T 
Panel Thickness 

Min. Max. 
.062 (1.57) .125 (3.17) 

.062 (1.57) .125 (3. 17) 

.062 (1 .57) .125 (3.1 7) 

.062 (1.57) .125 (3.17) 

.062 (1.57) .125 (3.17) 

.062 (1.57) .125 (3.17) 

.062 (1.57) .250 (6.35) 

.062 (1 .57) .250 (6.35) 

.062 (1.57) .250 (6.35) 

R thread 
Class 2A 

911 6·24UNEF 

11 / 16·24UNEF 
7/8·20UNEF 

1·20UNEF 

1·1/8·18UNEF 
1·1/4·18UNEF 

1·3/8·18UNEF 
1·1/2·18UNEF 

1·5/8·18UNEF 

~~ 
OP BP 

TYPE P 

BP DP LP 
Max. Min. Max. 

.608 (15.44) .317( 8.05) 1.391 (35.33) 

.734 (18.64) .434 (1 1.02) 1.391 (35.33) 

.858 (2U9) .548 (13.92) 1.391 (35.33) 

.984 (24.99) .673 (17.09) 1.391 (35.33) 
1.110 (28.19) .798 (20.27) 1.391 (35.33) 
1.234 (31.34) .899 (22.83) 1.391 (35.33) 
1.360 (34.54) 1.024 (26.01) 1.641 (41.68) 
1.484 (37.69) 1.149 (29.18) 1.641 (41.68) 
1.610 (40.89) 1.274 (32.36) 1.703 (43.26) 

Circular Products, 666 E. Oyer Rd .. P.O. Box 929, Santa Ana, CA 92702-0929 • (7141 557-4700 • (800) B45-7000 



MIL-C-264S2, Series 1 Connectors KPT/KPSE 

Right Angle Plugs 

KPT08/ KPSE08 

;J
QTHD. 

HO 

T' -l 
A I 

DIA : 

l' _J a
-POLARIZING 

BOSS 

Q 
f i';/""-L ;,',?,~~'; :0' T'" f:~"n 

A I I I I 
DIA. ::: I 
I • I I I I 

...L L~J 

Solder KPT08 

KPT /KPSE 
Shell A Dia. G 
Size Max. Max. 

t8 .765119.43) .7B2119.B6) 
10 .840 121.34) .926 123.52) 
12 .999 125.38) 1.043 126.49) 
14 1.139 128.93) 1.183130.05) 
16 1.261 132.03) 1.305133.15) 
18 1.337 133.96) 1.391 135.33) 
20 1.477 (37.52) 1.531 138.89) 
22 1.602 140.69) 1.656 142.09) 
24 1.723 143.76) 1.777 145.13) 

+ Not available In KPSE. 
NOTE: for size 10 and 24 consult factory for availability in type A, B, E and F. 
For size 8 consult factory for availability in Type P. 

Crimp KPSEOa 

GROMMET FOR 
TYPES A. B. J & P 

a Thread 
Class 2A 

7 I 16·28UNEF 
9/16·24UNEF 

11 116·24UNEF 
13 /16·20UNEF 
15/16·20UNEF 

1·1 /16·18UNEF 
1·3/16·18UNEF 
1·5/16·18UNEF 
1· 7/16·1 BUNEF 

Right Angle Plugs With Termination Assemblies 

CP---j 

..IV" lP 

TYPE A AND E TYPE HAND F TYPE P 
Shell LAE DAE V Thread DHF lHF l V Thread AP lP CP V Thread 
Size Max. Max. Class 2A Max. Max. Max. Class 2A Max. Max. Min. Class 2A 

t8 1.421 136.09) .822 120.88) 112·28UNEF 1.238 131.44) 1.421 136.09) 1.B42 146.79) 112·28UNEF -1-) -I-) -1-) 112·28UNEF 
10 1.4B4 137.69) .853 121.67) 518·28UNEF 1.269 132.24) 1.484137.69) 1.937 149.20) 518·28UNEF 1.030 126.16) 1.380 135.05) .252 16.40) 518·28UNEF 
12 1.546 139.27) .916 123.27) 314·20UNEF 1.395 135.43) 1.546 139.27) 1.937 149.20) 314·20UNEF 1.030 126.16) 1.567 139.80) .252 16.40) 314·20UNEF 
14 1.577 140.05) .978 124.B4) 7IB·20UNEF 1.519138.58) 1.577 140.05) 2.1 24 153.95) 7 I 8·20UNEF 1.030 126.16) 1.567 139.80) .28317.19) 718·20UNEF 
16 1.609 140.87) 1.041 126.44) 1·20UNEF 1.582 140.1 B) 1.609 140.B7) 2.203 155.96) 1·20UNEF 1.2BO 132.51) 1.567 139.80) .355 19.02) ' ·20UNEF 
18 1.734144.04) 1.1 03 128.70) 1·3116·18UNEF 1.644141.76) 1.734 144.04) 2.380 160.45) 1·3116·18UNEF 1.280132.51 ) 1.755 144.5B) .530 (13.46) 1·31 16·18UNEF 
20 1.879 147.73) 1.166 129.62) 1·5116·18UNEF 1.707 143.36) 1.879 147.73) 2.629 166.78) 1·5116·18UNEF 1.530 138.86) 1.782 145.26) .562 (14.27) 1·5116·18UNEF 
22 2.035151.69) 1.245 131.62) 1·7/16·18UNEF 1.884147.85) 2.035151.69) 2.629 166.78) 1·71 16·18UNEF 1.530 138.86) 1.782 145.26) .562 114.27) 1·7 /1 6·18UNEF 
24 2.035151.69) 1.322 133.58) 1·7 I 16·18UNEF 1.963 149.86) 2.035 151 .69) 2.B95 173.53) 1·7 I 16·18UNEF 1.780 145.21) 2.087 153.01) .610 (15.49) 1·7/16·18UNEF 

+Not available in KPSE. NOTE: For size 10 and 24 consult factory for availability in type A, B, E and F. For size 8 consult factory for availability in Type P. 

ITT Cannon 
Circular Products. 666 E. Dyer Rd" P.O. Box 919, Santa Ana, CA 91701 ·0919 • (714) 557 ·4700 • (BOO) B45·7000 
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MIL-C-26482, Series 1 Connectors KPT/KPSE 

Panel Cutouts 

Box and Wall Mounting Receptacle 

r p ~ .005 (130) 
4 HOLES .-, 

91' 
Jam Nut Receptacle 

+.010 (.250) 
- .000 (000) 

+ .010 (.250) 
- .000 (000) 

Panel Thickness 

Maximum panel thickness dimensions allowable to 
ensure complete connector operation for the Wall 
Mounting Receptacle, Box Mounting Receptacle, 
and Thru-Bulkhead Receptacle . 

/ 

FLANGE (FRONT MOUNTING) MOUNTING HOLE DIA. 
Shell KPT {KPSE KPT {KPSE 
Size A R P + .005 Screw 
;8 .618 (15.70) .594 (1509) .125 (3.17) #4 
10 .735 (18.67) .719 (18.26) .125 (3.17) #4 
12 .859 (21.82) .812 (20.62) .125 (3.17) #4 
14 .985 (25.02) .906 (23.01) .125 (3.17) #4 
16 1.113 (28.27) .969 (24.61) .125 (3.17) #4 
18 1.235 (31.37) 1.062 (26.97) .125 (3.17) #4 
20 1.361 (3457) 1.156 (29.36) .125 (3.17) #4 
22 1.485 (37.72) 1.250 (31.75) .125 (3.17) #4 
24 1.611 (40.92) 1.375 (34.92) .155 (3.94) #6 

:l=Not avai lable in KPSE connectors. 

Shell KPT {KPSE 

:l=Not Available in KPSE connectors. 

Wall Mounting and Thru-Bulkhead Receptacle 
Box Mounting Receptacle 

~PANEl 
'-PANEL 

FRONT REAR 
FRONT PANEL REAR PANEL PANEL PANEL 

MTG REF MTG REF MTG REF MTG REF 

B B 
Size Max Max 

8 Size panel 

10 
and 

screw 
12 .087 head 
14 (2.21) 

16 10 

18 12 .218 
20 14 (5.54) 

22 .212 16 (5.38) 
24 18 

20 .334 
22 (8 .74) 

24 .311 
(7.90) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Circu lar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929. (7141 557-4700 • (800) 845-7000 



MIL-C-264S2 , Series I Connectors 

Dummy Receptacles 

How To Order KPT 15 - 12A 

SERIES PREFIX T J 
DUMMY RECEPTACLE INDICATOR 

SHELL SIZE -----------' 

MODIFICATIONS -----------' 

SERIES PREFIX 

KPT/KPSE 

to 
f.= J --jf-- K 

KPT - ITT Cannon Prefix NOTE: For MS version and additional finishes see PV catalog. 

SHELL SIZE 
8 thru 24 

MODIFICATIONS 
None - Olive drab chromate over cadmium 

Protective Caps 

Shell 
Size 

10 

12 
14 

16 

18 
20 

22 
24 

A 
± .003 (± .08) 

471 (11.96) 
.588 (14.94) 

.748 (19.00) 

.873 (22.17) 

.998 (2535) 

1.123 (28.52) 
1.248 (31.70) 

1.373 (34.87) 

1.498 (38.05) 

How To Order KPT 80 12 C * 80 - cap for plugs 

~:~ES PREFIX ___ --.JT IT 
SHELL SIZE _______ ---'J 
TERMINATION STYLE --------' 

MODIFICATIONS ----------' 

SERIES PREFIX 
KPT - ITT Cannon Prefix 

TYPE 
80 - Plug Cap 
81 - Receptacle Cap 

SHELL SIZE 
8 thru 24 

TERMINATION STYLE 
C - Sash Chain 
N - Sash Chain with Ring (81 type only) 

NOTE: For MS vers ion and additional finishes see PV catalog. 
(N Style used Primarily for Jam Nut Receptacle) 

MATERIALS AND FINISHES 

Protective Cap 

Sash Chain 

Ring/ Rivet 

Gasket 

KPT 

aluminum allov. olive drab finish per 
QQ·P·416 

stainless steel 

stainless steel 

polVchloroprene 

Shell A F 
Size ± .003 (± .OB) Max. 

.471 (11.96) . 719 (18.26) 

10 .588 (14.94) .844 (21.44) 

12 .748 (19.00) 1.000 (2540) 

14 .873 (22.17) 1.125 (28.58) 

16 .998 (2535) 1.250 (31.75) 

18 1.123 (28.52) 1.375 (34.93) 

20 1.248 (31.70) 1.500 (38.10) 

22 1.373 (34.87) 1.625 (41.26) 

24 1.498 (38.05) 1.750 (4445) 

ITT Cannon 

Basic 

.594 (15.09) 

.7 19 (18.26) 

.812 (20 .62) 

.906 (2301) 

.969 (24.61) 
11.57 (26 .97) 
1.156 (2396) 

1.250 (31.75) 

1.375 (34.93) 

H 
3000 (76.20) 

3000 (76.20) 
1500 (88.90) 

1500 (88.90) 

1500 (88.90) 
1500 (8890) 

4.000 (10160) 

4.000 (101.60) 
4.000 (101.60) 

J 
F G + .031 (+ .79) K 

Max. ± .005 (±.13) - .000 (- .00) ± .016 (± .41) 

.828 (21 .03) .120 (305) 412 (1046) .062 (1.57) 

.954 (24.23) .120 (305) A12 (1046) .062 (1.57) 
1.047 (26.60) .120 (305) 412 (1046) .062 (1.57) 
1.141 (28.98) .120 (305) 412 (1046) .062 (1.57) 

1.234 (3134) .120 (305) 412 (1046) .062 (1.57) 
1.328 (3373) .120 (305) 462 (11.73) .0 62 (1.57) 
1.453 (36.91) .120 (105) .556 (14.12) .094 (239) 
1.578 (40 .08) .120 (305) .556 (14.12) .094 (2.39) 

1.703 (43.26) .147 (373) .589 (14.96) .094 (239) 

81 - cap for receptacle 

.094 

(2'39)~r Max. 

rR 

L[)-1 
H + :500 (t 2.7) H + :500 (12.7) 

-.250 (6.35) -.250 (6.35) 
CHAIN LENGlHCHAIN LENGlH 

M 
+ .031 (+ .79) N n R 

Max. - .000 (- .00) Min. Max. Max . 

.562 (14.27) .368 (935) .578 (14.68) .734 (1864) .562 (1427) 

.562 (14.27) .368 (9.35) .703 (17.86) .859 (21.82) .562 (1427) 

.562 (14.27) 368 (935) .891 (22.63) 1.000 (2540) .562 (14.27) 

.562 (14.27) 368 (935) 1.016 (25.81) 1.125 (28.58) .562 (14.27) 

.562 (14.27) .368 (935) 1.141 (28.98) 1.250 (31.75) .562 (1427) 

.562 (1427) 368 (935) 1.266 (32 .16) 1.375 (34.93) .562 (14.27) 

.625 (15.88) 430 (10.92) 1391 (3533) 1.500 (38.10) .562 (14.27) 

.625 (15.88) 430 (1092) 1.5l6 (38.51) 1.625 (41.26) .562 (14.27) 

.658 (16.71) 463 (11.76) 1.641 (41.68) 1.750 (4445) .602 (15.29) 

Dimensions are shown in inches (millimeters ). 
Dimensions subiect to change. (j~) 

Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (714) 557 ·4700 • (800) 845·7000 
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MIL-C-264B2, Series 1 Connectors KPT/KPSE 

Test Data 

The following excerpts are some of the parameter requirements of the MIL-C-26482 specification. 

Test 
Description 
Contact 
Retention 

Contact 
Insertion /Extraction 
(KPSE Onlyl 
Coupling 
Torque 

Durability 

Insert Retention 

Insulation Resistance 

Vibration 

Shock 

Thermal 
Shock 
Humidity 

Air Leakage 
(KPT Onlyl 

Salt Spray 
(Corrosionl 
Fluid Immersion 

Paragraph 
Reference 
4.6.32 .1 

4.6. 11 

4.6.3 

4.6.17 

4.6.29 

4.6.7.1 

4.6.21 

4.6.23 

4.6.12 

4.6.25 

4.6.15.1 

4.6.19 

4.6.27 

Requirements 
After preloading to 3 pounds maximum, the force shall be applied at a rate of approximately 1 pound per second and ma intained at fu ll load fo r 5-10 seconds. 
No damage to contacts or insert shall result nor sha ll the contacts be dis located from their normal position in the connector more than 0.012 inch under 
giveload for KPSE and within 1 minute after the load is removed for KPT. 

Contact Size 20 16 12 

Load in Pounds Min . 15 25 25 
When using the proper insertion and extraction tools the forces required to insert or extract the contact shall not exceed 20 Ibs. Connectors shall be less 
endbell. 

For qualificati on testing, mating halves shall be coupled and uncoupled, measuring the torques necessary. The torques required to couple and uncouple mating 
connector halves shall fall within the limits specified as follows: 

Torque lb. I in. Torque lb. I in. 
She ll Size Max. Min. Shell Size Max. Min. 

8 8 1 18 28 4 
10 12 1 20 32 6 
12 16 2 22 36 7 
14 20 4 24 44 7 
16 24 4 

Connector halves shall be mated and unmated 500 times at a rate of 200 ± 1 00 cycles per hour. The test may be performed by hand or by mechanical means, 
but the coupling ring shall be operated as in normal service. Failure to complete this test because of mechanical malfunction shall be cause for rejection. 
Connectors with the endbells and grommets (if possiblel removed shall be subjected to a 75 psi load on the insulator in both directions. The load shall be 
applied at a rate of 10lb/sec. and held for 5 to 10 secs. Insulators shall not be dislodged from their original position. 
On unmated connectors at 25'C± 3'C a potential of 500 VDC ± 10% shall be applied between all, but not more than 6, pairs of adjacent contacts and between 
all , but not more than 6, contacts and the shell. Failure to meet a minimum requirement of 5,000 megohms shall be cause fo r rejection. 
Wired, mated connectors sha ll be subjected to the vibration test of MIL-STO-1344, Method 200 5, Test Condi tion II. Receptacles shall be mounted on the 
vibration fixture by normal means. All contacts shall be wired in a series circuit and 100 max. milliamperes of current sha ll be allowed to flow through the series 
circuit during vibration. Suitable means shall be employed to monitor the current flow and to indicate any discontinuity of more than 10 microseconds. The wi re 
bundle shall be clamped to nonvibrating points at least 8 inches from the rear of the connecto r. Cu rrent discontinuity of 10 microsecond or more, 
disengagement of the mated connectors, evidence of cracking, breaking, or loosening of parts sha ll be cause for rejection. 
Wired, mated connectors shall be subjected to one shock in each direction in each of three mutually perpendicular axes. The pulse shall be approximate half 
sine wave of 50g± 15% magni tude with a duration of 11 ± 1 milliseconds. Receptacles shall be mounted on a shock fixture by normal means. All contacts shall 
be wired in a series circuit and 90-1 10 ma o of current sha ll flow through the series circuit during shock. Suitable means shall be employed to monitor the 
current flow and to indicate any discontinuity of more than 10 microseconds. Current discontinuity of 10 microseconds or more, disengagement of the mated 
co nnectors, evidence of cracking, breaking, or loosening of pa rts shall be cause for rejection. 
Wired, unmated plug and receptacle shall be subjected to 5 cycles of hot and cold temperatures. Maximum temperature shall be + 125'C and the minimum 
shall be - 55'C. Duration at each temperature extreme shall be 1/2 hour minimum. Cracking, breaking or loosening of parts shall be cause for rejection. 

The connectors sha ll be subjected to varying humidity, 50% to 95%, conditions for a period of 10 days KPSE or 20 days KPT. The insulation resistance shall not 
be less than 100 megohms. 
A 30 psi pressure differential shall be applied across the connector for 30 minutes. The leak rate, in either direction, sha ll be no greater than 1 atmosphere 
cubic inch per hour (4.55 X JOlcmJ/SI at - 67'F (- 55'C!. 
Unmated and wired connectors shall be subject to a salt fog for 48 hours. These sha ll be no exposure of base metal, the connector shall be functional and meet 
the contact resistance requirement. 
At least one connector, unmated and wired, shall be immersed in each flu id for a period of 20 hours then dried at room conditions for hour. Connectors shall be 
able to mate and meet the coup li ng torque requirements. 
al Hydraulic Fl uid per MIL- H-5606, bl Lu bricating Oil per MIL-L-7808 

ITT Cannon 
Circular Products, 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (714) 557-4700 • (800) 845·7000 



MIL-C-26482, Series 1 Connectors 

Tooling, Crimp 

KPSE Insertion 

Contacts 

M22520/l -01 CRIMP TOOL 
M22520 /1-02 Turret 

Contact Size 

20 
16 

Contact 
Size /Type 

20 Socket 
20 Pin 

16 Socket 

16 Pin 

MS24256A20 
MS24256A16 

Military 
Part Number 

M39029 /32 -259 
M39029 /31 -240 
M39029 /32-247 
M39029 /31 -228 

#20 
Contacts for Printed Circuit Applications Also Available 

Wire Hole Fillers / Grommet Sealing Plugs 

Contact 
Size 

20 
16 

ITT Cannon 

Cannon 
225-1012-000 
225-1011 -000 

1st 

Red 

Red 
Red 

Red 

Part Number 

Contact Size 
20 
16 

Color Bands 
2nd 

Green 

Yellow 
Yellow 

Red 

Military 

MS3187A20 
MS3187-16 

KPT/KPSE 

KPSE Extraction 

3rd 

White 

Black 
Violet 
Grey 

MS24256R20 
MS24356R16 

ITT Cannon 
Part Number 

031 -9074-002 

030-9036-000 

031 -9095-003 
030-9032-003 

Color 
Code 

Red 
Blue 

Circular Pro ducts. 666 E. Oyer Rd .. P.O. Box 919. Santa Ana. CA 91701-0919 · (7141 557-4700 . (8001 845-7000 
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MIL-C-26482, Series 1 Connectors KPT/KPSE 

KPSE Assembly Instructions 

Wire 
Contact Size Strip 

Size AWG Insulation 

20 #20-#24 3/1 60
• 

16 # 16-#20 114" 

CRIMPING CONTACTS 
1. Strip wires according to the table above taking care nollo cuI or nick strands. 

COUPLlN~G NUT 
FERRULE 

ENDBELL 

CONTACT INSERTION 
1. Remove hardware from plug and receptacle. Slide hardware over wire bundle in 
ploper order for reassembly. 

4. Use contacts and grommet sealing plugs to fill any empty cavities. 

CONTACT EXTRACTION 
1. Slide hardware back over wire bundle. Using proper extraction 1001 or extraction 
end of proper insertion/extraction 1001. proceed as follows: 

~ 

Right 

Wrong 

2.lnserl stripped wire into conlact crimp pot. Wire must be visible thru inspection 
hole. 

#16 CONTACTS 

INSERTION 
SHOULDER 

#20 CONTACTS 

2. Use the proper contact insertion tool and slide the tool over the terminal end of 
the con tact. The size 16 contact lies in the tool and the tool tip bullS against the 
contact shoulder. The rear, or insulation support of the size 20 contact butts against 
an Internat should er in the 1001 lip. 
NOTE: Apply a small amount of isopropyl alcohol to (he inser tion tool lip while 
inslalling con(aets, 

COMPLETION 
1. Check face of plug or receptacle for proper contact installation. 

1st Index Line 
Pin Contacts 

KPSE: There are two lines on the clip sleeve which are vital to the contact removal 
process. The first index line is used for removing pin conlacls while the second index 
line is for removing socket contacts. 

ITT Cannon 

3. Using correct crimp tool and locator select proper crimp setting f or wire sizer lobe 
crimped; cycle Ihe 1001 once to be sOle Ihe indenlorsare open. Insert contact and 
wire into locator. Squeeze tool handles firmly and compl etely to insure a proper 
crimp. The tool will not release unless the cri mp indentors in the 1001 head have been 
fully actuated. Release crimped contac t and wire from tool. Be certain the wire is 
visible thru inspection hole incontacl. 
CAUTI ON: Check that none of the contacts are bent or damaged in any way after 
efmrping. 

3. Beginning from center cavity and working outwards in a circular paltern. insert 
wired contac ts in to rear of connector by hand until the front of the contact shoulder 
is no more than 1 / 8 ~ fr om the grommet. Holding the connector horizontally. position 
tool behind con tact. Push tool straight into contact cavity un til contact snaps into 
position. A light pull on wi re will assure that contact is locked securely. Repeat for 
reemaining contacts. 

Size Torque in /lbs. 

8.10.12 and 14 10-1 5 

16 and 18 15-25 

20.22 and 24 25-35 

2. Using mating connector with con tacts installed, mate both conneClOr halves 
together. 
3. Assemble ferrule over the grommet by hand as far as possib le. 
4. Assemble endbell over ferrul e and loosely tighten endbe ll. Part ially loosen (1 /4 
turn) and retighten to recommended torque limits. 

Carefully place the tool tip over th e contact to be extracted until the 1001 tip touches 
the in sulator face. Carefully rotate the too l until the index line is slightly below the 
insula tor face. Keep an even pressur against tool body; push plunger forward with 
thumb and index finger. and push the con tact out Ihrough the clip. Carefully remove 
extraction tool from connector. Pull the wire by hand 10 complete the removal of the 
con tact. 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557 -4700 • (800) 845-7000 



MIL-C-26482 , Series 1 - Special Termination Connectors 

How to Order 

KPT 03 -
KPT 04 -
KPT 05 -
KPSE 03 -
KPSE 04 -
KPSE 05 -
T 

T I PREFIX ------ -------------' 
SHELL STYLE -----------------------' 
DASH (No Class required, less 
rear termination) -----------------------' 

18 - 32 
18 - 32 
18 - 32 
18 - 32 
18 - 32 
18 - 32 

SHELL SIZE ------------------------' 

P 
P 
P 
P 
P 
P 

1 CONTACT ARRANGEMENT --------------------' 
CONTACT TYPE --------------------------' 
P - Pin 
S - Socket 

W 
W 
W 
W 
W 
W 

AlTERNATE INSERT POSITION ----- ----------------' 

Contact ITT Cannon for additional information 

Solder Type KPT01 /04 /05 - Supplied less endbell, ferrule and grommet. 

KPTOl KPT04 

Crimp Type KPSE01 /04/ 05 - Supplied less endbell and ferrule . 

KPSEOl KPSE04 

Twist Pull lanyard Release Coupler Plug 

KPT06 /KPSE06 

PREFIX 
SHELL STYLE 
SERVICE TYPE 
SHELL SIZE 
CONTACT ARRANGEMENT 

\'" CONTACT TYPE 
POLARIZATION ' .... ,~v....... 
MODIFICATION CDDE* 

KPT05 

KPSE05 

KPT 
KPSE 

I 

* Omit (0) of shell style indication when using this modification code. 

A 22 - 55 P W 16 
E 22 - 55 S Z 16 

J J J J} 
16 = Overall length of connector including lanyard to be 6" ± 1/8" when measured over a 1" ± .005 " 

diameter mandrel. 

Printed Circuit Termination 

KPT02E KPT07 

ITT Cannon 
Circular Products. 666 E. Oyer Rd .. P.O. Box 929. San.a Ana. CA 92702 ·0929 . (714) 557-4700 • (BOO) 845·7000 
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MIL-C-26482, Series 2 Connectors 

• Intermateable with MIL-C-26482 Series I 
• Operating term perature - 55°C to ± 2DDoC 

The PV connector is designed to meet the rugged 
requirements of MIL-C-26482, Series 2 I MIL
C-83723 Series 1*, the specification which delin
eates the critical requirements of space-age appli
cations. PV connectors have been used extensively 
on major aerospace programs requiring general
purpose, miniature cylindrical bayonet coupling con
nectors such as Space Shuttle, Apollo, ATM, OWS 
Minuteman, Skylab, Thor-Delta, Titan IIIC, and 
Viki ng . 

The PV series is an important member of the 
Universal Interconnect System (UIS) - the only 
system that can perform all interconnect ion mis
sions. This system is adaptable for use with connec
tors of all shapes and sizes, including circular and 
rectangular configurations, standard, miniature and 
subminiature sizes. UIS is a rear servicing system 
that evolved from the LITTLE CAESAR® rear re
lease contact retention assembly, pioneered and 
developed by ITT Cannon. Since thi s time, 
ITT Cannon, and its licensees, have supplied to 
industry over 250 million interconnections utilizing 
this system. 

PV7 connectors are available under numerous in
dustrial specifications, some of which are listed 
below: 

• CS512089 Jet Propulsion Laboratory 
• 40M39569 NASA, George C. Marshall Space 

Flight Center 
• 81052 Martin Marietta, Denver Division 
• MC414-0365 Rockwell International Space 

Division 
• AC414-0013 Rockwell International Autonetics 

Division 
• STS0003 McDonnel Douglas Astronautics 

Military Specification Cross Reference 

PV7 and MIL·C·26482 
(Series 21 Replacement for 

MIL·C·26482 (Series 1) 
MS311 O,MS3120 
MS3111 ,MS3121 
MS3112,MS3122 
MS3114,MS3124 
MS3116,MS31 26 
KSP I KSPM I KSSE 

NAS1599 
NAS1650,NAS1699 
NAS1651 ,NAS1700 
NAS1652,NAS1701 
NAS165 3,NAS1702 

MS Standards 

MS3470 
MS3471 
MS3470 
MS3474 
MS3476 
MS3472 
MS3475 

MS3470 
MS3472 
MS3474 
MS3476 

Universal Insertion / Extraction Tool Style - A 
single, expendable plastic tool is used for insertion and 
extraction of both pins and sockets. 

Simple, Strong Contact Design - One bas ic config 
uration eliminates undercuts and maximizes bend re
sistance for positive contact mating. 

Closed-Entry Socket Insert - Hard dielectric socket 
face of mating connector has lead -in chamfers for 
positive alignment of pins and sockets. 

Interfacial Pin Insert Seal - Universal interconnect 
permits design of raised moisture barriers around each 
pin which mate into lead -in chambers of hard face 
sockets insert for individual contact sealing. Interfacial 
sealing is never touched by service tools. 

Superior Contact Stability - Rear Contact Release 
System (LITTLE CAESAR contact assembly) features a 
stamped metal retaining clip captivated by molded-in 
shoulders of each contact cavity in the insulator. A 
rear-inserted plastic tool expands the tines beyond the 
contact shoulder, releasing the contact. 

Polarized Backshells - Interlocking teeth on the 
front of the backshell and rear portion of the shell allow 
end bells to be positioned as desired, eliminating chaf
ing of wire during assembly. 

ITT Cannon Prefix 
Commercial 

Design 
MIL·C·26482 

PV70 
PV71 
PV70 
PV74 
PV76 
PV72 
PV75 

MIL·C·83723* 
Slash Sheet 

Socket Pin 
11 12 
17 18 
11 12 
15 16 
/13 11 4 
13 14 
143 142 

11 12 
13 14 
15 16 
113 11 4 

*N OTE: M83723 series has been superseded by MIL-C-26482 Series 2. 

ITT Cannon 

......... . ~. 

Description 

Narrow Flange Receptacle 
Cable Connect ing Receptacle 
Narrow Flange Receptacle 
Jam Nut Receptacle 
Stra ight Plug 
Wide Flange Receptacle 
Straight Plug, RFI Shielded 

Narrow Flange Receptacle 
Wide Flange Receptacle 
Jam Nut Receptacle 
Straight Plug 

Circu lar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929· (714) 557 -4700. (800) 845-7000 
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MIL-C-26482, Series 2 Connectors PV 

Standard Data 

MATERIALS AND FINISHES 
Description Material Finish 

Shell Aluminum alloy per QQ·A·367, QQ·A·591 or QQ·A·225 Electroless nickel per MIL-C-26074, anodized per MIL-A-8625 or olive drab 
cadmium over nickel 

Insulators Rigid dielectric None 

Elastomers (grommets, interfacial and 0 ring seals) Silicone rubber (ITT Cannon blend) or Fluorosilicone rubber (ITT 
Cannon blend) 

None 
None 

Contacts Copper alloy Gold plate per MIL-G-45204 

Coupling Nut Aluminum alloy per QQ·A·591 Electroless nickel per MIL-C-26074, anodized per MIL-A-8625 or olive drab 
cadmium over nickel 

Jam Nut (on PV74) Aluminum alloy per QQ·A·225 Electroless nickel per MIL-C-26074, anodized per MIL-A-8625 or olive drab 
cadmium over nickel 

ELECTRICAL 
Contact 

Size 

12 

16 

20 

Wire 
Size 

12 

14 

16 

20 

20 

24 

Service Rating 

How to Order 

SERIES PREFIX 
MS - Complies with MIL-C-26482 Series 2 
PV - ITT Cannon Interchangeable with 

MIL-C-26482 Series 2 

SHEll STYlE 
ITT Cannon 

Part No. 

PV70 
PV71 
PV72 
PV74 
PV75 
PV76 

Military No. 

MS3470 
MS3471 
MS3472 
MS3474 
MS3475 
MS3476 

Description 

- Narrow Flange Receptacle 
- Cable Connecting Receptacle 
- Wide Range Receptacle 
- Jam Nut Receptacle 
- Straight Plug, RFI Shie lded 
- Straight Plug 

* Consult factory for availability. 

Insulation 0.0. Limits, inch (mm) 
min. max. 

.097 (2.46) .158 (4.01) 

.0 53 (135) .103 (2.62) 

.040 (1.02) .083 (2.11) 

Dielectric Withstanding Voltage (Test Voltage) 

Sea Level 70,000 ft. Altitude 

1500 Vac rms 375 Vac rms 

2300 Vac rms 500 Vac rms 

PV 

Max. Current 
for Tests (amps) 

23 

17 
13 
7.5 
7.5 
3.0 

70 
MS 3470 

Potential Drop 
(Millivolts at 2S'C) 

50 

45 

50 

45 

55 
45 

(2S'C) 

5000 megohms minimum 

5000 megohms minimum 

18 -32 P W 
18 -32 P W -, - r- -

T SERIES PREFIX.------------' T j SHEll STYlE.-- -----------....J 

CLASS,- -------------------' 

SIZE---------------------' 

CONTACT ARRANGEMENT-------------------' 

CONTACT TYPE.-----------------------' 

AlTERNATE INSERT POSITIONS,------- ---------------" 

AlTERNATE INSERT POSITIONS,------------ ---- -------' 

CLASS 
(PV Series and MS Series) 
* A - Fluid resistant. 200°C, non-con ductive 

(anodized) 
L - Fluid resistant. 200°C, conductive, finish 

(nickel) 
W - Corrosive and fluid resistant. 175°C 

(cadmium over nickel) 

SHEll SIZE 
8, 10, 12, 14, 16, 18, 20, 22 and 24 
(Size 8 available in PV70 & 76 only) 

CONTACT ARRANGEMENTS 
See page 76. 

ITT Cannon 

CONTACT TYPE 
P - Pin contact 
S - Socket contact 

AlTERNATE INSERT POSITIONS 
No designation required for normal position. 
Standard MS alternate positions available. 

LESS COMPONENTS 
Use "L" if PV connectors are ordered less 
contacts, sealing plugs and insertion I extraction 
tool ("L" is not stamped on connectors). To 
order MS connectors less contacts, purchase 
order must state less contacts. 

Dimensions are shown in inches (millimeters). 
Dim ensions subject to change. 75 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 91702 ·0929. (714) 557 ·4700 • (800) 845·7000 
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MIL-C-26482, Series 2 Connectors 

Contact Arrangements 

(Face view. pin insert) 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 
No. of Contacts 
Service Rating 

Shell Size 

8-33 
3-#20 

1 

14-12 
4-#16, 8-#20 

1 

'0 . 
'0 0, o· 0 

·0 o· 0' 
'0 0' 0, 

18-11 
11-#16 

2 

22-41 

(£) 
8-98 

3-#20 
1 

'0·'0 . 
,0,0 0 
0 0 • 0 "0 
' 0 0 0' 
'0. 0 ,0< 

14-15 
1-#16,14-#20 

1 

18-32 
32-#20 

1 

No. of Contacts 27-#20,14-#16 
Service Rating 1 

Alternate Insert Positions 

ego-o. 
'0 d 

00 

10-6 
6-#20 

1 

14-18 
18-#20 

1 

22-55 
55-#20 

1 

Face view. pin insert SHELL 
SIZE 

N 

~ 
10 

z· ~. 12 

~y.~ 
Contact arrangements requiring reduced diameter 14 
for lead-in chamfer on outer row of contact cavities 
as indicated below. 

Contact 
Shell Arrangements Contact Cavities 16 

8 33. 98 A. B. C 
12 10 C. G 18 
14 12 A. B. C. O. E. f. G. and H 
14 18 A. C. E. G. J. and l 
14 19 B. O. f. H. K. and M 

20 

16 26 A. B. C. O. E. f. G. H. J. K. l. M. N. 
P. and RI 22 

18 32 A. B. C. O. E. f. G. H. J. K. l. M. N. 
P. R. S. and T 

22 41 A. B. C. O. E. f. G. H. J. K. l. M. N. 24 
P. R. S. T. U. V. W. X. and Y 

® 
12-3 

3-#16 
2 

14-19 
19-#20 

1 

20-16 
16-#16 

2 

ARRANGE-
MENT 

33 
98 

3 
8 

10 
4 
5 

12 
15 
18 
19 

8 
23 
26 

8 
11 
32 
16 
39 
41 

21 
41 
55 
19 
31 
61 

ITT Cannon 

24-19 
19-#12 

2 

N 
0' 
0' 

0' 
0' 
0' 
0' 

0' 
0' 
0' 
0' 
0' 
0' 

0' 
0' 
0' 

0' 
0' 
0' 
0' 
0' 
0' 

0' 
0' 
0' 
0' 
0' 
0' 

12-8 
8-#20 

1 

(, 0. 
'°6°' 0, , 0 
00 

16-8 
8-#16 

2 

20-39 
2-#16,37-#20 

1 

W 
90' 

90' 

90' 
60' 
45' 
40' 
43' 
17' 
15' 
30' 

54' 
158' 

60' 

180' 
62' 
85' 

238' 
63' 
45' 
16' 
39' 
30' 

30' 
90' 
90' 

066
6lo 

666 

12-10 
10-#20 

1 

16-23 
1-#16,22-#20 

1 

20-41 
41 -#20 

1 

24-31 
31-#16 

1 

POS CODE 
X 

112' 
155' 

92' 
90' 

110' 
90' 

165' 

152' 
270' 

119' 
138' 

318' 
144' 
126' 
135' 
135' 
142' 

165' 
225' 
180' 

@)o . 
0,0 

° 14-4 
4-#12 

1 

16-26 
26-#20 

1 

Y 

180' 
203' 
270' 

184' 

155' 
180' 
315' 

180' 

275' 

241 ' 
222' 

333' 
252' 
225' 
175' 
264' 
226' 
315' 
255' 
270' 

Circu lar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 · (714) 557-4700 • (800) 845 ·7000 

PV 

~ 
"0§) 

14-5 
5-# 16 

2 

18-8 
8-#12 

1 

22-21 
21 -#16 

2 

24-61 
61-#20 

1 

292' 
295' 

273' 

234' 
270' 

331 ' 

338' 

340' 
265' 

347' 
333' 

349' 

314' 

324' 



MIL-C-26482, Series 2 Connectors PV 

Narrow Flange Receptacle 

MS3470 PV70 

Cable Connecting Receptacle 

MS3471 PV71 

- ER REF. 

TYPE C TYPE S 

Backshell Assemblies not supplied with MS connectors. 

Shell 
Size* 

8 
10 
12 
14 
16 
18 
20 
22 
24 

Shell 
Size* 

10 
12 
14 
16 
18 
20 
22 
24 

4 HOLES 1251115131812921 OIA SIZES 10·22 

POLARI~~c2~I42" "" \"" OlA SIZE" ONLY 
GROOVE no ,~;PI 0 
l . • 

/ (T:P~ 
'~::O (TP) 

B 
Max. 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.587 (14.91) 

.587 (14.91) 

.620 (15.75) 

A 
Max. 

.591 (1 5.01 ) 

.751 (19.08) 

.876 (22 .25) 
1.001 (25 .43) 
1.126 (28.60) 
1.251 (31.18) 
1376 (34.95) 
1.501 (38.13) 

F 
Max. 

.474 (12.04) 

.594 (15.01) 

.751 (1 9.08) 

.876 (22.25) 
1.001 (25.43) 
1.126 (28.60) 
1.251 (31.18) 
1376 (34.95) 
1.501 (38 .13) 

POLARIZING 
GROOVE 

B 
Max. 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.462 (11.13) 

.462 (11.73) 

.587 (14.91) 

.587 (14.91) 

.620 (15.75) 

G 
Max. 

1.215 (30.85) 
1.215 (30.85) 
1.215 (30.85) 
1.215 (30.85) 
1.215 (30.85) 
1.215 (30.85) 
1.275 (32.40) 
1.275 (32.40) 
1.275 (32.40) 

J 
Max. 

.078 (1.98) 

.078 (1 .98) 

.078 (1 .98) 

.078 (1.98) 

.078 (1 .98) 

.110 (2.79) 

.110 (2.79) 

.110 (279) 

J 
Max. 

.078 (1 .98) 

.078 (1.98) 

.078 (1.98) 

.078 (1.98) 

.078 (1.98) 

.078 (1 .98) 

.110 (2.79) 

.110 (2.79) 

.110 (2.79) 

FftrlHO 

fUMrl 
~:~L 

(3.30/4.83) 

K L 
.594 (15.09) .828 (21.03) 
.719 (18.26) .954 (24.23) 
.812 (20.62) 1.047 (26.59) 
.906 (23.01) 1.141 (28.98) 
.969 (24.61) 1.234 (31.34) 

1.062 (26.97) 1.328 (3173) 
1.156 (2936) 1.453 (36.91 ) 
1.250 (31.15) 1.578 (40.08) 
1375 (34.93) 1.103 (4126) 

ltcTHO 

[UI 
~w-d L .1 3D/.l~ 

(3.30/4.83) 

R Dia. S W 
Max. Max. Max. 

1.082 (27.48) .954 (24.23) 1.215 (30.86) 
1.176 (29.87) 1.047 (26.59) 1.215 (30.86) 
1.270 (32.26) 1.141 (28.98) 1.215 (30.86) 
1364 (34.64) 1.234 (31.34) 1.215 (30 .86) 
1.458 (37 .03 ) 1.328 (3173) 1.215 (30.86) 
1.108 (4138) 1.578 (40.08) 1.275 (3238) 
1.108 (4338) 1.578 (40 .08) 1.275 (3238) 
1.832 (46.53) 1.103 (43.26) 1.275 (3238) 

Receptacle Assembly With 8ackshellt 
TYPE C TYPE S TYPE R 

SHELL Ec Fs Es Gr Hr 
SIZE* Max. Max. Max. Max. Max. 

10 1.492 (37.90) .286 ( 7.26) 1.842 (46.79) .880 (23.35) .286 ( 7.26) 
12 1.492 (37.90) .416 (10.57) 1.842 (46.79) .950 (24.13) .416 (10.57) 

14 1.492 (37.90) .476 (12 .09) 2.077 (52.76) 1.0lD (25.65) .476 (12.09) 
16 1.492 (37.90) .626 (15.90) 2.077 (52.76) 1.070 (27 .18) .626 (15.90) 
18 1.492 (3790) .706 (17.93) 2.077 (52.76) 1.130 (28.70) .706 (17.93) 
20 1.552 (39.42) .831 (21.11) 2.137 (54.28) 1.190 (3023) .831 (21.11) 
22 1.552 (39.42) .956 (24.28) 2.137 (54.28) 1.260 (32 .00) .956 (24.28) 

24 1.552 (39.42) 1.081 (27.46) 2.1 37 (54.28) 1.320 (3153) 1.081 (27.46) 
• See page 75 for part numbers. t To order backshell assembli es separately. see page 79. 

U Thread 
UNEF 

Class 2A 

1/2-20 
5/8-24 

3/4-20 

7/8-20 
1-20 

1-1/16-18 

1-3/1 6-18 
1-5/16-18 

1-7/16-18 

V Thread 
UNEF 

Class 2A 

5/8-24 

3/4-20 
7/8-20 

1-20 
1-1/16-18 
1-5 /16-18 

1-5 /16-18 

1-7/16-18 

Er 
Max. 

2.115 (5172) 
2.250 (57 .15) 
2340 (59.44) 
2.475 (62.87) 
2.574 (6538) 
2.767 (70.28) 
2.890 (73.41) 
1012 (76.50) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 77 
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MIL-C-26482, Series 2 Connectors 

Wide Flange Receptacle 

MS3472 PV72 

Shell 
Size* 

10 
12 
14 
16 
18 
20 
22 
24 

Jam Nut Receptacle 

MS3474 PV74 

Shell V A B 
Size* Max. Max. Max. 

8 .954 (24.23) .767 (19.48) .113 (2.87) 
10 1.078 (2738) .892 (22.66) .113 (2.871 
12 1.266 (32 .16) 1.079 (27.4ll .113 (2 .87) 
14 1391 (3533) 1.205 (30.61) .113 (2.87) 
16 1.516 (38.5ll 1.329 (3176) .113 (2 .87) 
18 1.641 (41.68) 1.455 (36.96) .113 (2.871 
20 1.828 (46.43) 1.579 (40.11) .148 (3.76) 
22 1.954 (49.63) 1.705 (40.11) .148 (176) 
24 2.078 (52.78) 1.829 (46.46) .148 (176) 

4 HOLES .150 ±.005 
POLARIZING ~(3.81 ±o.l3mm) 

GROOVE OIA. roo· ~P) D~ 
Ie 
A 

lotB t- P THO. 

L. ~ 
.140~. LH (TP)-i 

MAX. 

A B 
Max. Max. 

.591 (15.0ll .493 (12.52) 

.751 (19.08) .493 (12.52) 

.876 (22.25) .493 (12.52) 
1.001 (25.43) .493 (12.5 2) 
1.126 (28.60) .493 (12.52) 
1.251 (31.78) .587 (14.9ll 
1.376 (34.95) .587 (14.91) 
1.501 (38.13) .620 (15 .75) 

F G 
Max. Max. 

1.215 (30.85) .078 (1.98) 
1.215 (30.85) .078 (1.98) 
1.215 (30.85) .078 (1.98) 
1.215 (30.85) .078 (1.98) 
1.215 (30.85) .078 (1.98) 
1.275 (32.40) .11 0 (1.98) 
1.275 (32.40) .110(1.98) 
1.275 (32.40) .110 (1.98) 

DIA. 

l.. 
t.=":;;1 L Fl .130/ .190 

(3.30/4 .83) 

H 0 
Max. Max. 

.812 (20.62) 1.141 (28.98) 

.938 (23.83) 1.266 (32.16) 
1.031 (26.19) 1.360 (34.54) 
1.125 (28.58) 1.453 (36.91) 
1.203 (30.56) 1.532 (38.91) 
1.297 (32 .94) 1.688 (42.88) 
1375 (34.93) 1.766 (44.86) 
1.500 (38.10) 1.891 (48.03) 

POLARIZbNG GROOVE 

f?c' 
~A~ 

{~jf 
~j~ll 

GG 
F G Panel 

Max. Max. Thickness 
.474 (12 .04) .707 (17 .96) .187 /. 062 (4.75 /1.571 
.591 (15.0ll .707 (17 .96) .187 /. 062 (4.75/1.571 
.751 (19.08) .707 (17.96) .187/.062 (4 .75 /1.571 
.876 (22 .25) .707 (17.96) .187 /. 062 (4.75 /1.571 

1.001 (25.43) .707 (1 7.96) .187 /. 062 (4 .75 /1.571 
1.126 (28.60) .707 (17.96) .187 /. 062 (4.75 /1.57) 
1.251 (31.78) .772 (19.6ll .250/. 062 (635/1 .57) 
1376 (34.95) .772 (19.6ll 250 /. 062 (635 /1.57) 
1.501 (38.13) .772 (19.61) .219 /.062 (5.56/1 .57) 

.130/.1:01 
(3.30/4.83) 

W 
H Dia. 

Max. Max. 
1.215 (30.86) 1.078 (2738) 
1.215 (30.85) 1.203 (30.56) 
1.215 (30.85) 1.391 (3533) 
1.215 (30.85) 1.516 (38.5ll 
1.215 (30.85) 1.641 (41.68) 
1.215 (30.85) 1.766 (44.86) 
1.275 (32.40) 1.954 (49.63) 
1.275 (32.40) 2.078 (52.78) 
1.275 (32.40) 2.203 (55.96) 

~
BRREF_ Receptacle Assembly With Backshellt 

-BBc RE1F.--j -D'" '''·if " , 
--1 RE}_ 

o TYPE R _ J. 
TYPE C TYPE S .... H • ...I 

TYPE C TYPE S TYPE R 
SHELL BBe BBs Fs BBR GR 
SIZE* MAX. MAX. MAX. MAX. MAX. 

10 1.492 (37.90) 1.842 (46.79) .286 ( 7.26) 2.115 (5172) .880 (2235) 
12 1.492 (37.90) 1.842 (46.79) .416 (10.57) 2.250 (57.15) .950 (24.13) 
14 1.492 (37.90) 2.077 (52.76) .476 (12.09) 2340 (59 .44) 1.010 (25.65) 
16 1.492 (37.90) 2.077 (52.76) .626 (15.90) 2.475 (62 .871 1.070 (27.18) 

Backshell Assemblies not supplied with MS connectors. 18 1.492 (37.90) 2.077 (52.76) .706 (17.93) 2.574 (6538) 1.130 (28.70) 
20 1.552 (39 .42) 2.137 (54.28) .831 (21.1ll 2.767 (70.28) 1.190 (30.23) 
22 1.552 (39.42) 2.137 (54.28) .956 (24.28) 2.890 (73.4ll 1.260 (32.00) 
24 1.552 (39.42) 2.137 (54.28) 1.081 (27 .46) 1012 (76.50) 1.320 (3153) 

* See page 75 for part number. t To order backshell assemblies separately. see page 79. 

PV 

P Thread 
UNEF 

Class A 
5/8-24 
3/4-20 
7/8-20 

1-20 
1-1/16-18 
1-3/16-18 
1-5/16-18 
1-7/16-18 

L Thread 
UNEF 

Class 2 
1/2-20 
5/8-24 
3/4-20 
7/8-20 

1-20 
1-1/16-18 
1-3/16-18 
1-5/16-18 
1-7/16-18 

HR 
MAX. 

.286 ( 7.26) 

.416 (10.571 

.476 (12.09) 

.626 (15.90) 

.706 (17 .93) 

.831 (21.1ll 

.956 (24.28) 
1.081 (27.46) 

ITT Cannon Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 
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MIL-C-264B2, Series 2 Connectors PV 

Straight Plug 

MS3476 PV76 

tb 1'0 I 
J.t:"w~~ 

. 130/.1 90 
(3 .30/4 .83) 

E Thread 
Shell A Dia. U W UNEF 
Size* Max. Max. Max. Class 2A 

.765 (19.431 .782 (19.861 L230 (31.241 1/2·20 
10 .840 (21341 .926 (23.521 1230 (31.241 5/8-24 
12 .999 (25371 1043 (26.491 1.230 (31.241 3/4-20 
14 1.139 (28 .931 1.183 (30.051 1.230 (31 .241 7/8·20 
16 1.261 (32.031 1305 (33.151 1230 (31.241 1·20 
18 1337 (33.961 1.391 (35331 1230 (31.241 1-1/ 16-18 
20 1.477 (37 .521 1531 (38.891 1230 (31.241 1·3/1 6·18 
22 1.602 (40.691 1656 (42.061 1230 (31.241 1·5/16· 18 
24 1.723 (43.761 1777 (45.141 1.230 (31 .241 1·7/16·18 

MS3475 PV75 E Thread 
SHElL UNEF A Dia. U W 
SIZE* Class 2A Max. Max. Max. 

10 5/8-24 .840 (21341 .926 (21.721 1230 (31.241 
12 3/4-20 .999 (25371 1043 (26.421 1.230 (31.241 
14 718-20 L 139 (28 .931 1.183 (29.971 1230 (31.241 
16 1-20 1.261 (32.031 1.305 (33.151 1230 (31.241 
18 1-1/ 16-18 1.337 (33.961 1.391 (35331 1230 (31.241 
20 1-3/16-18 1.477 (37.521 1531 (38.891 1.230 (31.241 
22 1-5/16-18 1.602 (40.691 1656 (42.061 1.230 (31.241 
24 1-7/16-18 L723 (43.761 1.777 (45 .141 1230 (31.241 

* See page 75 for part numbers. 

Plug Assemblies with Backshellt 
TYPE C TYPE S TYPE R 

Shell Vc fs Vs GR HR VR 
SI ZE* MAX. MAX. MAX. MA X. MAX. MAX. 

8 

_ WM1-U} -ISJ± 
TYPE C TYPE S l-H.-I 

10 1.507 (38.281 .286 ( 7.26) L857 (47.171 .880 (22.351 .286 ( 7.261 2.130 (54.101 
12 1.507 (38.281 .416 (10.57) L857 (47.17) .950 (24.131 .416 (10.571 2.265 (57.53) 
14 1.507 (38.281 .476 (12.09) 2.092 (53.141 LOlO (25.65) .476 (12.09) 2355 (59.82) 
16 1507 (38.281 .626 (15.90) 2092 (53.141 1.070 (27.181 .626 (15 .901 2.490 (63.25) 
18 1507 (38.281 .706 (17.93) 2092 (53.141 1.130 (28.70) .706 (17.931 2. 589 (65.76) 
20 1.507 (38.281 .831 (21.1 1) 2.092 (53.141 1.190 (3023) .831 (21.111 2.722 (69 .14) 
22 1.507 (38.281 .956 (24.281 2.092 (53.141 1.260 (32.00) .956 (24.281 2.845 (72.26) 

TYPE R 24 1.507 (38.281 1081 (27.461 2092 (52 .141 1.320 (33.53) L081 (27.46) 2.967 (7536) 
Backshel l Assemblies not supplied with MS connectors. * See page 75 for part numbers. t To order backshell assemblies separately, see page 79. 

Backshells 

(Not supplied with MS Connectors) TYPE C ISHORT) TYPE S ISTRAIGHT) TYPE R (90") 
In CANNON ITT CANNON ITT CANNON 

Shell Conductive Conductive Conductive 
Size (Nickel finish) (Nickel finish) (Nickel finish) 
10 057 ·0716-002 057 -0683-002 057 -0704-001 
12 057 -0717 -002 05 7-0684-002 057 -0705-001 
14 057 ·0718-002 057-0685-002 057 -0706-001 
16 057 -0719 -002 057 -0686-002 057 -0707-001 
18 057 -0720-002 057 -0687 -002 057 -0708-001 
20 057-0721-002 057 -0688-002 057 -0709-001 
22 057·0722-002 057 -0689 -002 057 -0710-001 

Short Straight 90" Degree 24 057 ·0723-002 057 -0713-002 057-0711 -001 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 70 
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MIL-C-26482, Series 2 Connectors PV 

Thru-Bulkhead Receptacle 

PV-TBF 

Xlrn 

$,~" 
FRONT 

PANEL MOUNTING 

Shell A K 
Size Dia. ± .003 (008) ± .016 (0.41) 

471 (11.96) .062 (1.57) 
10 .588 (14.94) .062 (1.57) 
12 .748 (19.00) .062 (1.57) 
14 .873 (22.17) .062 (1.57) 
16 .998 (25.35) .062 (157) 
18 1.123 (28.52) .062 (1 .57) 
20 1.248 (3UO) .094 (2.39) 
22 1.373 (34.87) .094 (2.39) 
24 1498 (38.05) .094 (2.39) 

Notes: 1) Shell avai lable in conductive (nickel fini sh) only. 
2) Contacts are nonremovable . 

How to Order - PV TBF 

SERIES PREFIX 
PV-TBF - ITT Cannon prefix 

SHElL SIZE 
8 through 24 

INSERT ARRANGEMENTS 
10-6, 14-19, 16-8, 16-26, 18-32, 20-39, 20 -
41,22-41 , 22-55, 24-61. 

Tooling 

Crimp Tool M22520!1 -01 Crimp Tool 
with M22520 /1-02 Turret 

Insertion / Extraction Tools 

" HOLES 
.1251.115 (3.1812.92) OIA 
SIZES 8·22 
.1521.142 (3 .8613 .61 ) 01". 
SIZE 24 ONLY 

~~"'"~ K-II- GROOVE 

nr $- ~ 

(T~' 0 .. A at 1 
- PANEl /$ 0 

t~J 140RAO[ ] REAR 
PANEL MOUNTING MAX. /T';p \ 

M R X 
Max. ± 0.41 (.016) (TP) Max. Max. 

28.58 (1 .125) 14.66 (.577) 15.09 (.594) 21.03 (.828) 5.54 (.218) 
28.58 (1.125) 14.66 (.577) 18.26 (.719) 24.23 (.954) 5.54 (.218) 
28.58 (1.125) 14.66 (.577) 20.62 (.812) 26.59 (1.047) 5.54 (.218) 
28.58 (1.125) 14.66 (.577) 23.01 (.906) 28 .98 (1.141) 5.54 (.218) 
28.58 (1.125) 14.66 (.577) 24.61 (.969) 3134 (1.234) 5.54 (.218) 
28.58 (1.125) 14.66 (.577) 26.97 (1 .062) 33.73 (1328) 5.54 (.218) 
35.71 (1.406) 17.86 (.703) 29.36 (1.156) 36.91 (1453) 8.74 (.344) 
35.71 (1406) 17.86 (.703) 3U5 (1.250) 40.08 (1.578) 8.74 (.344) 
35.71 (1406) 17.86 (.703) 34.92 (1.375) 43.26 (U03) 7.90 (.311) 

PV·TBF 10 ·6 PS W 

SERIES PREFIX,- ------------ -=r 11 J 
SHElL SIZE.---------------------~- I 
INSERT ARRANGEMENTS 

CONTACT STYLE.---- ----- --------- ----

AlTERNATE POLARIZING POSITIONI- -------------- - -------' 

CONTACT STYLE 
Pin and socket 

Notes: 1) Shell available in conductive (nickel fin
ish) only. 

AlTERNATE POLARIZING POSITION 
No designation required for normal. Standard MS 
alternate positions available. 

Wire Contact Tools 
Contact 

Size Cannon Pt. No. Mil. Pt. No. 

CIET-2o-11 20 (274-7001-006) M81969 /14·11 

CIET-16·o3 16 M81969 /14-o3 (274·7002-000) 

12 CIET-12-o4 M81969114·o4 (274-7003-000) 

ITT Cannon 

2) Contacts are nonremovable. 
3) Designed to MS3119 configuration and 

meets the performance requirements of 
MIL- C-26482 Series 2. 

Unwired Contact 
Superseded Tools 
Mil. Pt. No. Cannon Pt. No. 

MS27534·2o 
MS3447 ·2o 274-7007-000 
NAS1664·2o 

MS27534-16 
MS3447 ·16 274· 7008-000 
NAS1664-16 

MS27534·12 
MS3447-12 274-7009-000 
NAS1664-12 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-26482, Series 2 Connectors PV 

Panel Cutouts 

Jam Nut Receptacle 

~ ' .. ~ 
o~ 

Shell E F Dia. 
Size ± .0051.130) ± .0051.130) 
10 .661 116.79) .697 11 7.7 0) 
12 .824 120.93) .895 122.73) 
14 .948 124.08) 1.0lD 125.65) 
16 1.072 127.23) 1.135 128.33) 
18 1.197 130AO) 1.260 132.00) 
20 1.322 133.58) 1385 135.18) 
22 lA47 136.75) 1.510138.35) 
24 1.572 139.93) 1.635 141.53) 

Panel Thickness 

Shown here are the maximum panel thickness 
including screw head height allowable to ensure 
complete connector operation. 

Dummy Stowage Receptacles 

How to Order 
PV DESCRIPTION 

PVS -1 5 

SERIES PREFIX ~ 
PVS - ITT Cannon prefix 

DUMMY RECEPTACLE INDICATOR 

G 12 

- 15 - PV 
CLASS-------------' 
G - Conductive finish (nickel) 
A - Nonconductive finish (anodized) 

SHEll SIZE-----------' 
8 through 24 

Narrow Flange and Thru-Bulkhead /Wide Flange 

,$- -e -
± _005(± _13) + _010 (0_25) '0'1 R A - .000 (0-00) 

(TYP.) DIA. 

L@_ Y 
'II. , 

T DIA. 4 MTG. HOLES 

Shell 
Size 

10 
12 
14 
16 
18 
20 
22 
24 

Flange Front 
and Rear Mounting 
Mounting Hole 

A T Screw 
Dia. R Dia. Size 

.620 115.75) .594 118.26) .125 13.14) #4 

.740118.80) .719 118.26) .125 13.17) #4 

.864 121.95) .812 120.62) .12513.17) #4 

.990 12515) .906 123.01) .12513.17) #4 
1.118128AO) .969 124.61) .12513.17) #4 
1.240131.50) 1.062126.97) .12513.17) #4 
1.366134.70) 1.156129.36) .12513.17) #4 
1.490137.85) 1.250 131.75) .12513.1 7) #4 
1616141.05) 1.375134.92) .155 13.97) #6 

1 r-- .125 (3.18) Max. (backshell I clearance for front mount) 

jm- .OS7 (2.21mm) maximum for 

II shell size 10 furu IS (rear mount) 
.212 (5.38mm) maximum for 

!.'~ shell size 20 thru 24 (rear mount) 

Shell 
Size 
10 
12 
14 
16 
18 
20 
22 
24 

Flange Front 
and Rear Mounting 
Mounting Hole 

A T Screw 
Dia. R Dia. Size 

.740118.80) .812 120.62) .155 13.97) #6 

.864121.95) .938 123.93) .155 13.97) #6 

.990125.15) 1.031126.19) .155 1197) #6 
1.118128AO) 1.125128.58) .155 13.97) #6 
1.24013150) 1.203130.56) .155 1197) #6 
1366134.70) 1.297132.94) .155 1197) #6 
lA90 137.85) 1375134.92) .155 13.97) #6 
1.616141.05) 1.500 138.10) .155 1197) #6 

1 r-- .125 (3.1S) Max. (backshell I clearance for front mount) 

1111 'US (3.00mm) maximum for 

1/ 
shell size 10 thru IS (rear mount) 
.212 (S.38mm) maximum for 

~ shell size 20 furu 24 (rear mount) 

C;~ BACKSHElL 
COUPLI NG NUT .r 

~BACKSHELL 
COUPLI NG NUT '/ 

MS DESCRIPTION 
MS 3115 -12 L 

SERIES PREFIX-----~T 
MS - Complies with MIL-C-26482 

MS STANDARDI----------' 
3115 - Dummy receptacle 

SHEll SIZE-----------' 
8 through 24 

CLASS,-----------~ 

L - Conductive finish (nickel) 
A - Nonconductive finish (anodized) 

NOTE: Usable on KPT I KPSE series also. 

Shell A E 
Size Dia. Max. ITYP) 

8 A74112.04) .594 115.09) 
10 .591 115.01) .719118.26) 
12 .751 119.08) .812 120.62) 
14 .876 12225) .906 123.01) 
16 1.001 125A3) .969 124.61) 
18 1.126 128.60) 1.062 126,97) 
20 1.251 131.78) 1.156 129.36) 
22 1.376 134.95) 1.250 131.75) 
24 1.501 138.13) 1.375 134.92) 

ITT Cannon 

F 
Max. 

.828 12103) 

.954 124.23) 
1,047 126.59) 
1.141 12898) 
1.23413134) 
1328 133.73) 
lA53 136.91) 
1.578 140.08) 
1.703 143.26) 

G OIA 

4HOLES ro 
t 

~J-lf-- K 

D 
11=~)=r1 
~(TYP)~ 

G J K 
Max. Max. Max. 

.12513.18) A93112.52) .078 11.98) 

.12513.18) A93112.52) .078 11.98) 

.12513.18) A93 112 ,52) .078 1198) 

.12513.18) A93 112.52) .078 1198) 

.12513.18) A93 112.52) .078 1198) 

.12513.18) A93 112.52) .078 1198) 
,12513.16) .587114.91) .11012.79) 
.12513.18) .587114.91) .11012.79) 
.152 13.86) .620 115.75) .11 0 12.79) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 81 
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MIL-C-26482 , Series 2 Connectors PV 

Protective Metal Caps 

Receptacles 

' R1 r~f,~J~D 
~
I Max. ~ _ 

Q B --r --
I l 0 H L 500 (12.7) 

- .250 (6.35) 
' - - CHAIN LENGTH 

Shell A B 
Size Max. Oia. Max. 

8 .474 (12.04) .486 (12.34) 

10 .591 (15.01) .607 (15.42) 

12 .751 (19.08) .766 (19.46) 

14 .876 (22.25) .890 (22.60) 

16 1.001 (25.43) 1.01 5 (25.78) 

18 1.1 26 (28.60) 1.141 (28.98) 
20 1.251 (3178) 1.265 (32. 13) 
22 1376 (34.96) 1.390 (3531) 

24 1.501 (38.13) 1.515 (38.48) 

Contacts 

Contact MS 
Size Type Number 
20 Socket M39029 /5-115 
20 Pin M39029/4-11 0 

16 Socket M39029/5-116 
16 Pin M39029 /4·111 
12 Socket M39029/5-118 

12 Pin M39029/4·113 

Wire Hole Fille rs 

PVS 80 -12 C A 
MS 31 80 -12 C A 

SERIES PREFIX,---------------------'T 
PVS - ITT Cannon Prefix 
MS - Comp lies with MIL- C- 26482 (Series 2) 

TyPE------------------------' 
80 or 3180 - Plug Cap 
81 or 3181 - Receptacle Cap 

SHELL SIZE,------------------- - ----' 
8 thru 24 

TERMINATION STYlE.------------------------' 
C - Sash chain (MS approved) 
N - Sash chain with ring (81 or 3181 type only) MS approved 

FINISH-----------------------------' 
A - Hard anodic. non-conductive (MS approved) 
G - Nickel. conductive (not MS) (PVS only) 

NOTE: Usabl e on KPT I KPSE series also. 
N style used pri mari ly on Jam Nut Receptacle. 

F L M N 0 
Max. Oia H Max. Max. Min. Oia. Max. 

.719 (18 .26) 1000 (76.20) .562 (14.2 7) 399 (10.13) .578 (14.68) .734 (18.64) 

.844 (2144) 1000 (76.20) .562 (14.27) 399 (10.13) .703 (17.86) .859 (21.82) 

1.000 (25.40) 3500 (76.20) .562 (14.27) 399 (10.13) .891 (22.63) 1.000 (2 5.40) 

1.125 (28.58) 3500 (88.90) .562 (14.27) 399 (10.13) 1.016 (25.81) 1.125 (28.58) 

1.250 (3175) 3500 (88.90) .562 (14.27) 399 (10.13) 1.141 (28.98) 1.250 (3175) 
1.375 (34.93) 3500 (88.90) .562 (14.27) 399 (10.13) 1.266 (32.16) 1375 (34.93) 

1.500 (38.10) 4.000 (10160) .625 (15.88) .461 (1171) 1391 (3533) 1.500 (38.10) 
1.625 (41.26) 4.000 (10160) .625 (15.88) .461 (1171) 1.516 (38.51) 1.625 (41.2 6) 

1750 (44.45) 4.000 (10160) .658 (16.71) .494 (12.55) 1.641 (41.68) 1750 (44.45) 

- .c.m: 
Thermocouple Contacts 

1st 
Brown 
Brown 

Brown 
Brown 

Brown 

Brown 

Color Brands 

2nd 
Brown 
Brown 

Brown 
Brown 

Brown 

Brown 

Contact 
Size 

20 

16 

12 

Contact 

3rd In Cannon Size Alumel 

Green 031-9174-004 20 Pin 030·1 831·000 

Black 030-9173-006 20 Socket 031·1013·000 

Blue 031 ·9206·006 
Brown 030-9205-007 

Grey 031 -9186-003 

Orange 030-91 85·003 

\/ 
Part Number 

Superseded 
Cannon Military Mil. Pt. No. 

MS3 187·20 
M83723 /28-20 225·0070·000 MS27488-20 

MS3187·16 
M83723 /28-16 225·0071 ·000 MS27488·16 

MS3187-12 
M83723 /28-12 225-0072-000 MS27488-12 

R 
Max. 

.562 (14.27) 

.562 (14.27) 

.562 (1 4.27) 

.562 (14.2 7) 

.562 (1 4.27) 

.562 (14.27) 

.562 (14.27) 

.562 (14.27) 

.602 (15 .29) 

Chromal 

030·1832·000 
031·1014·000 

Color 
Code 

Red 

Blue 

Ye llow 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 . (7141 557-4700 • (80 01 845-7000 



MIL-C-264B2, Series 2 Connectors PV 

Assembly Procedures 

STRIPPING AND CRIMPING 

3116" lor 
#20 CONTACT 

9/32" for 
#16 CONTACT 

9/32" lor 
#12 CONTACT 

1. Strip wires according to contact size: 3/16" for #20 and 9/32" 
for #16 and #12. #20 contacts accommodate AWG wire sizes 20. 22. 
or 24; #16 accommodates 16.18 or 20; and #12 accommodates 12 or 
14. 

. ~. ~ , .. 
" , .., 

!'f 

4. Insert contact and wire into tool jaws. To crimp. squeeze handles 
together fu lly until ratchet re leases and allows handles to expand; 
otherwise. contact cannot be extracted from tool jaws. Maintain slight 
insertion pressure on wire while crimping contact to wire. 

3. Slide back tool on wire shile holding th umb against wire at opening. 
Wire will slip into tool. 
NOTE: Socket contacts should be inserted partially into grommet 
by hand before using insertion tool. 

6. Withdraw tool from rear of plug . To be sure that contact is locked. 
pul l back lightly on wire. Then remove tool from wire and proceed with 
other contacts. 

2. Push tool into rear of plug until it bottoms. At this point. tool 
releases tines on retaining clip so that contact can be extracted. 

Right 

Wrong 

2. Insert wire into rear of contact. Wire insulation must butt against 
rear of contact. Wire must be visible thru inspection hole. 

CONTACT INSERTION 

1. Remove backshell and put wired contacts thru cable clamp opening . 

4. With tool pressed against shoulder of contact. starting at the 
center cavity. insert wired contact and tool into properly identified 
cavity at rear of plug with firm. even pressure. Do not use excessive 
pressure. 

7. After all con tacts are inserted. fill unwired cavities with sealing 
plugs (insert head last and leave end protruding for ease of removal). 
assemble backshell on rear of connector. 

3. While maintaining slight insertion force on tool. firmly hold wire 
against serrated shoulder at center of tool and extract both wired 
contact and tool from plug. 

ITT Cannon 

3. Use M22520/1 ·Q1 crimp tool with proper crimp locator M225201 
1·02. The color code band on the contact (red for #20. blue for #16 
and yellow for #12) must match the color code of the locator and the 
insertion tool throughout the crimping and assembly operations. 

2. Use colored end of CIET tool for insertion. Place wire into tool at 
large opening. To facilitate contact insertion. a 6·in. min. free length of 
wire is recommended. 

5. When contact bottoms. a slight click can be heard as tines of metal 
retaining clip snaps into place behind contact shoulder. 

CONTACT EXTRACTION 

1. Remove backshell and slide back along wires to all ow access. To 
extract a contact. use white end of CIET tool. Place wire into tool at 
large opening. Slide back tool on wire while holding thumb against wire 
at opening. Wire will slip into tool. 

COMPLETION 

BREAK 

4. Check face of plug or receptacle fo r proper contact installation. In 
socket inserts with a large number of contact. cavities are identified in 
a spiral pattern. A projecting line from the spiral indicates omission of a 
letter; a broken circle around a cavity indicates transition between 
capitals and lower case and double letters. 

Circular Products. 666 E. Oyer Rd " P.O. Box 929. Santa Ana. CA 92702 ·0929· (714) 55 7·4700 • (800) 845·7000 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

SERIES I 

CLOSED ENTRY 
SOCKET CONTACT 

• Corrosion -resistant shells of aluminum alloy 
with cadmium over nickel plating withstand 
a 500 hou r salt spray 
exposure 

• Rear release crimp snap-in contacts 

• High contact density 

• Standard MIL-C-39029 
contacts, MIL-I-81969 
application tools and 
MIL-STD 1560 insert arrangements 

Specification Comparison 

Design Criteria 

Low Profile /Light Weight 

Scoop Proof 

Coupling System 

Electrolytic Erosion 

Durability (cycles) 

High Impact Shock 

External Bending Moment 
Shell Size 25 

Random Vibration " J" 

Sine Vibration 

Sand, Dust, Ice 

Shell Size 

Contact Rati ng 

SERIES II 

• Special! custom capabilities 

• 100% scoop-proof -
Series I and III 

• Lightweight/Low Profile -
Series II 

• Operates under severe 
high temperature vibration 
testing through 200°C -
engineered for high density 
circuitry - Series III 

Series I 

no 

yes 

Bayonet 

no 

500 

yes 

650 in fib s 

Ambient 

30G, Ambient 

yes 

9 - 25 

Contact Test Current 

Series II 

yes 

no 

Bayonet 

no 

250 

no 

150 in fibs 

Ambient 

8 - 24 

Maximum 
Size DC Test Amperage Millivolt Drop* 

220 5 40 
22M ' 30 
22' 40 
20 7.5 35 
16 13 25 
12 23 25 

SERIES III 

§l'WlkrsTRONGER 

are designed to resist 
bending and are 
crimp terminaled 

PERIPHERAL 
SEALING 
GASKET 

CLOSED ENTRY 
SOCKET CONTACT 
DESIGN 

• Interfacial seal helps prevent electrolytic ero
sion of contacts - Series III 

• Superior EMI shi elding 
provides outstanding 
protection up to 65dB at 
lOGHz. - Series III 

Series III 

no 

yes 

Triple Lead Thread 

yes 

500 

yes 

1000 in fib s 

492 F 

60G, - 85 to + 392 F 
yes 

9 - 25 

Crimp Well Data 

Well Well 
Diameter Depth 

.0345 ± .0010 .157 /.141 

.0280 ± .0010 .157/.1 41 

.0365 ± .0010 .157/.141 

.0470 ± .0010 .229/.2 09 

.0670 ± .0010 .229/.2 09 

.1000 ± .0020 .229 /.209 
* Maximum millivolt drop data is determined by measuri ng resistance of mated contacts from end to end . 
• Inactive for new design, availab le from the factory. 

ITT Cannon 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

Materials and Finishes 

Electrical Data 

Specifications 

Receptacle Grounded Plug 

Shell Aluminum alloy Alumi num alloy* 

Insula tor High grade plastic High grade plastic 

Contacts Copper alloy, gold plate Copper alloy, gold plate 

Grommet and Seal Silicone base elastomer Silicone base elastomer 

Jam Nut Aluminum alloy 

Grounding Spring Beryllium copper 

*Finish as noted in How To Order sections. 

Contact Size: 22D. 22M*. 22*. 20. 16 and 12 
Contact Rating and Wire Size Accommodation 

Wire Contact Size and Test Amps 

Size 22D 22M* 22* 20 16 12 

2B l.5 1.5 

26 2.0 2.0 2.0 

24 3.0 3.0 3.0 3.0 

22 5.0 5.0 5.0 
20 7.5 7.5 

18 10.0 

16 13.0 

14 17.0 
12 230 

Service Rating (Unmated Condition) 
Test 

Voltages 

Sea Level 
100,000 ft. 

Service 
Rating M 

1300 
200 

Service 
Rating I 

1800 
200 

Service 
Rating II 

2300 
200 

Contact Termination: Crimp contact per MIL-C-39029 
*Inactive for new design . 

Test Description 
Durability 

Temperature Range 

Vibration 

EMI Sbielding Effectiveness 

Corrosion Resistant 

Fluid Immersion 
High Impact Shock 

Altitude 

Other Environments 

Parameters 
500 cycles of mating and unmating, 250 cycles for Series II with spring fingers 

Class F, C; - 65'C (- 85'F) to + 200'C 1+ 392'F) 
Class W: - 65'C (- 85' F) to + 175'C (+ 347'F) 
Mated connectors are vibrated with weights to simulate rear accessory loads to the following levels: 
Sine Vibration: Up to 60 G's - Series I & III (at rated temperature - Series III) 

Not app licabl e for Series II. 
Random Vib ration: 43.7 Grms at rated temperature - Series III 

49.5 Grms at Ambient Temperature - Series I & III 
43.7 Grms at Ambient Temperature - Series II 

Class F: EMlleakage attenuation, greater than 90dB at 1 OOMHz, greater than 65dB at 10 GHz. Shell to shell 
conductivity, l.0 millivolt max. resistance. 
Class W: EMlleakage attenuation, greater than 90dB at 100 MHz, greater than 50dB at 10 GHz. Shell to shell 
conducti vity, 2.5 millivo lt max. 

Class C, W, Y, wi ll withstand 500 hours salt spray. 
Class F. N, wi ll wi thstand 4B hours sa lt spray. 

Connectors are fluid resistant to many fuel s, solvents, coolants and oils. 
Mated connectors terminated wi th MIL-C-915 cable and environmentally sealed backshells wi ll withstand high 
impact shock per MIL-S-901. Applicable to Series I & III only. 

Designed to operate between sea level and 100,000 ft. above sea level. 
Mated connectors shall wi thstand sand and dust per method 11 0 of MIL·STO-202 and be ice resistant. 
Applicable to Series I & III only. 

NOTE: For hermetic standard or test data please consult ITT Cannon-Phoenix. 

ITT Cannon 
Circular Products. 666 E. Dyer Rd .. P.O . Box 929. Santa Ana. CA 92702-0929 • (7141 557 ·4700 • (800) 845 ·7000 
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MIL-C-38999 Series I, II , III Connectors KJL/KJ/ KJA 

Insert Availability and Identification 

( Total 
Series Series Service Con- Contact Size 

II I & III Rating tacts 220 22M • 22 • 20 16 12 
8-6 • 9-6 • M 6 6 
8-35 9-35 M 
8-98 9-98 

11 -4 4 4 
10-5 11-5 I 5 5 

10-13 • 11 -13 · M 13 13 
10-35 11 -35 M 13 13 
10-98 11 -98 6 
10-99 11 -99 
12-3 
12-4 13-4 4 
12-8 13-8 

12-22 • 13-22 • M 22 22 
12-35 13-35 M 22 22 
12-98 13-98 10 10 
14-5 15-5 5 
14-15 15-15 15 14 
14-18 15-18 18 18 

C 15-19 I 19 19 
14-35 15-35 M 37 37 

14-37 • 15-37 • M 37 37 
14-97 15-97 12 4 
16-6 17-6 6 
16-8 17-8 
16-26 17-26 26 26 
16-35 17-35 M 55 55 

16-42 • M 42 42 

16-55 • 17-55 • M 55 55 
16-99 17-99 23 21 
18-11 19-11 11 11 
18-28 19-28 28 26 0 18-30 19-30 30 29 
18-32 19-32 I 32 32 
18-35 19-35 M 66 66 

18- 53 • M 53 53 

18-66 • 19-66 • M 66 66 

20-1 • 21-1 • M 79 79 

20-2 • M 65 65 
21-11 11 11 

20-16 21 -16 II 16 16 
20-35 21-35 M 79 79 
20-39 21-39 39 37 
20 -41 21-41 41 41 

21-75 M 4 4**1 0 
22-1 • 23-1 • M 100 100 

22-2 • 23 -2 • M 85 85 
22-21 23 -21 21 21 
22-32 23-32 32 32 
22 -35 23-35 M 100 100 
22-53 23-53 I 53 53 
22-55 23 -55 I 55 55 

24-1 • 25-1 • M 128 128 

24-2 • 25-2 • M 100 100 
24-4 25 -4 56 48 

25 -19 19 19 
24-24 25-24 24 12 12 
24-29 25-29 I 29 29 
24-35 25-35 M 128 128 

25-37 37 37 
25-43 43 23 20 
25-46 I. Coax 46 40 2*1 
25-8 Coax 8 8*** 

' Coax 25-20 N 30 10 13 4* 3** 
** Twinax 25-42 I. Coax 42 38 4* 

*** Coax /Twinax 24-61 25 -61 I 61 61 0 t For RG1 80 IU and RG195 /U cables only (check fac tory fo r other 25-64 64 40 8 10 cable ap plications) 
·Inactive for new desi gn . 25-66 66 53 11 

86 ITT Cannon 
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MIL-C-38999 Series I Connectors KJL 

How To Order 

Military Nomenclature 

MS NUMBER SHELL STYLE 
MS27466 - Wall Mounting Receptacle 
MS27468 - Jam Nut Receptacle 
MS27467 - Grounded Plug 
MS27656 - Wall Mounting Receptacle (back 

panel mounting) 
MS27505 - Box Mounting Receptacle (back 

panel) (Class E) 

CLASS 
E - Environment-resistant with accessory 

threads and teeth, except MS27505 (with
out rear accessory) 

P - Environment-resistant with straight potting 
cup accessories 

T - Environment-resistant with accessory 
threads and teeth, except MS27505 (with
out rear accessory) (Class T not applicable 
to MS27505) 

ITT Cannon Nomenclature 

SERIES PREFIX 
KJL - Series I - Scoop proof 

SHELL STYLE 
o - Wall mounting receptacle 
3 - Wall mounting receptacle (back panel 

mounting) 
5 - Box mounting receptacle (back panel 

mounting) 
6 - Straight plug, grounded 
7 - Jam nut receptacle 

CLASS 
E - Environment-resistant with rear accessory 

(without strain relief) 
F - Enviroment-resistant with strain relief ac-

cessory 
P - Environment-resistant with straight pot-

ting cup accessory 
T - Environment-resistant (without rear ac-

cessory) (Class T not applicable to KJL5) 

MS27467 T 17 A 35 S A 

~L:;:MBER SHELL STYLE ______________ =r------.J IT 1 
SHELL SIZE _____________________ -'J 
HARDWARE FINISH - - ---------------------' 

CONTACT ARRANGEMENT - ----------- - - ----

CONTACT STYLE - ---------------- ------' 

ALTERNATE SHELL POSITION - ---------------------' 

SHELL SIZE 
9, 11, 13, 15, 17, 19, 21, 23 and 25 

HARDWARE FINISH STANDARD 
A - Bright cadmium over electro less nickel 

plate, - 85'F to + 302' F (- 65'C to 
+ 150' C) 

B - Olive drab cadmium over electroless nickel 
plate, - 85'F to + 347'F (- 65'C to 
+ 175' C) 

F - Electroless nickel , - 85' F to + 392'F 
(- 65'C to + 200' C) 

CONTACT ARRANGEMENT 
See pages 101 and 102. 

CONTACT STYLE 
P - Pin 
S - Socket 

*A - Less Pin Contact 
*B - Less Socket Contact 
See pages 112-114 for Fiber Optic Contacts. 

*Used only when other than power contacts are to be insta ll ed (i.e. 
shie lded. thermocoupl e. etc. I 

ALTERNATE SHELL POSITION 
A, B, C, and O. (Not required for normal) . See page 

100. 

Note: To order MS connectors less standard power 
contacts, purchase order must state "Less 
Contacts" . 

KJL 6 T 17 A 35 S N L 
SERIES PREFIX _ ____________ T 1] j 
SHELL STYLE ----------------------'-

CLASS - ----------------------' 

SHELL SIZE -----------------------' 

HARDWARE FINISH ----------------------' 

CONTACT ARRANGEMENT --------------------' 

CONTACT STYLE - - ---------------------' 

SHELL POSITION -----------------------' 

LESS CONTACTS -------------------------' 

Non: KJL supplied with exact complement of contacts. 

SHELL SIZE 
9,11,13. 15, 17, 19, 21 , 23 and 25 

HARDWARE FINISH STANDARD 
A - Bright cadmium over electro less nickel 

plate, - 85' F to + 302' F (- 65'C to 
+ 150' C) 

B - Olive drab cadmium over electro less nick-
el plate, - 85'F to + 347'F (- 65' C to 
+ 175' C) 

N - Electroless nickel. - 85'F to + 392'F 
(- 65' C to + 200' C) 

ITT Cannon 

CONTACT ARRANGEMENT 
See pages 101 and 102. 

CONTACT STYLE 
P - Pin 
S - Socket 
See pages 112-114 for Fiber Optic Contacts. 

ALTERNATE SHELL POSITION 
N (normal), A, B, C, D. See page 100. 

LESS CONTACTS 
Use "L" when connectors are ordered less con
tacts, sealing plugs and insertion / extraction tool 
("L" is not stamped on connectors) . 

Circu lar Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (714) 55 7-4700 • (BOO) 845 ·7000 
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MIL-C-38999 Series I Connectors KJL 

Wall Mounting Receptacle 
MS27466 
(MS service class E. P. TI 

Shell A H J 
Size Dia. Max. Max. Dia. Max. 
9 .573 (14.551 .100 (2.541 .662 (16.811 

11 .701 (17 .811 .1 00 (2.541 .810 (20.571 
13 .851 (21.621 .1 00 (2.541 .960 (24.381 
15 .9 76 (24.791 .100 (2.541 1.085 (27.561 
17 1.1 01 (27.971 .100 (2.541 1.210 (30.731 
19 1.208 (30.681 .100 (2.541 1.317 (31451 
21 1333 (33.861 .130 (3.301 1.442 (36.631 
23 1.458 (37.031 .130 (3.301 1.567 (39.801 
25 1.583 (40.211 .130 (3.301 1.692 (42.981 

KJLO 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

NOTE: For backshell dimensions and conf igurations. see pages 104 and 105. 

Overall Length With Backshells 
L M N P T E F P 

Max. Max. lP. Dia. Max. Thread Straight Cable Clamp Poning Max. 
.632 (16.051 .958 (24.331 .719 (18.261 .138 (3.511 7/16-28UNEF-2A 1.365 (34.671 1.846 (46.891 1.451 (36.861 
.632 (16.051 1.051 (26.701 .812 (20.621 .138 (3.511 9/16-24UNEF-2A 1.365 (34.671 1.846 (46.891 1.451 (36.861 
.632 (16.051 1.145 (29.081 .906 (21011 .138 (3.511 11 /1 6-24UNEF-2A 1.365 (34.671 1.846 (46.891 1.451 (36.861 
.632 (16.051 1.239 (31.471 .969 (24.611 .138 (3 .511 13 /16-20UNEF-2A 1.365 (34.671 1.846 (46.891 1.451 (36.861 
.632 (16.051 1332 (33.831 1.062 (26.971 .138 (3.511 15/16-20UNEF-2A 1.365 (34.671 1.966 (49.941 1.451 (36.861 
.632 (16.051 1.458 (37.031 1.156 (29361 .138 (3.511 1-1/16-18UNEF-2A 1.365 (34.671 1.996 (50.701 1.451 (36.861 
.602 (15.291 1.582 (40.181 1.2 50 (31.751 .138 (3.511 1-3/16-18UNEF-2A 1.365 (34.671 1.996 (50.701 1.451 (36.861 
.602 (15.291 1.708 (43.381 1375 (34.931 .157 (3.991 1-5/16-18UNEF-2A 1.365 (34.671 1.996 (50.701 1.451 (36.861 
.602 (15.291 1.832 (46.531 1.500 (38.101 .157 (3.991 1-7/16-18UNEF-2A 1.309 (33.251 1.996 (50.701 1.451 (36.861 

Wall Mounting Receptacle (Back Panel) 
MS27656 KJL3 
(MS service class E. P. TI 

Shell A E H J 
Size Dia. Max. Max. Max. Oia. Max. 
9 .573 (14.55) .234 (5.941 .100 (2 .541 .662 (16.811 

11 .701 (17.811 .234 (5.941 .1 00 (2.541 .810 (20.571 
13 .851 (21.621 .234 (5.941 .100 (2.541 .960 (24.381 
15 .976 (24.791 .234 (5 .941 .100 (2.541 1.085 (27 .561 
17 1.1 01 (27.97) .234 (5 .941 .100 (2.541 1.210 (30.73) 
19 1.208 (30 .681 .234 (5.941 .100 (2 .54) 1.317 (33.451 
21 1.333 (33.861 .204 (5.181 .130 (3.301 1.442 (36.631 
23 1.458 (37.031 .204 (5.181 .130 (3.301 1.567 (39.801 
25 1.583 (40.211 .193 (4.901 .130 (3.301 1.692 (42 .981 

1.247 
- (31.67) 

MAX. 

H~ T 
THREAD 

lG 
A 

P 
L 

DIA 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

~ EMAX. 
~EL 
THICKNESS 

NOTE: For backshell dimensions and configurations. see pages 104 and 105. 

Overall Length With Backshells 
L M N P T E F P 

Max. Max. lP. Dia. Max. Thread Straight Cable Clamp Poning Max. 
.820 (20.831 .958 (24331 .719 (18 .261 .138 (3.511 7/16-28UNEF-2A 1.324 (33.631 1.805 (45.851 1.410 (35.811 
.820 (20.831 1.051 (26.701 .812 (20.62) .138(3.511 9/16-24UNEF-2A 1.324 (33.631 1.805 (45 .851 1.410 (35 .811 
.820 (20.831 1.145 (29.081 .906 (23.011 .138 (3.511 11 /1 6-24UNEF-2A 1.324 (33.631 1.805 (45 .851 1.410 (35.811 
.820 (20.831 1.239 (31.471 .969 (24.611 .138 (3.51) 13/16-20UNEF-2A 1324 (33.631 1.805 (45 .851 1.410 (35.811 
.820 (20.831 1.332 (33.831 1.062 (26.971 .138 (3.511 15/16-20UNEF-2A 1324 (33.631 1.935 (48.901 1.410 (35.811 
.820 (20.831 1.458 (37.031 1.156 (29361 .138(3.511 1-1/ 16-18UNEF-2A 1.324 (33 .631 1.955 (49.661 1.410(35.811 
.790 (20.07) 1.582 (40.181 1.250 (31.751 .138 (3.511 1-3 /1 6-18UNEF-2A 1.324 (33.631 1.955 (49.661 1.410 (35.811 
.790 (20.071 1.708 (43381 1.375 (34.931 .157 (3.991 1-5/16-18UNEF-2A 1.324 (33.631 1.955 (49.661 1.410 (35.811 
.790 (20.071 1.832 (46.531 1.500 (38.101 .157 (3.991 1-7J16-18UNEF-2A 1.268 (32.211 1.955 (49.661 1.410 (35.811 

ITT Cannon Oimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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MIL-C-38999 Series I Connectors KJL 

Box Mounting Receptacle (Back Panel) 

MS27505E 
(MS service class E) 

Shell A 
Size Dia. Max. Max. 

. 573 (14.55) .2 34 (5.94) 

11 .701 (17.81) .234 (5.94) 

13 .851 (21.62) .234 (5.94) 

15 .976 (24.79) .234 (5.94) 
17 1.101 (27.97) .2 34 (5.94) 

19 1.208 (30.68) .234 (5.94) 

21 1.333 (33.86) .204 (5.18) 

23 1.458 (37.03) .204 (5.18) 

25 1.583 (40 .2 1) .193 (4.90) 

Straight Plug Grounded 

MS27467 
(MS service class E, p, T) 

Shell A G 
Size Max. Dia. 

9 .585 (14.86) .859 (21.82) 
11 .717 (18.21) .984 (24.99) 

13 .866 (22.00) 1.156 (29.36) 
15 .990 (25.15) 1.281 (32.54) 

17 1. 115 (28.32) 1.406 (35.711 

19 1.222 (31.04) 1.516 (38.51) 
21 1.347 (34.21) 1.641 (41.68) 

23 1.472 (37.39) 1.766 (44.86) 

25 1.597 (40.56) 1.891 (48.03) 

KJL5E _ L _ 

K 
MAX. 

-t 9 

A 

-~ 

-H .... 

EMAX.J 1-
PANEL THICKNESS 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

NOTE: This connector does not accommodate backshells. 

H K 
Max . Dia. Max. Max. 

.100 (2.54) .662 (16.81) .219 (5.56) 

.100 (2.54) .810 (20.57) .219 (5.56) 

.1 00 (2.54) .960 (24.38) .219 (5.56) 

.1 00 (2.54) 1.085 (27.56) .219 (5.56) 

.100 (2.54) 1.210(30.73) .219 (5.56) 

.100 (2.54) 1.317 (33.45) .2 19 (5.56) 

.130 (3.30) 1.442 (36.63) .2 50 (6.35) 

.130 (3.30) 1.567 (39.80) .250 (6.35) 

.130 (3.30) 1.692 (42.98) .2 50 (6.35) 

KJL6 

J DIA. 

MAX. 

Max. 

.820 (20.83) 

.820 (20.83) 

.820 (20.83) 

.820 (20.83) 

.820 (20.83) 

.820 (20.83) 

.790 (20.07) 

.790 (20.07) 

.790 (20.07) 

POLARIZING 
KEYWAY 

A 

M 
Max. 

.958 (24.33) 

1.051 (26.70) 

1.1 45 (29.08) 

1.239 (31.47) 
1.332 (33.83) 
1.458 (37.03) 

1.582 (40.18) 

1.708 (4138) 
1.832 (46.53) 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RmNTlON SYSTEM) 

N 
lP. 

.719 (18.2 6) 

.812 (20.60) 

.906 (23.01) 

.969 (24.61) 
1.062 (26.97) 
1.156 (29.36) 

1.250 (31.75) 

1.375 (34.93) 

1.500 (38.10) 

TTHREAD 

NOTE: For backshell dimensions and configurations. see pages 104 and 105. 

Overall Length With Backshells 

J L T E F 
Dia. Max. Max. Thread Straight Cable Clamp 

.483 (12.271 1.234 (31.34) 7/16·28UNEf·2A 1.312 (33.32) 1.793 (45.54) 

.611 (15.52) 1.234 (31.34) 9/16·24UNEf·2A 1.312 (33.32) 1.793 (45.54) 

.760 (19.30) 1.234 (31.34) 11 /16·24UNEf-2A 1.312 (33.32) 1.793 (45.54) 

.885 (22.48) 1.234 (31.34) 13 /16-20UNEf-2A 1.312 (33.32) 1.793 (45.54) 

1.010 (25.65) 1.234 (31.34) 15/16-20UNEf-2A 1.312 (33.32) 1.913 (48.59) 

1. 115 (28.32) 1.234 (31.34) 1-1/16-18UNEF-2A 1.312 (33.32) 1.943 (49.35) 
1.240 (31.50) 1.234 (31.34) 1-3/16-18UNEf-2A 1.312 (33.32) 1.943 (49.35) 

1.365 (34.67) 1.234 (31.34) 1-5/16-18UNEf-2A 1.312 (33.32) 1.943 (49.35) 

1.490 (37.85) 1.234 (31.34) 1-7/16-18UNEF-2A_ 1.256 (31.90) 1.943 (49.35) 

P 
Dia. Max. 

.138 (3.51) 

.138 (3.511 

.138 (3.511 

.138 (3.511 

.138 (3.51) 

.138 (3.511 

.138 (3.511 

.157 (3.99) 

.157 (3.99) 

P 
Potting Max. 

1.398 (35.51) 
1.398 (35.511 
1.398 (35.51) 

1.398 (35.51) 

1.398 (35.51) 
1.398 (35.51) 
1.398 (35.51) 

1.398 (35.51) 

1.398 (35.51) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 89 
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MIL-C-38999 Series I Connectors KJL 

Jam Nut Receptacle 
MS21468 
(MS service class E. P. TI 

Shell A 0 H 
Size Dia. Max. Max. Max. 

9 .573 (14.551 .655 (16.641 .120 (3.051 
11 .701 (17.811 .755 (19.181 .120 (3.051 
13 .851 (21.621 .942 (23.931 .120 (3.051 
15 .976 (24.791 1.066 (27.081 .120 (3.051 
17 1.101 (27.971 1.191 (30.251 .120 (3.051 
19 1.208 (30.681 1.316 (33.431 .151 (3.841 
21 1.333 (33.861 1.441 (36.601 .151 (3.841 
23 1.458 (37.031 1.566 (39.781 .151 (3.841 
25 1.583 (40.211 1.691 (42.951 .151 (3.841 

KJl1 

.920 (23.37) MAX. 

JDIA. I g 

D A 
DIA. DlA. 

~ 

NOTE' For backshell dimensions and configurations see pages 104 and 105 

J S T U V 
Dia. Max. Oia. Max. Thread Max. Hex. Thread Class 2A 
.662 (16.811 1.204 (30.581 7/16-28UNEF-2A .892 (22.661 11 /16-24UNEF 
.810 (20.571 1.391 (35.331 9/16-24UNEF-2A 1.017 (25.831 13/16-24UNEF 

.960 (24.381 1.516 (38.511 11 / 16-24UNEF-2A 1.205 (30.611 1-20UNEF 
1.085 (27.561 1.641 (41.681 13 /1 6-20UNEF-2A 1.329 (33.761 1-1/8-1 8UNEF 
1.210 (30.731 1.766 (44.861 15 /16-20UNEF-2A 1.455 (36.961 1-1 /4-18UNEF 

1.317 (33.451 1.954 (49.631 1-1 / 16-18UNEF-2A 1.579 (40.111 1-3 /8-18UNEF 
1.442 (36.631 2.078 (52.781 1-3 /16-18UNEF-2A 1.705 (43.311 1-1/2 -18UNEF 
1.567 (39.801 2.204 (55.981 1-5 /16-18UNEF-2A 1.829 (46.461 1-5/8-18UNEF 
1.692 (42.981 2.328 (59.131 1-7I16-18UNEF-2A 2.017 (51.231 1-3/4-18UNS 

H 

TTHREAD 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

Overall length With Backshells 
E F P 

Straight Cable Clamp Polling Max. 

1.365 (34.671 1.846 (46.891 1.451 (36.861 
1.365 (34.671 1.846 (46.891 1.451 (36.861 
1.365 (34.671 1.846 (46.891 1.451 (36.861 
1.365 (34.671 1.846 (46.891 1.451 (36.861 
1.365 (34.671 1.966 (49.941 1.451 (36.861 
1.365 (34.671 1.996 (50.701 1.451 (36. 861 
1.365 (34.671 1.996 (50.701 1.451 (36.861 
1.365 (34.671 1.996 (50.701 1.451 (36.861 
1.309 (33.251 1.996 (50.701 1.451 (36.861 

_Pa_n_e_I_C_ut_o_u_ts __________________________________________________________________ -----4c:J 
Flange Mounted Receptacles 

Shell A 
Size Oia. 

.665 (16.891 
11 .812 (20.621 
13 .965 (24.511 
15 1.085 (27.551 
17 1.210 (30.731 
19 1.322 (33.571 
21 1.447 (36.751 
23 1.569 (39.85) 
25 1.703 (43.25) 

r p", .005 (.130) 
4 HOLES 

~--! 

fj1' 
+.010 (.250) 
-.000 COCO} 

Oia. 
.125 (3.181 
.125 (3.181 
.125 (3.181 
.125 (3.181 
.125 (3.181 
.125 (3.181 
.125 (3.18) 
.125 (3.18) 
.152 (3.86) 

Mtg. 
R Screw 

.719 (18.26) #4 

.812 (20.62) #4 

.906 (23.01) #4 

.969 (24.61) #4 
1.062 (26.97) #4 

1.156 (29.361 #4 
1.250 (31.75) #4 
1.375 (34.93) #4 
1.500 (38.10) #6 

ITT Cannon 

Jam Nut Receptacles 

Shell 
Size 

11 

13 
15 
17 
19 
21 
23 
25 

+ .010 (.250) 
-.000 1.000) 

A 
Dia. 

.697 (17.70) 

.822 (20.881 
1.010 (25.65) 
1.135 (28.83) 
1.260 (32.00) 
1.385 (35.18) 
1.510 (38.35) 
1.635 (41.53) 
1.760 (44.70) 

B 
Dia. 

.665 (16.89) 

.765 (18.43) 

.952 (24.18) 
1.076 (2733) 
1.201 (30.51) 
1.326 (33.68) 
1.451 (36.86) 
1.576 (40.03) 
1.701 (43.21) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-38999 Series II Connectors KJ 

How To Order 

Military Nomenclature 

MS NUMBER SHEll STYLE 
MS27472 - Wall Mounting Receptacle 
MS27473 - Straight Plug 
MS27474 - Jam Nut Receptacle 
MS27484 - Grounded Plug 
MS27497 - Wall Mounting Receptacle (back 

panel mounting) 
MS27513 - Box Mounting Receptacle 
MS27479 - Wall Mounting Receptacle (C Fin

ish) - Inactive, use MS27472 
MS27480 - Straight Plug (C Finish) - Inactive, 

use MS27473 
MS27481 - Jam Nut Receptacle (C Finish) -

Inactive, use MS27474 
MS27499 - Box Mounting Receptacle (Class E) 
MS27508 - Box Mounting (back panel mount

ing) (Class E) 

CLASS 
E - Envi ro nment -resistant with rear accessory 

(without strain relief) 
P - Environment-resistant with straight potting 

cup accessories 
T - Environment -resistant (without rear acces

sory). (Class T not applicable to MS27499, 
MS27513, and MS27508) . 

ITT Cannon Nomenclature 

SERIES PREFIX 
KJ - Series II-Low Profile 

SHEll STYLE 
o - Wall mounting receptacle 
2 - Box mounting receptacle (available as her

metic) 
3 - Wall mounting receptacle (back panel 

mounting) 
5 - Box mounting receptacle (back panel 

mounting) 
6 - Straight plug 
G6 - Straight plug, grounded 
7 - Jam nut receptacle (available as hermetic) 

CLASS 
E - Environment-resistant with rear accessory 

(without strain relief) 
F - Enviroment-resistant with strain relief ac

cessory 
P - Environment-resistant with straight potting 

cup accessory 
R - Environment-resistant with full grommet 

seal without rear accessory; shell styles 2 
and 5 only 

T - Environment-resistant (without rear acces
sory). (Class T not applicable to KJ2E, 
KJ2R, KJ5E, and KJ5R) . 

MS27473 T 18 A 35 S A 

~:A::MBER SHEll STYLE _ _________ ___ =r----' I T I 
SHEll SIZE ____________________ _ .......JJ 

HARDWARE FINISH ---------------------' 

CONTACT ARRANGEMENT ----------------------' 

CONTACT STYLE -----------------------' 

ALTERNATE SHEll POSITION ____________________ ...J 

SHEll SIZE 
8, 10, 12, 14, 16, 18, 20, 22, 24. 

HARDWARE FINISH STANDARD 
A - Bright cadmium over electroless nickel 

plate, - 85°F to + 302°F (- 65°C to 
+ 150°C) 

B - Olive drab cadmium over electroless nickel 
plate, - 85°F to + 34rF (- 65°C to 
+ 175°C) 

C - Anodic (non-conductive), - 85°F to 
+ 392°F (- 65°C to + 200°C). 
Not applicable to MS27484. 

F - Electroless nickel, - 85°F to + 392°F 
(- 65°C to + 200°C) 

CONTACT ARRANGEMENT 
See pages 101 and 102. 

CONTACT STYLE 
P- Pin 
S - Socket 

*A- Less Pin Contact 
*B - Less Socket Contact 

' Used on ly when other than power contacts are to be installed (i .e. 
shielded, thermocouple, etc. ) 

ALTERNATE SHEll POSITION 
A, B, C, and 0 (not required for normal) . See page 
100. 

Note: To order MS connectors less standard power 
contacts, purchase order must state "Less 
Contacts" . 

KJ 6 T 18 A 35 S N L 

SERIES PREFIX ____ ___________ T--'1] j 
SHELL STYLE -

CLASS ----------------------' 

SHELL SIZE ------------------------' 

HARDWARE FINISH ----------------------' 

CONTACT ARRANGEMENT ---------------- ---' 

CONTACT STYLE -------------------------' 
SHELL POSITION ______________________ .......J 

LESS CONTACTS _______________________ ....J 

NOTE: KJ supplied with exact complement of contacts. 

SHELL SIZE 
8, 10, 12, 14, 16, 18, 20, 22, and 24. 

HARDWARE FINISH STANDARD 
A - Bright cadmium over electroless nickel 

plate, - 85°F to + 302°F (- 65°C to 
+ 150°C) 

B - Olive drab cadmium over electroless nickel 
plate, - 85°F to + 34rF (- 65°C to 
+ 175°C) 

C - Anodic (non-conductive), - 85°F to 
+ 392°F (- 65°C to + 200°C). Not appli
cable to KJG6. 

N - Electroless nickel, - 85°F to + 392°F 
(- 65°C to + 200°C) 

ITT Cannon 

CONTACT ARRANGEMENT 
See pages 101 and 102. 

CONTACT STYLE 
P - Pin 
S - Socket 

ALTERNATE SHEll POSITION 
N(normal), A, B, C, D, See page 100. 

LESS CONTACTS 
Use "L" when connectors are ordered less con
tacts, sealing plugs and insertion / extraction tool. 
("L" is not stamped on connectors.) 

Circular Products. 666 E. Oyer Rd .. P.O. Box 919. San 'a Ana. CA 92702·09 29. (714) 557·47 00 • (8001 845·7000 
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MIL-C-38999 Series II Connectors KJ 

Wall Mounting Receptacle 
MS27472 KJO 
(MS service class E, p, 1) 

Shell A M 
Size Dia. Max. Dia. Max. Max. 

.474 (12 .04) .563 (14.30) .828 (21.03) 
10 .591 (15.01) .680 (17.27) .954 (24.23) 
12 .7 51 (19 .08) .859 (21 .82) 1.047 (26.59) 
14 .876 (22 .25) .984 (24.99) 1.141 (28.98) 
16 1.001 (25.43) 1.108 (28.14) 1.234 (31.34) 
18 1.126 (28.60) 1.233 (3132) 1.328 (33.73) 
20 1.251 (3178) 1.358 (34.49) 1.453 (36.91) 
22 1.376 (34.95) 1.483 (37.67) 1.578 (39.08) 
24 1.501 (38.13) 1.610 (40.89) 1703 (43.26) 

POLARIZING 
KCYWAY 

JMAX. 

PDIA 

NOTE: For backshell dimensions and configurations, see pages 104 and 105. 

P 
N + .005 (0.13) 

T.P. - .010 (0.25) 
.594 (15 .09) .125 (3.18) 
.7 19 (18.26) .125 (3.18) 
.8 12 (20.62) .125 (3.18) 
.906 (23.01) .125 (3.18) 
.969 (24.61) .125 (3.18) 

1.062 (26.97) .125 (3.18) 
1.156 (27.36) .125 (3.18) 
1.250 (3176) .125 (3.18) 
1.375 (34.92) .152 (3.86) 

T 
Thread 

7/16-28UNEF·2A 
9/16·24UNEF·2A 

11 /16-24UNEF-2A 
13/16-20UNEF-2A 
15 /16·20UNEF·2A 

1- 1/ 16·18UNEF·2A 
1· 3/16·18UNEF·2A 
1· 5/16·18UNEF-2A 
1- 7/ 16-18UNEF-2A 

E 
Straight 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

.850 (21.59) 

Overall Length With Backshells 
F 

Cable Clamp 
1.555 (39.50) 
1.555 (39.50) 
1.555 (39.50) 
1790 (45.47) 
1790 (45.47) 
1.790 (45.47) 
1790 (45.47) 
1.930 (49.02) 
1.900 (48.26) 

P 
Poning Max. 
1.020 (25.91) 
1.020 (25.91) 
1.020 (25 .91) 
1.020 (25.91) 
1.020 (25.91) 
1.020 (25 .91) 
1.020 (25.91) 
1.020 (27.43) 
1.080 (27.43) 

Box Mounting Receptacle --~~----------------------~C 
MS27499E 
(MS service class E) 

Shell A 
Size Dia. Max. 

.474 (12.04) 
10 .591 (15.01) 
12 .751 (19.08) 
14 .876 (22.25) 
16 1.001 (25.43) 
18 1.126 (28.60) 
20 1.251 (3178) 
22 1.376 (33.95) 
24 1.501 (38 .13) 

KJ2E 

POLARIZING .322 (8.17) ~ r-
-r.-_-+_---..

KEYWAY 
MAX. 1 II I 
~o r----r 

JMAX. I I 
ADiA D~ 

L ~~ 
P DIA BLUE BAND ----.-7 II 

. (INDICATES REAR --1 t-- .069 (1.74) MAX. 
RELEASE CONTACT 
RETENTION SYSTEM) 

NOTE: This conn ector does not accommodate backshells 

P 
G L M N + .005 (0.13) 

Oia. Max. Dia . Max. Max. Max. T.P. - .01 0 (0.25) 

.421 (10 .69) .563 (14.30) .312 (7.92) .828 (21.03) .594 (15.09) .125 (3.18) 

.542 (13.77) .680 (17.27) .312 (7.92) .954 (24.23) .719 (18.26) .125 (3.18) 

.667 (16.94) .859 (21.82) .312 (7.92) 1.047 (26.59) .812 (20.62) .125 (3.18) 

.791 (20.09) .984 (24.99) .312 (7 .92) 1.141 (28.98) .906 (23.01) .125 (3.18) 

.916 (23.27) 1.108 (28.14) .312 (7 .92) 1.234 (31.34) .969 (24.61) .125 (3.18) 
1.034 (26.26) 1.233 (31.32) .312 (7 .92) 1.328 (33. 73) 1.062 (26.97) .125 (3.18) 
1.158 (29.41) 1.358 (34.49) .312 (7 .92) 1.453 (3681) 1.156 (27.36) .125 (3.18) 
1.283 (32.59) 1.483 (37 .67) .312 (7 .92) 1.578 (40.08) 1.250 (3175) .125 (3.18) 
1.408 (35.76) 1.610 (40.89) .312 (7 .92) 1703 (43.26) 1.375 (34.93) .152 (3.86) 0 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Ci""I" Products. 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702 -0929 • 17141 557·4700 • (BOOI B45 ·7000 



MIL-C-38999 Series II Connectors KJ 

Box Mounting Receptacle 
MS27513E 
IMS service class EI 

Shell A 
Size Oia. Max. 

8 .474 (12.041 
10 .591 115. 01 1 
12 .751 119.081 
14 .876 122.251 
16 1.001 125.431 
18 1.126 128.601 
20 1.251 131781 
22 1376 131951 
24 1.501 138.131 

O Wall Mounting Receptacle 
MS27497 
IMS service class E, p, TI 

A c 

KJ2R 

=1 L ITr-i~6) 

I 
MAX POLARIZING 

~2f)8.17) 1 tr' KEVW;Y 

J::-ffiri11 If1 r ~ JMAX 

BLUE BAND L lijJJ~ lJd~_-=-_"""" 
(INDICATES REAR ~ r- 069 P DIA. 
RELEASE CONTACT . 
RETENTION SYSTEM) (1.74) MAX. 

NOTE: This co nnector does not accommodate backshells 

G 
Oia . Max. 

. 421 (10.691 

.542 (11771 

.667116.941 

.791 120.091 

.9 16 123.271 
1.034 126.261 
1.158 129.411 
1.283 132.591 
1408 135.761 

KJ3 

l M 
Oia. Max. Max. Max . 

.563 (14301 31217.921 .828 121031 

.680117 .271 3 12(7·921 .9 54 124.231 

.859 121.821 3 12(7.921 1047 126.591 

.984 124.991 312(7.921 1.141 128.981 
1.108128.141 312 (7.921 1.234131341 
1.233 131321 3 12 (7.921 1.328131731 
1358 134.491 312 (7.921 1453 136.811 
1.483 127.671 3 12 (7.921 1.578 140.081 
1.610140.891 312 (7 .921 1703 141261 

"''''.35)MAX -oj 1 t ~:~L 
.322 (8.17) MAX. 1 f-t- T THREAD 

I -r- 9 oi,.l 
BLUE BAND .l.l-==='1;~-{ 
(INDICATES REAR ~-l ~ 
RELEASE CONTACT 
RETENTION SYSTEM) .069 (1.74) MAX. 

NOTE: For backshell dimensions and configurations. see pages 104 and 105. 

ITT Cannon 

p 
N + .005 10.131 

lP. + .01 0 10.251 
.594 115091 .125 11181 
.719 118261 .125 11181 
.812120.621 .125 11181 
.906121011 .125 11181 
.969124.611 .125 11181 

1.062 126.971 .125 11181 
1.156 127.361 .125 11181 
1.250 131751 .125 11181 
1.375 134.931 .152 11851 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 93 
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MIL-C-38999 Series II Connectors KJ 

Box Mounting Receptacle (Back Panel) 
MS27508E KJ5E 
(MS service class E) 

BLUE BAND 

RELEASE CONTACT .069 (1.74) MAX. (INDICATES REAR ~~ 
RETENTION SYSTEM) :......j K MAX. PANEL THICKNESS 

NOTE: This connector does not accommodate backshells 

P 
Shell A C G K M N + .005 (0.13) 
Size Dia. Max. Dia. Max. Dia. Max. Dia. Max. Max. Max. Max. lP. - .010 (0.25) 

.474 (12.04) .522 (13.26) .421 (10.69) .563 (14.30) .147 (3.73) .185 (4.70) .828 (2103) .594 (15.09) .125 (3.18) 
10 .591 (15.01) .639 (16.23) .542 (13.77) .680 (17 .27) .152 (3.86) .185 (4.70) .954 (24.23) .719 (18.26) .125 (3.18) 
12 .751 (19.08) .808 (20.52) .667 (16.94) .859 (21 .82) .152 (3.86) .185 (4.70) 1.047 (26.59) .812 (20 .62) .125 (3.18) 

14 .876 (22.25) .935 (23.75) .791 (20.09) .984 (24.99) .152 (3.86) .185 (4.70) 1.141 (28.98) .906 (23.01) .125 (3.18) 
16 1.001 (25.42) 1.058 (26.87) .916 (2327) 1.108 (2814) .152 (3.86) .185 (4.70) 1.234 (31.24) .969 (24.61) .125 (3.18) 

18 1.126 (28.60) 1.183 (30.05) 1.034 (3134) 1.233 (3132) .152 (3.86) .185 (4.70) 1328 (33.73) 1.062 (26.97) .125 (3.18) 
20 1.251( 31.77) 1.308 (33.22) 1.158 (34.52) 1.358 (34.49) .179 (4.55) .185 (4.70) 1.453 (36.91) 1.156 (29.36) .125 (3.18) 

22 1.376 (34.95) 1.433 (36.40) 1.283 (32 .59) 1.483 (37.67) .179 (4.55) .185 (4.70) 1.578 (40.08) 1.250 (31.75) .125 (3.18) 

24 1.501 (38.13) 1.568 (39.83) 1.408 (35.76) 1.610 (40.89) .169 (4.29) .185 (4.70) 1.703 (43.66) 1.375 (34.92) .152 (3.86) 

Box Mounting Receptacle (Back Panel) 
No MS part number KJ5R 

1 Lr POLARIZING 
.447 (11.35~MAX tJ P CIA. KF:YWAY 

.322 (8.17) MAX. Htr-tt ·338 Tn I Lr (8.58) 
MAX. J DIA. Ie =rr MN (i 

C A D~. ill 
BLUE BAND ~ "'---=--"" 
(INDICATES REAR 7Jtl 
RELEASE CONTACT / j I-- .069 (1.74) MAX. 
RETENTION SYSTEM) 

K MAX. PANEL THICKNESS 

NOTE: This connector does not accommodate backshells 

P 
Shell A G J K l M N + .005 (0.13) 
Size Dia. Max. Dia. Max. Dia. Max. Dia. Max. Max. Max. Max. T.P. - .01 0 (0.25) 

.474 (12.04) .522 (13.26) .421 (10.69) .563 (14.30) .147 (3.73) .185 (4.70) .828 (21.03) .594 (15.09) .125 (3. 18) 

10 .591 (15.01) .639 (16.23) .542 (13.77) .680 (17.27) .152 (3.86) .185 (4.70) .954 (24.23) .719 (18.26) .125 (3.18) 
12 .751 (19.08) .808 (20.52) .667 (16.94) .859 (2182) .152 (3.86) .185 (4.70) 1.047 (26.59) .812 (20.62) .125 (3.18) 

14 .876 (22.25) .935 (23.75) .791 (20.09) .984 (24.99) .152 (3.86) .185 (4.70) 1.141 (28.98) .906 (23.01) .125 (3.18) 

16 1.001 (25.42) 1.058 (26.87) .916 (23.27) 1.108 (28.14) .152 (3.86) .185 (4.70) 1.234 (31.24) .969 (24.61) .125 (3.18) 

18 1.126 (28.60) 1.183 (30.05) 1.034 (3134) 1.233 (31.32) .152 (3.86) .185 (4.70) 1328 (33.73) 1.062 (26.97) .125 (3.18) 

20 1.251 (31.77) 1308 (33.22) 1.158 (34.52) 1.358 (34.49) .179 (4.55) .185 (4.70) 1.453 (36.91) 1.156 (29.36) .125 (3 .18) 

22 1.376 (34.95) 1.433 (36.40) 1.283 (32.59) 1.483 (37 .67) .179 (4.55) .185 (4.70) 1.578 (40.08) 1.250 (31.75) .125 (3.18) 
24 1.501 (38.13) 1.568 (39 .83) 1.408 (35.76) 1.610 (40.89) .169 (4.29) .185 (4.70) 1.703 (43.66) 1.375 (34.92) .152 (3.86) 

94 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-38999 Series II Connectors KJ 

Straight Plug 
MS27473 
(MS service class E. P. T) 

Shell A 
Size Dia, Max, 

.485 (12.32) 

10 .606 (15.39) 

12 .765 (19.43) 

14 .890 (22.61) 

16 1.014 (25.76) 
18 1.140 (28.96) 

20 1,264 (32.11) 

22 1.389 (35.28) 

24 1.514 (38.46) 

o.Straight Plug Grounded 
MS27484 
(MS service class E. P. 1) 

Shell 

KJ6 

G 
Dia. Max, 

.749 (19.02) 

.858 (21.79) 
1.030 (26,16) 

1.155 (2934) 

1.280 (32.51 ) 
1.405 (35 .69) 

1.530 (38.86) 
1.640 (40.66) 

1.765 (44.83) 

KJG6 

POLARIZING 
KEYWAY 

BLUE BAND -'--- ---: 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

T THREAD 

NOTE: For backshell dimensions and configurations, see pages 104 and 105. 

P 
Dia. Max. 

.630 (16.00) 

.752 (19.10) 

.925 (23.50) 
1.050 (26.67) 

1.172 (29.77) 
1304 (33.12) 

1.435 (36.45) 
1.560 (39,62) 

1.688 (42.88) 

NOTE: For backshell dimensions and 

ITT Cannon 

T 
Thread 

7/8·28UNEF·2A 

9/1 6·24UNEF·2A 

11 /1 6·24UNEF·2A 

13 /1 6·20UNEF·2A 
15 /1 6·20UNEF·2A 

1· 1/1 6·18UNEF·2A 

1· 3/1 6·18UNEF·2A 

1· 5/1 6·18UNEF·2A 

1· 7/16·18UNEF·2A 

POLARIZING 
KEYWAY 

see 

Overall length With Backshells 

E F 
Straight Cable Clamp 

.840 (2134) 1.555 (39.50 

.840 (2134) 1.555 (39.50) 

.840 (2134) 1.555 (39.50) 

,840 (2134) 1.790 (45.47) 

.840 (2134) 1.790 (45.47) 

.840 (2134) 1.790 (45.47) 

.840 (2134) 1.790 (45.47) 

.840 (2134) 1.930 (49,02) 

.480 (2134) 1,900 (48.26) 

TTHREAD 

IT 
P DlA. 

DIA. I 
1-

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RETENTION SYSTEM) 

104 and 105. 

P 
Potting Max. 
1.020 (25,91) 

1.020 (25.91) 

1.020 (25.91) 
1.020 (25.91) 

1.020 (25,91) 
1.020 (25.91) 

1.020 (25.91) 

1.020 (25.91) 

1.080 (27.43) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 95 
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MIL-C-38999 Series II Connectors 

Jam Nut Receptacle 
MS27474 KJ7 
(MS service class E. P. T) 

Shell C D G 
Size Dia. Max. Max. Max. Max. 

.474 (12. 04) .818 (20.78) .145 (3.68) .563 (1 430) 
10 .591 (15.01) .942 (23.93) .145 (3.68) .680 (17.27) 

12 .7 51 (1 9.08) 1.066 (27.08) .145 (3.68) .859 (21.82) 

14 .876 (22.25) 1.191 (30.25) .145 (3.68) .984 (24.99) 

16 1.001 (25.43) 1.321 (33.55) .145 (3.68) 1.108 (28.14) 

18 1.1 26 (28.60) 1.441 (36. 60) .145 (3.68) 1.233 (3 1.32) 
20 1.251 (3178) 1.566 (39.78) .171 (4.34) 1.358 (34.49) 

22 1.376 (33.95) 1.691 (42.95) .171 (4.34) 1.483 (37.67) 

24 1.501 (38.13) 1.816 (46.13) .171 (4.34) 1.610 (40.89) 

1 P~ .109 (2.77) MAX. 
G fril PANEL THICKNESS 

• T THREAD 
T 
C 

1 
V THREAD 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 

_RETENTION SYSTEM) 

---:II- .105 (2.66) MAX. 

NOTE: For backshe ll dimensions and configurations. see pages 104 and 105. 

P R T V 
Max. Max. Hex. Dia. Max. Thread Thread 

.443 (1 1.25) 1.079 (27.41) 1.381 (35 08) 7/16·28UNEf·2A 7/8·20UNEf·2A 

.443 (1 1.25) 1.2 05 (30.61) 1.506 (38.25) 9/16·24UNEf·2A 1 ·20UNEf·2A 

.443 (1 1.25) 1.329 (33.76) 1.631 (41.43) 11 /16·24UNEf· 2A 1·1 /8·18UNEf·2A 

.443 (1 1.25) 1.455 (36.96) 1756 (44.60) 13 /16·20UNEf·2A 1·1/4·18UNEf·2A 

.443 (11 .25) 1.579 (40. 11 ) 1.944 (49.38) 1·15/16·20UNEf·2A 1·3 /8·18UNEf·2A 

.443 (11 .25) 1705 (43.31) 2.022 (51.36) 1·1/ 16·18UNEf·2A 1·1/2·18UNEf·2A 

.469 (11 .91) 1.829 (46 .46) 2.147 (54.53) 1·3 /16·18UNEf·2A 1·5 /8·18UNEf·2A 

.469 (11.91) 2.017 (51.23) 2.271 (57.68) 1·5/16·1 8UN Ef· 2A 1·3 /4·18UNS ·2A 

.469 (1 1.91) 2.142 (54.41) 2.396 (60.86) 1·7/16·18UNEf·2A 1·7 /8·16UNS·2A 

JDIA. 

DMOUNTING 
FLAT 

KJ 

Overall Length With Backshells 

E F P 
Straight Cable Clamp Potting Max. 

.840 (21.34) 1.555 (39.50) 1.020 (2591) 

.840 (21.34) 1.555 (39.50) 1.020 (2591) 

.840 (21.34) 1.555 (39.50) 1.020 (25.91) 

.840 (21.34) 1790 (45.47) 1.020 (25.91) 

.840 (21.34) 1790 (45.47) 1.020 (25.91 ) 

.840 (21.34) 1790 (45.47) 1.020 (25.91) 

.840 (21.34) 1790 (45.47) 1.020 (25.91 ) 

.840 (21.34) 1.930 (49.02) 1.020 (25.91) 

.860 (21.84) 1.900 (48.26) 1.080 (27.43) 

_Pa_n_e_I_C_ut_o_u_ts __________________________________________________________________ ----~4() 

Flange Mounted Receptacle Jam Nut Receptacle r p ~ .005( .130) 
4 HOLES •. , 

91' 
+.010 (.250) 

-.000 (,000) 

Shell A P 
Size Dia. Dia. R 

.610 (15.49) .125 (3.18) . 594 (15.09) 

10 .734 (18.64) .125 (3.18) .719 (18.26) 

12 .860 (21.84) .125 (3.18) .812 (20.62) 

14 .985 (25.02) .125 (3.18) .906 (23.01 ) 

16 1.110 (28.19) .125 (3.18) .969 (24.61) 

18 1.234 (3 134) .125 (3.18) 1.062 (26.97) 

20 1.360 (35 .54) .125 (3.18) 1.1 56 (29.36) 

22 1.484 (37.69) .125 (3.18) 1.250 (3175) 

24 1.611 (40.92) .152 (3.86) 1.375 (34.93) 

ITT Cannon 

Mfg. Shell 
Screw Size 

#4 
#4 10 

#4 12 

#4 14 

#4 16 

#4 18 

#4 20 

#4 22 

#6 24 

+ .010 (.250) 
-.000 (,000) 

A 
Dia . 

.885 (22.48) 
1.010 (25.65) 

1.135 (28.82) 

1.260 (32.00) 
1385 (35.18) 
1.510 (38.35) 

1.635 (41.53) 

1760 (44.70) 

1.885 (47.88) 

B 
Dia. 

.828 (21.03) 

.952 (24.18) 

1.076 (27.33) 
1.201 (30.51) 

1331 (33.81) 
1.451 (36.86) 

1.576 (40.03) 
1701 (43.21) 

1.826 (46.38) 

Dimensions are shown in inches (mi ll imeters). 
Dimensions subject to change. 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929. (7 14) 557 ·4700 • (800)845·7000 



MIL-C-38999 Series III Connectors KJA 

How To Order 

Military Nomenclature 

CONNECTOR TYPE 
0389991 - MIL-C-38999 Series III 

SHELl STYLE 
038999/20 - Wall mount receptacle 
038999/21 - Box mount receptacle 

(hermetic) 
038999 / 23 - Jam nut receptacle (hermetic) 
038999/24 - Jam nut receptacle 
038999/25 - Solder mount receptacle 

(hermetic) 
038999/26 - Straight plug. Grounded 

ITT Cannon Nomenclature 

SERIES PREFIX 
KJA - Series III - Scoop proof. threaded cou

pling 

SHELl STYLE 
o - Wall mount receptacle 
1 - Solder mount receptacle (hermetic) 
2 - Box mount receptacle (hermetic) 
6 - Straight plug 
7 - Jam nut receptacle (also available in her-

metic) 

CLASS 
T - Environment-resistant (without rear ac-

cessory) 
Y - Hermetic 

SHELl SIZE 
Cannon 
Designation 

Military 
'----'--'----'-_L---'--'----'-_'-- Designation 

D38999 20 F C 35 P B 

CONNECTOR TY_P_E _________ ____ =r __ --'T 1 
SHELl STYLE -

SERVICE CLASS _______________ ----1 

(HARDWARE FINISH) 
SHELl SIZE __________ ________ ----.J 

CONTACT ARRANGEMENT - - --------- ---------" 
CONTACT STYLE ___________________ ----.J 

ALTERNATE POLARIZATION POSITIONS ---- ---- --------

SERVICE CLASS 
(Hardware Finish) 

F Electroless nickel - 85°F to + 392°F 
(- 65°C to + 200°C) 

N - Corrosion resistant steel. electro-deposited 
nickel (hermetic). - 85°F to + 392°F 
(- 65°C to + 200°C) 

W - Olive drab cadmium over electrol ess nickel 
plate. - 85°F to + 34 r F (- 65°C to 
+ 175°C) 

Y - Corrosion resistant steel. passivated (he r-
metic). - 85°F to + 392°F (- 65°C to 
+ 200°C) 

SHELl SIZE 
r--,--.--~--r--'--'--~-~ Military 

Designation 

Cannon 
'----'--'----'-_L---'--'----'-_L-...J Designation 

CONTACT ARRANGEMENTS 
See pages 101 and 102. 

CONTACT STYLE 
P - Pin contacts 
S - Socket contacts 
A - Less Pin contact* 
B - Less Socket contact* 

See pages 112·114 for Fiber Optic Contacts. 

* Used only when other than power contacts are to be installed 
(i.e .. shielded. thermocouple. etc.) 

ALTERNATE POSITIONS 
N (normal). A. B. C. O. E. See page 100. 

Note:To order MS co nnectors less standard power 
contacts. purchase order must state "Less 
Contacts" . 

KJA 0 T 13 35 P B 

SERIES _PR_EF_IX ________ __ "T __ 1----11 J SHELl STYLE --------------'-

CLASS 
SHELl SIZE ________________ ---l 

r-

HARDWARE FINISH ------- ---------' 

CONTACT ARRANGEMENT _______________ ---l 

CONTACT STYLE ______ ____________ ----1 

ALTERNATE POLARIZATION POSITIONS ______________ ----.J 

LESS CONTACTS --------- ----- -------

HARDWARE FINISH 
F - Electroless nickel. - 85°F to + 392°F 

(- 65°C to + 200°C) 
K - Corrosion resistant steel passivated. 

- 85°F to + 392°F (- WC to + 200°C) 
N - Corrosion resistant steel with electro-de

posited nickel plate. 
- 85°F to + 392°F (- 65°C to 200°C) 

W - Olive drab cadmium over electro less nickel 
plate. 
- 85°F to + 34rF (- 65°C to + 175°C) 

CONTACT ARRANGEMENTS 
See pages 101 and 102. 

ITT Cannon 

CONTACT STYLE 
P - Pin contacts 
S - Socket contacts 
See pages 112-114 for Fiber Optic Contacts 

ALTERNATE POLARIZATION POSITIONS 
N (normal). A. B. C. O. E. See page 100. 

LESS CONTACTS 
Use "L" when connectors are ordered less con
tacts. seali ng plugs and insertion 1 extraction 
tool. (" L" is not stamped on connectors.) 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (7 14) 557·4700 • (800) 845·7000 
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MIL-C-38999 Series III Connectors 

Wall Mount Receptacle 
038999 /20 KJAOT** 

MS B Thread M T 
Shell Shell size Class 2A + .000 1.0001 S + .004 (.1001 
Size Code (Platedl - .005 (.1301 Rt Rz ± .012 (.3001 - .002 (.0501 

A .6250·0.1 P·O.3L· TS .820 (20.831 .719 (18.2 61 .594 (15.091 .938 (23.831 .128 (3.251 
11 8 .7500·0.1 P·O.3L· TS .820 (20.831 .812 (20.621 .719 (18.261 1.031 (26.191 .128 (3.251 
13 c .8750·0.1 P·O.3L· TS .820 (20.831 .906 (23.011 .812 (20.621 1.1 25 (28.581 .128 (3.251 
15 0 1.0000·0.1 P·O.3L·TS .820 (20.831 .969 (24.611 .906 (23.011 1.219 (30.961 .128 (3.251 
17 1.1875·0.1 P·O.3L·TS .820 (20.831 1.062 (26.971 .969 (24.611 1.312 (33.321 .128 (3.251 
19 F 1.2500·0.1 P·O.3L·TS .820 (20.831 1.156 (29.361 1.062 (26.971 1.438 (36.531 .128 (3.251 
21 G 1.3750·0.1 P·O.3L·TS .790 (20.071 1.250 (3 1751 1.156 (29.361 1.562 (39.671 .128 (3.2 51 
23 H 1.5000·0.1 P·O.3L· TS .790 (20.071 1.375 (34.921 1250 (31.751 1.688 (42.881 .154 (3.911 
25 J 1.6250·0.1 P·O.3L· TS .790 (20.071 1.500 (38 .101 1.375 (34.921 1.812 (46.021 .154 (3.911 

Straight Plug Grounded 
038999 /26 KJA6T** 

.244 (6.20) + .012 (0.30) I I 
-.000 (0.00) -j r-

MS B o Thread 
Shell Shell size + .008 (.2001 Class 2B K l 
Size Code - .000 (.0001 (Plated) Max. Max. 

A .724 (18.40 .6250·0.1 P·O.3L· TS .748 (19.001 1.234 (31.341 
11 .831 (21.101 .7500·0.1 P·O.3L· TS .862 (21 .901 1234 (31.341 
13 1.000 (25.401 .8750·0.1 P·O.3L·TS 1.027 (26.1 01 1234 (31.34) 
15 1.130 (28.701 1.0000·0.1 P·O.3 L·TS 1.153 (29.301 1.234 (31.341 
17 1268 (32.201 1.1875·0.1 P·O.3 L· TS 1291 (32.801 1.234 (3 1.341 
19 1.374 (34.901 12500·0.1 P·O.3L·TS 1.398 (35.501 1234 (31.341 
21 G 1.500 (38.101 1.3750·0.1 P·O.3L·TS 1.524 (38.701 1.234 (31341 
23 H 1.618 (41.401 1.5000·0.1 P·O.3L·TS 1.642 (41701 1.234 (31.341 
25 J 1744 (44.301 1.6250·0.1 P·O.3L· TS 1768 (44.901 1.234 (31.341 

ITT Cannon 

n 
+ .004 1.1 001 
- .002 1.0501 

THREAD 

BLUE BAND 
(INDICATES REAR 
RELEASE CONTACT 
RffiNTION SYSTEM) 

Metric V 
Thread W 
(Platedl Max. 

.216 (5.491 M1 2X 1·6g0.100R .098 (2 .501 

.194 (4.931 M15X1·6g0.100R .098 (2.501 

.194 (4.931 M18X1·6g0.100R .098 (2.501 

.173 (4.391 M2 2X1·6g0.100R .098 (2.501 

.194 (4.931 M25X1·6g0.100R .098 (2.501 

.194 (4.931 M28X1·6g0.100R .098 (2.501 

.194 (4.931 M31 X1·6g0.100R .126 (3.201 

.242 (6.151 M34X1·6g0.100R .126 (3.201 

.242 (6.151 M37X1·6g0.100R .126 (3. 201 

Metric V 
0 Thread 

Oia. Max. (Platedl 
.859 (21.821 M12X1·6g0.100R 
.969 (24.611 M15X1·6g0.100R 

1.141 (28.981 M18X1·6g0.1 00R 
1266 (32. 161 M22X1·6g0.100R 
1.391 (35 .531 M25X1·6g0.100R 
1.500 (38 .101 M28X1·6g0.100R 
1.625 (41.281 M31 Xl·6g0.100R 
1.750 (44.451 M34Xl·6g0.100R 
1.875 (47.621 M37X1·6g0.100R 

KJA 

Z 
+ .005 (.1301 
- .010 (.2501 
1.235 (31361 
1.235 (31361 
1.235 (31361 
1.235 (3 1361 
1.235 (31361 
1.235 (31361 
1. 235 (31361 
1.235 (31361 
1.235 (31361 

W 
+ .008 (.2001 
- .004 (.1001 
.760 (19.301 
.7 60 (19.301 
.760 (19.301 
.760 (19.301 
.760 (19.301 
.760 (19.301 
.760 (19.301 
.760 (19.301 
.760 (19.301 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 

Circu lar Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557 ·4700 • (BOO) 845·7000 



MIL-C-38999 Series III Connectors 

Jam Nut Receptacle 
0]8999 /24 KJA7T*** 

MS A B Thread C Z M 
Shell Shell Size + .01 0 (.250) Class 2A + .004 (.100) + .005 (.1 ]0) + .005 (.130) 
Size Code - .005 (.130) (Plated) - .01 0 (.250) - .004 (.100) -.004 (.100) 

A .104 (2.64) .6250·0.1 P-O.3L-TS .651 (16.53) 1.243 (31.57) .871 (22.12) 

11 B .104 (2.64) .7500·0.1 P·O.3L-TS .751 (19.07) 1.243 (31 ,57) .871 (22 .12) 

13 C .104 (2.64) .8750·0.1 P-O.3L-TS .938 (23.82) 1.243 (31.57) .878 (22.30) 

15 .104 (2.64) 1.0000-0.1 P-O.3L-TS 1.062 (26.97) 1.243 (31.57) .878 (22.30) 
17 .104 (2.64) 1.1875-0.1 P-O.3L-TS 1.187 (30.15) 1.243 (31.57) .878 (22.30) 

19 .135 (3.43) 1.2500-0.1 P-O.3L-TS 1.312 (33.32) 1,243 (31.57) .878 (22.30) 

21 .135 (3.43) 1.3750-0 .1 P-O.3L-TS 1.437 (36.50) 1.243 (31.57) .878 (22.30) 

23 .135 (3.43) 1.5000-0.1 P-O.3L·TS 1.562 (39.67) 1.243 (31.57) .878 (22.30) 

25 .135 (3.43) 1.6250-0.1 P·O.3L-TS 1.687 (42.85) 1.243 (31.57) .878 (22.30) 

Panel Cutouts 

Wall Mounted Receptacle 

Al 

i R21 
+ + 

+ + H 

o ~T 

Shell 
Size A B 

.697 (17.70) .669 (16.99) 

11 .822 (20.88) .769 (19 .53) 

13 1.007 (25.58) .955 (24.26) 

15 1.134 (28.80) 1.084 (27 .53) 
17 1.259 (31,98) 1.208 (30.68) 

19 1.383 (35 .15) 1.333 (33.86) 

21 1.507 (38 .28) 1.459 (37 .06) 

23 1.633 (41.50) 1.584 (40.24) 

25 1.759 (44.68) 1.709 (43.41) 

ITT Cannon 

RED 
(FULLY MATED 

INDICATOR BAND) 

PANi!lTHliEK~iESS (3.18) MAX. 

P Metric R 
+ .016 (.410) Thread 
- .004 (.100) S (Plated) 

.555 (14.10) 1.062 (26.97) M17Xl·6g0,100R 

.555 (14.10) 1.250 (31.75) M20Xl·6g0,100R 

.563 (14.30) 1.375 (34.92) M25Xl·6g0.100R 

.563 (14.30) 1.500 (38.10) M28Xl-6g0.100R 

.563 (14.30) 1.625 (41.28) M32Xl·6g0.100R 

.563 (14.30) 1.812 (46.02) M35Xl·6g0.100R 

.563 (14.30) 1.938 (49.23) M38Xl·6g0.100R 

.563 (14.30) 2.062 (55.38) M41Xl·6g0.100R 

.563 (14.30) 2.188 (55.38) M44Xl·6g0.100R 

Jam Nut Receptacle 

KJA 

Metric V 
Thread 
(Plated) 

M12Xl-6g0.100R 

M15Xl-6g0.100R 

M18Xl-6g0.100R 
M22Xl-6g0.100R 
M25Xl-6g0.1 00R 

M28Xl-6g0.100R 

M3 1Xl-6g0.100R 

M34Xl-6g0.100R 
M37Xl-6g0.100R 

~m\~1 
+()10 (250\ 
- ,000(.000 

Rl R2 T 
H (TP) (TP) (Max.) 

.626 (15.90) .719 (18.26) .594 (15.09) .134 (3.40) 

.751 (19.08) .812 (20.62) .719 (18.26) .134 (3.40) 

.876 (22.25) .906 (23.01) .812 (20.62) .134 (3.40) 

1.001 (25.43) .969 (24.61) .906 (23.01) .134 (3.40) 
1.188 (30 .18) 1.062 (26.97) .969 (24.61) .134 (3.40) 

1.251 (31.78) 1.156 (29.36) 1.062 (26.97) .134 (3.40) 

1.376 (34.95) 1.250 (31.75) 1.156 (29.36) .134 (3.40) 

1.511 (38.38) 1.375 (34.92) 1.250 (31.75) .1 60 (4.06) 

1.626 (41.30) 1.500 (38.10) 1.375 (34.92) .1 60 (4.06) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 99 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

Pola rizing Positions 

Series I Angle of Rotation (Degrees) 
Shell 
Size Normal A B C 0 
9 95' 77' 113' 

11 95' 81' 67' 123' 109' 
13 95' 75' 63' 127' 115' 
15 95' 74' 61' 129' 11 6' 
17 95' 77' 65' 125' 113' 
19 95' 77' 65' 125' 113' ,. 21 95' 77' 65' 125' 113' 

REf 23 95' 80' 69' 121' 11 0' 

Front face of receptacle (p)ug opposite). Insert 25 95' 80' 69' 121' 11 0' 

arrangement does not rotate with main key-keyway. 
The master key is rotated to provide shell polar-
ization; the minor keys remain fi xed. 

Series II Angle of Rotation (Degrees) 
Shell Size Normal A B C 0 

8 100' 82' 11 8' 
10 100 '86' 72' 128' 114' 
12 100' 80' 68' 132' 120' 
14 100' 79' 66' 134' 121 ' 
16 100' 82' 70' 130' 118' 
18 100' 82' 70' 130' 118' 
20 100' 82' 70' 130' 118' 
22 100' 85' 74' 126' 115' 
24 100' 85' 74' 126' 115' 

Front face of receptacle (plug opposite ). Insert 
arrangement does not rotate with main key I key-
way. The master key is rotated to provide shell 
po la rization; the minor keys remain fi xed. 

Series III 
Key & 

Keyway 
Key Locations 

RECEPTACLE 
Arrangement AR' BR' CR' DR' 

Identifi· or or or or 
(Front face shown) Shell cation AP' BP' CPO DP' 

Size Letter BSC BSC BSC BSC 
N 105 140 215 265 
A 102 132 248 320 

80 118 230 312 
35 140 205 275 
64 155 234 304 
91 131 197 240 

N 95 141 208 236 

PLUG 11 A 113 156 182 292 
(Front face shown) 13 B 90 145 195 252 

and C 53 156 220 255 
15 0 119 146 176 298 

51 141 184 242 
N 80 142 196 293 

17 A 135 170 200 310 
and 49 169 200 244 
19 66 140 200 257 

62 145 180 280 
NOTES: 79 153 197 272 
1. All angles are BSe N 80 142 196 293 
2. The insert arrangement does not rotate with 21 A 135 170 200 310 

main key I keyway 23 49 169 200 244 
3. All minor keys are rotated to provide shell 

and 66 140 200 257 polarization, the master key remains fixed at 
25 62 145 180 280 twelve o'clock posit ion. 

4. Polarization is different from 79 153 197 272 

Series I and II. 

100 ITT Cannon 
Circular Products. 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (800) 845-7000 



MIL-C-38999 Series I , II , III Connectors KJL/KJ/KJA 

Contact Arrangements (Engaging View Pin Insert) 

* Socket insert only t Indicates layouts are available in all shell styles including MS27499, MS27508, KJ2E and KJ5E 
** Pin insert only (Not available in socket insert Series I and III) _ Consult factory for MS27505E /KJl5E insert availability 

Inactive Inactive .. . " © © ,'"" 4"0\ c •• 8 '. .. I • • ' . ' 
[ .... 

•• "e~ '. eo ~ -~. ~ 
., 

Series III 9·98 9·35 11 ·5 11 ·98 
Series II 8·6t 8·98t 8·lSt 10·5t 10·13t 10·98t 10·99t 
Series I 9·6** 9·98 9·35 11·4 11·5 11·13** 11·98 11 ·99** 
No. of Contacts 6 #22M 3 #20 6 #220 4 #20 5 #20 13 #22M 6 #20 7 #20 
Service Ratings M I M I I M I I 

Inactive 

.. .. @ @ E • 
.A 

.8 . . . . ... . .. 
.• e, " •• M •• .?:to •• . , ., , ....••... . ..•••.•. o· -.: 

Series III 13·98 13·35 15·5 15·15 15·18 
Series II 12·98t 12·22t 12·35t 14·5t 14·15t 14·18t 
Series I 13·98 13-22** 1).35 15·5 15·15 15·18 
No. of contacts 10 #20 22 #22M 22 #220 5 #16 14 #20,1 #16 18 #20 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

I M 

~~ ~ "-8 
J.,. -II . t .:, It ... ~ '. ~. 

15·97 17·6 
14·97t 16·6 
15·97 17·6 

8 # 20, 4 #1 6 6 #12 
I I 

18·28 18·30 
19·28** 19·30** 

26 #20, 2 #16 29 #20. 1 #1 6 
I 

Inactive 

20·1t 
21·1 ** 

79 #22M 
M 

I 

Inactive 

20·2t 

65 #22 
M 

21·75 

21·75*-
4 #8 Twinax 

M 
Please consult factory for avai lab ility of layouts not shown. 

M 

17·8 
16·8t 
17·8 
8 #16 

II 

19·11 
18·11 
19·11 

11 # 16 
II 

21·11 

21 ·11 
11 #12 

I 

Inactive 

22·1t 
23·1** 

100 #22M 
M 

ITT Cannon 

II 

17·26 
16·26t 
17·26 
26 #20 

I 

19·32 
18·m 
19·32 
32 #20 

I 

21·16 
20·16t 
21·16 
16 #16 

II 

Inactive 

22·2t 
23·2** 
85 #22 

M 

I I 

17·35 
16·35t 
17·35 

55 # 220 
M 

. : :~ : . 

. . .. 
19·35 
18·35t 
19·35 

66 # 220 
M 

21·35 
20·35t 
21·35 

79 #220 
M 

23·21 
22·21 
23·21 

21 #16 
II 

~ Q (3 • • 0. ~ .e .' ,. eo , ,e .... 

11·35 13·8 
10·35t 12·3 12·4t 12·8t 
11·35 13·4** 13·8 

13 #220 3 #16 4 #16 8 #20 
M II I I 

Inactive 

15·19 15·35 
14·35t 14·m 

15·19 15·35 15·37** 
19 #20 37 #220 37 #22M 

I M M 

Inactive 

16·42t 16·55t 16·99t 
17·55** 17·99** 

42 #22 55 #22M 21 #20, 2 #16 
M M I 

Inactive Inactive 

18·53 18·66t 
19·66** 

53 #22 66 #22M 
M M 

21·39 21 ·41 
20·m 20·41t 
21·)9 21·41 

37 #20,2 #16 41· #20 
I 

23·32 
23·32** 
32 #20 

I 

I 

23·35 
22·35t 
23·35 

100 #220 
M 

Circular Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929. (7141 557-4700 • (800) B45·7000 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

Contact Arrangements (Engaging View Pin Insert) 

* Socket insert only 
** Pin insert only INot available in socket insert Series I and III 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 

Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 
Service Ratings 

Series III 
Series II 
Series I 
No. of Contacts 

Service Rating 

23·53 
22·53t 
23-53 
53 #20 

I 

25·8 

25·8*-
8 #8 Coax/Twinax 

Coax 

25·35 
24·35t 
25·35 

128 # 22D 
M 

Please consul t factory for availabili ty of layouts not shown. 

23·55 
22·55t 
23·55 
55 # 20 

I 

25·19 

25·19 
19 # 12 

25·37*-
37 # 16 

I 

t Indicates layouts are available in all shell styles including MS27499, MS27508, KJ2E and KJ5E 
_ Consult factory for MS27505E/KJL5E insert availability 

25·61 
24·61t 
25·61 
61 #20 

Inactive 

24·1t 
25·1 ** 

128 #22M 
M 

25·20 

25·20*-
3 #8 Twinax, 13 #16, 
4 #12 Coax, 10 #20 

N 

25·42*-
38 # 20, 4 #8 Coax 

I, Coax 

Inactive 

24·2 
25·2** 

100 #22 
M 

25·24 
24·24t 
25·24 

12 # 16, 12 #12 

25·43 

25·43 
23 # 20, 20 # 16 

I 

25·64* 

25·64-
40 #22D, 8 #20 
10 #16, 6 #12 

I 

25·4 
24·4t 
25·4 

48 #20, 8 #16 
I 

25·29 
24·29t 
25·29 

29 # 16 

25·46* 
40 #20, 4 #16, 2 #8 

coax 

25·66* 

25·66-
53 #22D, 2 #20, 11 #16 

ITT Cannon 
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MIL-C-38999 Series I, II , III Connectors KJL/KJ/KJA 

Contacts-Pin (Series 1/11/111) 

MIL-C-39D29 /S8 KJL/ KJ / KJA 

1st BAND(WIDE) 

2nd BAND (N ARROW) / 

'" """""'OW'~ 
( ~ 

Contacts-Socket (Series II) 

MIL-C-39D29 / S7 

Manufact ure identificat ion 
Code Area - Typica l all contacts 

I ( [SIll 

Contacts-Socket (Series I & III) 

MIL-C-39D29 / S6 

[t!nl, 

Wire Sizes and Diameters 

KJ 

KJL/KJA 

Contact 
Size 
220 

*22M 
*22 
20 
16 
12 

"Inactive for new design. 

Contact 
Size 
220 

*22M 
*22 
20 
16 
12 

"Inactive for new design . 

Contact 
Size 
220 

Orange 
Orange 
Ora nge 
Ora nge 
Orange 
Orange 

Orange 
Orange 
Orange 
Orange 
Orange 
Orange 

Orange 
20 Orange 
16 Orange 
12 Orange 

Wire sizes and diameters 

Contact 

Color 
Bands 

2 
Bl ue 
Bl ue 
Bl ue 
Blue 
Bl ue 
Blue 

Color 
Bands 

2 
Green 
Green 
Green 
Green 
Green 
Green 

Color 
Bands 

2 
Yellow 
Green 
Green 
Green 

Wire 
size size (AWG) 

220 28. 26. 24. 22 
22M* 28. 26. 24 
22* 26. 24. 22 
20 24. 22. 20 
16 20. 18. 16 
12 14. 12 
B M17 /095-RG-180** 

" Inactive for new design. 
""M IL-C-17 
Connectors shall meet the requirements specified when: 

Superseded 
Cannon Military Military 

Part Number Part Number Part Number 
Black 030-2042-000 M39029/58 -360 MS27493-220 
Brown 030-1993-022 M39029/58-3 61 MS27493-22M 

Red 030-1999-022 M39029/58-362 MS2 7493-22 
Orange 030-1997-020 M39029/5B-363 MS2 7493-20 
Yellow 030-1995-01 6 M39029/5B-364 MS27493-16 
Green 030-2155-000 M39029 /58-365 MS27493-12 

Superseded 
Cannon Military Military 

Part Number Part Number Part Number 
Ye ll ow 031-1147-000 M39029 /57 -354 MS27491 -220 
Green 031-11 22-022 M39029/57 -355 MS27491 -22M 
Blue 031 -11 25-022 M39029/57-356 MS2 7491 -22 

Violet 031 -1124-020 M39029/57-357 MS27491-20 
Gray 031 -1123-016 M39029 /57 -358 MS27491 -16 

White 031 -1238-000 M39029 /57 -359 MS27491 -12 

Superseded 
Cannon Military Military 

Part Number Part Number Part Number 
Gray 031 -1147-007 M39029/56-348 MS27490-220 

Brown 031 -1250-001 M39029/56-351 MS27490-20 
Red 031 -1251 -001 M39029 /56-352 MS27490-16 

Orange 031 -1237-000 M39029/56-353 MS27490-12 

Finished wire outside dimensions 
Minimum Maximum 

0.030 (0.76) 0.054 (1 .37) 
0.030 (0.76) 0.050 (1.27) 
0.034 (0.86) 0.060 (1.52) 
0.040 (1 .02) 0.OB3 (2. 11 ) 
0. 065 (1.65 ) 0.109 (2.77) 
0.097 (2.46) 0.142 (3.61 ) 
0.135 (3.43) 0.155 (3.94) 

a. A full complement of wire of the appl icable minimum or maximum insulation diameter is insta lled. 
b.Any combination of wire diamters not exceeding dime nsions of (a). above can be used . 

ITT Cannon Dimensions are shown in inches (mi ll imeters). 
Dimensions subject to change . 103 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

8ackshell-Type E (Straight) 

Shell Size 
Series I Series II A Dia. Max. B Dia. Max. 

9 8 .580 (14.73) .328 (8.33) 

-1 Bt- 11 10 .705 (17.91) .328 (8.33) 

tlJO 
13 12 .830 (21.08) .328 (8.33) 
15 14 .955 (24.26) .328 (8.33) 
17 16 1.080 (27.32) .328 (8.33) 
19 18 1.205 (30.61) .328 (8.33) 
21 20 .330 (33. 78) .328 (8.33) 
23 22 1.455 (36.96) .328 (8.33) 
25 24 1.555 (39.50) .270 (6.86) 

How To Order 

Finishes 
Shell Size A B C N 

Series Series CadmiumiNickel-Clear CadmiumlNickel-O.D. Anodic Non-cond. Electroless Nickel 
I II Part Number Part Number Part Number Part Number 
9 8 057-0776-000 057 -0862-000 057 -0819-000 057-0776-002 

11 10 057-0777-000 057 -0863-000 057 -0820-000 057-0777-002 
13 12 057 -0778-000 057 -0864-000 057 -0821-000 057 -0778-002 
15 14 057 -0779-000 057 -0846-000 057 -0822-000 057-0779-002 
17 16 057 -0780-000 057 -084 7 -000 057 -0823-000 057-0780-002 
19 18 057 -0781 -000 057 -0848-000 057 -0824-000 057 -0781 -002 
21 20 057 -0782-000 057 -0849-000 057 -0825-000 057 -0782- 002 
23 22 057 -0783-000 057 -0850-000 057 -0826-000 057 -0783-002 
25 24 057 -0784-000 057 -0851-000 057-0827-000 057-0784-002 

8ackshell- Type F (Cable Clamp) 

Shell Size 

iJtOl Series Series 
I II A Max. N Dia. Max. X Dia. Min. X, Dia. Min. Y Max. 

DIA. : .. "" :J.. 9 .508 (14.73) .135 (3.43) .234 (5.94) .187 (4.75) .829 (21.06) . . 
0 11 10 .705 (17.91) .198 (5.03) .297 (7.54) .187 (4.75) .891 (22.63) 

13 12 .830 (2108) .322 (7 .18) .422 (10.72) .281 (7 .14) 1.016 (25.81) 

01 
15 14 .955 (24.26) .385 (9.78) .547 (12 .89) .325 (8.26) 1.141 (28.98) 
17 16 1.080 (27.43) .510 (12.95) .609 (15.47) .356 (9.04) 1.203 (30.56) 
19 18 1.205 (30.61) .635 (16_13) .734 (18.64) .456 (11.58) 1.469 (37.31) 
21 20 1.330 (33.78) .635 (16.13) .734 (18.64) .519 (13.18) 1.469 (37.31) 

-ll-x' 23 22 1.455 (36.96) .760 (19.30) .922 (23.42) .519 (13.18) 1.656 (42.06) 
25 24 1.555 (39.50) .810 (20 .57) .984 (24.99) .657 (16.69) 1.750 (44.45) 

How To Order (MS Version) 
Shell Size Finishes 

MS27506 - A 8 2 Series Series MS Cannon A B N F 
Military Designation ~ I II Part Number Part Number Cannon MS Cannon MS Cannon MS 

MS27506 Type F Straight 
9 8 27506-*8-2 057 -3005-*** -012 A -013 -015 with Cable Clamp 

11 10 27506-*10-2 057 -3006-*** -011 A -012 -014 
Finish 

13 12 27506-*12-2 057-3007-*** -012 A -013 -015 A-Cad /Nickel (Clear) 
B-Cad / Nickel (0 .0.) 15 14 27506-*14-2 057-3008-*** -010 A -011 -013 
F-Nickel (Electro less) 17 16 27506-*16-2 057 -3009-*** -012 A -013 -015 

Shell Size 19 18 27506-*18-2 057 -3010-*** -013 A -014 -016 
Series 1- 9, 11, 13. 15, 17, 19, 21, 23, 25 21 20 27506-*20-2 057 -3011-*** -011 A -013 -015 Series 11 - 8, 10, 12, 14, 16, 18, 20, 22, 24 

23 22 27506-*22-2 057 -3012-*** -015 A -016 -018 
Adapter 25 24 27506-*24-2 057 -3013-*** -013 A -014 -017 Geometry-2 

* MS Finish *** Cannon Finish 

104 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensi ons subject to chang e. 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

Backshell - Type P (Potting Boot) 

How To Order (MS Version) 

MS27486 - 9 - 1 

MS Designation ________ =r----' I 
Shell Size ---------------'

Series 1-9.11.13.15.17. 19.21. 23.25 
Series 11-8.10.12.14. 16. 18.20.22. 24 

1-Straight Cup ---------------' 
NOTE: When ordering the MS version you must specify both MS 
numbers for the Potting Boot and the Adapter Ring. 

Adapter Ring 

How To Order (MS Version) 

MS27485 - A - 8 

Military Designation ______ =r----' I 
Finish ----------------'

A-Cad /Nickel (Clear) 
B-Cad /Nickel (0.0 .) 
F-Nickel (Electroless) 

Shell Size ---------------' 
Series 1-9. 11. 13. 15. 17. 19.21.23.25 
Series 11-8.10.12.14. 16. 18.20.22.24 

NOTE: When ordering the MS version you must specify both MS 
numbers for the Potting Boot and the Adapter Ring . 

Wire Sealing Plugs 

Shell Size 
Series I Series II 

8 
11 10 
13 12 
15 14 
17 16 
19 18 
21 20 
23 22 
25 24 

** Specify applicable Series I or II . shell size. 

Shell Size 
Series Series 

I II 

9 8 
11 10 
13 12 
15 14 
17 16 
19 18 
21 20 
23 22 
25 24 
* MS Finish 

MS 
Part Number 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 
27485-*-** 

Cannon 
Part Number 

237 -0887 -*** 
237 -0874-*** 
237-0875-*** 
237-0876-*** 
237-0877-*** 
237 -0878-*** 
237-0879-*** 
237-0880-*** 
273-0881-*** 

** Specify applicable Series I or II shell size 
*** Cannon Finish 

Series III Series I & II 
Size Size 
220 220 
22M 22M 

22 
20 20 
16 16 
12 12 

Shell Size 
Series I Series II A Dia. Max. B Dia. Max . 

8 . 598 (15.19) .434 (11.02) 
11 10 .723 (18.36) .548 (13.92) 
13 12 .847 (21.51) .673 (17.09) 
15 14 .969 (24.61) .798 (20.27) 
17 16 1.087 (27.61) .899 (22.83) 
19 18 1.211 (30.76) 1.024 (26.01) 
21 20 1.336 (33.93) 1.141 (29.98) 
23 22 1.461 (37 .11) 1.274 (32.36) 
25 24 1.586 (40.28) 1.399 (35.53) 

MS Cannon 
Part Number Part Number 
27486-**-1 040-0185-000 
27486-**-1 040-0169-000 
27486-**-1 040-0170-000 
27485-**-1 040-0171 -000 
27485-**-1 040-0172-000 
27486-**-1 040-0173-000 
27486-**-1 040-0174-000 
27486-**-1 040-0175-000 
27486-**-1 040-0176-000 

Finishes 
A B N F 

Cadmium/ Nickel-Clear Cadmium/Nickel-D.O. Electroless Nickel 
Cannon MS Cannon MS Cannon MS 

-000 A -001 B -002 F 
-000 A -001 -002 
-000 A -001 -002 
-000 A -001 -002 
-000 A -001 -002 
-000 A -001 -002 
-000 A -001 -002 
-000 A -001 -003 
-000 A -001 -003 

Part Number 
ITT Cannon MS Color Code 

225-1013-000 MS27488-22 Black 
225-1013-000 MS27488-22 Black 
225-1013-000 MS27488-22 Black 
225-0070-000 MS27488-20 Red 
225-0071-000 MS27488-16 Blue 
225-0072-000 MS27488-12 Yellow 

Wire sealing plugs meet MS27488 standards. The plugs are color coded according to size for easy identification. Wire sealing plugs may 
be ordered separately. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 105 
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MIL-C-38999 Series I, II, III Connectors KJL/KJ/KJA 

Tools-Crimp 

Contact Contact Crimp Tool Locator or Turret 
Style Size Part Number Part Number 

220 DR 22M M22520/2-01 M22520/2-09 
PIN 22 M22520/2- 01 M22520/2-09 CONTACT 

SERIES 20 M22520/1-01 M22520/1-04 OR TH 187 
1/ 11 / 111 16 M22520/1- 01 M22520/1-04 OR TH 187 

12 M22520/1-01 M22520/1-04 
220 OR 22M M22520 /2-01 M22520 /2-06 

M22520 /1·01 SOCKET 22 M22520/2·01 M22520 /2-06 
CONTACT 

20 M22520/1·01 M22520/1·04 SERIES II 
16 M22520/1-01 M22520/1 ·04 
12 M22520/1-01 M22520/1-04 

SOCKET 220 M22520/2-0 I M2252012-01 

CONTACT 20 M22520/1-01 M22520 /1-04 
SERIES I & III 16 M22520/1·01 M22520/1-04 

12 M22520/1·01 M22520/1·04 

M22520 /2·01 

Tools-Plastic Insertion / Extraction 

Superseded 
Contact Cannon Cannon Milita ry Milita ry Insertion Extraction 

Size Description Part Number Part Number Part Number Color Tip Color Tip 
220 CIET-220-01 274-7048-000 M81969 /14-01 MS27534-220 Green Whi te 
22M CIET-220-01 274-7048-000 M81969/14-01 MS27534-220 Green Whi te 
20 CIET-20-10 274-7 001-000 M81969 /14-10 MS27534-20 Red Orange 
16 CIET-16-03 274-7002-000 M81969 /14-03 MS27534-16 81ue White 
12 CIET-12-04 274-7 003-000 M81969 /14-04 MS27534-12 Yellow Whi te 

Tools-Metal (MS) Insertion 

Contact MS ITT CANNON Color 
Size Part Number Part Number Bandt 

220 OR 22M* MS27495 A22M 995-000 1-718 Black 
22* MS27495 A22 995-0001-720 Brown 
20 MS27495 A2 0 995-0001 -716 Red 
16 MS27495 A1 6 995-0001-732 Blue 

t Color band indicates too l size 
* Replacement only. not recommended fo r new design. 

Tools-Metal (MS) Extraction 

Contact MS ITT CANNON Color Bandt 
Size Part Number Part Number No. 1 No. 2 

220 OR 22M * MS27495 R22M 995-0001 -719 Black White 
22* MS27495 R22 995-0001 -721 Brown White 
20 MS27495 R20 995-0001 -717 Red White 
16 MS2 7495 R16 995-0001-731 Blue White 

t Band No. 1 indicates tool size. 
Band No.2 indicates remova l too l. 

* Replacement only, not recommended for new design. 

\06 ITT Cannon 
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MIL-C-38999 Series I, II, III Connectors 

Wire Stripping 

Strip insulation from end of wire to be crimped. (See table for proper 
stripping dimensions.) Do not cut or damage wire strands. 

Contact Crimping 

VISUAL INSPECTION HOLE 

1. Insert stripped wire into contact crimp pot. Wire must be visible 
thru inspection hole. 

Contact Insertion 

1. Remove hardware from plug or receptacle and slip over wire 
bundle in proper order for reassembly. 

Contact Extraction 

1. Remove hardware from plug or receptacle and slide hardware 
back along wire bundle. 

4. Hold wire firmly in tool and extract wired contact and tool. 
Repeat operation for all contacts to be extracted. 

Wire Size A 

220 or 22M* .125 (118) 

20 .188 (4.77) 

16 .188 (4.77) 

12 .188 (4.77) 

* Inactive. not recommended for new design. replacement only. 

2. Using correct crimp tool and locator. cycle the tool once to be sure the indentors are open. Insert contact and wire into locator. Squeeze 
tool handles firmly and completely to insure a proper crimp. The tool will not release unless the crimp indentors in the tool head have been 
fully actuated. 

2. Using proper plastic or metal insertion tool for corresponding 
contact. position wire in tip of the tool so that the tool tip butts up 
against the contact shoulder. 

4. Remove tool and pull back lightly on wire to make sure contact 
is properly seated. Repeat operation with remainder of contacts to 
be inserted. beginning with the center cavity and working outward 
in alternating rows. 

2. Using plastic or metal extraction tool with proper co lor code 
corresponding to contact size. place wire in tool. 

5. Fi ll any empty wire cavities with wire sealing plugs. and 

ITT Cannon 

3. Release crimped contact and wire from tool. Be certain the wire 
is visible thru inspection hole in contact. 

3. Press tool against contact shoulder and. with firm and even 
pressure. insert wired contact and tool tip into center contact 
cavity. A slight click may be heard as metal retaining tines snap 
into place behind contact shoulder. 

5. After all contacts are inserted. fill any empty cavities with wire 
sealing plugs. Reassemble plug or receptacle hardware. 

3. Insert tool into contact cavity until tool tip bottoms against the 
contact shoulder. expanding clip retaining tines. 

6. Reassemble plug or receptacle. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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107 



108 

MIL-C-38999 Series I, II, III Connectors 

Test Data 

The following excerpts are some of the parameter requirements of the MIL-C-38999 Specification. 
Test 

Description 
Contact Retention 

Coupling Torque 

.. 
Durablhty 

Insulation Resistance 

Vibration 

Shock 

Thermal Shock 

Altitude Immersion 

Solvent Immersion 

Corrosion 

Dynamic Salt Spray 

Temperature Durability 

Paragraph 
Reference 

4.7.19 

4.7.6 

4.7.7 

4.7.9 

4.7.22 

4.7.23 

4.7.4 

4.7.8 

4.7.29 

4.7.12 

4.7.12.2 

4.7.33 

Requirements 
After preloading to 3 pounds maximum, the force shall be applied at a rate of approximately 1 pound per second and maintained at full load for 5-10 seconds. No 
damage to contacts or insert shall result nor shall the contacts be dislocated from their normal position in the connector more than 0.012 inch under the given 
load. Failure to meet these requirements sha ll be cause for rejection. 

Contact Size 22M 220 22 20 16 
Loads in Pounds ± 1 0% 10 10 10 15 25 

For qualification testing, mating halves shall be coupled and uncoupled, measuring the torques necessary. The torques required to couple and uncouple mating 
connector halves shall fall within the limits specified as follows: 

Torque Ib /in. Torque Ib lin. Torque Ib l in. Torque Ib lin. 
Shell Size Max. Min. Shell Size Max. Min. Shell Size Max. Min. Shell Size Max. Min. 

819 8 2 14 20 4 18 28 5 22 36 7 
10111 12 2 15 20 3 19 28 3 23 36 5 

12 16 2 16 24 4 20 32 6 24 36 7 
13 16 2 17 24 3 21 32 5 25 40 5 

Connector halves shall be mated and unmated 250 times for Serres II with ground fmgers and 500 times for Serres I and III at a rate not exceedmg 300 cycles per 
hour. The test may be performed by hand or by mechanical means, but the coupling ring shall be operated as in normal service. Failure to complete this test 
because of mechanical malfunction shall be cause for rejection. 
An insulation resistance test shall be performed on unmated connectors in accordance with MIL-STO-202, Method 302, Test condition B. Measurement shall be 
made between three pairs of adjacent contacts and the shell. Failure to meet the minimum requirement of 50,000 megohms for Classes E, P, F, R, and T sha ll be 
cause for rejection. 
Wired, mated connectors shall be su bjected to the vi bration test of MIL-STO-202, Method 214, Test Condition II, except that the duration shall be one hour in 
each plane. Receptacles shall be mounted on the vi bration fixture by normal means. All contacts shall be wired in a series circuit and 100-500 millamperes of 
current shall be allowed to flow through the series circuit during vi bration. Suitable means shall be employed to monitor the current flow and to indicate any 
discontinuity of more than 1 microsecond. The wi re bundle shall be clamped to the nonvibrating points at least 8 inches from the rear of the connector. Current 
discontinuity of 1 microsecond or more, disengagement of the mated connectors, evidence of cracking, breaking, or loosening of parts shall be cause for 
rejection. 
Wired, mated connectors shall be subjected to one shock in each direction in each of three mutually perpendicular axes. The pulse shall be approximate half sine 
wave of 300g ± 15% magnitude wi th a duration of 3 ± 1 milliseconds. Receptacles shall be mounted on a shock fixture by normal means. All contacts shall be 
wired in a series circuit and 100-150 mao of current shall flow through the series circuit during shock. Suitable means shall be employed to monitor the current 
flow and to indicate any discontinuity of more than 1 microsecond. The wire bundle sha ll be clamped to fi xed points at least 8 inches from the rear of the 
connector. Current discontinuity of 1 microsecond or more, disengagement of the mated connectors, evidence of cracking, breaking, or loosening of parts shall be 
cause for rejection . 
Unmated receptacles shall be subject to 10 cycles of thermal shock in the following manner: 
Step a. The receptacle sha ll be suspended for 10 + 1 - 0 minutes in the center of a cold wa ter bath with a vol ume of approximately one cubic foot. No 

dimension of the bath shall be less than 10 inches. The water temperature shall not exceed 4'C (20l'F). 
Step b. The receptacle shall be suspended for 10 + 1 - 0 minutes in the center of a hot water bath with a vo lume of approximately one cu bic foot. No 

dimension of the bath shall be less than 10 inches. The wa ter temperature sha ll be not less than 94'C (201 ' F). 
The time of transfer from one bath to the other shall not exceed 5 seconds. At the end of the tenth cycle, the receptacle shall have the excess moisture shaken off 
and shall then be dried in a forced air oven at 66 ± 5'C for 15 ± 1 minutes. Any evidence of damage resulting from this test shall be cause for rejection. 
Mated connectors shall be placed in a container of water at approximately 20'C and placed in an altitude chamber. All wire ends shall be located within the 
chamber and exposed to the chamber atmosphere, but not submerged. The exposed wi re ends shall not be sealed. A quantity of salt. 5 percent by weight, shall be 
added to make the water conductive. The chamber pressure shall then be reduced to approximately one inch of mercury and maintained for thirty minutes. The 
chamber pressure shall then be slowly returned to atmospheric. This shall be considered one cyc le. Two additional cycles shall be performed. At the end of the 
last cycle, while the mated connectors are still submerged, the Insulation Resistance Test (room temperature), and the High Potential Test (sea level voltages) 
shall be performed upon the same circuits. Failure to meet an insulation resistance minimum of 2,000 megohms or any evidence of dielectric breakdown or 
flashover shall be cause for rejection. 
Unmated connectors shall be immersed fully in the applicable fluid specified below for 20 hours. After removal from the fluid , each connector shall remain for one 
hour in free air at room temperature. 
a. Jet fuel JP-4 to MIL-J-5624 b. Aircraft lubricating oil to MIL-L-9236 
Unmated connectors and individual contact samples shall be subjected to the salt spray of MIL-STO-202, Method 101, Test Condition B (tin plated, Class Y 
receptacles-24 hours). Immediately after exposure, the surfaces of the specimens shall be thoroughly washed in tap water and dried in a circulatory oven at a 
temperature of 38 ±3'C (1 OO'F) for a period of approximately 12 hours. Any exposure of basis metal as a result of this test. shall be cause for rejection. 
(Series I and II, finish B; Series III , class WI. The wired assembled plugs and receptacles shall be mated and unmated 50 cycles at a rate of 300 cycles per hour 
maximum. The mating and unmating shall be accomplished so that the plug and receptacle are completely separated during each cycle. The connectors shall then 
be subjected to the salt spray test in accordance with method 1001 of MIL-STO-1344. The connectors shall be tested for 452 hours mated followed by 48 hours 
unmated . After the salt spray exposure the remaining number of durability cycles specified in 4.7.7 shall be completed. 
Wired, mated connectors shall be subjected to the indicated ambient temperature for a period of 1,000 hours. 

Series I and II (finish A) ........ 150 ~O~~ (302'F) Series I and II (finish B) +3' 
17~ O'C (347'F) 

Series III (class W) ... ... . .. . . . ... . •. . •.. 175~J:c(347'F) All other finishes + 3' .. .. .. .. .. .. .. 2011. O'C (392'F) 

ITT Cannon 
Circular Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (BOO) B45-7000 



Fiber Optic Multi-Channel Connectors 

ITT Cannon's FOMC Series Fiber Optic connectors 
are designed to meet the needs of military and 
commercial customers who require a rugged envi
ronmental multifiber field connector. The FOMC 
combines features which provide the user with a 
connector that will withstand rough handling and 
weather extremes with features of elastomeric 
cable and interface sealing, scoop proof interface 
to prevent optical contact damage, removable front 
insert for easy optical contact cleaning, anodized 
shell finish, and a tough, strong dust cap with 
attaching strap. 

Hermaphroditic design means plugs will mate with 
an identical plug as well as receptacles. The remov
able insert assures correct mating and alignment. In 
the FOMC, ruggedness is combined with good 
optical performance, rapid coupling and attractive 
pricing. 

Another plus feature for ITT Cannon's FOMC design 
is the fiber flexure chamber which prevents tensile 
loads from being applied to the terminated fiber and 
provides surplus fiber in a service loop of sufficient 
length to permit one retermination of one or more 
fibers in the plug and cable receptacle without 
reterminating the strength member at the same 
time or any other fiber. This versatility is an ITT 
Cannon exclusive. 

The FOMC 2, 4, and 8 channel connectors are 
available as a cable plug, and several receptacle 
shell configurations. The 8 channel can also be used 
with less contacts i.e. 6, 4, or 2 channels. Sealing 
plugs are supplied with the 8 channel connector 
when using less than the full complement of con-
tacts. This catalog provides complete ordering in-
formation on available shell types, contact layouts, 
fiber and cable dimensional and mechanical param-
eters. 

Standard Data 

Fungus inert per requirement 4 of MIL·STD·454 Fluid resistant (elasto· 
meric materialsi per 

MIL·H·5606·Hydraulic fluid. petroleum base 
MIL·L· 7808·Lubricating oil. synthetic base 
MIL·G·3056·Gasoline 
MIL-A-8243-Ethelyne glycol 

Contact Arrangements 

Face View of Insert 

Description 
Shell Hardware 
Cable Clamp 
Insert. Front Removable 
Interfacial Seal 
Cable Seal 
o Rings 
Alignment Guide 
Strain Relief Spring 
Mandrel /Yoke 
Receptacle Yoke 
Dust Cap 
Marking 

2 and 4 Channel 

Ml 

ITT Cannon 

FOMC 

Materials 
Aluminum Alloy 
Aluminum Alloy 
Thermoplastic 
Elastomer 
Elastomer 
Elastomer 
Thermoplastic 
Steel wire with black chrome finish 
Thermoplastic 
Thermoplastic 
Elastomer 
Laser with clear chromate over exposed base metal 

8 Channel 

Fl@F2~F3 F4 
--~ 

Ml M4 

M2 M3 

Fiber Optic Prod ucts . 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557 -4700 • (800) 845-7000 
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Fiber Optic Multi-Channel Connectors FOMC 

How to Order 

SERIES 
Fiber Optic Multi Channel 

SHELL STYLE 
2 - Square Flange Receptacle 

(2/4) channel only) 
6 - Cable Plug 
7 - Jam Nut Receptacle 

2 and 4 Channel 

Square Flange 
Receptacle 

FOMC 2 

FOMC 6-

SERIES TTl 
SHELL STYLE-----------------~ I 
SHELL SIZE---- - - --- -------------'-

W 2 C * *** 

DUST CAP'--------------------~ 

CABLE TYPE---------- ------------

CABLE SIZE (O.O.)----------------------l 

POLARIZATION POSITION---------------------' 

MOOIFICATION COOESi-------------------------' 

SHELL SIZE (Channels) 
(Maximum number of contact positions) 
2 
4 
8 

DUST CAP 
W - Connector supplied with dust cap 
X - Without dust cap 

CABLE TYPE 
1 - Pigtail buffered fiber (receptacle only) 
2 - Multi fiber strengthened cable 
3 - Single fiber strengthened cables (8 channel 

only) 

CABLE SIZE (0.0.) 
A - .190 ± .015 (4.83 ± _38) 
o - .236 ± .019 (6.0 ± .5) 
F - .276 ± .015 (7 .0 ± .4) 
G - .374 ± .015 (9 .50 ± _38)* 
H - .500 ± .015 (12 .70 ± .38)* 
P - Pigtail buffered fiber 

*NOTE: Cable sizes G and H are for 8 channel FOMC Connector 
only 

POLARIZATION 
(8 channel plug only. Omit for 2/4 channel) 
o - Not polarized 
1 thru 6 - key position 

MODIFICATION CODES 
Consult factory 

1--------,--3 .700 ,""· .... '---1 MNllme1e11l .re In parent ...... 
. 130 
(3.3O) 

-'-----if'-+--:-::-.=r=---+-'1 .1281 $I~ .0131 
(27.03) (3.25) Dia_ 

1.480 . (37.60}-1 4 Holes _.150 (3.81) Max. Panel 

Plug 

FOMC 6 

o 
Fron1 Removable Insert 

ITT Cannon Oimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Fiber Optic Multi-Channel Connectors FOMC 

2 and 4 Channel 

Jam Nut Receptacle 

FOMC 7 

r'~64 (19.41) 

r 1.395 - I (;.~) 
'-_____ 3.700 _____ ...j 
,- (93.98) 

(35.43) 

~aac ''''D~ .:r ... " .. '(38.23) (24.00) (29.21) 
. Shell Yoke Tabs 

, + 
~ .~ 
~~o Rear Removable Yoke 

8 Channel 

Plug 

FOMC 6 

Jam Nut Receptacle 

FOMC 7 

Jam Nut (OptiCal Contact Retaine" 

Front Removable lnaert :...J 1--.150 (3.81) Max. Panel 

1-----ei.98 (151 .8) - ---11-- (~~) 

a ~
'800 (20.3) 

r 202 .193 
(5',.2) (4.9) 

r".32 I (33.5) 

/l f ~O 2.500 Oia. \' 1.700 oia. 
'I;!;;;:jjI ' (63.5) (43.2) , ' ., ~-- ~ m/- ~~ .:-1 

'U! 
t&~" M48 x 1.5-6g Thd. Removable . Insert 
~q, <)~ .200 (5.1) Max. panel --jl-- M48 x 1.5-6g Thd. 

Jam Nut 

Polarizing 
Flanges 

150 (3.81) Max. Panel 

1.7601a. 
(44.7) 

Oia. 
7) 

,M\\1m\lm\lMltb 1. 78 o la. III (44.7) 

.200 (5.1) Max. Panel 

Recommended Panel Cutouts 

FOMC 2 

CSK 82° x .230 :I: .005 

2 and 4 Channel 

1.073 +.010 
-.000 

(27.25 +0.25) 
-0.00) 

OIA 

FOMC 7 
1----01- 1.016 +.000 

-.005 
(25.80 +0.00 

-0.13) 

1.073 +.010 Ola, (27.25 +0.25) 
-.000 -0.00) 

ITT Cannon 

fo----~-1.821 +.005 
-.000 

(46.25 +0,13) 
-0.00) 

1.890 Oia. (48.00 +025) 
+.010 -0.00) 
-.000 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Fiber Optic Contacts 

• Conforms to MIL-T-29504 fiber optic termini. 

Fiber Optic Contact Performance Data 

Standard MIL-Spec Connectors 

• Fits any size 16 cavity with no modification to 
connector. 

• Designed for use with standard size 16 contact 
insertion / extraction tool. 

Durability 

Temperature Shock 

Operating Temperature 

Vibration, random 
(16 hrs/MIL-C-38999) 

Optical Loss Performance 

• Both pin and socket contact end faces are easily 
cleaned. 

< 0.5 dB change after 500 matings 

< 0.5 dB change during and after test 

- 65°C to + 200°C (Cable / contact dependent) 

< 0.5 dB change during and after test 

Typical 1.0 dB using 100/140 micron fiber-tested per EIA 
FOTP-34, Method A 

Fiber Dptic Contact 
Standard Connector Cannon Designator 

Number of Size #16 
Cavities Available 

Dependent Upon Shell Size Socket (Body) Pin (Body) 

MIL·C·38999 Series I KJL 1·29 

lED ! - it· j 
MIL·T·29504/5 MIL·T·29504 /4 

MIL·C·38999 Series III KJA 1·29 
MIL·C·38999 Series IV 

~. :;; $£) I :=lIJ:!: ;s: . ·3 
MIL·C·26482 Series I KPSE 1·31 

MIL·C·26482 Series II PV7 1·31 
MIL·C·83723 Series I PVA 1·31 
MIL·C·83723 Series III HTMF 1·52 E r;:;! w-c 

MIL·T-29504/11 MIL·T·29504 /10 

MIL·C·83733 OPK Up to 64 

: 
~ I;;: ·~I · -». '~ 

MIL·C·28840 KFS Up to 8 MIL·T·29504 /9 MIL·T·29504/8 

ARINC 600 BKAO Up to 6 

c 
MIL·T·29504/7 MIL·T-29504 /6 

MIL·C·83527 BKW Up to 30 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Fiber Optic Contacts 

Jewel Ferrule Alignment System 

Cannon's patented* optical contacts allow the 
use of all standard fibers via the field-proven 
jewel ferrule alignment system in a size 16 pin 
or socket contact. The jewel ferrule system 
provides precise alignment regardless of fiber 
size, accommodates fiber tolerances, elim
inates the requirement for a minimum end gap, 
and allows for spring loading of contacts. 

*U.s. Patent No 4,357,586, No. 3,947, 782, and 
No. 4.747.658 

Solid State Epoxy 

Since the advent of fiber optics, fibers have Pin 
been terminated in optical contacts using mes-
sy two-part liquid epoxy. This process is cum
bersome and not conducive to high volume 
production. 

Optical contacts are now available with solid 
state epoxy. The fiber is inserted into the 
contact and the epoxy is reflowed in a cure 
fixture . No mixing of liquids is required; the 
volume and flow viscosity is controlled, result
ing in a perfect bond and the elimination of 
clean-up. 

Socket 

FIBER OPTIC 
CABLE 

Ie---- .537 (13.64)------4Oj 

.033(0.84) 

!=-a~l.maiIE~C:::~3'30) DIA. 

---' 

...... --------- .940(23.88) ---------1 

Note: Dimensions are for 38999 contacts. 

ITT Cannon Dimensions are shown in inches (millimetersl. 
Dimensions subject to change. 113 
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Fiber Optic Contacts 

Alignment Jewels 

Alignment jewels may be purchased and shipped separately 
Hole Dia. Hole Dia. Hole Dia. Hole Dia. 

+ 2.5 +4.0 +4.0 + 4.0 
Part No. - 0.0 Part No. - 0.0 Part No. - 0.0 Part No. - 0.0 

980·0007-666 144.7 980-0005-899 260 980-0005-893 230 980-0005-841 135 
980-0007-665 142.2 980-0005-898 255 980-0005-892 225 980-0005-840 130 
980-0007-664 139.7 980-0005-897 250 980-0007 -283 175 980-0005-839 125 
980-0007-660 129.5 980-0005-896 245 980-0005-877 150 
980-0007 -659 127.0 980-0005-895 240 980-0005-876 145 
980-0007 -658 124.5 980-0005-894 235 980-0005-875 140 

How to Order Fiber Optic Contacts 

FOHC - P A 1422 M P 

SERIES I 11 T I CONTACT STYlE ___ __ ----.1 

CONNECTOR SERIES -
JEWEL HOLE SIZE 
APPLICATION ----------------------- -----' 
SOLID STATE EPOXY --- ----------------------' 

SERIES - Fiber Optic Hybrid Contacts 

CONTACT STYlE 
P - Pin 
S - Socket 

CONNECTOR SERIES 
A - MIL-C-38999 Series I, III, IV 
B - MIL-C-83723 Series I. III 

- MIL-C-83733 
C - ARINC 600 

- MIL-C-83527 
D - MIL-C-26482 Series I 

- MIL-C-26500 
E - MIL-C-83723 Series II 
F - MIL-C-28840 

JEWEL HOLE SIZE (MICRONS)* 
0000 - Less Jewel 
1245 1300 
1250 1397 
1270 1422 
1295 1447 

APPLICATION 
M - Military 
C - Commercial 

SOLID STATE EPOXY 

1400 2350 
1450 2400 
1750 2450 
2300 2500 

* For size not listed, consult factory. 

How to Order Fiber Optic Receptacles (Mates with Mll-T-29504/4 Contacts) 

Adapter for in-line cable mechanical splice. 

FOHC - * 
SERIES TTl 
SHELL STYLE _ _ _____________________ -'J 
SEALING ---------------------- -------'

* 

SERIES - Fiber Optic Hybrid Contacts 

SHELL STYlE 
3 - Receptacle, Device, PCB Mount 
4 - Receptacle, Device, Flange Mount 
7 - Receptacle, Adapter, In-Line Cable 

Panel Mount 

ITT Cannon 

SEALING 
N - Non-Sealed 
S - Sealed 

Receptacle for mounting TO-/8/ TO-46/ TO-52 devices. 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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Microminiature Connectors 

Micro line 

The Interconnect system scaled for today's 
requirements 
In electronic systems today. space is becoming a 
precious commodity. More and more is being de
signed into less and less space. with resulting 
demands for reductions in size and weight yet with 
no relaxation of reliability requirements. 

A frequent choice for interconnecting microminia
ture systems has been hard-wi ring-in spite of the 
loss of plugability and versatility-because conven
tional connectors are too large. 

But there is a better choice. 

Cannon microminiature connectors. 

Our microminiature connectors are available with 
densities as high as 1600 contacts per square inch 
and a reliability factor that approaches that of a 
hard-wired system. Three basic contact families 
encompass 80.000 standard line items that may be 
used in their standard configurations. readily and 
inexpensively modified for your specific applica
tions. or provided in completely assembled. wired 
and tested multiple connector harnesses. 

We have manufactured hundreds of millions of 
contact lines in our microminiature connectors and 
have a high volume capability and range of designs 
that make our microminiature connectors compet
itive in even the most cost-conscious commercial 
applications. 

Our microminiature connectors are flying in artillery 
shells where they withstand high levels of shock 
and in model airplanes. computer mainframes and 
peripherals. seismic streamers and portable radios. 

The key to the high performance and reliability of 
Cannon microminiature connectors is the Twist Pin 
Contact system. In this design. the conventional 
positions and action 
of the pin and socket 3 tJ£J 
are reversed. The ~ Wlif""==<----"6 
spring action is in the 
flexible Twist Pin. not the socket. and the socket is 
exposed while the pin is recessed within a positive 
alignment cavity within the insulator. 

The flexible Twist Pin Contact consists of several 
strands of wire in a compressible spiral which is 
welded at both ends. with one end crimped into a 
tubular sleeve. During mating. the protruding socket 
is guided into the pin cavity by the lead-in chamfer. 

Centi line 

The walls of the pin cavity keep the pin within the 
capture radius of the socket. while the controlled 
radius on the pin tip combines with the interior 
chamfer of the socket to cam the pin into align
ment, assuring positive mating . Once mated. the 
compression of the pin spring members exerts a 
constant pressure that ensures electrical continuity 
and resists the highest levels of shock and vibra
tion. 

These contacts are used in all three basic families 
of Cannon microminiature connectors: the CENTI 
line. with 5 amp Twist Pin contacts on .100 (2.54) 
and .075 (1.91) centers; the MICRO line with 3 amp 
Twist Pin contacts on .050 (1 .27) centers; and the 
NAND line. with 1 amp Twist Pin contacts on .025 
(0.64) centers. Connectors are available in minia
ture rectangular. circular. center jackscrew. strip 
and many other special configurations. The Micro 
and Nano lines can be ordered in metal and plastic 
shells; with solder pots and P.C. tail terminations; in 
your choice of several insulator materials. some 
with interfacial seals; as standard catalog items or 
customized versions; with coax or 13 amp power 
contacts; and in complete multi-connector harness
es. The Centi line is available as connectors you 
wire yourself or in complete assembled harnesses. 

Those products shown in the following list that are 
not described in the following pages are in our 
complete Microminiature Catalog (MMC). For this 
complete catalog fill out the reply card at the back 
of your Connector Sourcebook and request a copy of 
the full line Microminiature Catalog. 

MMC Catalog 

ITT Cannon 

Nano line 

The MICRO Line 

MOM Rectangular. metal shell. high 
environmental. EMI and RFI resistant 

MOM-PCB MOM connectors for flat cable. flex 
circuit and printed circuit board 
termination 

MOM-C MOM connector with coaxial 
contacts 

MOM-P 

MOM-C*P 

MOM* 
MO 
MJS 

MEB * 

MIK 

MIKM 

MIKQ 

MT 

MOM connector with 13 amp power 
contacts 
MOM connector with alternate 
coaxial and power contacts 
MOM "Connector Saver" 
Lightweight. all plastic 
Plastic rectangular. with center 
jackscrew coupling 
Metal shell edgecard connectors. 
meets requirements of MIL-E-5400 
Threaded coupling circulars. metal 
plugs and plastic receptacles. high 
contact density 
MIK with metal shells for improved 
ruggedness. EMI and RFI resistance 
MIK metal shell with push I pull quick 
disconnect coupling 
Plastic strip configuration on .050 
(1.27) centers. up to 120 contacts 

The CENTI Line 

Double 0 0 Subminiature size metal shell with 
twice the contact density 

Centi-Loc™ Plastic strip configuration •. 075 
(1 .91) and .100 (2 .54) centers 

The NANO Line 

NTP* 
NOM* 

NJSC* 

SPECIALS* 

Contact strips on .025 (.64) centers 
Rectangular metal shell. 
environmental EMil RFI resistance 
Rectangular plastic insulator with 
center jackscrew coupling 
72 contact circular center jackscrew 

coupling 
90 contact strip configuration on 

.025 (0.64) centers 
Multi-Stacking Configurations 

Micro. Centi and Nano 
* Contact ITT Cannon for information on this connector. 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 115 
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Microminiature Connectors - The Micro Line 

The Cannon MICRO Series established the stan
dards for performance and reliability in microminia
ture interconnects. Exceptionally versatile, MICRO 
connectors are available in rectangular, circular, and 
strip configurations, with 3 amp MICROPIWM / 
MICROSOCKEFM contacts on .050(1.27) centers, 
or with special arrangements of power and coaxial 
contacts. 

The heart of the Cannon MICRO PIN / MICROSOCK
ET contact system is a multi-element Twist Pin 
Contact recessed within an insulating housing. The 
rugged, cylindrical sockets are mounted in the 
exposed half of the connector. When connector 

Performance Data 

Test 
Dielect ric Withstanding 

Voltage 

Insulation Resistance 
Thermal Shock 

Physical Shock 

Vibration 

Durability 

Moisture Resistance 
Salt Spray 

Contact Resistance 
(MIL·STD·2021 

Contact Retention 

halves are mated, the chamfered sockets are first 
aligned by the connector body, then guide the spiral 
MICROPIN contacts into proper and positive align
ment, even under worst-case tolerance conditions. 
This is Cannon's POS-A-LiNE connector design. 

The multiple spring elements of the MICRO PIN, 
then under compression, form a multi-point contact 
system of high mechanical and electrical integrity. 
Contacts will provide a high degree of reliability 
over hundreds of mating and unmating cycles, and 
have proven themselves in applications that range 
from commercial products to equipment that has 
been landed on the moon . 

The table below summarizes the results of key tests 
performed in accordance with MIL-STD-1344, 
where applicable. Data is applicable to standard 

Method 
Method 3001: 
900 VAC at sea level 
300 VAC at 70,000' altitude 
Solder Pots and Shielded 
Cable 600 VAC at sea level 
150 VAC at 70.000' altitude 
Method 3003 
Method 1003, Condition A: 
- 55'C to + 125'C 
Method 2004, Condition E: 
50 G's, 3·axes, 6 millisecond 
duration sawtooth pulse 
Method 2005, Condition IV: 
20 G's, 10·2,000 Hz, 12 hrs. 
500 cycles of mating and 
unmating, 500 CPH max. 
Method 1002, Type II omit steps 7 a & 7b 
Method 1001 , Condition B: 
48 hours 
Method 307: 

At 3 amps 
At 1 milliamp 

Per MIL·C·83513 

ITT Cannon 

• Contact rating-3 amps max. 

• Contact centers - .050(1 .27). 

• Wire sizes-#24 thru #32 AWG, stranded or 
solid. 

• Contact termination-multiple indent crimp. 

• Contact retention-fixed via epoxy. 

• Contact materials and finish - Copper alloy, 
gold-plated per MIL-G-45204, Type II, Grade C, 
Class 1. 

• Mating / un mating force-8 oz. per contact, 
max./0.5 oz. per contact min. 

connectors with standard terminations. Variations 
may affect this data, so please consult the factory 
for further information on your requirements. 

Criteria 01 Acceptance 

No breakdown 
No breakdown 

No breakdown 
No breakdown 
5,000 megohms minimum 
No physical damage 

No physical damage 
No loss of continuity > 1 flsec 

No physical damage 
No loss of continuity > 1 flsec 
No mechanical or electrical defects 

Insulation resistance > 100 megohms 
Shall be capable of mating and unmating, 
and meet contact resistance requirements 

8 milliohms maximum 
10 milliohms maximum 
5 lb. minimum axial load 

Microminiature Products .• 666 E. Over Rd ., P.O. Box 929, Santa Ana, CA 92702-0929 • (714) 557 -4700 • (800) 845-7000 



Microminiature Connectors - The Micro Line 

MOM connectors are used in applications requiring 
highly reliable, extremely small, lightweight connec
tors with higher density contact configurations than 
available in traditional rectangular connectors. They 
are available in 8 shell sizes accommodating from 9 
to 1 DO contacts, and special arrangements of power 
and coaxial contacts. 

Standard Data 

STANDARD MATERIALS AND FINISHES 

Shell 

Insulator 

Contacts - Copper alloy, gold plate 

Mounting Hardware - 300 Series stainless steel. passivate 

Kit, Jackpost (3) Items - 300 Series stainless steel. passivate 

Washer 

Standard Epoxy 

- 400 Series stainless steel. passivate 

- Hysol EE-4198 with HD·3561 hardener, 
color green or EE-4215 with HD·3561, 
color black 

Standard Wire Termination Codes 

These connectors are designed to meet the rapidly 
increasing demands for an environmental, high per
formance, rugged, moisture-sealed microminiature 
connector. This connector employs size 24 MICRO
PIWM / MICROSOCKEPM contacts on .050(1.27) 
centers in a contact density identical to the stan
dard MICRO-O connector series, but with these 
additional features: 

ELECTRICAL DATA 

Contact Termination 

Cannon Modification Code (Not MS) 

The following termination codes are listed for your 
information. For lengths not shown, consult factory 
for proper modification code. All wire lengths are 
minimum. 

Harness Type (H) 
#26 AWG per Mll·W·16878 /4, 7/34 strand, type E Teflon, stranded. 

Length All Yellow Color Coded* 
3(76.2) H020 H027 
6(152.4) H019 H016 
8(203.2) H026 H034 

10(254.0) H029 H025 
12(304.8) H028 H002 
18(457.2) HOOl H003 
20(508.0) H038 H023 
24(609.6) H009 H004 
30(762.0) H010 H005 
36(914.4) HOll H006 
48(1219.2) H013 H048 
72(1828.8) HOll H046 

120(3048.0) H042 H041 
* Cavity #1 black 

ITT Cannon 

MDM 

• Aluminum shells to provide greater strength, 
prevent chipping, cracking or breaking, offer 
electromagnetic (EMI) and RFI shielding. 

• Silicone elastomer compression interfacial seal 
to provide a moisture and humidity seal between 
each contact and between contacts and shell. 

For further technical and applications information, 
contact your nearest ITT Cannon field sales office 
or call our Microminiature Products Group. 

MECHANICAL FEATURES 

Coupling 

Polarization 

Contact Spacing 
Centers 

Shell Styles 

- Friction 1 jackscrews 

- Keystone·shaped shells 

- .050 (1 .27) 

- Plug and receptacle 

Solid Uninsulated Type (L) 
#25 AWG gold plated copper. 

Length 
l61 .125 (3.18) 
l56 .1 50 (3.81) 
L57 .190 (4.83) 
l39 .2 50 (6.35) 
L58 .375 (9.52) 
L1 .500 (12.70) 
L14 .750 (19.05) 
l2 1.000 (25.40) 
L7 1.500 (38.10) 
L6 2.000 (50.80) 
l16 2.500 (63.50) 
L10 3.000 (76.20) 

Millimeters are in parentheses. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MDM 

How to Order 

SERIES 
Micro 0 Metal Shell Series 

CONTACT ARRANGEMENTS 
9-15-21-25-31-37 -51-100 (standard) 
7C2, 24C4, (coaxial) J or combination of 
7P2, 24P4 (power) coax and power 

CONTACT TYPE 
P - Pin 
S - Socket 

Contact Arrangements 

(Face View of Pin Insert - Use Reverse Order for Socket Side) 

Standard 

~Tli , IT~ • • 
I!l 7 8 .. 

9 Contacts 

MOM ~ P H 001 P - XXX 

SERIES -=r- T II 
CONTACT LAYOUT--------' 

CONTACT TYPE -

TERMINATION TYPE 

TERMINATION CODE------------------.J 

HARDWARE----------------------' 

SHELl FINISH MOD CODES--------------------' 

TERMINATION TYPE 
H - Harness-insulated wire. 
L - Solid-un insulated wire. 
S - Solder pot to accept #26 AWG MAX. 

harness wire. 
TERMINATION CODE* 

(H) 001 18" 7/34 strand #26 AWG
MIL-W-16878/4 Type E Teflon, 
yellow. 

(H) 003 - 18" 7/34 strand #26 AWG-
MIL-W-16878/4 Type E 
Teflon, color coded to MIL
STU-681 System I. 

(L) 1 1/2" uninsulated solid #25 
AWG gold plated copper. 

(L) 2 1" uninsulated solid #25 AWG 
gold plated copper. 

~i I Pil~ • •• • ••• 
TTHHT 
~ I e II 1 2 13 14 15 

15 Contacts 21 Contacts 

HARDWARE 
M - Military specification hardware, see 

page 122. 
P - Jackpost 
K - Jackscrew-standard 
L - Jackscrew-low profile 
F - Float mount 
B - No hardware standard 

.091 (2.31) dia. hole for sizes 9-51 ; 

.120 (3.05) dia . hole for size 100. 
A - .125 (3.18) dia. mounting holes for 

sizes 9-51; 
.166 (4.22) dia. hole for size 100. 

B 1 - .145 dia. hole for size 100 
(Per MIL-C-83513) 

SHELl FINISH MOD CODES** 
No 

Number 
A174 
Al72 
A141 
A30 

- Standard Cadmium 1 yellow chromate 
- Electroless nickel 
- Gold over nickel 
- Irridite 1 alodine 
- Black anodize 

*See Termination Codes below for additional length 
Modification Codes. 

** For other modification not listed, consult the factory. 

Coaxial 

\~-.:-: ~) 
Size 25 Shell 

, 2 S '" 5 IS 7 8 9 10 111 213 14 151 6 
I 2 3 4 5 I!l 7 8 ~ 10 II 12 13 14 15 16 17 18 ' 9 

5 Micro Contact 
2 Coax or 2 Power 

1718 '9 20 2 1 222324 2 52«127 2 8 29303 1 

25 Contacts 31 Contacts 

I 2 3 4 5 e 7 8 9 1011 1213'4 ISle 17 18 

36 3 73 8394041 42434.45415474 8 495051 

51 Contacts 

Contact identification numbers are for reference only and do not appear on insulator or connector body. 

ITT Cannon 

37 Contacts 

100 Contacts 

Size 51 Shell 
20 Micro Contacts 
4 Coax or 4 Power 

(Not MS) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MDM 

Shell Dimensions (Conforms to MIL-C-83513) 

Plug 

Receptacle 

Receptacle (MDM·l00 only I 

Part Number A 
By Shell Size Max. 

MoM-9P* .785 (19.941 
MoM-9S* .785 (19.94) 
MoM-15P* .935 (23. 75) 
MoM-15S* .935 (23. 75) 
MoM-21P* 1.085 (27.56) 
MoM-21S* 1.085 (27.56) 
MoM-25P* 1.185 (30.10) 
MoM-25S* 1.185 (30.10) 
MDM-31 P* 1.335 (33.91) 
MDM-31S* 1.335 (33.91) 
MDM-37P* 1.485 (37.72) 
MDM-37S* 1.485 (37.72) 
MDM-51P* 1.435 (36.45) 
MDM-51S* 1.435 (36.45) 
MoM·l00P* 2.170 (55.12) 
MDM·l00S* 2.170 (55.12) 

*Add lead type and length; see How To Order. 

B 
Max. 

334 (8.481 
.402 (10.21) 
.484 (12.29) 
.552 (13.97) 
.634 (16.10) 
.702 (17.83) 
.734 (18 .64) 
.802 (2037) 
.884 (22 .45) 
.9 52 (24.18) 

1.034 (26.26) 
1.102 (27.99) 
.984 (24.99) 

1.052 (26.72) 
1.384 (35.15) 
1.508 (38 .10) 

ctOO
l-.11012•7t) 

J.. :h IIAX. 

S 0 

T =-.! _.2011(5.08) 

Solder Pot IIAX. 

J... ~:h''Y3i7t) 
SUlP-JO 

T :....J~200(5.08) 
Solder ~ot IIAX. 

'\:'= F'HOlES Z:l: ·003(2·3U:~08) 

~( )11J 
I--A-I 

.186 (4.72) .093 
.284 (721) MAX. l (2.36) 

t r- B I~ fAEF. 

'+'~~:fi: ~ 

.2111(1.52) 
IIAX. 

~r-- • --j t.G13 

~
(2.3I1 
REf • 

• 421(10.10) # 
Lr I----- cOl .1.(5.031 

IIAX. 

TWO IIT8. IIOl£S 

-t-DIE;;o::r ~i'" ?f' 11 ('-... r----"------j -.I:'" 
Q 0 ~.r- - E =U~J.. 

-L ~ 1 -1 :r-~~-
Pigtail Termination I. I. :---1 rb.2lll-Zi~ I-c--l t 

F 
C 0 E ±.o05 G Average We~hts** 

Max. Max. Max. (0.131 Max. oz. (gm.1 - 5% 
.400 (10.161 .270 (6.861 308 (7.821 .565 (14.351 .185 (4.701 .063 (1.791 
.400 (10.16) .270 (6.86) 308 (7.82) .565 (14.35) .253 (6.43) .063 (1.79) 
.550 (13.97) .270 (6.86) 308 (7.82) .715 (18.16) .185 (4.70) .084 (239) 
.550 (14.02) .270 (6.86) 308 (7.82) .715 (18.16) .253 (6.43) .083 (237) 
.700 (17.78) .270 (6.86) 308 (7.82) .865 (21.97) .185 (4.70) .105 (2.99) 
.700 (17.78) .270 (6.861 308 (7.821 .865 (21.971 .253 (6.43) .104 (2.97) 
.800 (2032) .270 (6.86) 308 (7.82) .965 (24.51) .185 (4.70) .119 (339) 
.800 (2032) .270 (6.86) 308 (7.82) .965 (24.51) .253 (6.43) .118 (336) 
.950 (24.13) .270 (6.86) 308 (7.83) 1.115 (2832) .185 (4.70) .140 (3.99) 
.950 (24.13) .270 (6.86) 308 (7.83) 1.115 (2832) .253 (6.43) .139 (3.96) 

1.1 00 (27.94) .270 (6.86) 308 (7.82) 1.265 (32.13) .185 (4.70) .161 (4.59) 
1.1 00 (27.94) .270 (6.86) 308 (7.82) 1.265 (32.13) .253 (6.43) .160 (4.56) 
1.050 (26.67) 310 (7.87) 351 (8.92) 1.215 (30.86) .228 (5.79) .193 (5.50) 
1.050 (26.67) 310 (7.87) 351 (8.92) 1.215 (30.86) .296 (7.52) .188 (535) 
1.442 (36.63) 360 (9.14) 394 (10.01) 1.800 (45.72) .271 (6.88) .500 (143) 
1.442 (36.63) 360 (9.14) 394 (10.01) 1.800 (45.72) 394 (10.01) 1.040 (29.5) 

**Weight given is 1/2". uninsulated. solid. #25 AWG gold plated copper pigtails. 

Panel Mounting Dimensions (Sizes 9 thru 100) 

.200 :!: .005 .300 :!: .005 

~~' .. " ~~ ~'''''' . , .1 : :: 1.. :: 

i .395± .005 I 
f-' T . " (10 .~0. '3) . " T 

Plug and Receptacle Plug and Receptacle Plug Front Mounted 
Rear Mounted Front Mounted Receptacle Rear Mounted 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 119 
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Microminiature Connectors - The Micro Line MDM 

Panel Cutouts 

Shell Sizes 9 thru 51 

o LLCC=:1 
8 ~ ~ 
rJFUllR. ~ A~ .01S(0.38)R. 

(TYP.) MAX. (TYP.) 

Figure 1 
Front Mounting 

Shell Size 100 

Figure 1 
Front Mounting 

* .361 ! :~\ 
(9.17 :: .\\) 

For 9·51 Shell Sizes 
NOTES: 

1. Front mounting (figure 1) and rear mounting (figure 2) 
accommodates #2·56 screws. 

2. Front mounting is preferred. However, when rear mounting is 
necessary, use figure 2 dimensions. 

3. Edgeboard mounting bracket (figure 3) uses #2·56 screws. 
Dimension .450 ± .002 (11.43 ± 0.05) locates the MOM 
receptacle flush with the end of the board. 

For 100 Shell Size 
NOTES: 

1. Front mounting (figure 1) and rear mounting (figure 2) 
accommodates #4·40 screws. 

2. Edgeboard mounting bracket (figure 3) uses #4·40 screws. 
Dimension .450 ± .002 (11.43 ± 0.05) locates the MOM 
receptacle flush with the end of the board. 

3. Front mounting is preferred. However, when rear mounting is 
necessary, use figure 2 dimensions. 

Figure 2 
Rear Mounting 

1---- C ---I 

.030 (0.76) TYP. 

Figure 3 
Edgeboard Mounting 

45O:!: 002 ~_ 1805 :~ 
(11 43 :!: 0 05)~30 (4585 !l~) 

118 :~ 1 805 : ~\ (076) TYP I+-

(3 00 l~)rr== (4585 :\ ~)--:I * r--...;--.:I:-------i!----. 
.401:W. -H T+ + (1018 :: \\) rV--

1520:.~ _I \ t 

Shell 
Size 

15 

21 

25 

]1 

]7 

51 

(38 61 :I .\\)~ ./... 

FULL R (TYP.) FULL R. (TYP ) 

Figure 2 
Rear Mounting 

A 
Cutout + .00410.10) 
Figure - .000 10.00) 

1 .408 110.36) 
2 .401 11 0.19) 

.558114.17) 

.551 114.00) 

.708117.98) 

.701 117.81) 

.808 120.52) 

.801 120.34) 

.958 124.33) 

.951 124.16) 

1.108128.14) 
1.101 127.97) 

1.058 126.87) 
1.051 126.70) 

B 
+ .00410.10) 
- .000 10.00) 

.271 16.88) 

.252 16.40) 

.271 16.88) 

.252 16.40) 

.271 16.88) 

.252 16.40) 

.271 16.88) 

.252 16.40) 

.271 16.88) 

.252 16.40) 

.271 16.88) 

.252 16.40) 

.315 18.00) 

.295 17.49) 

Figure 3 
Edgeboard Mounting 

C 
+ .00510.1]) 
- .000 10.00) 
.570 114.48) 
.570 114.48) 
.570 114.48) 
.720118.29) 
.670 118.29) 
.720 118.29) 
.870 122.10) 
.870 122.1 D) 

.870 122.1 D) 

.970 124.64) 

.970 124.64) 

.970 124.64) 
1.120 128.45) 
1.120 128.45) 
1.120 128.45) 
1.270 132.26) 
1.270 132.26) 
1.270 132.26) 
1.220 130.99) 
1.220 130.99) 
1.220 130.99) 

0 
+ .005 10.131 
- .000 10.00) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 
.089 12.26) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MDM 

Mounting Hardware Views (for sizes 9 thru 51) 

This hardware supplied unassembled. 

Screw Lock Assembly 

90' Angle Mounting 
Bracket 

Scraw Lock Assmbly* 
*NOTE: Torque value is 4.0 in/lbs max. 

PANEL REF .. 500 

--1-1T (12.7) 

L-ffa.;,--- __ .J 
.232 (5.89) MAX. 

12-56 UNC-2A· 
Jlckpost - (PI 

--l ~ .058 MAX. 
I I (1.47) TYP. 

f -± .~ .~ 
(2 .44 ±{lm3) OIA' • .178 ± .005 (S .SO) MAX . 

- _ T (4.52) ± 0.13) , ~ 
/' '. .170 

- ,' , - (4.32) MAX. 

T - -.' -L T~B--I 
I--A --I 90' AnIle Mounting Bracket 

A B 
Description Part Number ±.005 (± 0.131 Max. 
Screw Lock Assemb ly 322-95QO.,OOO N/A 
Jackpost Kit 320-9505-000 N/A 
Mounting Bracket 90' MDM 015-9516-002 .147 (3.731 .308 (7.821 
for 9 thru 37 Shell Sizes 
Mounting Bracket 90' MDM 015-9516-003 .169 (4.291 .350 (8.891 
for 51 Shell Size 
NOTES: Screw lock assembly (322-9500-000) can be used for front mounting only. Jackpost kit (320-9505-000) consists of 2 
assemb lies. shipped unassembled. 

Jackpost Bushing (for rear panel mounting-for sizes 9 thru 51 ) 

Panel A 
Thickness 
3/32 (2.4) 
1/1 6 (1.6) 
3/64 (1.2) 

1/32 (0.81 
* 2 jackposts. 2 nuts, 2 washers. 

MATING FACE 

A 
+ .005 (0.13) 
- .000 (0.001 
.087 (2.21) 
.056 (1 .421 
.042 (1 .071 
.025 (0.64) 

Jackpost Kit 
Number* 

320-9505-007 
320-9505-006 
320-9505-005 
320-9505-004 

ITT Cannon 

.126 (3.20) 
-:m(rnj" 

OIA. TYP . 

.E:.TYP. 
26° 

Plug and Receptacle Dimensions 
A 

Shell + .004 (0.1 D) 
Size - .000 (0.00) 

.401 (10.19) 
15 .551 (14.001 
21 .701 (17 .81) 
25 .801 (20.34) 
]1 .951 (24.16) 
37 1.101 (27 .97) 
51 1.051 (26.70) 

C_ 
.105 (2.67) 
.100 (2 .541 

R. TYP 

B 
+ .004 (0.10) C 
- .000 (0.00) ± .005 (0.1]) 

.252 (6.401 .565 (14.35) 

.252 (6.401 .715 (18.16) 

.252 (6.40) .865 (21.97) 

.252 (6.401 .965 (24.511 

.252 (6.40) 1.115 (28.34) 

.252 (6.401 1.265 (32.13) 

.295 (7.49) 1.2 15 (]0.861 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 121 
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Microminiature Connectors - The Micro Line MDM 

Mounting Hardware Views (sizes 9 thru 51) 

This hardware is factory installed. 

. 014 :!: .0041 
(0.36 :!: 0.10) ALLOWABLE 

OIAMETRAL FLOAT .150±.003 
.020 (0.51 ) MAX. ALLOWABLE 1-(3.81 ± .076)-l 

AXIAL FLOAT I"": ' 1 

MATING 
FACE 

t 
.735 (18.67) 

MAX . 

MATING 
FACE 

HEX HEAD-
.050 (1.27) ACROSS FLATS 
.050 (1.27) DEEP (REF .) 

* .155 
13 .94) MAX. 

t 

Aoat Mount- !F) Jackscrew- !K) Standard 

Shown here is a cutaway view of the float mount for the MO co nnector. The basic 
shell dime nsions are the same for the float mount and the screw mounting hole 
co nfi gurations. View shown is for standard float mount fro nt panel mounting. 
Reverse mounting is available on request. 

Re pair kit available-consult factory. 

Mounting Hardware to Military Specification (for sizes 9 thru 51) 

This hardware supplied unassembled. 

f 
.361 (9.17) 

MAX. 

PLUG (REF.) WITH 
.092 (2.34) DIA. 
MOUNTING HOLES 

.010(0.25) 
TH'K(REF.) '-POTTING WEll (REF.) 

.062(1 .57) ~ """".) w 
Figure 1. Jackscrew - Low profile 

Slotted Head 
Size 9·51 

RETAINING NUT 

.475 (12.06) 
± .025 (0.64) 

.154 (3.91) HEX. Thread 

Figure 3. Jackpost Assembly 
Size 9·51 

Description 

Allen Head 
Optional Head Configuration 

Plug and Receptacle 
Low and High Profile 

Size 9-51 

Slotted Head Jackscrew Assy Low Profile !Figure 1) 

Slotted Head Jackscrew Assy High Profile !Figure 2) 
Allen Head Jackscrew Assy Low Profile !Figure 1) 

Allen Head Jackscrew Assy High Profile !Figure 2) 
Jackpost Assy !Figure 3) 

ITT Cannon 

' NOTE: Torque values are as fo llows: 
Low Profile Jackscrew (LI-2 .S in fi bs 
Standard Jackscrew (K)-4.0 in fi bs 

'2·56 UNC.2A __ ~~ 
THREADTYP. 

PLUG (REF.) WITH 
.092 (2.34) DIA. 
MOUNTING HOLES 

POTTING WELL (REF.) 

Figure 2. Jackscrew - High Profile 
Slotted Head 
Size 9·51 

Size 9-51 Size 100 
Mod Code Part Number Mod Code Part Number 

M5 320·9508-025 M15 320-9508-021 
M6 320-9508·027 M16 320-9508·023 
M2 320·9508·026 M12 320·9508·022 
M3 320·9508·028 M13 320·9508-024 
M7 320·9505-033 M17 320·9505·030 

Dimension s are shown in inches (millimeters). 
Dimensions sub iect to change. 
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Microminiature Connectors - The Micro Line MDM 

Mounting Hardware Views (for size 100) 

This hardware supplied unassembled. 

90' Angle Mounting 
Bracket 

This hardware is factory installed. 

AXIAL flOAT MOUNT 105:1: 005 
.020 10.511 MAX . ~ 

.014 :I: .004 1035 ± 0.101 12 67 :I: 0 1311 
OIAMETRAL flOAT 03 1 ± .004 

10;9:1: 0 '10'1 

~ 'L t 039 ± .005 
10.99 ± 0 13) 

.116± 002 
MATING SIDE 12.95:1: .051) 

Float Mounting - (F) Sill. 

.4 ·40 UNC·2A PANEL-
./' MAY BE USED WITH 

'4 LOCK WASHER ");;;j..,.---/--;/--r-T 09312361 MAX 

C-----)~~~L<!!/:::; THICK PANEl 

...:l I 500(12.701 
---±.. MAX 

MATING SlOE ~'40 UNC·2B INNER THO 

Jackpost - (P) 

Description 
Screw Lock Assembly 
Jackpost Kit 
Mounting Bracket 90' MOM 

I 
735 (1 8671 

MAX 

~ .. 040 {I ~2) MAX 
~ AXIAL fLOA) 

MATING SlOE '''0 UNC 2A 

Jacksmw - (K) Slotted Head 

Part Number 
322-9501-005 
320-9505-015 
015-9528-000 

'4040 UNC • 28 
THO 

1 
.064 :I: .010 I B 

"" ... "'~ ~ 

90' Antle Mounting 
Bracket 

A 
± .005 (± o.ll) 

B 
Max. 

N/A 
N/A 

.191 (4.85) .370 (9.40) 

HEX . SOCKET HO. 
.078 11.98) ACROSS f LATS 
.050 11 .27) MIN. DEPTH + 

.155 (3.94) MAX. 

-i-. 
.040 11.021 MAX . 

AXIAL flOAT 

Jackpost Bushing (for Rear Panel Mounting) 

A 
Panel + .005 (0.13) Jackpost Kit 

Thickness - .000 (0.00) Number* 
3/32 (2.4) .087 (2.21) 320-9505-013 
1/16 (1 .6) .058 (1 .42) 320-9505-012 
1/32 (0 .8) .025 (0.64) 320-9505-010 
3/64 (1.2) .042 (1.07) 320-9505-011 

*2 jackposts. 2 nuts. 2 washers 

H-4OTHREAO 
RETAINING NUT 

ITT Cannon 

.500 (12.70) 
MAX. 

I 

Dimensions for Re.r Panel Mounting 

I-- t.800 ± .005-----1 I ,.---- (45. 72 ± 0.13) I 

.Lb... ~' .40!::: T (10.18 :111) 
;-___ ------'!_ --.L 

.125 : .: A 
(3.18 :1li) 

I .161 (4.09) DtA 
1.516: :: ---I .159(4.04) ' 

(38.51:11) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MDM-PCB 

How to Order - MOM-PCB Series 

CONNECTOR SERIES 
Micro 0 metal shell 

CONTACT ARRANGEMENTS 
9-15-21-25-31-37-51 -100 
(see page 126 for basic arrangements) 

CONTACT TYPE 
S - Socket; 
P - Pin 

BS Series (Straight) 

.120± .OOS 
(3.05±0.13) 

Size 100 

MOM-PCB connectors are designed for use with flex 
circuitry, flat cable and printed circuit boards or multi
layer boards. They use the standard MOM metal shell and 
provide high density and high reliability in board-to-board, 
board-to-cable and cable-to-cable applications. 

MOM-PEB connectors are available in 8 shell sizes with 9 
to 100 contacts. Terminations may be straight or at 90' 

for PCB mounting, with a variety of tail lengths for varying 
board thickness. Jackpost mounting for use with locking 
hardware is also available. 

For further technical and applications information, contact 
your nearest lIT Cannon field sales office or call our 
Microminiature Products Group in Santa Ana, California. 

MDM- 37 S BR * - *** 

SERIES ==r- T II 
CONTACT ARRANGEMENTS,- - --- - - ----------' 

CONTACT TYPE -

TERMINATION TYPE 

HARDWARE------------------- ------.J 

MODIFICATION CODES- - ----- - --- ----- - ------' 

TERMINATION TYPE SHELL FINISH MODIFICATION CODES* 
BR - 90' PCB Terminations No Number - Standard Cadmium /Yellow Chromate 
BS - Straight PCB Terminations A 174 - Electroless Nickel 
CBR - 90' Narrow Profile PCB Terminations A 172 - Gold over Nickel 

A 141 - Irridite / Alodine 
HARDWARE A30 - Black Anodize 
P - Jackpost 
M7 - Jackpost (MIL-C-83513) For other modifications not listed consult the factory. 

No Letter - Less Hardware 

NOTE: Back molding material-Epo xy Hysol # MGSF-0134. 

.186 (4.72) MAX. PLUG 

.198 (5.03) MAX. RECEPTACLE 1 
;=-=-~~~';;;;;;~~---r~+ ! + + 

JACKPOST (100) 
f4-.4O UNC-28 lYP. 

.1c.1±D.1S] 
(2.n±D.38) 

t t 

NOTE: Standard lead termination is #24 AWG, solid copper, solder or tin dipped See page 126 for termination arrangements. 

Part Number A B C 0 E F G H J K 
B~ Shell Size Max. ± .007 (±.OlBI ±.005 (± .0131 Max. Max. ±,005 (0.131 Max. Max. Max. Max. 
MDM-9PBS* 1.390 (35.31) 1.150 (29 .21) .565 (l4.35) .785 (l9.94) .334 (8.48) .185 (4.701 .308 (7 .82) .165 (4.191 .355 (9 .02) .555 (l4.10) 
MDM-9SBS* 1.390 (35.31) 1.150 (29.21) .565 (l4.35) .785 (l9.94) .402 (l0.21) .253 16.431 .308 17.821 .16514.191 .355 19.02) .555 (l4.10) 
MDM-15PBS* 1.390 (35.31) 1.150 (29.21) .715 (l8.16) .935 (23. 75) .484 (l2.29) .185 (4.70) .308 (7 .82) .165 (4.19) .355 (9.02) .555 (l4.1 0) 
MDM-15SBS* 1.390 (35.31) 1.150 (29.21) .715 (l8.16) .935 (23. 75) .552 (l3.97) .253 16.43) .308 (7 .821 .165 (4.191 .355 (9.021 .555 (14.10) 
MDM-21PBS* 1.690 (43.93) 1.450 (36.83) .865 (21 .97) 1.085 (27.56) .634 (l6.10) .185 (4.70) .308 (7.82) .165 (4.19) .355 (9.02) .555 (l4.10) 
MDM-21SBS* 1.690 (43.93) 1.450 (36.83) .865 (21.97) 1.085 (27 .56) .702 (l7.831 .253 (6.431 .308 (7 .82) .165 (4.19) .355 (9.021 .555 (l4.10) 
MDM-25PBS* 1.740 (44.20) 1.500 (38.101 .965 (24.51) 1.185 (30.10) .734 (l8.64) .185 (4.70) .308 (7 .82) .165 (4.191 .355 (9.02) .555 (l4.10) 
MDM-25SBS* 1.740 (44.20) 1.500 (38.10) .965124.511 1.185 (30.101 .802 120.371 .253 16.431 .308 (7.821 .16514.191 .355 19.021 .555 (l4.101 
MDM-31PBS* 2.040 (51.82) 1.800 (45 .72) 1.115 (28.32) 1.335 (33.91) .884 (22.45) .185 (4.701 .308 (7.82) .165 (4.19) .355 (9 .021 .555 (l4.1 0) 
MDM-31SBS* 2.040 (51.821 1.800 (45.72) 1.115 (28.32) 1.335 (33.91) .952 (24.18) .253 (6.43) .308 (7.82) .165 (4.19) .355 (9 .02) .555 (l4.10) 
MDM-37PBS* 2.340 (59 .441 2.100 153.34) 1.265 (32.13) 1.485 (37.72) 1.034 (26.26) .185 (4.70) .308 (7 .82) .165 (4.191 .355 (9.02) .555 (l4.10) 
MDM-37SBS* 2.340 (59.44) 2.100 (53.34) 1.265 (32.13) 1.485 (37.72) 1.102 (27.991 .253 (6.43) .308 (7 .82) .165 (4.19) .355 19.02) .555 (l4.10) 
MDM-51PBS* 2.270 167.661 2.000 150.801 1.215 (30.861 1.435 (36.45) .984 (24.99) .228 (5.79) .351 18.92) .165 (4.191 .355 19.021 .555 (l4.101 
MDM-51SBS* 2.270 167.661 2.000 150.801 1.215 130.861 1.435 (36.45) 1.052 (26.72) .296 (7.521 .351 (8.92) .165 (4.19) .355 19.021 .555 (l4.1OI 
MDM-l00PBS* 3.070 (77.98) 2. 800 (71.1 2) 1.800 (45.721 2.175 (55.24) 1.384 (35.15) .271 (6.88) .460 (l1.68) .3031770) .550 (l2.70) .686 (l7.42) 
MDM-l00SBS* 3.070 (77.98) 2.800 (71.12) 1.800 (45.721 2.175 (55 .24) 1.500 138.10) .394 (l0.011 .460 (l1 .681 .303 17.70) .550 (l2.701 .686 (l7.751 
*For jackpost locking add letter "P". 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line 

BR Series (900 Mounting) 

. 100 
(2.54) 

MDM-PCB 

JACK POST 
#2·56 UNC·2B ~P . 

~~ 1-~~~~===o~;-

NOTE: Standard lead termination is #24 AWG. gold plated. solid copper. solder or tin dipped. 

Part Number A B C 0 
By Shell Size Max. ± .007 (± .OIB) ± .005 (± .Oll) Max. 
MDM·9PBR* 1.390 (35.31) 1.150 (29.21) .565 (14.35) .334 (8.48) 
MDM·9SBR* 1.390 (35.31) 1.150 (29.21) .565 (14.35) .402 (10.21) 
MDM·15PBR* 1.540 (39.12) 1.300 (33.02) .715 (18.16) .484 (12.29) 
MDM·15SBR* 1.540 (39.12) 1.300 (33.02) .715 (18.16) .552 (13.97) 
MDM·2IPBR* 1.690 (42 .93) 1.450 (36.83) .865 (21.97) .634 (16.10) 
MDM·2ISBR* 1.690 (42 .93) 1.450 (36.83) .865 (21.97) .702 (17.83) 
MDM·25PBR* 1.790 (45.47) 1.550 (39.371 .965 (24.51) .734(18.64) 
MDM·25SBR* 1.790 (45.47) 1.550 (39.37) .965 (24.51) .802 (20.37) 
MDM·3IPBR* 2.040 (51.82) 1.800 (45.72) 1.115 (28.32) .884 (22 .45) 
MDM·3ISBR* 2.040 (51.82) 1.800 (45.72) 1.115 (28.32) .952 (24.18) 
MDM·37PBR* 2.340 (59.44) 2.100 (53.34) 1.265 (32.13) 1.034 (26.26) 
MDM·37SBR* 2.340 (59.44) 2.100 (53.34) 1.265 (32.13) 1.102 (27 .99) 
MDM·5IPBR* 1.875 (47.63) 1.600 (40.64) 1.215 (30.86) .984 (24.99) 
MDM·5ISBR* 1.875 (47.63) 1.600 (40.64) 1.215 (30.86) 1.052 (26.72) 
*For jack post locking add letter "P". 

CBR Series (900 Narrow Profile Mounting) 

JACKPOST 2·56 
UNC-2BlYP. 
(Size 9-51) 

•• FOR 31: 1.085(27.56) MAX. 
FOR 37: 1.185(30.10) MAX. 
FOR 51: 1.225(31 .12) MAX. 

NOTE: Standard lead termination is #24 AWG. gold plated. solid copper. solder or tin dipped. 

Part Number A B C 0 E 
By Shell Size Max. ± .005 (± .Oll) Max. Max . Max. 
MDM·9PCBR* .785 (19.94) .565 (1435) .334 (8.48) .308 (7 .82) .185 (4.70) 
MDM·9SCBR* .785 (19.94) .565 (1435) .402 (10 .21) .308 (7.82) .253 (6.43) 
MDM·15PCBR* .935 (23.75) .715 (18.16) .484 (12.29) .308 (7.82) .185 (4.70) 
MDM·15SCBR* .935 (23. 75) .715 (18.16) .552 (13.97) .308 (7.82) .253 (6.43) 
MDM·21 PCBR* 1.085 (27.56) .865 (21.97) .634 (16.10) .308 (7.82) .185 (4.70) 
MDM·2ISCBR* 1.085 (27.56) .865 (21.97) .702 (17 .83) .308 (7.82) .253 (6.43) 
MDM·25PCBR* 1.185 (30.10) .965 (24.51) .734 (18.64) .308 (7.82) .185 (4.70) 
MDM·25SCBR* 1.185 (30.10) .965 (24.51) .802 (20.37) .308 (7.82) .253 (6.43) 
MDM·31PCBR* 1.335 (33.91) 1.115 (28.32) .884 (22.45) .308 (7.82) .185 (4.70) 
MDM·31PCBR* 1.335 (33.91) 1.115 (28.32) .952 (24.18) .308 (7.82) .253 (6.43) 
MDM·31SCBR* 1.335 (33.91) 1.115 (28.32) 1.034 (26.26) .308 (7.82) .185 (4.70) 
MDM·37SCBR* 1.485 (37.72) 1.265 (32.13) 1.102 (27 .99) .308 (7.82) .253 (6.43) 
MDM·51PCBR* 1.435 (36.45) 1.215 (30.86) .984 (24.99) .351 (8.92) .228 (5.79) 
MDM·51SCBR* 1.435 (36.45) 1.215 (30.86) 1.052 (26.72) .351 (8.92) .296 (7.52) 
MDM·IOOPCBR* 2.170 (55.12) 1.800 (45.72) 1.384 (35.15) .394 (10.01) .271 (6.88) 
MDM·IOOSCBR* 2.170 (55.12) 1.800 (45 .72) 1.508 (38.10) .394 (10.01) .394 (10.01) 
*For jackpost locking add letter "P". 

ITT Cannon 

See page 126 for termination arrangements. 

E 
Max. 

.185 (4.70) 

.253 (6.43) 

.185 (4.70) 

.253 (6.43) 

.185 (4.70) 

.253 (6.43) 

.185 (4.70) 

.253 (6.43) 

.185 (4.70) 

.253 (6.43) 

.185 (4.70) 

.253 (6.43) 

.228 (5.79) 

.296 (7.52) 

F 
Max. 

.455 (11 .56) 

.455 (11.56) 

.455 (11.56) 

.455 (11 .56) 

.455 (11.56) 

.455 (1 1.56) 
.455 (11.56) 
.455 (11.56) 
.455 (11 .56) 
.455 (11.56) 
.455 (11.56) 
.455 (11.56) 
.565 (14.35) 
.565 (14.35) 

100 VIEW 

0 '- ___ _ _ <0 

... 0-- - -_00 

00----- .. 
00- - ----00 

I ooo~_-_-_-= ~-:°oo I 
00- - - _ _ 00 

00_·· ____ 0 0 

G 
Max. 

.308 (7 .82) 

.308 (7 .82) 

.308 (7.82) 

.308(7.82) 

.308(7.82) 

.308 (7 .82) 

.308 (7.82) 

.308 (7.82) 

.308 (7.82) 

.308 (7.82) 

.308 (7.82) 

.308 (7.82) 

.351 (8.92) 

.351 (8.92) 

JACKPOST 
#+40 UNC 2B lYP . 

See page 126 for termination arrangements . 

G H 
Max. ± .OIO (± .O25) ± .OIO (±.O25) 

.420 (10.67) .250 (6.35) .230 (5 .81) 

.420 (10.67) .250 (6.35) .230 (5 .81) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.420 (10.67) .250 (6.35) .130 (3.30) 

.520 (13.21) .250 (6.35) .130 (3.30) 

.520 (13.21) .250 (6.35) .130 (3.30) 

.520 (13.21) .250 (6.35) .130 (3.30) 

.520 (13.21) .250 (6.35) .130 (3.30) 

.650 (16.15) .300 (7.62) .150 (3.81) 

.650 (16.15) .300 (7.62) .150 (3.81) 
1.000 (25.40) .400 (10.16) .200 (5 .08) 
1.000 (25 .40) .400 (10 .16) .200 (5.08) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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Microminiature Connectors - The Micro Line MDM 

Pin Termination Arrangements 

Identification number shown for plug connector. use reverse order for socket connector. NOTE: Oimensions shown are for reference only-consult factory for final design dimensions. 

CBR Termination Configurations .100 (2.54) x .100 (2.54) Grid Pattern. Offset .050 (1.27) 

'OB3j r (2.11) 
• .020 

A • ele ' J'h.+<0.51) V"",'+7 T 

9 Contacts 

I~ 13 " II e ! ' 2 .... ' .... 

'IOB1~ .100 (2.54) 
(2.73) r: . t;P. .020 . , .~.~i~.:~-..ch4 (0.51) 

• '1' fl' 'V'T 
~ 1-- .050 (1 .27) 

TYP. 
15 Contacts 

~ .IB3 

21 Contacts 

11 15 U 11 11 • 6 • I 

~ ~
.15B (4.00) 

1 1J1"2 10 ~ 7 531 -<> -......... . 
:!O 211 21 H . n 21 111 U .... , .... 

. 020 it •• I ••• 
(0.51) 

tij. " ,~4 .~5!, • , • , , ..... ' ..... 
11 Ie " 12 1O. !. z ~ • ••••••• • 37 3S JJ :tI:19 21 2'11 201 22 20 

• •••• 1 ••••• 
.020 • • i. i •••• 

(0.51) 

. ........ ~ • • 101 Il' 11 I , ~ 1 1 

•••• e · ••••• 
• ~DJl29.0fl~nlll9 · -$-•••••.•••.•.•.• "..... --C .050 

~·~· .. • .. ·~I·J·Cl·]I·. -)1-36 L (1.27) • • • • · , • • • ~i .10B 
(273) 

31 Contacts 37 Contacts 51 Contacts 

BS Termination Configurations .100 (2.54) x .100 (2.54) Grid Pattern, Offset .050 (1 .27) 

1 
'-- .375 .050 
I - (9 .53) 11 27) .. i .~ 
~~!,,- ~ , 

9 Contacts 

h~ 101 UI1 II 11 i l ! '6 ~ . ]--1 
. . ...... ,. ...... . 

••••••••••••••• 31 lJ 29 lS 21 1E ~ 2!' 13 22 11 2Il I!I e 11 

.050 
(1.27 ) 

31 Contacts 

o 

.225 

-J r,15.72) , I TYP. 
8"~ ' )1' ----1-
"'';'''- 0= 050 , ,,'!'~ C (127) 

o 

.225 ---.I~ (5.72) I 
11111816 S' 111 ~ •••••••••• • ....... _ .. 

11 10 19 • 11
1

• 15 M Oll .050 

15 Contacts 

1--
150 

I (3 .Bl) 

-0-

21 Contacts 

.150 --I 

H
III'.IS " !31211'(1"JI (~~1),1' 

. ................. ! .... : .......... .. 
11 )6 ~ JoI 11 ~ 11 JO l'i 21 21 ~ ~ z,I lJ 22 11 2(1 

.050 ' 
(127) 

37 Contacts 

(127) 

BR Termination Configurations .100 (2.54) x .100 (2.54) Grid Pattern. Offset .050 (1.27) 
.225 

-0-

25 Contacts 

1 

25 Contacts 

~ 
.100± .005 

(2.54 ± 013) 

f-- 150 
<1> (3. 81 ) 

......... : ......... - ---'-.150 I3 .Bl )-1 kt 
• •••••• ~........ .100 (2 .54) ••••••••• ••••••••• • 

~I 50 .... " • <> " tl .q .. OQ JJ II 11 :If, TYP 

51 Contacts 

.175 
(4 .45) 

(7 .62) 1 816S I ~111 
.300 Ijl--
~ _ .............. . 

(57~2) I.- . 
1 11 '(I 9 8 I 'S • 1 1 1 

~ _.::::.\.:: •.•. L.j ~ u " ' ".,,, 
L I-·:::::.!:::::: 

9 Contacts 

.150 

j 1--13.Bl) I 
I " ~ M Q 12 11 '(I 9 I 1 6 S • J I , 

~ _.::: .... : .... : .... ::: .. T<±> 31 JO 21 21 11 aI 15 2!:n 2'1 11 2(1 19 II II ® 

.150 
(3.Bl) 

31 Contacts 

T (t) ' . ' j "" (t) T <±> 11 2(1".11 1• IS " !3 12 <±) 

.150 
13.81 ) 

15 Contacts 

.150 

.150 
13. Bl ) 

21 Contacts 

j /-- (3 .Bl ) 

L
II II II "IS"Ull n iJ'lf 6 S l )!' _.: ...... :: ....... : ............... . T® 1l1l:lS JoI 13:R 1I JO 29

1
1111 al 15 z,I:n 22 11 2(1 <±) 

.150 
(3.81 ) 

37 Contacts 

ITT Cannon 

T (±) 1Sltnnll20I "· " ·& .. (t) 

.150 
(381 ) 

25 Contacts 

51 Contacts 

Dimensions are shown in inches (millimeters). 
Oimensions subject to change. 
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Microminiature Connectors - The Micro Line MDM Coaxial/Power 

MOM Coaxial MOM Power MOM Coaxial Power 

The MDM Metal She" Connectors have been tooled in 
several coaxial layouts and offer the versatility of combin
ing coaxial and signal lines in the same connector. Any 
modifications to these layouts or new requirements, 
please consult the factory. For ordering information see 
page 118. For contact layouts see page 118. Standard coax 
is RG178 white. 

The same insulator that is used with coaxial contacts is 
available with power contacts. This offers the versatility 
of combining power and signal lines in the same connec
tor. 

Power and coaxial contacts can be interchanged as desir
ed. Power contacts are rated at 13 amps, 24V rms, AWG 
#16 stranded. 

7C2/7P2 

24C4/24P4 

Jt
1.435(36.45) MAX. jJ 

1.215 ± .005 
(30.86 ± 0.13) 

35 ~~92) <& » i-

T! 
.091 ± .003 DIA 

(2 .31 ± 0 .08) . 

Coaxial Contacts 

Power Contacts 

.186 (4 .92) MAX. 

i 

MAX . I T ' 416(10 ' 5f) -~~ 
.100 ) ~ (2.54) .800 
MAX. (20.32)0 n 

MAX . 

Plug 

. 186 (4 .92) 

~M:I I 
~I I I 

.416(10.51) (il~) L 1.050 ~ .1 
MAX. MAX. (26.67) 

MAX. 

Plug 

ITT Cannon 

00 
Plug 

Receptacle 

BACK POTTING 
REQUIREO 
.350 (8.89) 

MAX. 

.199 (5.05) MAX. 

.* ~ .429 (10 .90)-L 

MAXJ t t 
1'00 I- O~ ~ U .1 

(2.54) (2~ 
MAX. MAX. 

Receptacle 

.199 (5 .05) 
MAX . 

~: : 
.429(10 .90) .100 l ~u .1 

MAX. (2.54) 1.050 00 
MAX. (26 .67) 

MAX . 

Receptacle 

00 
Receptacle 

o 
Plug 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 127 
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Microminiature Connectors - The Micro Line MD 
Microminiature Rectangular Connectors with MICRO
PIN® Contacts on .050 (1.27) centers. 

MICRO-O microminiature rack/panel connectors are used 
in applications requiring highly reliable, extremely smal l. 
lightweight connectors. 

These connectors are available in 4 insulator materials, 2 
mounting variations, 7 she ll sizes accommodating from 9 
to 51 contacts and a special arrangement of 5 micro 
contacts and 2 coaxials. The 4 insulator materials listed 
give the MICRO-O connector wide versatility in most 
applications required by industry. 

How to Order 

SERIES-INSULATOR STYLE-MATERIAL 
MD - Clip mounting-Diallyl phthalate 
MOB - Screw mounting-Diallyl phthalate 
MDV - Clip mounting- Polyester 
MDVB - Screw mounting-Polyester 

CONTACT SPACING 
1 - .050 (1.27) centers 

CONTACT ARRANGEMENT 
9-15-21-25-31*37-51. See page 118. 

CONTACT TYPE 
P - Pin 
S - Socket 

Standard Wire Termination Codes 

ITT Cannon can also terminate a wide variety of stranded 
or so lid wire directly to MICRO-D contacts, which is often 
desirable in high density arrangements. 
MICRO-D connectors can also be custom harnessed to 
meet any customer requirement of sing le or multiple 
connectors. Pigtail lead and harness description must be 
given by the customer. A typ ical description would be: 
192" #25 AWG, gold plated copper leads or 18" of #26 
yellow, Teflon-insulated, Type E wire. Shown below are 
various methods of termination. Consult factory for any 
routi ne or complex harnessing of MICRO-O connectors. 

• Glass-filled diallyl phthalate-a thermoset material used 
in high term perature applications that is immune to 
cleaning solvents. It also has excellent dielectric prop
erties. Temperature range: - 65°Fto + 300°F (-18°C 
to + 149°C). 

• Glass-filled polyester -a thermoplastic that is not 
affected by cleaning solvents and exhibits excellent 
dielectric properties. Temperature range: - 55°F to 
+ 125°F (- WC to + 257"C). 

MD** 1- 9 p H 001 p 

SERIES - INSULATO_R_ST_Y_LE_-_M_AT_ER_IA_L ______ =r-__ J J 
CONTACT SPACING -

CONTACT ARRANGEMENT--------------' 

CONTACT TYPE---------------------' 

TERMINATION TYPE----------------- ---' 

TERMINATION CODE----------------------' 

LOCKING HARDWARE----------------------l 

TERMINATION TYPE 
H - Insulated solid or stranded wire 
L - Unin su lated so lid wire 
S - Solder pot to accept #26 AWG max. 

harness wire. 

TERMINATION CODE** 
(H)OOl - 18", 7/34 stranded #26 AWG Teflon, 

yellow, per MIL-W-16878/4, Type E 
(H)003 - Same as above except color coded to 

MIL-STD-681, System 1 
(L) - 1/2" un insulated solid copper gold 

plated #25 AWG 
(L) 2 - 1" uninsulated solid copper gold plat-

ed #25 AWG 

LOCKING HARDWARE (SCREW MOUNTING ONLY) 
P - Jackpost 
K Jackscrew-standard 
L Jackscrew-low profile 
F Float mount 
M Military specification hardware see page 

135. 
No designator - No hardware-standard mounting 
.091 (2.31) hole diameter 

"See table below for ad ditional codes. 

For lengths not shown, consult factory for proper modification code. All wire lengths are minimum. 

Harness Type (H) Solid Uninsulated Type (L) 
#26 AWG per MIL·W·16878 Type E Teflon, stranded. #25 AWG Gold Plated Copper 

Length All Yellow Color Coded* Length 
3 (76.2) H020 H027 L61 .125 (3.18) 
6 (152.4) H019 H016 L56 .150 (3.81) 
8 (203.2) H026 H034 L57 .190 (4.83) 

10 (254.0) H029 H025 L39 .250 (6.35) 
12 (304.8) H028 H002 L58 .375 (9.52) 
18 (457.2) H001 H003 L 1 .500 (12.70) 
20 (508.0) H038 H023 Ll4 .750 (19.0 5) 
24 (609.6) H009 H004 L2 1.000 (25.40) 
30 (762.0) HOlD H005 L7 1.500 (38.10) , 

36 (914.4) H011 H006 L6 2.000 (50.80) 
48 (1219.2) H013 H048 Ll6 2.500 (63.50) 
72 (1828.8) H017 H046 LlO 3.000 (76.20) 

120 (3048.0) H042 H041 

'Cavity #1 black 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MD 

With Clip Mounting Slots 

Plug 

Receptacle 

Part Number by Shell Size 
MDl-9P** MDVl-9P** 
MD l-9S** MDVl-9S** 
MDl -15P** MDVl-15P** 
MDl-15S** MDVl-15S** 
MDl -21P** MDVl-21P** 
MDl-21S** MDVl-21S** 
MDl-25P** MDVl -25P** 
MDl-25S** MDVl -25S** 
MDl-37P** MDVl-37P** 
MDl-37S** MDVl -37S** 
MDl-51P** MDVl-51P** 
MDl-51S** MDVl -51S** 

M D Glass-filled Diallyl Phthalate 
Plastic Insulator 

A B 
Max. Max. 

. 512 (13.00) .292 (7.42) 

.512 (1 3.00) .376 (9.55) 

.662 (16.81) .442 (11.23) 

.662 (16.81) .526 (13.36) 

.812 (20.62) .592 (15 .04) 

.812 (20.62) .676(17.17) 

.912 (23.16) .692 (17 .58) 

.912 (23.16) .776(19.71) 
1.212 (30.78) .992 (25 .20) 
1.212(30.78) 1.076 (27.33) 
1.1 62 (29.51) .942 (23.93) 
1.162(29.51) 1.026 (26.06) 

-*Add lead type and length. see Part Number Explanation . 
*--Weight given is with 1/2". uninsulated solid #25 AWG gold plated copper pi gtails. 

Standard Data 

MATERIALS AND FINISHES 
Shell /Insulator (One Piece) 

Contacts 

ITT Cannon 

MDV Glass-filled Polyester 
Plastic Insulator 

Solder Pot 

C D 
Max. Max . 

.405 (10.29) .170 (4.32) 

.405 (10.29) .170 (4.32) 

.555 (14.1 D) .170 (4.32) 

.555 (14.1 D) .170 (4.32) 

.705 (17.91) .170 (4.32) 

.705 (17 .91) .170 (4.32) 

.805 (20.45) .170 (4.32) 

.805 (20.45) .170 (4.32) 
1.1 05 (28.07) .170 (4.32) 
1.1 05 (28.07) .170 (4.32) 
1.055 (26.80) .213 (5.41) 
1.055 (26.80) .213 (5.41) 

.065 (1 .65) 
MAX. 

,--'--___ -L..-,-1 

f 

E Avg. We~ht*** 
Max. ± 5% (oz.II _ 5% (gm.) 

.215 (5.46) .026 (0.73) 

.215 (5.46) .026 (0.73) 

.21 5 (5.46) .038 (1.10) 

.2 15 (5.46) .035 (1 .00) 

.215 (5.46) .053 (1.50) 

.215 (5.46) .050 (1.40) 

.215 (5.46) .063 (1.80) 

.215 (5.46) .056 (1.60) 

.215 (5.46) .086 (2.45) 

.215 (5.46) .076 (2.15) 

.258 (6.55) .109 (3.1 0) 

.258 (6.55) .093 (2.65) 

ELECTRICAL DATA 
- MO/MOB; Glass-filled No. of Contacts 

thermoset plastic MOV I 
MOVB: Thermoplastic Coaxial Cable 

-Copper alloy, gold plate 
Wire Size 
Contact Termination 

- 9 to 51 ; 1 arrangement of 5 
cOntacts and 2 coaxials 

- RG-178 /U (Not available for MO 
clip mount) 

- #24 thru # 32 AWG 
- Crimp stationary 

MECHANICAL FEATURES 
Size or Length - 7 sizes 
Coupling - Friction /jackscrews 
Polarization - Keystone-shaped shells 
Contact Spacing Centers -.050" (1.27mm) 
Shell Styles - Plug and receptacle 
Consult factory for availability. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line 

With Screw Mounting Holes (Conforms to MIL-C-83513) 

Plug 

Receptacle 

A 
Part Number by Shell Size Max. 
MDBI -9P** MDVBI -9P** .788 (20.02) 
MDBI -9S** MDVBI-9S** .788 (20.02) 
MDBI -15P** MDVBI -15P** .938 (23.82) 
MDBI -15S** MDVBI-15S** .938 (23.82) 
MDBI -21P** MDVBI -21P** 1.088 (27.64) 
MDBI -21S** MDVBI -21S** 1.088 (27 .64) 
MDBI-25P** MDVBI-25P** 1.188(30.18) 
MDBI-25S** MDVBI -25S** 1.188 (30.18) 
MDBI-31P** MDVBI -31P** 1.338 (33.98) 
MDBI-31S** MDVBI-31 S** 1.338 (33.98) 
MDBI -37P** MDVBI-37P** 1.488 (37.80) 
MDBI -37S** MDVBI -37S** 1.488 (37.80) 
MDBI -51P** MDVBI -51P** 1.438 (36.52) 
MDBI-51S** MDVBI -51 S** 1.438 (36.52) 
**Add lead type and length. see Part Number Explanation. 

MOB Glass-filled Diallyl Phthalate 
Plastic Insulator 

M OVB Glass-filled Polyester 
Plastic Insulator 

t .301(7.72) r----;~8) 
MAX. M~ 

.39t~r3) i --r ~ l·ll~~79) 
.1~J&.54) ld..L/i .200 (5.08) 

I I- MAX. 

Solder Pot 

r-- B ---j .18~.t70) 

f '2B51(7~24) ---r 
. MAX. _..l...L 

.375 (9.92) ~ ..I r .154 (3.91) 
MAX., .L ---r rill! MAX. 

I--- C .100 (2.54) LLJ..J"I .200 (5.08) 
D MAX. -j r MAX. 

Solder Pot 

B C 
Max. Max. Max. Max. 

.292 (7.42) .408 (10.36) .173 (4.39) .21 8 (5 .54) 

.380 (9.65) .408 (10.36) .173 (4.39) .218 (5.54) 

.442 (11 .23) .588 (14.17) .173 (4.39) .218 (5 .54) 

.530 (13.46) .588 (14.17) .173 (4.39) .218 (5 .54) 

.592 (15 .04) .708 (17 .98) .173 (4.39) .218 (5 .54) 

.680 (17 .27) .708 (17 .98) .173 (4.39) .218 (5 .54) 

.692 (17.58) .808 (20.56) .173 (4.39) .218 (5 .54) 

.780 (19 .81) .808 (20.56) .173 (4.39) .218 (5 .54) 

.842 (21.39) .958 (24.33) .173 (4.39) .218 (5 .54) 

.930 (23.62) .958 (24.33) .173(4.39) .2 18 (5.54) 

.992 (25 .20) 1.108 (28.14) .173 (4.39) .21 8 (5.54) 
1.080 (27.43) 1.108 (28.14) .173(4.39) .218 (5 .54) 
.942 (23.93) 1.008 (26.87) .220 (5.59) .2 60 (6.60) 

1.030 (26.16) 1.058 (26.87) .220 (5.59) .2 60 (6.60) 

***Weight given is wi th 1/2". uninsulated solid #25 AWG gold plated copper pigtails. 

ITT Cannon 

MD 

TWO MTG. HOLES .091 ± .003 
(2 .31 ±0.08) 

I' 
~\\ 
I. 

» ~)] 
A---;.I 

1----- A -----i 

Avg. 
Weight*** 

F ± 5% (oz. ) 
± .OO5 ± 5% (gm.) 

.565 (14.35) .026 (0.73) 

.565 (1 4.35) .025 (0.70) 

.715 (1 8.16) .038 (1.1 0) 

.715 (18.16) .035 (1.00) 

.865 (21.97) .053 (1.50) 

.865 (21.97) .050 (1.40) 

.965 (24.51) .063 (1.80) 

.965 (24.51) .056 (1.60) 
1.115 (28.32) .080 (2.30) 
1.115 (28.32) .073 (2. 10) 
1.265 (32.13) .086 (2.45) 
1.265 (32.13) .076 (2.15) 
1.215 (30.86) .109 (3.10) 
1.215 (30 .86) .093 (2. 64) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line 

Panel Mounting Hardware 

Clip Mounting 

Illustrated is the recommended method of front mounting with metal panel 
mounting keys. Panel mounting keys are available with or without coupling 
retention clips . 

For front mounting. place the rear of the connector thru the panel cutout. With 
the mounting flange against the panel. fully insert the panel mounting keys 
thru the slots in the flange and thru the panel cutout. Retaining the keys in 
this position. bend them outward against the rear of the panel. When mating a 
front mounted connector with an unmounted connector. a coupling retention 
clip assembly may be used to securely lock the two together. Mounting screw 
brackets are available and may be used instead of the panel mounting keys. 

Description Part Number 
Panel Mounting Key 201·9100·000 
Mounting Key and Coupling Clip Assembly 294·9100·000 
Mounting Screw Bracket 015·9100-000 

*Edgeboard Mounting Bracket 015-5009-000 
**Edgeboard Mounting Bracket and Coupling Clip Assembly MD51428-1 

*Must be ordered separately; specify left and right hand for complete assembly. 
**Must be ordered separate ly; assembly contains a set of left and right hand types. 

Dimensions (Clip Mounting Onlyl 

~-. 
~~:t.OO5 (5.08:t0.13) I .330± .005 ~

-r 
, (8~0.13} 

Plug and Receptacle Plug and Receptacle 
Rear Mounted Front Mounted 

Panel Cutouts 

LCc=w.. r- A I---.i. Shell 

7.i-- A -j~:::: }15(038)R I I B 
Size 

~ .015 (0.38) R. 
FULL R. (TYP.) MAX. (TYP.) MAX. (TYP.) 

Figure 1 Figure 2 
Front Mounting 

. 018 + .002 - .000 A .005(0.13) MAX . 
.075 + .005 - .000 (0.46 +0.05 -000) R. (TYP.) 

182+00:::-~ 15 
B 

~.TYP. 
(4.62 +0.10 -0.001 

FULL R. (TYP.) PANEL REF. 
Figure 3 Figure 4 

Rear Mounting Edgeboard Mounting 21 

1. A panel thickness of 1/8" (3.17mm) maximum is recommended for ease of tab bending 
when a panel mounting key & clip assembly or edge board mounting brackets are used. 25 

2. Front mounting is preferred. However, when rear mounting is necessary, use figure 3 for 
dimensions. 

3. Figure 4 is for edgeboard mounting bracket or edgeboard clip assembly. The .184 ± ,002 
(2 .67 ± 0.05) dimension locates the MD socket insulator flush with the end of the board . 

4. Screw brackets (015·9100·000) wi ll accommodate #2·56 screws. 37 

51 

ITT Cannon 

Coupling Retention Clip 
(see Figure 21 

Edgeboard Mounted 
(see Figure 41 

A 
Cutout + .004 (0.101 
Figure - .000 (0.00) 

1 408 (10.361 
408 (10.361 
.378 ( 9601 

4 400 (10.161 
.588 (14.941 
.588 (14.941 
.528 (13.281 

4 .5 50 (13.971 
.738 (18.75) 
.738 (18.75) 
.678 (17.27) 

4 .700 (17.78) 
.838 (21.29) 
.838 (21.29) 
.778 (19.761 

4 .800 (20.32) 
1 1138 (28,911 

1138 (28,911 
1,078 (27.38) 
1.100 (27.941 
1088 (27 ,64) 
1.088 (27.641 
1028 (26,111 

4 1,050 (26,67) 

Mounting Screw Brackets 
(see Figures 1 and 31 

Panel 
Mounting Key 

MD 

~I 
~~.OO5 (6.73±0.13) 

Plug Front Mounted 
Receptacle Rear Mounted 

B C 
+ ,004 (0.101 + ,004 (0.101 
- ,DOD (0.00) - .000 (0.00) 
.172 (4.371 .650 (16.511 
,172 (4.371 
.217 (5.511 .650 (16.511 
.091 (2.311 
.172 (4.371 .795 (20.191 
.172 (4.371 
.217 (5,511 .795 (20.191 
.091 (2.31) 
.1 72 (4.371 .945 (24.001 
.172 (4.37) 
.217 (5.51) .945 (24,001 
.091 (2.31) 
.172 (4.37) 1045 (26.541 
.172 (4.37) 
.217 (5.511 1045 (26.541 
.091 (2.31) 
,172 (4.37) 1.345 (34.161 
,172 (4.37) 
.217 (5.51) 1.345 (34.161 
.091 (2.31) 
,215 (5.46) 1.295 (32.891 
.215 (5.46) 
,260 (6.601 1.295 (32.891 
,091 (2.31) 

D 
+ .005 (0 .1 31 
- ,000 (0,00) 
.089 (2.261 

.089 (2.261 

.089 (2.261 

,089 (2.261 

,089 (2 .26) 

.089 (2 ,26) 

.089 (2.26) 

.089 (2.26) 

,089 (2.26) 

.089 (2.26) 

.089 (2.26) 

.089 (2.26) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MDB 

MDB Coaxial Series with Screw Mounting Holes 

MDB connectors with two coaxial and five MICRO
PINTM / MICROSOCKETTM contacts. Crimp-type coax
ial contacts accommodate RG-178/U cables. A 
plastic insertion / extraction tool is supplied with 
each connector assembly having removable coaxial 
assembly. 

How to Order - MDB Coaxial 

SERIES 
In Cannon Prefix 

SIGNAL CONTACT SPACING 
1 - .050 (1.27) centers 

TOTAL CONTACT CAVITIES . . . . . . . . . . . . . . . . . . 7 

NUMBER OF COAXIALS . . .. . .... . .. . . . . . . .. 2 

MOB -7 C2 * S H ** * K 

SERIES =r- T 'I 
SIGNAL CONTACT SPACING _ __________ ----' 
TOTAL CONTACT CAVITIES -

NUMBER OF COAXIALS--

-

COAXIAL TYPE.- ---------- ------' 

SIGNAL CONTACT TYPE-------------------' 

SIGNAL CONTACT LEAD TYPE------------------' 

SIGNAL CONTACT LEAD LENGTH-----------------' 

MODIFICATIONI---------------- --------' 

HARDWARE-------------------------' 

COAXIAL TYPE 
No letter - Coaxial assembly 

installed and nonremovable 
RO - coaxial assembly ordered 

separately 
RA - Coaxial shipped assembled 

but uninstalled 

SIGNAL CONTACT TYPE 
P - Pin 
S - Socket 

SIGNAL CONTACT LEAD TYPE 
L - Uninsulated, solid wire 
H - Insulated, solid or stranded 
S - Solder pot* 

SIGNAL CONTACT LEAD LENGTH 
See Standard Wire Termination 

Codes on page 128. Coaxial cable will be 
RG-178U unless otherwise specified; length 
will be same as wire modification . 

MODIFICATION 
Consult factory 

HARDWARE 
No letter - No hardware 
standard mounting .091 " (2.31 mm) hole diameter 

F - Float 
K - Jackscrew (standard) 
L - Jackscrew (low profile) 
P - Jackpost 

* Not available with re movable coax cable type connectors RD and 
RA. 

How to Order - Coaxial Cable Assemblies 

SERIES 
In Cannon Prefix 

COAXIAL CABLE 

MD CC S * *** 
SERIES -=r- TTl 
COAXIAL CABLE:-----------' 

CONTACT TYPE -

COAXIAL CABLE TYPE---------------------' 

COAXIAL CABLE LENGTHI-------------- --------' 

CONTACT TYPE 
P - Pin 

(used with socket side connection) 
S - Socket 

(used with pin type connection) 

COAXIAL CABLE TYPE 
1 - RG178/U 

ITT Cannon 

COAXIAL CABLE LENGTH 
See Standard Wire Termination 

Codes on page 128. Coaxial cable will be 
RG-178U unless otherwise specified; length 
will be same as wire modification. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to chan ge . 
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Microminiature Connectors - The Micro Line MDB 

Dimensions - MDB Coaxial Series 

(See page 118 for layoutsl 

Plug ,190 (4 ,83) Max , 

q]J-.l 
T 

TWO MTG, HOLES 1·""'" "." .... , ... ts ) ttl IT'''''' 
I I-- 0 __ I I 
f-:--l ,000 (2),40) MAX ,~ 

Receptad. 

,190 (4,83) MAX , 

OD
1 

1 

Part Number 
by Shell Size 
MDBI-7C2P* 
MDBI-7C2S* 

A 
Max, 

,510 (12,951 
,600 (15241 

B 
Max, 

,204 (5,181 
,185 (4.701 

*Add lead type and length, see Part Number Explanation, 

C 
Max, 

,298 (7.571 
,279 (7 ,091 

o 
± ,005 (± 0,131 

.782 (19,861 

.782 (19,861 

**Weight given is with 7" (177 ,SOmm) insulated leads, # 26 AWG silver plated copper pigtails and RG17S 1 U coaxials, 

ITT Cannon 

~ &! tt '-..J_~...L t E 

I + El J _ 

EXTENSION FOR -l ,62) (1 ) ,88) l-- ! 
ROANORA f----- MAX ,~ 
COAXES ---- -----------~,------'-

E 
Max, 

.395 (10,031 

.375 (9 ,521 

El 
Max, 

,510 (12,951 
,540 (13.721 

Avg, Weight** 
(oz,1 ± 5% (gm,1 ± 5% 

,290 (8.301 
,273 (7 ,801 

Dimensions are shown in inches (millimeters) , 
Dimensions subject to change , 

Microminiature Pro ducts, .666 E, Dyer Rd" P,D, Box 929, Santa Ana, CA 92702 ,0929 • (714) 557,4700 • (800) 845,7000 
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Microminiature Connectors - The Micro Line MD 

Mounting Hardware Views - Sizes 9-51 

This hardware supplied unassembled. 

Screw Lock Assemblv 

90' Angle Mounting Bracket 

This hardware is factory installed. 

.014 ± .0041t 
10.36 ±0.101 ALLOWABLE 

OIAMETRAL FLOAT .150±.0031 
.02010 .51) MAX . ALLOWABLE (181 ±.076) 

AXIAL FLOAT 

t 
.18514.70) 

MAX. 

! 
Float Mount - (FI 

Shown here is a cutaway view of the float mount for the MD connector. 
The basic shell dimensions are the same for the float mount and the 
screw mounting hole configurations. View shown is for standard float 
mount front panel mounting. Reverse mounting is available on request. 

. .408110.361 

.18214.621 MAX. 

MAX. j .6881 17.481 t _ MAX. 

8USHING 

,709312 .36) 
I RECOMMENDED 

L ___ .l?"'P=t=y'"l \ PANEL THICKNESS 

Screw Lock Assembly* 

Lm-·. T . 096± .005 " " .170 
12.44 ± o.IT ~ ':,' -~MAX 

~A-i 

CONNECTOR 
SHOWN FOR 
REF . ONLY 

PANEL REF .. 500 

Jackpost - (PI 

--l I.- .058 
I I 11.47) TYP. 

f 
.260 

16.60) MAX . 
14 .52±0.13) , .1 

TI--B-J 

(12.7) 
MAX. 

90 ' Angle Mounting Bracket 

*N OTE: Torque value is 4.0 in/lbs max. 

Description 

Screw Lock Assembly 
Jackpost Kit 

Mounting Bracket, 90' Angle
MD*l 
for 9 thru 37 Shell Sizes 

MD*l 
for 51 Shell Size 

Part Number 

322·9500·000 
320·9505·000 

015·9516·000 

015·9516·001 

A 
± .005 

(± 0.131 

.100 
(2.54) 
.122 

(310) 

Max. 

.215 
(5.46) 
.257 

(6.53) 
NOTES: Screw lock assembly (322·9500·000) can be used for front mounting. Jackpost kit (320·9505·000) consists of 2 assemblies, 
shipped unassembled. 
For Jackpost fJackscrew Assembly, polarized version see page 121. 

MATING 
FACE 

Jackscrew - (K) Standard 

MATING 
FACE 

HEX HEAO -
.050 (1 .27) ACROSS FLATS 
.050 11 .27) DEEP IREF.) 

t 
.155 

13 .94) MAX . 

f 

* NOTE: Torque values are as follows: 

ITT Cannon 

Low Profile Jackscrew (L)-2.5 in /lbs 
Standard Jackscrew (K)-4.0 in f ibs 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MD 

Mounting Hardware to Military Specification (for sizes 9 thru 51) 

This hardware supplied un assembled. 

I 

PLUG (REF.) WITH 
.092 (2.34) OIA. 
MOUNTING HOLES 

.010 (0.25) \ 
TH'K (REF.) POTTING WELL (REF.) 

Jackscrew - (LI Low Prolile* 

I2~UNC-2A 
THREAOTYP. 

.082(1.57) ~ 

""'. ""l ~ 

Allen Head 
Optional Head Configuration 

Plug and Receptacle 
Low and High Profile 

Description 

Jackscrew-(KIHigh Profile 
Slotted Held 

Slotted Head Jackscrew Assy Low Profile 
Slotted Head Jackscrew Assy High Profile 
Allen Head Jackscrew Assy Low Profile 
Allen Head Jackscrew Assy High Profile 
Jackpost Assy 

Jackpost Bushing (for Rear Panel Mounting) 

Panel Mounting Dimensions 

200:!: 005 

~
' (5 .08:!: 0 131 

. .. -.l 
t-- .. T 

Plug and Receptacle 
Rear Mounted 

Panel A 
Thickness Dim. 
3/32 (2.41 .092 /.087 (2.34 /2.211 
1/16 (1.61 .061 /.056 (2.34 /1.42J 
3/64 (1.21 .047/ .042 (1.19 /1.071 
1/32 (0.81 .030 /0.25 (0.76 /0.641 

*2 Jackposts, 2 nuts, 2 washers. 

~
' .1 

' 395%005 
I .. (10.03%0.13) 

. T 
Plug and Receptacle 

Front Mounted 

ITT Cannon 

PLUG (REF.) WITH 
.092 (2.34) DIA. 
MOUNTING HOLES 

MATING FACE 

Jackpost Kit 
Number" 

320-9505-007 
320-9505·006 
320-9505-005 
320-9505·004 

.475 (12.06) 
± .025 (0.64) 

RETAINING NUT # 2.56 UNC-2A 
.154 (3.91) HEX. Thread 

J.ckpost Assem~1y 

Mode Code Part Number 
M5 320-9508-025 
M6 320-9508-027 
M2 320·9508·026 
M3 320-9508-028 
M7 320-9505-033 

.075(1 .91) ~::g~~i 
r----c - R TYP . 

. 126 t3.201 
-:m1IT8i 

DIA. TYP. ~~c=!=:;2l==! 

Plug and Receptacle Dimensions 

Shell Size 
9 

15 
21 
25 
31 
37 
51 

A B C 
+ .004 (0.101 + .004 (0.101 + 005 (0 131 
- .000 (0.001 - .000 (0.001-' . 

.379 ( 9.631 .219 (5.561 

.5 29 (13.441 .219 (5.561 

.679 (17.251 .219 (5.561 

.779 (19.791 .219 (5.561 

.929 (23.601 .219 (5 .561 
1.079 (27.411 .219 (5.561 
1.029 (26.141 .261 (6.631 

.300 :!: .005 

~
7 ' 62:!:0' 131 

. .: ..i 
i 
.. , T 

Plug and Front Mounted 
Receptacle Rear Mounted 

.565 (14.351 

.715 (18 .161 

.865 (21971 

.965 (24.511 
1.115 (28.321 
1.265 (32 .131 
1.215 (30.861 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MD 

Panel Cutouts 

0 A B C 0 LLCC=1 Cutout +.004 (0.10) +.004 (0.10) +.005 (0.1]) + .005 (0.13) 
Size Figure - .000 (0.00) - .000 (0.00) - .000 (0.00) - .000 (0.00) 

8 ~ ~ 1 .409 (10.39) .172 (4.3 7) .570 (14.48) .089 (2.26) 

"FUll A I--- A~Ol~(O .38)A . 2 .379 ( 9.63) .219 (5.56) .570 (1 4.48) .089 (2.26) 

(TVP ) MAX. (TYP.) .570 (14.48) .089 (2 .26) 

Fill" 1 
.559 (14.20) .172 (4.37) .720 (1 8.29) .089 (2 .26) 

fnIIIt MOIIIItiaa 15 .529 (13.44) .21 9 (5.56) .720 (18.29) .089 (2.26) 
.720 (18.29) .089 (2 .26) 

.709 (1 8.00) .172 (4.37) .870 (22.10) .089 (2.26) 
21 .679 (1 7.25) .21 9 (5.56) .870 (22.10) .089 (2 .26) 

.870 (22.10) .089 (2 .26) 
.809 (20.55) .172 (4.37) .970 (24.64) .089 (2.26) 

25 .779 (1 9.79) .21 9 (5.56) .970 (24.64) .089 (2.26) 
.970 (24.64) .089 (2 .26) 

.959 (24.36) .172 (4.37) 1.120 (28.45) .089 (2 .26) 
]1 .929 (23.60) .219 (5.56) 1.120 (28.45) .089 (2.26) 

Fill" 2 1.120 (28.45) .089 (2 .26) 
Rear Moantiat 

1.109 (28.17) .172 (4.37) 1.270 (32.26) .089 (2.26) 
37 1.079 (27 .41) .219 (5.56) 1.270 (32.26) .089 (2.26) 

.4~ :I: .002 C 1.270 (32.26) .089 (2.2 6) 
(1 1.43 :1: 0 .0~) 

.030 (0 76) TYP 1.059 (26.90) .21 5 (5.46) 1.220 (30.99) .089 (2.26) 

t 51 1.029 (26.14) .261 (6.63) 1.220 (30.99) .089 (2.26) 
1.220 (30.99) .089 (2.26) 

NOTES: 
1. Front mounting (figure 1) and rear mounting (figure 2) accommodates #2 -56 screws. 
2. Front mounting is preferred. However. when rear mounting is necessary. use figure 2 

dimensions. 
3. Edgeboard mounting bracket (figure 3) uses #2-56 screws. Dimension .450 ± .002 (11 .43 

FUl l A. ± 0.05) locates the MD receptacle fl ush wi th the end of the board . 
TYP. 

Figu" ] 
Ed",nI Mountiatl 

136 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MJS 

Micro Center Jackscrew 

The MJS jackscrew series provides a reliable interconnect for board-to
board, board-to-cable and in-line cable-to-cable applications. Layouts accom
modating up to 66 MICRO PIN 1 MICROSOCKEFM contacts are available, with 
the same wide range of options as are offered with the other MICRO Line 
products offered in this catalog. 

For further technical and applications information, contact your nearest ITT 
Cannon field office or call our Microminiature Products Group. 

How to Order 

MJS * 26 P H 001 

SERIES TIT I 
INSULATOR MATERIAL----------------'-

CONTACT ARRANGEMENT------------------' 

CONTACT TYPE---------------------'

TERMINATION TYPE----------------------' 

TERMINATION CODES--------------------' 
SERIES 

MJS - Micro Center Jackscrew 

INSULATOR MATERIAL 
B - Diallyl phthalate 

CONTACT TYPE 
P - Pin 
S - Socket 

TERMINATION TYPE 

TERMINATIDN CODE* 
(H)OOl - 18" #26 AWG MIL W-16878/4 

Type E Teflon, yellow. 

V - Polyester 
U Polyetherimide H - Insulated wire harness. 

(H)003 - 18" #26 AWG MIL W-16878/4 
Type E Teflon, color coded to 
MIL-STD-681, System 1 

R - Polyphenylene sulfide I - Integral tail MJSV-28S only. (L) 1 1/2" uninsulated solid #25 AWG 
gold plated copper. L - Solid-uninsulated wire. 

CONTACT ARRANGEMENTS S - Solder pot to accept #26 AWG (L) 2 1" uninsulated solid #25 AWG 
gold plated copper. harness wire. Unshrouded Receptacle: 10, 26, 51, 66 

Shrouded Receptacle: 16, 34 T - Thru bundle pigtail MJSV-28P only. *See Termination Codes shown below for additional length 
modification codes. Low Profile Plug and Receptacle: 28 

Standard Wire Termination Codes 

The following termination codes are listed for your information. For lengths not shown, consult factory for proper modification code. All wire lengths are minimum. 

Harness Type (H) 
#26 AWG per MI L·W·16878 /4 Type E Teflon, 7/34 stranded. 

Length All Yellow Color Coded Length All Yellow 
3(76.2) H020 
61152.4) H019 
81203.2) H026 

101254.0) H029 
121304.8) H028 
181457.2) H001 
201508.0) H038 

Contact Arrangements 

Face view of pin-use reverse order for socket 

51 Contacts 

17 ••••••••• CO •••••••• 1 
34 ••••••••• 0 .••••••. 18 
51 ••••••••• • ••••••• 35 

H027 241609.6) 
H016 30(762.0) 
H034 361914.4) 
H025 4811219.2) 
H002 7211828.8) 
H003 12013048.0) 
H023 

~~ ··:···0 ·····: ~3 
26 •••••• • ••••• 15 

26 Contacts 

66 Contacts 
22 ••••••••••• (Q) ••••••••••• 1 
44 ••••••••••• • •••••••••• 23 
66 ••••••••••• • •••••••••• 45 

MJSB/MJSU 
Identification numbers are for reference only and do not appear on connectors. 

H009 
H010 
H011 
H013 
H017 
H042 

ITT Cannon 

Solid Uninsulated Type (L) 
#25 AWG gold plated copper. 

Color Coded Length Length 
H004 L61 .12513.18) Ll4 .750119.05) 
H005 L56 .15013.81) L2 1.000125.40) 
H006 L57 .19014.83) L7 1.500138.10) 
H048 L39 .25016.35) L6 2.000150.80) 
H046 L58 .37519.53) Ll6 2.500163.50) 
H041 L 1 .500112.70) LlO 3.000(76.20) 

1 r ••• @ ••• 6 1 
7 •• 0 •• 10 11 

11 ••• • •• 16 19 

• • • • • @ ••••• 10 • • •• 0 •••• 16 
• • • • • • •••• 26 

16 Contacts** 28 Contacts* 

34 Contacts 

1 •••••• @...... 12 
13 ••••• ~ ••••• 22 
23 • • • • • • • • • • •• 34 

*Low profile configuration 
**MJSV & MJSR 

MJSV 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MJS 

MJSB / MJSU-Unshrouded Receptacle (10-26-51-66) 

MJSB/MJSU 

.170 (4.32JL' I 
MAX. r-

.110 MAX. 
(2.79) 

Rear View Receptacle 

STANDARD MATERIALS AND FINISHES 
Micropin Copper alloy. 50 micro· inch gold Part Number 

Microsocket Copper alloy. 50 micro·inch go ld MJSB or MJSU·1DP 

Insulator Diallyl phthalate. green color MJSB or MJSU·1DS 
or polyetherimide. natural color MJSB or MJSU·26P 

Jackscrew Stainless steel. passivated & lubricated MJSB or MJSU·26S 
Jackscrew Retainer Stainless steel. passivated MJSB or MJSU·51P 
Insert. Threaded Stainless steel. passivated MJSB or MJSU·51 S 
Polarizing Post Stainless steel. passivated MJSB or MJSU-66P 

MJSB or MJSU-66S 

.170 ± .010 (4.32 ± 0.25) 
POLARIZING PIN (OPTIONAL WITH LOSS OF CONTACn 

1-64 UNC-2A 
THREAD 

A 
Max. 

.378 19.60) 

.378 19.60) 
,778 119.76) 
.778 119.76) 

1.028 126.11 ) 
1.028 126.11) 
1.280132.51) 
1.280132.51) 

[:J== l-M UNC-2B 
~ THREAD 

1~2(8.J 
MAX. 

Plug 

B C 
Max. Bse. 

.19014.83) .290 17 .37) 

.190 14.83) .29017.37) 

.190 14.83) .690 117.53) 

.190 14.83) .690117.53) 

.260 16.60) .940 123.88) 

.260 16.60) .940 123.88) 

.260 16.60) 1.190 130.23) 

.260 16.60) 1.190 130.23) 

MJSV / MJSR-Shrouded Receptacle (16-28*-34) 

Face View 

1'-64 UNC-2B 
I THREAD 

i 
-,-- r-'--~ 8 

~~~~~~J _ __ ~! 

1-64 UNC 2A 
THREAD 

Plug 

11 .205 (5.21) MAX . 

e~ 
f 
.090 ± .010 

(2.29 ± 0.25) fA 1 
r(a)~T'-*-=r'''' 

Face View 

STANDARD MATERIALS AND FINISHES 
Micropin 
Microsocket 
Insulator 

Jackscrew 
Jackscrew Retainer 
Insert. Threaded 
Polari zing Post 

Copper all oy. 50 micro·inch gold 
Copper alloy. 50 micro·inch gold 
Polyester. black color 
Polyphenylene sulfide. black color 
Stainless steel. passivated & lub ricated 
Stainless steel. passivated 
Stainless stee l. passivated 
Stainless steel. passivated 

Part Number 
MJSV·16P 
MJSV·16S 
MJSV·28P* 
MJSV-28S* 
MJSV-]4P 
MJSV-]4S 

A 
Max. 

.700117.78) 

.700117.78) 
1.020 125.91) 
1.020 125.91) 
1.180 129.97) 
1.180 129.97) 

Receptacle 

B 
Max. 

.345 18.76) 

.320 18.13) 

.232 15.89) 

.246 16.25) 

.330 18.38) 

.305 17.75) 

c 0 
Bsc. ±.DD6 10.15) 

.545 113.84) .175 14.45) 

.545 113.84) 

.865 121.97) .062 11.57) 

.865 121.97) 
1.025 126.04) .16014.06) 
1.025 126.04) 

*Low profi le configuration. for "L" (uninsulated solid wire) termination add .090 (2.29) to the "8" dimension. For "H" (insulated wire) 
termination add .200 (5.0B) to "8" dimension. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line MIK 

MICRO-K microminiature circular connectors are 
rugged yet lightweight - and meet or exceed the 
applicable requirements of MIL-C-83513. Applica
tions include computers, biomedical, instrumenta
tion and miniature black boxes. 

MIK: Accommodate up to 55 contacts on 
. 050 (1 .27) centers (equivalent to 420 contacts per 
square inch). Five keyway polarization prevents 
cross plugging . The threaded coupling nuts provide 
strong, reliable coupling. MIK receptacles can be 
either front or back panel mounted; in back mount-

Standard Data 

STANDARD MATERIAL AND FINISHES 

MIK MIKM 

Shell Thermoplastic Stainless Steel 

Coupling Nut Stainless Steel Stainless Steel 
Passivated Passivated 

ing applications, panel thickness of up to 3/32" 
can be used on the larger sizes. Maximum temper
ature range - 55°C to + 105°C. 

Standard MIK connectors are available in two shell 
sizes accommodating two contact arrangements 
pre-wired to your specific requirements. 

MIKM: Similar to our MIK, except has a steel shell 
and receptacle for improved ruggedness and RFI 
resistance. It accommodates up to 85 twist pin 
contacts. Maximum temperature range - 55°C to 
+105°C. 

MIKO: A quick disconnect metal shell and recepta
cle version that can be instantaneously disconnect
ed yet provides a solid lock when engaged. Applica
tions include commercial TV cameras, portable 
radios, military gun sights, airborne landing systems 
and medical equipment. Maximum temperature 
range - 55°C to + 125°C . 

For other variations of the basic MIK circular 
design, contact your nearest ITT Cannon field sales 
office or call our Microminiature Products Group. 

ELECTRO/MECHANICAL FEATURES 

MIKO MIK MIKM MIKO 

Brass No . of Contacts 7,55 7,55,85 7,19,37 

Brass, Electroless Wire Size #26 AWG thru #32 AWG 
Nickel Plated* Contact Termination Crimp or Solder Pot 

Insulator - Glass·reinforced Thermoplastic Contact Rating 3 Amps 
Contacts - 50 Microinch Gold Plated Copper Alloy· Coupling Threaded Threaded Push /Pull 
*For plug only 
Electrodeposited for receptacle. 

How to Order 

SERIES 
MIK: ITT Cannon Prefix 

CONNECTOR TYPES 
No letter - Screw coupling, plastic shell 
M - Screw coupling, metal shell 
o - Push 1 Pull, metal shell 

SHEll STYLES 
o - Wall mounting receptacle (MIK and 

MIKM only) 
6 - Straight plug [MIK, MIKM and MIKO) 
7 - Jam nut mount (MIKO only) 
9 - Rear panel mounted receptacle (MIKO) 

Polarization 

Contact Spacing 

Shell Styles O·Wall Mtg. 
6·Straight Plug 

Keyways 

.050 (1.27) Centers 

O·Wall Mtg. 
6·Straight Plug 

7·Jam Nut 
6·Straight Plug 
9·Rear Panel 

Mtg. Receptacle 

MIK M 6- 55 P * ** *** 
SERIES-------lT T J J 
CONNECTOR TYPE------------------'-

SHEll STYLE-------------------' 

CONTACT ARRANGEMENT-----------------' 

CONTACT TYPE.--------------------' 

TERMINATION TYPE------------------

TERMINATION LENGTH CODE:-------------------' 

HARDWARE---------------------------' 

CONTACT ARRANGEMENTS 
1-7, 2-19,3-37, 4-55,5-85 

CONTACT TYPE 
P - Pin 
S - Socket 

TERMINATION TYPES 
H - Insulated round hook-up wire 
L - Uninsulated round solid wire 

ITT Cannon 

TERMINATION LENGTH CODES (STANDARDS) 
(H)001 - 18" #26 AWG MIL W-16878/4 

Type E Teflon, yellow wire 
(H)003 - 18" #26 AWG MIL W-16878/4 

Type E Teflon, color coded wire per 
MII-STD-681 , System 1 

(L) 1 1/2" uninsulated solid #25 AWG 
gold plated copper wire 

(L) 2 - 1" uninsulated solid #25 AWG 
gold plated copper wire 

HARDWARE 
G - Cable nut and grip (MIKO plug only) 
N - Nut only (MIKQ plug only) 

NOTE: Contact types cannot be interchanged between shell 
styles. 

Oimensions are shown in inches (millimeters). 
Oimensions subject to change. 139 
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Microminiature Connectors - The Micro Line MIK 

Standard Wire Termination Codes 

HARNESS TYPES (HI The following termination codes are listed for your 
information. For lengths not shown, consult factory 
for proper modification code. All wire lengths are 
minimum. 

#26 AWG per MIL·W·16878 Type E, Teflon Stranded 

Contact Arrangements 

(Face View, Pin Side-[Male Contactsli 

r MASTER KEY (TYP.) 

'-@: 
; 

MIK/ MIKM / MIKO 
7 Contacts 

17 19 

MIKO 
19 Contacts 

Length -All Yellow 
3 (76,2) 020 
6 1152.4) 019 
8 1203,2) 026 

10 1254,0) 029 
12 1304,8) 028 
181457,2) 001 
20 1508,0) 038 

2; 

34 37 

MIKO 
37 Contacts 

Cavi ty identification numbers are for reference only, they do not appear on connectors. 

Shell Dimensions 

MIK IRear Panel Mount Thickness - see Tabulation 'T') 

Plug 

Receptacle 
Part Number A 0 
by Shell Size Thread ±.010 (0.251 
MIKO·7S 5h6-24UNF-28 .325 18.261 
MIKO·55S 9h6·24UNF·2A .625 (15.88) 

Receptacle 

Plug 
Part Number 
by Shell Size 
MIK6·7P 
MIK6·55P 

F H 
Max. ±.003 (0.08) 

.315 18.001 .078 11 .98) 

.440 (11.18) .089 (2.26) 

A 
Thread 

5h6·24UNF·28 
9h6-24UNF-2A 

K 
± .010 (0.251 
.062 11.57) 
.100 (2.54) 

ITT Cannon 

Color Coded 
027 
016 
034 
025 
002 
003 
023 

53 55 

MIK/MIKM 
55 Contacts 

Length 
241609, 6) 
30 1762,0) 
361914.4) 
48 (1219,2) 
72 (1828,8) 
120 13048,0) 

3' 

29 

39 

48 

-All Yellow Color Coded 
009 004 
010 005 
011 006 
013 048 
017 046 
042 041 

82 85 

MIKM 
85 Contacts 

Weight given is 1/2" uninsulated, solid #25 AWG gold plated copper pigtails 

Plug 

L 
Max. 

.355 19.02) 

.495 (12.57) 

o 
Max. 

.375 19.52) 
.755 (19.18) 

R 
± .005 (0.131 
.460111.68) 
.580 (14.73) 

L 
Max. 

.315 18.00) 
.460 (11 .68) 

S 
Max. 

.630116.00) 

.760 (19.30) 

~HD 

LrtU ~~K 
Receptacle 

T 
Max. 

.032 10.81) 

.062 (1 .57) 

Avg. We~ht 
oz. (gm.1 _ 5'10 

.05411 .54) 

.202 (5 .72) 

Avg. We~ht 
oz. (gm.1 _ 5'10 

.022 1.635) 

.1 3413.81) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line 

Shell Dimensions (Continued) 

MIKM (Rear Panel Mount Thickness .335 (S.51) max. - see Tabulation 'T') 

Plug 

Receptacle 
Part Number A 
by Shell Size Thread 0 
MIKMO-7S 5h6·24UNF-2A .325 (8.26) 

MIKMO-55S 5/s·24UNEF·2A .625 (15.88) 

MIKMO-S5S llh6·24UNEF-2A .745 (18.92) 

MIKO 

Receptacle 

Plug 
Part Number 
by Shell Size 

MIKM6-7P 
MIKM6-55P 

MIKM6-S5P 

F H 
Max. ± .003 (O.OS) 

.320 (8.13) .078 (1.98) 

.440 (11.18) .091 (2.31) 

.440 (11.18) .091 (2.31) 

Plug 
Part Number 
by Shell Size 

MIK06- 7S 
MIK06-19S 
MIK06-37S 

A 
Thread 

5h 6-24UNF-2A 
5/s·24UNEF·2B 
llh6·24UNEF-2B 

K 

.062 (1.57) 

.062 (1.57) 

.062 (1 .57) 

A 
Max. 

.385 (9.78) 

.515 (13.08) 

.760 (19.30) 

Plug 

L 
Max. 

.400 (10.16) 

.490 (12.45) 

.490 (12.45) 

0 
Max. 

.375 (9 .52) 

.755 (19.18) 

.860 (21.84) 

R 
±.005 (0.13) 

.460 (11 .68) 

.580 (14.73) 

.674 (17.12) 

Plug 

B 
Max. 

.305 (7.75) 

.405 (10.29) 

.635 (16.13) 

·Std. Cone not supplied with Cable Nut & Grip, See Mod Codes. 
Lanyard Release is available. Consult factory. 

(Front Panel Mounting Type Shown-.093 (2.36) Thickness) 

Receptacle 
Part Number 
by Shell Size 
MIK07- 7P 

MIK07-19P 
MIKQ7-37P 

MASTER KEY 

NUT"""\.~':-I - " t 
-\ i 'J! I 

\.: I ,./~ 

A 
Max. 

.510 (12.95) 

.575 (14.60) 

.855 (21.71) 

ITT Cannon 

.093 (2.36) 

Receptacle 

B C 
Max. Max. 

.245 (6.22) .359 (9.12) 

.345 (8.76) .470 (11.94) 

.520 (13.20) .740 (18.80) 

MIK 

~o 

~. 
Receptacle 

L 
Max. 

.315 (8.00) 

.440 (11.18) 

.460 (11.68) 

Max. 

.630 (16.00) 

.760 (19.30) 

.845 (21.46) 

C 
Ref. 

.180 (4.57) 

.260 (6.60) 

.350 (8 .89) 

T 
Max. 

.032 (0.81) 

.125 (3.18) 

.125 (3.18) 

C DIM. 

Avg. We~ht 
oz. (gm.) _ 5% 

.054 (1.54) 

.333 (9.44) 

.419 (11.88) 

Avg. We~ht 
oz. (gm.) _ 5% 

.051 (1.45) 

.269 (7.62) 

.346 (9.80) 

Avg. We~ht 
oz. (gm.) _ 5% 

.214 (6.08) 

.376 (10.70) 

.714 (20.23) 

~ ACROSS FLAT 

.... --==-i: 

(12.67) MAX. 

0 Avg. Weft 
Thread oz. (gm.) _ 5% 

J/s·32UNEF·2A .128 (3.63) 
1/2·28UNEF·2A .214 (6.08) 
J/4·20UNEF·2A .300 (8.52) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 141 
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Microminiature Connectors - The Micro Line MIK 

Shell Dimensions (Continued) 

MIK09-7P (Back Panel Mounting) 

MIK09-19P (Back Panel Mounting) 

Panel Cutouts 

MIKO 

.625± .010 
(15.87±0.25)0IA. _ 

llectptacle 

- Receptacle 

.250± .010 
(6.35 ± 0.25) 

.485(12 .32) 
MAX. 

,
_WIRE 

EXTENSION 
LENGTH 

tt+lt-IH;;;&.~-.::..-= 

7/16-28 UNEF-2A 

.250± .010(6.35±0.25)1 l_I-·043± .OO5(1 .09±0.13) 

c '- " I ./iINSULATOR 

9/16·24 UNEF-2A THREAD 5/8 

I HEX-NUT 
.485 (12.32) MAX._ 

_/---i t 

.345 (8.76) 
OIA. MAX. 

t.425!.~ 
(10.79::·.~) 

Front Panel MDunting-MIK07 Rear Panel Mounting-MIK09 
A B A 

Shell Size ± .OOS (± O.Il) Dia . Shell Size ±.OOS (± O.Il) 
MIK07-7P .364 (9.24) .390 (9.91) MIK09-7P .425 (10.76) 
MIK07-19P .475 (12.06) .515 (13.08) MIK09-19P .535 (13.58) 
MIK07-37P .729 (18.50) .755 (19.17) MIK09-37P .729 (18.50) 

B 
Dia. 

.440 (11.18) 

.564 (14.33) 

.755 (19.17) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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Microminiature Connectors - The Micro Line 

Printed Circuit Board and 
Card Mounting Frame Applications. 
Contacts on .050(1.27) centers. 

50-MIL STRIP microminiature connectors are de· 
signed for space and weight saving applications in a 
space conscious industry. The strip configuration 
provides an extremely dense and reliable intercon
nection device in a minimum profile package, giving 
great application flexibility. 

These connectors are available in many combina
tions of length, contact spacing and terminations to 
give designers maximum latitude in their packaging 

Standard Data 

Test Data 

CONTACT RESISTANCE 
Tests give constant resistance readings from lOlla to 
3 amps on individually mated contacts. The maximum 
allowable contact resistance, measured on the wire 
at the rear of the contact. is 8 milliohms. The 
average contact resistance is 6 milliohms. 

Current Rating-3 amps max. 
Max. Voltage Drop-24 millivolts at 3 amps. 
Average Voltage Drop-12 millivolts at 3 amps. 
Low Level Contact Resistance-Measured volt
age drop is .24 x 10-8 volts at 10 x 10-6 amps. 

DIELECTRIC WITHSTANDING VOLTAGE 
Min. Flashover voltage (at room temp.) at 60 cps rms 
50% R.H. 
Sea Level-900 VAC, 70,000 feet.-250 VAC 
Solder Pot Contacts 

Sea Level-600 VAC, 70,000 feet-150 VAC 

Dimensional Data 

LENGTH 
Contact cavities in 50-MIL STRIP connectors are in a single 
row and located on .050" (1.27) centers or increments 
thereof. MTV connectors can be supplied in lengths up to 6.04 
inches (157.42) with a maximum of 120 contacts on .050" 
(1.27) centers. MTB connectors can be supplied in lengths up 
to 4.09 inches (103.89) with a maximum of 81 contacts on 
. 050" (1.27) centers. Length of connectors can be calculated 
as follows: 

SOCKETS I L ~ 

e~~''''''""'' 
ijijOOOO 0000000 'I 
~ ~050{!17) 

and interconnection solutions . They have been used 
successfully on printed circuit boards and card 
mounting frames . Because of its configuration, the 
50-MIL STRIP connector is particularly suited for 
mounting with high strength epoxy adhesive. In 
lengths over 2" (50.80) guides, rai ls or other 
systems should be used to assure alignment. 

50-MIL STRIP connectors use either a flexible 
insulator of polyester that can be mounted on 
curved surfaces up to a radius of approximately 
eight inches, or a more rigid insulator of diallyl 
phthalate-giving the connector a higher temper-

STANDARD MATERIALS AND FINISHES 
One·piece insulator: MTB: glass·filled dially phthalate 

MTV: glass-filled polyester 
Contacts: Copper alloy, gold plate 

VIBRATION AND SHOCK 
No discontinuity detected (in excess of 1 micro 
second) after twelve 15-min. sweeps from 10 to 
2000 cps at .060" (1.52mm) double aptitude or 20g, 
or after twenty shocks of 50g. Connectors were 
mounted to simulate service condition. Tests con
ducted to MIL-STD-202, Method 204A, Condition D 
and Method 213, Condition G. 

TEMPERATURE RANGE 
MTB: - 55'C to + 149'C 
MTV: - 55'C to + 125'C 

ENGAGING AND SEPARATING FORCE 
For an individual contact the maximum engaging 
force is 8 ounces (226.80 grams). Minimum separat
ing force is 0.5 ounces (14.17 grams) per contact. 
Test conducted using min.1 max. bushings. 

L= number of contacts times .050" (1.27mm) 
plus .020" (0.51mm) 
EXAMPLE: 
50 contacts (installed in each cavity) : 

L= (50 x .050") + .020" = 2.52 " length of strip 
L= (50 x 1.27mm) + 0.51mm = 64.01mm length of strip 

NOTES: MT not to be terminated with insulated wire in more than 
41 cavities without adding backpotting support on socket side . 

ITT Cannon 

MT 

ature capability. Up to 120 micropin contacts can be 
held in a single strip on .050(1.27) centers. Guide 
pins and polarizing devices are available. Special 
termination with hookup wire is available to meet 
specific customer requirements. Crimping hookup 
wire to contacts before they are inserted is often 
desirable in high density contact arrangements. 
Color coded wires of any length in sizes #26 thru 
#30 AWG solid and #26 thru #30 AWG stranded 
can be harnessed by the factory. 

MECHANICAL FEATURES 
No. of Contacts: 

Wire Size: 

Contact Termination: 
Size or Length: 

Coupling: 
Polarization: 
Contact Spacing 

Centers: 

SALT SPRAY 

MTV: 120 max. 
MTB: 81 max. 
Solid: #24 thru #30 AWG 
Stranded: #26 thru #30 AWG 
Crimp stationary 
MTV: 6.04" (153.42) max. "yardage" 
MTB: 4.09" (103.89) max. "yardage" 
Friction 
Guide posts 

.050 " (1.27) and .100" (2.54) 

No damage or unacceptable increase in contact resist
ance after mated sample subjected to 48 hours of salt 
spray per MIL-STD-202, Method 101C. 5% solution. 
Condition B. 

CONTACT AND INSERT RETENTION 
Over 6 Ibs. (2,72 kg.) min. axial load after 10 cycles. 

WEIGHT 

Ibs. gms. 
Contact pin .000088 .040 

(with std. 1/2" 
copper pigtails) socket .000088 .040 

pin .000046 .021 
MTB 

Insulator socket .000013 .006 
(per contact 

cavity) pin .000031 .014 
MTV 

socket .000009 .004 
Guide Stainless 
Post Steel .000079 .035 

Dimensions are shown in inches (millimeters). 
Dimensions subiect to change. 
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Microminiature Connectors - The Micro Line MT 

How to Order 

SERIES AND MATERIALS 
MTB - Glass filled diallyl phthalate (149' C) 
MTV - Glass filled polyester (125'C) 

CONTACT SPACING 
1 - .050 (1.27) centers, MTB1 and MTV1 

only 
2 - .100 (2.54) centers, MTB2 and MTV2 

only 
NUMBER OF INSULATOR CAVITIES 

MTV1 - 120 Max. 
MTV2 - 60 Max. 
MTBl - 81 Max. 
MTB2 - 41 Max. 

CONTACT TYPE 
P - Pin 
S - Socket 

PCB Terminations 

Standard Wire Termination Codes 

The following termination codes are listed for your 
information. For lengths not shown, consult factory 
for proper modification code. All wire lengths are 
minimum. 

MT* 1- 120 PAL 1· 01 

SERIES AND MATER_IA_LS _ _____________ T_l T 
CONTACT SPACING -

NUMBER OF INSULATOR CAVITIES---------------' 

CONTACT TYPE------ -----------------' 

PCB TERMINATION CODE***------------------....J 

TERMINATION TYPE- --------- ----- -------' 

TERMINATION CODE*-- ----- -----------------' 

MODIFICATION**----------- ----- ------- ----' 

TERMINATION TYPE 
L - Uninsulated solid pigtail 
H - Insulated t 
S - Solder pots 
AL - PCB pigtail termination*** 

PCB termination code*** 
TERMINATION CODE* 

(H) 001 - 18" #26 AWG per MIL-W-16878 
Type E Teflon yellow. 

(H) 003 - 18" #26 AWG per MIL-W-16878 
Type E Teflon, color coded to MIL
STO-681. System 1. 

(L) - 1/2" uninsulated solid #25 AWG 
gold plated copper. 

(L) 2 - 1" uninsulated solid #25 AWG gold 
plated copper. 

~~ #1~ 

lii-if 

MODIFICATION** 
01 - Guide posts each end of socket strip-

blank cavities each end of pin strips. 

'See Terminat ion Codes for addi tional length mod if ication codes. 
'*Consult factory for va riations from standard not shown. 
"'PCB terminations preformed at 90' inc rements of .050" 
(1. 27) to bend from rear of insulator on solid uninsulated leads are 
ava ilable. Consult factory fo r proper ordering nomenclature. 
t NOTE: MT Strips are not to be terminated with insulated wire in 
more than 41 cavities wi thout added backpotting support on 
socket side. 

All EVEN 
NUMBEREO L / CONTACTS 

SPECIFIED BY TO FACILITATE PCB 
LENGTH ynSl1IGGERED LENGTH 

CUSTOMER MOUNTING TYP. 

t - I--+I I .100 (2.54) 
.100 (2.54) ~ STD' 

STD' 

' Consult factory for va riations. 

Harness Type - (H) Solid Uninsulated Type - (Ll 
#26 AWG per MIL·W·16878 Type E; Teflon Stranded #25 AWG Gold Plated Copper 

length All Yellow Color Coded Length 

3 (76.2) H020 H027 L61 .125 (3.18) 
6 (152.4) H019 H016 L56 .150 (3.81) 
8 (203.2) H026 H034 L57 .190 (4.83) 

10 (254.0) H029 H025 L39 .250 (6.35) 
12 (304.8) H026 H002 L58 .375 (9.52) 
18 (457 .2) H001 H003 Ll .500 (12.70) 
20 (508.0) H033 H023 Ll4 .750 (19.05) 
24 (609.6) H009 H004 L2 1.000 (25.40) 
30 (762.0) H010 HOD5 
36 (914.4) HOll HOD6 
48 (1 219.2) H013 H048 

L7 1.500 (38.10) 

0 L6 2.000 (50.80) 

Ll6 2.500 (63.50) 
72 (1828.5) H017 H046 LlO 3.000 (76.20) 

120 (3048.0) H042 H041 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Micro Line 

Polarization 

Modification code" -01" in the part number refer to 
guide posts located on both ends of the socket side 
of the 50-MIL STRIP connector and blank cavities 
on the pin side to accept the guide posts. 

MTBl and MTV1-.050 (1.27) Contact Centers 

-l ~ .032±.OO3 
(0.81±0.08) 

11 DIA . 
. 200± .010 I 

(5.08 ± 0.25) I I 

'~±~~ff 
.050 (1.27) TYP. 

(3.20 ± 0.13) 

rAj ~m L-

~ 1. ~ #1 

looooooooy . -.--

MT 

Although in many cases it is not necessary to 
polarize 50-MIL STRIP connectors. there are sev
eral ways to prevent cross plugging. One method is 
the use of guide posts that can be Icoated in 
specified cavities to assure that the contacts will 
align when these post are positioned before mating. 

CAVITY 
#1 \ -rb:J .283 ± .005 (7:1: ~ 

.070 ±.005 (1.78 ±0.13): MlV "~i:"i.o 0 0000 0 ~ .070 ±.005 (1.78 =0.13): MlV --60 0 0 Q 0 00 0 ] 
LEAD LEAD 

.080 ±.005 (2.03 ±O.13): MTB LENGTH .080 ± .005 (2.03 ±O.13): MTB LENGTH 
.125 (3.18) 

MAX. EPOXY .125 (3.18) 
MAX. EPOXY 

Receptacle Plug 

Part Part Part Part Part Part 
Number A Number A Number A Number A Number A Number A 
by Size ± .015 (± 0.38) by Size ±.015 (± 0.38) by Size ± .015 (± 0.38) by Size ± .015 (± 0.38) by Size ± .015 (± 0.38) by Size ± .015 (± 0.38) 

MT*I·I** .070 (1.78) MT*I-21** 1.070 (27.18) MT*I·41** 2.070 (52.58) MT*I·61** 3.070 (77.98) MT*I·81** 4070 (103.38) MT*I·101** 5.070 (12B.78) 

MT*I·2** .120 (3.05) MT*I·22** 1.120 (28.45) MT*I·42** 2.120 (53.85) MT*I·62** 3.120 (79 .25) MT*I-82** 4.120 (104.65) MT*I·102** 5.120 (130.05) 

MT*I·3** .170 (4.32) MT*I·23** 1.170 (29.72) MT*I·43** 2.170 (55.12) MT*I·63** 3.170 (80.52) MT*I-83** 4.170 (105.92) MT*I·103** 5.170 (131.32) 

MT*I·4** .220 (5.59) MT*I·24** 1.220 (30.99) MT*I·44** 2.220 (56.39) MT*I ·64** 3.220 (81.79) MT*I-84** 4.220 (107.19) MT*I·104** 5.220 (132.59) 

MT*I·5** .270 (6.85) MT*I ·25** 1.270 (32.36) MT*I·45** 2.270 (57.66) MT*I·65** 3.270 (83.06) MT*I-85** 4.270 (108.46) MT*I·105** 5.270 (133.86) 
MT*H** .320 (B.13) MT*1·26** 1.320 (33.53) MT*1·46** 2.320 (5B.93) MT*I·66** 3.320 (84.33) MT*I-86** 4.320 (109.73) MT*I·106** 5.320 (135.13) 

MT*I·7** .370 (9.40) MT*1·27** 1.370 (34.80) MT*I·47** 2.370 (60.20) MT*I·67** 3.370 (85.60) MT*I-87** 4.370 (111.00) MT*I·107** 5.370 (136.40) 

MT*I·8** .420 (10.67) MT*I·28** 1.420 (36.07) MT*I·48** 2.420 (61.47) MT*I·68** 3.420 (86.87) MT*I-88** 4.420 (112.27) MT*I·108** 5.420 (137.67) 
MT*I·9** .470 (11.94) MT*I·29** 1.470 (37.34) MT*I·49** 2.470 (62.74) MT*I·69** 3.470 (88.14) MT*I·89** 4.470 (113.54) MT*I·109** 5.470 (138.94) 

MT*I·10** .520 (13.60) MT*I·30** 1.520 (38.61) MT*I·50** 2.520 (64.01) MT*1·70** 3.520 (89.41) MT*I·90** 4.520 (114.81) MT*I·110** 5.520 (140.21) 
MT*I·11** .570 (14.48) MT*I·31** 1.570 (39.8B) MT*I·51** 2.570 (65.2B) MT*1·71** 3.570 (90.68) MT*I·91** 4.570 (116.0B) MT*I·III** 5.570 (141.4B) 

MT*I·12** .620 (15.75) MT*I·32** 1.620 (41.15) MT*I·52** 2.620 (66.55) MT*I·72** 3.620 (91.95) MT*I-92** 4.620 (117.35) MT*I·112** 5.620 (142.75) 

MT*I·13** .670 (17.02) MT*I·33** 1.670 (4242) MT*I·53** 2.670 (67.82) MT*I ·73** 3.670 (93.22) MT*I-93** 4.670 (11B.62) MT*I·113** 5.670 (144.02) 

MT*I·14** .720 (18.29) MT*I·34** 1.720 (43.69) MT*I·54** 2.720 (69.09) MT*I·74** 3.720 (94.49) MT*I-94** 4.720 (119.B9) MT*I·114** 5.720 (145.29) 

MT*I·15** .770 (19.56) MT*I·35** 1770 (44.96) MT*I·55** 2.770 (70.36) MT*I·75** 3.770 (95.76) MT*I-95** 4.770 (121.16) MT*I·115** 5.770 (146.56) 
MT*I·16** .B20 (20.83) MT*I·36** 1.B20 (46.23) MT*I·56** 2.B20 (71.63) MT*I·76** 3820 (97.03) MT*I-96** 4.820 (122.43) MT*I·116** 5.820 (147.83) 

MT*l·17** .B70 (22.10) MT*I-37** 1.B70 (47.50) MT*I·57** 2.B70 (72.90) MT*I·77** 3.B70 (9B.30) MT*I-97** 4.870 (123.70) MT*I·117** 5.870 (149.10) 

MT*I·18** .920 (23.37) MT*I·38** 1.920 (48.77) MT*I·58** 2.920 (74.17) MT*I·78** 3.920 (99.57) MT*I-98** 4.920 (124.97) MT*I·118** 5.920 (150.37) 

MT*I·19** .970 (24.64) MT*I-39** 1.970 (50.04) MT*I·59** 2.970 (7544) MT*I·79** 3.970 (100.84) MT*I-99** 4.970 (126.24) MT*I·119** 5.970 (151.64) 

MT*I·20** 1.020 (25.91) MT*I·40** 2.020 (51.31) MT*I·60** 3.020 (76.71) MT*I·80** 4.020 (102.11) MT*I-100** 5020 (127 .50) MT*I·120** 6.020 (152.91) 
NOTE: MTB1 available in up to 81 contacts. 

ITT Cannon Dimensions are shown in inches Imillimeters). 
Dimensions subiect to change. 
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Microminiature Connectors - The Micro Line 

MTB2 and MTV2-.100 (2.54) Contact Centers 

I I .032:t .003 h4t-(0.8bT~·08) 
.200:t .010, , 
(5 .08:t:~ I ' 

. I 
, 

.1 00 (2.54) 
TYP. 

-LI'I 
10 0 0 0 01 -r-r\;:::;:;:::::;:;:::::=;/. L 

o 0 0 ~T ,- J 
MlV. CMIlY 

.070 ± .005 #1 
(1.78 ± 0.13) 

MTS • 
. 080 ± .005 
12.03 ± 0.131 

LEAD 
LENGTH 

Receptacle 

Part Part 
Number A Number A 
by Size ± .015 (± OJ81 by Size ± .015 (± OJ81 

MT*2·1** .070 (1.7BI MT*2·11 ** 1.070 (27.1BI 
MT*2·2** .170 (4.321 MT*2·12** 1.170 (29.721 
MT*2·3** .270 (6 .B61 MT*2·13** 1.270 (32.261 
MT*2·4** .370 (9.401 MT*2·14** 1.370 (34.BOI 
MT*2·5** .470 (11.941 MT*2·15** 1.470 (37.341 
MT*2·6** .570 (14.4BI MT*2·16** 1.570 (39.BBI 
MT*2·7** .670 (17 .021 MT*2·17** 1.670 (42.421 
MT*2·8** .770 (19 .561 MT*2·18** 1.770 (44.961 
MT*2·9** .B70 (22 .101 MT*2·19** l.B70 (47 .501 
MT*2·10** .970 (24.641 MT*2·20** 1.970 (50.041 

.125(3.18) J 
MAX. EPOXY 

Part 
Number A 
by Size ± .015 (± OJ81 

MT*2·21** 2.070 (52 .581 
MT*2·22** 2.170 (55.121 
MT*2·23** 2.270 (57.661 
MT*2·24** 2.370 (60.201 
MT*2·25** 2.470 (62.741 
MT*2·26** 2.570 (65.2BI 
MT*2·27** 2.670 (67 .B21 
MT*2·28** 2.770 (70.361 
MT*2·29** 2.B70 (72.901 
MT*2·30** 2.970 (75.441 

ITT Cannon 

CAVil 

o 0 0 0 0 
t 

.010± .005 (1 . 18± 0.13): MTV 

.080:!: .005 (2.03:1:0.13): MTS 

Part Part 
Number A Number 
by Size ± .015 (± OJ81 by Size 

MT*2·31 ** 3.070 (77.9BI MT*2·41 ** 
MT*2·32** 3.170 (BO.521 MT*2·42** 
MT*2·33** 3.270 (B3.061 MT*2·43** 
MT*2·34** 3.370 (B5.601 MT*2·44** 
MT*2·35** 3.470 (BB.141 MT*2·45** 
MT*2·36** 3.570 (90.6BI MT*2·46** 
MT*2·37** 3.670 (93.221 MT*2·47** 
MT*2·38** 3.770 (95.761 MT*2·48** 
MT*2·39** 3.B70 (9B.301 MT*2-49** 
MT*2·40** 3.970 (100.B41 MT*2·50** 

MT 

CAVITY 

I #1 

-rc:J .283 ± .005 
(7.19 ± 0.13) ! 
-t--lo 0 0 0 oJ-ho 

LENGTH 

Plug 

A 
± .015 (± OJ81 
4.070 (103.3BI 
4.170 (105.921 
4.270 (10B.461 
4.370 (111.001 
4.470 (113.531 
4.570 (116.0BI 
4.670 (llB.621 
4.770 (121.161 
4.B70 (123.701 
4.970 (126.241 

.125 (3.18) 
MAX. EPOXY 

Part 
Number A 
by Size ±.015 (± OJ81 

MT*2·51 ** 5.070 (12B.7BI 
MT*2·52** 5.170 (131.321 
MT*2·53** 5.270 (133.B61 
MT*2·54** 5.370 (136.401 
MT*2·55** 5.470 (13B.941 
MT*2·56** 5.570 (141.4BI 
MT*2·57** 5.670 (144.021 
MT*2·58** 5.770 (146.561 
MT*2·59** 5.B70 (149.101 
MT*2·60** 5.970 (151 .641 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to chan ge. 
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Microminiature Connectors - The Centi Line 2D 

Standard Data 

Performance Data 

Cannon Centi connectors are especially suitable for 
commercial applications such as computers, in
strumentation, model airplane RIC equipment, cal
culators, communications and audio equipment. 
They are available in D subminiature size metal 
shell rectangular, plastic shell rectangular and ship 
configurations. 

All Centi connectors use the same reliable twist pin 
contact design as our MICRO connectors, but in a 
slightly larger 5 amp version terminated on .075 
(1 .91) and .100 (2.54) centers. This larger contact 

• Contact rating-5 amps max. 

• Minimum contact centers-0.075 (1 .91) . 

• Wire sizes-#22 thru #26 AWG, stranded or 
solid. 

• Contact termination-multiple indent crimp. 

The table below summarizes the results of key tests 
performed in accordance with MIL-STD-202, where 
specified. Data is applicable to standard connectors 
with standard terminations. Variations may affect 
this data, so please consult the factory for further 
information on your requirements. 

Test Method 
Dielectric Withstanding Method 301 : 

Voltage 1,000 VAC at sea level 

is crimp removable, so Centi Series connectors are 
available in connector kits and as bulk parts for 
customer assembly. Standard crimp and assem
bly tools are available. 

As in our MICRO Series, the twist pin contact is 
recessed within the insulator housing while the 
rugged cylindrical socket is exposed. When the 
connector halves are mated, the chamfered sockets 
guide the pins into positive alignment. 

The Centipin™ contact, now under compression, 
forms a multi-point contact with the Centisocket™ 
to provide a high degree of reliability. 

• Contact retention-crimp snap-in I removable. 

• Contact materials and finish-Copper alloy, gold
plated per MIL-G-45204, Type II, Class O. 

• Mating I un mating force-lO oz. per contact, max. 

Criteria of Acceptance 

No breakdown 
300 VAC at 70,000' altitude No breakdown 

Insulation Resistance Method 302, Condition A 5,000 megohms minimum 
Thermal Shock Method 107, Condition A: 

+ 55'C to + 85'C 
No physical damage 

Physical Shock Method 213. Condition I: No physical damage 
100 G's, 3 axes, 6 millisecond No loss of continuity > 11lsec 
duration sawtooth pulse 

Vibration Method 204, Condition B: No physical damage 
15 G's, 10·2,000 Hz, 12 hours No loss of continuity > 11lsec 

Durability 500 cycles of mating and No mechanical or electrical defects 
unmating, 500 CPH max. 

Moisture Resistance Method 106, Omit 7b Insulation resistance > 100 megohms 
Salt Spray Method 101 , Condition B: Shall be capable of mating and unmating, 

48 hours and meet contact resistance requirements 
Contact Resistance Method 307: 

At 5 amps 9 milliohms maximum 
Contact Retention 4 lb. minimum axial load 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 147 
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Microminiature Connectors - The Centi Line 

The Double Density D is a rectangular connector in 
the popular D Subminiature shell configuration fea
turing double the contact density in the same insert 
area. The Double Density D connector can thus 
accommodate up to 100 contacts instead of 50. 

This double contact density is achieved by using 
field-proven, highly reliable centipin / centisocket 
contacts on .075 (1 .91) centers, in the positive 

contact alignment design. In this design contact 
positions are reversed; the flexible centipin con
tacts are recessed in the insulator and the more 
rugged centisocket contacts are exposed. This re
versal of positions, and the chamfered-entry of the 
sockets, assures positive mating even under severe 
misalignment conditions. The contacts are retained 
in the monobloc insulator by a resilient internal 
shoulder that snaps into a locking groove in the 

~~-----------CD 

~ __ ------0 

Double Density D I CENTI-LOC™ Connectors Assembly Instructions 

The Double Density D and CENTI-LOC Connectors 
are highly reliable and simple connectors to use. 
There are a few helpful suggestions that will assure 
complete satisfaction when followed: 
1. The instructions on page 154 should be fol

lowed. 
2. The proper crimp tool and locator (if required) 

must be used. These tools have been designed 
for use with this product. Substitutions of crimp
ing equipment may result in connector failure at 
the assembly operation. 

ITT Cannon 

2D 

contact. The chamfered front of the contact will not 
damage the internal shoulder in the insulator. Con
tacts are crimp removable type. 

The Double Density D connector is available in the 
five popular shell and insert sizes accommodating 
up to 100 contacts. These connectors mate exclu
sively with other Double Density D connectors. A 
wide range of accessories can be used, including 
junction shells, potting cups, switching shells, guide 
pin plates, and dust caps. 

1. STANDARD D HARDWARE-
including full range of D Subminiature accesso
ries 

2. ONE PIECE TYPE INSUlATOR
glass-filled nylon material 

3. CONTACT RETENTION-
thermoplastic internal shoulder snaps into a 
locking groove in the contact. 

Retention Force: 10 Ibs. min . initially 4 Ibs. 
min. after 10 cycles. 

4. TWIST PIN CONTACTS-
seven outer wiping surfaces assure electrical 
continuity even under severe shock and vibration 

5. POSITIVE CONTACT AliGNMENT-
flexible pin is recessed in insulator cavity and 
rugged socket is exposed 

6. GUIDE-IN KEYS AND KEYWAYS-
assure alignment during mating and prevent 
scooping 

3. After crimping a contact to a lead it is of vital 
importance that the proper tool be used to 
assure seating the contact in the insulator in the 
proper position. Any substitution of insertion 
tools may result in over or under insertion of the 
contact which will damage the retention system 
of the insulator. 

4. The female (socket) side of the connector has 
been designed with a controlled float to allow 
for ease of mating. To avoid reducing this float 
or causing a splaying of the contacts, any 
unnecessary strain by clamping too close to the 
rear of the connector should be avoided . 

Use of recommended tooling together with proper 
assembly techniques will pay dividends in reliability 
and reduced costs. 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Centi Line 2D 

Standard Data 

How to Order 

SERIES 
20 - Double Density 0 - ITT Cannon prefix 

SHELL SIZE 
E, A, B, C and D 

flOAT MOUNTS 
Omit if not required 

Contact Arrangements 

All views are pin front face. Use reverse order for socket side. 

DE 
19 Contacts 

WEIGHT MATERIALS AND FINISHES 
Part Number Weight (in gr.1 Weight (in oz.1 * Shell Steel. cadmium plated with yellow 
by Shell Size Less With Contacts Less With Contacts chromate supplementary coating 

2oE19P 4.05 5.02 .142 .177 Mounting Hardware Stainless steel 

2oE19S 3.75 5.17 .133 .182 and float mounts 

2oA31P 5.20 6.78 .183 .239 Insulator Glass-filled nylon 

2oA31S 4.90 7.22 .173 .255 Contacts Copper alloy. gold plate 

2oB52P 8.75 11.40 .308 .402 Alternate finish. 
Modification Code A 106 Gold over steel 

2oB52S 7.15 11.05 .252 .390 A 156 Gold over brass 
2oC79P 11.10 15.73 413 .555 A 197 Tin I Lead over steel 

2OC79S 9.70 15.62 .342 .551 *Brass non· magnetic also available 

2oo1DDP 12.85 17.95 .453 .633 MECHANICAL FEATURES 
2oo1DDS 10.95 18.45 .386 .651 Sizes Five shell sizes: E. A. B. C. and D 

Coupling Friction or jackscrew 

Polarization Keystone-shaped shells 

Contact Spacing .075 (1.911 
Contact Termination Crimp snap·in 

20 E 19 S 
20 A 31 P BR XXXX 

SERIES---
T 1] 

SHELL SIZE-- -----------------'-

FLOAT MOUNTS----------------------' 

CONTACT ARRANGEMENT------------------

CONTACT TVPE--------------------

TERMINATION ----------------------, 

MODIFICATION -----------------------' 
NOTE: Connectors may be ordered less contacts by adding the mod callout "Fa" at end of number. Contacts are then supplied in bulk form . 
For type of contacts and installation /assembly tools refer to page 153. 

CONTACT ARRANGEMENT 
19,31. 52, 79 and 100 

CONTACT TVPE* 
P - Pin 
S - Socket 

1 •••••••••• 10 
11 ••••••••••• 21 
22 •••••••••• 31 

oA 
31 Contacts 

TERMINATION 
BR - 90° PCB mounting 
(For BR Series use "P" to designate jackpost) 

MODIFICATION 
F171 - Jackpost assemlJly 
Fl72 - Standard jackscrew 
Fl73 - Low profile jackscrew 
For other modifications consult factory 

*Accommodates AWG #26 thru #22 

1 •• • • • • • • • • • • • • • •• 17 
18 •••••••••••••••••• 35 
36 ••••••••••••••••• 52 

DB 
52 Contacts 

1 
• • •• • • • • • • • • • • • • • • • • • • • • •• 26 27 ••••••••••••••••••••••••••• 53 

1 •••••••••••••••••••••••••• 26 
27 ••••••••••••••••••••••••• 51 
52 ••••••••••• • • • • • • • • • • • •• 75 
76 ••••••••••••••••••••••••• 100 54 •••••••••••••••••••••••• •• 79 

DC DO 
79 Contacts 1 DO Contacts 

Cavity identification numbers are shown for reference only and do not appear on insulator front face. However they do appear on rear of insulator. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Centi Line 

Standard Shell 

fo- : "I"' '''' ~II -f 
G).~ ~ G) 0 

-t 
C 

T 

TWO MTG. HOLES 
.120:: .005 
13.05 :0. 13) 

T 

2D 

~ 
Part Number 
by Shell Size 

+ .020 (+0.51) Part Number + .020 (+0.51) 
- .000 (- 0.00) by Shell Size - .000 (- 0.00) 

20E19P .2 50 (6.35) 20852S .236 (5.99) 
20E19S .2 50 (6.35) 20C79P .236 (5 .99) 

I- 856 (21 74) MAX -J 20A31P .250 (6.35) 20C79S .236 (5.99) 
2DA31S .2 50 (6.35) 200100P .236 (5.99) 
20852P .236 (5.99) 200100S .236 (5.99) 

Float Mount 

1fr', 
.032( .812) m 
TOTAL .. 
DIAMETRAL 
FLOAT V 

I G
, 

~\ ?~ 
TWO MTG. HOLES 

.0885: .0025 
(2248:0 .064) 

7 

Part Number ABC 0 E G H J K L M N 
by Shell Size ± .015 (0.38) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) ± .015 (0.38) ± .010 (0.25) ± .010 (0.25) ± .010 (.025) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) 
20E19P 1.213 (30 .81) .697 (17.70) .984 (24.99) .360 (9.14) .494 (12 .55) .759 (19.28) .422 (10.72) .030 (.762) .236 (5.99) .045 (1.14) .422 (10.72) .120 (3.05) 
20E19S 1.213 (30.81) .640 (16.26) .984 (24.99) .308 (7.82) .494 (12.55) .759 (19.28) .422 (10.72) .030 (.762) .243 (6.17) .045 (1.14) .429 (10.90) .120 (3.05) 
20A31P 1.541 (39.14) 1.025 (26.03) 1.312 (33.32) .360 (9 .14) .494 (12.55) 1.083 (27.51) .422 (10.72) .030 (.762) .236 (5.99) .045 (1.14) .422 (10.72) .120 (3.05) 
20A31S 1.541 (39 .14) .968 (24.58) 1.312 (33.32) .308 (7.82) .494 (12.55) 1.083 (27.51) .422 (10.72) .030 (.762) .243 (6.17) .045 (1.14) .429 (10.90) .120 (3.05) 
20B52P 2.088 (53.03) 1.583 (40.21) 1.852 (47 .04) .378 (9.60) .494 (12.55) 1.625 (41.27) .422 (10.72) .039 (.990) .231 (5.87) .060 (1.52) .426 (10.82) .129 (3.28) 
20852S 2.088 (53.03) 1.508 (38.30) 1.852 (47.04) .308 (7.82) .494 (12.55) 1.625 (41.27) .422 (10.72) .030 (.762) .243 (6.17) .045 (1.14) .429 (10 .90) .120 (3.05) 
20C79P 2.729 (69.31) 2.231 (56.67) 2.500 (63.50) .378 (9.60) .494 (12.55) 2.272 (57.71) .422 (10.72) .039 (.990) .231 (5.87) .060 (1.52) .426 (10 .82) .129 (3.28) 
20CHS 2.729 (69.31) 2.156 (54.76) 2.500 (63.50) .308 (7.82) .494 (12.55) 2.272 (57.71) .422 (10.72) .030 (.762) .243 (6.17) .045 (1.14) .429 (10.90) .120 (3.05) 
200100P 2.635 (66 .92) 2.127 (54.02) 2.406 (61.11) .484 (12.29) .605 (1537) 2.178 (5532) .534 (13.56) .039 (.990) .231 (5.87) .060 (1.52) .426 (10 .82) .129 (3.28) 
200100S 2.635 (66.92) 2.062 (52.37) 2.406 (61.11) .420 (10.67) .605 (1537) 2.178 (55.32) .534 (13.56) .030 (.762) .243 (6.17) .045 (1.14) .429 (10.90) .120 (3.05) 

For shell with float mounts. add letter F after shell size. e.g" 2DEF19P. 

Jackscrew / Jackpost Assembly 

#4·40 UNC-2A Thread 

Standard (F172) Jackscrew 
(factory installed) 

#4-40 UNC-2A Thread 

• ..,025(0_64) _':...-_ 
: , MAX. 180 ± .025 Grip 
, (4.57 ± 0.64) Length 

'""'II • 
• 230(5.84) MAX. 

I 

Low Profile (F173) Jackscrew 
(factory installed) 

... 4-40 UNC-2A Thread 

Jackpost (F171) 

V 
Max. 

.555 (14.10) 

.5 55 (14.10) 

.555 (14.1 0) 

.5 55 (14.10) 

.555 (14.10) 

.555 (14.10) 

.555 (14.10) 

.555 (14.10) 

.555 (14.10) 

.555 (14.10) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Microminiature Connectors - The Centi Line 2D 

90° PCB Mounting 

.146 (3.71) 
[ MIN. 

~ .130(3.30) 

~ .. --t FOR~6~100S 

I I-- NYLON SCREW. 

j--A · 

o c .500:1;.010 
00 00 (12.70:1;0.25) 

I I t 

t 
C 

t 
I NUT & LOCKWASHER 

2.43 ± .010 #4·40 UNC THREAD 
(6.17 ± 0.25) (OPTIONAL) 

~ 
___ ~__ =-:;'CAV 

CAVIl I. B .1 ---l .500 ± .010 
(12.70 ± 0.25 

Panel Cutouts 

H 

MIg. A B 
Conn. Method ± .005 (± 0.131 ±.005 (± 0.131 
20E Front .874 (22.201 .437 (11.1 01 

Rear .806 (20.471 .403 (10.241 
20A Front 1.202 (30.531 .601 (15.261 

Rear 1.134 (28.801 .567 (14.401 
20B Front 1.743 (44.271 .872 (22.151 

Rear 1.674 (42.521 .837 (21.261 
20C Front 2.391 (60.731 1.196 (30.381 

Rear 2.326 (59.081 1.163 (29.541 
200 Front 2.297 (58.341 1.149 (29.181 

Rear 2.218 (56.341 1.109 (28.171 

Part Number 
by Shell Size 
20E19S 
20A31S 
20B52S 
20C79S 
200100S 

A 
±.015 (± 0.381 

1.213 (30.811 
1.540 (39.121 
2.090 (53.091 
2.729 (69.321 
2.635 (66.931 

_/ L.. ~2 THICKNESS (REf.) 
~ RECOMMENDED 

.032 (0.81) R MAX. TYP . 

~ 

C 
±.005 (± 0.131 

.984 (24.991 

.984 (24.991 
1.312 (33.321 
1.312 (33.321 
1.852 (47.041 
1.852 (47.041 
2.500 (63.501 
2. 500 (63.501 
2.406 (61.111 
2.406 (61.111 

Front Mounting 
Standard 

Rear Mounting 
Standard 

0 E 
± .005 (± 0.131 ± .005 (± 0.131 

.492 (12.501 .513 (13.031 

.492 (12.501 .449 (11.401 

.656 (16.661 .513 (13.031 

.656 (16.661 .449 (11.401 

.926 (23.521 .513 (13.031 

.926 (23.521 .449 (11.401 
1.250 (31.751 .513 (13.031 
1.250 (31.751 .449 (11.401 
1.203 (30.561 .623 (15.821 
1.203 (30.561 .555 (14.101 

F 
± .005 (± 0.131 

.257 (6.531 

.225 (5.711 

.257 (6.531 

.225 (5.711 

.257 (6.531 

.225 (5.711 

.257 (6.531 

.225 (5.711 

.312 (7.921 

.278 (7.061 

For contact part numbers. termination tooling and assembly see pages 153 and 154. 

ITT Cannon 

B C 
± .010 (± 0.251 Max . 

.984 (24.991 . 690 (17.531 
1.312 (33.321 .690 (17.531 
1.852 (47.041 .690 (17.531 
2.500 (63.501 .690 (17.531 
2.406 (61.111 .790 (20.071 

l' RIVET THICKNESS 

d) 

G 

Front Mounting 
Float -, r RIVET THICKNESS 

~ 
~ 

Rear Mounting 
Float 

H K 
± .oo2 (± o.o51 ± .oo2 (± o.o51 ± .oo5 (± o.131 

.120 (3.051 .060 (1.521 .083 (2.111 

.120 (3.051 .060 (1.521 .132 (3.351 

.120 (3.051 .060 (1.521 .083 (2.111 

.120 (3.051 .060 (1.521 .132 (3.351 

.120 (3.051 .060 (1.521 .083 (2.111 

.120 (3.051 .060 (1.521 .132 (3.351 

.120 (3.051 .060 (1.521 .083 (2.111 

.120 (3.051 .060 (1.521 .132 (3.351 

.120 (3.051 .060 (1.521 .083 (2.111 

.120 (3.051 .060 (1.521 .132 (3.351 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 151 
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Microminiature Connectors - The Centi Line CTA 

Components and Accessories 

The CENTI-LOC strip connector can be ordered in 
kit or bulk form . The kit includes mating insulators 
with a full compliment of contacts and two guide 
posts. If more than one connector is required, the 
parts can be ordered in bulk and assembled as 
desired. 

Kit Form 

Kits include mating insulators with full complement 
of contacts and two guide posts. 

Part 
Number 

CTAlKlT 
CTA4·KIT 

CTAlCTA4·KIT 

Dimensional Data 

Contact 
Center spacing 

.075 (1.91) 
.100 (25.40) 

.075 (1.91) & .100 (2.54) 

Insulator 

CENTILOC® connectors are low-cost nylon strip connectors designed for 
commercial applications such as computers, instrumentation, communi
cations, calculators and medical equipment. They are available in "yardage" 
from up to a 6 (152.40) maximum length, accommodating from 1 to 60 rear 
insertion, front release, crimp snap-in size 22 CENTIPIN I CENTISOCKET 
contacts. These contacts utilize a proven positive contact alignment design, 
giving additional contact strength and positive contact alignment during 
mating. 

These connectors can be ordered in kit or bulk form. The kit comprises all the 
parts necessary to assemble one complete 6 (152.40) strip connector with 60 
contacts on .100 (2 .54) centers or a 4 (101.60) strip with 53 contacts on 
.075 (1.91) centers. If more than one connector is required, the parts can be 
ordered in bulk and assembled as desired. 

Guide Posts Polarizing Posts 

The guide posts and polarizing posts are inserted in the same manner as the contacts. The guide posts 
are inserted into the socket insulator and the polarizing posts are inserted into the pin insulator. The 
corresponding contact in the mating insulator must be removed fo r each . See assembly instructions. 

Insulators 

Guide Post 
Polarizing 
Post 

Part 
Number 
CTA1·IP 
CTAl·IS 
CTA4·IP 
CTA4·IS 
CTA-GP 

CTA·PP 

CTA 3-.075 (1.91) Centers 

Weights 
Part 

Number 

CTA3 

CTA4 

ITT Cannon 

No. of 
Contacts 

53 

60 

Contact 
Center 

Spacing 
.075 (1.91) 
.075 (1.91) 
.100 (2.54) 
.100 (2. 54) 

Contact 
Type 
pin 

socket 
pin 

socket 

Type Material 
Pin Nylon 

Socket Nylon 
Pin Nylon 

Socket Nylon 
230·4507 ·000 Pas. St. Stl. 

230·9506·000 Pas. St. Stl. 

0 
6.031 (1 53.19) r- MAX -v I 

d r .040 MIN. (1.02,) --- -i 

100001 

CTA4-.100 (2.54) Centers 

Avg. Weight ± 5'10 
oz. gm . 
. 185 5.25 
.203 5.75 
.230 6.30 
.241 6.90 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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Microminiature Connectors - The Centi Line 2D/CTA 

Contacts 

C:---BG7J 

The contacts are retained in the insulator by means 
of a resilient internal shoulder that allows contact 
to snap into a locking groove. 

The front of the contact is chamfered so that the 
internal shoulder in the insulator is not damaged as 
the contact is pushed thru. 

P.C. Tail Contacts 

Subtract .064 (1 .63) ± .0lD (.25) from pigtail 
length when used in 20 pin insulator for potting 
well of connector assembly. 

Subtract .081 (2.08) ± .0lD (.25) from pigtail 
length when used in 20 socket insulator for 
potting well of connector assembly. 

Contact Part Number 
Part Number 

Pin Socket 

031 ·9540·000 030·9542·001 

031·9540·004 030·9542·002 

031 ·9540·005 030·9542·004 

N/ A 030·9542·011 

*031·9540·013 030·9542·012 

031·9540·016 030·9542·014 

031·9540·022 030·9556·000 

031 ·9540·007 030·9542·022 

*031 ·9540·01 5 030·9542·015 

*031 ·9540·019 030·9542·016 

Type 

Standard 

50/L in. plating 

With inspection hole; 
50/L in. plating 

P.C. tail 
.026 dia. x .083 Ig. Soc. 

Pin Socket 

II"'~ 01 

tJI 

CJ il "'~ 

P.C. tail 183 I S 
.020 dia. x . g. DC . ====e: II '" ~ ~ 

.183Ig. Pin 

Long crimp II '" ~ ~ 
barrel** 

Small crimp bore L II '" ~ DI co 
For AWG #32 & 30 

Small crimp bore L II '" ~ DI co 
For AWG #28 & 30 

P.C. tail 235 I S 
.020 dia . x 255 I~: pfn

c
. ====e: II '" ~ ~ 

P.C. tail 447 I S 
018d . g. oc. ====e: il c ~ ~ . la. x .445 Ig. Pin 

50/L in. plating 
NOTE: Plating, except as noted, is 30 micro· inch go ld. 

*Consult factory for any tail size or plating requirements. 
**Special crimp locator requ ired. Part number: 995·0001·714. 

20 and Centi-Loc Crimp and Assembly Tools 

M22520/2·01 

CTA·AB 
Assembly Holding 

Block 

F 

'" 
*w:~ 

Insertion Tips 

Part Number: 328·9508·000 

a@M& I 

Socket Extraction 
Tip 

Pin Extraction 
Tip 

Tool Locators 
Pin Socket 

Description M22520 /2·01 L3198·CLP L3198·CLS 
Part Number 995·0001 ·584 995·0001·338 995·0001 ·353 

Insertion Tools For Standard Contact 
AWG Kit Part Number Tip Handle 
Size* (handle and tip) Part Number** Part Number" 

22 CIT·PS·CTA·22 323·9510·001 204·9500·000 
24 CIT·PS·CTA·24 323·9510·002 204·9500·000 
26 CIT·PS·CTA·26 323·9510·003 204·9500·000 
28 CIT·PS·CTA·28 323·9510·004 204·9500·000 

30 /P.C. Tail CIT·PS·CTA·30 323·951 0·005 204·9500·000 
*Based on wire size per MIL·W·16878 with Type E insulation, use smaller tool for wire with thin insulation, larger tool for wire having 

thick insulation. 
**The 3 insertion tips (part numbers 323·9510·001 thru ·003), plus handle, and the pin and so cket ex traction tips may be ordered as a 

SINGLE KIT by specifying the part number CIET·CTA·2. [Part number: 070·143·0002). 

Insertion Tools For Standard Contact 
AWG Tip Part Number'" Tip Part Number*** Handle 
Size* Pin Contact Socket Contact Part Number*** 

22 323-9510·008 323-9510·012 204·9500·000 
24 323-9510·009 323·9510·013 204·9500·000 
26 323-9510·010 323·9510·014 204·9500·000 

***To order the SINGLE KIT for the long crimp barrel contact (tip part numbers 323·9510·008 thru ·014, handle and pin and socket 
extraction tips) please specify CIET·CTA·3. 

Extraction Tools 

Contact 
CENTIPIN 

CENTISOCKET 

ITT Cannon 

Part Number 
(handle and tip) 

CET·P·CTA·2 
GET·S·CTA·l 

Tip Part 
Number 

323·9502·000 
323·9501·000 

Handle Part 
Number 

204·9500·000 
204·9500·000 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 153 
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Microminiature Connectors - The Centi Line 2D/CTA 

20 Assembly Instructions 

~ a 
~ .100 "~ 

WIRE STRIPPING CONTACT INSERTION CONTACT EXTRACTION 
Cut the wires to length required and strip .100" of insulation from the 
end to be crimped. Check for cut or broken wires and frayed insulation. 

l. Place the proper insertion tip in the insertion I·extraction handle and 
put the tip over the wire as shown. The tool tip wi ll butt up against the 
crimp pot. Connector must be firmly supported during both insertion and 
extraction operations. 

l. For contact extraction, remove the insertion tool tip and replace it 
with the proper extraction tool tip. (The socket tip wi ll fit into the 
socket, and the pin tip will slide over the pin bundle). Insert thetool tip 
into the contact cavity: (the pin tip wi ll butt up against the shoulder of 
the pin contact, and the socket tip will bottom in the socket contact.) 

CONTACT CRIMPING 
Using the proper crimp tool and locator, insert the contact into the 
locator. Insert the stripped end of the wire into the contact crimp pot. 
and crimp the contact to the wire. Squeeze the handles firmly to insure 
a proper crimp (tool will not release if crimping is incomplete). NOTE: 
Contact stop must be changed in tool locator when crimping pin and 
socket contacts. 

2. Using a firm, steady pressure, push the contact into the cavity until 
the resilient internal shoulder in the insulator snaps into the locki ng 
groove in the contact. The shoulder of the tool tip bottoms against the 
rear of the insulato r, preventing over·insertion. Repeat for balan ce of 
contacts . 

2. Apply a firm , steady pressure until the contact is released from the 
internal shoulder in the insulator. The shoulder of the tool tip bottom 
against the insulator fa ce to prevent damage to the internal shoulder. 
Remove the tool tip and pull the contact from the rear of the connector. 
Repeat for the balance of contacts to be removed. 

eTA Assembly Instructions 

INSERTION 
l. Place the connector into the slot in the 
assembly block with the arrows on the insulator 
pointing downward. The connector will bottom 
against the internal shoulder in the groove in the 
assembly block. Start contact insertion by plac· 
ing the crimped contact in the cavity by hand. 

EXTRACTION 
l. To extract the contacts,place the connector 
face up in the assembly block so that the contact 
to be extracted is in the end of the block that has 
a fully slotted opening. 

2. Position the insertion tool tip on the rear of 
contact as shown. The insulation must be 
pulled back from the crimp pot approximately 
1/32" to allow the tool tip to butt against the 
contact crimp pot. 

2. The pin extraction tool tip is tubular, slides 
over the pin bundle and butts against the front 
shoulder of the pin. The socket extraction to ol 
is a solid rod that fits into the socket contact, 
the external shoulder butts against the con· 
tact socket shoulder. 

ITT Cannon 

3. With firm steady pressure, push the contact 
into the cavity until the resilient internal 
shoulder snaps into the locking groove in the 
contact. To prevent over insertion, the tool tip 
bottoms against the rear of the insulator. 

3. Insert the extract ion tool into the cavity and 
apply firm pressure until the con tact is pushed 
thru the rear of the connector. 

4. The guide post and polarizing posts are 
inserted in the same manner as the contacts. 
The guide posts are inserted into the socket 
insulator, and the polarizing posts are inserted 
into the pin insulator. The corresponding contact 
in the mating insulator must be removed for 
each. 

4. Lift the insulator from the groove and pull the 
con tact out. Repeat for balance of contacts to be 
removed. 

Dimensions subject to change. 
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ARIN C 600 Rack and Panel Connectors 

BKAD/E 
Rear Release/Rear Removable 
Size 12. 16. 2D. 22 Crimp Contacts 

BKAD I E connectors represent a major milestone in 
presenting a new rack and panel connector for 
support of the air transportation market. 
Several important design concerns have been ad
dressed and solved in this new series. High mating 
forces of pluggable modules in a rack have been 
reduced by approximately two-thirds. 

The low insertion force contacts are also inter
changeable with the contacts used in the DPX 
series and permit retrofit of existing equipment. 

Pos-aline® Connector Construction Feature 

Standard Data 

Material 
Shell 

Finish 

Insulator Material 
Material 

Contacts Finish 
Termination 

Grommets/Seals Material 
D-Ring Material 
Waveguide Material 

In the ARINC 600 connector series. size 22 con
tacts are the only size that utilize this design 
feature . The hooded socket extends from its in
sulator while the pin contacts are shrouded by its 
front insulator. 
All other contacts used in this series employ stan
dard contact design. 

BKAD BKAE 
Aluminum alloy Aluminum alloy 

Clear chromate Clear chromate 
over cadmium over cadmium 
Thermoplastic Thermoplastic 
Copper alloy Copper alloy 
Gold Gold 
Crimp Crimp 
N/A Silicone-based Elastomer 
N/A Silicone-based Elastomer 
Aluminum alloy Aluminum alloy 

ITT Cannon 

BKAD/E/F 

• Low insertion force contacts. 
• Both environmental and non-environmental 

versions. 
• Polarizing posts that are removable from the 

mating face. 
• Field replaceable inserts for size 22 and power 

contacts. 
• Up to 800 size 22 contacts in one connector. 
• Crimp. coax. power. printed circuit and wire 

wrappable post style contacts. 
• Uses standard DPX crimp. insertion I extraction 

tooling. 
• Waveguide connections available. 

BKAF 
Front Release/Rear Removable 
Size 22 Solder Tail and Wrap Post Contacts 

This new connector is totally intermateable and 
intermountable with ARINC 600 connectors now in 
the field. 
The BKAF permits the user to easily replace a 
contact in case of problems. rather than disas
semble the entire connector-it is available with 
size 22 contacts in wrap post or solder-tail ver
sions. The system maintains the advantages of low 
insertion force technology incorporated in all ARINC 
600 connectors. 

The result is that the complement of contacts for 
the plug connectors will consist of pin contacts for 
size 22 and socket contacts for all others. The 
receptacle contacts will be just the reverse. socket 
contacts for size 22 and pin contacts for the 
balance. 

BKAF Specifications 
Aluminum Alloy OO·A·591/ A380 

Clear chromate OO·PA16 over cadmium 
Thermoset N/A 
Copper alloy OO·C-533 
Gold MIL-G-45204 
P.C./Wrap Post N/A 
N/A N/A 
N/A N/A 
Aluminum alloy N/A 

Rack and Panel Products_ 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (800) 845-7000 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

How to Order 

CONNECTOR SERIES 
BKA (Per ARINC 600) 

CLASS 
0-

E-

F-

C-

S-

T-

SHELL SIZE 
1 -
2-
3 -

Non-environmental (rear release. crimp 
contacts) 
Environmental (rear release. crimp con
tacts) 
Non-environmental (front release. solder 
and wrap post #22 contacts. rear release 
all others) 
Same as E. except uses BKAO shells. and 
less 0 rings on plug side. 
Environmental (O-ring is used to seal be
tween connector shell and insulators) with 
rear release. crimp contacts. 
Non-environmental connector using fil
tered contacts (reference Cannon Phoenix) 

Max. contact capacity- 125 
Max. contact capacity-400 
Max. contact capacity-BOO 

CONNECTOR LAYOUT DESCRIPTION 
Three Digit Number Contained within the Shell l ayout Indica tes 
Total Number of Contacts Avai lable (Includi ng Waveguide) 

Connector Shell Shell Cavity Identification 

Layout Size A B C 0 

- 005 1 - - 5W2 

- 060 1 - 60 -

A060 1 60 - -
- 065 1 - 60 5W2 

A065 1 60 - 5W2 

- 120 1 60 60 -
- 125 1 60 60 5W2 

- 013 2 - - 13W2 

- 071 2 - 71 Wl -
A071 2 71 Wl - -

- OB5 2 Waveguide 71Wl 13W2 

AOB5 2 71 Wl Waveguide 13W2 

- 100 2 - - 100 

- 142 2 71 Wl 71 Wl -
- 155 2 71Wl 71 Wl 13W2 

- 163 2 - 150 13W2 

A163 2 150 - 13W2 

- 164 2 150 Wave guide 13W2 

A164 2 150 Waveguide 13W2 

- 234 2 150 71 Wl 13W2 

A234 2 71Wl 150 13W2 

- 300 2 150 150 -
- 31 3 2 150 150 13W2 

-400 2 150 150 100 

- 2B4 3 71 Wl 71Wl - 71Wl 

- 310 3 71 Wl 71Wl 13W2 71Wl 

- 600 3 150 150 - 150 

- 626 3 150 150 13W2 150 

-713 3 150 150 100 150 

A713 3 150 150 13W2 150 

-BOO 3 150 150 100 150 

-326 3 Open 150 13W2 Open 

-269M 3 2W2 2W2 13W2 2W2 

E 

71Wl 

71Wl 

150 

150 

150 

150 

150 

150 

150 

BKA D 2 A234 M 3 00 01 FO 

~:SN:,_CT_O_R _SE_RI_ES ___ ___ _ ______ T_--.JP--
SHELL SIZE:--- --- J 

- -

CONNECTOR LAYOUT DESCRIPTION _____ ____ _ __ ----.J 

SIZE 1 COAX INSERT MODIFIERI----- --- - - --- --.-J 

SHELL STYLE:------------ ----------.-J 

CONNECTOR MOUNTING MODIFIER - - ------------------' 

POLARIZING POSITION- ---- --- ----------- ------.J 

MODIFIER (Contact. Finish. Material)- -----------------------.l 

SIZE 1 COAX INSERT MODIFIER 

F 

-
13W2 

-
13W2 

13W2 

100 

100 

13W2 

100 

M - Connector contains modified 71 W1 insert 
(four MTG screw hole locations and coaxial 
contact used in this insert are interchange
able between different manufacturers 
NOTE: A dash must be inserted whenever code does not 

Ref. ARINC 
Characteristi c 

• 

•• 

70B 

709 

727 

••• 

.... 

735 

apply. 

SHELL STYLE 
3 - Plug (rack side) 
4 - Receptacle (box side) 

CONNECTOR MOUNTING MODIFIER 
00 - Standard design. .148 

dia. holes 
01 - With #6-32 ESNA (#12 

NCFMA2-62) clinch nuts 
(see chart) 

02 - Size 1 receptacle only -
less 3 printed circuit 
board mounting lugs 

03 - With #4-40 ESNA (#22 
NCFMA2-40) clinch nuts 
(see chart) 

DB - Size 2 and 3 plug and 
receptacle only-with 
#4-40 ESNA (#22 
NCFMA2-40) clinch nuts 
(all mounting holes) 

09 - Size 2 and 3 plug and 
receptacle only-with 
#6-32 ESNA (#12 
NCFMA2-62) clinch nuts 
(all mounting holes) 

23 - With floating eyelets 
(.04B min. radial float) 4 
corner holes per 
connector 
Consult factory if other mod
ifications are required 

POLARIZING POSITION 
01 th ru 99 (per ARINC 600) 
Blank-Polarizing posts or keys not installed but 
supplied with connector 

MODIFIER (Contact. Finish. Material) 
Blank- Rear release. crimp. signal and power 

contacts supplied with connector (when 
applicable) 

FO - Contacts not supplied with connector (FO 
not stamped on connector) 

SA - Front release .025(0.63) O. x .150 
(3.Bl) solder post and crimp. rear re
lease power contacts (when applicable) 
supplied with connector 

SB - Front release .025(0.63) O. x .250 
(6 .35) solder post and crimp. rear re
lease power contacts (when applicable) 
supplied with connector 

SC - Front release .025(0.63) O. x .375 
(9 .53) solder post and crimp. rear re
lease power contacts (when applicable) 
supplied with connector 

SO - Front release .025(0.63) O. x .500 
(12.7) solder post and crimp. rear re
lease power contacts (when applicable) 
supplied with connector 

WA - Front release .025(0.63) Sq. x .250 
(6.35) (1 wrap) wrap post and crimp. 
rear release power contacts (when appli
cable) supplied with connector 

WB - Front release .025(0.63) Sq. x .375 
(9.53) (2 wraps) wrap post and crimp. 
rear re lease power contacts (when appli 
cable) supplied with connector 

WC - Front release .025(0.63) Sq . x .500 
(12 .7) (3 wraps) wrap post and crimp. 
rear release power contacts (when appli
cable) supplied with connector 

NOTE: COAXIAL CONTACTS TO BE ORDERED SEPARATELY 

NOTE: ANY OTHER COMBINATION OF INSERTS WITHIN A SPECIFIC SHELL IS AVAILABLE 
UPON REQUEST 

Connector 
Size 

Number of Clinch Nuts 

Plug Receptacle 
• Layout included in th e following ARINC configurations 702. 710. 711 . 71 2. 714. 

715. 716. 723. 
•• Layout included in the following ARINC configurations 707. 718 & 730. 

••• Layout included in the following ARINC configurations 701 . 702. 703. 704. 705. 
706. 724. 725 . 

•••• Layout included in th e following ARINC configurations 701. 717. 726. 729. 

ITT Cannon 

1 

2 

3 

4 4 

4 6 

B 10 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change . 
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ARINC 600 Rack and Panel Connectors 

Contact Arrangements 

BKAD/BKAE Plug (Rear face show-white marking on blue background 

5W2 
1#12 
2 #16 

2 #5 COAX 

SHELL CAVITY 
C 

Size 1 

,0'0'00, 
,0000, 
.0000, 

:10 ago: 
, , 
, , 

" 000" go 00" ,gggg: 
liO,Ocop' 

60 
60# 22 

SHELL CAVITY 
A or B 

Sizes 2 & 3 

'000 ° 
:00000 
.00000 
:€OOOO 

oooq 
oooq 
oooq 
oooq 
• 0.0,0.0 

150 
150 #22 

• COl '0·0"0'0'0, , 
, 0000, 

0000, 
, 0000, 
0 

0000. 

'0,0,0.0,0 . {;- "-J-" 

°0 ° o 0 
71Wl 

70 #22 
1 #1 COAX 

SHELL CAVITY A, B, D, or E 

BKAF Receptacle (Engaging face shown-white marking on red backround) 
Size 1 Sizes 2 & 3 

,0'0'00, 
,0000, 
.0000, 
,0000, 

fffll . . 
" , 
" 000" 
,good' 
"0000" 
::OOOQ: O,Opp 

60 
60 # 22 

SHELL CAVITY A or B 

Waveguide Connections 

INSULATOR AND 
WAVEGUIDE RETAINING 

PLATE 

Plug 

'000 
:00000 
.000 0 0 
fOOO 

'''·0"0'0'0, 
0000, 
0000, 
0000, 
0000. 

0000: 
oooq 

OOOOQ 
OOOOQ 
.0.0"0,0.0 

150 
150 #22 

SHELL CAVITY A, B, D. or E 

WAVEGUIDE DETAIL 
SHOWN FULLY ENGAGED 

?,810 (71.37) ---' 
2.690 f68 .33) -I 

ITT Cannon 

• C 0 £ , G ... J II 

, 0000, 
, 0000, 

0000, 
, 0000, 
0 0000. 

'000 00 • c 0 £ , co H J II 

°0 ° o 0 
71Wl 

70 #22 

:00000 
,00000 
.00000 
,.0000 
0,0,0.0, . 

·0"0'0'0, 
0000, 
0000, 
0000, 
00 0. 

BKAD/E/F 

100 
100 #22 

13W2 
4 #20 
4 #12 
3 #16 

2 #5 COAX 

SHELL CAVITY C or F 

:00000 
.00000 
.00000 
,,00000 
00000 

• COl , 

·0"0'0'0, 
0000, 
0000, 
0000, 

o 

100 
100 #22 

SHELL CAVITY C or F 

Receptacle 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Oyer Rd .. P.O. B., 929. Santa Ana. CA 92702 ·0929. (714) 557-4700 • (BOO) 845 ·7000 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

Polarization (Engaging End) 

000 

BKA*l 

CENTE R 
POST 

000 

CENTER 
POS T 

a 000 a 

BKA*2 

CENTER 
POST 

RIGH T 
POS T 

RIGHT 
POS T Ie::",*"'-+- ~GS~T 

L EFT 
POS T 

L EF T 
POS T 

a 000 a 

PLUG RECEPTACLE PLUG 

Polarizing Positions 

Da rk area represents post 

Plug Shell 

Leh Center Right Leh 
Position Post Post Post Position Post 

01 1 1 1 51 3 
02 2 1 1 52 4 
03 3 1 1 53 5 
04 4 1 1 54 6 
05 5 1 1 55 1 
06 6 1 1 56 2 
07 1 1 6 57 3 
08 2 1 6 58 4 
09 3 1 6 59 5 
10 4 1 6 60 6 
11 5 1 6 61 1 
12 6 1 6 62 2 
13 1 1 5 63 3 
14 2 1 5 64 4 
15 3 1 5 65 5 
16 4 1 5 66 6 
17 5 1 5 67 1 
18 6 1 5 68 2 
19 1 1 4 69 3 
20 2 1 4 70 4 
21 3 1 4 71 5 
22 4 1 4 72 6 
23 5 1 4 73 1 
24 6 1 4 74 2 
25 1 1 3 75 3 
26 2 1 3 76 4 
27 3 1 3 77 5 
28 4 1 3 78 6 
29 5 1 3 79 1 
30 6 1 3 80 2 
31 1 1 2 81 3 
32 2 1 2 82 4 
33 3 1 2 83 5 
34 4 1 2 84 6 
35 5 1 2 85 1 
36 6 1 2 86 2 
37 1 2 1 87 3 
38 2 2 1 88 4 
39 3 2 1 89 5 
40 4 2 1 90 6 
41 5 2 1 91 1 
42 6 2 1 92 2 
43 1 2 6 93 3 
44 2 2 6 94 4 
45 3 2 6 95 5 
46 4 2 6 96 6 
47 5 2 6 97 1 
48 6 2 6 98 2 
49 1 2 5 99 3 
50 2 2 5 

LEFT 
POS T 

Center 
Post 

2 
2 
2 
2 
2 

2 
2 
2 
2 
2 

2 
2 
2 
2 
2 

2 
2 
2 
2 
2 
2 
2 
3 
3 
3 

3 
3 
3 
3 
3 

3 
3 
3 
3 
3 
3 
3 
3 
3 
3 

3 
3 
3 
3 
3 

3 
3 
3 
3 

a 000 a 

CENT ER 
~===~"-POS T 

RECEPTACLE 

POST 

LEFT 
POS T 

BKA*l 

o 0 000 0 0 

CENTEA 
~'5:;:;s::::<-t- POS T 

:'-t1~-<;:';- R IG H T 

o 0 00 0 0 0 

PLUG 

POS T 

LEFT 
POS T 

o 0 000 0 0 

RECEPTACLE 

230-0138 -000 
KEY 

201 -0070-000 

Receptacle Shell 

Right Leh Center Right Leh Center 
Post Position Post Post Post Position Post Post 

5 01 4 4 4 51 6 3 
5 02 4 4 3 52 6 3 
5 03 4 4 2 53 6 3 
5 04 4 4 1 54 6 3 
4 05 4 4 6 55 1 3 
4 06 4 4 5 56 1 3 
4 07 5 4 4 57 1 3 
4 08 5 4 3 58 1 3 
4 09 5 4 2 59 1 3 
4 10 5 4 1 60 1 3 

3 11 5 4 6 61 2 3 
3 12 5 4 5 62 2 3 
3 13 6 4 4 63 2 3 
3 14 6 4 3 64 2 3 
3 15 6 4 2 65 2 3 
3 16 6 4 1 66 2 3 
2 17 6 4 6 67 3 3 
2 18 6 4 5 68 3 3 
2 19 1 4 4 69 3 3 
2 20 1 4 3 70 3 3 
2 21 1 4 2 71 3 3 
2 22 1 4 1 72 3 3 
1 23 1 4 6 73 4 2 
1 24 1 4 5 74 4 2 
1 25 2 4 4 75 4 2 
1 26 2 4 3 76 4 2 
1 27 2 4 2 77 4 2 
1 28 2 4 1 78 4 2 
6 29 2 4 6 79 5 2 
6 30 2 4 5 80 5 2 

6 31 3 4 4 81 5 2 
6 32 3 4 3 82 5 2 
6 33 3 4 2 83 5 2 
6 34 3 4 1 84 5 2 
5 35 3 4 6 85 6 2 
5 36 3 4 5 86 6 2 
5 37 4 3 4 87 6 2 
5 38 4 3 3 88 6 2 
5 39 4 3 2 89 6 2 
5 40 4 3 1 90 6 2 
4 41 4 3 6 91 1 2 
4 42 4 3 5 92 1 2 
4 43 5 3 4 93 1 2 
4 44 5 3 3 94 1 2 
4 45 5 3 2 95 1 2 
4 46 5 3 1 96 1 2 
3 47 5 3 6 97 2 2 
3 48 5 3 5 98 2 2 
3 49 6 3 4 99 2 2 

50 6 3 3 

ITT Cannon 
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Right 
Post 

2 
1 
6 
5 
4 

3 
2 
1 
6 
5 
4 
3 
2 
1 
6 
5 
4 
3 
2 
1 

6 
5 
4 
3 
2 
1 
6 
5 
4 
3 
2 
1 
6 
5 
4 

3 
2 
1 
6 
5 
4 
3 
2 
1 
6 

5 
4 
3 
2 



ARINC 600 Rack and Panel Connectors 

Sizes 1 Coax Contacts (71Wl layout only) 

Same standard coax contacts as used in ITT Cannon's OPX (ARINC 404) connector series . 

For Receptacle Connector 
Cable Coax 

Accommodation Part Number Style 
RG·9 /U 249·1521 ·000 RG·214 /U 
NSA 935354 
NSA 935355 -

RG·55 /U 
RG·58 /U 
RG ·142 /U 249·1554·000 Straight 
RG·400 /U 
RG ·58 /U 
RG ·142 /U 249·1604·001 
RG·225 /U 90' 
RG ·402 /U 249·1604·002 UJ.141 
RGA02 /U 249·5027·008 Straight UJ.141 
SMA Jack 249·5027·017 Straight Termination 

For Plug Connector 
Cable Coax 

Accommodation Part Number Style 
RG·9 /U 249·1522·000 
NSA 935354 
NSA 935355 Straight 

RG·58 /U 249·1882·000 RG·142 /U 
RGA02 /U 249·1885·002 Straight 
RG·214 /U 249·5123·000 

Straight 
RG·115 /U 249·5123·001 

Replacement Coax 
Termination Kit 

249·1521 ·002 

249· 2201 ·000 

249·1554·002 

249·1604·003 

249·5027 ·016 

-

Replacement Coax 
Termination Kit 
249·1522·002 

249·2202·000 

320·0051·000 
249·5027·013 
249·5027·015 

Size 1 Coax Contacts (To be used with connectors containing 71Wl insert modifier-"M") 

Designed to be interchangeable with contacts made by other manufacturers. 

For Receptacle Connector 
Cable 

Accommodation Part Number Style 
RG·214 /U 
RG·393 /U 

349·0002·000 Straight BA·6903 
(BG) 
5012H3012 349·0004·000 Straight Raychem 
RG ·142B/U 349·0006·000 Straight 
RG ·402 /U 349·0008·000 Straight UJ.141 
RG ·142B/U 349·0021·000 Right Angle 
RGA02 /U 349·00nOOo Right Angle UJ.141 

ITT Cannon 

For Plug Connector 
Cable 

Accommodation Part Number 
SMA Jack 349·0023·000 Termination 

RG·214 /U 
RG·393 /U 
BA·6903 349·0017·000 
(BG) 

5012H3012 349·0018·000 (Raychem) 

RG·142B/U 349·0005·000 

RGA02 /U 
349·0007 ·000 UT·141 

BKAD/E/F 

Replacement Coax 
Body Assembly 

021·0144·000 

021·0144·003 

021·0144·006 

021·0144·001 

-

Replacement Coax 
Body Assembly 

021·0144·004 

021·0144·011 

021·0144·008 

Style 

Straight 

Straight 

Straight 

Straight 

Straight 

Rack and Panel Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929. (714) 557-4700 • (BOO) B45-7000 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

Size 5 Coax Contact (Rear insertable I removable) 

Solder Center Contact 
Same standard coax contacts as used on Cannon's DPX (ARINC 404) connector series. 

Outer Shell 
Part Number Crimp Tooling 

Pin Socket 
Cable (Receptacle Connector) (Plug Connector) MIL Std ITT Cannon Extraction 

Accommodation Environmental Non·environmental Environmental Non·environmental Frame Jaw Complete Tool Tool 
RG ·180B /U 249·2101·000 249·2071·000 249·2106·000 249·2076·000 M225201 M225201 CCT·HX3-156 CET-C8 RG·195A /U 5·01 5·45A 

RG·58CI U 249·2102·000 249·2072-000 249· 2107 ·000 249·2077-000 M22 5201 M225201 CCT·HX3-156 CET-C8 5·01 5·45A 

RG ·142B /U 249·2103·000 249·2073·000 249·2108·000 249·2078·000 M225201 M2 2520 1 CCT·HX3-156 CET-C8 5·01 5·45A 
RG·174 /U M225201 M225201 
RG·179B /U 249·2104·000 249·2074·000 249·2109·000 249·2079·000 5·01 5·45A CCT·HX3-156 CET-C8 
RG ·187A/U 
RG·178 /U 249·2105-000 249·2075·000 249·2110-000 249-2080-000 M225201 M225201 CCT·HX3-1 56 CET-C8 RG ·1 96 /U 5-01 5·45A 

Crimp Center Contact 

Crimp Tooling 

Center Contact Outer Shell 
Part Number Tool Locator MIL Std ITT Cannon 

Cable Pin Socket 
Accommo- (Receptacle) (Plug) Complete Extraction 

dation Connector) Connector) MIL Spec ITT Cannon Daniels ITT Cannon Frame Jaw Tool Tool 
RG -58C /U 995-002-BA-5903 349·0014·000 349·0013-000 M22520/2-01 995-0001 -584 K-345 M22520/5-01 M22520 /5-45A CCT·HX3·156 CET·C8 
(BG) 049 

5021Kl011 349·0016·000 349-0015·000 M22520/2·01 995·0001-584 K-345 995-002·049 M22 520 /5·01 M22520 /5-45A CCT-HX3-156 CET-C8 (Raychem) 

Size 12 Shielded Contact (Rear insertable I removable) 

Crimp Tooling 
Center Contact Outer 

Tool PIN Locator PIN Shell Tool 
Part Number Tool PIN Locator PIN Tool Tool 

Cable Pin Socket MIL Std Accommo· (Receptacle (Plug ITT ITT 
dation Connector) Connector) MIL Spec ITT Cannon Daniels Cannon Frame Jaw ITT Cannon MIL Spec Cannon 

RG-196A /U 249-1767-000 - M22520 /2-01 995-0001-584 K· 182 995-002- M22520 11 0-1 M22520 /10-05A 995-0001-071 M81969128-02 CET-12-4 
051 Plastic 

5071 249-1767 -DOl M22520/2-01 995-0001-584 K-182 995·002- M22520 /1 0·1 M22520/1 0-05A 995-0001-071 M8 1969 /28-02 CET-12-4 
(HW) - 051 Plastic 

RG-174 /U - 249·1 768·000 M22520/2-01 995-0001-584 K-182 995-002- M22520/1 0-1 M22520 /1 0-05A 995-0001 -071 M81969 /28-02 CET-12-4 
051 Plastic 

BMS-1348 - 249-2203-000 M22520/2·01 995·0001·584 K·644 995·002- M22520/10-1 M22520 11 0-05A 995·0001·071 M81969 /28-02 CET-12-4 
(8G) 050 Plastic 

160 ITT Cannon 
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ARINC 600 Rack and Panel Connectors 

Shell Dimensions - Size 1 

Plug 

5,465 (138.81. 
5.455 (138,56) 

.830(21.08) 
.820(20.83) 

.205 {S,21.

.195 {4,95) 

.7051 l7,Sl) 
695 (17.65) 

O@ 

Retainer Plate 

A 

8 

c 

Receptacle 

,205 (5,21)* _I }-.
,195 (4,95) I 

:--
.125 (3.16)* 
,105 (2.67) n° t 

t f 
5.465 (l38.Sl) 
5~ 

I 1 13S{r:: 
. ~~, 

115 (2.92) 

3825 (9716, 
~ -

2.059 ~S2,30l fl 'or' 1.313 t33.351 -
.. "', ~JJ" O' 

tf: 
t .135 (3.43) r-

."0{20.51) 
.125 (3,18) 

.800 (20.32) .575 (14 ,60) 
.565 £14 ,35) 

.705 (11 .SI) 

.695 (l7 .65) 

Retainer Plate 

:~!~~--
B)MAX_ 

.130 
~ 

.385191 

6,995 MAX 
(1ffi7) 

:-

@l 

0 ~ 

~~ c:: 

I---

A 

1.455 MAX 

8 
(ii9.36) 

C 

SKAeSERIE S 
MAX 1.402 (35.61) 

1.195 (30.35) 

BKAOSERIE S 
MAX 1.102 (27.99) 

6.soo .. AX 
0) (16$,1 

.620 MIN 
(15]5) 

-L 

t 
r- 8KAO SERlE 

1,198 (30.43) 
S 
MAX 

8KAESERIES 
1,550 (39.37) MAX 

Size 1 Plug 

BKAE $EFHE$ 
1-531 (3889) MAX 

BKAO/8KAf SERIES 
1.221 (31 ,01) MAX 

.'30(3.30) 
120(3,05) 

BKAO/BKAf SERIES 
1.317 (33.45) MAX 

8KAE SERIES 
1610(42,421 

Size 1 Receptacle 

1-- --1- 1,110(28.19) 
1-090(27.69) 

.&SStlS.64) 

.64S{16.38) 

,148 f .OO3 (3,76 t 0,08) OIl. 
4Pl.CS MTG HOLES 

6.360 f161 .54) 

~ 

1,010 (25,65) 

.990 125.15) 

.655 (16.64) 
,645(16,38) 

. 148 t ,003 (3.76 .t.O.081 OIA 
4 PlCS MTG HOLES 

6.360(161,5-4) 

6.340 PGUM) 

6,627 (168.33) 

~ 

8 

c 

* THIS DIMENSION INDICATES DISTANCE FROM CENTERLINE OF RETAINING SCREW TO THE CENTERLINE OF FIRST CONTACT CAVITY. 

ITT Cannon 

BKAD/E/F 

.120RMAX 
(3.OS) 
<PL 

6.353 
(161 ,37) 

6347 
(161.21) 

Panel Cutout 

.240 (6, 10) MAX 

6.670 
(174 SO) 

MIN 

6.353 
(161.37) 

6:347 
(161,21) 

.365(9,27) 
,355(9-<>21 

Panel Cutout 

6.515 MIN 
(165.48) 

.191 (4,SS)2PL 
,189(4,80) 

030R 
(.16) 
MAX 
2 PL 

,287 R (7,2$) 
MAX4Pl 

.120A (3.05) 
MAX4Pt 

.180 (4.57) 0 

.166 {4,22J 
,PC 

653 
(16.59) 

-w-
(16.43) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • 1714) 557 -4700. 1800) 845 -7000 

161 



162 

ARINC 600 Rack and Panel Connectors 

Shell Dimensions - Size 2 

5.355 1136.02) 

5'345~'35'76) . 

.-" .135 (3.43)" 
,115 (2:92) 

3.710 (9!P6) 

~ 

• . 890 (22.6!) 
.870 (22,10) 

Retainer Plate 

Receptacle 

• .870 (22.tO) 
.850 (~, .58) 

Retainer Plate 

8 

c 

0000 

A 

c 

6.995 MAX 

071.61) 

~,,---+- ~~2eC~:~'~~AX 

~-_+- ;:35~AX 

I .... --+- ~~2!f:!EJAX 

-l 
6.500 MAX 

(166.10) 

~---+- ~~~~~::::~~AX 
BKAESERIES 
1,550 (39 311 MAX 

Size 2 Plug 

~---+- ~~~f:£~4~~ SERIES 

SKAESERIES 
U70(4g;:42) 

Size 2 Receptacle 

r.--,,--I+- ~ ~:~ :::~ 
r.--';-l+- .655 {!U4, 

,645 (16,38) 

1---- -1-- ~ ~~~:~':~: 
~---I+- ! .:;~~:.:: 

.... -ihf-t-- .:; ~ !:;:: 
148 ~ 003 f3 76! 0.081 01A. 
10PLes MTG HOLES 

* THIS DIMENSION INDICATES DISTANCE FROM CENTERLINE OF RETAINING SCREW TO THE CENTERLINE OF FIRST CONTACT CAVITY. 

ITT Cannon 

BKAD/E/F 

.000R 
(.76) 
MAX 
4Pc 

6.353 
(161,371 
s:w 
(161,21) 

,120R 
(3.05) 
MAX 
'PL 

Panel Cutout 

Panel Culout 

-1 
6,515 MIN 

(165.48) 

6,890 
(l75.01) 

MIN 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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ARINC 600 Rack and Panel Connectors 

Shell Dimensions - Size 3 

Plug 

5.355 (136.02) 

$.345 (135.11) 

Receptacle 

1.953 
(49.61) 

10 000 0 0 

Retainer Plate 

1 .~7 r-+----.; .030 (.16) A 
MAX4P1,. 

(4t .• 5) 

o 

120 A MoU 
(3.05) 
4PL 

6.$15 MIN 
(1SUI) 

i--- -t_ ~~2E(::~~X 
1.195 MAX 
(ii3S) 

8ICAD SERIES 
1.102 (21.") MAX 

8KA£SlIUES 
1.5$0 (3Un MAX 

J--- -O+-- ~!:,EC:!~!u.x 

6.1175 MAX 
(In.M) 

BKAO/BKAF SERIES 
1.221 (31.01' ..... )( 

. 130 (3.30) 

.120 (3.05) 

aKAO/BKAF SOUlS 
U17(33,451"'X 
BKAE HRIES 
1.470 C4U2) UAX 

Size 3 Plug 

.855'(16.64) 

~ 

L 
L 

~13 -",--

r-- !::::!~-
~:::~f~:~-

I 
J J I 

Cl Cl Cl ' , 

D D 
D D 

0 ~ ~ 0 

D 0 
o 0 0 , 0 o 0 

Retain.r Plate Size 3 Receptacle 

.14. :r .003fXA, 
13.16 ± O,N) 
1. PlCS MTG HOLES 

6.360 Ct6U4) 

~ 

1.t55(4U61 
1.945 (4UO) 

/ j~~6:L£~~A 
,. PLCS MTG HO us 

6.360 (leU4 ) 
---I 6.340(181.1)4 

U27{16I,33) 
i:i07(147.82) 

* THIS DIMENSION INDICATES DISTANCE FROM CENTERLINE OF RETAINING SCREW TO THE CENTERLINE OF FIRST CONTACT CAVITY, 

ITT Cannon 

usa 
(4t.61l 

BKAD/E/F 

t.ii1 r-+----"i .030(.78)R 
MAX 4PL 

(411.45) 

o 

Panel Cutout 

.MORMAX 
(.76) 
'PL 

.12Oft ..... x 
(3.OS) 
4PL 

~o 
.186(4.22) 

"PL 

Panel Cutout 

, ... 
(24.M) 

-:iiO 
(23.62) 
2PL 

120R .. AX 
It-OS) 
4PL 

U1SMIN 
(16UI) 

.653 
(1Ut)2PL 
-:w-

(16.43) 

Dimensions are shown in inches (millimeters) , 
Dimensions subject to change , 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

Performance Specifications 

Test Procedure Requirements 
Description 

Mating and The connector shall be tested in accordance with method 2013 of MIL-S1O-1344. Prior to measuring forces the connectors The maximum amount of direct thrust force to engage or 
unmating force (including all contacts I shall be mated and unmated 3 times disengage the mating connector halves shall not exceed: 

27 Lbs for size 1 
60 Lbs for size 2 

105 Lbs for size 3 
Contact retention Contact retention shall be tested in accordance with method 2007 of MIL-8TD-1344 Contacts shall withstand axial loads in either direction 

without dislodging or damaging the contact, connector insert 
or contact retention system. Axial displacement of the 
contact in either direction shall not exceed 0.015 inch. 

Signal #5 
Contact contact # Coaxial 

size 22 20HD 16 12 contact 
Axial 
load min. 12 20 25 30 35 
in Lbs 

Durability Wired, mated connectors shall be subjected to 500 cycles of mating and unmating at a rate which does not exceed 250 ± 50 The connectors shall show no damage detrimental to the 
cycles per hour operation of the connector and shall meet the contact 

resistance requirements. 
Temperature life Wired, assembled and mated connectors shall be subjected to an ambient temperature of 125'C ±rc for a period of 1000 hours There shall be no damage detrimental to the operation of the 

connector. After test samples are stabilized to room 
temperature, contact resistance, insulation resistance and 
dielectric withstanding voltage requirements must be met. 

Salt spray Wired, mated connectors shall be subjected to a salt spray test in accordance with method 1001 of MIL S10 1344, condition B Connectors shall show no exposure of base metal or visib le 
(Corrosionl corrosion. Product connectors shall meet further tests as 

specified. 
Fluid immersion The connectors shall be distributed such that one connector (mating plug and receptacle I shall be immersed in each fluid for the After immersion in the fluids the following requirements shall 

required time period be met: Connectors shall un mate and mate properly and 
Fluids for immersion are: resilient materials shall not swell to the extent that cracks 
- MIL -L -23699 and tears appear. Shells, plating and dielectric materials shall 
- MIL-H-5606 show no evidence of deterioration, distortion or material 
One part isopropyl alcohol per TI-I-735 and three parts mineral spirits per TI-I-291 for P-D-680 reversion . Contact retention requirements shall be met. 

Vibration Mated connectors shall be vibrated in accordance with MIL-S1O-1344 A, method 2005-1 for 8 hours in each of three mutually A current discontinuity of 1 micro-second or greater, or 
perpendicular axes evidence of cracking, breaking or loosening of parts shall be 
Test condition V and test condition letter "E" shall apply cause fo r rejection. 

Physical shock Mated connectors shall be subjected to the shock test in accordance with MIL-STD-1344, method 2004-1 condition A A current discontinuity of 1 micro-second or greater, or 
The shock shall be repeated three ti mes in each direction of the referenced 90 degrees axis position (18 shocks total I evidence of cracking, breaking or loosening of parts shall be 

cause for rejection. 
Moisture Wired mated connectors in an horizontal position shall be subjected to the humidity test specified in method 1002-1 of MIL- The unmated connector halves shall have an insulation 
resistance STD-1344 Type II (temperature cycling shall applyl resistance greater than 1 megohm 1 to 2 hours alter 

humidity test, and greater than 5000 megohms alter 24 
hours of conditioning at room ambient. 

Dielectric Connectors shall be tested in accordance with Method 3001-1 of MIL-S1O-1344 The connector shall be capable of withstanding the 
withstanding applicable voltage shown without flashover. 
voltage AC Volts 60 Hz rms 

Altitude Unmated Mated 
Sea level 1500 1500 
50,000 It 500 500 

Insulation Unmated connector shall be tested as specified in method 3003-1 of MIL-S1O-1344 The insulation resistance shall be greater than 5000 
resistance megohms (ambientl, 1000 megohms (elevated temperaturel. 
Contact resistance The contact resistance of mated contacts shall be tested in accordance with method 3004-1 of MIL -STD 1344 Millivolt Drop 

Maximum 
After 

Corrosion, 
Temp_ 

Wire Test Durability, 
Size Current or Current All 

(AWG) (amps) Cycling Others 
12 23 60 45 
16 13 65 50 
20 7.5 65 55 
22 5 55 40 
24 3 45 30 
26 2 40 25 
28 1.5 35 20 

164 ITT Cannon 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

Contact and Termination Tooling Data 

BKAD/E Crimp Contacts (Rear insertable/rear removable) 

Contact Size and Part Numbers Crimp Tooling Ins.-Ext. Tooling Wire 

Part Number Tool PIN locator PIN ITT Cannon 

'**' ~ ..; 

~ 
'-" ~ ~ 'E~ 

~ 
Q 

l 
Q en ~ 

~ 
~ 

~ 
~ 

Q 

''5 <r ]~ V> ~ 

Size Pin Socket 0; ~ :E j <-> en ~ 
~ ::E t= ::E t= :E 

.... ,., '" ~ 
~ .... .130 = ~ 

~ 

I 
= ~ li5~ Used in Used in 3 ~ .., 26 ~ ~ ..,- ood-i= .054 ill , ::;;-;;; 

2222 Plug Receptacle = 3 = '" ::;;~ 

~~ 
=- 24 ~ ~ ~ ~~ g~ (1.4) '" U"> (3.3) 030-22 59-000 031 -1287 -000 ~ 4 ~ ~ Q 

8 ~~ 22 :iE ~ ,..:.. ::;; ::;; u lL.8I 

= 

~ 
00 

~ 
~ '" .1 67 

Used in Used in = = = 
~ 

6 ~ ~~ 22 .071 .147 
2020HO Receptacle Plug = = ~ '" ~ 

7 ~ "" - - = ~ 
20 (1 .8) '" '" '" =0; (4.2) 030-2273-000 031·1302 ·000 ~ ~ ~~ ~ :iE ~ 

00 

(37j ::;; ::;; 
'" 

~ '" ~ "" ,., "" .270 
Used in Used in ~ 4 = ,., = = 20 ~ '" 00 ~ 

110 

~ 
g = = '" 

tC ·~ ..d-i= .103 1616 Receptacle Plug 5 ~ = "" - ~~ g~ 18 (2.6) 
~ '" = S'2 (6.9) 030-2280-000 031 -1303-000 6 ~ 

'" ~::E 16 ~ 

'" ~ (5]j ::;; ::;; 
'" 

'" ~ ~ 

.270 Used in Used in = 00 

~ 
= 

U"> ~ 

~J 
~ u 110 121 2 Receptacle Plug = = 7 = g tt~ 14 .135 

~ 

~ 8 
~ '" - 12 (3.4) (6.9) '" U"> 

~ "" 030·2286-000 031 -1308·000 ~ ~ S'2 uc... 
~ ~ 
::;; ::;; ~ (5]j 

BKAD/E Thermocouple Contacts (Rear insertable/rear removable) 

2222 Used in Used in 

Alumel Plug Receptacle ; ,., 
'" ~ ;g .130 030-1975-009 031·1113-009 = ~ = ~ ~ 

3 = ~ .., 
~~ 26 ~ ~ 

~ ~~ .054 ill 
~ 

::;;-;;; 
3 = = '" x- 24 ~ = "" x ~ ~::E = ~ (1.4) '" ~ '" ~::;; =0; (3.3) 4 ~ 

8 6::;; 22 Used in Used in :iE ~ ~ ,..:.. g;: (2.8) 2222 '" ::;; u 
Chromel 

Plug Receptacle 
030-1975-010 031-1113-010 

BKAF-ARINC 600 Size 22 Wrap Post Socket Contacts With .025(6.35) Square Wire-Wrappable Tails
Receptacle Only. 

The new low insertion force, front-insertable, front-removable #22 socket 
contacts with .025(6.35) square wire wrappable tails are now available for 
use in the BKAF non-environmental receptacle version only. 

These contacts can be sold separately or they can be supplied with a 
connector (see How to Order). Use part numbers shown in the table on the 
right when ordering separately. 

Part Number 
031 -1351-000 
031·1351 ·001 
031-1351-002 
031-1351 -003 

Number 
of Wraps 

1 
2 
3 
3 

BKAF Printed Circuit Solder Post Socket Contacts Size 22 with .025(6.]5) Dia. Printed Circuit Tails
Receptacle Only. 

The new low insertion force, front-insertable, front-removable #22 socket 
contacts with .025(6.35) dia. PC tails are now available for use in the BKAF 
non-environmental receptacle version only. 

These contacts can be sold separately or they can be supplied with a 
connector (see How to Order) . Use part numbers shown in the table on the 
right when ordering separately. 
BKAD/F Solder Post, Power Pin Contacts (Captive)-Receptacle Only. 

Contacts are captivated between two unbonded insulator halves. 

Part Number 
031 -1352 -000 
031 -1352-001 
031 -1352-002 
031 ·1352 -003 

Contact 
Size 

20 HO 
16 
12 

Min. Post 
Extension 

.150 (3.811 

.250 (6.35) 

.375 (9.52) 
.500 (12.70) 

Part 
Number 

030-2358-000 
030-2357-000 
030-2356-000 

Min. Post Extraction 
Extension Tool 

.250 (6.35) 

.375 (9.52) 
CET-BKAF-22S 

.500 (12.70) 

.641 (16.28) 

Extraction 
Tool 

CET-BKAF-22S 

Post Min. Post 
Dia. Extension 

.032 (0.81) .150 (3.81) 

.050 (1 .27) .150 (3.811 

.081 (2.06) .150 (3.811 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensions subiect to change. 165 
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ARINC 600 Rack and Panel Connectors BKAD/E/F 

Sealing Plugs 

BKAE P /N225-0090-000 Only 
Material: Teflon 

t=LJ II I~ 
~ c ----lt 

Filler Plug 

BKAF PIN 225-0099-000 Only 
Material: Teflon 

BKAD PIN 225-1058-000 
(Size 22 - Black) 

Cavity Reducer 

Pin 
PIN 021-8756-000 

Oust Caps 

Replaceable Inserts 

Socket 
PIN 021 -8757-000 

Part Contact 
Number Size Color A B C 

225-1013-000 22 Black .063 (1.6) .040 (1 .0) .469 (11.9) 
225·0070·000 20 Red .085 (2.2) .065 (1.6) .469 (11.9) 
225-0071·000 16 Blue .115 (2.9) .075 (1.9) .469 (11.9) 
225-0072-000 12 Yellow .171 (4.3) .121 (3.1) .564 (14.3) 
225·0090-000 #5 Coax White .365 (9.3) .287 (7.3) .835 (21.2) 

Part Contact 
Number Size Color A 8 C 

225-0094·000 22 Black .069 (1.7) .051 (1.3) .420 (10.7) 
225-0095·000 20 Red .083 (2.11 .069 (1.7) .350 (8.9) 
225-0096·000 16 Blue .131 (3.3) .108 (2.7 ) .320 (8.11 
225·0097 ·000 12 Yellow .187(47l .156 (4.0) .320 (8.11 

225·0098·000 #5 Coax White .275 (7.0) .251 (6.4) .450 (11.4) (Pin) 

225·0099-000 #5 Coax White .275 (7 .0) .251 (6.4) 1.061 (26.9) (Socket) 

#5 Coax to #12 Contact 
Cavity reducers are available when additional circuits are required for size 12 power contacts. These 
reducers, having the internal configuration of size 12 power contact, are inserted into the size 5 coaxial 
insulator cavity to create size 12 power contact cavity. 

Part Number Part Number 
Conductive* Non-Conductive Description Conductive* Non·Conductive Description 

025·1121 -001 025·1121-000 BKAD I-A & B·Plug 025·1155-001 025·1155-000 BKAD I·A & B·Receptacie 
025·1122-001 025·1122-000 BKAD 1-C·Plug 025-1156-001 025-1156-000 8KAD I-C· Receptacle 
025·1123-001 025-1123-000 BKAD 2 & J.A & B-Plug 025-1157 -001 025-1157-000 BKAD 2 & 3-A & B-Receptacle 
025·1124-001 025-1124-000 BKAD 2 & 3Hlug 025-1158-001 025-1158-000 BKAD 2 & 3-C-Receptacle 

*Conductive dust caps protect against static electric ity. 

Part Number Part Number 
Layout Class Pin Assembly Socket Assembly Layout Class Pin Assembly Socket Assembly 

BKAD 143-1910·000 143-1911 -000 BKAD 143-1958·000 143-1960-000 
60 BKAE 143-1910·001 143·1911 -001 71Wl BKAE 143-1958·002 143-1960-002 

BKAF N/A 143-2065-000 BKAF N/A N/A 
BKAD 143-2015-000 143-2016·000 BKAD 143-2085-001 143-2086-001 

100 BKAE 143-2015·001 143-2016-001 71W1A* BKAE 143-2085-000 143-2086-000 
BKAF N/A 143·2067-000 BKAF N/A 143-2066-000 
BKAO 143·1906-000 143-190],000 BKAD 143-1912·000 143·1913-000 

150 BKAE 143-1906·001 143-190],001 5W2 BKAE 143-1912-001 143-1913·001 
BKAF N/A 143·2068·000 BKAF N/A N/A 

BKAD 143-1908·000 143·1909-000 
13W2 BKAE 143-1908-001 143·1 909-001 

BKAF N/A N/A 
*Modified 71Wl insert to be used with connectors containing 71Wl insert modifier "M" 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subiect to change. 

Rack and Panel Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557-4700 • (800) 845·7000 



ARINC 600 Rack and Panel Connectors BKAD/E/F 

Cross Reference 

COMPONENT CUSTOMER USE COMPONENT CUSTOMER USE COMPONENT CUSTOMER USE 
PART NUMBER DRAWING NUMBER PART NUMBER DRAWING NUMBER PART NUMBER DRAWING NUMBER 

249-2106-000 
Contacts 249-2107-000 Size #1 Coax Contacts 

030-1975-009 030-1975-009 249-2108-000 249-0000-054 249-1521-000 249-1521-000 

030-1975-010 030-1975-010 249-2109-000 
249-1522 -000 249-1522-000 
249-1522 -002 249-1522-002 030-2259-000 030-2259-000 249-2110-000 249-1554-000 249-1554-000 030-2273-000 030-2273-000 349-0013-000 349-0000-002 249-1604-000 249-1604-000 

030-2280-000 030-2280-000 349-0014-000 349-0000-001 249-1604-001 249-1604-001 
030-2286-000 030-2286-000 349-0015-000 349-0000-002 249-1604-002 249-1604-002 
030-2356-000 030-2356-000 349-0016-000 349-0000-001 249-1882-000 249-1882 -000 
030-2357-000 030-2357-000 249-1882 -002 1250Y 
030-23 58-000 030-2358-000 

Size #12 Shielded Contact 249-1885-002 
031 -1113-009 031-1113-009 249-5027-008 249-5027-008 
031 -1113-010 031 -1113-010 

249-1767-000 249-1767 -000 
249-5027-017 249-5027-017 

031 -1287-000 
249-1767-001 249-1 767 -001 249-5123-000 249-5027-000 031-1287-000 

031 -1302 -000 031-1302-000 
249-1768-000 249-1768-000 249-5123-001 249-5027-007 
249-2203-000 249-2203-000 , 031-1303-000 031-1303-000 Replacement Coax Termination Kit 

031 -1308-000 031-1308-000 249-1521 -002 249-1521-002 
~ 031-1351-000 

Replaceable Inserts 
249-1522 -009 249-1522-010 

031 -1351 -001 031-0000-343 
143-1906-000 

249-1522-010 249-1522-010 
031-1351-002 

143-1906-001 143-0000-079 249-1554-002 249-1554-002 

031-1351-003 
143-1907-001 249-1604-003 249-1604-003 

031-1352-000 
143-1907-001 249-1604-004 249-1604-004 

031-1252-000 031 -0000-344 
143-1908-000 249-2201 -000 249-1521 -002 

031 -1252-002 
143-1908-001 143-0000-081 249-2202-000 249-1522-010 

249-5027-013 249-5027-013 
031-1352-003 

143-1909-000 
249-5027-015 249-5027-007 143-1909-001 

Replacement Coax 143-1910-000 249-5027-016 249-5027-016 

Body Assembly 143-1910-001 143-0000-077 320-0051 -000 1250Y 

021 -0144-000 021-0144-000 143-1911 -000 Dust Caps 
021-0144-001 021-0144-001 143-1911-001 025-1121 -001 
021 -0144-002 021-0144-002 143-1912-000 025-1122-001 025-0000-054 
021 -0144-003 021-0144-003 143-1912-001 143-0000-080 025-1123-001 (Conductive Only) 
021 -0144-004 021-0144-004 143-1913-000 025-1124-001 

021-0144-006 021-0144-006 143-1 913-001 025-1155-001 

021-0144-008 021-0144-008 143-1958-000 025-1156-001 025-0000-055 

021-0144-011 021-01 44-011 143-1958-002 143-0000-079 
025-1157-001 (Conductive Only) 
025-1158-001 

143-1960-000 :ft. Size #5 Coax Contacts 143-1960-002 Filler Plugs 
249-2071 -000 143-2015-000 225-0094-000 

..... 249-2072-000 
143-2015-001 143-0000-078 225-0095-000 

249-2073-000 249-0000-049 143-2016-000 225-0096-000 225-0000-014 
249-2074-000 143-2016-001 225-0097 -000 
249-2075-000 225-0098-000 

143-2065-000 
249-2076-000 225-0099-000 

143-2066-000 1247Y 225-1058-000 249-2077-000 143-2067-000 
249-2078-000 249-0000-050 143-2068-000 Sealing Plugs 
249-2079-000 143-2085-000 225-0072-000 225-0000-006 
249-2080-000 143-2085-001 143-0000-079 225-0090-000 225-0090-000 
249-2101-000 143-2086-000 225-1013-000 
249-2102-000 143-2086-001 

225-1014-000 225-0000-008 

249-2103-000 249-0000-053 225-1015-000 

249-2104-000 
249-2105-000 

ITT Cannon 167 
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MIL-C-83733 Rack and Panel Connectors DPK 

HIGH-PERFORMANCE MIL-C-83733 QUALIFIED 
Temperature Ranges of - 65·C to + 200·C 
Environment-Resistant 

The Cannon OPK series are high performance envi
ronment -resistant. rectangular connectors qualified 
to MIL-C-83733 (USAF). They feature crimp snap
in contacts in the dependable LITTLE CAESAR@ rear 
release contact retention assembly. This field-pro
ven assembly permits contacts to be inserted and 
extracted at the rear of the connector. Contacts are 
qualified to military specifcations and are crimped 
with MIL-C-22520 crimp tools, using standard lo
cators. 

The versatile OPK Connector is suitable for many 
applications, particularly where environment or 
thermal protection is mandatory and high reliability 
is a design requirement. 

How To Order 

SHELL SIZE 
A-Small shell 
B-Large shell 

CONTACT MODIFICATION 
G-MIL-C-38999 contacts. Size 220 for 
OPKA-131 and OPKB-185 contact arrangements 
only. 
W-MIL-C-38999 type contacts. Size 220 wrap 
posts for OPKA-l3l and OPKB-185 layouts .. 025 
(0.63) square posts for .340(8.64); extension 
from grommet face. 

CONTACT ARRANGEMENT 
Shell Size A-18, 32, 51 and 131 (MIL-STO-1531) . 
Shell Size B-48, 64, 78, 101 59W7, n 71C15, 

161 and 185 (MIL-STD-1532). 

CONTACT TYPE 
P-Pin (Receptacle Connectors) 
S-Socket (Plug Connectors) 

POLARIZATION 
Six-position shell polarization accomplished with 
polarizing pins mounted on each end of shell 
flange. Available on mounting style A only. 

MOUNTING STYLES 
A - Two mounting holes .197(5.00) diameter 

(for either nuts or jackscrews ordered sep
arately) and two polarizing posts. (Replaces 
Mounting Style B.) 

C - Four MS24700-2 bushings, included for the 
receptacle (M83733/5) . 

F - Four (4) clinch nuts (No. 6-32 thread) 
M83733/6). 

These high performance connectors are available in 
two shell sizes with a variety of mounting config
urations. There are 13 con
tact arrangements available 
accommodating from 18 to 
185 standard, shielded and 
coaxial contacts. The stan
dard contacts are available in 
sizes 12, 16, 20 and 220. 
Shells are a die-cast alumi
num alloy with electroless nickel finish. In
sulators are a high grade, glass reinforced, resin 
conforming to MIL-M-14 which meets or ex
ceeds the requirements of MIL-C-83733. Sil
icone rubber is used for wire sealing grommets, 
interfacial and peripheral seals. 

MIL-C-83733 (USAF) Nomenclature 

MILITARY PART NUMBER INDICATOR -------------------'~ r ]4

j
R 

BASIC SPECIFICATION ------- ------------' 

SPECIFICATION SHEET NUMBER 

CLASS: R-ENVIRONMENT RESISTANT - ----------------' 

BIOI 

SHELL SIZE ------------------------' 

CONTACT ARRANGEMENT ----------------------' 

ITT Cannon Nomenclature DPK A - G 131 P * G - 7 FO 
DPK B - G 185 S * K - 7 FO 
T --

SERIES PREFIX ----------' 
In CANNON DESIGNATION 1 SHELL SIZE ------- -------' 1 CONTACT MODIFICATION ------------' 

CONTACT ARRANGEMENT ------------' 

CONTACT TYPE ------------------' 

POLARIZATION (applicable to mounting style A) --------------' 

CONNECTOR MOUNTING STYLE -----------------' 

CONNECTOR MATERIALS PER MIL-C-83733 --------- ------' 

FURNISHED LESS CONTACTS ------ ---------------' 
(will not be stamped on connector). 

G - Four .281(7.14) diameter holes (for 
MS24700-2 bushings or 231-0019-000 
spring mounts) (M83733/1) . 

H - Two mounting hole flange. Two (231-0019-
000) spring mounts on the plug and two 
MS24700-2 bushing mounts on the recep
tacle (M83733/1 0 112). 

K - Four captivated, non-rotating spring mounts 
on the plug (M83733/4). 

M- Two mounting hole flange. Two mounting 
holes .281 (7.14) diameter (for MS24700-2 
bushings or 231-0019-000 spring mounts) 
(M83733/9) . 

ITT Cannon 

x - Two guide pins with two (231-0019-000) 
spring mounts on the plug and two guide 
sockets with two .197(5.00) diameter holes 
on the receptacle (M83733/2; 13) 

Y - Two guide sockets with two (231-0019-
000) spring mounts on the plug and two 
guide pins with .197(5.00) diameter holes 
on the receptacle (M8373317; 18). 

Z - Two staggered clinch nuts on the receptacle 
(No. 6-32 thread) (M83733 111). 

MATERIAL MODIFICATION 
-7 standard product line, environment resistant 
per MIL-C-83733(USAF). OPL M83733. 

Dimensio ns are shown in inches (millimeters). 
Dimensions subiect to change. 

Rack and Panel Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557·4700 • (800) 845·7000 



MIL-C-83733 Rack and Panel Connectors DPK 

Standard Data 

MATERIALS 
Shell 

Insulator 

Contacts 

Grommets and Seals 
Mounting Hardware 

Electrical Data 

FINISHES 
Diecast aluminum alloy A-380 per Shell 
OO-A-591 
Thermosetting plastic /Thermoplastic Contacts 

Electroless nickel plate per 
MIL-C-26074, Class 3 
Gold over suitable underplate per 
MIL-C-39029 

Copper alloy per OO-C-533 Hardware Passivate /Cadmium plate 

--------------------~-------
Silicone base elastomer 
Stainless steel I Alloy steel 

MECHANICAL FEATURES 
Shell Sizes 

Coupling 

Contact Arrangements 

Contact Termination 

A (DPKA): B (DPKB) 

Friction, spring mount or jackscrew
coupling nut 
A-18, 32, 51, G131 
B-48, 64, 78, 101 , 59W7 71. 

71C15, 161 , G185 
Crimp 

Sealing Range Max. current carrying capacity 01 contacts 
Number 01 contacts: 18 thru 185 Wire Diameter Contact Size: # 12 #16 #20 #22 

Contact Wire Accommodation Amperage: 23 13 7.5 5.0 
Sizes (AWG) Min, Max. 
220 22. 24, 26 .030(0.76) .060(1.52) Test Voltages (AC·RMS) 
20 20, 22, 24 .040(1.02) .083(2.111 Service Ratings (M & I) 
16 16, 18 .063(1.60) .103(2.62) 
12 12, 14 .081 (2.06) .158(4.01) 

Equivalent 
Mated Unmated 

Unmated 
Altitude Pressure 161 
(Ieet) (Torr) M I M I Arrangement 

12 RG -1 79 /U .081 (2.06) .158(4.01) 
Shielded 

Sea level - 1300 1800 1300 1800 1000 
50,000 87.5 800 1000 550 600 350 
70,000 35.5 800 1000 350 400 250 

110,000 5.74 800 1000 200 200 150 

Cross Reference From Military to Cannon Part Numbers 

MIL-SPEC PIN ITIC PIN MIL·SPEC PIN ITIC PIN MIL·SPEC PIN IITC PIN MIL·SPEC PIN ITIC PIN 
M83733I1RA018 DPKA-18PG-7 M83733 /10RA018 DPKA-18PH-7 M83733/8RA018 DPKA-18PY-7 M83733/6RA018 OPKA-18PF-7 
M8373311 RA032 DPKA-32PG-7 M83733/10RA032 OPKA-32PH-7 M83733/8RA032 OPKA-32PY-7 M83733/6RA032 OPKA-32PF-7 
M8373311RA051 DPKA-51PG-7 M83733/10RA051 DPKA-51PH-7 M83733/8RA051 OPKA-51PY-7 M83733/6RA051 OPKA-51 PF-7 
M8373311RA131 DPKA-G131 PG-7 M83733/10RB048 DPKB-48PH-7 M83733 /8RB048 DPKB-48PY-7 M83733 /6RA131 OPKA-G131 PF-7 
M83733 /1 RB048 OPKB-48PG -7 M83733/10RB064 OPKB-64PH-7 M83733/8RB064 DPKB-64PY-7 M83733/6RB048 DPKB-48PF-7 
M83733 11 RB064 OPKB-64PG-7 M83733 /10RB071 OPKB-71PH-7 M83733/8RB071 DPKB-71 PY-7 M83733 /6RB064 DPKB-64PF-7 
M8373311 RB071 DPKB-71 PG-7 M83733110RB71C DPKB-71C15PH-7 M83733/8RB71C OPKB-71 C15PY-7 M83733/6RB071 DPKB-71PF-7 
M8373311RB71C DPKB-71C15PG-7 M83733110RB078 DPKB-78PH-7 M83733 /8RB078 DPKB-78PY-7 M83733/6RB71 C OPKB-71C15PF-7 
M83733 11 RB078 OPKB-78PG -7 M83733/10RB10l DPKB-l 01 PH-7 M83733/8RB10l DPKB-l 01 PY-7 M83733/6RB078 DPKB-78PF-7 
M8373311RB101 OPKB-l 01 PG-7 M83733/2RA018 DPKA-18SX-7 M83733111RAD18 OPKA-18PZ-7 M83733/6RB10l OPKB-l01PF-7 
M8373311RB185 DPKB-G 185PG-7 M83733/2RA032 DPKA-32SX-7 M83733111RA032 DPKA-32PZ-7 M83733/6RB185 OPKB-G185PF-7 
M83733/4RA018 DPKA-18SK-7 M83733/2RA051 DPKA-51SX-7 M83733 /11RA051 DPKA-51 PZ-7 M83733 /9RA018 DPKA-18PM· 7 
M83733/4RA032 DPKA-32SK-7 M83733/2RA131 DPKA-G131SX-7 M83733 /11RB048 DPKB-48PZ -7 M83733/9RA032 DPKA-32PM-7 
M83733 /4RA051 DPKA-51SK-7 M83733/2RB048 DPKB-48SX-7 M83733 /11 RB064 DPKB-64PZ -7 M83733 /9RA051 OPKA-51 PM-7 
M83733/4RA 131 DPKA-G131 SK-7 M83733/2RB064 DPKB-64SX-7 M83733-11 RBD71 OPKB-71PZ-7 M83733 /9RB048 DPKB-48PM-7 
M83733/4RA048 OPKB-48SK-7 M83733/2RB071 DPKB-71SX-7 M83733 I 11 RB71 C DPKB-71C15PZ -7 M83733/9RB064 DPKB-64PM-7 
M83733/4RB064 DPKB-64SK-7 M83733/2RB71C DPKB-71C15SX-7 M83733 /11 RB078 DPKB-78PZ-7 M83733/9RB071 DPKB-71 PM-7 
M83733/4RB071 DPKB-71SK-7 M83733/2RB078 DPKB-78SX-7 M83733 /11RB101 OPKB-l01PZ-7 M83733 /9RB71C DPKB-71C15PM-7 
M83733 /4RB71 C DPKB-71C15SK-7 M83733/2RB10l DPKB-l01SX-7 M83733 /3RA018 DPKA-18PX-7 M83733/9RB078 DPKB-78PM-7 
M83733/4RB078 DPKB-78SK-7 M83733/2RB185 DPKB-G185SX-7 M83733 /3RA032 DPKA-32PX-7 M83733/9RB10l DPKB-l 01 PM-7 
M83733/4RB10l DPKB-l01SK-7 M83733/5RA018 DPKA-18PC-7 M83733 /3RA051 OPKA-51 PX-7 M83733/12RA018 DPKA-18SH-7 
M83733/4RB 185 DPKB-G185SK-7 M83733/5RA032 DPKA-32PC-7 M83733 /3RA 131 DPKA-G131PX-7 M83733/12RA032 DPKA-32SH-7 
M8373317RA018 DPKA-18SY-7 M83733 /5RA051 DPKA-51PC-7 M83733/3RB048 DPKB-48PX-7 M83733/12RA051 DPKA-51SH-7 
M8373317RA032 DPKA-32SY-7 M83733/5RA131 OPKA-G 131 PC-7 M83733 /3RB064 DPKB-64PX-7 M83733 I 12RB048 DPKB-48SH-7 
M8373317RA051 DPKA-51SY-7 M83733/5RB048 DPKB-48PC-7 M83733 /3RB071 OPKB-71 PX-7 M83733112RB064 OPKB-64SH-7 
M8373317RA 131 OPKA-G131 SY-7 M83733 /5RB064 DPKB-64PC-7 M83733/3RB71C OPKB-71 C15PX-7 M83733/12RB071 DPKB-71SH-7 
M8373317RB048 DPKB-48SY-7 M83733/5RB71C OPKB-71C15PC-7 M83733/3RB078 OPKB-78PX-7 M83733112RB71 C DPKB-71C15SH-7 
M8373317RB064 DPKB-64SY-7 M83733/5RB078 OPKB-78PC-7 M83733 /3RB10l OPK-l 01 PX-7 M837 33 I12RB078 OPKB-78SH-7 
M8373317RB071 OPKB-72SY-7 M83733/5RB10l DPKB-1 01 PC-7 M83733 /3RB185 OPKB-G 185PX-7 M83733112R8101 OPKB-l01SH-7 
M8373317RB71 C DPKB-71C15SY-7 M83733 /5RB185 DPKB-G185PC-7 
M8373317RB078 DPKB-78SY-7 M83733/5RB071 DPKB-71PC-7 
M8373317RB 1 01 DPKB-l01SY-7 

ITT Cannon 
Rack and Panel Products, 666 E. Oyer Rd" P.O. Box 929. Santa Ana, CA 92702-0929 • (714) 557-4700 • (BOO) 845-7000 

169 



170 

MIL-C-83733 Rack and Panel Connectors 

Mounting Styles / Applications 

Style A 
Mounting style A is designed for cord-to·panel and 
cord-to·cord applications. Connectors are supplied 
with two polarizing posts installed and provisions 
for installation of two jackscrew assemblies or two 
coupl ing nut assemblies. (Replaces Mounting Style 
B.) 

Style C 
Mounting style C is designed for cord·to-panel or 
rack-to-panel appl ications. Connectors are supplied 
with (4) MS24700-2 bushings on the receptacle 
and 4 spring mount assemblies on the plug . 

Style F 
Mounting Style F is designed for rack· to· panel 
applications. Connectors are supplied with four 
captive clinch nuts installed. 

Style G 
Mounting style G is designed for rack-to-panel 
applications. Connectors are supplied with four 
.281 (7 .14) diameter holes which will accommodate 
either four MS24700-2 bushings or four 231-0019· 
000 spring mounts. 

Style H 

Mounting style H is designed for rack·to-panel 
applications. Connectors are supplied with two 
.281(7 .14) diameter holes which are staggered. 
Two spring mounts are on the plug end two 
MS24700-2 bushings are on the receptacle. 

Style K 
Mounting style K is designed for rack·to-panel 
applications. Connectors are supplied with four 
captivated, non -rotating spring mounts on the plug . 

OPK connectors for rectangular or staggered 
mounting are avai lable in both two- and four-spring 
mount assemblies, or the same shell style may be 
ordered to accommodate bushing assemblies. In the 
spring mount version the spring-loaded mechanism 
will compensate for a panel space variation of up to 
.070(1.78) while insuring electrical and environ 
mental integrity. 

Plug 
Socket Contacts 

~ 

Plug 
Socket Contacts 

M83733·12 

Plug 
Socket Contacts 

M83733 /5 

Receptacle 
Pin Contacts 

M83733/6 

Receptacle 
Pin Contacts 

M83733 /4 

Plug 
Socket Contacts 

ITT Cannon 

Receptacle 
Pin Contacts 

~ 

M83733 /1 

Receptacle 
Pin Contacts 

M83733·10 

Receptacle 
Pin Contacts 

DPK 

OPK connectors are also available with polarizing 
posts, accommodations for jackscrews, and cou
pling nuts for cord-to-cord and cord-to-panel appli 
cations. Another shell style has two or four mount
ing holes fitted with captive clinch nuts. 

For mounting dimensions of the various mounting 
styles shown here please refer to pages 174-177. 

Ordered Separately 

Jackscrew Assembly 
305·0007 ·000 

Coupling Nut Assembly 
335·0002·000 

Supplied with Connector 

Bushing MS24700·2 
(Self·Lockingl 
012·0515·000 

Spring Mount Assembly 
MIL·C·83733/17 
231·0019·000 

Ordered Separately 

Bushing MS24700·2 
(Self· Locking) 
012·0515·000 

Spring Mount Assembly 
MIL·C·83733 /17 
213·0019·000 

Supplied with Connector 

Bushing MS24700·2 
(Self·Locking) 
012·0515·000 

Spring Mount Assembly 
MIL·C·83733 /17 
231·0019·000 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-83733 Rack and Panel Connectors 

Style M 

Mounting style M is designed for rack-to-panel 
applications. Connectors are supplied with two .281 
(7 .14) diameter holes which are staggered and will 
accommodate eight two MS24700-2 bushings or 
two 231-0019-000 spring mounts. 

Style X 

Mounting style X is designed for rack-to-panel 
applications where positive alignment is required 
before connectors are mated. Plug has two guide 
pins and two spring mounts (MIL-STD-1533); re
ceptacle has two guide sockets and two .197 (5.00) 
dia. holes. 

Style Y 

Mounting style Y is identical to mounting style X, 
except the guide sockets are on the plug and the 
guide pin and springs are on the receptacle. 

Style Z 

Mounting style Z is designed for use in rack-to
panel applications. Connectors are supplied with 
two captive clinch nuts which are staggered. 

MIL-C-83733 / DPK Mounting Styles 

Receptacle 
Pin Contacts 

MIL-C-83733 
Connector Type 

MS3733/1 RECEPTACLE 
M83733 /2 PLUG 
MS3733 /3 RECEPTACLE 

MS3733 /4 PLUG 

MS3733 /5 RECEPTACLE 
MS3733 /6 RECEPTACLE 
MS3733-07 PLUG 
MS3733-0S RECEPTACLE 
MS3733-09 RECEPTACLE* 
MS3733·10 RECEPTACLE* 
MS3733-11 RECEPTACLE* 

MS3733-12 PLUG 

*Not recommended for G131 and G1S5 layouts. 

ITT Cannon 

DPK Mtg. 
Style 

G 
X 
X 

K 

C 
F 
Y 
Y 
M 
H 
Z 

H 

DPK 

Mating MIL-C-83733 DPK Mtg. 
Connector Style 

MS3733/4 K 
MS3733/3 X 
MS3733 /2 X 

MS373311 G 
MS3733 /5 C 
MS3733 /6 F 
MS3733/4 K 
MS3733/4 K 
MS3733/S Y 

MS373317 Y 
MS3733 /12 H 
M83733/12 H 
MS3733 /12 H 
MS3733 /9 M 
MS3733/10 H 
MS3733111 Z 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 171 
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MIL-C-83733 Rack and Panel Connectors DPK 

Contact Arrangements 

DPKA 
Face View Pin Insert Shown 

Layout 
No. of Contacts 
and Wire Size 
Service Rating 

DPKB 

Layout 
No. of Contacts 
and Wire Size 
Service Rating 

Layout 
No. of Contacts 
and Wire Size 
Service Rating 

Layout 
No. of Contacts 
and Wire Size 

Service Rating 

Layout 
No. of Contacts 
and Wire Size 
Service Rating 

Layout 
No. of Contacts 
and Wire Size 
Service Rating 

* PDS-ALINE DESIGN 

000 0000 
GGOGOOOO 

<868880000 
00800800 

32 
32 #16 

0006G80c:i~OOnO~' OnOoOOOoOOO 
8688U 2 cO ' 8~;( 6 8000 

00800 ',0" 0000000 
48 

30 #16 (1, 2, 10·15,22·29, 35·48), 
18 #12 (].9, 16·21, 30·34) 

64 
64 #16 

G@@0) ~f2;..f2;..0-.f2;.. fP.'\\ 0000 
18@@@@ @~@@@ @@@@@@ 

@@@@@@ @l~©E~@}@ ®@@@@@ 
@@@@@@ 7S\1S\7S\?S\ @@@El@@ 

®@@j@j@@@ ~@;@® @@I@I®@(§)(8 

71C15 
56 #20 (1 ·4, 11 ·30, 36·60, 65·71) 

15 Shielded #12 (5·10, 31·35, 61·64) 
#20: 1500; #12 Shielded: 500 

1 & 500 VOC (Coax) 

GGOGOGOeOG~DO()O()OOO 
~0lee0le@@O@0lI8@e@e800@ 

°oO~O€PeeeO@OeO@O@880e@e9000eeO@%)88@@88@ 
G~eee~eeee8@oeoe@e8e8 

101 
101 #20 

In the 161 contact arrangement. the entire pin contact is recessed in an individual cavity in 
the plug connector. The socket contact is exposed and extends from the connector receptacle 
face . (Pin insulator accepts socket contacts.) 

ITT Cannon 

18 

47 27 
~ D 
~ ~ 

110 79 
131 ...-<c::....;:..-=-.:"-=-...:::.....;,,--,,,---,,-:::....:::><. 1 00 

G131 
131 #220 

M 

@@@@@B@@0@®~0®@00~0 @@@@@@@@05@ ,@ 
~G~®~@~@~O~G~ 

@®@@@@@@8@@@@@@@@@@@@ 
59W7 

52 # 20 (1 ·52) 
7 Coax. (A·G) 

#20: 1500 Coax: 1000 
I & 500 VOC (Coax) 

12 1 

The 59W7 layout is sold less coaxial contacts, see page 173 for contact part numbers. 

71 
56 #20 (1 ·4, 11·30, 36·60, 65·71) 

15 # 12 (5·10, 31 ·35, 61 ·64) 
I 

OGGOOOOOID00008000 
8e80l0000000068 6 @GG 
e~~~e0800080000~~: 
8088 0008008808 eGG " 

78 
38 #20 (1·4, 14·21 , 32·39, 51·57, 

68·78),40 #16 (5·13, 22·31, 
40·50, 58·67) 

I 

1000 VOC 

Rack and Panel Products. 666 E. Oyer Rd .. P.O. Box 929. Santa Ana. CA 92702,0929 • (714) 557·4700 • (800) 845·7000 



MIL-C-83733 Rack and Panel Connectors DPK 

Polarization (Mounting Style A only) 

olarizing Post Alternate Positions 
Pin inserts polarizing positions are 180· opposite 
socket insert polarizing positions. Shaded areas 

(~( l!] (~( l!] (~ r )!) indicate extended portion of the polarizing posts. 
Cord to panel OPK connectors are available in 35 
alternate polarizing positions by changing indexing 
of the polarizing posts. Keystone corners and hexa-

[~r )1) [~ r ) !] (iC ) !) gonal posts provide this wide range of alternate 
positions. 
Face view of socket insert plug connector engaging 
end. 

Contact Data 

Standard Contacts 
Grommet 

Insertion / Sealing Plug 
Contact Cannon Military Crimp Extraction Part Number -- Size Type Part Number Part Number Tool Tool (Color! 

IJ 12 Pin 030·9185·003 M39029 /4·113 M2252011 ·01 MIL.J.81969 /14·04 225·0072-000 
SkI. 031 ·9186·003 M39029 /5·118 with (Yellow! 

16 Pin 030·9205·007 M39029 /4·111 M22 520 /1·02 MI L·I·81969114·03 225·0071·000 
SkI. 031 ·9206·006 M39029 /5·116 Turret (Blue! 

M22520 /2·01 

20 Pin 030·9173·006 M39029 /4·11 0 with MIL·I·81969 /14·02 225·0070·000 
SkI. 031 ·9174·004 M39029 /5·115 M22 520 /2·02 (Red! 

Turret 

M22520 /2·01 

22 Pin 030·1975·008 M39039 /11·144 with MIL·I·81969 /14·01 
SkI. 031 ·1113-008 M39029 /12·148 M22520/2·23 

Turret 

M22 520 /2·01 
225·1 01 3·000 

030·2042·000 M39029 /58·360 
with 

MIL·I·81969/14·01 
(Black! 

220 Pin M22520 /2·09 
SkI. 031 ·1147·000 M39029/57·354 (Socketl 

Turret 
M22520/2·07 

(Pin! 
Turret 

Coaxial/Shielded Contacts 
Grommet 

Min./Max. Ins./ Sealing Plug 
Cannon Cable OWV 0.0. Wire Crimp Ext. Part Number 

Coaxial Type Part Number Accom. Voltage Accom. Tool Tool (Color! 

Plug 249·5500·012 .122 (3.10! CCTC8 Outer 
Coaxial Receptacle RG·316 500 VOC M22520/2·01 CET·C8 

Contacts* 249·5500·013 .2 50 (6.35! M22520 /2·30 225·0085·000 
59W7 CCTC9 Outer (White! 

Arrangement Plug 249·5500·010 
Only Receptacle 249·5500·011 

RG·180 /U 500 VOC .122/250 M22520 /2·01 CET-C8 
M22520 /2·30 

*Plug coaxials go into plug connectors (59W7S inserts wi th socket contacts). Receptacle coaxials go into receptacle connectors ("P" inserts) with pin contacts (59W7P inserts wi th pin contacts) . 

Grommet 
Ins./ Sealing Plug 

Cannon MIL Cable Min./Max. Crimp Ext. Part Number 
Shielded Type Part Number Part Number Accom. Cable oia. Tools Locator Tool (Color! 

Size 12 M22520 /5·01 M22520 /5·08 
Contact Pin 249·1825·001 M39029 /50·340 .081 (2.06! Outer Outer 225·0072·000 
71C15 -- RG·179 /U CIET·12 
Layout Socket 249·1826·000 M39029 /51 ·341 .158(4.011 M22520 /2·01 M22520/2·30 (Yellow! 

Only Inner Inner 

shielded contacts utili zed in receptacle connectors (71C15P inserts). 
Socket shielded contacts utilized in plug connectors (71C15S inserts). 

ITT Cannon 173 
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MIL-C-83733 Rack and Panel Connectors DPK 

Receptacle (Pin Contacts) 

BASIC RECEPTACLE SHELL DIMENSIONS 

~ 
1.385 MAX . 

- (3516) 

1 135 MAX 1.()()2 + .008 - .017 
890 '" 005 .... -, (25.45 + 0.20 - .43) .,,, ;"1 J " .. , F----l===l=~====±11 

1.000 '" .010 1.158 '" .012 
(25.40 ", 0.25) (29.41 ",0.30) 

~- J 
J ~~ _.oo~:CTION SHELL 

(2.82 + 0.20 - 0.18) AND SCREW 
~+~-~ A 

(13.36 + 0.20 - 0.18) III 

--~ ______________ L ______________ ~ 

r- -C~·l 
1~-~-------8--------~·1 

~~ I~(g)~ll +-~". 
.312 ",,,,"I :-01-0-R-'4-P-Lc-s-.--A-I-88-±-01-0-R-T"';~ 

(7.92 '" 0.25) (4.78 ± 0.25) . 

&, Junction shell and screws are not supplied on -G131 and ·G185 layouts. 

DPK TYPES 

DPK/MIL-C-83733 TYPES 

Mounting Style A 

.197 '" .005 DIA. 
(5.00 % 0.13) 

2 HOLES 

POLARIZING POST 
2 REQD. 

SHELL SIZE A 
2.085 (52.96) 

DP KA-*P*-* 2.072 152.63) 
3.385 185.98) 

DPKB-*P*-* 3.372 185.65) 
tSee Page 175 Style M and Z 

B C L 
1.976 (50.19) 2.580 (65.58) 3.030 (76.96) 
1.961 149.81) 2.570 165.38) 3.000 (76.20) 
3.281 (83.34) 3.880 (98.53) 4.330 i1 09.98) 
3.261 182.83) 3.870 198.32) 4.300 (109221 

Mounting Dimensions for Coupling Nut Assemblies 

RECEPTACLE 
REF. 

PANEL 

JAM NUT 

RECEPTACLE 
CONNECTOR 
REF. 

Mounting Style G Mounting Style F Clinch Nut Mounting 

N 
Staggeredt 

2.150 (54.61) 
2.130 154.10) 
3.450 (87 .63) 
1430 187.12) 

r~_"....._~~S~ta~nd~ar~d ~Ho~le~M~o~un~tin~g ~M~IL-~C-~83~7~33~/1:(U~S~AF.;..) ~:-~----------;::?5 MIL-C-83733 /6(USAF) ____ -----.,.., 

~OC 6)~ ~[( 6 j:J 
'(""c' 

w ql ±.005 DIA. L;i.~4 ±0.13) 
4 HOLES 

ITT Cannon 

.141 MAX' l 
(3.58) 

~======::::::::;;;J 
T 

.138 (3.50) - 32 CLINCH NUT 
(4 PLACES) THREAD 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557·4700 • 1800) 845 ·7000 



MIL-C-83733 Rack and Panel Connectors DPK 

Receptacles / Configurations (Pin Contacts) 

DPK/MIL-C-83733 TYPES 
Mounting Style C 

Bushing Mounting MIL-C-83733 /5(USAFI 

RECOMMENDED SCREW 

;:.~:' - ~ ""'~ .. i 
",N_'Yt ~ BUSHING 

,281 '" ,005 DIA, -FLANGE 
(7,14 ",0,13) HOLE 

DPK/MIL-C-83733 TYPES 
Mounting Style Y 

With Guide Pins MIL-C-83733 /8(USAFI 

~ i ~ 
@) 1 © 

@ 

Mounting Style H 
Staggered Bushing Mounting MIL·C-83733/1 O(USAFI 

,281 '" ,005 DIA, 
(7,14 ",0,13) 

RECOMMENDED SCREW 
,138 (3,50) - 32 UNC-2A FLH 
(3/8 LONG) THREAD 

HOLE 

ITT Cannon 

Mounting Style X 
With Guide Sockets MIL-C-83733 /3(USAFI 

~ •• " ~ 0 l~O 
AC~~H~~'~L~ATS I ~~I~~~~~~~ ,197 + ,003 - ,002 DIA, 

(5,00 + 0,08 - 0,05) 
2 HOLES 

-t-

,207 '" ,002 DIA, 
(5,26 '" 0,05) 

1.060 ± ,010 ~~=======I ff,--- ,(26,92 ± 0,25!Lr l ... 

,312 (7,92) - 24 UNF,2A 

Mounting Style M 
Staggered Standard Hole Mounting MIL·C·83733/9(USAFI 

d( 0 lR~,.~ .. 
I 

l (7.14,00,13) 

1-0'- -- N ----1., 2 HOLES 

Mounting Style Z 
Staggered Clinch Nut Mounting MIL-C·83733 / 11(USAFI 

Dimensions are shown in inches (mill imeters), 
Dimensions subject to change, 

Rack and Panel Products, 666 E. Oyer Rd" P,O, Box 929, Santa Ana, CA 92702·0929 • (714) 557-4700 • (BOO) 845·7000 
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MIL-C-83733 Rack and Panel Connectors DPK 

Plug I Configurations (Socket Contacts) 

Basic Plug 
Shell Dimensions 

& Junction shell and hardware are not supplied on -G131 and 
-G185 layouts. 
t See pag e 177 Style M and H 

DPK Styles 

Mounting Style A 

.198 + .Q0.4 - .003 0 106., 
(5.03 + 0.10 -0.08) 

2 HOLES 

,312 :1: .010 
(1.92 %0.25) 
4 PLACES 

Shell Size 

OPKA·*S*-* 

OPKB-*S*-* 

.500MAX·

l (12.70) POLARIZING PO~ST 
2 ReaD. 

DPK / MIL-C-B3733 Types 
Mounting Style K - Mll-C-83733 /4(USAF) 

With Captive Springs 

.138 (3.SO) ·32 UNC-2A 
THREAD 

1.2SO(31 .75) MAX. 
SPRING IN FREE 
POSITION 

.390 MAX. ',\:,J,--1 
(9.91) --I I-

NOTES: 1. Springs are pre· loaded to 25 pounds each in free posit ion. 
2. Spring forces wi ll be 118 pounds minimum at .500 (1 2.70) panel spacing and 176 

pounds maximum at .390 (9 .91) panel spacing. 

ITT Cannon 

A 
1.959 (49.76) 
1.946 (49.43) 
3.259 (82.78) 
3.246 (82.45) 

.125 :1: ,010 R. 
(3.16 ::1:0.25) 

2 PlACES 

B 
1.864 (47.35) 

C 
1.780 (45.21) 

N 
0 l Staggeredt 

2.580 (65.53) 3.030 (76.96) 2.150 (54.61) 
1.853 (47.0n 1.763 (44.78) 2. 570 (65.28) 3.000 (76.20) 2.130 (54.10) 
3. 164 (80.37) 
3.153 (80 .09) 

3.080 (78.23) 3.880 (96.52) 
3.063 (77.80) 3.870 (98.30) 

Mounting Spacing Dimensions 
For Jackscrew Assemblies 

4.330 (109.98) 3.450 (87 .63) 
4300 (109.22) 3.430 (87 .12) 

'-~-W"l;W 
.040 (1 .02) DIA. 
WIRE HOLE SAFETY 

CONNECTOR 

305-0007-000 RETAIN ING RING 

PANEL (REF.) 

JACKSCREW ASSY. 

PLUG 
CONNECTOR 

RECEPTACLE 
CONNECTOR 

Mounting Style X - Mll-C-83733 /2(USAF) 
With Guide Pins and Spring Mounting 

.138 (3.50) -32 UNC-2B 
THREAD 

1

31' 

~.~".: ~ f (5.08 '" 0.05) 

1.370 
(34.80) 
MAX. 

.190(4.82) -24 UNC-2A 
THREAD ~ ___ __ ____ _ __ _ _ t , ,1'6 %.080 

: (2 .94 '" 2.03) 

'----- .190 (4.82) -32 UNF-2 

NOTES: 1. Springs are pre-loaded to 25 pounds each in free posit ion. 
2. Spring forces will be 59 pounds minimum at .500 (1 2.70) panel spacing and 88 

pounds maximum at .390 (9 .91) panel spacing. 
3. This configuration must not be used on the 131 or 185 contact layouts. 

Dimensions are shown in inches (mill imeters). 
Oimensions subject to change. 

R"k " ri P"pl Pmri,,,,, fi fi fi F n,,, Rri p.n. Rn , 929. San" Ana. CA 92702-0929 • 17141 557-4700 • 1800) 845-7000 



MIL-C-83733 Rack and Panel Connectors DPK 

Plug Configurations (Socket Contacts) 

DPK/MIL-C-83733 Types 
Mounting Style Y - Mll-C-83733!7(USAFI 

With Guide Sockets and Spring Mounting 

ACROSS HEX FLATs __ 1 

.138 (3.50)·32 UNC2B THREAD 

L 
.116 %.080 r'f,E::;:======:j 

(2.94 %2.03) 

.405 ± .010 
(1 0.28 % 0.25) 

Mounting Style H - Mll-C-83733/12(USAFI 
Staggered Spring Mounting 

~( @ II 
~NL--J 

.138(3.50) ·32 UNC·29 THREAD 

*See page 175 

.116 :.oeo 
~ (2.94 %2.03) 

~========~~f1 

NOTES: 1. Spring s are pre· loaded to 25 pounds each in free position. NOTES: 1. Springs are pre· loa ded to 25 pounds each in fre e position. 
2. Spring forces will be 59 pounds minimum at .500 (1 2.70) panel spacing and 88 

pounds maximum at .390 (9 .91) panel spacing. 

DPK Commercial Types 

I 

I:: : 
I 

Mounting Style G 
Standard Hole Mounting 

( @ 

. 281 :t .OO5 OIA. 
(7.14 :to.12) 
4 HOLES 

~ ~ 

0 

I 

: : :I 
I 

Mounting Style F 
Clinch Nut Mounting 

ITT Cannon 

2. Spring forces will be 59 pounds minimum at .500 (1 2.70) panel spacing and 88 
pounds maximum at .390 (9.91 ) panel spacing. 

3. This configuration must not be used on the 131 or 185 contact layouts. 

Mounting Style M 
Mounting 

~ ~lk 
I • N- ---+l .281:t .005 OIA . 

(7.14 :to.13) 
2 HOLES 

*See page 175 

Oimensions are shown in inches (millimeters). 
Dim ensions subject to change. 

Rack and Panel Products. 666 E. Over Rd .. P.O, Box 929. Santa Ana. CA 92702·0929 . (714) 557-4700 • (800) 845· 7000 
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MIL-C-83733 Rack and Panel Connectors DPK 

Panel Cutout Dimensions 

Mounting Styles 
PG, SG SY, PY 
PC, PF. SF S*A, S*B 
SX, PX, SK P*A, P*B 

Mounting Styles 
SH, SM 

Mounting Styles 
PM, PH, PZ 

MIL-C-83733 
Part No.! 

Mounting Style 

M8373311 /5/6 

M83733 /2 

M83733 /3 

M83733 /4 

M8373317 

M83733 /8 

M83733 /9/10 /11 

M83733112 

N/A 

DPK 
Mounting 

Styles 

PG,SG, 
PC, PF, SF 

SX 

PX 

SK 

SY 

PY 

PM, PH, 
PZ 

SH, SM 

S*A, S*B, 
P*A, P*B 

Figure 
ReI. 

1 

1 

1 

1 

1 

1 

2 

3 

1 

Figure 1. 

,562 ., .00<1 
(14.28 ., 0,10) 

...L 

E. 
,060 ., ,010 RAO, 
(1 ,57 ;I: 0,25) TYP. 

4 PLACES 

Figure 2. 

Figure 1 

A 

t------A-----.... I I--(;~)MIN 
-.-___ : ,._-----------.. ... 1- - - --
t @ (@,-

"095l:j'005 1'-, ,562 ;1: ,00<1 
(27,81 ;1:0.13) __ I (14,28 :!:0.10) 

© t i 
'-----------...... ....- --

,146:!: .002(3,71 :!:0,05)0IA, 1------ 8 ----- (.~ ~g~~~~ 
THRUC' SUNK 
100' :!: l' To ,280 :!: .005 (7.11 :t 0.13) OIA, 4 PLACES 
2 PLACES 

--:l--~~>-r-------_-_-_--:..-_-_-_-_A_ -_ -_ -_ -_-_-___ -.... -©"'I 1r-,._~_:T(2-~7) MIN, 

1,095 % .005 ; ,562 % ,00<1 
(27.81 %0,13) " (14,28.,0,10) 

L~,---___ -...c... (~~ 
,146: ,002(3,71 :I: 0,05) OIA, ... 1·-----8----~·1 
THRUC' SUNK 
100' :t , . To ,280 ;I: ,005 (7,11 ;I: 0, 13) OIA, 
2 PLACES 

B 0 

,060., ,010RAO, 
(1,57 ., 0.25) TYP, 
4 PLACES 

± ,004( ± 0,10) ± .005( ± 0.13) ± .005( ± 0.13) E, E, 

Shell 
Size A 

2.578 
(65.48) 

2.578 
(65.48) 

2,578 
(65.48) 

2,578 
(65,48) 

2.578 
(65.48) 

2,578 
(65.48) 

2,578 
(65,48) 

2,578 
(65.48) 

2.578 
(65.48) 

Shell Shell Shell Shell 
Size B Size A Size B Size A 

1875 2,103 3.400 1,022 
(98,43) (5113) (8636) (25.96) 

1875 2.103 3.465 1.022 
(98,43) (51.13) (88.01) (25,96) 

1875 2.103 1465 1.022 
(98.43) (51.13) (88,01) (25,96) 

3.875 2,167 3.465 1.095 
(98.43) (55,04) (88,01 ) (27.81 ) 

1875 2,167 3.465 1095 
(98,43) (55,04) (88.01) (27.81) 

1875 2,167 3.465 1.095 
(98.43) (55,04) (88,01) (27,81 ) 

3.875 2,167 3.465 1.095 
(98.43) (55.04) (88,01 ) (27.81 ) 

1875 2,095 3.400 1.095 
(98.43) (53.21) (8636) (27,81) 

3.875 2.103 3.465 1022 
(98,43) (51.13) (88.01) (25,96) 

ITT Cannon 

Shell Shell 
Size B Size A 

1022 .148 (176) 
(25,96) ,144 (166) 

1,095 ,148 (176) 
(27.81) ,144 (166) 

1.095 320 (8.13) 
(27,81) 315 (8,00) 

1,095 ,148 (3.76) 
(27,81) ,144 (3.66) 

1095 .148 (3.76) 
(27.81) ,144 (166) 

1.095 380 (9,65) 
(27,81) 370 (9.40) 

1.022 -(25,96) 

1.095 
-(27.81) 

1,095 301 (7,65) 
(27.81) ,294 (7.45) 

Shell Shell Shell 
Size B Size A Size B 

,148 (3.76) ,148 (176) .148 (176) 
,144 (166) ,144 (166) ,144 (166) 

,148 (3.76) ,260 (6,60) ,260 (6,60) 
,144 (166) .250 (635) ,250 (635) 

320 (8,13) .148 (3.76) ,148 (3.76) 
315 (8,00) ,144 (3.66) .144 (3.66) 

,148 (3.76) ,148 (3.76) ,148 (3. 76) 
,144 (166) .144 (3.66) ,144 (3.66) 

,148 (3.76) ,430 (10,92) .430 (10,92) 
,144 (166) .420 (10.67) .420 (10.67) 

380 (9.65) .148(176) ,148 (176) 
370 (9.40) ,144 (3.66) ,144 (3.66) 

- - -

- - -

301 (7,65) 301 (7.65) 301 (7,65) 
,294 (7.45) .294 (7.45) ,294 (7.45) 

Dimensions are shown in inches (millimeters), 
Dimensions subject to change, 

Rack and Panel Products, 666 E. Over Rd" P,O, Box 929, Santa Ana, CA 92702-0929 • (714) 557-4700 • (BOO) B45-7000 



MIL-C-83733 Rack and Panel Connectors DPK 

Mounting Assembly - Jackscrew / Coupling Nut 

nstallation of jackscrew and coupling nuts in mounting style A and B. 

SHELL 
(REF.) 

CORO-TO-CORO INSTALLATION 

COUPLING 
SCREW 

WASHER, THRUST 

PANEL MOUNTING 

SHELL (REF.) 

SHELL (REF.) 

- NUT, PANEL MTG. RING, TRUARC RET. 

MOUNTING 
PANELS (REF.) MOUNTING PANEL POSITIONS 

WHEN ENGAGED 

Mounting Assembly - Bushing / Spring Mount 

Installation of mounting styles utilizing bushing and spring mount assemblies. 

PLUGS 

ECEPTACLES 

BUSHING MOUNTING FIXED 
M5270400-2 MAY BE USED FOR MOUNTING 
BUSHING IS SELF·LOCKING 

.111 + .008 - .007 
(2.82 +0.20 -0.18)~ 

:!~~~~::g~~---'L __ ~=:;:::B:~~::;:=1 
TO iNSURE 445 ± 055 t 
ENGAGEMENT (i 1.30 ::.,:'1.::40::.) __ -",-PACN:E:L:::R&EF~. 

f .J A 
FLANGE OF MATING RECEPTACLE ~ '§:~2 
WHEN FULLY ENGAGED ,.~;.:~ 

....... 9.~, 

./""POSITION OF 
• ,()-.,- SPRING ASSY 
'~' WHEN CONNECTORS 
~::~ ARE MATED 
:::::"' RACK 6 ~(REF.) 
I :q 7::ds :2: .055 

(11 .30:1: 1.40) 

RECOMMENDED PANEL SPACING TO 
INSURE FULL ENGAGEMENT 

PANEL (REF.) 

.281 :1:.005 
(7.14 :1:0.13) \ 

DIA. 

BUSHING MOUNTING FIXED MS247OQ-2 
MAY BE USED FOR MOUNTING 
BUSHING IS SELF-LOCKING 

RECOMMENDED SCREW 
M6-32UNC-2A (II LONG) 

ITT Cannon 

SPRING. FLOAT MOUNTING ASSEMBLY 
MAY BE USED FOR MOUNTING 
MIL-C-83733117 

RECOMMENDED SCREW 
M6-32UNC-2A (ll LONG) 
WITH TEFLON PELLET 
(SELF-LOCKING) 

RECOMMENDED SCREW 
t6-32UNC-2A ('4 LONG) 
WITH TEFLON PELLET 
(SELF-LOCKING) 

SPRING FLOAT MOUNTING ASSEMBLY MAY BE 
USED FOR MOUNTING 

Dimensions are shown in inches (millimeters). 
Dimensions su bject to change. 

Rack and Panel Products, 666 E. Dyer Rd " P,D, Box 929, Sanla Ana. CA 92702 ·0929. (714) 557 -4700 • (800) 845·7000 
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MIL-C-83733 Rack and Panel Connectors 

Assembly IShielded Contacts 

Socket 
249-1826-000/ M IL-C-39029 / 51 
Size 12/RG-179B/U Cable 

INNER SKT CONTACT 
.122 MIN. DIA. r (3.10) 

--*-~~~.~~~'--r .148 :I: .002 DIA. Iln- .160 :I: .001 
(3.75 :I: 0.05) (4.06 :I: 0.02) 

-rf r ,.046 :1: .002---j I-- j--..:L 
.084 MIN. DIA. J (1.16 :I: 0.50) f.. .495 :1:.005 
(2.13). (12.57 :1:0.13) 

~ .756MAX.----- • 

Pin 
249-1825-001 /MIL·C-39029 /50 
Size 12/RG·179B/U Cable 

FERRULE 

(19.20) 

DPK 

. 084 MIN. DIA. ~ 
(2.13) 

t ='== ~---rr-t 
INNER PIN CONTACT r .151 MAX. DIA . 

(3.64) 

.1 48 :I:.002DIA. 

(3'76:1:0;-~~=~~~~=r t 
---t'::~I-j ~ I,,,·,,, 

.122 MIN. DIA. +..J, - (3.00 :I: 0.08) .094 :I: .001 

(3.10) 616 005 (2.38 :I: 0.02) __ . :1:. _____ -.1 

Assembly Instructions 

(15.64 :1:0.13) 
.660MAX. __________ -I 

(22.35) 

FERRULE 

~;::::::'DIELECTRIC 

Step 2. 

'- OUTER CONDUCTOR SHALL 
NOT EXCEED TH IS EDGE 

Slip (or install ferrule over outer conductor against cable jacket. 
Exposed portion of the outer conductor must be combed out then folded 
back over ferrule . 

. 403 REF. 1 I 
(10.24) - - r--'NNER 

~L=E~~H.I::--wJ./ CONTACT 

Step 4. 
Install inner contact against dielectric then crimp contact and center 
conductor with a M22520 /2·01 crimp tool using a M22520 /2·30 
locator. 

ITT Cannon 

.510 :1:.010 
(12.95 ±0.25) -I 1-

Q 1/;S§¢§§::m&Z! 

Step 1. 
Strip outer jacket to dimensions shown to expose outer conductor. 

Step 3. 

.340 ± .010 _I ~ 
(8.64 ± 0.25) 

.070 ± .010 
-t::=]Z -J:" (1.78 ±0.25) 

Trim cable to dimensions, as shown. (Ferrule must butt aga inst cable 
jacket.) 

Step 5. 
Insert cable, ferrule and inner contact to rear of shell and crimp int 
place with M22520 /5·03 crimp tool. 

Dimensions are shown in inches (millimeters ). 
Dimensions subject to change. 



MIL-C-83733 Rack and Panel Connectors 

Coaxial Contact I Assembly 

49-5500-010 
249-5500-011 

~
ODY ASSEMBLY 

INSULATOR, BEAD ~CONTACT' PIN \. 

BODY INSERT \ r -~- - --

RING,OUTER ~_n_~ _ _ n iIJ-- -<// 

\::: COAXIAL CABLE " 

RG-I80/U OR RG-195/U "[ m:==:J 
CONTACT, SOCK:~ -, - - - -; 

BODY ASSEMBLY 

STEP 1. 
Slide outer ring over cable as shown (Figure 1). 

STEP 2. 
Strip cable as shown (Figure 1). 

STEP3. 
Install body insert. insulator bead, and contact on cable as shown 
Figure 2). 

STEP 4. 
With body insert. insulator bead, and contact firmly in place, crimp the 
contact with tool M22520 /2-01 (setting number 3) and locator 
M22520 /2-30 (Figure 2). Caution: The assembled components must 
be tightly in place after crimping. 

m-5500-012 
249-5500-013 

STEP 5. 
Slide body assembly over components and under shield until firmly 
bottomed in place . Locate outer ring over shield and against body as 
shown (Figure 3). 

STEP 6. 
With cable and body assembly securely held together, hex crimp the 
outer ring with tool CCT-C9 (Figure 3). Important: For optimum hex 
crimp, firmly bottom the ou ter ring against the shoulder of the hex die 
before compressing the handles. 

~
NSULATOR' BEAD 

BODY INSERT \ BODY ASSEMBLY 

RING , OUTER ~ CONTACT'PI~ _~ ___ _ ctJ!t= 
SLEEVE " 

HEAT SHRINK " 

- - - - - - - - - -< , 

COAXIAL CABLE 
RG-I88/U CONTACT, SOCKE~-T ---~ 

BODY ASSEMBLY ~ 
STEP 1. 
Slide heat-shrink sleeve and outer ring over cable as shown. 

STEP 2. 
Strip cable as shown [Figure 1). Caution : Do not nick shield wires. 

STEP 3. 
Install body insert, insualtor bead, and contact on cable as shown. 

STEP 4. 
With body insert. insulator bead, and contact firmly in place, crimp the 
contact with tool M22520 / 2-01 , using setting number 3 and locator 
M22520 /2-30 (Figure 2) . Caution: The assembled components must 
be tightly in place after crimping. 

STEP 5. 
Slide body assembly over assembled components and under shield until 
firmly bottomed in place. Locate outer ring over shield and against body 
as shown (Figure 3). 

STEP 6. 
With cable and body assembly securely held together, hex crimp the 
outer ring tool CCT-C8 (Figure 3). Important: For optimum hex crimp, 
firmly bottom the outer ring against the shoulder of the hex die before 
compressing the handles. 

STEP 7. 
The final step is to shrink the heat sleeve in place with a hot air source 
of 149'C to 327'C (300'F to 621 'F) (Figure 3). 

ITT Cannon 

DPK 

NOTES: 1. These assembly instructions apply to 249-5500-010. 
and 249-5500-011. 

2. The following assembly tools are required: 
a) CCT-C9 hex crimp tool 
b) MS3198-Q W/L-3198-C1 contact crimp tool and 

locator 
c) 149'C(300' F) hot air gun (recommended) : Regal 

Heat Gun No. 9A) 
d) Blades. scissors. and picks 

13/64 ± 1164 
~ r (5.16 ±0.40) 

~I-.f~ 3/16±1/64 
5/16 ±1/64 _ ~ (4.76 ±0.40) 

(7.94 ± 0.40) 

BODY INSERT CONTACT, PIN 
OR SOCKET 

CENTER CONDUCTOR 
MUST BE VISIBLE 
IN INSPECTION HOLE 

,--_____ HE_X_C_R_IM_P_~, OUTER 

~ BODY ASSEMBLY 

NOTES: 1. These assembly instructions apply to 249-5500-010, 
and 249-5500-011. 

2. The following assembly tools are required: 
a) CCT-C9 hex crimp tool 
b) M22520 / 2-01 contact crimp tool and locator 
c) 149'C(300'Fj hot air gun (recommended): Regal 

Heat Gun No. 9A) 
d) Blades, scissors. and picks 

--! I--- 13/64 ± 1164 
~ I I (5.16 ±0.40) 

CJL ____ -'p ~I----ll-- 118 ± 1/64 

3/8 ± 1164 I-- (3.18 ±0.40) 

(9.52 ± 0.40)-

BODY INSERT 

81NDENT CRIMP 
CONTACT, PIN 
OR SOCKET 

INSULATOR, BEAD CENTER CONDUCTOR 
MUST BE VISIBLE 
IN INSPECTION HOLE 

HEX CRIM~G, OUTER 

C======;:\O=S~BODY ASSEMBLY 
HEAT SHRINK 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 , (714) 557-4700 , (800) B45-7000 
181 



182 

MIL-C-B1659 Rack and Panel Connectors 

Cannon's DPXNA (non-environmental, Type IV) and 
DPXNE (environmental, Types II and III) rack and 
panel connectors are designed to meet or exceed 
the requirements of MIL-C-81659, Revision B. 
They are used in military and aerospace applications 
and computer periphery equipment requirements, 
and are designed to operate in temperatures rang-

ing from - 65°C to +125°C. DPXNA/NE connec
tors are available in single, 2, 3, and 4 gang 
configurations, with a total of 12 contact arrange
ments accommodating contact sizes 12, 16, 20 and 
22, and combination standard and coaxial contacts. 
Contact retention of these crimp snap-in contacts is 
provided by the LITTLE CAESAR® rear release 

How to Order 

Single Gang 
DPX 8 NE-A106-33 P-OO 

SERIES PREFIX--------------'T 1 T T 
SHELL STYLE:---- -----------------'- I 
CLASS,--------------------~ 

CONTRACT ARRANGEMENT 

SHELL TYPE-----------------------' 

CONTACT TYPE------------------------' 

MODIFICATlDN-------------------------' 

Two (21 Gang 
DPX NE-67M PAWS P 34 8-00 

SERIES PREFIX T T T T 
~~~,-2)-GA-N-G-SH-E-Ll------------J--'J I 
CONTACT ARRANGEMENT (Side A) -

CONTACT TYPE-------------------' 

CONTACT ARRANGEMENT (Side 8)----------------' 

CONTACT TYPE------------------------' 

SHELL TYPE:-----------------------' 

SHELL STYLE---------------------------' 

MODIFICATION-------------------------' 

Three (ll Gang 
DPX NE-240M-33 
T SERIES PREFIX------------------' I iT THREE (3) GANG SHELL.-------------------' 

CLASS-----------------------' 

INSERT DESIGNATOR------- ------- -----' 

SHELL TYPE:------------- ------------' 

PS-OO 

CONTACT TYPE 1 ______________________ ----' 

MODIFICATION-------------------------' 

Four (41 Gang 
DPX 4 NE-104M-34 
T SERIES PREFIX------------------' r JT FOUR (4) GANG SHELL----------------' 

CLASS--------------------~ 

INSERT DESIGNATOR;-------------------' 

SHELL TYPE-----------------------' 

P-OO 

CONTACT TYPE 1 ______________________ ----' 

MODIFICATION-------------------------' 

1 NOTE: On 3 & 4 gang assemblies. combination layouts. the contact type designator of th e A106 layou!. if applicable. pre cedes the 
designator for standard contact sex layouts. See 3 gang nomenclature breakdown above for 240M example (67MS. 67MS. 
A106P) . 

ITT Cannon 

DPXNA/DPXNE 

contact retention assembly. Environmental sealing 
is accomplished by wire sealing grommets and 
interfacial seals. For a complete catalog on rack 
and panel connectors including the DPX famil 
series, please fill out the reply card located in the 
back of your Connector Sourcebook. 

SERIES PREFIX 
DPX - ITT Cannon Designation 

SHELL STYLE 
B - ARINC 'B' Shell 

CLASS (MIL-C-S16598, Class 1) .... 
NA - Non-Environmental (MIL-C-81659B, Type IV) 
NE - Environmental (MIL-C-81659B, Types II and 

III) 

INSERT DESIGNATOR 
In the 3 and 4 gang assemblies, the insert desig
nation number represents cumulative (Total) con 
tacts. The charts on Page 183 denote shell cavity 
location by layout. (If desired arrangement location 
is not defined, please consult our local sales 
engineering office .) 

CONTACT ARRANGEMENT 
See page 187 

SHELL TYPE 
'33' for Plug; '34' for Receptacle 

CONTACT TYPE 
'P ' for Pin (Standard on '34' receptacle except 
A 106 layout which has reversed contact sex) 
'S' for Socket (Standard on ' 33' plug except A 106 
layout which has reversed contact sex) 

MODIFICATION CODES 
- 00 Standard 
- 01 Standard with clinch nuts in the mounting 

holes (34 only) . 
- 02 Standard with tabs for attaching junction 

shells. 
- 03 Standard with mounting holes .120 dia. 

countersunk 100° to .230 dia . (33 only) . 
- 17 Combination of 01 ** and 02** (clincH 

nuts in mounting holes - 34 only and tabs 
for attaching junction shells) . 

- 22 Standard with clinch nuts (33 only). 
- 23 Standard with standard floating eyelets. 
- 29 Standard except less grommet (NE, pin 

only). 
- 30 Same as - 29** except with tabs for 

attaching junction shells. 
- 33 Same as - 29** except with clinch nuts . 
- 37 Same as - 29** except with clinch nuts 

and tabs for attaching 
junction shells. 

- 39 Standard with standard floating eyelets 
and tabs for attaching junction shells . 

NOTE: For additional modification codes please consult the 
factory. 

Rack and Panel Products. 666 E. Oye r Rd .. P.O. Box 929. Santa Ana. CA 92702 ·0929 • (7141 557·4700 • (BOOI 845-7000 



MIL-C-S1659 Rack and Panel DPXNA/DPXNE 

Insert Designator Number 

DPX1NA/DPX1NE 
MSJ157 ITTC Side A Side B Side C 

0005 78M 26MP 26MP 26MP 

0006 78M 26MS 26MS 26MS 

0013 120M 40MP 40MP 40MP 
0014 120M 40MS 40MS 40MS 

0021 135M 45MP 45MP 45MP 
0022 135M 45MS 45MS 45MS 

0029 171M 57MP 57MP 57MP 

0030 171 M 57MS 57MS 57MS 
0037 201 M 67MP 67MP 67MP 

0038 201 M 67MS 67MS 67MS 
0045 A318 A106P A106P A106P 
0046 A318 A106S A106S A106S 

0065 24M W8MP W8MP W8MP 

Standard Data 

Description 

Shell 

Insulators 

Elastomers 
Contacts 

Insulator Retaining Plate 
Junction Shells 
(Not available for four gang I 
Clinch Nuts 
Float Mounts 
Polarizing Posts 
Polarizing Keys & Retaining Plate 

Screws 
Lockwashers 

Electrical Data 

Contact 
Size 

4 

12 

16 

20 

22 

Wire 
Size 

12 

14 
16 
18 

20 

20 

22 
24 
22 

24 

26 

MSJ157 ITTC Side A Side B Side C 
0066 24M W8MS W8MS W8MS 

0067 122M W8MP W8MP A 1 06S 

0068 122M W8MS W8MS A 1 06P 

0073 142M 67MP 67MP W8MP 

0074 142M 67MS 67MS W8MS 
0075 240M 67MP 67MP A 1 06S 

0076 240M 67MS 67MS A 1 06P 

0079 A240M 67MP A 1 06S 67MP 
0080 A240M 67MS A 1 06P 67MS 

0091 279M A106S A106S 67MP 
0092 279M A 1 06P A 1 06P 67MS 
0157 244M A 1 06S A 1 06S 32W4MP 
0158 244M A 1 06P A 1 06P 32W4MS 

Material 
Aluminum alloy 

DPX4NA/DPX4NE 
MSJ157 ITTC Side A Side B Side C Side D MSJ157 ITTC Side A Side B Side C Side 0 

0007 104M 26MP 26MP 26MP 26MP 0063 95M 10W3MP 10W3MP W8MP 67MP 
0008 104M 26MS 26MS 26MS 26MS 0064 95M 10W3MS 10W3MS W8MS 67MS 

0015 160M 40MP 40MP 40MP 40MP 0085 150M W8MP W8MP 67MP 67MP 
0016 160M 40MS 40MS 40MS 40MS 0086 150M W8MS W8MS 67MS 67MS 
0023 180M 45MP 45MP 45MP 45MP 0095 326M A 1 06S W8MP A106S A106S 
0024 180M 45MS 45MS 45MS 45MS 0096 326M A 1 06P W8MS A106P A106P 

0031 228M 57MP 57MP 57MP 57MP 0097 287M A 1 06S 67MP A106S W8MP 

0032 228M 57MS 57MS 57MS 57MS 0098 287M A 106P 67MS A106P W8MS 

0039 268M 67MP 67MP 67MP 67MP 0099 189M A 1 06S 67MP W8MP W8MP 
0040 268M 67MS 67MS 67MS 67MS 0100 189M A 106P 67MS W8MS W8MS 
0047 A424 A106P A106P A106P A106P 0101 346M A106S A106S 67MP 67MP 

0048 A424 A106S A106S A106S A106S 0102 346M A106P A106P 67MS 67MS 

Finish 
Cadmium plating, Type II, Class 31 QQ-P-416 with 
ye llow chromate finish 

Thermoplastic or thermosetting plastic None 
Silicone rubber (ITT Cannon Blendl 
Copper alloy 

Aluminum alloy 
Aluminum alloy 

Stainless steel 
Stainless steel 
Zinc (die castl 
Nickel silver 

Brass 
Phosphor Bronze 

Insulation 0.0. 
Limits (lnchl 

Max . 
.310 (7 .871 
.250 (6.351 

.135 (3.431 

.103 (2.621 

.071 (1801 

.054 (1.371 

Test Current 
per MIL-C-39029 

60.0 
46.0 

210 
17.0 

13.0 

7.5 

7.5 

3.0 
5.0 

2.0 

None 
Gold plate per MIL-G-45204, Type 1, Grade C, 
Class 1 with suitable underplating (silver not usedl 
Anodize, blue color 
Same as shell 

None 
None 
Cadmium plating 
None 
Cadmium plating 
Cadmium plating 

Max. Current 
for Tests 
(Ampsl 

(MIL-C-390291 
60.0 
46.0 

210 
17.0 

13.0 

7.5 

3.0 
5.0 

2.0 

Max. Potential 
Drop 

(Millivoltsl 
at 25'C 

33 

39 
63 

60 
68 

75 

83 

68 
110 

80 
Note - The maximum contact resistance listed above is with silver plated wire. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Oyer Rd .. P.O. 80x 929. Santa Ana. CA 92702-0929 • (714) 557-4700 • (800) 845-7000 
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MIL-C-B1659 Rack and Panel Connectors 

Contact and Termination Tooling Data - Military 

DPX*NE/NA 
Pin Socket Crimp 

Part Number Part Number Tool 
Contact 1 Military IMilitary Wire Part 

Size Equivalent) Equivalent) Accom. Number 

2222 030·1975-008 031·1113-008 22. 24. 26 M22520/2·01 IM39029/11-144) IM39029 /12 ·148) 

030-1892 -004 031·1047·003 M22520 /2·01 2020HO 20. 22. 24 IM39029/11-145) IM39029 /12-149) MS-3191-1 

1616 030-9083-012 031-1271-000 16. 18, 20 M22520 /1-01 
IM39029/11-146) IM39029 /12-150) MS-3191-1 

1212 030-1909-002 031 -1059-003 12, 14 M22520/1-01 IM39029/11-147) IM39029/12-151 ) 

0808 030-1908-001 031-1154-000 CBT-600' 
CBT-600B' 

0406 030-2049-000 031-1151-000 CBT-600' 
CBT-600B' 

*Requires air line pressure of 80 to 100 PSI for CBT-600 and 120 PSI for CBT-600B. 

Coaxial Contact Data 

Components/ Accessories 
LITTLE CAESAR® contact retention assembly IW8M, 32W2M, 32W4M & 40W1M contact arrangements) 

Part Number IP = Pin, S = Socket) 

Contact Without Seal!! With Seal 
Arrangement A152ttt A176ttt A152t tt 
ISize 5 Coax) P-249-2071-000 249-2071-001 249-2101 -000 

S-249-2076-000 249-2076-001 249-2106-000 
P-249-2072-000 249-2072-001 249-2102-000 
S-249-2077-000 249-2077 -001 249-21 07 -000 
P-249-2073-000 249-2073-001 249-2103-000 

32W2M 
S-249-2078-000 249-2078-001 249-2108-000 

40W1M P-249-2074-000 249-2074-001 249-2104-000 
S-249-2079-000 249-2079-001 249-2109-000 
P-249-2075-000 249-2075-001 249-2105-000 
S-249-2080-000 249-2080-001 249-2110-000 

(Size 9 Coaxl P-249-2081-000 249-2081 -001 249-2111-000 
S-249-2086-000 249-2086-001 249-2116-000 
P-249-2082-000 249-2082-001 249-2112-000 
S-249-2087-000 249-2087-001 249-2117-000 
P-249-2083-000 249-2083-001 249-2113-000 

W8M S-249-2088-000 249-2088-001 249-2118-000 32W4M 
P-249-2084-000 249-2084-001 249-2114-000 
S-249-2089-000 249-2089-001 249-2119-000 
P-249-2085-000 249-2085-001 249-2115-000 
S-249-2090-000 249-2090-001 249-2120-000 

NOTES: t Coaxials without the seal accommodates both Seal 1 and Seal 2 cables. 

Locator 
Part 

Number 

M22520 /2-23 

M22520 /2·08 
Standard 

M22520/1-02 
Std. Locator 

M22520/1-11 

CCH8-1 Head 
CCHP-8-6 

CCH4-1 Head 
CCHP-4-8 

Cable Accommodation! 
Seal! Seal 2 
RG180 RG195U 

RG58 X 

RG142 X 

RG179 RG174. RG179, 
RG316 

RG178 
RG196 
RG180 RG195U 

RG58 X 

RG142 X 

RG179 RG174, RG179, 
RG316 

RG178U X 
RG196U 

DPXNA/DPXNE 

Insertion / 
Extraction 

Tool 
CIT·OPXMA-22 
M81 969 /1·01 

CIT-20 
GET·200-1 

M81969/1 -02 

CIET-16 

CIET-12 

CET-8-2 

CET-4-8 

Ins. Dia. 
Size/Max. 
.15814.01) 

.19614.98) 

.19614.98) 

.11112.821 

.07511.901 

.158(401) 

.19614.981 

.19614.98) 

.111 (2.821 

.07511 ·90) 

Layout Usage 
DPX' 

NE/NA 

A106 

10W3M. 
32W2M. 
32W4M. 

40M 
40W1M. 

45M. 
57M. 
67M 
D8M. 
26M, 

32W4M 
67M 

08M 

'A' Trim 
Dim. 

.2601660) 

.25016.35) 
2601660) 
.25016.35) 
.26016.60) 
250(6.351 

.35018.891 

.33018.381 

.26016.601 

.2 5016.351 

.260(6.601 

.250(6.351 

.26016.601 
250(6.351 
.26016.601 
250(6.351 
.350(8.891 
.33018.381 
.260(6601 
.25016.351 

tt Coax ials without the seal are utilized in DPX*NE connectors supplied less the grommet (modification code: - 29*'1 and DPX*NA connectors. 
ttt A 152 modification code indicates .00005 (0 .0010) gold plating on coaxial contacts. (Standard for the DPXNEI NA series. ) 

A 176 modification code indicates .00002 (0.00051 gold plating on coaxial contacts. 

Cable Trim Dimensions 

~
610(15'49Il 
.590 (14.99) A1 
~ 

ITT Cannon Dimensions are shown in inches (millimetersl. 
Dimensions subject to change. 

Rack and Panel Products. 666 E. Over Rd .. P.O. Box 929. Santa Ana. CA 92702-0929 . 1714) 557 -4700 • 1800) 845-7000 



MIL-C-S1659 Rack and Panel Connectors DPXNA/DPXNE 

Coaxial Contact Data 

Installation Data 

1.Use Thomas and Betts Crimp Tool No . WT4l0. 
2. Use extraction tool No . CET-CB. An insertion tool 

is required (See Note 5). 
3. Center contact, rear insulator. crimp ring. support 

bushing (not applicable to RG5B! RG142 coax
ials). seal sleeve. front insulator. shell and ferrule 
are shipped unassembled in a common container. 

Without Seal 

ill 
Socket 

@ 0 
Pin 

4. Cable Assembly Instructions 

) 

Step 1 -If applicable determine which portion of 
seal sleeve should be used . If Seal 2 is used. cut 
off Seal 1 portion. 
Step 2-ln sequence. place seal sleeve. support 
bushing and crimp ring over cable jacket. 
Step 3-Trim cable per illustration. 
Step 4-Comb out braid and flare out ends to 
permit entry of ferrule. 
Step 5-Complete termination per illustration. 

SEAL 2 

j 
SEAL 1 

BUSHING 

5. To extract coaxial. push back seal sleeve and 
support bushing. Slip cable into extraction tool 
Push tool into insert until contacts coaxial retain
ing shoulder. Grip both cable and tool with one 
hand and pull coaxial rearward out of insert 
cavity. 

6. To facilitate extraction of contacts and avoid 
splaying. the length of free cable adjacent to the 
rear surface of the connector should not be less 
than 2.000 (50.BO) . 

Sealed 

~ 
~ 

A. Push ferrule under braid as far as it will go. Trim off braid extending beyond shoulder of ferrule. if necessary. 
B. While holding ferrule in place pull crimp sleeve forward over braid until it is tight against shoulder on ferrule. Pull firmly 

against face of ferrule to make sure it is up tight. 
C. Trim dielectric to the .035 (0.891 /.030 (0.761 dimension. 

A. Place front insulator over contact and then push assembly into coaxial shell. 
B. Place parts in jaw of crimp tool. locate jaws at start of chamfer on crimp sleeve. Press sleeve firmly into coaxial shell and 

crimp. 
C. Aher assembled coaxial is inserted into connector. push support bushing into grommet until shoulder rests on tubular 

extension. Then pull sealing sleeve forward until it is snug on grommet. 

J I 
.156(3.96) 

~ . . ,""'" 
o:=:aJllr$.$@~ 

1-------< sz= CONTAC: 

REAR INSULATOR 

A. Carefully push inner conductor through rear insulator. 
B. While holding rear insulator firmly against ferrule. trim conductor to .156 (3.961 /. 146 (3.911 dimension. 
C. Place contact over conductor and solder. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-81659 Rack and Panel Connectors DPXNA/DPXNE 

Polarization Positions 

MIL-C-81659B requires that polarizing posts be 
shipped unassembled with the connector. The user 
then assembles the posts in the preferred position 
and marks the position number on the connector. All 
DPXNA and DPXNE connectors shall be sold this 
way. The position number will not be marked. 

I 2 :3 4 5 6 

Positions e ~ a _ ~ ~ 
Dark area represents post 

Face View of Engaging End 

DPX8-33 DPX8-34 
LEFT POST LEFT POST 

o 
0 00 

DPX2-338 

LEFT POST 

CENTER POST 

RIGHT POST 

DPX3-33 

LEFT POST 

CENTER POST 

====~kRIGHT POST 

DPX2-348 

DPX4-33 

LEFT POST 
OR K EY 

CENTER POST 
OR KEY 

RIGHT POST 
OR KEY 

The last two digits in the four-digit dash number refer to the polarizing post position. The polarizing posts will be shipped unassembled wi th the connector 
assembly. The position number is not stamped on the connector. This allows the customer to position the posts themselves and then stamp the appropriate number 
on the shell. 

33 PLUG MALE SHELL 34 RECEPTACLE FEMALE SHELL 
Left Center Right Left Center Right Left Center Right Left Center Right 

Position Post Post Post Position Post Post Post Position Post Post Post Position Post Post Post 

01 1 1 1 51 3 2 5 01 4 4 4 51 6 3 2 
02 2 1 1 52 4 2 5 02 4 4 3 52 6 3 1 
03 3 1 1 53 5 2 5 03 4 4 2 53 6 3 6 
04 4 1 1 54 6 2 5 04 4 4 1 54 6 3 5 
05 5 1 1 55 1 2 4 05 4 4 6 55 1 3 4 

06 6 1 1 56 2 2 4 06 4 4 5 56 1 3 3 
07 1 1 6 57 3 2 4 07 5 4 4 57 1 3 2 
08 2 1 6 58 4 2 4 08 5 4 3 58 1 3 1 
09 3 1 6 59 5 2 4 09 5 4 2 59 1 3 6 
10 4 1 6 60 6 2 4 10 5 4 1 60 1 3 5 
11 5 1 6 61 1 2 3 11 5 4 6 61 2 3 4 
12 6 1 6 62 2 2 3 12 5 4 5 62 2 3 3 
13 1 1 5 63 3 2 3 13 6 4 4 63 2 3 2 
14 2 1 5 64 4 2 3 14 6 4 3 64 2 3 1 
15 3 1 5 65 5 2 3 15 6 4 2 65 2 3 6 
16 4 1 5 66 6 2 3 16 6 4 1 66 2 3 5 
17 5 1 5 67 1 2 2 17 6 4 6 67 3 3 4 
18 6 1 5 68 2 2 2 18 6 4 5 68 3 3 3 
19 1 1 4 69 3 2 2 19 1 4 4 69 3 3 2 
20 2 1 4 70 4 2 2 20 1 4 3 70 3 3 1 
21 3 1 4 71 5 2 2 21 1 4 2 71 3 3 6 
22 4 1 4 72 6 2 2 22 1 4 1 72 3 3 5 
23 5 1 4 73 1 3 1 23 1 4 6 73 4 2 4 
24 6 1 4 74 2 3 1 24 1 4 5 74 4 2 3 
25 1 1 3 75 3 3 1 25 2 4 4 75 4 2 2 
26 2 1 3 76 4 3 1 26 2 4 3 76 4 2 1 
27 3 1 3 77 5 3 1 27 2 4 2 77 4 2 6 
28 4 1 3 78 6 3 1 28 2 4 1 78 4 2 5 
29 5 1 3 79 1 3 6 29 2 4 6 79 5 2 4 
30 6 1 3 80 2 3 6 30 2 4 5 80 5 2 3 
31 1 1 2 81 3 3 6 31 3 4 4 81 5 2 2 
32 2 1 2 82 4 3 6 32 3 4 3 82 5 2 1 
33 3 1 2 83 5 3 6 33 3 4 2 83 5 2 6 
34 4 1 2 84 6 3 6 34 3 4 1 84 5 2 5 
35 5 1 2 85 1 3 5 35 3 4 6 85 6 2 4 

36 6 1 2 86 2 3 5 36 3 4 5 86 6 2 3 
37 1 2 1 87 3 3 5 37 4 3 4 87 6 2 2 
38 2 2 1 88 4 3 5 38 4 3 3 88 6 2 1 
39 3 2 1 89 5 3 5 39 4 3 2 89 6 2 6 
40 4 2 1 90 6 3 5 40 4 3 1 90 6 2 5 
41 5 2 1 91 3 3 4 41 4 3 6 91 1 2 4 
42 6 2 1 92 2 3 4 42 4 3 5 92 1 2 3 
43 1 2 6 93 3 3 4 43 5 3 4 93 1 2 2 
44 2 2 6 94 4 3 4 44 5 3 3 94 1 2 1 
45 3 2 6 95 5 3 4 45 5 3 2 95 1 2 6 
46 4 2 6 96 6 3 4 46 5 3 1 96 1 2 5 
47 5 2 6 97 1 3 3 47 5 3 6 97 2 2 4 
48 6 2 6 98 2 3 3 48 5 3 5 98 2 2 3 
49 1 2 5 99 3 3 3 49 6 3 4 99 2 2 2 
50 2 2 5 50 6 3 3 

ITT Cannon 
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MIL-C-S1659 Rack and Panel Connectors 

Contact Arrangements 

Face View of Pin Insulator Shown. 

Layout 
Contacts 
Test Voltage 

Layout 
Contacts 
Test Voltage 

Layout 
Contacts 
Test Voltage 

Layout 
Contacts 
Test Voltage 

• , 1 I • • • • 
8 I , , 
• • • • 

oBM 
4 #16, 4 #12 

1500 

' ... 
~ II 10 

A2 • • 
0 

16 ,~ • • 20 19 • • 2' 23 • • • • ~ ~~~~V • 
32W2M 

30Ho #20, 2 Coaxialt 
1500 

(COAX 1000) 

6~432 1 •••••• t 4 IS 12 II 10 9 B 1 • • • • • • • • 25 22 2 ' 20 " ' I .1 16 1$ • • • • • • • • • 
51 SO 29 2. 2:7 21 25 24 

• • • • • • • • 
40 S' S' ! 7 5. " ,.. " '2 • • • • • • • • • 

40M 
40 Ho #20 

1500 

IZE 9 COAXIAL **SIZE 11 COAXIAL t SIZE 5 COAXIAL 

2 , 
• @ @ 3 

@ @ 
• , 

@ @ @ 1 

@ 

,j 

• 
II • 

WBM 
B Coaxial* 

1000 

• , • , 2 , 
• • • • • • ,2 " ' 0 9 • • • • • • ,. ,. 

" 
,. 

" 
,. 

• • • • • • ., 2:" 25 22 2 ' • • • • • 
26M 

26 #16 
1500 

40W1M 
39HO #20. 1 COAXIALt 

1500 
(COAX 1000) 

1 

• 
20 • 

" .... , , ,!,." 'S .,. "·'0· •• • • •• • • • ••• It ,. ., I. II ,. 11 II al .0 I' i' •••••••••••• 
•• 4 ' .0 " " 1l JI II 14 U sa It 10 • • • • • • • • • • • • • S4 ~ V I' 10., ... u ......... . 

~·of..: o.;··lV· .. ·'f·lf·"· .. e.:·-.: 
67M 

64 HO #20, 3 #16 
1000 

OTE: All coaxial layouts except C2 and AC3. supplied less coaxial contacts (i.e. WBM. 10W3M. 32W2M. 32W4M. 40W1M) 

ITT Cannon 

DPXNA/DPXNE 

Cross Reference 
MS3157 ITTC 
C8 W8M 
E8 o8M 
10C3 10W3M 
26 26M 
32C2 32W2M 
32C4 32W4M 
40 40M 
40Cl 40W1M 
45 45M 
57 57M 
67 67M 
106 A106 

10W3M 
7H.0. #20, 3 Coaxial** 

1500 
(Coax 1000) 

9 1_
15

_ ••• - \0 . 1 8 II·"· · · · · ." .,> · ~ ....... ~ .. 
66 66 

32W4M 
24H.0. #20 

4 #16, $ Coaxial* 
1500 

(Coax 1000) 

• a , • • • • 
!!I .4 I ' 12 I I 10 9 • •••••••• 2$ 24 23 22 21 20 19 • ,,, 16 

• • • • • • • • • • 
~'~'~~2~ f~~~f 
4$ IW 4) 42 41 4() » )I S7 )I • • • • • • • • • • 

45M 
45Ho #20 

1500 

" ..........•. 
.. ••••••••••••• a , ............ . ............... ~ ............... 
" ............. :: ••••••••••••• .............. 

Al06 
106 #22 

1000 

Rack and Panel Products. 666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (7 14) 557·4700 • 1800) 845·7000 
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MIL-C-S1659 Rack and Panel Connectors 

Shell Dimensions / Modifications 

DPXB-33 

TWO HOLES 
,1%0 (3m) Of A, FOR 
MTG;. REF. ONLY 

DPX2-33B 

12'OOO(I5O.8OI~ 

. 120{3.05) DlA. Ae' SUNK 
82 0 x.230 (5.84) OI.A . • HOLES 
SHOWN FOR REF. 

MTG. DATUM 

DPX3-33 

2 HOLES , 120(3.05) DIA . 
FOR MTG. REF. ONLY 

.120 %.005 

3POLARIZlNG 
POSTS 

DPXB-34 

DPX2-34B 

DPX3-34 

f 2.000l-(50.80) 

1.612 

(40.94) I I · 811 I"''''· 
'766(19'46)l f 

1.750 
(44.45) 

MTG.DATUM 

1.437 
(36.50) 

4.354 
(110.59) 

4.026 
(102.26) 

.180 R. TYP. 
(4.57) 

MTG.DATUM 

ITT Cannon 

DPXNA/DPXNE 

JJeO(I.52) -jr.-
.188(4.78)R.TYP. ilj .12!S(3.18) 

1.061 
(26.95) 

2000 1.061 

4.026 
(102.26) 

1 
6MTGHOLES 
.120 (3.05) DIA. 

.060(1 .52) 

l 
I- .125(3.18) 

All tolerances ± .015 (0 .38) unless otherwise noted. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-S1659 Rack and Panel Connectors 

Shell Dimensions 

DPX4-33 DPX4-34 

'766(19'46)l f 
(~~) ~ r·12S

(3.18) 
l- 1.612 
I· (40.94) 

rf=Gl---::e::---+'If.::---::~'---e='" 

'n, 0+.0 I~~ 
"'1"1 dlb J'~O) 
ilG>--e- ~ --G-e · T 

MTG.OATUM 

(2~2) I- I C (;.~ R. TYP. 

1.648-=:1 .282 (7.16) 

<t (41.86) 

Modification Codes 

-f--
.255 
.2450IA. __ 

(TYP) 

WASHER 

FRONT FACE OF FLANGE 

Panel Cutouts 

DPXB 

1.720 
(43.70) 

·2301 Modification 
Floating Eyelets 

·33 Front Mount 

t:.!.!!! 
.112DIA. 

RIVET 

10 MTG. HOLES 
.120(3.05) OIA. 

- -:2'45 II 
.255 

:!Ql!-l-.092 

tf 
·0201 Modification 

Tabs for attaching J IS 

·34 Front Mount 

ITT Cannon 

DPXNA/DPXNE 

-11-.125 (3.18) 
__ .282 (7.16) 

t- .297 
'1 .281 

,-m "CO"",C'0A 33CONNECTO~ 
Recommended mated 

Position 

E~r ~1'O""'~ I ":~ 1 ~~/~'l ~: 
ff~~1.25-11;;iS:1 L260(6.60) f f 

., (3.18) to-
1 78 (4 52) I-- .120 (3.05) OIA. 

• . 4 HOLES 

·33 Rear Mount 
·34 Rear Mount 

All tolerances ± .015 (0.38) unless otherwise noted. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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MIL-C-S1659 Rack and Panel Connectors DPXNA/DPXNE 

Panel Cutouts (continued) 

DPX2 

& For - 23 float mtg. mod . 1.78 (45.21). 

DPX3 

2.783 
(70.69) 

Li'r=~ 
.158 R. TYP. 

(3.96) 

.120 (3.05) OIA.-==! 
6 HOLES \1 

1.437 
(38.50) 

I" 
r-

I 
.718(18.24) 

.125 R. TYP. 
(3.18) 

2.013 
(51.13) 

3.740 
It (95,00) 

4.026 U (102.26) 

u. ~ 1- 1.780 
t-- (45.21) 

FRONT MOUNT 

2.783 
(70.69) 

[

1.260 ' 
.., (32.00) 

1.780 
(45,21) 

·338 REAR MOUNT 
·348 REAR MOUNT 

1.437 ~ 
(38.50) I _. 

!1""'"'' 
~-2-'0rl-3--~~t-~·~ 

(51.13) ' 3.740 

~.l..--+_ + (95.00) 

.120 (3.05) ~ 
6 HOLES OIA'""\1 

3.220 
4.026 (81 .79) 

"LJ ,~ 
--'...J • ~ 1.280 
II~ ~ (30.00) 1.780 

(45.21) 

REAR MOUNT 

---------------=---------------~ v 
DPX4 

.125 R. TYP. 
(3.18) 

ITT Cannon 

r::= 3.640 (92.46) :=1J 
1.13.120 (79.25)~ 

All tolerances ± .015 (0.38) unless otherwise noted. 
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MIL-C-816 59 Rae k an d Pane IC onneetors DPXN A/DPXNE 

Cross Reference from Military to Cannon Part Numbers 

~ Military Part Number Cannon Part Number Military Part Number Cannon Part Number Military Part Number Cannon Part Number 

MS1659/29A2-0001 DPXBNE-26M-33P-00 MS1659/35A2-0122 DPX2NE-32W2MS40Wl MS-33B-00 MS1659/37 A2-0005 DPX3NE-7SM-33P-00 
0002 DPXBNE-26M-33S-00 0123 DPX2NE-32WMP45MP-33B-00 0006 DPX3NE-7SM-33S-00 
0009 DPXBNE-40M-33P-00 0124 DPX2NE-32W2MS45MS-33B-00 0013 DPX3NE-120M-33P-00 
0010 DPXBNE-40M-33S-00 0125 DPX2NE-32W2MP57MP-33B-00 0014 DPX3NE- 1 20M-33S-00 
0017 DPXBNE-45M-33P-00 0126 DPX2NE-32W2MS57MS-33B-00 0021 DPX3NE-135M-33P-00 
001S DPXBNE-45M-33S-00 0127 DPX2NE-32W2MP67MP-33B-00 0022 DPX3NE-135M-33S-00 
0025 DPXBNE-57M-33P-00 012S DPX2NE-32W2MS67MS-33B-00 0029 DPX3NE-171 M-33P-00 
0026 DPXBNE-57M-33S-00 0129 DPX2NE-32W2MPA 1 06S-33B-00 0030 DPX3NE-171 M-33S-00 
0033 DPXBNE-67M-33P-00 0130 DPX2NE-32W2MSA 1 06P-33B-00 0037 DPX3NE-201 M-33P-00 
0034 DPXBNE-67M-33S-00 0131 DPX2NE-40W1 MP40Wl MP-33B-00 0038 DPX3NE-201 M-33S-00 
0041 DPXBNE-A 1 06-33P-00 0132 DPX2NE-40Wl MS40Wl MS-338-00 0045 DPX3NE-A318-33P-00 
0042 DPXBNE-A 1 06-33S-00 0133 DPX2NE-57MPA 1 06S-338-00 0046 DPX3NE-A318-33S-00 
0083 DPXBNE-D8M-33P-00 0134 DPX2NE-57MSA 1 06P-33B-00 0065 DPX3NE-24M-33P-00 
0084 DPXBNE-D8M-33S-00 0145 DPX2NE-W8MP57MP-33B-00 0066 DPX3NE-24M-33S-00 
0135 DPXBNE-WSM-33P-00 0146 DPX2NE-W8MS57MS-33B-00 0067 DPX3NE- 1 22M-33SP-00 
0136 DPXBNE-W8M-33S-00 0147 DPX2NE-57MP26MP-33B-00 0068 DPX3NE-122M-33PS-00 
0137 DPXBNE-l0W3M-33P-00 0148 DPX2NE-57MS26MS-33B-00 0073 DPX3NE-142M-33P-00 
013S DPXBNE-l0W3M-33S-00 0151 DPX2NE-32W4MPA 1 06S-33B-00 0074 DPX3NE- 142M-33S-00 
0139 DPXBNE-32W2M-33P-00 0152 DPX2NE-32W4MSA 1 06P-33B-00 0075 DPX3NE-240M-33P-00 
0140 DPXBNE-32W2M-33S-00 0155 DPX2NE-W8MP32W4MP-338-00 0076 DPX3NE-240M-33S-00 
0141 DPXBNE-40Wl M-33P-00 0156 DPX2NE-W8MS32W4MS-338-00 0079 o PX3N E -A240M -3 3SP-00 
0142 DPX8NE-40Wl M-33S-00 0159 DPX2NE-32W4MPW8MP-338-00 0080 o PX3N E-A240M -3 3 PS-OO 

~ 
0149 DPXBNE-32W4M-33P-00 0160 DPX2NE-32W4MSW8MS-338-00 0091 DPX3NE-279M-33SP-00 
0150 DPXBNE-32W4M-33S-00 0003 DPX2NE-26MP26MP-348-00 0092 DPX3NE-279M-33PS-00 

r-' M81659/31A2-0001 DPXBNE-26M-34P-00 0004 DPX2NE-26MS26MS-34B-00 0157 DPX3NE-244M-33SP-00 

0002 DPXBNE-26M-34S-00 0011 DPX2NE-40MP40MP-34B-00 0158 DPX3NE-244M-33PS-00 

0009 DPXBNE-40M-34P-00 0012 DPX2NE-40MS40MS-34B-00 M81659/39A2-0005 DPX3NE-78M-34P-00 
0010 DPXBNE-40M-34S-00 0019 DPX2NE-45MP45MP-34B-00 0006 DPX3NE-78M-34S-00 
0017 DPXBNE-45M-34P-00 0020 DPX2NE-45MS45MS-34B-00 0013 DPX3NE-120M-34P-00 
0018 DPXBNE-45M-34S-00 0027 DPX2NE-57MP57MP-348-00 0014 DPX3NE-120M-34S-00 
0025 DPXBNE-57M-34P-00 0028 DPX2NE-57MS57MS-34B-00 0021 OPX3NE-135M-34P-00 
0026 DPXBNE-57M-34S-00 0035 DPX2NE-67MP67MP-34B-00 0022 DPX3NE-135M-34S-00 
0033 DPXBNE-67M-34P-00 0036 DPX2NE-67MS67MS-34B-00 0029 DPX3NE-171 M-34P-00 
0034 DPXBNE-67M-34S-00 0043 DPX2NE-A 1 06PA 1 06P-34B-00 0030 DPX3NE-171 M-34S-00 
0041 DPXBNE-A 1 06-34P-00 0044 DPX2NE-A 1 06SA 1 06S-34B-00 0037 DPX3NE-201 M-34P-00 
0042 DPXBNE-A 1 06-34S-00 0057 DPX2NE-A 1 06S26MP-34B-00 0038 DPX3NE-201 M-34S-00 
00B3 DPXBNE-D8M-34P-00 0058 DPX2NE-A 1 06P26MS-34B-00 0045 DPX3NE-A318-34P-00 
0084 DPXBNE-08M-34S-00 0059 DPX2NE-2 6MPA 1 06S-34B-00 0046 DPX3NE-A318-34S-00 
0135 DPXBNE-W8M-34P-00 0060 DPX2NE-26MSA 1 06P-34B-00 0065 DPX3NE-24M-34P-00 
0136 DPXBNE-W8M-34S-00 0071 DPX2NE-67MPA 1 06S-34B-00 0066 DPX3NE-24M-34S-00 
0137 OPXBNE-l0W3M-34P-00 0072 DPX2NE-67MSA 1 06P-34B-00 0067 DPX3NE-122M-34SP-00 
0138 DPXBNE-1 OW3M-34S-00 00S7 DPX2NE-A 1 06SW8MP-34B-00 0068 DPX3NE-122M-34PS-00 
0139 DPXBNE-32W2M-34P-00 0088 DPX2NE-A 1 06PW8MS-34B-00 0073 DPX3NE-142M-34P-00 
0140 DPXBNE-32W2M-34S-00 00S9 DPX2NE-A 1 06S67MP-34B-00 0074 OPX3NE-142M-34S-00 
0141 DPXBNE-40W1 M-34P-00 0090 DPX2NE-A 1 06P67MS-34B-00 0075 DPX3NE-240M-34P-00 
0142 DPXBNE-40W1 M-34S-00 0109 DPX2NE-C2P40Wl MP-34B-00 0076 DPX3NE-240M-34S-00 
0149 OPXBNE-32W4M-34P-00 0110 OPX2NE-C2S40Wl MS-34B-00 0079 DPX3NE-A240M-34SP-00 
0150 DPXBNE-32W4M-34S-00 0111 OPX2NE-C2P57MP-34B-00 0080 DPX3NE-A240M-34PS-00 

0112 OPX2NE-C2S57MS-34B-00 
M81659/33A2-0003 o PX2N E -2 6M P2 6M P- 3 3 B-00 0113 OPX2NE-AC3P67MP-34B-00 

0091 DPX3NE-279M-34SP-00 
0092 OPX3NE-279M-34PS-00 0004 DPX2NE-26MS26MS-33B-00 0114 OPX2NE-AC3S67MS-34B-00 0157 DPX3NE-244M-34SP-00 0011 DPX2NE-40MP40MP-33B-00 0115 OPX2NE-AC3PA 1 06S-34B-00 0158 DPX3NE-244M-34PS-00 0012 OPX2NE-40MS40MS-33B-00 0116 DPX2NE-AC3SA 1 06P-34B-00 

0019 DPX2NE-45MP45MP-33B-00 0117 OPX2NE-W8MPA 1 06S-34B-00 M81659/41 A2-0007 DPX4NE-l04M-33P-00 
0020 OPX2NE-45MS45MS-33B-00 0118 OPX2NE-W8MSA 1 06P-34B-00 0008 OPX4NE-l04M-33S-00 
0027 DPX2NE-5 7MP5 7MP-33B-00 0119 DPX2NE-l0W3P32W2MP-34B-00 0015 DPX4NE-160M-33P-00 
0028 OPX2NE-57MS57MS-33B-00 0120 OPX2NE-l0W3S32W2MS-34B-00 0016 OPX4NE-160M-33S-00 
0035 DPX2NE-67M P67MP-33B-00 0121 DPX2NE-32W2MP40Wl MP-34B-00 0023 DPX4NE-180M-33P-00 
0036 DPX2NE-67MS67MS-33B-00 0122 OPX2NE-32W2MS40Wl MS-34B-00 0024 DPX4NE-180M-33S-00 
0043 DPX2NE-A 1 06PA 1 06P-33B-00 0123 OPX2NE-32W2MP45MP-34B-00 0031 DPX4NE-228M-33P-00 
0044 OPX2NE-A 1 06SA 1 06S-33B-00 0124 OPX2NE-32W2MS45MS-34B-00 0032 DPX4NE-22BM-33S-00 
0057 DPX2NE-A 1 06S26MP-33B-00 0125 OPX2NE-32W2MP57MP-34B-00 0039 OPX4NE-268M-33P-00 
0058 DPX2NE-A 1 06P26MS-33B-00 0126 OPX2NE-32W2MS57MS-34B-00 0040 DPX4NE-268M-33S-00 
0059 DPX2NE-26MPA 1 06S-33B-00 0127 DPX2NE-32W2MP67MP-34B-00 0047 OPX4NE-A424-33P-00 
0060 OPX2NE-26MSA 1 06P-33B-00 0128 OPX2NE-32W2MS67MS-34B-00 0048 DPX4NE-A424-33S-00 
0071 DPX2NE-67MPA 1 06S-33B-00 0129 OPX2NE-32W2MPA 1 06S-34B-00 0061 DPX4NE-l04M-33P-00 
0072 OPX2NE-67MSA 1 06P-33B-00 0130 DPX2NE-32W2MSA 1 06P-34B-00 0062 OPX4NE-l04M-33S-00 
0087 DPX2NE-A 1 06SW8MP-33B-00 0131 DPX2NE-40Wl MP40Wl MP-34B-00 0063 DPX4NE-95M-33P-00 
0088 DPX2NE-A 1 06PW8MS-33B-00 0132 DPX2NE-40Wl MS40W1 MS-34B-00 0064 DPX4NE-95M-33S-00 
0089 OPX2NE-A 1 06S67MP-33B-00 0133 DPX2NE-57MPA 1 06S-34B-00 0085 OPX4NE-150M-33P-00 
0090 DPX2NE-A 1 06P67MS-33B-00 0134 DPX2NE-57MSA 1 06P-34B-00 00S6 DPX4NE-150M-33S-00 
0109 DPX2NE-C2P40Wl MP-33B-00 0145 DPX2NE-W8MP57MP-34B-00 0095 OPX4NE-326M-33SP-00 
0110 DPX2NE-C2S40Wl MS-33B-00 0146 DPX2NE-W8MS57MS-34B-00 0096 DPX4NE-326M-33PS-00 
0111 DPX2NE-C2P57MP-33B-00 0147 DPX2NE-57MP26MP-34B-00 0097 DPX4NE-287M-33SP-00 
0112 OPX2NE-C2S57MS-33B-00 0148 DPX2NE-57MS26MS-34B-00 0098 DPX4NE-287M-33PS-00 
0113 o PX2 N E -AC3P6 7 M P-33 B-OO 0151 OPX2NE-32W4MPA 1 06S-34B-00 0099 DPX4NE-189M-33SP-00 
0114 DPX2NE-AC3S67MS-33B-00 0152 OPX2NE-32W4MSA 1 06P-34B-00 0100 DPX4NE-189M-33PS-00 
0115 DPX2NE-AC3PA 1 06S-33B-00 0155 DPX2NE-W8MP32W4MP-34B-00 OlD1 OPX4NE-346M-33SP-00 
0116 DPX2NE-AC3SA 1 06P-33B-00 0156 DPX2NE-W8MS32W4MS-34B-00 0102 DPX4NE-346M-33PS-00 
0117 OPX2NE-W8MSA 1 06S-33B-00 0159 DPX2NE-32W4MPWSMP-34B-00 
0118 DPX2NE-WSMSA 1 06P-33B-00 0160 DPX2NE-32W4MSWSMS-34B-00 
0119 OPX2NE-l0W3MP32W2MP-33B-00 
0120 DPX2NE-l0W3MS32W2MS-33B-00 
0121 DPX2NE-32WMP40W1 MP-33B-00 

ITT Cannon 191 
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MIL-C-81659 Rack and Panel Connectors DPXNA/DPXNE 

Cross Reference from Military to Cannon Part Numbers (continued) 

Military Part Number Cannon Part Number Military Part Number Cannon Part Number Military Part Number Cannon Part Number 

M81659 /43A2-0007 DPX4NE-l04M-34P-00 M81659 / 62A2-0121 DPX2 NE-32W2MP40Wl MP-34B-29 M81659 /65A2-0026 DPXBNA-57M-33S-00 
0008 DPX4NE-l 04M-34S-00 0122 DPX2NE-32W2MS40Wl MS-34B-29 0033 DPXBNA-67M-33P-00 
00 15 DPX4NE-160M-34P-00 0123 DPX2NE-32W2MP45MP-34B-29 0034 DPXBNA-67M-33S-00 
0016 DPX4NE-160M-34S-00 0124 DPX2NE-32W2MS45MS- 34B-29 0041 DPXBNA-A 1 06-33P-00 
0023 DPX4NE-180M-34P-00 0125 DPX2NE-32W2MP57MP-34B-29 0042 DPXBNA-A 1 06-33S-00 
0024 DPX4NE-180M-34S-00 0126 DPX2NE-32W2MS57MS-34B-29 0083 DPXBNA-D8M-33P-00 
0031 DPX4NE-228M-34P-00 0127 DPX2NE-32W2MP67MP-34B-29 0084 DPXBNA-D8M-33S-00 
0032 DPX4NE-228M-34S-00 0128 DPX2NE-32W2MS67MS-34B-29 0135 DPXBNA-W8M-33P-00 
0039 DPX4NE-268M-34P-00 0129 DPX2NE-32W2MPA 1 06S-34B-29 0136 DPXBNA-W8M-33S-00 
0040 DPX4NE-268M-34S-00 0130 DPX2NE-32W2MSA 1 06P-34B-29 0137 DPXBNA-l0W3M-33P-00 
0047 DPX4NE-A424-34P-00 0131 DPX2NE-40Wl MP40Wl MP-34B -29 0138 DPXBNA-l0W3M-33S-00 
0048 DPX4NE-A424-34S-00 0132 DPX2NE-40Wl MS40Wl MS-34B-29 0139 DPXBNA-32W2M-33P-00 
0061 DPX4NE-l04M-34P-00 0133 DPX2NE-57MPA 1 06S-34B -29 0140 DPXBNA-32W2M-33S-00 
0062 DPX4NE-l04M-34S-00 0134 DPX2NE-57 MSA 1 06P-34B-29 0141 DPXBNA-40Wl M-33P-00 
0063 DPX4NE-95M-34P-00 0145 DPX2NE-W8MP57MP-34B-29 0142 DPXBNA-40Wl M-33S-00 
0064 DPX4NE-95M-34S-00 0146 DPX2NE-W8MS57MS-34B-29 0149 DPXBNA-32W4M-33P-00 
0085 DPX4NE-150M-34P-00 0147 DPX2NE-57MP26MP-34B-29 0150 DPXBNA-32W4M-33S-00 
0086 DPX4NE-150M-34S-00 0148 DPX2NE-57MS26MS-34B-29 M81 659 /66A2-0001 DPXBNA-26M-34P-00 
0095 DPX4NE-326M-34SP-00 0151 DPX2NE-32W4MPA 1 06S-34B-29 0002 DPXBNA-2 6M-34S-00 
0096 DPX4NE-326M-34PS-00 0152 DPX2NE-32W4MSA 1 06P-34B-29 0009 DPXBNA-40M-34P-00 
0097 DPX4NE-287M-34SP-00 0155 DPX2 NE-W8MP32W4MP-34B-29 0010 DPXBNA-40M-34S-00 
0098 DPX4NE-287M-34PS-00 0156 DPX2NE-W8MS32W4MS-34B-29 0017 DPXBNA-45M-34P-00 
0099 DPX4NE-189M-34SP-00 0159 DPX2 NE-32W4MPW8MP-34B-29 0018 DPXBNA-45M-34S-00 
0100 DPX4NE-189M-34PS-00 0160 DPX2NE-32W4MSW8MS-34B-29 0025 DPXBNA-57M-34P-00 
0101 DPX4NE-346M-34SP-00 M81659 / 63A2-0005 DPX3NE-78M-34P-29 0026 DPXBNA-57M-34S-00 
0102 DPX4NE-346M-34PS-00 0006 DPX3 NE-78M-34S-29 0033 DPXBNA-67M-34P-00 

M81659 / 61A2-0001 DPXBNE-26M-34P-29 0013 DPX3NE-120M-34P-29 0034 DPXBNA-67M-34S-00 
0002 DPXBNE-26M-34S-29 0014 DPX3NE-120M-34S-29 0041 DPXBNA-A 1 06-34P-00 
0009 DPXBNE-40M-34P-29 0021 DPX3NE-135M-34P-29 0042 DPXBNA-A 1 06-34S-00 
0010 DPXBNE-40M-34S-29 0022 DPX3NE-135M-34S-29 0083 DPXBNA-D8M-34P-00 
0017 DPXBNE-45M-34P-29 0029 DPX3NE-171 M-34P-29 0084 DPXBNA-D8M-34S-00 
0018 DPXBNE-45M-34S-29 0030 DPX3NE-171 M-34S-29 0135 DPX8NA-W8M-34P-00 
0025 DPXBNE-57M-34P-29 0037 DPX3NE-201 M-34P-29 0136 DPXBNA-W8M-34S-00 
0026 DPXBNE-57M-34S-29 0038 DPX3NE-201 M-34S-29 01 37 DPXBNA-l0W3M-34P-00 
0033 DPXBNE-67M-34P-29 0045 DPX3NE-A318-34P-29 0138 DPXBNA-l0W3M-34S-00 
0034 DPXBNE-67M-34S-29 0046 DPX3NE-A318-34S-29 01 39 DPXBNA-32W2M-34P-00 
0041 DPXBNE-A 1 06-34P-29 0065 DPX3 NE-24M-34P-29 0140 DPXBNA-32W2M-34S-00 
0042 DPXBNE-A 1 06-34S-29 0066 DPX3NE-24M-34S-29 01 41 DPXBNA-40Wl M-34P-00 
0083 DPXBNE-D8M-34P-29 0067 DPX3 NE-122M-34SP-29 0142 DPXBNA-40Wl M-34S-00 
0084 DPXBNE-D8M-34S-29 0068 DPX3NE-122M-34PS-29 0149 DPXBNA-32W4M-34P-00 
0135 DPXBNE-W8M-34P-29 0073 DPX3NE-142M-34P-29 0150 DPXBNA-32W4M-34S-00 
0136 DPXBNE-W8M-34S-29 0074 DPX3NE-142M-34S-29 M81659/ 67A2-0001 DPXBNA-26M-34P-Ol 
0137 DPXBNE-l0W3M-34P-29 0075 DPX3 NE-240M-34P-29 0002 DPXBNA-26M-34S-01 
0138 DPXBNE-l0W3M-34S-29 0076 DPX3NE-240M-34S-29 0009 DPXBNA-40M -34P-Ol 
0139 DPXBNE-32W2M-34P-29 0079 DPX3NE-A240M-34SP-29 0010 DPXBNA-40M-34S-01 
0140 DPXBNE-32W2M-34S-29 0080 DPX3NE-A240M-34PS-29 0017 DPXBNA-45M-34P-Ol 
0141 DPXBNE-40Wl M-34P-29 0091 DPX3NE-279M-34SP-29 001 8 DPXBNA-45M-34S-01 
0142 DPXBNE-40Wl M-34S-29 0092 DPX3 NE-279M-34PS- 29 0025 DPXBNA-57M-34P-Ol 
0149 DPXBNE-32W4M-34P-29 0157 DPX3 NE-244M-34SP-29 0026 DPXBNA-57M-34S-01 
0150 DPXBNE-32W4M-34S-29 0158 DPX3NE-244M-34PS-29 0033 DPXBNA-67M-34P-Ol 

M81659 /62A2 -0003 DPX2NE-26MP26MP-34B-29 M81659 / 64A2-0007 DPX4NE-l04M-34P-29 0034 DPXBNA-67M-34S-01 
0004 DPX2NE-26MS26MS-34B-29 0008 DPX4NE-l04M-34S-29 0041 DPXBNA-A 1 06-34P-Ol 
0011 DPX2NE-40MP40MP-34B-29 0015 DPX4NE-160M-34P-29 0042 DPXBNA-A 1 06-34S-01 
0012 DPX2NE-40MS40MS-34B-29 0016 DPX4NE-160M-34S-29 0083 DPXBNA-D8M-34P-Ol 
00 19 DPX2 NE-45MP45MP-34B-29 0023 DPX4NE-180M-34P-29 0084 DPXBNA-D8M-34S-01 
0020 DPX2 NE-45MS45MS-34B-29 0024 DPX4NE-180M-34S-29 0135 DPXBNA-W8M-34P-Ol 
0027 DPX2NE-57MP57MP-34B-29 0031 DPX4NE-228M-34P-29 0136 DPXBNA-W8M-34S-01 
0028 DPX2NE-57MS57MS-34B-29 0032 DPX4NE-228M-34S-29 0137 DPXBNA-l0W3M-34P-Ol 
0035 DPX2NE-67MP67MP-34B-29 0039 DPX4NE-268M-34P-29 0138 DPXBNA-l0W3M-34S-01 
0036 DPX2NE-67MS67MS-34B-29 0040 DPX4NE-268M-34S-29 0139 DPXBNA-32W2M-34P-Ol 
0043 DPX2NE-A 1 06PA 1 06P-34B-29 0047 DPX4NE-A424-34P-29 0140 DPXBNA-32W2M-34S-01 
0044 DPX2NE-A 1 06SA 1 06S-34B-29 0048 DPX4NE-A424-34S-29 0141 DPXBNA-40Wl M-34P-Ol 
0057 DPX2NE-A 1 06S26MP-34B-29 0061 DPX4NE-l04M-34P-29 0142 DPXBNA-40Wl M-34S-01 
0058 DPX2NE-A 1 06P26MS-34B-29 0062 DPX4NE-l04M-34S-29 0149 DPXBNA-32W4M -34P-Ol 
0059 DPX2NE-26MPA 1 06S-34B-29 0063 DPX4NE-95M-34P-29 0150 DPXBNA-32W4M-34S-01 
0060 DPX2NE-26MSA 1 06P-34B-29 0064 DPX4NE-95M-34S-29 M81659 / 68A2-0001 DPXBNA-26M-34P-23 
0071 DPX2NE-67MPA 1 06S-34B-29 0085 DPX4NE-150M-34P-29 0002 DPXBNA-26M-34S-23 
0072 DPX2NE-67MSA 1 06P-34B-29 0086 DPX4NE-150M-34S-29 0009 OPXBNA-40M-34P-23 
0087 DPX2NE-A 1 06SW8MP-34B-29 0095 DPX4NE-326M-34SP-29 0010 DPXBNA-40M-34S-23 
0088 DPX2NE-A 1 06PW8MS-34B-29 0096 DPX4NE-326M-34PS-29 0017 DPXBNA-45M-34P-23 
0089 DPX2NE-A 1 06S67MP-34B-29 0097 DPX4NE-287M-34SP-29 0018 DPXBNA-45M-34S-23 
0090 DPX2NE-A 1 06P67MS-34B-29 0098 DPX4NE-287M-34PS-29 0025 DPXBNA-57M-34P-23 
0109 DPX2NE-C2P40Wl MP-34B-29 0099 DPX4NE-189M-34SP-29 0026 DPXBNA-57M-34S-23 
011 0 DPX2NE-C2S40Wl MS-34B-29 0100 DPX4NE-189M-34PS-29 0033 DPXBNA-67M-34P-23 
0111 DPX2N E -C2P5 7 MP-34B-29 0101 DPX4NE-346M-34SP-29 0034 DPXBNA-67M-34S-23 
011 2 OPX2NE-C2S57MS-34B-29 0102 DPX4NE-346M-34PS-29 0041 DPXBNA-A 1 06-34P-23 
0113 DPX2NE-AC3P67MP-34B-29 M81659 / 65A2-0001 DPXBNA-26M-33P-00 0042 DPXBNA-A 1 06-34S-23 
0114 DPX2NE-AC3S67MS-34B-29 0002 DPXBNA-26M-33S-00 0083 DPXBNA-D8M-34P-23 
0115 DPX2NE-AC3PA 1 06S-34B-29 0009 DPXBNA-40M-33P-00 0084 DPXBNA-D8M-34S-23 
0116 DPX2NE-AC3SA 1 06P-34B-29 0010 DPXBNA-40M-33S-00 0135 DPXBNA-W8M-34P-23 
0117 DPX2NE-W8MPA 1 06S-34B-29 0017 DPXBNA-45M-33P-00 0136 DPXBNA-W8M-34S-23 
0118 DPX2NE-W8MSA 1 06P-34B-29 0018 DPXBNA-45M-33S-00 0137 DPXBNA-l OW3M-34P-23 
0119 DPX2NE-l0W3P32W2MP-34B-29 0025 DPXBNA-57M-33P-00 
0120 DPX2NE-l0W3S32W2MS-34B-29 
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MIL-C-81659 Rack and Panel Connectors DPXNA/DPXNE 

Cross Reference from Military to Cannon Part Numbers (continued) 

Military Part Number Cannon Part Number Military Part Number Cannon Part Number Military Part Number Cannon Part Number 

M81659 / 68A2-0138 OPXBNA-10W3M-34S-23 M81659170A2 -0060 OPX2NA-26MSA 1 06P-34B-00 M81659171 A2-0126 DPX2NA-32W2MS57MS-34B-01 
0139 OPXBNA-32W2M-34P-23 0071 DPX2NA-67MPA 1 06S-34B-00 0127 OPX2NA-32W2P67MP-34B-01 
0140 OPXBNA-32W2M-34S-23 0072 DPX2NA-67MSA 1 06P-34B-00 0128 OPX2NA-32W2MS67MS-34B-01 
0141 DPXBNA-40W1 M-34P-23 0087 DPX2NA-A 1 06SW8MP-34B-00 0129 DPX2NA-32W2MPA 1 06S-34B-01 
0142 OPXBNA-40W1 M-34S-23 0088 DPX2NA-A 1 06PW8MS-34B-00 0130 OPX2NA-32W2MSA 1 06P-34B-01 
0149 DPXBNA-32W4M-34P-23 0089 DPX2NA-A 1 06S67MP-34B-00 0131 OPX2NA-40W1 MP40W1 MP-34B-01 
0150 DPXBNA-32W4M-34S-23 0090 DPX2NA-A 1 06P67MS-34B-00 0132 DPX2NA-40W1 MS40W1 MS-34B-01 

M81659 / 69A2-0003 OPX2NA-26MP26MP-33B-00 0109 DPX2NA-C2P40W1 MP-34B-00 0133 OPX2NA-57MPA 1 06S-34B-01 

0004 OPX2NA-26MS26MS-33B-00 0110 DPX2NA-C2S40W1 MS-34B-00 0134 OPX2NA-57MSA 1 06P-34B-01 

0011 DPX2NA-40MP40MP-33B-00 0111 OPX2NA-C2P57MP-34B-00 0145 DPX2NA-W8MP57MP-34B-01 

0012 OPX2NA-40MS40MS-33B-00 0112 DPX2NA-C2S57MS-34B-00 0146 DPX2NA-W8MS57MS-34B-01 

0019 DPX2NA-45MP45MP-33B-00 0113 o PX 2 NA-AC3 P6 7 M P -34B -00 0147 OPX2NA-57MP26MP-34B-01 

0020 OPX2NA-45MS45MS-33B-00 0114 DPX2NA-AC3S67MS-34B-00 0148 DPX2NA-57MS26MS-34B-01 

0027 OPX2NA- 5 7MP5 7MP-33B-00 0115 DPX2NA-AC3PA 1 06S-34B-00 0151 OPX2NA-32W4MPA 1 06S-34B-01 

0028 OPX2NA-5 7MS5 7MS-33B-00 0116 OPX2NA-AC3SA 1 06P-34B-00 0152 OPX2NA-32W4MSA 1 06P-348-01 

0035 OPX2NA-67MP67MP-33B-00 0117 DPX2NA-W8MPA 1 06S-34B-00 0155 OPX2NA-W8MP32W4MP-34B-01 

0036 DPX2NA-67MS67MS-33B-00 0118 OPX2NA-W8MSA 1 06P-34B-00 0156 OPX2NA-W8MS32W4MS-34B-01 

0043 DPX2NA-A 1 06PA 1 06P-33B-00 0119 DPX2NA-10W3P32W2MP-34B-00 0159 DPX2NA-32W4MPW8MP-34B-01 

0044 OPX2NA-A 1 06SA 1 06S-33B-00 0120 DPX2NA-10W3S32W2MS-34B-00 0160 DPX2NA-32W4MSW8MS-34B-01 

0057 DPX2NA-A 1 06S26MP-33B-00 0121 DPX2NA-32W2MP40W1 MP- 34B-00 M81659172A2-0003 OPX2NA-26MP26MP-34B-23 
0058 OPX2NA-A 1 06P26MS-33B-00 0122 DPX2NA-32W2MS40W1 MS-34B-00 0004 OPX2NA-26MS26MS-34B-23 
0059 DPX2NA-26MPA 1 06S-33B-00 0123 DPX2NA-32W2MP45MP-34B-00 0011 DPX2NA-40MP40MP-34B-23 
0060 OPX2NA-26MSA 1 06P-33B-00 0124 OPX2NA-32W2MS45MS-34B-00 0012 OPX2NA-40MS40MS-34B-23 
0071 OPX2NA-67MPA 1 06S-33B-00 0125 DPX2NA-32W2MP57MP-34B-00 0019 DPX2NA-45MP45MP-34B-23 
0072 OPX2NA-67MSA 1 06P-33B-00 0126 DPX2NA-32W2MS57MS-34B-00 0020 OPX2NA-45MS45MS-34B-23 
0087 DPX2NA-A 1 06SW8MP-33B-00 0127 OPX2NA-32W2MP67MP-34B-00 0027 OPX2NA-5 7MP5 7MP-34B-23 
0088 OPX2NA-A 1 06PW8MS-33B-00 0128 DPX2NA-32W2MS67MS-34B-00 0028 DPX2NA-57MS57MS-34B-23 
0089 DPX2NA-A 1 06S67MP-33B-00 0129 DPX2NA-32W2MPA 1 06S-34B-00 0035 DPX2NA-67MP67MP-34B-23 
0090 OPX2NA-A 1 06P67MS-33B-00 0130 OPX2NA-32W2MSA 1 06P-34B-00 0036 OPX2NA-67MS67MS-34B-23 
0109 OPX2NA-C2P40W1 MP-33B-00 0131 DPX2NA-40W1 MP40W1 MP-34B-00 0043 DPX2NA-A 1 D6PA 1 06P-34B-23 
0110 DPX2NA-C2S40W1 MS-33B-00 0132 OPX2NA-40W1 MS40W1 MS-34B-00 0044 DPX2NA-A 1 06SA 1 06S-34B-23 
0111 DPX2NA-C2P57 MP-33B-00 0133 DPX2NA-57MPA 1 06S-34B-00 0057 DPX2NA-A 1 06S26MP-34B-23 
0112 DPX2NA-C2S57 MS-33B-00 0134 DPX2NA-57MSA 1 06P-34B-00 0058 DPX2NA-A 1 06P26MS-34B-23 
0113 o PX2 NA-AC3 P6 7 M P-33 B- 00 0145 OPX2NA-W8MP57MP-34B-00 0059 DPX2NA-26MPA 1 06S-34B-23 
0114 o PX2 NA-AC3S6 7 MS-3 3 B -00 0146 DPX2NA-WBMS57MS-34B-00 0060 DPX2NA-26MSA 1 06P-34B-23 
0115 DPX2NA-AC3PA 1 06S-33B-00 0147 DPX2NA-57MP26MP-34B-00 0071 DPX2NA-67MPA 1 06S-34B-23 
0116 DPX2NA-AC3SA 1 06P-33B-00 0148 OPX2NA-57MS26MS-34B-00 0072 DPX2NA-67MSA 1 06P-34B-23 
0117 DPX2NA-W8MPA 1 06S-33B-00 0151 DPX2NA-32W4MPA 1 06S-34B-00 00B7 DPX2NA-A 1 06SW8MP-34B-23 
0118 DPX2NA-W8MSA 1 06P-33B-00 0152 DPX2NA-32W4MSA 1 06P-34B-00 0088 DPX2NA-A 1 06PW8MS-34B-23 
0119 DPX2NA-10W3P32W2MP-33B-00 0155 DPX2NA-W8MP32W4MP-34B-00 0089 DPX2NA-A 1 06S67MP-34B-23 
0120 DPX2NA-10W3S32W2MS-33B-00 0156 DPX2NA-W8MS32W4MS-34B-00 0090 OPX2NA-A 1 06P67MS-34B-23 
0121 DPX2NA-32W2MP40W1 MP-33B-00 0159 DPX2NA-32W4MPW8MP-34B-00 0109 DPX2NA-C2P40W1 MP-34B-23 
0122 OPX2NA-32W2MS40W1 MS-33B-00 0160 OPX2NA-32W4MSW8MS-34B-00 0110 OPX2NA-C2S40W1 MS-34B-23 
0123 DPX2NA-32W2MP45MP-33B-00 M81659171 A2-0003 OPX2NA-26MP26MP-34B-01 0111 DPX2NA-C2P57MP-34B-23 
0124 DPX2NA-32W2MS45MS-33B-00 0004 OPX2NA-26MS26MS-34B-01 0112 OPX2NA-C2S57MS-34B-23 
0125 OPX2NA-32W2MP57MP-33B-00 0011 OPX2NA-40MP40MP-34B-01 0113 o PX 2 NA-AC3P6 7 M P-34B -2 3 
0126 OPX2NA-32W2MS57MS-33B-OO 0012 OPX2NA-40MS40MS-34B-0 1 0114 OPX2NA-AC3S67MS-34B-23 
0127 OPX2NA-32W2MP67MP-33B-00 0019 OPX2NA-45MP45MP-34B-01 0115 DPX2NA-AC3PA 1 06S-34B-23 
0128 DPX2NA-32W2MS67MS-33B-00 0020 OPX2NA-45MS45MS-34B-01 0116 OPX2NA-AC3SA 1 06P-34B-23 
01 29 OPX2NA-32W2MPA 1 06S-33B-00 0027 OPX2NA- 5 7MP5 7 MP-34B-0 1 0117 OPX2NA-W8MPA 1 06S-34B-23 
0130 DPX2NA-32W2MSA 1 06P-33B-00 0028 OPX2NA- 5 7MS5 7MS-34B-0 1 0118 OPX2NA-W8MSA 1 06P-34B-23 
0131 OPX2NA-40W1 MP40W1 MP-33B-00 0035 OPX2NA-67MP67MP-34B-01 0119 OPX2NA-10W3P32W2MP-34B-23 
0132 OPX2NA-40W1 MS40W1 MS-33B-00 0036 OPX2NA-6 7MS67MS-34B-0 1 0120 DPX2NA-10W3S32W2MS-34B-23 
0133 DPX2NA-57MPA 1 06S-33B-00 0043 OPX2NA-A 1 06PA 1 06P-34B-01 0121 OPX2NA-32W2MP40W1 MP-34B-23 
0134 OPX2NA-57MSA 1 06P-33B-00 0044 OPX2NA-A 1 06SA 1 06S-34B-01 0122 OPX2NA-32W3MS40W1 MS-34B-23 
0145 DPX2NA-W8MP57MP-33B-00 0057 OPX2NA-A 1 06S26MP-34B-01 0123 OPX2NA-32W2MP45MP-34B-23 
0146 OPX2NA-W8MS57MS-33B-00 0058 OPX2NA-A 1 06P26MS-34B-01 0124 OPX2NA-32W2MS45MS-34B-23 
0147 OPX2NA-57MP26MP-33B-00 0059 OPX2NA-26MPA 1 06S-34B-01 0125 DPX2NA-32W2MP57MP-34B-23 
0148 DPX2NA-57MS26MS-33B-00 0060 OPX2NA-26MSA 1 06P-34B-01 0126 OPX2NA-32W2MS57MS-34B-23 
0151 OPX2NA-32W4MPA 1 06S-33B-00 0071 OPX2NA-67MPA 1 06S-34B-01 0127 OPX2NA-32W2MP67MP-34B-23 
0152 DPX2NA-32W4MSA 1 06P-33B-00 0072 OPX2NA-67MSA 1 06P-34B-01 0128 OPX2NA-32W2MS67MS-34B-23 
0155 DPX2NA-W8MP32W4MP-33B-00 00B7 DPX2NA-A 1 06SW8MP-34B-01 0129 OPX2NA-32W2MPA 1 06S-34B-23 
0156 OPX2NA-W8MS32W4MS-33B-00 0088 OPX2NA-A 1 06PW8MS-34B-01 0130 OPX2NA-32W2MSA 1 06P-34B-23 
0159 OPX2NA-32W4MPW8MP-33B-00 00B9 OPX2NA-A 1 06S67MP-34B-01 0131 OPX2NA-40W1 MP40W1 MP-34B-23 
0160 OPX2NA-32W4MSW8MS-33B-00 0090 DPX2NA-A 1 06P67MS-34B-01 0132 OPX2NA-40W1 MS40W1 MS-34B-23 

M81659170A2-0003 OPX2NA-26MP26MP-34B-00 0109 OPX2NA-C2P40W1 MP-34B-01 0133 OPX2NA-57MPA 1 06S-34B-23 

0004 OPX2NA-26MS26MS-34B-00 0110 OPX2NA-C2S40W1 MS-34B-01 0134 OPX2NA-57MSA 1 06P-34B-23 

0011 OPX2NA-40MP40MP-34B-00 0111 DPX2NA-C2P5 7 MP-34B-01 0145 OPX2NA-W8MP57MP-34B-23 

0012 OPX2NA-40MS40MS-34B-00 0112 DPX2NA-C2S57 MS-34B-01 0146 OPX2NA-W8MS57MS-34B-23 

0019 OPX2NA-45MP45MP-34B-00 0113 OPX2NA-AC3P67 MP-34B-0 1 0147 OPX2NA-57MP26MP-34B-23 

0020 OPX2NA-45MS45MS-34B-00 0114 DPX2NA-AC3S67MS-34B-01 0148 OPX2NA-57MS26MS-34B-23 

0027 OPX2NA-57MP57MP-34B-00 0115 OPX2NA-AC3PA 1 06S-34B-01 0151 OPX2NA-32W4MPA 1 06S-34B-23 

0028 OPX2NA-57MS57MS-34B-00 0116 OPX2NA-AC3SA 1 06P-34B-01 0152 OPX2NA-32W4MSA 1 06P-34B-23 

0035 OPX2NA-67MP67MP-34B-00 0117 OPX2NA-W8MPA 1 06S-34B-01 0155 OPX2NA-W8MP32W4MP-34B-23 

0036 OPX2NA-67MS67MS-34B-00 0118 OPX2NA-W8MSA 1 06P-34B-01 0156 OPX2NA-W8MS32W4MS-34B-23 

0043 OPX2NA-A 1 06PA 1 06P-34B-00 0119 OPX2NA-10W3P32W2MP-34B-01 0159 OPX2NA-32W4MPW8MP-34B-23 

0044 OPX2NA-A 1 06SA 1 06S-34B-00 0120 OPX2NA-10W3S32W2MS-34B-01 0160 OPX2NA-32W4MSW8MS-34B-23 

0057 OPX2NA-A 1 06S26MP-34B-00 0121 OPX2NA-32W2MP40W1 MP-34B-01 

0058 OPX2NA-A 1 06P26MS-34B-00 0122 OPX2NA-32W2MS40W1 MS-34B-01 

0059 OPX2NA-26MSA 1 06P-34B-00 0123 OPX2NA-32W2MP45MP-34B-01 
0124 OPX2NA-32W2MS45MS-34B-01 
0125 OPX2NA-32W2MP57MP-34B-01 
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Rack and Panel Connectors 

ITT Cannon manufactures a variety of configurations and sizes of Rack and Panel Connectors. To receive additional information, complete one of the cards at the 
back of your Connector Sourcebook and request the catalog indicated. 

DESCRIPTION CONTACT DATA APPLICATIONS CATALOG 

BKA SERIES - ARINC 600 connectors 

• 
~!

. ••• ••• 

High performance, environmental, non· environmental versions with low 
insertion force front and rear removable contacts. 

BKAD / E - rear release / rear removable crimp contacts 
BKAF - front release / front rem ovable solder tail or wrap post size 

22 contacts 

DPX SERIES - rugged, general purpose 
single gang 

For commercial /industrial applications 

oPXA - si ngle shell 
oPXAF - flo at mount DPXA -SINGLE oPXB - pola ri zed ARI NC shell 
oPXAL - large flange 
oPXLAF - flo at mount DPXL 
oPXAMA - LITTLE CAESAR'" contact assembly 
oPXBMA - LITTLE CAESAR'" contact assembly 
oPXBME - LlTILE CAESAR'" contact assem bly - envi ronmental 

I] 
TWO 

For general military/aerospace applications 

DPXBNA - non·environmental, MIL·C·81659, type IV 
oPXBNE - environmental, MIL·C·81659, types II and III 

two, three and four gang Iii 
THREE *DPX2 - two gang 

DPX2A - ARINC A shell 
oPX2B - ARINC B shell 

*DPX2MA - LlTILE CAESA R'" contact assem bly 
*oPX2ME - LlTILE CAESA R'" contact assembly - environmental 
*DPX2NA - non·environmental, MIL·C·81659, type IV 

1--1 --FOUR 

• *DPX2 NE - environmental. MIL·C·81659, types II and III 

*These versions are ava ilable in the three and four gang configurations 

DPK SERIES - high performance, environmental, 
1m I MIL-C-83733 

• 
I I Envi ronmental sealing, thermal resistant connector with rear release or 

crimp snap· in contacts per PV /KJ circular series. 

DPGM/DPJM SERIES - general purpose, environmental 

I m I oPGM - short shell, economical ring ·type contact retention 
DP JM - same as DPGM except shell is longer 

• I I DP JMB - rear insertion / release of crimp sna p· in contacts 

DPD SERIES - general purpose 
single gang 

I I OPO 

• 

oPoMA 

- standard rack / panel co nnector with widest ra nge of 
contact arrangements 

-rear release of crimp snap·in contacts 

two gang 

DPD2 -two gang 
oP02MA - two gang with rear release of crimp snap·in contacts 

DPA SERIES - miniature, general purpose 

oPA - solder contacts I I DPAMA - crimp LITTLE CAESAR'" contact assembly 
• DPAME - environmental. crimp contacts 

PX SERIES - environmental PC 

Straight and 90' versions, avai lable in six sizes acco mmodating 36, 44, 
70, 80, 90 and 120 contacts. 

.Environmental versions availabl e. consul t fac tory ITT Cannon 

).800 CONTACTS 
Contact/ Wire Size 

22, 20, 16, 12 
Coax contact available 

SOLDER TAIL, CRIMP 
or WRAP POST 
TERMINATION 

2·424 CONTACTS 
Contact/ Wire Size 

22. 20, 16, 2, 4 
Coax contacts available 

SOLDER OR 
CRI MP TERMINATION 

2·106 CONTACTS 
(single gang) 

4-212 CONTACTS 
(two gang) 

6-]18 CONTACTS 
(three gang) 

8·424 CONTACTS 
(four gang) 

lS·185 CONTACTS 
Contact/Wire Size 

12, 16, 20, 22, 220 
Coax contacts ava ilable 
CRIMP TERMINATION 

12·9S CONTACTS 
Contact/Wire Size 

20, 16, 12 
Coax contacts ava ilable 
CR IM P TERMINATIO N 

2·128 CONTACTS 
(single gang) 

4-256 CONTACTS 
(two gang) 

Contact /Wire Size 
20, 16, 14, 10, 8, 6,4, 2, 0 

Coax contacts available 
SOLDER OR 

CRI MP TERMINATION 

2·]2 CONTACTS 
Contact /Wire Size 
20, 18, 14, 8, 4 

Coaxial 

]6·120 CONTACTS 
Contact/Wi re Size 

22 
CRIMP TERMINATION 

also 
PC SOLDER TAI L or 

WRAP POST 

• Space Program Equipment 
• Computer Periphery 
• Environmental/Thermal 

Protection 
• Black Box Instrumentation 
• Mili ta ry Aircraft 
• Test Equipment 
• Radar Systems 
• Ground Support Equipment 
• Test Equipment 
• Power Circuits 
• Communicatio ns Equipment 
• Guidance Controls 
• Early Wa rning Systems 
• Miss ile Ground Support 
• In· Fl ight Electro nic 

Instrumentation 
• Commercial/ Military Aircraft 
• Retrofitting / repackaging with 

advantage of UF contacts 

• Avionics 
• Flight Simulators 

RP Catalog 
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MIL-C-28840 Connectors 

Design Features 

Front Release System using standard MS tooling 

EMI Shielding 
EMI suppression is obtained by means of spring 
fingers located on the plug. During mating, multiple 
spring fingers make contact with the receptacle at 
least .040 (1.02) before pin and socket electri cal 
engagement occurs. In addition, a metal to metal 
shield is obtained when accessories are attached to 
the rear of the connector through a unique spline 
and ramp system. This total system provides the 
most effective EMI protection in the industry. 

Scoop Proof 
100% scoop-proof protection on all connectors 
eliminates bent pins as well as inadvertent electri
cal contact whether pins are mounted in the plug or 
receptacle. 

Cannon's M28840 / KFS connectors are designed to 
meet the rigid specifications of MIL-C-28840. 
These circular, threaded coupling connectors fea
ture high contact density, front release crimp con
tacts, high impact shock resistance, and are de
signed for use with navy shipboard cable 
MIL-C-915, MIL-C-24640, MIL-C-24643 and 
MIL-W-16878 wire. 

M28840/ KFS connectors utilizer fluid resistant. 
fluorosilicone elastomers to provide maximum pro
tection against fuels, oils, coolants and cleansers. 

High quality manufacturing processes and materials 
combine to insure the optimum in performance and 
reliability under an extreme range of environmental 
conditions, which include high impact shock, corro
sion, vibration, moisture-resistance and water pres
sure. Temperature withstanding capabilities range 
from - 55°C to + 200°C (- 6rF to + 392°F). 

Multiple Keying 

In.ert 
Retaining Clip 

Insulator 
Assembly 

Coupling Nut --_.../ 

Locksmith keying allows alternate polarizations 
eliminating the possibility of mismating . 

Ouick Engagement 
Double start-rapid advance thread provides rapid 
engagement and disengagement of connector in 
1-1/2 turns . 

High Density 
Maximum density of contacts is obtained without 
sacrificing ruggedness required for high shock and 
vibration while holding size to a minimum. 

ITT Cannon 
Four Cannon Court. Whitby. Ontario lIN5V8 Canada. 1416) 668-8881 

KFS 

M28840/ KFS connectors are available in nine shell 
sizes, accommodating from seven contacts in shell 
size 11 up to 155 contacts in shell size 33, and have 
a multiple keying arrangement to prevent mis
mating . 

Also available as KFS connectors are printed circuit 
contacts for a variety of P.C. board / flex circuit 
applcations, 16 AWG contact sizes, * EMP adap
ters/EMI RFI filters, connector savers, press fit 
solder pins and fiber optic contacts, high perform
ance EMI versions and thru -bulkhead fittings . 

Please fill out the reply card at the back of your 
Connector Sourcebook if you would like a copy of 
the full line MIL-C-28840 catalog. 

*Consult factory 

EMI Spring 

Contact 

Corrosion Resistant** 
Standard finish - olive drab chromate over cad
mium over nickel finish provides in excess of 500 
hours of protection from salt spray without degra
dation of connector performance. Stainless steel 
with black chromate over cadmium over nickel 
finish provides protection in areas of direct salt 
exposure. 

**KFS connectors are available using alternate material s which 
will exceed a ten thousand hour (10.000 hrs.) salt spray. These 
connectors are intermateable & intermountable with both alum i
num and stainless steel connectors from ITT Cannon. 

Dimensions are shown in inch es (millimeters) . 
Dimensions subiect to change_ 195 
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MIL-C-28840 Connectors KFS 

How to Order 

Shell Styles 10-19. 
M288401 

Shell Styles 20-29. 
M288401 20 C G D A P 1 

KFS 10 A G 1 P 1 KFS 21 C G D A P 1 
SERIES I 

SHELL STYLE UESIGNATOR -----------' 
SERIES =r- T 1 r 

t CONNECTOR WITH BACKSHELL II] 
CLASS CODE - CLASS 

SHELL SIZE DESIGNATOR -------------' SHELL SIZE DESIGNATOR 

INSERT ARRANGEMENT INSERT ARRANGEMENT ----------------' 

CONTACT STYLE - - - ---------------' 

KEY POSITION (POLARIZATION! ------------' 

tBACKSHELL SIZE DESIGNATOR 

SERIES 
M28840 - MIL-C-28840 Prefix 
**KFS - ITT Cannon Prefix for non-specificat ion 

connectors 

SHELL STYLE DESIGNATOR 
Use shell styles 10-16 when ordering connectors 
without backshells. 

10 - Receptacle. Wall Mounting 
11 - Receptacle. Cable Connecting 
12 - Receptacle. Box Mounting. Non-Envi-

ronmental 
14 - Receptacle. Jam Nut Mounting 
16 - Plug. Cable Connecting 

Use shell styles 17- 19 when ordering connectors 
with strain reliefs. 

17 - Plug. Cable with Connecting Strain Re-
lief. Open Wire Straight 

18 - Plug. Cable with Strain Relief. Open 
Wire 90° 

19 - Plug. Cable with Strain Rel ief. Open 
Wire 45° 

Use shell styles 20-29 when ordering connectors 
with backshells. 

20 - Receptacle. Wal l Mounting with 
Backshell. Jacket Cable Straight 

21 - Receptacle. Cable Connecting with 
Backshell. Jacket Cable Straight 

26 - Plug. Cable Connecting with Backshell. 
Jacket Cable Straight 

28 - Plug. Cab le Connecting with Backshell. 
Jacket Cable 90° 

29 - Plug. Cable Connecting with Backshell. 
Jacket Cable 45° 

Contact Arrangements 

Shell Size Designator 
and Insert Arrangement 
Shell Size 
Number of Contacts 

e 
A-I 
11 

7 # 20 

i·:· 
B·l 
13 

12 #20 

(Consult factory for details! 

t BACKSHELL STYLE 

CONTACT STYLE 

KEY POSITION (POLARIZATION! 
t Add for connector with backshells. 

CLASS 
Code 
Letter 

A 

B 

C 

E 

Class 
o Aluminum Alloy connector with 

Cadmium (olive drab) over 
electroless nickel finish-fluo
rosilicone elastometer sea ls. 

OS Stainless Steel Connector with 
Cadmium (black! finish-fluo
roisilicone elastometer seals. 

OJ Aluminum Alloy Backshell
Connector Assembly with Cad
mium (olive drab! over electro
less nickel finish-fluorosili
cone elastomer seals . 

OJS Stainless Steel Backshell-Con 
nector Assembly with Cadmi
um (black! finish-fluorosili 
cone elastomer seals. 

SHELL SIZE AND INSERT ARRANGEMENT 
Shell Size Shell Insert No. of 
Designator Size Arrangement Contacts 

A 11 7 
B 13 12 
C 15 21 
0 17 31 
E 19 42 
F 23 64 
G 25 92 
H 29 121 
J 33 155 

••• • :.:.:+ -C·l 0-1 E-l F-l 
15 17 19 23 

21 #20 31 #20 42 #20 64 #20 

ITT Cannon 
Four Cannon Court. Wh itby. Ontario lIN5V8 Canada . (416) 668·8881 

BACKSHELL SIZE 
(Applies to Shell Style 20. 21. 26. 28. 29 only) 
A. B. C. or 0 
The backshell sizes are identified by the appropri
ate letter: A. B. C or 0 depending upon cable 
diameter as shown in the plug assembly section of 
this catalog 

BACKSHELL STYLE 
(Applies to Shell Style 20. 21. 26. 28. 29 only) 
A - EMI Jacketed Cable 
B - Non-EMI Jacketed Cable 

CONTACT STYLE 
P - Contact. No. 20 Pin with Crimp for 22 -26 

Gauge 
S - Contact. No. 20 Socket with Crimp for 

22-26 Gauge 
o - Contact. No. 20 Pin with Crimp for 28 

Gauge 
E - Contact. No. 20 Socket with Crimp for 28 

Gauge 
F - Contact. No. 20 Pin with Crimp for 20 

Gauge 
G - Contact. No. 20 Socket with Crimp for 20 

Gauge 
A - Pin Insert-Less Contacts* 
B Socket Insert-Less Contacts* 

KEY POSITION (POLARIZATION! 
1.2.3.4.5.6 

*A and 8 signify a mixed complement of contact crimp barrel 
sizes. Contacts must be ordered separately. consult factory. 
Used only with KFS designation. 

**Consult factory for connector savers. EMI versions and corro· 
sion resistant connectors & adapters. 

G-l 
25 

92 #20 

H-l 
29 

121 #20 

J- l 
33 

155 #20 



MIL-C-28840 Connectors 

Polarization 

Receptacle Plug 

( 
oP 

BSC 

Shell 
Size 

Designator 

A-(1 11 

& 

B-( 131 

C-(151 
0-(171 
E-(191 
F-(231 
G-(251 
H-(291 

& 
J- (331 

Key 
Position 

4 

4 

AR' 
or 

AP' 
95 

113 

90 
53 

119 
51 
80 

135 
49 
66 
62 
79 

KFS 

BR' CR' DR' 
or or or 

BP' CPO DP' 
141 208 236 
156 182 292 
145 195 252 
156 220 255 
146 176 298 
141 184 242 
142 196 293 
170 200 310 
169 200 244 
140 200 257 
145 180 280 
153 197 272 

(Shell sizes are in parenthesis. for re ference only) 

Standard Data 

EMI SHIELDING EFFECTIVENESS 
Frequency (MHzl Attenuation 

1 DO 60 db mi n. 
200 50 db mi n. 
400 45 db min. 
600 45 db min. 
800 35 db min. 

1000 40 db min. 

CONTACT RETENTION 
Contact Min. Axial load 

Size (lbs.1 
20 20 

TEST VOLTAGE 
Service Test Voltage Operating Voltage 
Rating (rmsl 60 cps (sea levell 

A 1000 200 AC (rmsl 

CONTACT RATING AND 
WIRE SIZE ACCOMMODATION 

Individual 
Contact 

Wire Contact Test Current Potential Drop 
Size Size (Ampsl (Millivoltsl 
20 20 7.5 
22 20 5 88 
24 20 
26 20 64 
28 20 1.5 65 
30 20 1.0 73 
32 20 .5 

Note: For total current rating per arrangement please consult 
factory. 

Contacts 

Contact and Seal Plug Part Numbers 

Mating Wire MS 
End Barrel Contact Part Number 
Size Size Pin Socket 

WIRE CRIMPING AND SEALING RANGE 
Contact 
Mating 

End Size 
20 
20 
20 

Wire 
Barell 
Size 
20 
22 
28 

MATERIALS AND FINISHES 
Description 
Receptacle Shell 
Barrel 
Coupling Nut 
Coupling Nut Retaining Wire 
Gasket 

Insulator 
Assembly 

Pin Contact 
Socket 
Contact 
EMI Spring 

Cannon 

Insulator 
Grommet 
In terfacial Seal 

Body 
Sleeve 

MS Cannon 
Contact Part Number Seal Plug Seal Plug 

Pin Socket Part Number Part Number 
20 20 M39029 /83-508 M39029 /84-509 030-8085-700 031-8005-700 MS27186 980-8003-000 
20 22 M39029/83-450 M39029 /84-452 030-8008 -800 031-8004-300 MS27186 980-8003-000 
20 28 M39029/83-451 M39029 /84-453 030-8009-100 031 -8004-400 MS2 71 86 980-8003-000 

ITT Cannon 
Four Cannon Court. Whitby. Ontario LlN5V8 Canada . 1416) 66B·B881 

Wire 
Size 

20, 22 & 24 
22. 24 & 26 
28, 30 & 32 

Materials and Finishes 

Sealing 
Min./Max. 

.040/.070 (1.02/1.7 81 

.040 /.070 (1.02 /1.781 

.040 /.070 (1.02 /1.781 

Aluminum Alloy. Olive Drab Chromate Over Cadmium Over Nickel 
Aluminum Alloy, Olive Drab Chromate Over Cadmium Over Nickel 
Aluminum Alloy, Olive Drab Chromate Over Cadmium Over Nickel 
Copper Alloy, Nickel Over Copper 
Fluorosilicone Rubber 
Glass-f illed Epoxy 
Fluorosil icone Rubber 
Fluorosilicone Rubber 
Copper Alloy, Gold Over Nickel 
Copper Alloy, Gold Over Nickel 
Sta inless Stee l. Passivated 
Copper Alloy, Olive Drab Chromate Over Cadm ium Over Nickel 

Printed Circuit Contacts 

.020 Tail .025 Tail 
Pin 030-8218-200 080-8088-800 
Socket 031 -8009-100 
Consult factory for add itiona l co mponent part numbers. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 197 
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MIL-C-28840 Connectors 

Wall Mounting Receptacle 

M28840/10 KFS10 
(Class 0 and OS) 

Shell Size Shell A Thread V Thread 
Designator Size Class 2A Class 2A 

A -11 .750-.1 P- .2L-O.S. 3/4-20 UNEF 
B -13 .875-.1 P- .2L-0.S. 7/8-20 UNEF 

C -15 1.062-.1 P-.2L-O.S. 1-20 UNEF 
0 -17 1.125-.1 P- .2L-0.S. 11 /8-18 UNEF 

-19 1.312-.1 P-.2L-0.S. 11 /4-18 UNEF 
F -23 1.500-.1 P- .2L-0.S. 17 /1 6-18UNEF 
G -25 1.625-.1 P-.2L-0.S. 19/1 6-18 UNEF 

H -29 1.812-.1 P-.2L-0.S. 1 718-16UN 
-33 2.000-.1 P- .2L-0.S. 21 /16-16UNS 

Cable Connecting Receptacle 

M28840/11 
(Class 0 and OS) 

Shell Size 
Designator 

A 
B 

E 
F 
G 
H 

J 

Shell 
Size 
-11 
-13 
-15 
-17 
-19 
-23 
-25 
-29 
-33 

KFSll 

A Thread 
Class 2A 

.750-.1 P-.2L-0.S. 

.875-.1 P-. 2L-0.S. 
1.062-.1 P-. 2L-0.S. 
1.125-.1 P-.2L-0.S. 
1.312-.1 P-.2L-0.S. 
1.500-.1 P-. 2L-0.S. 
1.625-.1 P-.2L-0.S. 
1.812-.1 P-. 2L-0.S. 
2.000-.1 P-.2L-0.S. 

N Dia. 
Max. 

.750 (19.05) 

.875 (22.22) 
1.062 (26.97) 
1.125 (28.58) 
1.312 (33.32) 
1.500 (38.10) 
1.625 (41 .28) 
1.812 (46.02) 
2.000 (50.80) 

V Thread 
Class 2A 

3/4-20 UNEF 
7/8-20 UNEF 
1-20 UNEF 

11/8-18 UNEF 
11/4-18UNEF 
1 7/1 6-18 UNEF 
19 /16-18 UNEF 

17 /8-16UN 
2 1 /1 6-16 UNS 

ITT Cannon 

MASTER 
POLARIZING 

KEY WAY 

o Dia. 
(ReI. Mtg. 

Hole) 
.81 2 (20.62) 
.937 (2180) 

1.124 (28.55) 
1.187 (30.15) 
1.374 (34.90) 
1.562 (39.67) 
1.687 (42.85) 
1.937 (49.20) 
2.124 (53.95) 

N Dia. 
Max. 

.750 (19.05) 

.875 (22.22) 
1.062 (26.97) 
1.125 (28.58) 
1.3 12 (33.32) 
1.500 (38.10) 
1.625 (41.28) 
1.812 (46.02) 
2.000 (50.80) 

Four Cannon Court. Whitby. Ontario lIN5V8 Canada. (416) 668-8881 

KFS 

.898 (22.81) 

1 ·878(22~1i= .130(3.30) 
I- .100 (2.54) nIl-

~ .. -ti l ,,"MOO 
A THREAD J MAX. PANEL THICKNESS 

.188 (4.78) 

2.062 MAX 
(52.37) . 

R S 
T.P. ±.020 

.750 (19.05) 1.023 (25.98) 

.843 (21.41) 1.138 (28.91) 

.968 (24.59) 1.258 (31.95) 
1.015 (25.78) 1.383 (35.13) 
1.140 (28.96) 1.508 (38.30) 
1.281 (32.54) 1.718 (43.64) 
1.392 (35.36) 1.818 (46.18) 
1.568 (39.83) 2.138 (54.31) 
1.734 (44.04) 2.328 (59.13) 

.130 (3.30) 

.898 (2 2 .8~ , .100 (2 .54) 

l878 (2230) IT 

I 
- -- - - . r--,., 

N 

J - - - -

T Dia. 
+.015 
- .000 

.115 (2.92) 

.115 (2.92) 

.115 (2.92) 

.115 (2.92) 

.115 (2.92) 

.115 (2.92) 

.142 (3.61) 

.142 (3.61) 

.168 (4.27) 

I _I--;!I,r~ HR 

CTHREAD V T EAID 

2062 
(5237)--

MAX . 

R S 
± .005 ± .010 

.763 (19.38) .953 (24.21) 

.888 (25.56) 1.078 (27.38) 
1.075 (27.30) 1.265 (32.13) 
1.138 (28.91) 1.328 (33.73) 
1.325 (33.66) 1.515 (38.48) 
1.513 (38.43) 1.703 (43.26) 
1.638 (41.61) 1.828 (46.43) 
1.888 (47.96) 2.078 (52.78) 
2.075 (52.70) 2.265 (57.53) 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 



rv1IL-C-28840 Connectors KFS 

Box Mounting Receptacle 

M28840 /12 
(Class 0 and OS) 

Shell Size 
Designator 

A 

Shell 
Size 
-11 

-13 

-15 
-17 

-19 

-23 

-25 
-29 

-33 

Jam Nut Receptacle 

M28840 /14 
(Class 0 and OS) 

Shell Size 
Designator 

A 

H 

Shell 
Size 
-11 

-13 
-15 

-17 

-19 
-23 

-25 

-29 
-33 

A Thread 
Class 

2A 
.750-.1 P-. 2L-0.S. 

.875-.1 P-.2L-0.S. 
1.062-. 1 P-.2 L-0.S. 
1.1 25-.1 P-.2L-O.S. 

1.312-.1 P- .2L-0.S. 
1.500-. 1 P-.2 L-0.S. 

1.625-.1 P-.2L-0.S. 
1.812- .1 P- .2L-0.S. 

2.000-.1 P-.2L-0.S. 

KFS12 

A Thread 
Class 2A 

.750-.1P-.2L-0.S. 

.875-.1 P-.2L-0.S. 

1.062-.1 P-.2L-0.S. 
1.125-.1 P-.2L-0.S. 

1312-.1 P-.2L-0. S. 
1.500-.1 P-.2L-0.S. 

1.625-.1 P-.2L-0.S. 

1.812-.1 P- .2L-0 .S. 
2.000-.1 P-.2L-0.S. 

KFS14 

M Thread 
Class 

2A 
718-20 UNEF 

1-20 UNEF 
13116-18UNEF 

1 114-18 UNEF 

1 7/16 UNEF 
1 518-18 UNEF 

1 314- 18 UNS 
115116-16 UN 

2118-16 UN 

N.oia. 
Max. 

.750 (19.05) 

.875 (22.22) 

1.062 (26.97) 
1.125 (28.58) 
1.312 (3332) 

1.500 (38.10) 

1.625 (41.28) 

1.812 (46.02) 
2.000 (50.80) 

O. oia. 
(Ref. Mtg. 

Hole) 
.8 12 (20.62) 

.937 (mOl 
1.124 (28.55) 
1.187 (30.15) 

1374 (34.90) 
1.562 (39.67) 

1.687 (42.85) 

1.937 (47.60) 
2.124 (5237) 

.898 (22 .81) 

.878 (22 ·rr3 ) .130 (3 .30) 
I+- .100 (254) CHAM. 
I ~.Ol~MIN 

~, n --~-- I ' :: 
r _- -1 

A THREAD JtMAdNEl ~~KESS 
188 (4.78) 

1 . 62~ MAX. 
(41 .28) 

R 
lP. 

.750 (19.05) 

.843 (2L41) 

.968 (24.59) 
1.015 (25.78) 

1.140 (28.96) 
1.281 (32.54) 

1392 (3536) 

1.568 (39.84) 
1734 (4404) 

S 
± .020 

1.023 (25.98) 
1.138 (28.91) 

1258 (3U5) 
1383 (3513) 

1.508 (3830) 

1718 (4l64) 
1.818 (46.18) 

2.138 (5431) 
2.328 (5913) 

T oia. 
+ .015 
- .000 

.115 (2.92) 

.115 (2.92) 

.115 (2.92) 

.115 (292) 

.115 (2.92) 

.115 (2.92) 

.142 (HI) 

.142 (HI) 

.168 (4.27) 

G 
Max . 

.755 (19.18) 

.880 (22.35) 
1.005 (25.53) 

1.130 (28.70) 
1.255 (31.88) 

1.443 (36.65) 

1.567 (39.80) 
1.880 (47.75) 

2.067 {52. 50) 

I---K---J 
_ 1.033 (26.2j) 4--

1013 (2~.73) 

V Thread 
Class 

2A 
314-20 UNEF 

718-20 UNEF 
1-20 UNEF 

11 18-18UNEF 

11 14-18UNEF 

1 7116-18 UNEF 
19/16-18 UNEF 

1 718-16 UN 

21/16-16 UNS 

MASTER POLARIZING 
KEYWAY 

HEX. NUT 
A THREAD 1

- .02610 .66) 
.010 (0 .25) 

I _ .130 (3 .30) 

.096 (2 .44) ~==;:B:;;Rr. :n~~:;-~-tf--~~~~:_RING 

.089 (226) It 
1 Jt ~~ """, 

--I M THREAD 
FULL THREAD 

WITHIN .062 (1 .57) 
OF FLANGE MAX. __ 

PANEl 
THICKNESS 
.188 (4. 78) 

L 
G K + .009 N 

± .010 ± .010 - .000 Max. 
1264 (32.11) 1358 (34.49) .832 (2L13) .750 (19.05) 

1.389 (35.28) 1.498 (38. 05) .957 (2431) .875 (22.22) 
1.577 (40.06) 1.671 (42.44) 1.144 (29.06) 1.062 (26.97) 
1.639 (41.63) 1733 (44.02) 1.207 (30.66) 1.125 (28.58) 

1.827 (46.41) 1.921 (48.79) 1.394 (35.41) 1.312 (3332) 

2-014 (51.16) 2. 108 (5l54) 1.582 (40.18) 1.500 (38. 10) 
2.139 (5433) 2.233 (56.72) 1707 (4336) 1.625 (41.28) 

2.327 (5911) 2.425 (6160) 1.894) (48.11) 1.812 (46.02) 
2.514 (6l86) 2608 (66.24) 2.082 (52.88) 2.000 (50.80) 

R 
Max . 

.875 (22.22) 

1.000 (25.40) 
1.188 (30.1 8) 

1250 (3175) 
1.438 (36.53) 

1.625 (41.28) 
1750 (44.45) 

1.938 (49.23) 
2.125 (54.98) 

--- 2.062 (52.37) MAX . 

B 
± .005 

.974 (24.74) 

1.099 (n91) 

1287 (32.69) 
1349 (34.26) 

1.537 (39.04) 

1724 (4l79) 
1.849 (46.96) 

2.037 (5174) 
2.224 (56.49) 

T 
± .017 

1062 (26.97) 

1.188 (30.18) 
1375 (34.92) 
1.438 (36.53) 

1.625 (41.28) 

1.812 (46.02) 

2.0 00 (50.80) 
2.188 (55.58) 
2.375 (6032) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 199 
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MIL-C-28840 Connectors 

Cable Connecting Plug 

M28840/16 
(Class D and DS) 

Backshell Styles 

M28840 

KFS-UBK/KFS-RBK/KFS-TBK 

M28840/1 

M28840/6 

Spin coupling adapter and heat shrinkable boots. 
(For unshielded, shielded, and Tinel-Lock* systems.) 

Straight (-00') 

Consult ITT Cannon Canada for ordering informat ion . 
*Trademark of Raychem 

KFS16 

Shell Size 
Designator 

A 

H 

M28840/2 

Shell 
Size 
-11 
-13 
-15 

-17 

-19 

-23 
-25 
-29 

-33 

M28840/9 

45' (-45') 

ITT Cannon 

A THREAD 

A Thread 
Class 2B 

.750-. 1 P-.2L-O.S. 

.875-.1 P- .2L-0.S. 
1.062-.1 P-.2L-0.S. 

1.1 25 -.1 P-.2L-O.S. 
1.3 12 -. 1 P-.2L-0.S. 

1.500-. 1 P- .2L-0.S. 

1.625-.1 P-.2L-O.S. 
1.81 2-. 1 P-.2L-O.S. 

2.000-.1 P-.2L-O.S. 

Four Cannon Court. Whitby. Ontario lIN5V8 Canada • 141 6) 668-8881 

KFS 

V THREAD 

COUPLING 
RING 

V Thread 0 
Class 2A Dia. Max. 

3/4-20 UNEF 1.028 (26.11) 

7/8-20 UNEF 1.141 (28.98) 
1-20 UNEF 1.263 (32 .08) 

11 /8-18UNEF 1.387 (35.23) 
1 1/4-18 UNEF 1.513 (38.43) 
1 7/16-18 UNEF 1.703 (43.26) 

19/1 6-18 UNEF 1.825 (46.36) 
17 /8-16 UN 2.143 (54.43) 

2 1/16-1 6 UNS 2.329 (59.16) 

M28840/1 

.111 

M28840/8 

Right Angle (-90') 

Dimension s are shown in inches (millimeters). 
Dimensions subject to change. 



MIL-C-28840 Connectors KFS 

Tooling 

Semi· Automatic Crimp Tool 
(for size 20 contacts onlv) 

CBT·490 
High Volume Crimp 

Termination 

Assembly Instruction 

1. Be sure proper assembly tools are on hand . 

4. Using M22520/34-01 crimp tool with the 
M22520 134-02 positioner, insert wire and contact 
into the locator jaws. Squeeze tool handles togeth
er until ratchet releases. When using the CBT 490 
semi-automatic crimp tool, follow instructions sup
plied with tool. 

7. Insert wired contacts into cavities from rear of 
insulator until contact "clicks" into retaining clip. A 
slight pull on wire will assure that contact is 
securely seated. 

10. Using M81969/34-01 extraction tool. insert 
tool around contact from front of insulator until tool 
tip engages against contact retaining clip. Push 
plunger (use minimum force) to release contact. 

Contact Insertion Tools Contact Removal Tool Hand Crimping Tool 

• D t , . 16 
M81969!33·01 (Straight) 

Cannon Part No. 070333·0000 
M81969!34·01 

Cannon Part No. 070335·0000 

~ tJ=if -- on --- .. -= 
M81969 /33·02 (90' ) 

Cannon Part No. 070334·0000 

STRIPPING AND CRIMPING. 

M22520 /34·01 Basic Tool 
Cannon Part No. 995·0002·054 

M22520/34·02 Positioner 
Cannon Part No. 995·0002·055 

3. Insert wire into rear or contact. Wire insulation 
2. Strip wires to 3/16 " ("A" dimension) for #20 must butt against rear of contact. Wire must be 
gauge contact. visible thru inspection hole. 

CONTACT INSERTION. 
5. Slide open wire strain relief or backshell for 
jacketed cable over wires in proper order for re
assembly. (For jacketed cable to backshell assembly 
procedure, consult the backshell manufacturer. 

,I 

11 1."" .... 1. -~"I~ 

8. After all contacts are inserted, assemble open 
wire strain relief, or backshell for jacketed cable 
per manufacturers instruction. 

11. Pull wired contact out from rear of insulator. 

ITT Cannon 
four Cannon Cou rt, Whitby, On tario lIN5VB Canada · (41 6) 66B·BBBI 

6. Slide wired contact in M81969/33-01 straight 
or M81969/33-02 right angle insertion tool so that 
tip of tool butts against contact shoulder. 

CONTACT EXTRACTION. 
9. Remove open wire strain relief or backshell for 
jacketed cable from connector assembly. 

1111'-11111 .~, 
I 

12. After replacing the contact (see Contact In 
sertion), re-assemble open wire strain relief or 
backshell for jacketed cable . 

Dimensions subject to change. 201 
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MIL-C-50 15 Connectors MS-A/MS-B 

MS-A and MS-B connectors were originally de- Typical Mating Guide 
signed and approved under Military Specifications 
for use in military aircraft. Since then, commercial 
and industrial demand for these connectors has 
grown because of their uniform quality, depend-
ablility, and interchangeability as prescribed in MIL-
C-5015. These MS connectors are available in two 
classes: 

A - Solid endbell with plastic insulators (resil
ient insulators are available also). 

B - Split endbell with plastic insulators for 
greater accessiblity to solder connections . 

The MS-A and MS-B are available as plugs or 
receptacles. The term plug applies to any assembly 
fixed to the end of a cable . The term receptacle 
applies to any assembly mounted to a wall or box. 
MS shells will accept either pin or socket insert 
assemblies. Socket contacts are the closed-entry 
type. 

Each contact arrangement is available with pin or 
socket contacts and will mate with all MS type 
connectors having the same size and contact ar
rangements. 

Standard Data 

How to Order 

~, .'~ (t . ,~ , . : . \. 

, -
MS3106A 

MS3107A 

MS3101A 

MATERIALS AND FINISHES 
Shell Mate ri al Aluminum alloy 

Finish Olive drab chromate coating over cadmium plating 
Insulator Material Thermoset Plastic 

Contacts Material Brass or copper alloy 

Finish Silver plate 
Termination Tinned solder pot 

MS 3102 A 18 -8 P X 

~~:~~S_TY_LE ___________ ___ ____ T_CA_ T_10_6--..Jql-8 P x 

SHEll SIZE -
CONTACT ARRANGEMENT 
CONTACT TYPE ------------------------' 

AlTERNATE INSERT POSITION -----------------------' 

PREFIX 
MS - Complies with Military Specification 

MIL-C-5015 
CA - ITT Cannon prefix indicating special ap-

plication or variation of MS. See mod
ification codes. 

SHEll STYlE 
3102 - Box mounting receptacle 
3106 - Straight plug 
Consult factory for additional shell styles. 

ITT Cannon 
I=nm r.~nnnn rnmt Whithv nnf::lrin IINIi\lR r:ln::trl::. • 141lil hIiR.RRR1 

CLASS 
A 
B 

- Solid or one-piece end bell 
- Split or two-piece endbell 

SHEll SIZE 
Coupling thread diameter in sixteenths of an inch 

CONTACT ARRANGEMENTS 
Consult factory for additional layouts 

CONTACT TYPE 
P for Pin; S for Socket 

AlTERNATE INSERT POSITIONS 
Consult factory 



MIL- C- SOlS Connectors MS-A/MS-B 

Box Mounting Receptacle 

MS3102A (Available with plastic or resilient insulators) 

Polarizing 

md' .,BOSS 

SR 

ille 
T Dia. A Thd. 

4 Mtg. Holes 

The MS3102A box mounting receptacles are used on boxes and equipment cases where no cable support is required. 

Straight Plug 

MS3106A Solid Endbell 

Polarizing 

~ 
I · l 

""0 V Thd . 

V Thd. 
Sizes 8S thru 16 Sizes 18 thru 40 

MS3106A straight plugs are used with 3100 and 3102 receptacles and 3101 plugs. 

Shell G l N a R S T A V 
Size Max. Max. Max. Max. ± .005 Max. + .010 - .005 Thread Thread 

8S .844 (2144) 1.469 (3731) 1.000 (2540) .454 (11.53) .594 (15.09) .906 (2101) .120 (305) 1/2-28UNEF-2B 1/2-28UNEF-2A 

IDS .969 (24.63) 1.531 (38.89) 1.000 (25.40) .514 (1106) .719 (18.26) 1.031 (26.19) .120 (305) 5/8-24NEF-28 1/2·28UNEF-2A 

10Sl .969 (24.62) 1.531 (38.89) 1.000 (25.40) .630 (16.00) .719 (18.26) 1.031 (26.19) .120 (3.05) 5/8-24NEF-2B 5/8·24NEF-2A 

12S 1.062 (26.97) 1.688 (42.88) 1.000 (25.40) .630 (16.00) .812 (20.62) 1.125 (28.58) .120 (305) 3/4-20UNEF·2B 5/8·24NEF-2A 
14S 1.156 (29.36) 1.688 (42.88) 1.000 (25.40) .755 (19.18) .906 (2101) 1.219 (30.96) .120 (305) 7/8-20UNEF-2B 3/4·20UNEF-2A 

16S 1.250 (31.75) 1688 (42.88) 1.000 (25.40) .880 (22.35) .969 (24.62) 1.312 (3132) .120 (305) 1·20UNEF·2B 7/8·20UNEF-2A 
12 1.062 (26.97) 2.062 (52.37) 1.205 (30.61) .630 (16.00) .812 (20.62) 1.125 (28.58) .120 (305) 3/4-20UNEF-2B 5/8·24NEF-2A 

14 1.156 (29.36) 2.062 (52.37) 1.205 (30.61) .755 (19.18) .906 (23.01) 1.219 (30.96) .120 (305) 7/8-20UNEF-2B 3/4·20UNEF-2A 

16 1.250 (31.75) 2.062 (52.37) 1.205 (30.61) .880 (22.35) .969 (24.62) 1.312 (3332) .120 (305) 1·20UNEF-2B 7/8·20UNEF-2A 
18 1.344 (34.14) 2.062 (52.37) 1.205 (30.61) .989 (25.13) 1.062 (26.97) 1.406 (35.71) .120 (305) 1·1 /8-18NEF-2B 1·20UNEF-2A 

20 1.469 (37.31) 2.188 (55.58) 1.205 (30.61) 1.176 (29.87) 1.156 (29.36) 1.531 (38.89) .120 (305) 1·1 /4-18NEF-2B 1-3/16·18NEF·2A 
22 1.594 (40.49) 2.188 (55.58) 1.205 (30.61) 1.270 (32.26) 1.250 (31.75) 1.656 (42.06) .120 (305) 1·3 /8-18NEF-2B 1-3/16·18NEF·2A 

24 1.719 (43.66) 2.312 (58.72) 1.375 (34.92) 1.395 (35.43) 1.375 (34.92) 1.781 (45.24) .147 (3.73) 1·1 /2-18NEF-2B 1·7/16·18NEF·2A 
28 1.969 (50.01) 2.312 (58.72) 1.375 (34.92) 1.645 (41.78) 1.562 (39.67) 2.031 (51.59) .147 (3.73) 1·3 /4-18NS-2B 1-7/16·18NEF·2A 

32 2.219 (56.36) 2.438 (61.93) 1.375 (34.92) 1.895 (48.13) 1750 (44.45) 2.281 (57.94) .173 (439) 2·18NS·2B 1·3 /4·18NS·2A 

X DIMENSION 
Max. Solder Pot Ext. - Pin or Socket 

Shell Contact Size 
Size 16 12 8 

8S-165 .50 

12 .59 
14 .73 

16 .50 .59 .73 .86 

18·22 .50 .59 .72 .86 .86 

24-28 .59 .65 .76 .90 .90 
32-48 .47 .53 .66 .78 .78 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 203 

Four Cannon Court. Whitby. Ontario LlN5V8 Canada. (416) 668·8881 



MIL-C-5015 Connectors 

Contact Arrangements (Face View, Pin Insert) 

Shell Size 
No. of Contacts 
Service Rating 

2 Contacts 

4 Contacts 

A o 
10Sl-4 
2 #16 

A 

® 

e 
12S-3 
2 #16 

A 

Shell Size 14S-2 18-4 
No. of Contacts 4 #16 4 #16 

Service Rating Ins!. D 

High Voltage 

14S-9 
2 #16 

A 

5 Contacts 

14S-5 
5 #16 

Ins!. 

• • () 
16S-4 
2 #16 

D 

7 Contacts 8 Contacts 10 Contacts 14 Contacts 

Shell Size 
No. of Contacts 

Service Rating 

Junction Shell 

CA2120 

16-S1 
7 #16 

A 

18-8 
7 #16(A-G) 
1 #12(H) 

A 

18-1 
10 #16 

A(B,C,F,G) 
Ins!. (all others) 

20-27 
14 #16 

A 

3 Contacts 

© t .8 

10Sl-3 
3 #16 

A 

24-12 
3 #12 (B, D, E) 

2 #4 (A, C) 
A 

17 Contacts 

20-29 
17 #16 

A 

MS-A/MS-B 

6:) 
14S-1 
3 #16 

6 Contacts 

14S-6 
6 #16 

Ins!. 

A 

19 Contcts 

22-14 
19 #16 

A 

6:) ' B • 
14S-7 
3 #16 

A 

18-12 
6 #16 

A 

24 Contacts 

24-28 
24 #16 

Ins!. 



MIL-C-50 15 Firewall Connectors 

MS-K firewall connectors have met and are qual
ified to the fireproof test of MIL-C-5015 . This test 
requires that a connector mounted to a firewall will 
continue to operate for 5 minutes in case of fire and 
prevent the passage of flame for 20 minutes. These 

Standard Data 

connectors are not environmentally sealed but oper
ate continuously at temperature up to + 17rC 
(+ 350' F). MS-K connectors have crimp type con
tacts; thermocouple contacts must be ordered sep
arately and are solder type unless otherwise re-

MATERIALS :..:,FIN.:..:.IS:..:,H.:..:.ES:.,,-__ -___,_-------
Shell - Steel Shell - Olive drab over cadmium plate 
Insulator - Glass·filled epoxy or glass-filled melamine or melamine Contacts - Silver plate 

glass cloth laminate --'-'---'-'-'-----'-'-"--"--'-'--------- - -

Contacts - Copper alloy 

How to Order 

MS-K 

quested on order. Cavities that will contain the 
thermocouple contacts and contact material must 
be specified when ordering. 

MECHANICAL FEATURES 
Shell Size - In sixteenths of an inch 

Coupling - Threaded 
Contact Arrangements - See pages 219-220 

ELECTRICAL DATA 
Number of Contacts - 1 thru 37 

MS 3106 K 36 8 P 

SERIES PREFIX ____ T 11 j 1 
SHEll STYLE -----------------------'
CLASS 
CONTACT TYPE 
CONTACT ARRANGEMENT --------------------' 
SHEll SIZE - -------------------------' 
SERIES PREFIX 

MS 
SHEll STYLE 

See pages 205-207 
CLASS 

K per MIL-C-5015 

Wall Mounting Receptacle 

MS3100K 

Sizes 8S to 18 have junction shell 

Part Number A Thread B M 0 
MS3100K8S-* t 1/2·2BUNEF·2A 3/B l iB 1·29 /64 9/16 17 /32 19 /32 

'MS3100Kl0SL-*t 5/B·24UNEF·2A 3/B l iB 1·7 /64 9/16 25 /32 23 /32 
MS3100KI2S-*t 3/4·20UNEF·2A 3/B l iB 1-33 /64 9/1 6 25 /32 13 /1 6 
MS3100KI4S-* t 7/B·20UNEF·2A 3/B l iB 1-33/64 9/16 29 /32 29 /32 
MS3100KI6S-* t 1·20UNEF·2A 3/B l iB 1-33 /64 9/16 1·1132 31 132 
MS3100KI6-* t 1·20UNEF·2A 5/B l iB 1-45 /64 3/4 1·1 132 31 132 
MS3100KI8-*t 1-1 /B·1BUNEF·2A 5/B l iB 1-59 /64 3/4 1·5132 1·1/16 
MS3100K20-*t 1-1 /4·1BUNEF·2A 5/B 5/64 2-7 /64 3/4 1·21 /64 1·5132 
MS3100K22-*t 1-3 /B·1BUNEF·2A 5/B 5/64 2-1 /32 3/4 1·25 /64 1·1 14 
MS3100K24-*t 1-1 /2·1BUNEF·2A 5/B 5/64 2-21 /64 13/16 1·37 /64 1·3 /B 
MS3100K28-*t 1·3 /4-1BUNS-2A 5/B 5/64 2-1 /4 13/16 1-49 /64 1·9/16 
MS3100K32-*t 2-1 BUNS-2A 5/B 5/64 2-29 /64 7/B 2·1164 1·3 /4 
MS3100K36-* t 2·1 /4·16UN·2A 5/B l iB 2-19/32 7/B 2·17 /64 1·15/16 

'Receptacles in size lOSL are available with pin inserts only. *Add contact arrangement. See pages 219-220. 

ITT Cannon 
Four Cannon Court. Wh itby. Ontario lIN5V8 Canada · (4t6) 668·8881 

SHEll SIZE 
as to 36 

CONTACT ARRANGEMENT 
See pages 219-220 

CONTACT TYPE 
P for pin; S for socket 

S T 

7/B .150 
1 .150 

1·3 /32 .150 

1·3/16 .150 

1·9/32 .150 

1·9/32 .150 

1·3/8 .177 
1·1 /2 .177 
1·5 /B .177 
1·3 /4 .177 
2 .177 
2·1 /4 .209 
2·1/2 .209 

Sizes 20 to 36 have endbell 

V Thread W 
1/2·2BUNEF·2A 3/8 
5/B·24UNEF·2A 3/B 
5/B·24UNEF·2A 3/B 
3/4·20UNEF·2A 3/B 
7/B·20UNEF·2A 3/B 
7/B·20UNEF·2A 3/B 

1·20UNEF·2A 3/B 
1·3/16·1BUNEF·2A 3/B 
1·3/16·1BUNEF·2A 3/B 
1· 7/16·1BUNEF·2A 3/B 
1· 7 /16·1BUNEF·2A 3/B 

1·3 /4-1BUNS-2A 7/16 
2-1BUNS·2A 1/2 

t Add contact type: P - pin; S - socket. 

Dimensions are shown in inches. 
Dimensions subject to change. 205 



MIL- C- 5015 Firewall Connectors 

Box Mounting Receptacle 

MS3102K 

A 

Sizes 8S to 18 have plain rear skirt 

Part Number A Thread B K L M o Thread 
MS3102K8S-*t 1/2-28UNEF-2A 3/8 1/16 59 /64 9116 7/16 

·MS31 02Kl OSL-*t 5/8-24UNEF-2A 3/8 1/16 61 /64 9/1 6 39 /64 
MS3102K12S-*t 3/4-20UNEF-2A 3/8 1/16 61 /64 9/16 21 /32 
MS3102K14S-*t 7/8-20UNEF-2A 3/8 1/16 61 /64 9/16 23 /32 
MS3102K16S-*t 1-20UNEF-2A 3/8 1/16 61 /64 9/16 27/32 

MS3102K16-*t 1-20UNEF- 2A 5/8 1/16 1-9 /64 3/4 27132 
MS3102K18-*t 1-1/8-18UNEF-2A 5/8 1/16 1-9/64 3/4 31 132 
MS3102K20-*t 1-1 /4-18UNEF-2A 5/8 5/64 1-15 /64 3/4 1-3/16-18UNEF-2A 

MS3102K22-*t 1-3 /8-18UNEF-2A 5/8 5/64 1-15 /64 3/4 1-1/4-18UNEF-2A 

MS3102K24-*t 1-1 /2-18UNEF-2A 5/8 5/64 1-18 /64 13 /1 6 1-7/16-18UNEF-2A 

MS3102K28-*t 1-3/4-18UNS-2A 5/8 5/64 1-18 /64 13/16 1-5/8-18UNEF-2A 

MS3102K32-*t 2-18UNS-2A 5/8 5/64 1-3 /8 7/8 1-7 /8-16UN-2A 

MS3102K36-*t 2-1/4-16UN-2A 5/8 1/8 1-29 /64 7/8 2-1/8-16UN-2A 

'Receptacles in size 10SL are available with pin inserts only. t Add contact type : P - pin; S - socket 
*Add contact arrangement, see pages 219-220. 

206 ITT Cannon 
Four Cannon Court. Whitby. On tario lIN5V8 Canada • (416) 668-8881 

MS-K 

INSULAT ION 
EXTENSION 
SEE TAB 

Sizes 20 to 36 have threaded rear skirt 

Maximum Insulation Extensions 
Shell Contact Size 
Size 16 12 8 

8S 11 /16 
IOSL-16S 51 /64 718 
16-18 13 /16 718 718 1-3 /32 
20-22 13 /16 7/8 7/8 1-3/32 1-9/64 
24 47 164 13 116 13 /16 1-1 /32 1-3/32 
28 47 164 13 /16 13 /1 6 1-1 /32 1-3/32 
32 47 164 47 /64 47/ 64 61/64 1-1/32 

36 39 164 43 /64 43 /64 57 /64 61 /64 

R S T W 
19 /32 718 _150 

23 /32 .150 

13/16 1-3 /32 .150 

29 /32 1-3/16 .150 

31 /32 1-9/32 .150 
31 132 1-9/32 .150 

1-1/1 6 1-3/8 .177 

1-5/32 1-1/2 .177 9/64 
1-1/4 1-5/8 .177 9/64 
1-3/8 1-3/4 .177 9/64 
1-9/16 .177 9/64 
1-3 /4 2-1/4 .209 5/1 6 
1-15/16 2-1/2 .209 11 /32 

Dimensions are shown in inches. 
Dimensions subject to chang e. 



MIL-C-5015 Firewall Connectors 

Straight Plug 

Pin Insert 

Socket Insert 

Part Number A Thread 
MS3106K8S·*t 112·28UNEF·28 

oMS31 06K1 OSL·*t 518·24UNEF·2B 

MS31 06K12S·*t 314·20UNEF·2B 
MS3106K14S·*t 718·20UNEF·2B 

MS3106K16S·*t 1·20UNEF·2B 
MS3106K 16·*t 1·20UNEF·2B 

MS3106K18·*t 1·1 IB·1BUNEF·2B 

MS3106K20·*t 1·114·1BUNEF·2B 
MS3106K22·* t 1·3IB·1BUNEF·2B 

MS3106K24·*t 1·1 12·1BUNEF·2B 
MS3106K2B·*t 1·314·18UNS·2B 

MS3 106K32·*t 2·1BUNS·2B 
MS3106K36·*t 2·1f4·16UN·2B 

oPlugs in size 10SL are available with socket inserts on ly. 
'Add contact arrangement; see pages 219·220. 

90° Angle Plug 

MS31D8K 

Part Number A Thread 
oMS310BK10SL·*t 5IB·24UNEF·2B 
MS310BK12S·*t 314·20UNEF·2B 
MS310BK14S·*t 7 I B·20UNEF·2B 

MS310BK16S·*t 1·20UNEF·2B 

MS310BK16·*t 1·20UNEF·2B 
MS310BK1B·*t 1·1fB·1BUNEF·2B 
MS310BK20·*t 1·1f4·1BUNEF·2B 
MS310BK22·*t 1·3 IB·1BUNEF·2B 

MS310BK24·* t 1·1f2·1BUNEF·2B 
1·314·1BUNS·2B 

2·1BUNS·2B 

2·1 14·16UNS·2B 
·Plugs in size 10SL are available with socket inserts only. 
*Add contact arrangement; see pages 219·220. 

v THREAO 

Sizes 8S to 16 - one piece construction 

(I 

17 132 1·114 314 
17 132 1·7/16 31 132 
17 132 1·7116 

17 132 1·7116 1·1 18 

17 132 1·7/16 1·114 
23132 1·518 1·114 
23132 2·1/16 1·11/32 
23132 2·11 164 1·15/32 

23132 2·5/32 1·19/32 
23132 2·21 164 1·23/32 
23 /32 2·5/16 1·31/32 
23132 2·25 164 2·7 132 

23132 2·17/32 2·15/32 
t Add contact type: P - pin; S - socket. 

J M (I U 
17/32 1-41 164 31132 1·21 164 
17132 1-41 164 1 1·21 164 
17/32 1·29/32 l ·llB 1·27/64 
17/32 1·29/32 1·1 14 1·27164 
23132 2·3 132 1·114 1·27164 
23132 2·15164 1·11/32 1·31 164 
23132 2·19/32 1·15/32 1·21/32 
23132 2·19/32 1·19/32 1·21 132 
23132 2-49164 1·23/32 1·63164 
23132 2·49164 1·31/32 1·63164 
23132 3-1 14 2·7132 2·7/32 
23132 3-1 14 2·15/32 2·9 132 

t Add contact type: P - pin; S - socket. 

ITT Cannon 
Four Cannon Court, Whitby, Ontario LlN 5V8 Canada . (4161 668·8881 

POLARIZ ING 
GROOVE 

POLARIZI NG 
GROovE 

g 

MS-K 

Sizes 18 to 36 - two piece construction 

V Thread W 
112·28UNEF·2A 318 
5IB·24UNEF·2A 318 
518·24UNEF·2A 31B 
3 I 4· 20UNEF·2A 31B 
7IB·20UNEF·2A 318 
7/8·20UNEF·2A 318 

1·20UNEF·2A 31B 
1·3 I 16·1BUNEF·2A 31B 
1·3/1 6·1BUNEF·2A 31B 
1· 7 I 16·1BUNEF·2A 31B 
1· 7 /16·1BUNEF·2A 3/B 
1·3 14·1BUNS·2A 7/16 

2·1BUNS·2A 112 

V Thread W 

5IB·24UNEF·2A 31B 
5IB·24UNEF·2A 31B 
3 I 4· 20UNEF· 2A 31B 
7IB·20UNEF·2A 31B 
7IB·20UNEF·2A 3/B 

1·20UNEF·2A 31B 
1·3/16·1BUNEF·2A 31B 
1·3/16·1BUNEF·2A 31B 
1· 7116·1 BUNEF·2A 31B 
1· 7116·1 BUNEF·2A 318 
1·314·1BUNS·2A 7/16 

2·1BUNS·2A 112 

Dimensions are shown in inches. 
Oim ensions subject to change. 207 
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MIL-C-50 15 Firewall Connectors 

Assembly Instructions 

Recommended Procedures 
*1. Remove Formica reta ini ng ring (or the ce

ram ic retaining ring) from contact (Figure 1). 
2. Crimp contact to wire. 
3. Slip endbell (or junction shell), retaining ring, 

and washer over wire bundle . 
4. Push contact thru rear insulator. (Contact 

should extend sufficiently to accomplish 
Step 5.) 

I 
CONTACT RETAINING CLIP 

t 
I 
~ 

t 

MS-K 

5. Attach Formica retaining ring onto the con
tact (see Figure 1). 

6. Seat each contact securely in rear insulator. 
7. Assembl e front insulator on engaging end of 

contact. 
8. Slide insulator assembly into hardware . 
9. Sli de washer and insulator retaining ring into 

place. making sure that insulator retain ing is 
fully seated in groove. 

10. Slide endbell or junction shel l down wire 
bundle and attach to shell (or barrel) . 

INSERT 
RETAINING 

Ti 
t t 

• FRONT 
INSULATOR 

CON~ACT t 
(CRIMP·ON 
TERMINALS) REAR 

INSULATOR t 
INSERT 
RETAINING 
RING 

t 
STEEL BARREL STEEL COUPLING NUT 

*NOTE: For MS·K Assembly it is not necessary to remove the ceramic retaining ring used on sizes 16 
and 12 co ntac ts fo r MS·K providing that th e crimp tool M22520/l·D1 is used with th e TH119 
turret. However. the fo rmica ring must be re mo ved if using the cr imp tools listed below. 

Contacts, Crimp Tools, Contact Kit Part Numbers 

MS-K Contacts and Crimp Tools can be ordered separately 
Contact Size Part Number Wire Accom. Crimp Tool 

16 Pin 330·01 87·000 16·18·20 M2 2520/1· 01 
8S·36 MS3191 -1 
16 Pin* 030·11 54-000 16·18-20 M22520/1 -01 
8S·36 MS3191 -1 
16 Socket 031 ·0497 ·000 16·18- 20 M22520/1-01 
8S·16S MS3191 ·1 
16 Socket 031 ·0498·000 16·18·20 M22520 /1-01 
12·36 MS3191 ·1 
16 Socket* 031 ·0728·000 16·18·20 M22520/1·01 
12-36 MS3191 ·1 
12 Pin 330·0188·000 12·14 M22520 /1·0 1 

MS3191·1 
12 Socket 031·0499·000 12·14 M22520/1 ·01 

MS3191·1 
8 Pin 330-0189-000 8 CBT600B or 

CBT600 
8 Socket 031-0500-000 8 CBT600B or 

CBT600 
4 Pin 330·0190·000 4 CBT600B or 

CBT600 
4 Socket 031·0501·000 4 CBT600B or 

CBT600 
o Pin 330·0191·000 0 CBT600B 
o Socket 031-0502 -000 0 CBT600B 

FIGURE 1 
STEEL ENDBELL 

When using the MS3191 ·1 (or CCT·1 61 2) crimp tool with proper locator. both the ceramic or formica 
retaining ring fo r sizes 16 and 12 contacts must be removed. For sizes 8. 4. and 0 contacts. the 
ceramic or formica retaining rings must be removed before crimping. 

Locator Crimp Headt 
TH119 Turret -
L16·3191 ·8 
TH119 Turret -
L16·3191 -8 
THl19 Turret -
L16-3191 -8 
THl19 Turret -
L16-3191 ·7 
TH119 Turret -
L16·3191 ·7 
TH119 Turret -
L1 2·3191 ·4 
TH119 Turret -
L12·3191 ·4 
CCHP8 CCH8 ·1 

CCHPB CCH8-1 

CCHP4 CCH4-1 

CCHP4 CCH4·1 

CCHPO·6 CCHO·1 
CCH PO·6 CCHO·1 

MS-K Contact Assembly Kit 
With Contact and Retaining Ring 

Contact Size Kit Part Number 
16 Pin 320·0002·000 
8S·36 
16 Pin* 320-0001 -000 
8S·36 
16 Socket 320·0013-000 
8S·16S 
16 Socket 320·0005·000 
12·36 
16 Socket* 320·0008·000 
12- 36 
12 Pin 320·0009·000 

12 Socket 320·0007 ·000 

8 Pin 320·0010·000 

8 Socket 320·0014·000 

4 Pin 320·0011·000 

4 Socket 320-0006·000 

o Pin 320-001 2 -000 
o Socket 320·0015·000 

*These contacts must be used when ordering contact arrangements 24·28 pin or socket. 28 ·21 pin or socke t. and 20-27 socket only. 
t Crimp heads are only app li cable fo r contact sizes 8. 4. and O. 

ITT Cannon 
Four Cannon Court. Whitby. Ontario lIN5V8 Canada . (4161 668-8881 



MIL-C-50 15 Firewall Connectors FRF /FVF /FRA/FV A 

How to Order 

SERIES PREFIX 
FRF - Fluorosilicone elastomers. steel hardware 

with black chromate fin ish 
FVF - Silicone elastomers. steel hardware with 

clear chromate (A 105) finish 
FRA - Same as FRF except aluminum hardware 
FVA - Same as FVF except aluminum hardware 

SHELL STYLE 
6 - Plug 
o - Receptacle. flange mounting 

ACCESSORY HARDWARE (ALUMINUM) 
E (FRF / FRA) - Endbell with cable clamp 
E (FVF / FVA) - Endbell with cable clamp with 

ferrules 
A (FRF/FRA) - Endbell adapter threaded for 

conduit 
A (FVF/FVA) - Endbell adapter threaded for 

conduit with ferrules 
- Use dash (- ) for connectors less accessories 

(Dash must be included in description) 

SHELL SIZE 
10SL. 12S. 14S. 16S. 20. 22. 24. 28. 32 and 36 

FRF / FVF Firewall connectors are designed to meet 
the requirements of MIL-C-5015 and prevent the 
passage of + 1093°C (+ 2000°F) flames for 20 
minutes. They incorporate the latest sophisticated 
design improvements necessary to meet the exact
ing demands of supersonic flight applications. Some 
of these features are temperature capabilities to 
+ 204°C (+ 392°F) for more than 1000 hours. 
lighter weight. smaller than other MIL-C-5015 fire
wall connectors. and crimp front release contacts . 

Firewall connectors fulfill the very important appli 
cation of providing a means to penetrate the engine 
firewall of military and commercial aircraft with 

electrical circuits. and still maintain the integrity of 
the flame barrier requirements of the aircraft fire
wall. These connectors provide protection against 
high temperatures. emergency fire -retardant condi 
tions. moisture. atmospheric changes. and are re
sistant to fuels. cleaning agents. coolants. and 
hydraulic fluids . Materials of connector arrange
ments are designed to meet the requirements of 
MIL-C-5015 Class K connectors. 

The maximum operating temperature noted for 
these connectors is the maximum internal hot spot 
resulting from any combination of electrical load 
and ambient conditions. 

FRF 6 E 12S 3 P X -01 
FVF 0 A 12S 3 S X 
FRA o - 12S 3 P 
FVA 6 - 12S 3 S FO 
T SERIES PREFIX - ----------------' IIJj SHELL STYLE -----------------' 

ACCESSORY HARDWARE --- -------------' 

SHELL SIZE --------------- -----' 

CONTACT ARRANGEMENT ----------- --------' 

CONTACT TYPE ------------- ----- --' 
INSERT POLARIZATION - - ------ ------------' 

LESS CONTACTS ------------------------' 

MODIFIERS ---- ------ ---------------' 

CONTACT ARRANGEMENT 
See pages 219-220 

CONTACT TYPE 
P for pin; S for socket 

INSERT POLARIZATION 
W. X. Y or Z in accordance with MIL-C-5015. No 
designator required for normal 

LESS CONTACT 
FO - (Will not be stamped on connectors) 

MODIFIERS 
01 - Ball. self-locking knurled coupling nut (see 

note 1 below) 
02 - Size 16 contacts to accommodate size 20 

wire 
03 - Clinch nut mounting receptacles (F28) 
04 - Obsolete 
05 - Knurled coupling nut 
06 - Combination 01 and 02 codes 
07 - Ferrules only (see note 4 below) 
08 - Combination 01 and 07 codes (see note 4 

below) 
09 - Combination 05 and 07 codes (see note 4 

below) 
10 - Anchor nut plates on receptacle shells 
11 - MS3057 type "A" endbell clamp. less 

bushing 

ITT Cannon 
Four Ca nnon Court. Whitby. Ontario lIN5V8 Canada. (416) 668·8881 

MODIFIERS (continued) 
12 - Combination 07 and 10 codes 
13 - 01 code. wi th safety wire holes on cou-

pling nut 
14 - 90° end bell (with saddle clamp and 

ferrule) 
15 - Combination 01 and 14 codes 
16 - 03 code plus ferrules (code 07) 
17 - Obsolete 
18 - 01 code and steel conduit adapter 
19 - FRFO / FVFO receptacle with steel conduit 

adapter 

NOTES 
1 . Modifier 01 : Used for high vibration / shock 

applications 
2. Less Contacts: Use the Modifier " -FO" or 

"L". The modifier will not be stamped on 
the connector. Modifier" -FO" is preferred. 

3. Numerical FRA/ FRF modifiers are assigned 
consecutively as needed and there is no 
significance to numerical order. 

4. The basic FRA and FRF connectors were 
designed for use without ferrules. Ferrules 
are suggested when undersized wire is used 
so that the grommet seals will not spread 
apart (i.e. opened) when the wires are 
flexed as the wire may be too stiff for its 
bend to be completely damped out by the 
end bell cable clamp. FVA and FVF are always 
supplied with ferrules. 

Dimensions sub ject to change. 209 
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MIL-C-5015 Firewall Connectors 

Design Features 

Multiple wire sealing barriers 

Resilient socket 
interface 

Conical lead-in 
for pin contacts 

FRF /FVF /FRA/FV A 

Clamp bar 

Crimp insertable contacts (Mll-C-23216) 

Clamp endbell 

Contact stabilizing barrier and sealing barrier 

Complete Moisture Sealing 

An improved shell-to-barrel 0 ring seals against pressure differential to 15 psi before and after exposure to 
+ 204°C (+ 392°F) _ 

Positive interfacial sealing is accomplished with a pin and socket interlocking barrier design _ 

A highly reliable grommet sealing system incorporates multiple wire sealing barriers and a grommet-to
shell seal. 

Rugged Metal Clip Retention System 

These clips are one-piece metal parts with slotted, inwardly deflected tines assuring positive contact 
retention. They are retained and positively located in the hard insulator contact cavities by a molded-in 
shoulder providing strength where the greatest load from mating and unmating occurs. 

Contacts are seated on the clip shoulder, and the contact retaining clip locks on the taper retention undercut 
of the contact. 

Improved Contact Alignment and Stability 
The large lead -in chamfer on the semi-resilient insert provides positive contact alignment by "guiding" the 
tip of the pin contact into the mating socket. This chamfer provides maximum contact centering without 
restricting contact float or tool insertion. 

Optional Self-Locking Coupling Nut 

The mechanism employs a spring-loaded detent system that is free running until near full engagement. At 
this point torque valves increase causing the mechanism to produce an audible clicking until full 
engagement. The mechanism is effective even when coupling stops at a position between detents. 

When full mating is achieved, a color appears in the indicator window on the periphery of the coupling nut. 
The indicator is serrated so that full mating can be determined in a blind installation by feel, with a probe 
approximately 1/32" in diameter. 

ITT Cannon 
Four Cannon Court. Wh itby. Ontario LlN5V8 Canada . (416) 668-8881 

,:,: '"""'"'' ": ~::;" 
~~f~ c:.~ -; :1 

,;: ,~, Socket sealing and ' -
barri ers ~'-:-J support barrier 

Pin sea ling and y .":::Z / 
support barrier 

Mating condition 
indicator slot 

Dimensio ns subjec t to change. 



MIL-C-SOlS Firewall Connectors 

Standard Data 

ElECTRICAL DATA 

Wire Size Insulation 00 Limit 
Contact Size (MIL-W-5D86) min. max. 

16 16 thru 20 .06S (1.73) .135 (3.43) 
12 12 thru 14 .092 (2.34) .200 (5 .0S) 

S thru 10 .132 (3.35) .300 (7.62) 
4 4 thru 6 .227 (5.77) .425 (10.S0) 
0 o thru 2 .390 (9.91) .590 (14.99) 

Test Data (FRF and FVF Only) 

Moisture Resistance - Exceeds MIL-STO-202E. 
Method 1060 

Fire Test - Exceeds MIL-C-5051G, Para _ 4.6.16 
Fluid Emersion - Per MIL-C-5015G, 

Para . 4.6.15.3 

Contacts 

Pin and Socket 

Pin and socket contacts are mach ined from bar 
stock to assure precision operation. They are de
signed to resist severe vibration and repeated 
connection and disconnection . The average force to 
either engage or separate pin and socket contacts 
will not exceed the ave rage values given in the 
latest revision of MIL-C-39029. 

Thermocouple Contacts 

Size 12 and 16 contacts, machined from matching 
thermocouple lead wire alloys, can be supplied in 
ITT Cannon connectors. These thermocouple con
tacts maintain continuity from thermal-sensor leads 
thru a bulkhead or other closures in temperature 
measuring appl ications. 

These contacts fo r matching lead wires are detailed 
by the standards of the Instrument Society of 
America (LS.A_l. 

Service Data 

Maximum current ratings of contacts and maximum 
allowable voltage drop under test conditions when 
assembled as in service are shown. Maximum total 
current to be carried per connector is the same as 
that allowable in wire bundles as specified in 
MIL-W-5088. 

MATERIALS AND FINISHES 
Shell - Machined cadmium plated steel (FRF /FYF) 

- Aluminum (FRA I FVA) 
Insulator - Glass-fi ll ed epoxy 
Grommets and Interfacial Seals - FRF - Fluorosilicone I FVF - Silicone 
Contactst - Copper alloy. gold plating per MIL-C-39029 
Clip - Copper alloy 

MECHANICAL FEATURES 
Coup ling - Threaded 
Polarizati on - Single keyway per MIL-C-5015 
Contact Retention - Metal clip 

Fluid Use 
JP-4 Aviation fu el 
Ke rosene Aviation fuel 
MIL-H-5606 Hydraul ic fluid 
Ethylene Glycol Synthetic coolant 
Cee-Bee A-693 Alkaline cleaner 

Force 
in oz. 16 12 

Maximum 30 30 
Average 24 24 
Min imum 2 3 

I.S.A. Standards 

K 
T 

Current Rating with Silver Plated Wire 
Contact Test Current 

Size (amps) 
16 13 
12 23 
8 46 
4 SO 
0 150 

FRF /FVF /FRA/FV A 

Fluid Use 
Navee 427 Alka line cleaner 
MIL-L-23699 Turbine lube oil 
Skydrol 500A Hydraulic fl uid 
MIL-L-780S0 Turbine lube oil 
Texaco 6256 Turbine lube oil 

Contact Sizes 
8 4 0 

160 240 320 
7 10.5 15 
5 10 14 

Material 
Iron and constantan 
Chromel and alumel 
Copper and constantan 

Potential Drop 
(millivoltsl 

49 
42 
26 
23 
21 

High Potential Test Data MS TEST Operating Voltages Air Creepage 
These connectors show no evidence of breakdown 
when the test voltage indicated is applied between 
the two closest contacts and between the shell and 
the contacts closest to the shell for a period of one 
minute . 

Service Voltage 
Rating (RMSI 60 cps DC 
Inst. 1000 250 
A 2000 700 
0 2S00 1250 
E 3500 1750 
B 4500 2450 
C 7000 4200 

ITT Cannon 
Four Cannon Court. Whitby. Ontario lIN5V8 Canada . (416) 668-8881 

Suggested Spacing Distance 
AC (rmsl nom. inches nom. inches 

200 - 1/1 6 
500 1/16 l iS 
900 l iS 3/1 6 

1250 3/1 6 1/4 
1750 1/4 5/16 
3000 5/1 6 1 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 2 11 
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MIL-C-50 15 Firewall Connectors 

Wall Mounting Receptacle 

FRFO/FVFO 

(T' is FRA/FVA dim. onlvl 

l Max. 
Shell #16 #8 F K 
Size A Thread #12 #4 #0 Max. Max. 
10SL 5/8·24UNEF·2A 1.685 (42.801* .445 (11.301 .098 (2.491 
12S 3/4·20UNEF·2A 1.875 (47.621 .445 (11.301 .098 (2.491 
14S 7/8·20UNEF·2A 1.875 (47.621 .522 (13.261 .098 (2.491 
16S 1·20UNEF· 2A 1.875 (47.621 .647 (16.431 .098 (2.491 
16 1·20UNEF·2A 1.922 (48.821 2.141 (54.381 .647 (16.431 .098 (2.491 
20 1·1/4·18UNEF·2A 1.922 (48.821 2.141 (54.381 2.422 (61.521 .921 (23.391 .140 (3.561 
22 1·3/8·18UNEF·2A 1.922 (48.821 2.141 (54.381 2.422 (61.521 1.016 (25.811 .140 (3.561 
24 1·1/2·18UNEF·2A 1.922 (48.821 2.141 (54.381 2.422 (61 .521 1.141 (28.981 .140 (3.561 
28 1·3/4·18UNS·2A 1.922 (48.821 2. 141 (54.381 2.422 (61.521 1.361 (34.571 .140 (3.561 
32 2·18UNS·2A 1.922 (48.821 2.141 (54.381 2.422 (61.521 1.611 (40.921 .140 (3.561 
36 2·1/4·16UN·2A 1.922 (48.821 2.141 (54.381 2422 (61 .521 1.826 (46.381 .140 (3.561 

*Available with pin inserls only. 

Straight Plug 

FRF6/ FVF6 

~ L --j 
J IJ.1 r·375 (9.52)MIN. 

,~II M FDIA 

AT~ ~. 

L Max. 
Shell #16 #8 C 
Size A Thread #12 #4 #0 Hex. 
10SL 5/8·24UNEF·28 1.813 (46.051* 
12S 3/4·20UNEF·2B 1.875 (47.621 .937 (23.801 
14S 7/8·20UNEF·2B 1.875 (47.621 1.000 (25.401 
16S 1·20UNEF·2B 1.875 (47.621 1.125 (28.581 
16 1·20UNEF·2B 1.922 (48.821 2.141 (54.381 1.125 (28.581 
20 1·1 /4·18UNEF·28 1.922 (48.821 2.141 (54.381 2.422 (61.521 1.375 (34.921 
22 1·3/8·18UNEF·28 1.922 (48.821 2.141 (54.381 2.422 (61 .521 1.500 (38.101 
24 1·1 /2·18UNEF·2B 1.922 (48.821 2.141 (54.381 2.422 (61.521 1.625 (41.281 
28 1·3 /4·18UNS·2B 1.922 (48.821 2.141 (54.381 2.422 (61 .521 1.875 (47.621 
32 2·18UNS·2B 1.922 (48.821 2.1 41 (54.381 2.422 (61 .521 2.125 (43.961 
36 2·1/4·16UN·28 1.922 (48.821 2.141 (54.381 2.422 (61.521 2.375 (60.331 

*Available with socket inserts only. 

POLARIZING 
BOSS 

M 
+ .031 R 
- .000 + .005 

.562 (14.271 .719 (18.261 

.562 (14.271 .812 (20.621 

.562 (14.271 .906 (2301 1 

.562 (14. 271 .969 (24.61 1 

.750 (19.051 .969 (24.611 

.750 (19.051 1.156 (29.361 

.750 (19.051 1.250 (3U51 

.812 (20.621 1.375 (34.921 

.812 (20.621 1.562 (39.671 

.875 (22.221 U50 (44.451 

.875 (22.221 1.938 (49.231 

POLARIZING BOSS 

F J 
Max. Max. 

.455 (11 .561 .536 (13.611 

.455 (11.561 .536 (13.611 

.522 (13.261 .536 (13.611 

.647 (16.431 .536 (13.611 

.647 (16.431 .722 (18.341 

.921 (23.391 .724 (18.391 
1.016 (25.811 .724 (18.391 
1.141 (28.981 .724 (18.391 
1.361 (34.571 .724 (18.391 
1.611 (40.921 .724 (18.391 
1.826 (46.381 .724 (18.391 

ITT Cannon 
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FRF /FVF /FRA/FV A 

A THO. 

T T' 
S + .010 + .010 

Max. - .005 - .005 V Thread Min. 
1.031 (26.191 .150 (3.811 .120 (3.041 5/8·24UNEF·2A .375 (9.521 
1.125 (28.581 .150 (3.811 .120 (3.041 5/8·24UNEF·2A .375 (9.521 
1.219 (30.961 .150 (3.811 .120 (3.041 3/4·20UNEF·2A .375 (9.521 
1.31 2 (33.321 .150 (3.811 .1 20 (3.041 7/8·20UNEF·2A .375 (9.521 
1.312 (33.321 .150 (3.811 .120 (3.041 7/8·20UNEF·2A .625 (15.861 
1.531 (38.891 .177 (4.501 .120 (3.041 1·1/4·18UNEF·2A .625 (15.861 
1.656 (42.061 177 (4.501 .120 (3.041 1·1/4·18UNEF·2A .625 (15.861 
U81 (45.241 .177 (4.501 .147 (3.731 1·3 /8·18UNEF·2A .625 (15.861 
2.031 (51.591 .177 (4.501 .147 (3.731 1·5/8·18UNEF·2A .625 (15.861 
2.281 (57.941 .209 (5.311 .173 (4.391 1·7/8·16UN·2A .625 (15.861 
2.531 (64.291 .209 (5.311 .173 (4.391 2·1/8·16UN·2A .625 (15.861 

r~+r 
~~jIJ~ 

COLOR INDICATOR SLOT 

M 0 O· 
Max. Max. Max. V Thread 

.446 (11.331 .970 (24.641 5/8·24UNEF·2A 

.555 (14.101 1.092 (27.741 1.092 (27.741 5/8·24UNEF·2A 

.675 (17.141 1.164 (29.571 1.240 (31.501 3/4·20UNEF·2A 

.805 (20.451 1.309 (33.251 1.386 (35.201 7/8·20UNEF·2A 

.805 (20.451 1.309 (33.251 1.386 (35.201 7/8·20UNEF·2A 
1.050 (26.671 1.598 (40.591 1.650 (41.911 1·1/8·18UNEF·2A 
1.175 (29.841 1.742 (44.251 1.745 (44.321 1·1/4·18UNEF·2A 
1.300 (33.021 1.886 (47.901 1.962 (49.831 1·3 /8·18UNEF·2A 
1.520 (38.611 2.175 (55.241 2.125 (53.981 1·5/8·18UNEF·2A 
1.770 (44.961 2.464 (62.591 2.380 (60.451 1·7/8·16UN·2A 
1.980 (50.291 2.752 (69.901 2.580 (65.531 2·1/8·16UN·2A 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 



MIL-C-5015 Firewall Connectors FRF /FVF /FRA/FV A 

Accessory Hardware 

FRFO /FVFO 

FRF6/FVF6 

Straight Conduit Adapter 

Straight Conduit Adapter 

~Hfth rf--:-'I[ " I I 
'I I I 

!t H G 
III, ~ II I I 
II I I 
't. __ ~.> __ 

ETHD. 

Shell 
Size E Thread 

10SL 5/8-24UNEF-2A 
12S 3/4-20UNEF-2A 
14S 7/8-20UNEF-2A 
16S 7/8-20UNEF-2A 
16 1-13 /16-18UNEF-2A 
20 1-3/1 6-18UNEF-2A 
22 1-7/16-18UNEF-2A 
24 1-7/1 6-18UNEF-2A 
28 1-3/4-18UNS-2A 
32 2-18UNS-2A 
36 2-1 /4-16UN-2A 

Tooling 

IIIUtll,n 

Contact/Wire Seal Plugs 

Straight Cable Clamp 

Straight Cable Clamp 

B Max. o Max. G Max. Max. #16.#0 X Max. Y Max. 

.833 121.161 2.135 154.231 .953 124.211 2.662 167.621 
.925 123.501 .361 19.171 .833 121.161 2.135 154.2 31 .953 124.211 2.662 167. 621 

1.100 127.941 .441 111.201 1.003 125481 2.135 154 231 1.078 127.381 2.826 171.781 

1.224131.091 .561 114.251 1.333 133861 2.135 154 231 1.203 130561 1181 180 801 
1.224131.091 .581 114761 1.333 131861 2.235 156.771 1.203130561 1332 184631 
1.524138711 .691 117551 1430 136.321 1000 176201 1.453 136911 1332184631 
1.630 141 .401 791 120091 1.497 138021 1000 176201 1.578 140081 1332 184.631 
1.775 145081 .921 12 3.391 1.573 139.951 1000 176.201 1.703 141261 1 622 192001 
2.025 151.441 1.181 130001 1.792 145.521 3.000 176.201 1.953 149.61 1 1 622 192001 
2.265 157531 1.361 134571 2.121 151871 3.000 176.201 2.203155961 4.1371105081 
2.525 164141 1.621 144171 2.308 158.621 1000 176201 2453162.311 4387 1111.431 

Contact Crimp Crimp Locator Insertion Tool Extraction 
Size Tool Head Number Standard Oversize Tool 
16 M22520/1-01 M22520 /1-02 CIT16-2 CIT16-15 CET-FRF-16-22A 
12 CIT12 CIT12-7 CET-FRF-12 

8 CBT600B CCH-8-1 CCHP-8-6 Not Req 'd Not Req 'd CET-FRF-8 

C8T600B CCH-4-1 CCHP-4-8 Not Re q'd Not Req 'd CET-FRF-4 
CBT600B CCH-0-1 CCHP-0-8 Not Req'd Not Req 'd CET-FRF-O 

Contact Part Number Wire 
Size* Pin Socket Seal Plugs Color 

16 030-1878-001 031 -1040-001 225-0071 -000 Blue 
12 030-1879-003 031 -1041-003 225-0072-000 Yellow 

8 030-1880-001 031 -1042-001 225-1009-000 Red 

4 030-1881 -001 031 -1043-001 225-1008-000 Blue 
030-8011-747 031 -8012-747 225-1007 -000 Yellow 

' Consult factory for variations in contact finish, wire accommodation, and thermocouple materials. 

ITT Cannon Dimensions are shown in inch es (millimeters). 
Dimensions sub ject to change. 213 

Four Cannon Co urt. Whitby. Ontario lI N5V8 Canada. (4 161 668-8881 
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MIL-C-50 15 Firewall Connectors 

Wire Stripping 

Using proper assembly tools (see page 213), strip 
insulation from end of wire to be crimped. (See 
table for proper stripping dimensions.) Do not cut or 
damage wire strands. 

Assembly Instructions 

Contact Crimping 

Insert wire into rear of contact. Wire insulation must butt against rear of contact. Wire must be visible thru 
inspection hole . Using M22520/1-01 crimp tool with proper locator, insert wire and contact into locator 
jaws. Squeeze tool handle together until ratchet releases. When using CBT 600B crimp tool. follow 
instructions supplied with tool. Inspect crimped contact to be sure proper crimp has been made. 

Contact Insertion 

1. Slide conduit adapter or clamp bars over wire 
bundle in proper order for re -assembly. 

4. After all contacts are inserted, assemble con
duit adapter or clamp bars . 

3. Pull wired contact out from rear of insulator. 

2. Slide wired contact into proper insertion tool so 
that tip of tool butts against contact shoulder. 

Contact Extraction 

1. Remove conduit adapter or clamp bars from 
connector assembly. 

4. After replacing contact re-assemble conduit 
adapter or cable clamp. 

ITT Cannon 
Four Cannon Court. Whitby. Ontario LlN5V8 Canada . (416) 668·8881 

FRF /FVF /FRA/FVA 

Contact A 
Size Max. Min. 
16 .250 (6.35) .220 (5.59) 
12 .250 (6.35) .220 (5 .59) 

.250 (6.35) .220 (5.59) 
4 .480 (12 .18) .450 (11.43) 
0 .630 (16.00) .600 (15.24) 

3. Insert wired contacts into cavities from rear of 
insulator until contact "clicks" into retaining clip. A 
slight pull on wire will assure that contact is 
securely seated. 

2. Using proper extra'ction tool , insert tool around 
contact from front of insulator until tool tip butts 
against contact shoulder. Push plunger to release 
contact. 

Dimensions are shown in inches (millimeters). 
Dimensions subiect to change. 



MIL-C-SOIS Firewall Connectors CA-KE 

Washing, fuel spillage, and atmospheric variations 
are responsible for the development of firewall 
connectors that combine moisture resistance with 
fireproof characteristics. The CA-KE series provide 
environmental resistance to meet the moisture 
problems as well as emergency fire conditions 
defined by MIL-C-5015. CA-KE connectors are fully 
interchangeable and intermateable with other 5015 
type of connectors. In order to maintain the mois
ture seal and fire resistance, howeve r, they must 
mate with corresponding CA-KE connectors. 

Continuous operating temperature of + 17rC 
( + 350°F) - crimp contacts. Moisture resistant 
connector for use with sealable wires. Modification 
of MS31 **K configuration. 

Standard Data 

How to Order 

MATERIALS 
She ll 
Insulator 

Contacts 
Grommet and a Ring 
Accessory Hardware 

CERAMIC CONTACT 
RETAINING RING 

-Steel 
- Glass· filled epoxy or glass·filled 

melamine 
-Copper all oy 

-Fuel·resistant silicone rubber 
-Steel 

FINISHES 
Shell - Olive drab over cadmium plate 
Contacts -Silver Plate 
Accessory Hardware - Olive drab over cadmium plate 

MECHANICAL FEATURES 
Shell Size -In sixteenths of an inch 
Coupling -Threaded 
Contact Arrangements -See pages 219·220 

ELECTRICAL DATA 
Number of Contacts - 1 thru 47 

CA 00 KE 24 28 S 

SERIES PREFIX ________ __ =r T J j 
SHELL STYLE ----- -----------------'

C~SS ----------------------~ 

SHELL SIZE - - --------- ----- - - - - - --' 

CONTACT ARRANGEMENT -----------------------' 

CONTACT TYPE ----------------- - - - - - ---' 

SERIES PREFIX 
CA 

SHELL STYLE 
00 - Wall mounting receptacle (without 

conduit threads) 
06 - Straight plug (without conduit threads) 

3100 - Wall mounting receptacl e 
3106 - Straight plug 

ITT Cannon 
Four Cannon Court. Whitby. Ontario LlN5V8 Canada . (416) 668·8881 

CLASS 
KE - Envi ro nment-resistant fi rewall connector 

SHELL SIZE 
as to 36 

CONTACT ARRANGEMENT 
See pages 219-220. 

CONTACT TYPE 
P for pin; S fo r socket 

2 15 
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MIL-C-5015 Firewall Connectors 

Wall Mounting Receptacle 

CAOOKE 

Part Number A Thread B 

CAOOKE8S·*t 1/2·28UNEf·2A 3/8 

CAOOKE10S·*t 5/8·24UNEf·2A 3/8 

·CAOOKE10Sl·*t 5/8·24UNEf·2A 3/8 

CAOOKE12S·*t 3/4·20UNEF·2A 3/8 

CAOOKE14S·*t 7/8·20UNEF·2A 3/8 

CAOOKE 16S·*t 1·20UNEF·2A 318 

CAOOKE16·*t 1·20UNEF·2A 5/8 

CAOOKE18·*t 1·1/8·18UNEF·2A 5/8 

CAOOKE20·*t 1·1/4·18UNEF·2A 5/8 

CAOOKE22-*t 1·3/8·18UNEF·2A 5/8 

CAOOKE24·*t 1·112·18UNEF·2A 518 

CAOOKE28·*t 1·3/4·18UNEF·2A 5/8 

CAOOKE32·*t 2·18UNEF·2A 5/8 

CAOOKE36·* t 2·1/4·16UN·2A 5/8 

' Receptacles in size 10SL are available with pin inserts only. 

Straight Plug (Without Conduit Threads) 

CA06KE 

Part Number A Thread 

CA06KE8S·*j 1/2·28UNEF·2B 

CA06KE10S·*t 5/8·24UNEF·2B 

· CA06KE10Sl·*t 5/8·24UNEF·2B 

CA06KE12S·*t 3/4·20UNEf·2B 

CA06KE14S·*t 7/8·20UNEf·2B 

CA06KE1 6S·*t 1·20UNEF·2B 

CA06KE1 6·*t 1·20UN Ef·2B 

CA06KE18·*t 1·1/8·18UNEF·2B 

CA06KE20·*t 1·1/4·18UNEF·2B 

CA06KE22-*t 1·3/8·18UNEF·2B 

CA06KE24·*t 1·1 /2·18UNEf·2B 

CA06KE28·*t 1·3/4·18UNS·2B 

CA06KE32·*t 2·18UNS·2B 

CA06KE36·*t 2·1 /4·18UNS·2B 

POLARIZING KEY 

-;~P ) r ~ 

,pa 
C,,, , ... 

1/16 
1/16 

1116 

1/16 

1/16 
1/16 

5/64 

5/64 

5/64 

5/64 
5/64 

5/64 

5/64 

3/32 

A 

M 0 

1·11/16 371 64 17132 

1·11/16 37 /64 11 /16 

1·25132 37 /64 11/16 

1·11/16 37 /64 25 /32 

1·11/16 37 /64 29132 

1·11/16 37 /64 1·1/32 

2·3/32 49 164 1·1/32 

2·1/4 49 164 1·5/32 

2· 1/4 49 164 1·11 132 

2·1/4 53164 1·13132 
2·1 /4 53164 1·5/8 

2·1/4 57 164 1·25132 

2·1 /4 57 164 2·1/32 

2·1/4 57164 2·9/32 

t Add contact type : P - pin; S - socket. 

POLARIZING 
GROOVE 

17 /32 

17 /32 

17 /32 

17132 

17132 

17132 

23132 

23 132 

23 132 

23132 
23 132 

23132 

23 /32 

23 132 

A THREAD 

1·11116 

1· 11 116 

1·11116 

1·11 /16 
1·11 116 

1·1 1116 

2·3 /32 

2·1 /4 

2·1 /4 

2·1 14 
2· 1/4 

2·1 14 

2·1 /4 

2·1 /4 

'Plugs in size 10SL are avai lable with socket inserts only. t Add contact type: P - pin; S - socket. 
NOTE: Coupling nut has hex configurat ion on sizes 8S, lOS, 10SL, 12 and 24; knurled configuration on all others. 

ITT Cannon 
Four Cannon Court, Whitby, Ontario lIN5V8 Canada. (416) 668·8881 

CA-KE 

T 

.594 7/8 .150 

.719 .150 

.719 1 .150 

.812 1·3/32 .150 

.906 1·3/1 6 .150 

.969 1·9132 .150 

.969 1·9/32 .150 

1062 1·3/8 .177 
1.156 1·1/2 .177 
1.250 1-5 /8 .177 
1.375 1·314 .177 
1562 .177 
1750 2·1/4 .209 

1938 2·1/2 .209 

* Add contact arrangement; see pages 219·220. 

DIA. 

RR ULE 
EXTRACTION 
GROOVE 

a 
17 /32 53 /64 

11 /16 31 /32 

25 /32 31 132 

25 /32 1·3/64 
29 132 1·1 18 

1·1 /32 1·1/4 

1·1 /32 1·1/4 

1·5132 1·11132 

1·11132 1·31/64 

1·13 132 1·39164 

1·5 18 1·47 /64 

1·25132 1·63 /64 

2·1132 2· 15/64 

2·9132 2·31 /64 

* Add contact arrangement; see pages 219·220. 

Dimensions are shown in inches. 
Dim ensions subject to change. 



MIL-C-SOlS Firewall Connectors CA-KE 

Wall Mounting Receptacle 

CA3100KE 
POLARIZING KEY 

A THREAD 

Part Number A Thread B M V Thread W 

CA3100KEBS-*j 1/2-2BUNEf-2A 31B 1/1 6 37 /64 17 132 .594 718 _150 1/2-2BUNEf-2A 31B 

CA3100KE10S-*t 5/B-24UNEf-2A 31B 1/16 37 /64 11/16 .719 .150 1/2-2BUNEf-2A 31B 

'CA31 OOKEl OSl-*t 5/B-24UNEf-2A 31B 1/16 37 /64 25 /32 .719 .150 5/B-24UNEf-2A 31B 

CA3100KE12S-*t 3/4-20UNEf-2A 31B 1/16 371 64 25 /32 .B12 1-3 /32 .150 5/B-24UNEf-2A 31B 

CA3100KE14S-*t 7IB-20UNEf-2A 31B 1/16 37 /64 29 /32 .906 1-3 /16 .150 3/4-20UNEf-2A 31B 

CA3100KE16S-*t 1-20UNEf-2A 31B 1/1 6 37 /64 1-1/32 .969 1-9 /32 .150 7IB-20UNEf-2A 31B 

CA3100KE16·*t 1-20UNEf-2A 5/B 5/64 2-3/16 49 /64 1-1/32 .969 1-9 /32 .150 7IB-20UNEf-2A 31B 

CA3100KE1B-* t l -1/B-1BUNEf-2A 5/B 5/64 2-1/4 49164 1-5/32 1.062 1-31B .177 1-20UNEf-2A 31B 

CA3100KE20-* j 1-1/4-1BUNEf-2A 5/B 5/64 2-5/1 6 49 /64 1-11/32 1.156 1-1/2 _177 1-3/16-1BUNEf-2A 31B 

CA3100KE22 -*t 1-3IB-1BUNEf-2A 5/B 5/64 2-5/16 49 /64 1-13 /32 1.250 1-5 /B .177 1-3/16-1BUNEf-2A 31B 

CA3100KE24-* j 1-1/2-1BUNEf-2A 5/B 5/64 2-5/1 6 53 /64 1-5/B 1.375 1-3/4 .177 1-7/16- 1BUNEf-2A 31B 

CA3100KE2B-* t 1-3/4-1BUNS-2A 5/B 5/64 2-11/16 53 /64 1-25132 1.562 2 _177 1-7/16- 1BUNEf-2A 31B 

CA3100KE32 -*t 2-1BUNS-2A 5/B 5/64 2·3/8 57 /64 2-1/32 1750 2-1/4 .209 1-3/4-1BUNS-2A 7/16 

CA3100KE36-*t 2-1/4-16UN-2A 5/B 3/32 2-7/1 6 57 /64 2-9/32 1.93B 2-1/2 _209 2- 1BUNS-2A 1/2 

·Receptacles in size lOSL are available wi th pin inserts only. t Add contact type: P - pin; S - socket 
* Add contact arrangement; see pages 219 -220_ 

Straight Plug 

CA3106KE 
POLARIZING 
GROOVE 

A THREAD 

[) DIA . 

Part Number A Thread 0 V Thread W 

CA3 106KEBS-*t 1/2-2BUNEf-2B 17 /32 17/32 53 /64 1/2-2BUNEf-2A 31B 

CA3106KE10S-*t 5/B-24UNEf-2B 171 32 11 /1 6 31 /32 1/2-2BUNEf-2A 31B 

' CA31 06KEl OSl-*t 5/B-24UNEf-2B 17 /32 25 /32 31 /32 5/B-24UNEf-2A 31B 

CA3106KE12S-*t 3/4-20UNEf-2B 17 /32 25 /32 1-3/64 5/B-24UNEf-2A 31B 

CA3106KE14S-*t 7IB20UNEf-2B 17 /32 29 /32 l -l /B 3/4-20UNEf-2A 31B 

CA3106KE16S-*t 1-20UNEf-2B 17 /32 1-1/32 1-1/4 7IB-20UNEf-2A 31B 

CA3106KE16-*t 1-20UNEf-2B 23 /32 2-3/16 1-1/32 1-1/4 7IB-20UNEf-2A 31B 

CA3106KE1B-*t l -1/B-1BUNEf-2B 23 132 2-1 /4 1-5/32 1-11/32 1-20UNEf-2A 31B 

CA3106KE20-*t 1-1/4-1BUNEf·2B 23132 2-5/16 1-11/32 1-31 /64 1-3/16-1BUNEf-2A 31B 

CA3 106KE22-*t 1-3IB- 1BUNEf-2B 23 132 2-5/16 1-13/32 1-39 /64 1-3/16-1BUNEf-2A 31B 

CA3106KE24-*t 1-1/2-1BUNEf-2B 23 132 2-5/16 1-5 /B 1-47164 1-7/16-1BUNEf-2A 3/B 

CA3106KE2B-*t 1-3/4-1BUNEf-2B 23 /32 2-11/16 1-25/32 1-63 /64 1-7/16-1BUNEf-2A 31B 

CA3106KE32-*t 2- 1BUNS-2B 23 /32 2-31B 2-3/8 2-1/32 1-3 /4-1BUNS-2A 7/16 

CA3106KE36-*t 2·1/4-16UN-2B 23132 2-7/16 2-9/32 2-31 /64 2-1BUNS-2A 1/2 

'Plugs in size 10SL are avai lable wi th socket inserts only. t Add co ntact type : P - pin; S - socket 
* Add contact arrangement; see page s 219 -2 20. 
NOTE: Coupling nut has hex con figuration on sizes as. lOS. 10SL. 12 and 24; knurled configuration on all others_ 

ITT Cannon Dimen sions are shown in inches. 
Dimensions subj ect to change. 217 
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MIL-C-5015 Firewall Connectors 

Assembly Instructions 

1. Disassemble the connector. See Figure 1 for 
component parts relationship for reassembly 
after wiring. 

*2. Remove ceramic retaining ring from contact 
by sliding the retaining ring back, compress
ing the bushing until the ring can be slipped 
away from the contact (see Figure 2) . 

3. Crimp pin or socket contact to wire. 
4. Slip endbell or ferrule retaining nut (whichev

er is used) over wire bundle (see Figure 3) . 
5. Slip ferrule over wire bundle (see Figure 3). 
6. Push contact (pin or socket) thru rear of 

grommet and rear insulator. (Note that the 
contact is inserted into the end of the grom
met that shows the layout identification.) 
Contact should extend sufficiently to accom
plish Step 7. 

7. After the wired contacts have been inserted 
thru the rear insulator and grommet, install 
the ceramic contact retaining ring (Figure 2). 
Slip on the small diameter of the contact 
(diameter B) . Push the ceramic ring up and 
onto the larger diameter of the contact (diam
eter A) . The ceramic ring should then be in 
place. The rubber bushing (which is already on 
the contact) compresses to allow this as
sembly, and also keeps the ceramic ring in 
place after assembly. 

8. Seat each contact individually in rear insulator 
(see Figure 4), pulling rear insulator so it is 
tight against the grommet. 

9. Assemble front insulator onto engaging end 
of contacts. 

10. Slide ferrule down wire bundle over grommet, 
making sure that grommet is lubricated per 
assembly drawing (see Figure 4). 

11 . Insert this assembly into shell or barrel 
(whichever is applicable) being careful to 
polarize correctly. 

12. Slide endbell or ferrule retaining nut down 
wire bundle and screw on to shell! barrel. 
When properly assembled the layout identifi
cation will be visible. 

*NOTE: For CA·KE Assembly it is not necessary to remove the ceramic retaining ring used on sizes 16 and 12 contacts for CA·KE 
providing the crimp tool M22520/1 ·01 is used with the TH118 turret. However. the formica ri ng must be removed if using the 
crimp tools. 

When using the MS3191 ·1 (or CCT·1612) crimp tool with proper locator. both the ceramic or formica retaining ring for sizes 16 and 
12 contacts must be removed. For sizes 8. 4. and 0 contacts. the ceramic or formica retaining rings must be removed before 
crimping . 

Contacts, Crimp Tools, Contact Part Numbers 

Contacts and Crimp Tools 

Fig. 1 

Fig. 2 

CA-KE 

CEMMle ....-v R£TAINlftG 

CONTACT « .r R.:u":.U . 

\ 

-<J of IUSH'NG 

...::;; \ \ ' .... ll 

:3) 
.~, ~ -,::-:~ .:,:: , (j))\ " I£AJt Of CONIIIECTOI 

~
~ . \ ..... MET 

_ \ " ~\,..... REAR INSULATOR 

"j\~~:'~ \ 'lION' "SULA'OR 

~\ SH(Ll 

O' ..... U[R A ~ [ DIAIII£TE.R I 

C=~»'-"- _~. 

Fig. 3 

Fig. 4 

(J:) - C(MMle _[fA""'" RING 

t r $ILlCOtK lUSH'''' 

c:=::====:Gf} . ---
'I '- e£lAMle ftfAIN'''' It'''' 

notrT ,fdULATOR 

I CUMlIC R'NG '" f'lACE 

,j[I»' Z-'- _ 

"nu ""ACH'''G COfllACT 

m~I=~~,,~~~,OI 
C'1OIt( BY PULLING EACH 
IIIDIYIDUAl .tU 'N 
INC)ICAJ(D DIR[CTlOfiI . 

_ML_ 

LAYOUT IO(Jf1'lflCATIOtf 011 
THIS sutIf.ItCl 

Contact Assembly Kit With 
Retaining Ring and Bushing 

Contact Size Part Number Wire Accomm. Crimp Tool Locator Crimp Head* Contact Size Kit Part Number 
16 Pin /8S-16S 030·1133-000 16·18·20 M2252011 ·01 or MS3191 -1 TH118 Turret /Ll6-3191 ·2 - 16 Pin /8S-16S 038586-0000 
16 Pin /12-36 030-1082 ·000 16·18·20 M22520 /1·01 or MS3191 ·1 THl18 Turret/Ll6·3191 ·9 - 16 Pin/12·36 038588·0000 
16 Socket /8S·16S 031 ·0731 ·000 16-18·20 M22520 /1·01 or MS3191·1 THl18 Turret /Ll6-3191 ·2 - 16 Socket 18S-16S 038587-0000 
16 Socketl12-36 031 ·0706·000 16·18·20 M22520 /1·01 or MS3191 -1 TH118 Turret /Ll6-3191 ·11 - 16 Socket/12-36 038589-0000 
12 Pin 030-1134·000 12·14 M2252011·01 or MS3191 ·1 THl18 Turret /L12·3191 ·5 - 12 Pin 038590·0000 
12 Socket 031 -0732 ·000 12·14 M2252011·01 or MS3191 ·1 TH l 18 Turret /L12 ·3191 ·1 - 12 Socket 038591 ·0000 
8 Pin 030-1135-000 8 CBT600B or CBT600 CCHP8·7 CCH8·1 8 Pin 038592 ·0000 
8 Socket 031 ·0733·000 8 CBT600B or CBT600 CCHP8-7 CCH8-1 8 Socket 038593-0000 
4 Pin 030·1212·000 4 CBT600B or CBT600 CCHP4·7 CCH4·1 4 Pin 038594·0000 
4 Socket 031-0770-000 4 CBT600B or CBT600 CCHP4·7 CCH4·1 4 Socket 038595·0000 
a Pin 030·1734·000 0 CBT600B CCHPO·7 CCHO·l o Pin 031·1176·000 
o Socket 031·0975·000 0 CBT600B CCHPO-7 CCHO·l o Socket 031 ·1177-000 

*Crrmp heads are applrcable for contact sizes 8. 4. and O. 

ITT Cannon 
Four Cannon Court. Whitby. Ontario LlN5V8 Canada . 14161 668-8881 



MIL-C-5015 Connectors 

Contact Arrangements 

LEGEND 
o Available in MS-K (page 205) 
• Available in FRF (page 209) 

1 Contact 

00 0 

0 (:) 
Shell Size 8S-1 10S-2 
No_ of Contacts 1-#16 1-#16 

Service Rating A A 

3 Contacts 

.00 

0 
Shell Size 10SL-3 
No_ of Contacts 3-#16 

5 Contacts 

.00 

® 
Shell Size 14S-5t 
No. of Contacts 5-#16 

Service Rating Insl. 

Shell Size 
No. of Contacts 

Service Rating 

o Available in CA-KE (page 215) 
t Available with MS polarization 

0 
0 

0 0 
12S-4 16-12 
1-#16 1-#4 

0 A 

4 Contacts 

00 00 

(Q) ® i : 

14S-1 14S-2t 
3-#16 4-#16 

.0 

• 

@ 
16S-8t 32-1 t 
5-#16 3-#12(A,C,D) 

2-#0(B,E) 
A E(A), O(all others) 

7 Contacts 

.00 

16S-l t 
7-#16 

A 

2 Contacts 

.00 .00 

. . e ~ . . 
10SL4 12S-3t 
2-#16 2-#16 

A A 

0 

16-9t 
2-#16(B,0) 
2-#12(A,C) 

6 Contacts 

00 
0 

@ tii 

14S-6 18-1 2t 
6-#16 6-#16 

Insl. A 

.0 

24-10t 
7-#8 

A 

ITT Cannon 

MS-K/FRF /CA-KE 

00 .0 • e CD 0 l, ~ ) \ .. 
14S-9t 16-11 t 16-llt 
2-#16 2-#12 2-#12 

(A-iron; B-
constantan) 

A A A 

.00 

0 @ © • • c • • • 
22-22 t 
4-#8 

• 

20-17 t 
1-#16(F) 

5-#12(A-E) 
A 

9 Contacts 

0 

~~- "~ ... , , , 
• • • 
~ ' ... 

20-18t 
6-#16(A,C-E,G,H) 

3-#12(B,F,I) 
A 

32-17t 
4-#4 

.0 

28-22t 
3-#16(0,F) 
3-#4(A-C) 

o 

.0 

CD 
32-5t 
2-#0 

0 

.0 

36-5t 
4-#0 

0 

36-3t 
3-#12(A,C,E) 
3-#0(B,0,F) 

o 

10 Contacts 

00 

IS-It 
10-#16 

A(B,C,F,G) 
Insl. (all others) 

Four Cannon Court. Whitby. Ontario LlN5V8 Canada. (416) 668-8881 
219 
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MIL-C-5015 Connectors 

Contact Arrangements 

14 Contacts 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Shell Size 
No. of Contacts 

Service Rating 

Alternate Positions 

Pin front view; 
Shell rotation 

eOO 

20-27 t 
14-#16 

A 

22 Contacts 

eO 

28-11 t 
18-#16{A·I, N·XI 

4-#12{J·MI 

A 

35 Contacts 

e 

28-15 t 
35-#16 

A 

00 

22-19 t 
14-#16 

A 

eO 

28-2t 
12-#16{A, L, NI 

2-#12{M, PI 
D 

23 Contacts 24 Contacts 

o 

32-6t 
16-#16{A·O, SI 

2-#12{U, VI 
l#8{P·T) 2-#4{W, XI 

No. of 
Contacts 

2 

4 

5 

6 

7 

A 

0 

32-7t 
28-#16{A·N, W·Z, a·kl 

7-#12 {O·VI 
Inst. (A, B, h, j) 
A {all others I 

Contact 
Arrangement 

12S-3 
14S-9 
16-11 
16-13 
32-5 
14S-2 
16-9 
22-22 
32-17 
36-5 
14S-5 
16S-8 
32-1 
18-12 
20-17 
28-22 
36-3 
16S-1 
24-10 

eOO 

24-28t 
24-#16 

Inst. 

Degrees 
W X V 
70 145 215 
70 145 215 
35 110 250 
35 110 250 
35 110 250 
- 120 240 
35 110 250 
- 110 250 
45 110 250 

120 240 
- 110 -
- 170 265 
80 110 250 
80 - -
90 180 270 
70 145 215 
70 145 215 
80 - -
80 - -

ITT Cannon 

MS-K/FRF /CA-KE 

16 Contacts 

o 

24-5t 
16-#16 

A 

26 Contacts 

37 Contacts 

eOO 

28-21t 
]7-#16 

A 

No. of 
Z Contacts 

290 9 
290 10 
325 
325 14 
325 
-
325 16 
- 19 
- 22 

23 -
- 24 
280 26 
280 3D 
-
290 35 
290 
280 37 
280 47 

00 

28-12t 
26-#16 

A 

Contact 
Arrangement 

20-18 
18-1 
20-27 
22-19 
28-2 
24-5 
22-14 
28-11 
32-6 
24-28 
28-12 
32-8 
28-15 
32-7 
28-21 
36-8 

19 Contacts 

eO 

22-14t 
19-#16 

A 

30 Contacts 

o 

32-8t 
24-#16{A·L, T·Z, a·el 

6-#12{M·SI 

A 

47 Contacts 

eO 

36-8t 
46-#16 {A·X, Z·zl 

1-#12 {VI 
A 

Degrees 
W X V 
35 110 250 
70 145 215 
35 110 250 
80 110 250 
35 110 250 
80 110 250 
80 - -
80 110 250 
80 110 250 
80 110 250 
90 180 270 
80 125 235 
80 110 250 
80 125 235 
80 110 250 
80 110 250 

Z 
325 
290 
325 
280 
325 
280 
280 
280 
280 
280 
-
280 
280 
280 
280 
280 

four Cannon Cou rt . Whitby. Ontario Ll NSV8 Canada · (416) 668-8881 



MIL-C-SOIS Waterproof Connectors MR 

Cannon's MR waterproof connectors. designed to 
meet the requirements of MIL-C-5015. withstand 
conditions involving mud. ice. and water. They are 
particularly suited for missle ground support equip
ment. radar installations. heavy construction in
stallations. and outdoor applications involving rapid 
transit. radio ltv stations. and marine equipment. 

Maximum resistance to severe environmental con
ditions is assured by an O-ring seal around the 
mated insert faces. and a gland seal at the cable 

Standard Data 

MATERIALS 

Shell - Aluminum alloy 

Insulator - Synthetic elastomer 

Contacts - Copper alloy 

FINISHES 

Shell - Clear anodized 

Contacts - Silver plate 

MECHANICAL FEATURES 

Shell Styles 

00 - Wall Mounting Receptacle 
01 - Cable Connecting Receptacle 
02 - Chassis Mounting Receptacle 
06 - Cable Connecting Straight Plug 

Shell Size - 14S thru 36 

Coupling - Threaded 

Cable Entry - 00. 01. and 06 accommodate 
cables from - 3 (3/16") to - 28 (1-3/4") in 
sixteenths of an inch. 02 requires no jacketed 
cable seal. 

Polarization - Single keyway 

How to Order 

SERIES PREFIX 
MR - Resilient Insulator 

SHELL STYLE 
00 - Wall Mounting Receptacle 
01 - Cable Connecting Receptacle 
02 - Chassis Mounting Receptacle 
06 - Cable Connecting Straight Plug 

SHELL SIZE 
14S. 16S. 18. 20. 22. 24. 28. 32. and 36 

CONTACT ARRANGEMENTS 
See 5015 layouts in MS-E 1 FIR section. 

pages 34-37. 

entry which provides a cable strain relief as well. 
When properly terminated to a jacketed cable. a 
mated pair of MR connectors can be immersed in 
depths of 150 feet in fresh water. For other 
immersion media consult factory. 

The MR connector series is supplied with 
MIL-C-5015 resilient insulators and solder pot con
tacts. For crimp type contacts refer to the ordering 
information below. MS contact arrangements. cou-

ELECTRICAL DATA 

Number of Contacts - 1 thru 66 

TEST CURRENT 

Maximum current ratings of contacts and 
maximum allowable voltage drop under test 
conditions when assembled as in service are 
shown below. Maximum total current to be 
carried per connector is the same as the 
allowable in wire bundles as specified in 
MIL-W-5088. 

Contact Test Current Potential Drop 
Size (Amps) (millivolts) 
16 20 21 
12 35 20 
8 60 12 
4 110 10 
0 200 10 

piing threads. and sizes are standard to 
MIL-C-5015. Simple maintenance under severe 
conditions is possible with a convenient. long. 
knurled coupling nut and endbell that can be easily 
removed by standard open end wrenches. Oust caps 
have attached bead chains to prevent kinking. 

For a copy of the full line Waterproof Connectors 
catalog. please complete the business reply card in 
the back of your Connector Sourcebook. 

HIGH POTENTIAL TEST VOLTAGE 

MS connectors show no evidence of breakdown 
when the test voltage given below is applied 
between the two closest contacts and between 
the shell and the contact closest to the shell for 
a period of one minute. 

MS Test Voltage Suggested Air 
Service (rms) Operating Voltage* Spacing 
Rating 60 cps DC AC (rms) nom. in. 
Inst. 1000 250 200 
A 2000 700 500 1/16 

2800 1250 900 1/8 
3500 1750 1250 3/1 6 

B 4500 2450 1750 1/4 
C 7000 4200 3000 5/16 

*As indicated in MS Specifications and to be used by the 
designer only as a guide 

MR 06 28 12 P X 18 * 
SERIES PREFIX _____ _ _ _ _______ T---.JT T J 
SHELL STYLE - I 
SHELL SIZE - - ------ - --- ------ ----' 

CONTACT ARRANGEMENTS - - --- - -------- ----' 

CONTACT TYPE - - --- --- - - - ----- - - ----' 

ALTERNATE INSERT POSITION ---- --- - - - ------ ------' 

CABLE ENTRY -------------- - - ---- -----' 

MODIFICATIONS - --- ----------------------' 

CONTACT TYPE 
P for pin; S for socket 

ALTERNATE INSERT POSITION 
W. X. Y. and Z per MIL-C-5015 

CABLE ENTRY 
00. 01. and 06 shell styles accommodate cables 
from - 3 (3/16") to - 28 (1-3/4") graduated 
in sixteenths of an inch. The 02 shell style 
requires no jacketed cable seal. 

ITT Cannon 
Four Cannon Court . Whitby. Ontario LlN5V8 Canada . (416) 668·8881 

MODIFICATIONS 
FO - Less contacts 
A66 - Olive drab cadmium 
Al05- Clear cadmium 
F80 - Crimp contacts 
FIll - Stainless steel 303 hardware 
F135 - Stainless steel link chain 
F150 - Less dust cap and chain 

For other modifications. such as cable grips and 
peripheral ground adapters. consult the factory. 

Dimensions subject to change. 221 
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MIL-C-5015 Waterproof Connectors 

Wall Mounting Receptacle 

MROO 

Shell 
Size A Thread C 

14S 7/S-20NEF-2A 3/16 to 1/2 (4.76 to 12201 
16S 1-20NEF-2A 1/4 to 9/16 (6.35 to 14.291 
18 1-1/S-1SNEF-2A 1/4 to 3/4 (6.35 to 19.051 
20 1-1/4-1SNEF-2A 1/4 to 3/4 (6.35 to 19.051 
22 1-3/S-1SNEF-2A 1/4 to 1 (6.35 to 24.401 
24 1-1/2-1SNEF-2A 1/4 to 1 (6.35 to 24401 

7/64 DIA. (2 .78 MM)--, 

~
- ------, 

R : I : 
I • 

I . 
: ' 
~ __ . _ J 

-S -

PAH£LQI"OUT 

0 F 
1-3 /S (34.921 .745 (lS.921 
1-1/2 (38.101 .870 (22 .101 
1-5/8 (41.281 .995 (25 .271 
1-3/4 (44.451 .995 (25.271 
1-718 (47 .621 1.245 (31621 
2 (50 .801 1.245 (31621 

3/32 DIA. (2 38 MM) 
POLARIZING PIN--, 

K 

5/32 (3.971 
5/32 (3.971 
1/4 (6.351 
1/4 (6.351 
1/4 (6.351 
7/32 (5 .561 

L 

4-1/S 
4-1/4 
5-1/16 
5-3/16 
5-5/16 
5-7116 

MR 

BULKHEAD __ L APPROX __ _ 

MTG NUT \ _ GASKET SEAL 
K MAX PANEl - .- -,.... -"0" RING 
THICKNESS ' ALS 

M 
(104.7SI 1-1/16 (26.991 
(107.951 1-1 /1 6 (26.991 
(128.591 1-13 /32 (35.721 
(131.761 1-13/32 (35 .721 
(134.941 1-13/32 (35.721 
(138.111 1-13/32 (35.721 

~F (DISTANCE 

ACROSS FLATS) 

R S 
.546 (13.891 29 /32 (23.021 
.609 (15.471 1-1/32 (26.191 
.671 (17 .061 1-5 /32 (29.371 
.734 (18.641 1-9/32 (32 .541 
.796 (20.221 1-13/32 (35.721 
.857 (21821 1-17 /32 (38 .891 

28 1-3/4-18NS-2A 5/1 6 to 1-1/4 (7.94 to 31.751 2-1/4 (57.151 1495 (37 .971 7/32 (5 .561 5-9/16 (141.291 1-13/32 (35 .721 .989 (24.991 1-25/32 (45 .241 
32 2-18NS-2A 3/4 to 1-1/2 (19.05 to 38.101 2-1/2 (63.501 1807 (45 .901 7/32 (5 .561 5-11/16 (144.461 1-13/32 (35.721 1.1 09 (26.171 2-1/32 (51591 
36 2-1/4-16UN-2A 3/4 to 1-3/4 (19 .05 to 44.751 2-3 /4 (69.851 2.058 (52.271 5/32 (3.971 5-3 /4 (146.051 1-13 /32 (35.721 1.234 (31.341 2-3/32 (57 .941 

Cable Connecting Plug 

MROI 

CABLE SEAL 

C (MAX . 
CABLE ENTRY) 

L~" 695 
'-6 

T A THO. 

Shell 
Size A Thread C 0 F G L M N 

14S 7/S-20NEF-2A 3/16 to 1/2 (4.76 to 12.201 1-3/32 (27.781 .745 (18 .921 .180 (4.571 3-21 /32 (92.871 15 /32 (11911 7/8 (23.221 
16S 1-20NEF-2A 1/4 to 9/16 (6.35 to 14.291 1-7/32 (30 .961 .870 (22.101 .250 (6.351 4 (101601 17 /32 (13.491 1 (25.401 
18 1-1/S-1SNEF-2A 1/4 to 3/4 (6.35 to 19.051 1-11 /32(34.131 .995 (25.271 .250 (6.351 4-5/S (117.4SI 23 /32 (18.261 1-1/8 (28.5SI 
20 1-1/4-1SNEF-2A 1/4 to 3/4 (6.35 to 19.051 1-15/32 (37.311 .995 (25.271 .250 (6.351 4-3/4 (120.651 23 /32 (lS.261 1-1/4 (31.751 
22 1-3 /S-1SNEF-2A 1/4 to 1 (6.35 to 25401 1-19/32 (40.4SI 1245 (31.621 .250 (6.351 4-7 /S (123.S31 23 /32 (lS.261 1-3/S (34.921 
24 1-1/2-1SNEF-2A 1/4 to 1 (6.35 to 24.401 1-23/32 (43.661 1.245 (31621 .250 (6.351 (127.001 23 /32 (lS.261 1-1/2 (3S .101 
2S 1-3/4-1SNS-2A 5/16 to 1-1 /4(7.94 to 31.751 1-31 /32 (50 .011 1495 (37.971 .250 (6.351 5-1 /S (130.1SI 23 /32 (lS.261 1-3/4 (44.451 
32 2-1SNS-2A 3/4to 1-1 /2 (19.05t03S.101 2-7/32 (56.361 1.S07 (45.901 .250 (6.351 5-1/4 (133.351 23 /32 (18.261 2 (50.801 
36 2-1/4-16UN-2A 3/4tol-3 /4 (19.05 to 44.751 2-15/32 (62.711 2.05S (52.271 .250 (6.351 5-3 /S (136.521 23 /32 (lS.261 2-1 /4 (57 .151 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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MIL-C-SOIS Waterproof Connectors MR 

Chassis Mounting Receptacle 

MRD2 

7/64 DIA. (2.78 MM) 
GASKET SEAL 

·3/32 OIA. (2.38 MM) POLARIZING PIN N 
HEX LOCKNUT :- :J 

~ 1@ 
A THO._ (17.65 MM) 

K 

PANEL CUlOOT 

Shell 
Size A Thread D K L N R S 
14S 7/8·20NEF·2A 1·3/8 (34.92) 5/32 (197) 1·1/16 (26.99) 1·1 /8 (28.56) .546 (13.87) 29 /32 (23.02) 
16S 1·20NEF·2A 1·1 /2 (38.10) 5/32 (197) 1·1 /16 (26.99) 1·1 /4 (3U5) .609 (15.47) 1·1 /32 (26.19) 

18 1-1 /8-18NEF-2A 1-5 /8 (41.2S) 1/4 (6.35) 1·13/32 (35.72) 1·3 /8 (34.92) .671 (17.04) 1-5 /32 (29.37) 

20 1·1 /4·18NEF·2A 1-3 /4 (44.45) 1/4 (6.35) 1-13/32 (35.72) 1-7116 (36.51) .734 (IS.64) 1-9 /32 (32.54) 
22 1-3 /8·18NEF·2A 1·718 (47.62) 1/4 (6.35) 1-13/32 (35.72) 1-1/2 (38.10) .796 (20.22) 1-13/32 (35.72) 

24 1-1/2-1SNEF-2A 2 (50.80) 7/32 (556) 1·13/32 (35.72) 1·5 /S (41.28) .S59 (21.82) 1·17/32 (38.89) 

2S 1-3 /4-18NS-2A 2-1 /4 (57.15) 7/32 (5.56) 1·13/32 (35.72) 1·3 /4 (44.45) .984 (24.99) 1-25/32 (45.24) 

32 2-18NS-2A 2-1 /2 (6150) 7/32 (5.56) 1-13/32 (35.72) 2 (50.80) 1.109 (2S.17) 2-1 /32 (51.59) 

36 2-1 /4-16UN·2A 2·3 /4 (69.85) 5/32 (197) 1-13/32 (35.72) 2-3 /S (60.32) 1.234 (31.34) 2-9 /32 (57.94) 

Cord Connecting Straight Plug 

MRD6 

A THO. 
CABLE SEAL 

C (MAX. 
CABLE ENTRY) 

ti~-
G __ 

t 

Shell 
Size A Thread C D E 

14S 7/S-20NEF-2B 3/16 to 1/2 (4.76 to 12.20) 1.125 (28.58) .531 (13.49) 
16S 1-20NEF-2B 1/4 to 9/16 (6.35 to 14.29) 1.250 (3U5) .531 (13.49) 
18 1-1 /8·18NEF-2B 1/4 to 3/4 (6.35 to 19.05) 1.375 (34.92) .718 (18.24) 
20 1-1 /4-1SNEF-2B 1/4 to 3/4 (6.35 to 19.05) 1.500 (38.10) .718 (18.24) 
22 1-3/8-18NEF-2B 1/4 to 1 (6.35 to 25.40) 1.625 (41.28) .718 (18.24) 
24 1-1 /2-1SNEF-2B 1/4 to 1 (6.35 to 25.40) U50 (44.45) .718 (18.24) 
28 1-3 /4-18NS-2B 5/1 6 to 1-1 /4 2.000 .718 
32 2-1SNS-2B 

36 2·1/4-16UN-2B 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 223 
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Waterproof Connectors 

ITT Cannon W Series waterproof connectors are 
widely used and have field-proven experience in 
meeting the extreme watertight requirements for 
underwater geophysical exploration. These rugged 
constructed waterproof connectors have found wide 
usage in underwater, underground, and outdoor 
applications where moisture conditions require 
thoroughly sealed fittings. 

Heavy duty brass shells (in sizes 16,22 and 36) use 
standard Mll-C-5015 contact arrangements accom
modating from one to fifty-six contacts with a 

variety of voltage amperage capacities. 

Complete watertight coupling between mating con· 
nectors is accomplished by the use of special Acme 
threads on the coupling nut and the shell, plus a 
rubber sealing ring. Heavy duty cable clamps and 
Kellems grips are available to insure cable strain 
relief. Watertight coupling between the plug and the 
cable is dependent upon how the outer jacket of the 
cable fits in the sealing bushing . The bushing is 
compressed against the cable by the gland nut. It is 

W Series 

required, therefore, to supply the cable diameter 
when ordering connectors. 

These connectors are designed to withstand hy
drostatic pressures. *(See table below for convert
ing water depth to hydrostatic pressure to deter
mine the psi at various water depths (reference 
only). 

For a copy of the full line Waterproof Connectors 
catalog, please complete a business reply card at 
the back of your Connector Sourcebook. 
*Consult factory for specific depth application information. 

Conversion Table - Water Depth to Hydrostatic Pressure 

Salt Water 
Depth in feet 

2.3 

4 

10 
15 
20 
30 

Standard Data 

ElECTRICAL DATA 

Pounds Per Salt Water 
Square Inch Depth in feet 

1.0 40 
1.3 50 
1.8 60 
2.2 80 
2.7 100 
15 150 
4.4 200 
6.6 300 
8.9 400 

13.3 600 

Pounds Per Salt Water Pounds Per 
Square Inch Depth in feet Square Inch 

17.7 800 350.0 
22.0 1,000 444.0 
27.0 1,500 666.0 
35.0 2,000 890.0 
44.0 3,000 1,330.0 
66.0 4,000 1,770.0 
89.0 6,000 2.700.0 

133.0 8.000 3,5000 
177.0 10,000 4.400.0 
270.0 20,000 8,900.0 

MATERIALS AND FINISHES 
Number of Contacts Wire Size / Amps Termination Shell - brass, nickel plate 

1 thru 48 - #16-22 amps max. - #4-135 amps max. Solder pot Insulator - melamine 
- #12-41 amps max. - #0-245 amps max. Contacts - copper alloy, silver plate 
- #8-73 amps max. 

High Potential Test Voltage-
MIL·C·50l5 inserts show no evidence of breakdown when the test voltages given below are applied between contact and between the shell and 

MECHANICAL FEATURES 
Shell Styles - 21·cable plug 

- 22·cable plug 
the contacts closest to the shell for a period of one minute 

AIR SPACING 
SERVICE 
RATING 

Instr. 
A 
0 
E 
B 
C 

How to Order 

SERIES - W 

SHELL SIZE 

(Nominal 
inches) (millimeters) 

- -
1/16 1.57 
1/8 3.18 
3/16 4.75 
1/4 6.35 
5/16 7.92 

16, 22, and 36 (coupling thread diameter in sixteenths of an 
inch). When ordering 1 6S contact arrangement add 1 6S as well 
as 16, e,g" W16- 16S-lp·31 

CONTACT ARRANGEMENT 
1 to 56 contacts 

CABLE CLAMP 
7/16 (3.1S) to 1·5 /S (41 .2S)-Plugs only 

CABLE ENTRY 
l iS (3.1S) to 1-3/8 (41.2S)-Plugs only 

WATERPROOF CAPS 
59 (for W·21 and W·31) 
60 (for W·22 and W·32) 

CREEPAGE DISTANCE 
(Nominal 
inches) (millimeters) 
1/16 1.57 
1/8 3.18 
3/16 4.75 
1/4 6.35 
5/16 7.92 

1 25.40 

TEST 
VOLTAGE 

(rms, 60 cps) 
1,000 
2,000 
2,800 
3,500 
4,500 
7,000 

- 31·Wall Mounting Receptacle 
- 32-Wall Mounting Receptacle 

Shell Sizes - 16, 22 and 36 
Cable Entry - 1/8" to 1·5 /8" (3.18 mm to 41.28 mm) 
Coupling - Acme threads 
Polarization - one keyway 

W 22-21 S-31 
W 16-11 P-21 

CONTACT ARRANGEMENT I 
CONTACT TYPE 

CG-7/16-59 
CG-3/4 -60 

~~~~~SS-IZE--------------~ r-1 1P-r22 

SHElL STYLE ----- ------------
CABLE CLAMP - --------------------' 
CABLE ENTRY ______ ___ _ _ ________ ----.J 

WATERPROOF CAPS ___________________ ---.J 

CONTACT TYPE 
P for pin 
S for socket 

ITT Cannon 
Four Cannon Court, Whitby, Ontario lIN5V8 Canada· (416) 668-8881 

SHELL STYLE 
21 - Cable Plug 
22 - Cable Plug 
31 - Wall Mounting Receptacle 
32 - Wall Mounting Receptacle 

Dimensions are shown in inches. 
Dimensions subject to change. 



Waterproof Connectors 

Cable Plug 

W·21 we. 
tT K 

W·22 t L 
I 

0 
P DIA. 

ENTRY 

W·21 W·22 
Part Number Part Number A Thread 0 E K l N 
by Shell Size by Shell Size Acme Dia. max. 
W16·*·21** W16·*·22** 1·3 /8·10 1.625 (41.28) 1/8, 3/16, 1/4, (3.18, 4.75 .250 (6.35) 3.093 (78.56) 2.625 (66.68) 

3/8, 7/160rl/2 6.35, 9.52, 
11.10,12.70) 

W22-*-21** W22-*-22** 1-13/16-10 2.062 (52.37) 1/4, 3/8, 1/2, (6.35, 9.52, .250 (6.35) 3.281 (83.34) 2.812 (71.42) 
5/8,11 /16,3 /4, 12.70, 15,88, 
13/16 or 718 17.45, 19.05, 

20.62, 22.22) 
W36-*-21** W36-*-22** 2-3 /4-10 3.093 (78.56) 3/4, 1. 1-3/16, (19.05,2540, .375 (9.52) 5.156 (130.96) 4.531 (115.09) 

1-1 /4,1-3/8, 30.15, 31.75, 
1-7116,1-1/2 3492, 36.50, 
or 1-5 /8 3810, 41.28) 

*Add contact arrangement and contact type (P for pin, S for socket). 
**Add cable clamp (eG), if desired, and cable entry dimension (select from colum #); see How To Order, page 224. Also, if desired, add waterproof cap 

(59 for W-21 shell. 60 for W-22 shell). 

Wall Mounting Receptacle 

W·31 Shell 
POLARIZING -

GROOVE 

/ 

Part Number A Thread C 0 K l N R T 
by Shell Size Acme Dia. 
W16-*-31 1-3/8-10 1.625 (41.28) 2.750 (69.85) .250 (6.35) 1.281 (32.54) 1.093 (27.76) 1.125 (28.58) .204 (5.18) 
W22-*-31 1-13/16-10 2.062 (52.37) 3.187 (80.95) .375 (9.52) 1.343 (34.11) 1.437 (36.50) 1.243 (31.57) .204 (5.18) 
W36-*-31 2-3/4-10 3.093 (78.56) 4.250 (107.95) .500 (12.70) 1.406 (35.71) 2.312 (58.72) 1.828 (46.43) .265 (6.73) 
*Add contact arrangement and contact type (P for pin, S for socket) . 
NOTE: To include waterproof cap, add -59 to part number, e.g .. W16-*-31-59. 

W Series 

A THO. 

0 
OIA. 

WillL1 

P Weight 
(lb.) 

1.125 (28.58) .680 

1.500 (38.10) .970 

2.453 (62.31) 2.812 

A THO. 

X Weight 
(lb.) 

1.093 (27.76) .718 
1.156 (29.36) 1.250 
1.250 (31.75) 2.375 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 225 
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Waterproof Connectors W Series 

Wall Mounting Receptacle 

W-32 Shell riC A THO. 

~ L X 

Part Number A Thread 0 K N T X Weight 
by Shell Size Acme Dia_ lib.) 
W16-*-32 1-3/8-10 2.750 169.85) .25016.3 5) 1.218 130.94) 1.093 127.76) 1.125 128.58) .204 1518) .942 123.93) .562 
W22-*- 32 1-13/16- 10 3. 18718095) .25016.35) 1.218 13094) 1.437 13650) 1.243 131571 .204 15.18) .942 123.93) 784) 
W36-*-32 2-3/4-10 4.250 1107.95) .375 19.52) 1343 134.111 2.312 158.72) 1.828 146.43) .265 16.73) 1.130 128.70) 1.844 
*Add contact arrangement and co ntact type (P fo r pin. S for socket) . 
NOTE: To include waterproof cap. add -60 to part number. e.g .. W16-*-32-60. 

Accessories 

Cable Clamp 

A THO. 

Part Number A Thread 0 E l Part Number A Thread 0 E l 
by Shell Size Dia . by Shell Size Dia. 
WI6-CG-l /2 13 /16-20NEF-2A 1.125 128.58) .500 112.70) 1.875 147.62) W36-CG -25 /32 2-16UN-2A 2.500 163.50) .812 120.62) 2.125 153.98) 
WI6-CG-15!32 13 1 16-20NEF-2A 1.125 128.58) .469 111911 1.875 147.62) W36-CG- 15 /16 2-16UN-2A 2.500 163.50) .937 123.80) 2.125 15198) 
W22-CG-7/ 16 1-3 /16-18NEF-2A 1.500 138.10) .43711 1.10) 1.875 147.62) W36-CG-1-l/ 32 2-16UN-2A 2.500 163.50) 1.031 126.19) 2.125153.98) 
W22-CG-9/16 1-3/16-18NEF-2A 1.500 138.10) .562114.271 2.125 153.98) W36-CG-1-l/ 8 2-16UN-2A 2.453162.31) 1.125 128.58) 2.125 153.98) 
W22-CG-5/8 1-3/16-18NEF-2A 1.500 138.10) .625 115.8B) 2.125 153.9B) W36-CG -1-3/16 2-16UN-2A 2.453 162.31) 1.187 130.15) 2.125 153.98) 
W22-CG-21 /32 1-3/16-18NEF-2A 1.500 13B.10) .656 116.66) 2.125 153.9B) W36-CG -1-1/4 2-16UN-2A 2.453 162.311 1.250 131.75) 2.125 153.98) 
W22-CG-ll/16 1-3/16-18NEF-2A 1.500 138.10) .6B7 117.45) 2.125 153.9B) W36-CG -1-9/32 2- 16UN·2A 2.500 163.50) 1.2B1 132.54) 2.125 1519B) 
W22-CG-3 /4 1-3/16-1BNEF-2A 1.500 138.10) .750119.05) 2.125 153.9B) W36-CG-1-5/16 2·16U N-2A 2.500 163.50) 1.375 134.92) 2.125 153.9B) 
W22-CG-27 /32 1-3/16-1BNEF-2A 1.500 138.10) .84412144) 2.125153.9B) W36-CG-1-3/B 2-16UN-2A 2.500 163.50) 1.375 134.92) 2.125 153.9B) 
W22-CG-7/8 1-3/16-1BNEF-2A 1.500 13B. 10) .B75 122.22) 2.125 153.9B) W36-CG -1-5/B 2-16UN-2A 2.500 163.50) 1.625 141.28) 2.125 153.9B) 

Caps W-59 (for W-21 plug and W-31 recept.) W-60 (for W-22 plug and W-32 recept.) 
Part Number Fits Coupling Thd . Part Number fits Coupling Thd. 
by Shell Size Shell Style Size IAcme) by Shell Size Shell Style Size IAcme) 

W16-59* W16-21 1-3 /B-10 W16-60* W16-22 1-3 /B-10 
W16-31 W1 6-32 

W22- 59* W22-21 1-13/16-10 W22-6O* W22-22 1-13/16-10 
W22-31 W22-32 

W-59 W-60 
W36-59* W36-21 2-3/4-10 W36-60* W36-22 2-3 /4-10 

W36-31 W36-32 
*To order waterproof caps without chains. add -2 to part number. 

226 ITT Cannon Oimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Severe Environment & Circular Connectors 

This quide lists some of the additional connector 
configurations available from ITT Cannon Canada 
that are not included in this catalog . If you would 

like additional information on any series listed 
below, please complete and mail a business reply 
card at the back of your Connector Sourcebook. 

DESCRIPTION 

HIGH TEMPERATURE connectors 

Threaded 
Coupling 

Threaded 
Coupling 

Threaded 
Coupling 

HT MF - Qualified to Mil·C·83723 Series III Class K 
and Class G. Temperature range from - 85'F 
to + 392'F (- 65'C to + 200'q. Meets 
U.S., NATO and British Govmnt. specifications 

HRM - Hermetic + 315' (+ 600'F), nuclear radio 
ation·resistant miniature curcular connector 

CA·HR - + 371 'F (+ 700'Fj. nuclear-radiation 
resistant 

GEOPHYSICAL SERIES-hermaphroditic connectors 
Connectors designed for seismic applications in hostile envi
ronments. 

Threaded 
Coupling 

LRN-connectors 
Power connector for use on nuclear fueling machines; envi
ronmentally sealed and impervious to serious degradation 
from radiation. 

WFS standard circular, designed to 
MIL-C-5015-340* 

WFS - front release contacts, for use in commercial / 
industrial, military, mass transit, retrofit pro
grams. 

CA-BVS-rugged, water-proof connectors 

Bayonet 
Coupling 

Designed for the stringent requirements for mining equip
ment; contact arrangements to MIL-C·5015, VG 95 234; 
360' HF shielding available. 

HYDROSPACE connectors-designed to withstand 
stringent environments encountered by submarines 
and other undersea vehicles 

MIL-C-24217 - hermetic seal capability of withstanding pres
sures up to to 10,000 psi . 

MIL-C-22249 - receptacles with feed thru pin-pin contacts 
mated to low pressure (internal) and high 
pressure (hydrostatic) plugs. 

MIL-C-22539 - similar to MI L-C-242 17 connectors. 

CONTACT DATA 

3-55 CONTACTS 
Contact/Wire Size 

12 
16 
20 

Thermocouple 
contacts available 

CRIMP TERMINATION 

1-73 CONTACTS 
Contact /Wire Size 

16 4 
12 0 
8 

CRIMP OR WELD 
TERMINATIONS 

122,176, 216 CONTACTS 
Contact /Wire Size 

20 
18 

SO LDER TERMINATION 

4-72 CONTACTS 
Contact /Wire Size 

16 
12 
4 

SOLDER OR CRIMP 
TER MINATIO N 

7 104 CONTACTS 
Contact /Wire Size 

16-16 
16-22 

CRIMP TERMINATION 

1-61 CONTACTS 
Contact /Wire Size 

16 
12 

8 
4 
o 

CRIMP TERMINATION 

3-208 CONTACTS 
Contact /Wire Size 

20 8 
16 4 
12 0 

SOLDER, SET SCREW 
CRIMP TERMINATION 

ITT Cannon 

APPLICATIONS 

• High Temperature Engines 

• Temperature Sensing Detection Devices 
• Radiation- and Temperature-Resistant 

Environmental Applications 

• Provides protection against extreme high 
temperatures, emergency fire retardant conditions. 
moisture, atmospheric conditions, resistant to 
fuels , cleaning agents, coolants, hydraulic fluids 

• Nuclear-Radiation Resistant 

• Aircraft Firewall 

• Oil Exploration 

• Nuclear 

• Navy Shipboard Cable 
• Mass Transportation 
• Heavy Equipment 
• Space Programs 

• Underground Mining Insta llations 
• Heavy Duty Equ ipment 

• Submarines and Underwater Equipment 

• Submersible Vehicles 
• Nuclear Instrumentation 

Four Cannon Court, Whitby, Ontario lIN5V8 Canada· (416) 668-8881 

CATALOG 

HTMC Catalog 

MS340* Catalog 
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Hermetic Connectors 

D*H - D Subminiature MIL-C-24308 

Cross Reference 

Military Part No. m Cannon Part No. 

M2430S/9-1 DEH9POO2 

M2430S/9-2 DAH15POO2 

M2430S /9-3 OBH25POO2 

M2430S/9-4 DCH37 POO2 

M2430S /9-5 DDH50POO2 

M2430S/9-6 DEH9POO1 

M2430S/9-7 OAH1 5POO1 

D*H hermetically sealed connectors are designed to 
meet environmental conditions of extreme pressure 
differential. These connectors are part of the ITT 
Cannon 
o Subminiature series and are qualified to 
Mll-C-24308 (see below for cross reference in
formation) . The hermetic seal prevents leakage and 
subsequent accumulation of corrosive moisture be
hind the connector. There are five basic shell sizes 
in both standard and thru-bulkhead designs which 
can accommodate from 9 to 50 contacts. Polar
ization is achieved by the keystone shape of the 
shell, a featu re of all connectors within the 0 
Subminiature series. 

Military Part No. ITT Cannon Part No. 

M2430S /9-S DBH25POO1 

M2430S /9-9 DCH37POO1 

M2430B /9-10 DOH50PD01 

M2430S /9-11 DEH9P202 

M2430B /9-12 DAH15P202 

M2430B /9-13 DBH25P202 

M2430B /9-14 DCH37P202 

KJLV, KJV, KJAV - MIL-C-38999 Series I, II, III 

Cannon's KJlY / KJY / KJAY miniature circular con
nectors are hermetically sealed and designed to 
meet the critical performance and design require
ments of Mll-C-38999 (leakage is less than 0_01 
micron ft l / hour) . Engineered for high density cir
cuitry capabilities, these connectors are designed to 
operate at temperatures ranging from - 85°F to 
+ 392°F (- 65°C to + 200°C); solder mounts 
302°F (150°C). They are 

KPTH / PVA - Miniature Circular MIL-C-26482 

ITT Cannon hermetically-sealed KPTH and PVA 
(Mll-C-26482, Series I and II) connectors are 
designed for those applications and environments 
that require delicate mechanisms to be protected 
from variations in atmospheric pressure (leakage is 
less than 0.01 micron ftl /hr) . 

The receptacles are available with pin contacts only 
and in three shell styles; box mounting KPT02H, 
solder mounting KPT01 H, and jam nut KPT07H for 
Series I; box 

ITT Cannon 
four Cannon Court. Whitby. Onta rio lIN5V8 Canada . (4161 668-8881 

locking devices are available for all shell sizes. Size 
20 pin contacts are standard and have a current 
rating of 5 amps.t Eyelet, solder pot, and feed-thru 
contact terminations are avai lable and can accom
modate stranded wire up to #20 AWG _ Operating 
temperatures range from - 54°C to 125°C (- 65°F 
to 25rF). 
Your inquiries are invited regarding custom brazed 
component variations and special modifications. 
t Military rating of #20 contacts or wires is 1.5 amps average. and 
7.5 amps maximum. See explana tion below. 

Military Part No. ITT Cannon Part No. 

M2430S /9-15 DDH50P202 

M2430S / 9·16 DEH9P201 

M2430B / 9-17 DAH1 5P201 

M2430S / 9-1S DBH25P201 

M2430S /9-19 DCH37P201 

M2430S /9-20 DDH50P201 

readily adaptable to both comme rcial and space age 
requirements where size, weight, scoop proof / low
profile design and high reliability are key factors. 
KJlY / KJY / KJAY connectors are offered in nine 
shell sizes. A total of 53 contact arrangements are 
available that will accommodate from 3 to 128 
contacts using AWG wire sizes 16 through 28. 
Contacts are of nickel/iron alloy with gold plated 
finish . 

mounting PVAO, solder mounting PVA3, and jam nut 
PVA 7 for Series II. Contact arrangements are tooled 
in a full leak-free compression glass web. 

In addition to the two basic series, connectors for 
special applications are also offered, including RFI 
filtering (with low-pass integral filter pin contact) 
and twist-on, pull -off couplers for Mll-C-26482 
connectors. 



Hermetic Connectors 

GS - Standard Circular MIL-C-5015 

GS02-00 
Flangeless Receptacle 

ITT Cannon hermetically sealed GS connectors are 
designed for applications where a vacuum, inert 
gas, or a constant or controlled pressure is required 
to eliminate adverse effects created by atmospheric 
changes. 

GS connectors are hermetically sealed with com
pression glass to prevent air leakage in excess of 1 
x 10.5 standard cubic centimeters per second at 1 
atmosphere. Standard hermetic receptacles are 

BFH/TBFH 

TBFH-l00/TBFH-200 

TBFH-ll0 

GS02-11 
Square Flange Receptacle 

available with either solder pot or eyelet contacts. 
T ube-type contacts for special solid wire feedthru 
applications (thermocouple) are also available. 

The standard material for shells and contacts is 
steel with tin over cadmium finish on GS02! GS06 
connectors. Other materials and finishes can be 
supplied to meet any specific application. 

The BFH is a hermetically sealed version of the BFR 
bulkhead fitting. 

The TBFH -100 is a jam nut-mounted, thru -bulkhead 
receptacle for panel thicknesses of .187" thru 
.312 ". Sealing against the bulkhead is accom
plished by an 0 ring seal. 

The TBFH-200 is similar to the TBFH-100 with a 
longer overall length for panel thicknesses of .375 " 
thru .750 ". 

The TBFH-ll0 is the hermetically sealed version of 
the TBF thru-bulkhead receptacle . It is flange 
mounted and mates with 3106, 3107 and 3108 

ITT Cannon 
Four Cannon Court. Whitby. On tario lIN5V8 Canada . (41 6) 668·8881 

GS02-25 
Circular Flange Receptacle 

GS connectors are manufactured to ITT Cannon 
specifications and meet the Instrument Service 
Voltage Rating of MIL-C-5015. Connectors with 
higher voltage ratings are also available upon re 
quest. Salt spray, shock and vibration requirements, 
and mating dimensions all approximate the require
ments of MIL-C-5015 and can be contractually 
approved for mil itary applications. 

plugs. Contacts are sealed to achieve hermeticity 
preventing air leakage in excess of one micron cubic 
foot per hour at a pressure differential of one 
atmosphere. Receptacles with leakage rate of 0_01 
micron cubic foot per hour, and lower, are also 
available. 

Contacts and shells are steel. Standard fin ish is 
clear chromate over cadmium. Other finishes are 
available for high temperature and special applica 
tions. 
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Filter Connectors 

TO! TOPX 

These subminiature rectangular filter connectors are 
designed for applications where space and weight 
are prime considerations. These connectors are 
intermateable with all of our standard 0 subminia
ture connectors including MIL-C-24308 types and 
meet applicable portions of that specification. They 
are available in 9, 15, 25, 37, and 50 contact 
arrangements. 

TOPX filter connectors are used primarily on com
mercial and military aircraft for radio and instru
mentation eqUipment and are available in single thru 
four gang versions with standard ARINC shells and 
polarizing posts. They are In termateable with the 
standard OPX connectors and available in 9 contact 
arrangements. 

Typical Construction Concept 

Types of Contacts 

Three types of contacts are available for each 
contact position: filter contacts, feed-thru con
tacts or grounded contacts. These contacts can be 
intermixed in any arrangement to offer maximum 
circu it flexibility at reduced costs. 

Operating Temperatures 

Fi lte r contacts are designed to operate within the 
temperature range of - 55°C to + 125°C witho ut 
any significant changes in insertion loss character
istics . They wil l also operate at temperatures up to 
+ 150°C with tempora ry performance reduction . 

Repairabil ity 

Intermateability With 
Standard Product Lines 

TKJl/TKJ /TKJA 

These miniature circular filter connectors are de
signed to combine the functions of a standard 
electrical connector and a feed-thru filter into one 
compact package. They are designed to meet the 
applicable portions of military specification 
MIL -C-38999 series I, II, 11/ and IV. These connec
tors feature arrangements that will accommodate up 
to 128 contacts. Consult factory for socket versions. 

TPV 

TPV miniature circular filter connectors are designed 
to meet the applicable portions of military specifica
tions MIL-C-26482 and MIL-C-83723. They are also 
intermateable with the NA S1599 and the NASA 
40M39569 type connectors. These connectors fea
ture three-point bayonet lock coupling, five keyway 
polarization, and have contact arrangements that 
will accommodate up to 61 contacts In shell sizes, 
with both pin and socket contact versions available. 

HARD 
INSULATOR 

EPOXY SOLDER FILTER ASSY_ 

Under most circumstances filter connectors are 
repairable at the factory, and new product " re
warranty" is provided. All ITT Cannon Filter Connectors have the same 

layout pattern an d contact spacing as their equiv
alent non -filtered connectors, and are intermate
able and intermountable with them. The basic 

difference is that they are solder termination while 
some of the non -filtered versions may be crimp. 
Also, all rear accessories are ordered separate ly. 

General Performance Data 

Size #16, #20 and #22 
Filter Description low Freq. Mid Freq. Std. Freq. High Freq. 

Catalog Ind icator l M T H 

Vo ltage Rating 200 VDC-120 VAC rms 400 Hz 

Current Ra ting (amp DC) 15 amp size 16, 7.5 amp size 20, 5.0 amp size 22 

Insulation Resistance, 2 min. electrifica ti on time max. at 25'C 5,000 megohms min. @ 100 VDC 

DWV, sea level, with 500 microamps max. 300V DC size 22 500 VDC 
charge I di scharge 500V DC size 16 & 20 

Capacitance at 1 KHz, 0.1 V rms Picofarads 32000 8000 3300 850 
45000 12000 5000 1300 

Freq. MHz 

0.1 2 min. - - -

Attenuation per MIL-STD -220 1.0 10 min. 2 min. - -
@ 25'C with no appl ied 2 16 min. 7 min. 2 min. -
voltage or current. 10 40 min. 18 min . 8 min. 2 min. 

100 60 min. 60 min. 45 min. 30 min. 

500 to 1000 70 min. 70 min. 55 min. 50 min. 

Filter Type I Construction Pi Pi Pi Pi 

Consult factory for higher or mixed attenuation va lues and hig her voltage ratings. 

ITT Cannon 
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Commercial D Subminiature 

Machined Contacts, Solder, Printed Circuit and Wire Wrap Termination 
Standard Data 

MATERIALS AND FINISHES 
Material 

Shell Steel 

Finish 

Ye ll ow chromate over 
cadmium 

MECHANICAL FEATURES 
Cou pl ing - Friction and lock accessories 

Polarization - Keystone-shaped shells 

D* 

PERFORMANCE SPECIFICATIONS 
Temperature Rating - - 55'C to t 125'C 

Dielectric Withstanding Vol tage - 1250 VAC sea level 

Wire /Contact Size - #20 AWG 
Insula tor Two piece white nyl on Cu rrent Rating - #20 contact 5 Amps 
Contacts Copper alloy Gold over nickel 

Float Mount Stainless steel Passivated 
Hardware 

Contact Arrangements 

Face View, Pin Insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 
Contact Size 

E 
9 

#20 

1'23" S 678910 1! 1213 ' .. 1$ 16 171819 • •••••••••••••••••• 
•••••••••••••••••• .manMUUV_"_manMU.V 

C 
37 

#20 

How to Order - Solder Cup Termination 

Mounting Methods 

.118 ± .008 DIAl 
(3.00 ± (0.20) 

-'-----, 
r .039 (0.99) I MAX. 

Number of 
Contacts 

(Shell Size) 

9 (E) 

15 (A) 

25 (8) 

37 (C) 

50 (D) 

1 r 
.103 (2.62) 

:!: .023 (0.58) 

A 
15 

#20 

Part Number 

.120 Oia. Through
Hole Mounting 

Pin/Socket 

DE9P or S 

DA 15P or S 

D825P or S 

DC37P or S 

DD 50P or S 

Standard - Through·Hole 

NO. 4 (.112) 40 UNC 

E - Clinch Nut 

ITT Cannon 

1'234 S 67 e 91011 12 13 ••••••••••••• 
•••••••••••• 
'41,S 16 171819:;>0 2122 23"25 

B 
25 

#20 

-IS··' ............ -33-• ••••••••••••••• 
!~!!II!~~~!!!~!~I 

o 
50 

#20 

Clinch Nut and Fl oat Mounting Options Available: 

Add: E = 4-40 Cl inch Nut 
Y = Float Mounting 

Example: DBE25S 
DBY25S 

.031 (0.79)Q 
± .005 (0.13) nL I· .130 (3.30) MAX . 

. 049 (1.24)-4 r.-
MAX. III 1\ .031 (0 .79) TOTAL 

DIAMETRICAL FLOAT 

.089 (2.26) ± .003 (0.08) WASHER 
DIA.~ 

RIVET 

OVERALL FREE 
FLOAT .004- .012 

(0.10)-(0.30) 

Y - Float Mount 

Dimensions are shown in inches (m illimeters). 
Di mensions subject to change. 231 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261·5300 
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Commercial D Subminiature 

Machined Contacts Solder, Printed Ci rcuit and Wire Wrap Termination 
Dimensions 

A B· B' C 
Part Number ± .01 5 ± .010 ± .010 ± .005 
by Shell Size 10.38) 10.25) 10.25) 10.12) 

DE·9p 1.213130.81) .666116.91) .984124.99) 

DE·9S 1.213130.81) .640116.25) .984 124.99) 

DA-15P 1.541139.14) .994125.24) 1.31213332) 

DA-15S 1.541139.14) .96812458) 1.31213332) 

DB-25P 2.08815303) 1.534 138.96) 1.852 147.04) 

DB-25S 2.08815303) 1.50813830) 1.852 14704) 

DC-37P 2.72916931) 2.182155.42) 2.500 16350) 

DC-37S 2.72916931) 2.156 154.76) 2.500 16350) 

Do-50P 2.635166.92) 2.079152.81) 2.406161.1 1) 

~O-50S 2.635166.92) 2.062152.37) 2.40616 1.11) 

o· 0' E 
± .010 ± .010 ± .015 
10.25) 10.25) 10.38) 

3291836) .494112.55) 

30817.82) .494112.55) 

3291836) .494112.55) 

30817.82) .494112.55) 

3291836) .494 11 2.55) 

30817·82) .494 11 2.55) 

3291836) .49411 2.55) 

30817·82) .494 11 2.55) 

.436 11 1.07) .605 11 537) 

.42011 067) .60511 5.37) 

'I 
390 (9.91) -l ~ 

MAX. 

G H 
± .010 ± .010 
10.25) 10.25) 

.759 11 9.28) .422 110.72) 

.759119.28) .422 110.72) 

1.083 12751) .422110.72) 

1.083127.51) .422 110.72) 

1.625 141.27) .42211 0.72) 

1.625141.27) .422 110.72) 

2.272157.71) .422 110.72) 

2.272157.71) .422110.72) 

2.178 155.32) .53411356) 

2.178155.32) .53411356) 

' Dimensions B. D. G. and H are measured as outside dim ensions at the bottom of draw. 
NOTE: B. and O· are the 0 .0. dims. for socket side, B' and 0 ' are the 1. 0 . dims. for pin side. 

How to Order - 90° PC Tail 

Dimensions 

Connectors are furnished with or without a 
bracket. 

Printed Circuit 
Terminal Modifier 

A 

90' Bracket 
Included 

Yes 

No 

_040 Dia, _093 extension below bracket 

Number of 
Contacts 

IShell Size) 

9 IE) 

151A) 

25 18) 

37 Ie) 

50 10) 

Pin/Socket 
With Bracket 

DE9PA or SA 

DA1 5PA or SA 

D825PA or SA 

De37PA or SA 

DD50PA or SA 
For PC Board hole pattern see page 283. 

.283 (7 .19) 

.093 
(2_36) 

~::thP-L 
.040± .003 (l.Oa O.08) TYP_ -l '\-j f.< 

D* 

r- G -:II'- 10° TYP. 

-:-b ~.~ 101 
TWO HOLES~ 
.120 ± .005 

J 
± .010 
10.25) 

.030 10.76) 

.030 10.76) 

.030 10.76) 

.030 10.76) 

.03910.99) 

.030 10.76) 

.03910.99) 

.030 10.76) 

.03910.99) 

.030 10.76) 

Part Number 

(3.05 ± 0.13) DIA. 

K 
± .010 
10.25) 

.23615.99) .06011.53) 
.0351.89) 

.24316.17) .06011.53) 
.0351.89) 

.23615.99) .06011.53) 
.0351·89) 

.2431617) .06011.53) 
.0351.89) 

.231 15.87) .070 IU8) 
.050 11.27) 

.24316.17) .060 11.53) 
.0351.89) 

.231 15.87) .070IU8) 
.050 11.27) 

.24316.17) .060 11.53) 
.0351.89) 

.231 15.87) .070IU8) 
.050 11.27) 

.24316.17) .06011.53) 
.0351.89) 

Pin/Socket 
Without Bracket 

DE9PC or SC 

DA15Pe or SC 

D825PC or SC 

DC37PC or SC 

DD50PC or SC 

Centerline of 

M 
± .015 
10.38) 

.422110.72) 

.429110.90) 

.422110.72) 

.429110.90) 

.426110.82) 

.42911 0.90) 

.426110.82) 

.429110.90) 

.426110.82) 

.42911 0.90) 

.395 (10.03) Mounting Hole 

(2.84 ±0.38) TYP.~ r-
OE, OA, DB, DC SIZES .040 ±.OO3(l .02 ± 0 .08) ~P.LJ Li f 

.1l2 ±.015 (2.84 ± 0.38) TYP. --l ~ 
DO SIZE 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

n ~"hrnini"h,y" Dr".! ""t.- lRJ;l ~ n Dor" 1\."" pn tl nv '::t l;nnn ~~n t" 1\,, <> rfl. Q ? 'nl:; _ ~l; nn .. 171.11 "~ ' _ I:; '::t nn 



Commercial D Subminiature 

Machined Contacts, Solder, Printed Circuit and Wire Wrap Termination 
How to Order - Straight PC Termination 

Number of Part Number 

Contacts .040 oia" .156 extension .024 Dia •. 125 extension 

Dimensions 

How to Order - Wire Wrap Posts 

Dimensions 

(Shell Size I Pin/Socket Pin/Socket 

9 (EI OE9PH or SH OE9PU or SU 

15 (AI OA15PH or SH OA15PU or SU 

25 (BI OB25PH or SH OB25PU or SU 

37 (Cl OC37PH or SH OC37PU or SU 

50 (01 0050PH or SH 0050PU or SU 

~"~~ 
--H--v DIM. L 

Printed Circuit 
Terminal Modifier 

Number of 
Contacts 

(Shell Size I 

9 (EI 

15 (AI 

25 (BI 

37 (Cl 
50 (01 

Modification 
Code 

F179 

F179A 

H 

U 

V 

X 
Nominal 

.156 (3.961 

.125 (3.181 

.093 (2.361 

Part Number 

.024 Sq. Post 
.375 Extension 

F179 
Pin/Socket 

OE9P or S F179 

OA15PorSF179 

OB25P or S F179 

OC37P or S F179 

0050P or S F179 

.~~t H MAX. 
WNOMINAL t , 

H W 

.587 (14.911 .375 (9.521 

.713 (18.111 .500 (12.71 

X DIM. 

D* 

.040 oia •. 093 extension 
Pin/Socket 

OE9PV or SV 

OA15PV or SV 

OB25PV or SV 

OC37PV or SV 

0050PV or SV 

y 

± .003 
(± O.OBI 

.040 (1.021 

.024 (0.611 

.040 (1.021 

.024 Sq. Post 
.500 Extension 

F179A 
Pin/Socket 

OE9P or S F179A 

OA15P or S F179A 

OB25P or S F179A 

OC37P or S F179A 

0050P or S F179A 

Wrap 
Accommodations 

.024 (0.61) square contact tails will accommodate #28 or #30 AWG rigid wire (diagonal of square is .034 / .031 (0.86 / 0.79). 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to ch ange. 233 
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Commercial D Subminiature D*BA 

Machined Contacts, 900 Printed Circuit Termination 
Standard Data 

Contact Arrangements 

Face View. Pin Insert 

OE-9 OA-1S 

MATERIALS AND FINISHES 

Shell 

Insulator 

Contacts 

Brackets 

Nuts 

Material Finish 

Steel Tin plated 

94V-0 Thermoplas tic 

Copper alloy Gold over nickel plating 

Steel Tin plated 

Copper. Alloy Tin plated 

1'234 S 6 78910111213 ••••••••••••• 
•••••••••••• 
14 IS 1617 18192(12 1 22232425 

OB-2S 

PERFORMANCE DATA 
Op erating Temperature: - S5'C to + lOS'C 

Contact Current Rati ng: 5 Amp 

Vo ltage Rating: 1500 VAC 

1'23" 5 6 7 8 9 1011 12131.1516171819 ••••••••••••••••••• 
• ••••••••••••••••• .vnnu •• V •••• DUU.MD 

OC-37 

How to Order - 900 Tin Shell With Metal Bracket 

e;~J ,.;,I/cf/ <> 

~ / ""' il-' . 

Dimensions 

Pin Connector 

t 
.t25 :!: .010 
(3.tS :!: .25) 

Number of 
Contacts 

(Shell Size) 

9 (E) 

15 (A) 

25 (B) 

37 (C) 

Part Number 

OE 9PBA-K87 

OA 15PBA-K87 

OB25PBA-K87 

OC37PBA-K87 

A 
± .010 (.25) 

.666 (16.91) 

.994 (25.24) 

1.534 (38.96) 

2. 182 (55.42) 

Pin Connectors 
(with dimples) 

OE9PBA-K87 

OA 15PBA-K87 

OB25PBA- K87 

OC37 PBA-K87 

B C 
± .005 (.13) ± .015 (.38) 

.984 (24.99) 1.213 (30.81) 

1.312 (33.32) 1.541 (39.14) 

1.852 (47.04) 2.088 (5103) 

2.500 (6150) 2.729 (69.31) 

For PC board hole pattern. see page 283. 

ITT Cannon 

Part Number 

Socket Connectors 

OE9SBA 

OA 15SBA 

OB25SBA 

OC37SBA 

0 E F G 
± .025 (.64) ± .010 (.25) ± .010 (.25) ± .010 (. 25) 

.727 (18.47) .030 (.76) .236 (5.99) .447 (11.35) 

.727 (1 8.47) .030 (.76) .236 (5.99) .447 (11.35) 

.720 (1 8.2 9) .039 (.99) .231 (5.87) .447 (11.35) 

.720 (18.2 9) .039 (.99) .2 31 (5 .87) .447 (1 1.35) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Commercial D Subminiature 

Machined Contacts, 900 Printed Circuit Termination 
Dimensions (Continued) 

Socket Connector 

.494 :t .015 
(12.55 :t .38) 

r-t::=~:====:;:~..uL-J fa .125 :t .015 
f (3.18:t .38) 

(J"026 :t .003--11-
(67:t .06) 

Part Number 

DE 9SBA 

OA15SBA 

OB25SBA 

OC37SBA 

A B 
± .010 (.25) ± .005 (.13) 

.640 (16.25) .984 (24.99) 

.968 (24.58) 1.312 (3132) 

1.50S (3S.30) 1.852 (47.04) 

2.156 (54.76) 2.500 (6150) 
For PC board hole pattern. see page 283. 

C D E 
± .015 (.38) ± .025 (.64) ± .010 (.25) 

1.213 (30.81) .720 (18.29) .030 (.76) 

1.541 (39.14) .720 (lS.29) .030 (.76) 

2.0S8 (5103) .720 (lS.29) .030 (.76) 

2.729 (69.31) .720 (lS.29) .030 (.76) 

How to Order - 900 Tin Shell With Metal Bracket, 4-40 Rivnuts and Compliant Eyelet Holddown 

Part Number 

.026 Dia, .125 Extension 

D*BA 

F G 
± .010 (.25) ±.010 (.25) 

.243 (6.17) .447 (11.35) 

.243 (6.17) .447 (11.35) 

.243 (6.17) .447 (11.35) 

.243 (6.17) .447 (11.35) 

Number of 
Contacts 

(Shell Size) Pin Connectors Socket Connectors 

Dimensions 

Material: Brass 
Finish: TIn Lead 

Compliant Eyelet 
Detail 

.125 (118) Max Board Thk 

9 (E) OE19S0S-500 OE19S0S-501 

15 (A) OA 19603-224 

25 (B) OB19604-271 

37 (C) OC19605-229 

Pin Connector 

"'-SEE DETAIL 

See previous page for dimensional data of 90' Tin Shells (Pin Connector). 

Socket Connector 

See above for dimensional data of 90' Tin Shells (Socket Connector). 

ITT Cannon 

OA19603-225 

OB19604-272 

OC19605-230 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 235 
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Commercial D Subminiature 

Stamped Contacts, Solder and Printed Circuit Termination 
Standard Data 

MATERIALS AND FINISHES PERFORMANCE SPECIFICATIONS 
Shell Steel. yellow chromate over zinc or tin Coupling 

Insulator Polyester, monobloc construction Polarization 

Contacts Copper alloy, gold over nickel Temperature range 

Standoff Copper alloy with electro deposited tin Contact type 
lead per MIL-T-10m, Type I Termination 

Durability 

Contact Arrangements 

Face View, Pin Insert 

DE-9 DA-15 

How to Order - Solder Termination 

Dimensions 

n;=:~3l0 
4-8 

(.::=( ~~y ®~cr 
I· c 

A B' B' C D' 
Part Number ± .016 (0.4) ± .012 (OJ) ± .012 (OJ) ±,oOB (0.2) ± .012 (OJ) 

ADE-9S 1.213 (30 .8) .665 (16.9) .984 (25.0) 

ADE-9P 1.213 (30.8) .642 (16.3) .984 (25.0) .307 (7.8) 

ADA-15S 1.539 (39.1) .996 (25.3) 1.311 (33.3) 

ADA-l5P 1.539 (39.1) .969 (24.6) 1.311 (33.3) .307 (7.8) 

ADB-25S 2.087 (53.0) 1.535 (39.0) 1.850 (47.0) 

ADB-25P 2.087 (53.0) 1.508 (38.3) 1.850 (47.0) .307 (7.8) 

ADC-37S 2.728 (69.3) 2.181 (55.4) 2.500 (63.5) 

ADC-37P 2.728 (69.3) 2.157 (54.8) 2.500 (63.5) .307 (7.8) 

Friction and locking accessories 

Keystone-shaped shells 

- 55'C to + 125'C 

Non-removable 

Solder pot or printed circuit 

Up to 100 mating /unmating cycles 

123" S 6 78910 11 12 13 ••••••••••••• 
•••••••••••• 
, ,, IS 1617181920 2122 232"25 

DB-25 

Number of 
Contacts 

(Shell Size) 

9(E) 

15(A) 

25(8) 

37(C) 

D' E 
± .012 (OJ) ± .016 (0.4) 

.331 (8.4) .492 (12.5) 

.492 (12 .5) 

.331 (8.4) .492 (12.5) 

.492 (12.5) 

.331 (8.4) .492 (12.5) 

.492 (12.5) 

.331 (8.4) .492 (12.5) 

.492 (12.5) 

G 
± .012 (OJ) 

.760 (19.3) 

.760 (19.3) 

1.083 (27.5) 

1.083 (27.5) 

1.626 (41.3) 

1.626 (41.3) 

2.272 (57.7) 

2.272 (57.7) 

AD* 

ELECTRICAL 
Current rating 5A 

Test voltage 1250V ac rms 

Contact resistance < 15 milliohms 

12 3" S 6 78910111213 '<1 1$ 16 171819 ••••••••••••••••••• 

H 
± .012 (OJ) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

.421 (10.7) 

• ••••••••••••••••• • •• aM ••••••••• M ••• 

DC-37 

Part Number 

Solder Termination 
Pin/Socket 

AD E9P or S 

ADA14P or S 

ADB25P or S 

ADC37P or S 

G ir-100TYP 

TWO HOLES 
,120 (3_05) 

± .005 (0.13) 

K 
Max. ± .012 (OJ) Max. 

.051 (1.3) .236 (6.0) .075 (1.90) 

.051 (1.3) .244 (6.2) .075 (1.90) 

.051 (1.3) .236 (6.0) .075 (1.90) 

.051 (1.3) .244 (6.2) .075 (1 .90) 

.051 (1.3) .232 (5.9) .075 (1.90) 

.051 (1.3) .244 (6.2) .075 (1.90) 

.051 (1.3) .232 (5.9) .075 (1.90) 

.051 (1.3) .244 (6.2) .075 (1.90) 

M 
± .016 (0.4) 

.430 (10.93) 

.425 (10.79) 

.430 (10.93) 

.425 (10.79) 

.430 (10.93) 

.425 (10.79) 

.430 (10.93) 

.425 (10.79) 
NOTE: Dimensions Be, De, G and H are measured as outside dimensions at the bottom of the draw. BI, and 01 are the 0.0. dims. for socket side B' and D' are the dims. for pin side. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Commercial D Subminiature AD* 

Stamped Contacts, Solder and Printed Circuit Termination 
How to Order - Straight PC Termination 

Dimensions 

Part Number 

AOE·9S·0L2 

AOE·9p·OL2 

AOA·15S·0L2 

AOA·15p·OL2 

AOB·25S·0L2 

AOB·25p·OL2 

AOC·37S·0L2 

ADC·37P·OL2 

Number of 
Contacts 

(Shell Size) 

9 (E) 

15 (A) 

25 (B) 

37 (C) 

Part Number 

Pin/Socket 

AOE9POL2 or SOL2 

AOA 15POL2 or SOL2 

AOB25POL2 or SOL2 

AOC37POL2 or SOL2 

~ 
. 492 (12.5) 
±.012 (0.3) 

..L--

~r-I--------A---------I~·I . B . 
lCD to 0 0 0 00 0 0 0 000 ) c 1 

118 (3. O)OIA . 
6(0.15) ±.OO 

00 000 0 0 00 0 0 

.209 (5.3) 
±.012 (0.3) 1F

t 

1 ~ 
T 

• 
J • 

* 1--- ........ 1 ) ........ -.1:023 
(0.7) MAX. 

; 'nm~~~imm~~mm~ 0+ 

A B C 
± .012 (OJ) ± .006 (0.15) ± .008 (0.2) 

1.184 (30.8) 0.984 (25.0) .031 (0.8) 

1.184 (30.8) 0.984 (25.0) .031 (0.8) 

1.539 (391) 1311 (313) .031 (0.8) 

1.539 (39.1) 1311 (313) .031 (0 .8) 

2.087 (510) 1850 (47.0) .031 (0.8) 

2.087 (510) 1850 (47.0) .039 (1 .0) 

2.728 (69.3) 2500 (635) .031 (0.8) 

2.728 (69.3) 2500 (615) .039 (10) 

.177 (4.5) 
OIA. MAX. 

D 
MAX. 

.469 (11.9) 

.461 (lU) 

.469 (119) 

.461 (lU) 

.469 (119) 

.465 (118) 

.469 (11 .9) 

.465 (11.8) 

E 
± .008 (0.2) 

.244 (6.2) 

.236 (6.0) 

.244 (62) 

.236 (6.0) 

.244 (6.2) 

.232 (5.9) 

.244 (6.2) 

.232 (5.9) 

F 

.433 (110) 

.433 (110) 

.433 (110) 

.433 (110) 

.433 (110) 

.441 (11.2) 

.433 (110) 

.441 (11.2) 
For PC Board hole pattern. see page 283. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 23 7 
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Commercial D Subminiature 

Stamped Contacts, Solder and Printed Circuit Termination 
How to Order - PC Termination With Integral Board Standoff, Tin Shell Finish 

Dimensions 

f 
E 

! 
1----- C ---..I 

2 holes 
.195 (4.95) DIA 

± .005 (0.13) 

Number of 
Contacts 

(Shell Size) Pin 

9 (E) AOE19808·496 

15 (A) ADA 19603·216 

25 (B) ADB19604·263 

37 (C) ADC19605·225 

AD* 

Part Numbers 

Grounding Indents 
Socket (Pin Only) 

ADE19808·499 ADE19808·497 

ADA19603·218 ADA19603-215 

ADB19604·262 ADB19604·264 

ADC19605·227 ADC19605·225 

.030 (.076) 
FOR SHELL SIZE DE AND DA 

rt
(PIN SIDE AND ALL SOCKET SIDES) 

61 .039 (0.99) 
G FOR SHELL SIZE 08, DC AND DO 

(PIN SIDE ONLy) 

.208(5.28) 
CONTACT, ±.OO8 (0.20) 

~ C ~~~~~ .250 (6.35) 

± .005 (0.13)1= ~ ':'s~l'J~::"NG 
2 PLACES 

. --I .125 (3.18) 

.127(3~IA. 00 " fu ' -=n±·008(0.20) 

± .005 (0.13; U ~l ."" (0.53) R" 062(>.57) ,"KPCB 
.235 (5.97) DIA. ± .002 (0.05) RECOMMENDED MOUNTING 

± .005 (0.13) HOLE DIA .120 (3.05) THRU 

NOTE: Section of side view and the engaging face view are designed to show configurations of both pin and socket. 

SOCKET 

CONTACT, 
PIN 

After assembling self· retaining spacers to shell, the retention in relation to swage must withstand 6 Ib torque and 10 Ib push·o ut force. 

Number of 
Contacts A B C 0 E F 

(Shell Size) ± .015 (0.38) ± .005 (0.13) ± .005 (0.13) ± .005 (0.13) ± 0.15 (0.38) ± .010 (0.25) 

ADE·9P 1.213 (30.81) .666 (16.92) .984 (24.99) .329 (8.36) .494 (12 .55) .422 (10 .72) 

ADE·9S 1.213 (30.81) .643 (16.33) .984 (24.99) .311 (7.90) .494 (12.55) .429 (10.90) 

ADA·15P 1.541 (39.14) .994 (25.25) 1.312 (33.32) .329 (8.36) .494 (12.55) .422 (10.72) 

ADA·15S 1.541 (39.14) .971 (24.66) 1.312 (33.32) .311 (7 .90) .494 (12.55) .429 (10.90) 

ADB·25P 2.088 (53.04) 1.534 (38.96) 1.852 (47.04) .329 (8.36) .494 (12.55) .426 (10.82) 

ADB·25S 2.088 (53.04) 1.511 (38.38) 1.852 (47.04) .311 (7.90) .494 (12.55) .429 (10.90) 

ADC·37P 2.729 (69.32) 2.182 (55.42) 2.500 (63.50) .329 (8.36) .494 (12.55) .426 (10.82) 

ADC·37S 2.729 (69.32) 2.159 (54.84) 2.500 (63.50) .311 (7.90) .494 (12.55) .429 (10.90) 

ADD·50P 2.635 (66.93) 2.079 (52.81) 2.406 (61.11) .441 (11.20) .605 (15.37) .426 (10.82) 

ADD· 50S 2.635 (66.93) 2.064 (52.43) 2.406 (61.11) .423 (10.74) .605 (15.37) .429 (10.90) 
For PC Board hole pattern, see page 283. 

ITT Cannon 

G H J 
± .006 (0.15) ± .010 (0.25) ±.OI0 (0.25) 

.235 (5.97) .759 (19.28) .422 (10.72) 

.243 (6.17) .759 (19.28) .422 (10.72) 

.235 (5 .97) 1.083 (27 .51) .422 (10.72) 

.243 (6.17) 1.083 (27.51) .422 (10.72) 

.230 (5.84) 1.625 (41.28) .422 (10.72) 

.243 (6.17) 1.625 (41.28) .422 (10.72) 

.230 (5.84) 2.272 (57.71) .422 (10.72) 

.243 (6.17) 2.272 (57.71) .422 (10.72) 

.230 (5.84) 2. 178 (55.32) .534 (13.56) 

.243 (6.17) 2.178 (55.32) .534 (13.56) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Deere AYe. P.O. Box 35000. Santa Ana. CA 92705·6500 • 17141 261·5300 



Commercial D Subminiature 

Machined and Stamped Contacts, Crimp and Printed Circuit Termination 
Standard Data 

MATERIALS AND FINISHES 

Shell 
Insulator 

Contacts: 
Mac hi ned 
Stamped and Formed Cri mp Type 
Stamped and Formed P.C. Type 

Float Mo unt Hardware 

Contact Arrangements 

Face view, pin insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 
Contact Size 

How to Order 

Material Finish 
Steel Ye llow chromate over cadmium or tin 
O*C: Thermoplastic, Glass fill ed, color red 
O*U: Ul 94V-0 rated Thermoplastic, 

Glass-fill ed, color black 

Copper alloy Gold over nickel 
Copper all oy Gold over nickel 
Copper alloy Gold over nickel-e ngaging end 

Tinllead-terminal end 
Stai nless Steel 

E 
9 

# 20 

Passivated 

I 2 :) • .s 6 7 I 9 1011 12 13 I. U 16 1718 19 

••••••••••••••••••• 
•••••••••••••••••• • ~ •• MU.v ••••• mM ••• 

C 
37 

#20 

A 
15 

#20 

Connectors With Cadmium Plated Shells 
Part Numbers 

Connectors 
Number of Connectors Packaged 
Positions Without With Machined 

(Shell Size) Contacts Contacts' 
9 (E) DEU9P or S-FO DEU9P or S 

15 (A) OAU15P or S-FD DAU15P or S 
25 (B) DBU25P or S-FO OBU25P or S 
37 (C) DCU37P or S-FO DCU37P or S 
50 (D) DOU50P or S-FO DOU50P or S 

*Pin contact is 030-1952-000 /Socket contact is 030-1953-000 

D*U/D*C 

MECHANICAL FEATURES 
Coupling - Friction and lock accessories 
Polarization - Keystone-shaped shells 

PERFORMANCE SPECIFICATIONS 
Wire Size - See contact ordering information. 
Current Rating - #20 contact. 5 Amps 
Voltage Rati ng - 1000 VAC sea level 
Temperature Rating - - 65'C to + 125'C 

1 2 :) 4 .s to 7 8 9 10 11 12 13 ••••••••••••• 
•••••••••••• 
I ~ 15 16 1718 19 2() " 22 23'. :0'$ 

D 
50 

# 20 

B 
25 

#20 

Connectors With Tin Shells 
Part Numbers 

Number of With Dimples Without Dimples 
Contacts !pin Only) (Socket) 

(Shell Size) Without Contacts Without Contacts 
9 (E) OEU-9P-K87-FO OEU -9S-A 197 -FO 

15 (A) OAU-15P-K87-FO OAU-15S-AI97-FO 
25 (B) OBU-2 5P-K87 -FO OB U-25S-A 197 -FO 
37 (C) OCU-37P-K87 -Fa OCU-37S-A 197 -FO 
50 (0) 00U-50P-K87 -FO 00U-50S-A 197-FO 

NOTE: To order Red insulator instead of UL 94V-0 rated black insu lator, change part number as follows: From 
O' U to O'C. Example: OBC-25P 

Mounting Methods 

.070 (1 .78)--1 ~ 
MAX. 1 

.118 ± .008 DIA.l 
(3.00 ± (0.20) 

-'-----, 
Standard - Through·Hole 

. 039 (0.99) 
MAX. 1 r 

.103 (2.62) 
:!: .023 (0.58) 

.031 (0.79) q 
:!: .005 (0.13) nL ,- .130 (3.30) MAX . 

.049 (1 .24)-::1 r.-
DIAMETRICAL FLOAT 

MAX. )1) 'I .031 (0.79) TOTAL 

.089 (2.26) :!: .003 (0.08) WASHER 
DIA'L-

NO. 4 (.112) 40 UNC 

E - Clinch Nut 

Clinch Nut and Float Mounting Options Available 

Add: E for 4·40 Clinch Nut Example: 
Y for Float Mounting 

ITT Cannon 

RIVET 

DBUE25P or SFO 
DBUY25P or SFO 

OVERALL FREE 
FLOAT .004- .012 

(0.10) - (0,30) 

v - Float Mount 

Dimensions are shown in inches (millimeters ). 
Dimensions su bject to change. 239 
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Commercial D Subminiature D*U/D*C 

Machined and Stamped Contacts, Crimp and Printed Circuit Termination 
Dimensions 

;----- A " I 

i GOir- 100TYP. 

;~f~ ~ 
~Bo ---j 

--- - c ----l 

Part Number A Be B' C De 0' E Ge He J 

Two Holes 
.120± .OOS 

(3.05 ± 0.13) 

K L M X 
by Shell Size ± .015 (0.381 ± .010 (0.251 ± .010 (0.251 ± .005 (0.121 ± .010 (0.251 ± .010 (0251 ± .015 (0.381 ± .010 (0.251 ± .010 (0.251 ± .010 (0.251 ± .010 (0.251 ±.010 (0.251 ±.015 (0.381 Max. 

DEU-9P 1.213 (30.811 .666 (16.911 .984 (24.991 .329 (8.361 .494 (12.551 .759 (19.281.422 (10.721 

DEU-9S 1.213 (30.811 .640 (16.251 .984 (24.991.308 (7.821 .494 (12.551 .759 (19.281.422 (10.721 

DAU-15P 1.541 (39.141 .994 (25.2411.312 (33.321 .329 (8.361 .494 (12 .5511.083 (27.511.422 (10.721 

DAU-15S 1.541 (39.141 .968 (24.581 1.312 (33.321.308 (7.821 .494 (12.5511.083 (27.511 .422 (10 .721 

DBU-25P 2.088 (53031 1.534 (38.9611.852 (47.041 .329 (8.361 .494 (12.5511.625 (41.271.422 (10.721 

DBU-25S 2.088 (530311.508 (38.301 1.852 (47.041.308 (7.821 .494 (12.5511.625 (41.271.422 (10.721 

DCU-37P 2.729 (69.311 2.182 (55.4212.500 (63.501 .329 (8.361 .494 (12.5512.272 (57.711.422 (10.721 

DCU-37S 2.729 (69.3112.156 (54.761 2.500 (63.501.308 (7.821 .494 (12.5512.272 (57.711.422 (10.721 

DDU-50P 2.635 (66.921 2.079 (52.8112.406 (61.111 .436 (11.071 .605 (15.3712.178 (55.321.534 (13.561 

DDU-50S 2.635 (66.9212.062 (52.371 2.406161.111 .420 (10.671 .605 (15.3712.178 (55.321.534 (13.561 
eDimensions Be. De. Ge. and He are measured as outside dimensions at the bottom of the draw. 
NOTE: Be and De are the D.O. dims. for socket sid e. B' and D' are the 1.0 . dims. for pin side. 

Machined Crimp Contacts 

Machined contacts are furnished loose piece for 
use with manual and semi-automatic machines . Description 

Pin 20 

Pin 20·18 

Pin 20·26 

Socket 20 

Socket 20·18 

Socket 20·26 

Part Number 

030-1952-000 

030 -1 954·000 

030-1952-002 

030-1953-000 

030-1955-000 

030-1953-002 

Wire Accom-
modation 

20. 22. 24 

(1118 or (21 #22 

26, 28. 30 

20. 22, 24 

(1118 or (21 #22 

26. 28. 30 

.030 (0.761 .236 (5.991 .045 (1.141 .422 (10.721 .375 (9.521 

.030 (0.761 .243 (6.171 .045 (1.141 .422 (10.901 .375 (9.521 

.030 (0.761 .236 (5.991 .045 (1.141 .422 (10721 .375 (9521 

.030 (0.761 .243 (6171 .045 (1.141 .429 (10 .901 .375 (9.521 

.039 (0.991 .231 (5.871 .060 (1.521 .426 (10.821 .375 (9.521 

.030 (0.761 .243 (6.171 .045 (1.141 .429 (10.901 .375 (9.521 

.039 (0.991 .231 (5.871 .060 (1.521 .426 (10.821 .375 (9.521 

.030 (0.761 .243 (6.171 .045 (1.141 .429 (10.901 375 (9.521 

.039 (0.991 .231 (5.871 .060 (1.521 .426 (10.821 .375 (9.521 

.030 (0.761 .243 (6.171 .045 (1.141 .429 (10.901 .375 (9.521 

A B C 
± .002 (0.051 ± .002 (0.051 Max. 

.067(1701 .045(1.141 .537(13.641 

.086(2.181 .066(1.681 874(22.201 

.067(1701 .025(0.631 .537(13.641 

.067(1701 .045(1.141 .523(13281 

.086(2 .181 .066(1.681 .852(21.641 

067(1701 025(0631 523(13.281 

NOTE for Size 20-18 contacts only: Shrink sleeving is suggested on the crimp pot to prevent contacts from touching. 

Stamped Crimp Contacts / Reeled 

Non-Insulation Support 

Contact 
Size 

20-18 

20 

Insulation Support 

Wire Accommodation 

AWG #22-#26 

AWG #28 thru #32 

Wire Accommodation 

AWG #18 thru 22 
(For AWG #24 
consult factoryl 

AWG #20 thru 28 
(For AWG #30 
consult factory I 

ITT Cannon 

Contact Part Number 

Pin Socket 

0110238-165 0110238-166 

0110238-34 0110238-35 

Contact Part Number 

Pin Socket 

0110238-428 0110238-434 

0110238-431 0110238-436 

Contacts 
Per Reel 

7.500 

10,000 

Contact 
Per Reel 

7, 500 

7,500 

Dimensions are shown in inches (mi ll imeters). 
Dimensions subject to change. 
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Commercial D Subminiature D*U/D*C 

Stamped and Machined Contacts 
Hand Tooling 

Stamped Contact Crimp Tool 

CCTP-D*C 
Stamped Contact 

Parallel Action Crimp Tool 

Insertion / Extraction Tools 

CIET-20HO 
Plastic 

Assembly Instructions 

Wire Stripping -
Machined Contacts 

Min, 

_188 (4.781 

A 

CET-20D 
Metal 

Max. 

_208 (5_28) 

1. Cut wires to length. Strip insulation per above illustration. Check 
for broken or frayed wires. 

4. To be sure contact is locked securely, pull back lightly on wire. 
Repeat for balance of contacts working row by row across the 
insulator. 

CCT-DCM-1 CCT-DCM-2 
Machined Contact Crimp Tool Machined Contact Crimp Tool 

Contact Contact Wire Hand Tool Hand Tool 
Type Size Accommodation Part No_ Description 

995-0002- 206 CCT-OCM-l 
20 20, 22. 24 

995-0002-207 CCT-OCM-2 
Machined 

20-18 1 # 18, 2 #22 995-0002-206 CCT-OC M- 1 

20-26 26, 28, 30 995-0002-207 CCT-OCM-2 

20 20-28 995-0001 -662 CCT-0*C-1 
Stamped 20-18 18,20,2 #22 995-0001-870 CCT-O*C-4 

Stamped 28-32 111494-0008 CCTP-0*C-8 
Insulation Support All 22-26 111494-0009 CCTP-0*C-10 

Contact Contact Wire Plastic Insertion /Extraction Metal Extraction 

Type Size Accommodation Part No_ Description Part No_ Description 

20 20, 22, 24 274-7006-000 CIET-20HO 995-0001-695 CET-200 

Machined 20-18 1 # 18, 2 # 22 274-5016-002 CET-20-15 995-0001-695 CET-200 

20-26 26, 28, 3D 274-7006-000 CIET-20HO 995-0001-695 CET-200 

Stamped All 20-32 274-7006-000 CIET-20HO 995-0001 -695 CET-200 

Stamped 20-18 #18 Not Available 995-0001 -695 CET-200 

Contact Crimping Contact Insertion 

2_ Insert contact and wire into proper crimp tool (and locator, if 
required). Crimp contact to wire. Inspect crimp. 

3. Center wired contact in groove of insertion tool with tool tip 
butting contact shoulder. Insert contact into cavity until a positive 
stop is felt. Inspect insertion. 

Contact Extraction 

5. Place wire into extraction tool tip. 

ITT Cannon 

6. Insert tool tip into contact cavity until tip bottoms against contact 
shoulder, releasing tines. Hold wire against tool with finger and 
remove tool and contact. Repeat for balance of contacts. 

o Subminiature Products, 1851 E. Deere Ave, P.O. 80x 35000. Santa Ana. CA 92705-6500 • (714) 261 -5300 
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Commercial D Subminiature 

Stamped and Machined Contact Termination Equipment 

ABT-500 UCCS 
Strip-Crimp Machine 

CBT-565 

A full range of manual to fully automatic crimp 
equipment is ava ilable from ITT Cannon to meet all 
volume requirements. 

Machined contact needs are met by Mil standard 
hand crimp tools for low volumes. For volume 
applications the CBT-491 is a pneumatically oper
ated. vibra-bowl crimper offering a more econom
ical approach than belt-fed contacts. 

ABT-500 UCCD 
Crimp Machine 

ABT-607 
Pneumatic Crimp Machine 

~# .;!«, 

CPT-D*C 

ITT Cannon 

For low volume stamped contact applications CCT 
type hand tools deliver a reliable crimp with minimal 
expense . For higher volumes the pneumatically 
operated ABT-607 is available for lease. For maxi
mum savings the ABT-500 stripper and crimper 
uses stamped reeled contacts and terminates in one 
easy operation . Our newest machine the ABT-620 
is also designed for highest volume lowest installed 
cost applications. 

Contact 
Type 

Machined 

Stamped 

ABT-620-UCCS 
Strip-Crimp Machine 

CBT-491 
Crimp Machine 

Contact Tool 
Volume Size Part No. 

Low /Medium All CBT-565 

High Volume All CBT-491 

Low Vo lume All CPT·D*C 

Medium / High All ABT-607 

ABT-500 
High All 

ABT·620 

Lease l 
Purchase 

Purchase 

Both 

Pu rchase 

Lease 

Lease 

Lease 

Dimensions are shown in inches (mill imeters). 
Dimensions subj ect to change. 

o Subminia ture Products. 1851 E. Oeere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261 -5300 



Commercial D Subminiature D*U/D*C 

Machined and Stamped Contacts. Crimp and Printed Circuit Termination 
ow to Order - 90° PC Tails 

How to Order - Straight PC Tail 

Dimensions - 90° PC Tails 

STAMPED CONTACTS are factory-installed in con
nectors and cannot be ordered separately_ 

CODE AA: PLASTIC BRACKET 
Connectors come with contacts installed and are supplied with plastic 
mounting bracket. 
Typical Part Number: OCU-37P-AA 

Plastic Bracket Material: Thermoplastic. UL 94V-0 rated. 
Color: Black 
Board Layout: See page 283 
Connectors are fully assembled. 

CODE AA-F202: METAL BRACKET 
Connectors come with contacts installed and are supplied with a 
metal bracket. 
Typical Part Number: OAU-1SS-AA-F202. 

Bracket Material: Zinc, tin-plated 
Board Layout: See page 283 
Consult factory for DO-SO layout 

90° Printed Circuit Connectors With Cadmium Shells 

Number of 
Contacts 

(Shell Size) 

9(E) 

lS(A) 
2S(B) 

37(C) 

SO(O) 

.028 Dia. 
. 156 Inch Ext. 

Stamped Contacts 
Plastic Bracket 

Pin/Socket 
DEU9PAA or SAA 

DAU1SPAA or SAA 

DBU2SPAA or SAA 
DCU37PAA or SAA 

OOUSOPAA or SAA 

90° Printed Circuit Connectors With Tin 
Shells, Plastic Bracket 

Number of Part Numbers 

Part Numbers 

. 024 Dia . 
.156 Inch Ext. 

Machined Contacts 
Plastic Brackets 

Pin/Socket 
DEU9PAD or SAD 

DAU1SPAD or SAD 

DBU2SPAD or SAD 
DCU37PAD or SAD 

DDUSOPAD or SAD 

.028 Dia . 
.156 Inch Ext. 

Stamped Contacts 
Metal Bracket 

Pin /Socket 
DEU9PCA or SCA 

DAU lSPCA or SCA 
DBU2SPCA or SCA 

DCU37PCA or SCA 

DDU (Not available with metal bracket) 

90° Printed Circuit Connectors With Tin 
Shells. Metal Bracket and .545 Footprint 

Part Numbers 
Number of 
Contacts With Dimples Without Dimples 

Contacts With Dimples Without Dimples 

(Shell Size) (Pin) (Socket) 
(Shell Size) (Pin) (Socket) 

9 (E) OEU-9PAA-K87 OEU-9SAA-A 197 
lS (A) 

2S (B) 

37 (C) 
SO (0) 

OAU-1SPAA-K87 

OBU-2SPAA-K87 

OCU-37PAA-K87 

DOU-SOPAA-K87 

Number of 
Contacts 

(Shell Size) 

9(E) 

lS(A) 
27(B) 
37(C) 

SO(O) 

9 (E) 

lS (A) 
OAU-1SSAA-A 197 

OBU-2SSAA-A 197 

OCU-37SAA-A 197 

ODU-SOSAA-A 197 

. 028 Dia. 
_144 Inch Ext. 

2S (B) 
37 (C) 
SO (D) 

Stamped Contacts 
Pin /Socket 

OEU9PBB or SBB 

OAU1SPBB or SBB 
DBU2SPBB or SBB 

OCU37PBB or SBB 
00U50PBB or SBB 

c1ITL,~ ~ ~9(3. 78) 

_030(0.76) . 
.026(0.66) -1"-1" 

DlA. -l I- .117(2.97) lYp. 
--I ~ .107(2.72) -

.453(1151) 
.437(11.10) 

DE. DA. DB. DC SIZES 

DEU·9PCA·K87 DEU·9SCA·A 197 

OAU·1SPCA·K87 OAU·1SSCA·A 197 
OBU-2SPCA-K87 OBU-2SSCA-A 197 

OCU-37PCA-K87 OCU-37SCA-A 197 
Not available 

Part Numbers 

Not available 

.024 Dia . 
.144 Inch Ext. 

Machined Contacts 
Pin /Socket 

OEU9PBF or SBF 

OAU1SPBF or SBF 
OBU2SPBF or SBF 
OCU37PBF or SBF 

ODUSOPBF or SBF 

g __ 164(4.165) 
_149(378) 

"" ,, -1. 
.030(0.76) 
.026\0.66) -I~I_ ! 

o A. -l ~ .117(297) lYp. 
--l f- _107(2.72) 

.453(1151) 
.437(11.10) 

DD SIZE 

.657(16.69) 
637(16.18) 

Efi
#~i.i:~UNC 2B 

-- - .164(4_165) 
r====~======1 t====~~_l 

__ ',: :;: ~ .149(3.78) 

.. J I ~ f .117(2.97) lYp. 
_ ~ 107(2 . 72) 

.453(11.51) 
437(11.10) 

ITT Cannon 

.135j3.43) DIA. 2 HOLES 
_115(2.92) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 243 
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Commercial D Subminiature 

Machined and Stamped Contacts, Crimp and Printed Circuit Termination 
Dimensions - 90° PC Tail (continued) 

MACHINED CONTACTS can be ordered either in
stalled in connectors or in bulk. 

CODE AD: PLASTIC BRACKET 
Connectors come with contacts installed and are supplied with plastic 
mounting bracket. 
Typical Part Number: OBU·25S·AO 

STAMPED CONTACTS are factory installed in con· 
nector and cannot be ordered separately. 

CODE CA: METAL BRACKET 

~
2ndROW 

, 1st ROW 

••••• m 1. .164(4.165) 

I C OIA. ~i-I"" .149(3.78) 
.453(11.51) . i-
437(1110) .117(2.97) lYp. 
.. .107(2.72) 

DE, DA, DB, DC SIZES 

D*U/D*C 

3rdROW 

tAff
2ndROW 
1st ROW 

I n ..1. .164(4.165) 

C OIA.-lIf-l- .... . 149(3.78) 
f------i i- .117(2.97) lYp. 
.453(11.51) .107(2.72) . 
.437(11.10) 

DO SIZE 

Connectors come with contacts installed and are supplied with a metal 
bracket. ~

#~i1?s~NC 28 

.164(4.165) 

'. ' : ':' . ~ : -~ .149(3.78) 
, I 

Jj'L---r-
.310(7. 87) r ... 

Typical Part Number: OEU·9P·CA 

Bracket Material: Zinc, tin· plated 
Board Layout: See page 283 
00·50 layout not availa ble with metal bracket 

Dimensions - Straight PC Tail 

COlA. I 
.290(737) t-#HII!!----/ f---IlflII--+ 

- ,
.555(14.10) 
.535(1359) 

STAMPED CONTACTS are factory installed in con· 
nectars and cannot be ordered separately. 

CODE BB: Typical Part Number: OBU·25S·BB 

.159(4.04) oo-j r- .129(3.27) 

-1.030(0.76) I' .026(066) 
--J _ 

.514(13.04) 
.483(12.27) 

.135(3.43) OIA. 2 HOLES 

.115(292) 

MACHINED CONTACTS can be ordered either 
installed in the connector, or connectors and 
contacts may be ordered separately. 

CODE BF: Connectors with contacts installed 
Typical Part No. OBU·25P·BF. 

159(4.04) oo-j r .129(3.27) 

-1026(066) 

----! C .022(056) 

.514(13. 04) 
.483(1227) 

How to Order Straight Machined PC Contacts Separately 

r-- A =----l B DlA. 

===-4 (1 1"== =4 
I---: A ==---l 8 DlA. 
~~-rO""'O- I ,~ 

How to Order 90° Contacts Separately 

lOOSE CONTACTS 
J--- A---l B 

PIN 
'II uT 

---4~ COlA. 
l--- A-J B =:1 I UJ 

---41- COlA. 

Contact Part Number 

Pin 030·1989·000 

Socket 030·1990·000 

Contact 
Row Part Number 

Pin 1st 030·2086·000 

*Pin 2nd 030·2087 ·000 

**Pin 3rd 030·2088·000 

Socket 1st 030·2089·000 

*Socket 2nd 030·2090·000 

**Socket 3rd 030·2091 ·000 
*2nd row for shell sizes E, A, Band C starting from cavity 1. 

**3rd row for shell size D only. starting from cavi ty 1. 

ITT Cannon 

A 
± .010 (0.25) 

.730 (18.5) 

.710 (18.0) 

A 

.684(17.37) 

.796(20 .21 ) 

.908(23.06) 

.666(16.92) 

.778(19.76) 

.890(22.61 ) 

B 

.345(8.76) 

.457(11.61 ) 

.569(14.45) 

.345(8.76) 

.457(11.61 ) 

.569(14.45) 

B 
± .002 (0.51) 

Dia. Type 

.024 (0.61) 

.024 (0.61) 

C ± .002(0.51) 
Dia. Typ. 

.024(0.61 ) 

.024(0.61 ) 

.024(0.61) 

.024(0.61) 

.024(0.61 ) 

.024(0.61 ) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Oeere Ave. P.O. Box 35000. Santa An.. CA 927n,·0,nn • 1714\ ?ol·'lnn 



Commercial D Subminiature D*A 

Stamped Contacts, Crimp Termination, Industry Compatible 
Standard Data 

MATERIALS AND FINISHES ELECTRICAL 
Material Finish Contact Current Rating (Size 20): 7.5A 

Shell Steel Tin or ye llow chromate over zinc Contact Resistance: 15 milliohms (max.) 

Insulator Glass·filled thermoplas tic, Dielectric Withstanding Voltage: 1O00 Vac 
Ul 94V·0 rated Insulat ion Resistance: 5000 Megohms 

Contacts Copper alloy Gold over nickel plate. Contact Retention: Greater than 9 Ibs. 

Temperature Rating: - 55' to + 125'C 

How to Order 

Connectors With Tin Shells Connectors With Zinc Shells 

Number of Part Numbers Number of 
Positions Pin Connector Positions Part Numbers 

) (Shell Size) With Grounding Indents Socket Connector (Shell Size) Pin Connector Socket Connector 

9(E) OEA9p·KS7 ·FO OEA9S·A 197·FO 9 (E) OEA9p·FO OEA9S·FO 

15(A) OAA 15P·KS7·FO OAA 15S·A 197 ·FO 15 (A) OAA15P-FO OAA15S·FO 

25(B) OBA25p·KS7 ·FO OBA25S·A197·FO 25 (B) OBA25p·FO OBA25S·FO 

37(C) OCA37P·KS7 ·FO OCA·37S·A 197 ·FO 37 (C) OCA37p·FO OCA37S·FO 

50(0) 00A50p·KS7·FO 00A·50S·A 197·FO 50 (D) 00A50p·FO 00A50S·FO 
(FO = less contacts) 

Dimensions 

0' 

1 r- G it-- 10' TYP. 

L§ 
v~ H ~ 

390(9.91)~ ~ t -
TWO HOLES 
.120 ± .005 MAX. 
(3.05 ± 0.13) OIA. 

front Rear 

A Be B' C De 0' E Ge He J K M 
Part No. i O.016 i O.012 i O.012 i O.OOB i O.012 i O.012 i O.016 i O.012 i O.012 i O.012 i O.012 i O.012 

by Shell Size (0.4) (OJ) (OJ) (0.2) (OJ) (OJ) (0.4) (OJ) (OJ) (OJ) (OJ) Max (OJ) 

OEA·9P 1.213 0.665 0.9S4 0.331 0.492 0.7 60 0.421 0.031 0.236 0.075 0.421 
(30.S) (16.9) (25.0) (S.4) (12.5) (19.3) (10.7) (0.8) (6.0) (1.90) (10.7) 

OEA·9S 1.213 0.642 0.984 0.307 0.492 0.760 0.421 0.031 0.244 0.075 0.429 
(30.S) (16.3) (25.0) (7.S) (12 .5) (19.3) (10.7) (0.8) (6.2) (1.90) (10.9) 

OAA·15P 1.539 0.996 1.311 0.331 0.492 1.083 0.421 0.031 0.236 0.075 0.421 
(39 .1 ) (25.3) (33.3) (84) (125) (275) (107) (0.8) (6.0) (1.90) (10.7) 

OAA·15S 1.539 0.969 1.311 0.307 0.492 1.0S3 0.421 0.031 0.244 0.075 0.429 
(39 .1 ) (24.9) (33.3) (7.8) (12.5) (27.5) (10.7) (O.S) (6.2) (1.90) (10.9) 

OBA·25P 2.OS7 1.535 1.S50 0.331 0.492 1.626 0.421 0.039 0.232 0.075 0.429 
(53.0) (39.0) (47.0) (8.4) (12.5) (41.3) (10.7) (1.0) (5.9) (1 .90) (10.9) 

OBA·25S 2.087 1.508 1.S50 0.307 0.492 1.626 0.421 0.031 0.244 0.075 0.429 
(53.0) (38.3) (47 .0) (7.8) (12.5) (41.3) (10.7) (0.8) (6.2) (1 .90) (10.9) 

OCA·37P 2.728 2.181 2.500 0.331 0.492 2.272 0.421 0.039 0.232 0.075 0.425 
(69.3) (55.4) (63.5) (S.4) (12.5) (57.7) (10.7) (1.0) (5.9) (1 .90) (10.S) 

OCA·37S 2.728 2.157 2.500 0.307 0.492 2.272 0.421 0.031 0.244 0.075 0.429 
(69.3) (54.8) (635) (7.8) (12.5) (57.7) (10 .7) (0.8) (6.2) (1.90) (10.9) 

00A·50P 2.634 2.079 2.406 0.437 0.606 2.177 0.535 0.039 0.232 0.075 0.429 
(66.9) (52.8) (61.1) (11 .1) (15.4) (55.3) (13.6) (1.0) (5 .9) (1.90) (10.9) 

00A·50S 2.634 2.063 2.406 0.421 0.606 2.177 0.535 0.031 0.244 0.075 0.429 
(66.9) (52.4) (61.1) (10 .7) (15.4) (55.3) (13.6) (0.8) (6.2) (1.90) (10.9) 

NOTE: Dimensions Be, De, Ge and He are measured as outside dimensions at the bottom of the draw. B· and D· are the 0.0. dims. for socket side; B' and 0' are the dims. for pin side. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 245 
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Commercial D Subminiature 

Stamped Contacts, Crimp Termination, Industry Compatible 
Contact Arrangements 

Face view. pin insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 
Contact Size 

How to Order - Contacts 

E 
9 

#20 

123 • .5 678910111213 ,.,5 16171819 ••••••••••••••••••• 
•••••••••••••••••• • v» •••• v •••• » ••••• 

C 
37 

#20 

A 
15 

#20 

Stamped contacts with insulation support are sup
plied on reels of 10.000 for use with semi-automat
ic strip and crimp machines. or loose for use with 
hand crimp tooling. Two sizes are avai lable to 
accommodate wire ranges 20-28 AWG. 

Stamped Contacts - 10,000 Pieces per Reel 

E q 
( lo-:cY1 

Pin 

E q 
C [fCUl 

Socket 

Crimp Tools 

Semi-automatic and hand crimp tools are available 
for crimping D*A contacts. For high volumes and 
maximum savings. Cannon offers the ABT-500-
UCCD crimper. the ABT-500-UCCS stripper-crim
per, or the new ABT-620-UCCS stripper-crimper for 
crimping stamped. reeled contacts. These semi
automatic machines will crimp up to 1200 contacts 
per hour. and are leased through the Customer Use 
Tooling Dept. For low volume. the CCT-D*A-1 hand 
crimp tool is available for crimping loose piece 
contacts. 

Pin Contact 
24-28 AWG 20-24 AWG 

Standard Gold 0110238-476 0110238-475 

Selective Gold (30Il ) 0110238-472 0110238-471 

Loose Contacts (Order Multiples of 100) 

Pin Contact 
24-28 AWG 20-24 AWG 

Standard Gold 030·2487 -01 3 030·2487 ·01 2 

Selective Gold (JOIl) 030·2487-015 030·2487·014 

Part Number 

Part Number 

ABT-500·UCCS 
Strip Crimp Machine 

ABT-620·UCCS 
Strip· Crimp Machine 

CCT·D*A-1 
995-2000-000 

Insertion / Extraction Tool 

A single plastic insertion I extraction tool with metal 
tips is available . The insertion side is colored and 
the extraction side is white . Also available is an all 
metal extraction tool. CET-20-D (995-0001-695) . 

ITT Cannon 

Wire Size 

20·24 

24·28 

1 23 .. :5 6 7 e 910111213 ••••••••••••• 
•••••••••••• , .. 15 16 17 18 192021 22 232.25 

D 
50 

#20 

B 
25 

#20 

Socket Contact 

D*A 

24·28 AWG 20-24 AWG 

0110238-478 0110238-477 

0110238-474 0110238-473 

Socket Contact 
24-28 AWG 20-24 AWG 

030·2488·013 030-2488·012 

030·2488-015 030-2488·014 

ABT-500·UCCD 
Crimp Machine 

Description Part Number 

CIET·0*A·20·24 980-0008·135 

CIET-0*A-24·28 980·0008·136 

Dimensions are shown in inches (millimeters). 
Di mensions subiect to change. 
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Commercial D Subminiature 

90° All Plastic, Printed Circuit Termination 
Standard Data 

MATERIAL AND FINISHES 
Materials Finishes 

Housing I Retainer Glass-fi lled thermoplastic. UL 94V-D rated. black 

Contacts Copper allov. stamped Engaging End: Gold over nickel electroplate 
Termination End: Tin /Lead electroplate 

Contact Arrangements 

Face View. Pin Insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 
Contact Size 

How To Order 

E 
9 

#20 

12 J .. 5 67 B 91011 ' 213, .. 15 16 1718 19 ••••••••••••••••••• 
•••••••••••••••••• .R •• M •• V.".~ •• M •• D 

C 
37 

#20 

A 
15 

#20 

AA Style (.478 Footprint) 

Number of .120 
Contacts Mounting Hole 

IShell Size) Pin /Socket 

9 IE) OEP·9PAA or SAA 

151A) OAP-15PAA or SAA 

2518) OBp·25PAA or SAA 

37 IC) OCP-37PAA or SAA 

5010) 00P·50PAA or SAA 

CA Style (.590 Footprint) 

Number of .120 
Contacts Mounting Hole 

IShell Size) Pin /Socket 

9 IE) OEP·9PCA or SCA 

151A) OAP15PCA or SCA 

25 IB) OBP25PCA or SCA 

37 IC) OCP37PCA or SCA 

50 10) Not available 

ITT Cannon 

D*P 

MECHANICAL FEATURES 
Coupling - Friction 

Polarization - Kevstone shape 

Contact T vpe - Captivated 

Contact Termination - Solder 

PERFDRMANCE SPECIFICATIONS 
Current Rating - 3 Amps 

Dielectric Withstanding Voltage - 600 VAC sea level 

Insulat ion Res istance - 1000 megohms minimum 

Temperature Range - - 55'C to + 125'C 

12 , .. j " 1 891011 1213 

••••••••••••• 
•••••••••••• , .. 15 I" 11181920 21 22 232 .. 25 

B 
25 

#20 

~~.~ ..... ~~.~~~'~ • ••••••••••••••• 
!~!~I.!~~~!~!~!!I 

Part Numbers 

4·40 Threaded 
Inserts Installed 

Pin /Socket 

OEPL·9PAA or SAA 

OAPL·15PAA or SAA 

OBPL·25 PAA or SAA 

OCPL-37PAA or SAA 

DOPL-50PAA or SAA 

Part Numbers 

4·40 Threaded 
Inserts Installed 

Pin /Socket 

OEPL·9PCA or SCA 

OAPL-15PCA or SCA 

OBPL·25PCA or SCA 

OCPL·37PCA or SCA 

Not available 

o 
50 

#20 

4·40 Female 
Screwlock Installed 

Pin/Socket 

OEPM-9PAA or SAA 

OAPM-9PAA or SAA 

OBPM·9PAA or SAA 

OCPM·9PAA or SAA 

00PM·9PAA or SAA 

4·40 Female 
Screwlock Installed 

Pin /Socket 

OEPM-9PCA or SCA 

OAPM-15PCA or SCA 

OBPM ·2 5PCA or SCA 

OCPM·37 PCA or SCA 

Not available 

o Subminiature Products. 1B51 E. Deere Ave. P.O. Box 35000, Santa Ana. CA 92705 ·6500 • (714) 261 -5300 
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Commercial D Subminiature 

90° All Plastic, Printed Circuit Termination 
Dimensions 

Pin Connector 

TWO HOLES 
.120 ± .005 DIA. 
(3.05 ± 0.13) 

10 0 (2 PLACES) 

. 315 ± .005 HOUSING CONTACT 
AA: .163 ± 0.15 (4 .14 ± 0.38) (8.0 ± O.13),..-__ + ___ R..,ETtAINER 

CA 2 \~T-t~==:::=:;d-7 TWO HOLES :. 75 ± .015 (6.99 ± 0.38) f .120 ± .005 
(3.05 ± 0.13) 
·FULL RADIUS 
(4 PLACES) 

Socket Connector 

TWO HOLES 
.120 ± .005 DIA. 
(3.05 ± 0.13) 

~---A---~ 

.120 ± .005 
(3.05 ± 0.13) 
(2 PLACES) 

D*P 

_ .796 ± .010 
.250 ± .010 - (20.22 ± 0.25) 

(6.15 ± 0.25) 

.115 ± .010 14--.1----1- .395 (10.03) MAX. 
(2.92 ± 0.25)--r-I .115 ± .010 

[
(2 .92 ± 0.25) 

~
A t = .165 (3.96) 

UYL::::::t::=j~----1.- .145 (0.20) 
f-~---ff,------.. 

.028 ± .002 

CA = .590 ± .008 
(14 .90 ± 0.20) 

(0.71 ± 0.05) 

.112 ± .005 
(2 .84 ± 0.13) 

AA: For replacing Cannon 90 0 D Subminiature type connectors. 
CA: For replacing other 90 0 PCB connectors . 

~ 
J --I ~I .112 ± .005 CTYP.) 

.908 ± 0.10 (2 .84 ± 0.13) 
(23.06 ± 0.25) 

DDP·50P CON'mCT ARRANGEMENT 

CONTACT 
RETAINER 

TWO HOLES 
AA: For replacing Cannon 90' D Subminiature type connectors. 
CA: For repl acing other 90 0 PCB connectors. 

T"~rT---r~;;;;;;;=~==trj .120 ± .005 
(3.05 ± 0.13) 

See page 283 for PC Board hole patterns. 

Part Number A B 
by Shell Size + .01510.38) + .00510.13) 

DEp·9P* 1.213 130.81) .984124.99) 

DEp·9S* 1.213 130.81) .984 124.99) 

DAp·15P* 1.543 139.19) 1.312139.19) 

DAp·15S* 1.543 139.19) 1.312139.19) 

DBp·25P* 2.085 152.96) 1.852 147.04) 

DBp·25S* 2.085 152.96) 1.852147.04) 

DCP·37P* 2.729 169.32) 2.500 16150) 

DCP·37S* 2.729 169.32) 2.500 16150) 

DDp·50P* 2.635 166.93) 2.406 16111) 

DDp·50S* 2.635 166.93) 2.406 161.11) 
*Add PC Termination Type 

FULL RADIUS 
(4 PLACES) 

.120 ± .005 
(3.05 ± 0.13) 
(2 PLACES) 

C 
+ .010 10.25) 

.752 p9.10) 

1.080 127.43) 

1.620141 .15) 

2.268 157.61) 

2.168 155.07) 

C' 
± .005 10.13) 

.643 P 6.33) 

.971 124.66) 

1.511 138.38) 

2.159 154.84) 

2.064 152.43) 

ITT Cannon 

~J ' .112 ± .005 
.908 ± O.IO,J --J 1lf~4 ± 0. 13) 

(23.06 ± 0.25) 
DDP·50S CON'mCT ARRANGEMENT 

0 E H 
± .015 10.38) ± .00510.13) ± .005 10.13) 

.419 pO.64) .523 113.28) 

.419 pO.64) .311 17.90) .523 113.28) 

.419 P 0.64) .523 11128) 

.419 P 0.64) .311 0.90) .523 P 128) 

.419 110.64) .523 P 128) 

.419 pO.64) .311 17.90) .523 11128) 

.419 pO.64) .523 P 128) 

.419 pO.64) .311 0.90) .523 P 128) 

.525 P 134) .558 p4.17) 

.525 P134) .423 PO.74) .558114.17) 

K 
± .010 10.25) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.245 16.22) 

.300 0.62) 

.300 0 .62) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 

o Subminiatu,e ProduclS. t851 E. O, er, Ave. P.O. Box 35000. Santa Ana. CA 92705 ·6500 • (714) 261 ·5300 



Commercial D Subminiature D*SF 

Speedy D IDC Termination 
Standard Data 

MATERIALS AND FINISHES 
Shell (Standard) Steel. with yellow chromate over zinc 

Insulator High quality thermoplast. flame retardant. 
UL94V·0 rated 

Contacts Copper alloy (CuBe) 

Contact area Gold·plated over nickel 

Termination area Tinned 

Contact Arrangements 

Face View. Pin Insert 

OA·15 

How to Order 

Cable Strain Relief 
Shell Size Part Number 

9 (E) 029·8757·009 

15 (A) 029·8757 ·015 

25 (B) 029·8757 ·025 

37 (C) 029·8757·037 

MECHANICAL FEATURES ELECTRICAL DATA 
Coupling Friction. accessories Current rating 1 Amp 

Polarizing Keystone shape Test vo ltage 750 V,m, 

Termination IOC Insulat ion resistance 1000 megohms min. 

Wire sizes AWG 26·28 stranded or solid Contact resistance 15 milliohms max. 

Ribbon cable Conductor spacing .050 (1.27) 

Max. operating 
temperature - 67'F to + 267'F (- 55'C to + 125'C) 

123" .5 6 7 8 9 10 111213 ••••••••••••• 
•••••••••••• 
'.IS 1611181920 2122 232.2.1 

08·25 

Yellow Chromate Over Zinc Plating 

Number of 
Contacts 

(Shell Size) 

9(E) 

15(A) 

25(B) 

37(C) 

Tin Shell Plating 

.120 
Through·Hole 

Mounting 
Pin /Socket 

OESF·9P or S 

OASF·15P or S 

OBSF·25P or S 

OCSF·37P or S 

,23" .s 67891011 " I)'. IS 16 111819 ••••••••••••••••••• • ••••••••••••••••• ..na.a.u •••• naUD •• 

OC·37 

Part Numbers 

4·40 
Float Mount Clinch Nut 
Pin /Socket Pin /Socket 

OESFY·9P or S OESFE·9P or S 

OASFY·15P or S OASFE·15P or S 

OBSFY·25P 94 S OBSFE·25P or S 

OCSFY·37P or S OCSFE·37P or S 

Part Numbers 

.120 Through· Number of 
Contacts 

(Shell Size) 
Hole With Grounding 

.120 
Through·Hole 

Socket 

9(E) 

15(A) 

25(B) 

37(C) 

Number of 
Contacts 

(Shell Size) 

9(E) 

15(A) 

25(B) 

37(C) 

Number of 
Contacts 

(Shell Size) 

9(E) 

15(A) 

25(B) 

37(C) 

ITT Cannon 

Indents (Pin Only) 

OESF·9p·K87 

OASF·15p·K87 

OBSF·25p·K87 

OCSF·37p·K87 

Part Numbers 

Float Mounting 
Pin 

OESFY·9p·K87 

OASFY·15p·K87 

DBSFY·25p·K87 

OCSFY·37P·K87 

Part Numbers 

4·40 Clinch Nut 
Pin 

OESFE·9P·K87 

OASFE·15p·K87 

OBSFE·25p·K87 

OCSFE·37P·K87 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261 ·5300 

OESF·9S·A 197 

DASF·15S·A 197 

DBSF·25S·A 197 

OCSF·3 7S·A 197 

Float Mounting 
Socket 

DESFY·9S·A 197 

DASFY·15S·A 197 

D8SFY·25S·A 197 

DCSFY·37S·A 197 

4·40 Clinch Nut 
Socket 

DESFE·9S·A 197 

OASFE·15S·A 197 

OBSFE·25S·A 197 

OCSFE·37S·A 197 

249 
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Commercial D Subminiature D*SF 

Speedy D IDC Termination 
Dimensions 

Pin connector Socket connector 

It----· t---'. -~ ~----1·ll 

. ,1 
o 0 0 0 

o 0 0 0 ( 

00000 \' ,h DE 

)_O_O_~_O_--1_\j)_. J I J 
i-:.--- B- -B--~ 

Number of A B C 0 
Contacts 1.01 510.1) ± .00610.15) ± .01210J) + .00810.2) 

OESF·9P 1.213 130.8) .661 116.8) . 984 125.0) .331 18.4) 

OESF·9S 1.213 130.8) .640116.25) .9841250) .307 17.8) 

OASF·9P 1.541 1391) .988 125.1) 1311 1313) .331 18.4) 

OASF·9S 1.5411391)96712455) 13111313) .307 17.8) 

08SF·25P 2.088 1510) 1.530138.85) 1.850 147.0) .331 18,4) 

08SF·25S 2.088 1510) 1.508 138.3) 1.850 147.0) .307 17.8) 

OCSF·25P 2.729 169.3) 2.177 155.3) 2.500 1615) .331 18.4) 

OCSF·37S 2.729 169.3) 2.156154.75) 2.500 1615) .307 17.8) 

Mounting Methods 

.070 (178) --I ~ 
MAX. ~ 

.118 ± .008 DIAl 
(3.00 ± (0.20) 

-'-----, 

. 039 (0.99) 
MAX. 

Standard - Through·Hole 

G H K 
max . + .00810.2) + .00810.2) 

,492 112.5) .236 16.0) .039 11.0) 1.016125.8) 

,492112.5) .244 16.2) .031 10.8) 1.024 1260) 

,492 112.5) .236 160) .039 11.0) 1.016125.8) 

,492 112.5) .244 16.2) .031 10.8) 1.024126.0) 

,492 112.5) .232 15.9) .039 11.0) 1.020 125.9) 

.492 112.5) .24416.2) .031 10.8) 1.024 126.0) 

.492112.5) .232 15.9) .039 110) 1.020 125.9) 

.492 112.5) .244 16.2) .031 10.8) 1.024 126.0) 

:!: .023 (0.58) 1 r 
.1 03 (2.62) 

E - Clinch Nut 

ITT Cannon 

H 

L 

I I 
.-- L-

M N P 
+ .00610.15) ± .00610.15) 

,433 Ill) .630 116.0) .764119,4) 8 x 0501127) = 40011016) 
,433 Ill) .638 116.2) .764 119.4) 

.433 Ill) .630 1160) 1.091 127.7) 14 x .0501127) = .700117.78) 
,433 Ill) .638 1162) 1.091 127.7) 

,433 Ill) .6341161) 1.630 141,4) 24 x .0501127) = 1200130.48) 
.433 Ill) .638 116.2) 1.630141.4) 

.433 Ill) .634116.1) 2.280 157.9) 36 x .05011.27) = 1.800145.72) 

.433 Ill) .638 116.2) 2.280 157.9) 

.031 (0.79) q 
:to .005 (0.13) nL 1- .130 (3.30) MAX . 

.049 (1.24)-:1 r.--
DIAMETRICAL FLOAT 

MAX. )11 1\ .031 (0.79) TOTAL 

.089 (2.26) :!: .003 (0.08) WASHER 
DIA.~ 

RIVET 

OVERALL FREE 
FLOAT .004- .012 

(0.10)-(0.30) 

Y - Float Mount 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change . 

o Suhminiaturp. Prnnllrf<: lR'll F npprp OUI> PO R n ... ~I;nnn C: .. nt ... fI ..... r" n'1,n-=: cl:"on _ /",A , "1" , ..... ,." 



Commercial D Subminiature 

Gender Changer 
Standard Data 

MATERIALS AND FINISHES 
Part 

Contacts 

Rive ts 

Shells 

M/M 
Insulator: 

F/F 

Lock ing Nut 

Washers 

Washer, 
Captive 

Contact Arrangements 

Face View Pin Insert 

DE-9 

How To Order 

Male/ Male 

Female / Female 

Material 

Copper 
Alloy 

Steel 

Glass Epoxy 

Thermo Plastic 

Steel 

Mylar 

Finish 

Gold Over 
Nickel 

TinlLead 

Clear Chro-
mate Over 
Cadmium 

None 

1 '23-4.56 7 8910 II 121] ••••••••••••• 
•••••••••••• '4 IS 161 7 181920 2122 232.25 

08-25 

MECHANICAL FEATURES 
Coupling - Fri ction and lock accessories 

Polariza tion - Keystone-shaped shells 

PERFORMANCE SPECIFICATIONS 
Temperature Rating: - 55' to + 105'C 

Current Rating : 3 Amp continuous 

Oielectric Withstanding Voltage: 500 VAC at Sea Level 

1 '2 3 .. .5 6 1 8 '1 1011 12 13 , .. 1.1 16 111819 

••••••••••••••••••• • ••••••••••••••••• .v.aM •••• R.DaaM ••• 

DC-37 

Part Number 

Number 01 With Grounding Without Grounding 
Indents /With 

Hardware Assembled 
Contacts With Grounding Indents /With 

(Shell Sizel Indents t Hardware Assembled 

9 (EI OEll1805 -1 OEll1805-5 

15 (AI OA111806-1 OA 111806-5 

25 (81 08111807-1 OBl11807 -5 

37 (CI OCll1808-1 OCll1808-5 

Hardware Kit: 0111809-1 * 
t Indents available on male /male only 

Number 01 
Contacts Without 

(Shell Sizel Hardware 

9 (EI OE111813 

15 (AI OA111810 

25 (BI OB111811 

37 (C1 Not Available 

Hardware Kit: 0111924-1 * 

*Kit contains 2 locking nu ts, 2 split lockwashers and 2 mylar washers. 

Locking nut and washers may be ordered separately 
or installed on connectors as shown. 

ITT Cannon 

Without Grounding 
Indents 

OEl11805 OEl11805-4 

OAll1806 OA 111806-4 

08111807 OBll1807-4 

OCll1808 DCl11808-4 

Part Number 

With 
Hardware Assembled 

OEl11813-3 

OAll1810-3 

OBl11811-2 

Not Avai lable 

.381 
(9.68) r ·02 (slTl 

~"'" WASHER 

Dimens ions are shown in inches (millimeters). 
Dimensions subiect to change. 25 1 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705 ·6500 • (714) 261 -5300 
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Commercial D Subminiature 

Gender Changer 
Dimensions 

Male/Male 

Female /Female 

r--'-'-A~ fiH(li~~'8~1) 
135 ± .005 DIA. B (52~j ;iJO~~) 231 ± 010 
(32~JJlE13) --c .329 ± .010 (S.S7 ±02S) 

.494 ± .015 (S 36 ± :::~ct~_. :~: ::::,1 
(12.55 ±0.38) I ,L~~~~====~=::tt=J----L.. Pin '_... . .• _. 
~ ~ 

Front Shell 
NOTE: , Front Shell 
Pin 1 
Front Pin 1 Rivet I 
Side Rear L Insulator- PC Board - ~ 

t 
.494 ± 

(12.55 ± 
.015 k!> 0.3S) · • 

L-J 
100 ± 1° , ... 

2 PLACES 

Number of 
Contacts 

(Shell Size) 

9 (EI 

15 (AI 

25 (BI 

37 t (el 

A 

B 

- 0 

.e · l e+ I 

A 
±.OI5 (0.41 

1.213 (30.811 

1.541 (39.141 

2.088 (53. 041 

2.729 (69321 
t Size 37 not avai lable in Female I Female. 

ITT Cannon 

.311 ± .005 

.243 ± .010 
(6.17 ± 0.25) 

FRONT 
SHELL 

.516± .016 
(13.11 ± 0.41) 

.243 ± .010 
(6.17 ± 0.25) 

(7.90 ± 0.13,NSULATOR ~ioIoo1lt---.J 

e.iY 
~e)!K 

I 

/ 
.120 ± .005 

+ (3.05- 0.13) 
2 PLACES 

B 

1 

±.OlD (0.251 

.984 (24.991 

1.312 (33.32) 

1.852 (47.04) 

2.500 (63.50) 

SOCKET 
CONTACT 

'L .030 ± .010 
(0.76 ± 0.26) -..l 

Socket 

C 
± .005 (0.131 

.666 (16.921 

.994 (25.251 

1.534 (38.96) 

2.192 (55 .68) 

\. INSULATOR 

FRONT 
SHELL 

D 
±.005 (0.131 

.643 (1633) 

.971 (24.66) 

1.511 (3838) 

t 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change . 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. r:A q?7n~ - n'inn • /714\ ? h1.r:; ~ nn 



Combination D Subminiature 

Combination D Subminiature connectors are the fastest 
growing segment of the D Subminiature market. ITT Cannon 
engineering teams, in keeping pace with the demands of the 
industry, have developed the broadest selection of 
Combination D Subminiatures available. 

We offer the ability to integrate signal and coax, high power, 
and high voltage. You can mix red, green, and blue video lines 
with signal and up to 40 amps of power in the same package. 

Design variations of the new D Sub Combo, versus other 
packaging methods, include the proven ITT Cannon polarized 
"D" shape to prevent mismating; dense, space-saving 
packaging; and diverse mounting options. Choose from a 
variety of cable and printed wiring board selections. Printed 
wiring board combos come pre-assembled with fixed contacts 
eliminating the need to buy several components. 

This new line of connectors offers you unlimited design 
versatility. If you would like more information about our 
Combination D Subminiature connector offering, please 
contact us. 

Straight and right angle printed 

wiring board contacts are available in 

both coax and high power versions. 

ITT Cannon 

Signal and Coaxial 
Page 254 to 264 

Signal and Power 
Pages 265 to 272 

Signal and High Voltage 
Pages 273 to 274 

o Subminiature Products. 1851 E. O •• r. Av •. P.O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261 -5300 
253 
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Combination D Subminiature - Coaxial 

Coaxial Housing With Solder Cup Signal Contacts 

• Cable Combinations supplied with pre loaded sol
der signal contacts 

• Coax contacts supplied separately (see pages 
256-257) 

Contact Arrangements 

D B MM 5W5 P ** 

SERIES_PREFIX ___ ----'T I J ; J SHElL SIZE----------- -----------'-

CLASS 
MOUNTING TYPE ----------------------' 

CONTACT ARRANGEMENT 
CONTACT TYPE------------------------' 
MOOIFICATION-------------------------' 

SERIES PREFIX 
o 

SHElL SIZE 
A. B. C. D. E 

CLASS 
M - Commercial Version - One piece insulator 

with gold over nickel contact plating. 
MM - Military Version - One piece insulator. 

materials. finishes and inspection per 
MIL-C-2430B. as applicable. Military ver
sion supplied with cadmium over yellow 
chromate shells with 50 microinches gold 
over copper contact plating. 

MOUNTING TYPE 
No Designator: Standard .120 (3.05) diameter 

hole 
E - Two clinch nuts for rear panel mounting 
Y - Dual float mount for both front and rear 

panel mounting. 

CONTACT ARRANGEMENTS 
See below. 

CONTACT TYPE 
P - Pin 
S - Socket 

MODIFICATION-COMMERCIAL 
A 197 - Tin /Lead electroplated shells (recepta

cles). socket contacts. 
KB7 - Shell plated A 197 with ground indent 

(plugs). pin contacts. 
For other opt ions consul t ITT Cannon. 

(Will accommodate Removable Coax. Power and / or High Voltage Contacts) 

Note: Color Code - Pin Connector: Red. Socket Connector: Blue 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coax or HV Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coax or HV Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coax or HV Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coax or HV Cavities 

\ ·~6 !· ] \ 666 ] 
E 

5Wl 
4 

#20 
1 

B 
llW3 

10 
#20 

3 

C 
llW6 

7 
#20 
6 

A 
3W3 
o 

o 
24W7 

17 
#20 

7 

\ 6 ~·!·~6 ] 
A 

7W2 
5 

#20 
2 

AI " l . )., .1 

O ••••••• 0 
~!~~~~~~ 

B 
17W2 

15 
#20 

2 

C 
17W5 

12 
#20 

5 

ITT Cannon 

A 
llWl 

10 
#20 

1 

\6666 6] \ 6 6 6~·!·~6] 
B 

5W5 
o 

, J] ' J AI ., • • '0 ..... 0 ..... 
~~~~~ ~~~~= 

o 
36W4 

32 
#20 

4 

B 
21Wl 

20 
#20 

1 

C 
21WA4 

17 
#20 

4 

B 
9W4 

5 
#20 

4 

\ 66666666] 
C 

8W8 
o 

., ., , J l'!' ".,0" AJ 

O 0 ··········· 0 
~~~~~~~~~~~ 

o 
43W2 

41 
#20 

2 

C 
25W3 

22 
#20 

3 

Dimensions are shown in inches (millimetersl . 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (7141 261 ·5300 



Combination D Subminiature - Coaxial 

Materials and Finishes 

Performance Data 

Dielectric Withstanding Voltage 

Center Conductor 
to Coaxial Shell 

Coaxial Shell to Nearest 
Standard Solder Pot Contact 

#20 Signal 

Cable and Straight PCB 
Connector Assembly 

Description 
Shell 

Insulator 

Size 20 contacts when applicable 

Coaxial Assembly 

Contacts and she lls 

Ring. retaining 
Insulator 

Standoff 

Right Angle PCB Receptacle 
Connector Assembly 

Description 

Shell 

Bracket 

Rivnut 

Eyelet 

Insulator 

Contacts 
Size 20 signal contact where applicable 
Coax engaging end and inner conductor 

Material 
Steel per ASTM A-620 

Oiallyl Phthalate glass-fi ll ed per MIL-M-14. 
Type SOG-F. color green 
Copper alloy 

Copper alloy 

Copper alloy 

Teflon 
Leaded Brass 

Material 
Steel per ASTM-A-620 

Cartridge Brass 

Oiallyl Phthalate glass-filled per MIL-M-14. 
Type SOG-F. color green 

Copper alloy 

.,-Co_a_xia_I----,-__________ Copper alloy 
Outer conductor 
Retaining Ring Copper alloy 

Insulator Teflon [TFEJ per AMS 3651 
8W8 PCB layouts may utilize polyester. color 
green. insulators 

Wire Accommodation (AWG) 
Current Rating 
Temperature Rating 

Contact Resistance 
After Salt Spray. Millivolt Max. 

Finish 
Mi litary: Yellow chromate over cadmium per 
OO-P-416. Type II. CL2 
Commercial: Electrodeposited Tin /Lead per 
MIL-T-l0m over Copper per MI L-C-14550. 
Class 2. Tin 

None 

Commercial: gold over nickel. 
Military: 50ft min gold per MIL-G-45204. Type 
II. Grade: C. Class l!Copper per MIL-C-14550 

Commercial: gold over nicke l. 
Military: 50ft min gold per MIL-G-45204. Type 
II. Grade C Class I I Copper per MIL-C-14550 

Nickel 

None 
Commercial: Electrodeposited Tin/Lead per 
MI L-T-l0m over Copper per MIL-C-14550. 
Class 2. Tin 

Finish 
Military: Yellow chromate over cadmium per 
OO-P-416. Type II . Class 2 
Commercial: Electrodeposited Tin /Lead per 
MIL-T-l om over Copper per MIL-C-14550. 
Class 2 
Commercial: Electrodeposited Tin /Lead per 
MIL-T-l0m over Copper per MIL-C-14550. 
Class 2. Tin 

None 

Commercial: gold per MIL-G -45204 over nickel 
per OO-N-290 
Mi litary: gold per MIL-G-45204. Type II. Grade 
C. Class lover Copper per MIL-C-14550 

Electrodeposited Tin/Lead Per MIL-T-l 0727. 
over Copper Per MIL-C- 14550. Class 2 

Nickel per OO-N-290 

None 

See pages 256-257 for ordering information 
5 Amp 

- 65'C to + 150'C 

55 @ 7.5 Amp 
test current 

All voltage figures are rms AC 60 rms cps. measured at approximately + 25'C. 50% rho 
For additional performance specifi cations refer to MIL-C-24308 Test Extracts on page 297. 

Impedance: 50 ohm (75 ohm availablel 
VSWR: Less than 1.3-1.0 up to 500 megahertz 
Insertion Loss: .1 db loss at 500 megahertz. 

ITT Cannon 
o Subminiature Products. 1851 E. Deere Ave. P.O. 80x 35000. Santa Ana. CA 92705-6500 • (714) 261 -5300 
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Combination D Subminiature - Coaxial 

Cable Combinations - Coaxial Contacts 

(Dimensions include outer sleeve. I 
Straight Crimp Braid Color Code: Receptacle - Blue; Plug - Red 

Q t-B=-1 tJiID;Jl EIDIP{ 
0 to 

Receptacle Plug 

Part Number A D RG Cable No. 
Standard Finish Military Finish* Max. B ± .005 (0.131 Old New 

Plug DM53740 DM53740-17 .739 (18.81 .945 1.915 (24.00/23.241 .040 (1 .021 1961U 178BIU 
Plug DM53740-1 DM53740-15 .739 (18.81 .945 1.915 (24.00 /23,241 .067 (1.701 187f U 179BIU 

1881U 316B IU 
Plug DM53740-3 DM53740-16 .847 (21 .51 1.05211.022 (26.72/25.961 .110 (2.791 1951U 180BIU 
Plug DM53740-5 DM53740-18 .847 (21 .51 1.05211.022 (26.72125.961 .125 (3. 181 581U 58B IU 
Receptacle DM53742 DM53742-18 .739 (18.81 .9651.917 (24.51 123.291 .040 (1 .021 1961U 178BIU 
Receptac le DM53742-1 DM53742- 16 .739 (18.81 .965 /.917 (25.51 /23. 291 .067 (1 .701 187f U 179BIU 

1881U 316B IU 
Receptacle DM53742-3 DM53742-17 .847 (21.51 1.07911.033 (27.41 126.241 .110 (2.791 1951U 180BIU 
Receptacle DM53742- 5 DM53742-19 .847 (21.51 1.07911.033 (27.41 126.241 .125 (3.181 581U 5881U 
Straight Solder Braid 

~ rim -,11 r~:j o t o lo 0 
Receptacle Plug 

Part Number A D RG Cable No. 
Standard Finish Military Finish* Max. B ± .005 (0,131 Old New 

Plug DM53740-5008 DM53740-5105 .739 (18.81 .9451.915 (24.00/23.241 .040 (1.021 1961U 178B IU 
Plug DM53740-5001 DM53740-5099 .739 (18.81 .945 /.915 (24.00 /23.241 .067 (1.701 1871U 179BIU 

1881U 316B IU 
Plug DM53740-5002 DM53740-5104 .847 (21 .51 1.052/1 .022 (26.72125.96) .110 (2.79) 1951U 180BIU 
Plug DM53740-5005 DM53740-5101 .847 (21.5) 1.05211.022 (26 .72/ 25.96) .125 (3. 18) 581U 581U 
Receptacle DM53742-5006 DM53742-5092 .739 (18.8) .9651.917 (24.51 123.29) .040 (1 .02) 1961U 178BIU 
Receptacle DM53742-5001 DM53742-5089 .739 (18.8) 9651.917 (25.51 123.29) .067 (1 .70) 1871U 179BIU 

1881U 316B IU 
Re ceptacle DM53742-5002 DM53742-5091 .847 (21.5) 1.07911033 (27.41 126.24) .110 (2.79) 1951U 180BIU 
Receptacle DM53742- 5004 DM53742- 5086 .847 (21.5) 1.07911.033 (27.41 126.24) .125 (3.18) 581U 581U 
Plug (Short Typel DM53740-5000 DM53740-5100 .670 (17.0) .8761.846 (22.25 121.49) .040 (1.02) 1961U 178BIU 
Receptacle (Short Type) DM53742-5000 DM53742-5085 .670 (17.01 .8981.850 (22. 81 121.59) .040 (102) 1961U 178BIU 
Right Angle Solder Braid 

----tr-- 0 ---11---0 , 
~ ~ ~T '--B~ \--=B--1 

Receptacle Plug 

Part Number A D RG Cable No. 
Standard Finish Military Finish* Max. B C ±.005 (0.13) Old New 

Plug DM53741-5000 DM53741 -5059 .530 (13.46) .7451.725 (18.92 /1 8.41) .492 (12.50) .040(1.02) 1961U 178B IU 
Plug DM53741-5001 DM53741-5062 .530 (13.46) .745 1.725 (18.92/18.41) .492 (12.501 .067 (1.70) 1871U 179BIU 

1881U 316B IU 
Plug DM53741 -5003 DM53741 -5063 .530 (13.46) .7451725 (18.92/18.41) .601 (15.27) .110 (2.79) 1951U 180BIU 
Plug DM53741 -5004 DM53741-5060 .530 (13.46) .7451.725 (18.92 /1 8.41) .601 (15.27) .125 (3.18) 581U 581U 
Receptacle DM53743-5000 DM53743-5073 .530 (13.46) .7651729 (19.43 /1 8.52) .492 (12.50) .040 (1 .02) 1961U 178B IU 
Receptacle DM53743-5001 DM53743-5076 .530 (13.46) .765 1.729 (19.43118.52) .492 (12501 .067 (1.701 187f U 179BIU 

1881U 316B IU 
Receptacle DM53743-5003 DM53743-5077 .530 (13.46) .7651.729 (19.43/18.52) .601 (15.27) .110 (2.79) 1951U 180BIU 
Receptacle DM53743-5004 DM53743-5074 .530 (13.46) .7651729 (19.43/18.52) .601 (15.27) .125 (3.18) 581U 58B IU 
*MIL-C-24308 Fini sh: 0.00005 (0.00127) minimum gold plate over copper plate (ITT Cannon code A 156). 

ITT Cannon Dimensions are shown in inches (millimeters). 
256 Oimensions subject to change. 
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Combination D Subminiature - Coaxial 

Cable Combinations - Coaxial Contacts (Continued) 

Right Angle Crimp Braid 

t 

~; ~ 
I-s ---1 

Plug 

Part Number A B 
Standard Finish Military Finish* Max. Ref. 

Plug DM53741 DM53741 -12 .535 {11601 745 1725 {lB.92/1B.411 
Plug DM53741 -1 DM53741 -11 .535 {11601 .745 1.725 {1892/1841J 

Plug DM53741-3 DM53741 -10 .535 {13.601 7451725 {18.92/18.411 
Plug DM53741-4 DM53741-13 .535 {13.601 745 1725 {18.92/18.41J 
Receptacle DM53743 -2 DM53743-18 .535 {11601 .7651729 {19.431 18.521 
Receptacle DM53743-3 OM53743-16 .535 {13.601 765 1729 {19.43/18.521 

Receptacle DM53743-5 OM53743-17 .535 {11601 765 1.729 {19.43/18.521 
Receptacle CM53743-6 OM53743-19 .535 {11601 .765 1729 {19.43/18.521 

Insertion / Extraction Instructions 

{Dimensions include outer sleeve.1 
Color Code: Receptacle - Blue; Plug - Red 

_·1t-- D 

srJD 
k-s --l 

Receptacle 

D RG Cable No. 
C ± .005 {O.131 Old New 

.492 {12.501 .040 {1 .021 1961U 17B81U 

.492 {12501 .067 {UOI 187 1U 1798 1U 
18B IU 316B IU 

.593 {13.691 .11 0 {ml 195 1U 180B IU 

.593 {11691 .125 {3.181 581U 588 1U 

.492 {12.501 .040 {1.021 1961U 1788 1U 

.492 {12.501 .067 {UOI 187 1U 179B IU 
1881U 316B IU 

.593 {11691 .110 {2791 1951U 18081U 

.593 {13.691 .125 {3.181 5B IU 58B IU 

Coaxial. High Power and High Voltage Contacts 

Insertion 
RED COLOR CODED CONNECTOR 
ACCEPTS PLUG CO NTACTS 

BLUE COLOR CODED CONNECTORS ACCEPTS RECEPTACLE 
CONTACTS. INSERT FROM TERMINAL END AS SHOWN BELOW. 

No insertion tool is required. The contact is easily 
snapped in from the rear of the connector. 

Extraction 

CET-C68 
The CET-C68 tool extracts coaxial, high power and 
high voltage contacts (plug and receptacle). 
Part number 070064-0000. 

INSERT 

Operating Instructions: 
To extract the coax contact. hold the tool by the 
body and insert the tip into the front of the contact 
cavity until it bottoms and closes the coax retaining 
ring . Holding the body in this position securely 
enough to keep coax retaining ring closed. push the 
plunger; contact will be pushed out of the rear of 
the assembly. 

Hand Tool with integral die set for all coax straight crimp braid. Part Number: 070051-0000 (CCT-OM) 

ITT Cannon 

'"''''~~ \~ 
RECEPTACLE CONTACT 
D * M RECEPTACLE 

Dimensions are shown in inches (millimeters). 
Dimensions subiect to change. 257 
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Combination D Subminiature - Coaxial 

Coax Assembly Instructions 

Trim Dimensions 

b RG Cable No. 
196 /U. 1788 /U. 1871U 
188 /U, 179B /U, 316B /U 

195 /U, 180B /U 
58 /U, 58B /U 

All tolerances ± .01O (0.2 5) 

Crimp Tooling 

RG Cable No. 
196 /U, 178B /U 
187 /U, 179B /U 
188 /U, 316B/U 
195 /U, 180B/U 
58 /U, 58B /U 

90' Coaxial 

OUTER RING INNER SLEEVE 

~~ h I:: 
SOFT SOLDER 

Straight Coaxial 

STEP 1: Straight and 90° Coaxials 
1. Slide the outer ring over the cable jacket. Trim 

the cable as specified in the table of Coax Cable 
Trim Dimensions. Insert the cable dielectric and 
center conductor into the inside diameter of the 
inner sleeve. Then solder the center conductor to 
the coax center contact. 

STEP 2: Straight and 90° Coaxials 
2. Slide the outer ring forward until it is flush with 

the coax shell containing the braid between the 
outer ring and the inner sleeve. For solder type 
coaxes, soft solder the outer ring to the assemb
ly thru the cross-drilled solder hold. For crimp 
type coaxes, crimp with the appropriate tool in 
the area defined . 

ITT Cannon 

Straight Right Angle 
N 0 P N 0 P 

.312 (7.92) .250 (6.35) .078 (1.98) .375 (9 .52) .234 (5.94) .062 (1.57) 

.375 (9.52) .312 (7.92) .078 (1.98) .422 (10.69) .312 (7.92) .094 (2.39) 

Tool PIN Description Closure 
070051 -0000 CCT-DM C 

070051 ·0000 CCT·OM B 

070051 -0000 CCT·DM A 

SOLDER 
OUTER RING 

SOFT SOLDER CAP INTO 
SHELL AFTER CABLE ASSEMBLY 
ON 90' TYPE COAXES. 

OUTER RING COAXIAL SHE LL &00","_ 
J r-~125 (318) 

C~ 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Combination D Subminiature - Coaxial 

Right Angle Receptacle for PCB Mounting 

Shell Fini sh Tin 
Contact Finish Gold over Nickel 
Grounding Indents No 

Compliant Eyelets No 
DE-5Wl DEM53516-775 

DA-7W2 DAM53512-1322 

DA-11Wl DAM53512 -1328 
DA-3W3 DAM53512-1334 
DB-5W5 DBM53513-1632 
DB-9W4 DBM53513-1628 

DB-13W3 DBM53513-1643 

DB-17W2 DBM53513-1 649 
DB-21Wl DBM53513 -1 655 

DC-8W8 DCM53514-1586 

DC-13W6 DCM53514-1592 

DC-17W5 DCM53514-1610 
Part numbers come complete with fixed. female. signal and coaxial DC-21WA4 DCM53514-1598 
contacts. 

DC-25W3 DCM53514-1604 "0" shell size layouts available 

Dimensions 

I 

J 
I 

' - I"I~ .207~ .OO5 

.470 ~ .013 (5.26) ~ (0.13) 

(11 .94) ± (0.25) l" .024± .003 
. .031 ~ .002 .J L (.061) ~ (0.06) 

(0.79) ~ (0.05) 

~~#===~~====~~ t 
ttr::;:=;::;;;;;;~\;;:;:;::=;:;~:;:TIj .457 ± .010 

+ (11.61) ± (0.25) 
. UOIA. 

Socket Connector Assembly (Female) 

A B C 0 E 
Shell Size ± .015 (0.381 ± .010 (0.251 ± .005 (0.131 ±.010 (0.251 ± .015 (0.381 
DE 1.213 (30.811 .643 (16.331 .984 (24.991 .311 (7.901 .494 (12.551 

DA 1.541 (39.141 .971 (24.661 1.312 (33.321 .311 (7 .901 .494 (12.5511 
DB 2.088 (53.031 1.511 (38.381 1.852 (47.041 .311 (7.901 .494 (12.5511 
DC 2.729 (69.311 2.159 (54841 2500 (63.501 .311 (7.901 .494 (12.5512 

ITT Cannon 

F 
± .015 (0.381 

.429 (10.901 

.429 (10.901 

.429 (10.901 

.429 (10901 

.395± (10.03) 
REF 

G 
±.010 (0.251 

.243 (6.171 

.243 (6.171 

.243 (6.171 

.243 (6.171 

H 

Tin 

Gold over Nickel 
No 

Yes 
DEM53516-776 

DAM53512-1323 

DAM53512-1329 
DAM53512-1335 
DBM53513-1633 

DBM53513-1639 

DBM53513-1644 
DBM53513-1650 

DBM53513-1656 
DCM53514-1587 

DCM53514-1593 

DCM53514-1611 
DCM53514-1599 

DCM53514-16D5 

Il .030~ .003 I 
(0.76)±(0.08)-i 

OlA. 

Cadmium I Ye llow Chromate 
50 Gold Over Copper 

No 

No 
DEM53516-777 
DAM53512-1324 

DAM53512-1330 
DAM53512-1336 

DBM53513-1634 

DBM53513-1638 
DBM53513-1645 

DBM53513-1651 

DBM53513-1657 
DCM53514-1588 

DCM53514-1594 
DCM53514-1612 

DCM53514-1600 

DCM53514-1606 

Ji K 

L I r NO. 4.40 UNC 28 

' 340~' J (8.64) I-

REF .457 
(11.61) 

J K L 
± .01 0 (0.251 ± .010 (0.251 ± .010 (0.251 ± .010 (0.251 

.759 (19.281 .422 (10.721 .048 (1.221 .030 (0.761 

.083 (27.511 .422 (10.721 .048 (1.221 .030 (0.761 

.625 (41.271 .422 (10.721 .060 (1521 .039 (0.991 

.272 (57.711 .422 (10.721 .060 (1.521 .039 (0.991 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Combination D Subminiature - Coaxial 

Right Angle Plug for PCB Mounting 

Shell Finish Tin 
Contact Finish Gold over Nickel 

Grounding Indents Yes 
Compliant Eyelets No 

DE·5Wl DEM53516·772 
DA·7W2 DAM53512·1319 

DA·llWl DAM53512·1325 

DA·3W3 DAM53512·1331 
DB·5W5 DBM53513·1629 

DB·9W4 DBM53513·1635 

DB·13W3 DBM53513·1640 
DB·17W2 DBM53513·1646 

DB·21Wl DBM53513·1652 
DC·8W8 DCM53514·1583 

DC·13W6 DCM53514·1589 

DC·17W5 DCM53514·1607 
Part numbers come complete with fixed, male, signal and coaxial DC·21WA4 DCM53514·1595 
contacts. 

DC·25W3 DCM53514·1601 "D" shell size layouts available 

Dimensions 

1 

J 
'1 

'-I'I~ .207± .005 
.470± ,013 (5.26) ± (0.13) 

(".94) ± (0.25) Ill" .0"±.003 
. .031 ± .002 I L (,061) ± (0.06) 

(0,79) ± (0.05) ..j 

a---~\~--------~ 

Tin 

Gold over Nickel 

Yes 
Yes 

DEM53516·773 

DAM53512·1320 
DAM53512·1326 

DAM53512·1332 
DBM53513· 1630 

DBM53513·1636 

DBM53513·1641 
DBM53513·1647 

DBM53513·1653 
DCM53514·1584 

DCM53514·1590 

DCM53514·1608 

DCM53514·1596 
DCM53514·1602 

Cadmium /Yellow Chromate 

.030± .003 
(0.76±0.08) 

DIA 

50 Gold over Copper 

No 

No 
DEM53516·774 

DAM53512·1321 

DAM53512·1327 
DAM53512·1333 

DBM53513·1631 
DBM53513·1637 

DBM53513·1642 

DBM53513·1648 

DBM53513·1654 
DCM53514·1585 
DCM53514·1591 

DCM53514·1609 

DCM53514·1597 

DCM53514· 1603 

:J i K 
l I r NO. 4-40 UNC 28 

.L--__ :f~~::;~:~~~:;brn2~1 
]~tPJ--.i 

. 125± .005 
(3.18±0.13) 

-, 
L .:112± .015 
j.!.84±0.38) ' 340~' J (8.64) .... 

REF .457 
DIA (11.61) 

.395±(10.03) 
REF 

Plug Connector Assembly (Male) 
A B C 0 E F G H J K l 

Shell Size ± .015 (0.38) ±.010 (0.25) ± .005 (0.13) ± .010 (0.25) ± .015 (0.38) ±.015 (0.38) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) 
DE 1.213 (30.81) .666 (16.91) .984 (24.99) .329 (8.36) .494 (12.55) .422 (10.72) .236 (5.99) 759 (19.28) .422 (1072) .048 (1.22) .030 (076) 
DA 1.541 (39.14) .994 (25.24) 1.312 (33.32) .329 (8.36) .494 (12.55) .422 (1072) .236 (5.99) 1.083 (27 .51) .422 (1072) .048 (1.22) .030 (076) 
DB 2.088 (53.03) 1.534 (38.96) 1.852 (47.04) .329 (8.36) .494 (12.55) .422 (10.82) .231 (5.87) 1.625 (41.27) .422 (1072) .060 (1,52) .039 (0,99) 
DC 2729 (69.31) 2.182 (55.42) 2.500 (63.50) .329 (8.36) .494 (12.55)2 .426 (10.82) .231 (5.87) 2.272 (57.71) .422 (10.72) .060 (1.52) .039 (0.99) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Combination D Subminiature - Coaxial 

Right Angle Printed Circuit Board Hole Pattern 

Face view, pin insert 
(for receptacle, hole pattern is a mirror image) 

2 x .120 
DIA. 

2 x .122 
±.OO2 
DIA. 

(COMPLIANT 
EYELET ONl V) 

t----.9B4 

'6/
'6

} [ 
<!I .056 

.~ 
Z DIA. (PER NO. OF CONTACTS) gl~~ (3X PEA NO. OF COAX CONTACTS) 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coaxial Cavities 

E 
5Wl 

4 
#20 

1 

.'0J:1e 1~::2r_- -. 
L- --0 0 0 .200 

-" "- -""= =t:-r-::! 
.056 t • 1 034 

A 
3W3 
o 

A 
TW2 

5 
# 20 
2 

1312 ------i 

A 
l lWl 

10 
# 20 

1 

1------1.852 -----< >-------1.852 - -----i 
t------ l.852'------i 

., 1302fr~1 
@ G Ii) G) G 

G> JL.034 

Shell Size B 
Contact Arrangement 5W5 
No. of Contacts 0 
Contact Size 
Coaxial Cavities 

B 
9W4 

5 
#20 
4 

1-------1.852 - - - '"1 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coaxial Cavities 

[;~~~:1l 
.J:1 ;3]jle 
GlGl9 EjlGl ~GleGl Cf> 

.163 -I .381-1 I 
.....J .272 .59S---l 

B 
21Wl 

20 
#20 
1 

1---- ----- -2.500---- ---, 

~--e 
.200 ,---9 

+ e 

~~50 
1001 

1 '50 , 

" " " 
9 " " 9 G> e 

Shell Size C 

~l4l 
e G ED e 
Ii) ~ 9 ID 
eGG e 

Contact Arrangement BWB 
No. of Contacts 0 
Contact Size 
Coaxial Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
Coaxial Cavities 

C 
17W5 

12 
# 20 

5 

.122 
2X ±.002 

DIA. 

.034 

C 
25W3 

22 
#20 

3 

ITT Cannon 

B 
13W3 

10 
#20 
3 

" 

1----- - ---2.500 - ---- -., 

C 
21WA4 

17 
#20 
4 

1------ - - - 2.500-------< 

B 
17W2 

15 
# 20 

2 

n=-~i1~~,~87~78m 
I I l 172h I r 

~ 
E) E> e G) I IV e 056 112 
e 0 ~ e IV e 

+ €> E> G) 0+ e <il ~ ~ ~ .. 

04561A 1- 707 1>1>1\- f 
(3X PER NO OF COAX CONTACTS) I 815=.J I \ 

~ 924 ----I Z DIA (PER NO OF CONTACTS) 

C 
13W6 

7 
# 20 

6 

Size # 20 
Contact PC 

Tail Dia. 
.030 (0.76) 

Z 
Dia. 

.045 (1.14) 

Dimensions are shown in inch es (mill imeters). 
Dimensions subject to change. 
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Combination D Subminiature - Coaxial 

Straight Receptacle for PCB Mounting 

Part numbers come complete with fixed, female, signal and coaxial 
contacts. 

Shell Finish 
Contact Finish 

Standoffs 

OE-5Wl 

DA-7W2 

DA-11 Wl 
DA-3W3 

DB-5W5 
DB-9W4 

DB-13W3 

DB-17W2 
DC-8W8 

DC-13W6 

DC-17W5 
DC-2 1WA4 

DC-25W3 

Tin 
Gold over Ni 

No. 

DEM53516-790 

DAM53512-1363 

DAM53512-1368 
DAM53512-1349 

DBM53513-1697 
DBM53513-1689 

DBM53513-1685 

DBM53513-1715 
DCM53514-1643 

DCM53514-1651 
DCM53514-1659 

DCM53514-1667 

DCM53514-1677 
"0" shell size layouts available. If interested in other layouts, please consult ITT Cannon. 

Dimensions 

M 

L r 

Tin Cadmium /Ye llow Chromate 

Gold over Ni 50 Gold over Copper 

Yes No 

DEM53516-791 DEMM51529-44 

DAM53512-1364 DAMM 51521 -65 

DAM53512 -1369 DAMM51521-67 

DAM53512-1350 DAMM51521 -61 

DBM53513-1698 DBMM51523- 102 

DBM53513-1690 DBMM 51 523-100 

DBM53513-1686 DBMM 51523-99 

DBM53513-1716 DBMM51523-108 

DCM5351 4-1644 DCMM 51525-82 

DCM53514-1652 DCMM51525-85 

DCM53514-1660 DCMM51525-88 

DCM53514-1668 DCMM51525-91 
DCM53514-1678 DCMM53514-94 

t--- - G - --I 
100 TYP. 

A B 
Shell Size ± .015 (0.38) ±.01 0 (0.25) 
DE 1.213 (30.81) .643 (16.33) 

DA 1.541 (39.14) .971 (24.66) 

DB 2.088 (53.03) 1.511 (38 .38) 
DC 2.729 (69.31) 2.159 (54.84) 

.305 (7.75) tll .197 (5.00) 
z .020 (0.51 ) z .010/0.25 

No. 4-40 UNC 
Thread 

H 

'''6'Io(f=rcJfl=============_'''''j4--i .245 (6.22) "AX 

.202(5.13) 1j JI \~ .158 (4.01) 
z .010 (2.54) L z .027 (0.69) 

C 
± .005 (0,13) 

.984 (24.99) 

1.312 (33.32) 

1.852 (47.04) 
2. 500 (63.50) 

0 
±.010 (0.25) 

.311 (7.90) 

.311 (7.90) 

.311 (7.90) 

.311 (7.90) 

.030 (0.76) 
z .033 (0.05) 

E G 
± .01 5 (0.38) ± .010 (0.25) 
.494 (12.55) .759 (19.28) 

.494 (12.55) 1.083 (27.51) 

.494 (1 2. 55) 1.625 (41 .27) 

.494 (1 2.55) 2.272 (57.71) 

ITT Cannon 

H J 
± .010 (0.25) ± .010 (0.25) 

.422 (1 0.72) .030 (0.76) 

.422 (1 0.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

.422 (1 0.72) .030 (0.76) 

K l M 
±.010 (0.25) ±.010 (0.25) ±.01 5 (0.38) 
.243 (6.17) .045 (1 .14) .429 (10.90) 

.243 (6.17) .045 (1 .14) .429 (10.90) 

.243 (6.17) .045 (1.14) .429 (10.90) 

.243 (6.17) .045 (1.14) .429 (10.90) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Combination D Subminiature - Coaxial 

Straight Plug for PCB Mounting - How to Order 

Part numbers come complete with fixed. male. signal and coaxial 
contacts. 

Shell Finish 

Contact Finish 
Standoffs 

OE·5Wl 
OA·7W2 

OA·llWl 
OA·3W3 

08·5W5 
08·9W4 

08·13W3 

08·17W2 
OC·8W8 

OC·13W6 
OC·17W5 

OC·2 1WA4 

OC·25W3 

Tin 

Gold over Nickel 
No 

OEM53516· 778 
OAM53512·1347 

OAM53512·1366 
OAM53512·1345 

08M53513·1665 

08M53513·1667 

08M53513·1669 
08M53513·1712 
OCM53514·1623 

OCM53514·1625 

OCM53514·1 627 
OCM53514·1629 

OCM53514·1672 
"0" shell size layou ts available. If interested in other layouts. please consult ITT Cannon. 

Dimensions 

M 

l r 

Tin Cadmium {Yellow Chromate 

Gold over Nickel 50 Gold over Copper 
Yes No 

OEM53516· 779 OEMM51528·40 

OAM53512·1348 OAMM51520·67 
OAM53512·1367 OAMM51520· 73 
OAM53512·1346 OAMM51520·66 
08M53513·1666 08MM51522-101 

08M53513·1668 08MM51522·102 

08M53513·1670 08MM51522·103 
08M53513·1713 08MM51522·110 
OCM53514·1624 OCMM51524·98 

OCM53514·1626 OCMM51524·99 

OCM53514·1628 OCMM51524·100 
OCM53514·1630 OCMM51524·101 

OCM53514·1673 OCMM51524·111 

r---- G --.... 
100 TYP. 

A B 
Shell Size ± .015 (0.38) ± .010 (0.25) 
DE 1.213 (30.81) .666 (16.91) 

OA 1.541 (39.14) .994 (25.24) 
DB 2.088 (53.03) 1.534 (38.96) 

DC 2.729 (6931) 2.182 (55.42) 

.305 (7.75) tll.197 (5.00) 
:!: .020 (0.51) :!: .010/0.25 

No. 4-40UNC 
Thread 

H 

.300 (7.62) 

±~O([r;=c:JiiI=========_=m .245 (S."} MAX . 

. 202 (5.13) lJ JI \ ~ .158 (4.01) 
± .010 (2.54) L ± .027 (0.69) 

C 
± .D05 (0.13) 
.984 (24.99) 

1312 (33.32) 

1.852 (47.04) 

2.500 (63.50) 

0 
± .DIO (0.25) 

.329 (8.36) 

329 (836) 
329 (836) 

329 (836) 

.030 (0.76) 
:!: .033 (0.05) 

E G 
± .015 (0.38) ± .010 (0.25) 
.494 (12.55) .759 (19.28) 

.494 (12.55) 1.083 (27.51) 

.494 (12.55) 1.625 (41.27) 

.494 (12.55) 2.272 (57.71) 

ITT Cannon 

H J 
± .010 (0.25) ± .010 (0.25) 
.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

K L M 
± .010 (0.25) ± .010 (0.25) ± .015 (0.38) 

.236 (5.99) .045 (1.14) .429 (10.90) 

.236 (5.99) .045 (1.14) .429 (10.90) 

.231 (5.87) .045 (1 .14) .429 (10.90) 

.231 (5.87) .045 (1.14) .429 (10.90) 

Dimensions are shown in inches (millimeters). 
Dimensions su bject to change. 263 
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Combination D Subminiature - Coaxial 

Straight Printed Circuit Board Hole Pattern 

Face view, pin insert 
(for receptacle, hole pattern is a mirror image) 

2X QI,120 .216 

.162 100 200~tt .-~l~L-.- [ ~984~} 
' ~l .056 

Z OIA. (PER NO. OF CONTACTS) J / .045 OIA. (3X PER NO. OF COAX) 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of PC Contacts 

E 
5Wl 
4 
20 
1 

r , .852 - J 

r
·302f ·570l 

234r 
CD (j) 0 0 

, - e-0-0> ~0-E> • 

" " <;/ 0 0 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of PC Contacts 

...JL 034 

B 
5W5 
o 

20 
5 

.----- - 1.852 - ------, 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of PC Contacts 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No, of PC Contacts 

,5::~I2~:n 
'" 000' r00 '" ~~ 

'" 00l0<D{' ~~I <0 

27 I. .153 
.381 -i 

B 
17W2 

17 
20 
2 

C 
8W8 
o 
20 
8 

r .326 I 435 - j 

.
1091 J"218 

~l~ 00~000·J'00. '00
0
l ~~ 

IV I I CD €I 

.055 .163 J 
'-272 .381 ..J 

.893 - .618 
'----- --2.500--------..J 

Shell Size 
Contact Arrangement 
No, of Contacts 
Contact Size 
No, of PC Contacts 

C 
21WA4 

17 
20 
4 

C 1.

312il r270i o 0 'cb 
. &--0-- 0 . 

E> e E> 

A 
3W3 
o 
20 
3 

381 
.570 .3261 

[[

' .852 

I r~'8f1~ 
<!> $ 0 0~ e 

• <i>---G) - G)-- --0 

~ '" ,,<j>? ' '" .163j L 
272 L 

B 
9W4 

9 
20 
4 

,----- 1.852 -------, 

1":652 ~3~~J] 
U~~~ ~21866, OO 

[272 ~~1~~9 _ 
0°l?J.· . '~300JJ 

.381 L.S9S -

B 
21Wl 

21 
20 
1 

C 
17W5 

12 
20 
5 

ITT Cannon 

A 
7W2 

7 
20 
2 

[I
.852 

f
326

1 
- 570 - 218jj 

I . r306 'J 109 
.,., I I " 

. '" :550t·<ilU0°l0J'0 ~ 
163 L 

.272 
,381 

B 
13W3 

13 
20 
3 

,..----- --- 2.500 ---

n·
518 

.893n 

.2721" .598 
rr .325 '552~ 
I '.055 1 .544 

A 
llWl 

1 
20 
1 

435 '707~ 

· . "JI0d~r~:j0 · :-: <;l0<;lE'00' 0000 :-. 
.163 J .218 1 
1. .381 .489~ 

C 
13W6 

7 
20 
6 

C 
25W3 

22 
20 
3 

Size No, 20 
Contact PC 

Tail Dia, 

.030 (0.76) 

Z 
Dia, 

,045 (1.14) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

o Subminiature ProduCls, lB51 E. Deere Ave, P.O. Box 35000, Sanla Ana , CA 92705·6500 • (7t4) 261·5300 



Combination D Subminiature - High Power 

Power Housing With Solder Cup Signal Contacts 

High power contacts 
supplied separately. 

High Power Contacts 

Solder Type 

Tools for High Power are the 
same as for Coaxial Contacts. 
See page 257 . 

o B MM 5W5 P ** 

SERIES_PREFIX ___ -------'T r T I I SHELl SIZE - - ------------- ------.J-

CLASS 
MOUNTING TYPE ----------- -------- - --' 

CONTACT ARRANGEMENT 
CONTACT TYPE--------------- - --------' 
MODIFICATION - - - - - ---- - ---------------' 

SERIES PREFIX 
o 

SHELl SIZE 
A, B, C, 0, E 

CLASS 
M - Commercial Version - One piece insulator 

with gold over nickel contact plating . 
MM - Military Version - One piece insulator, 

materials, fini shes and inspection per 
MIL-C-2430B, as applicable . Military ver
sion supplied with cadmium over yellow 
chromate shells with 50 microinches gold 
over copper contact plating . 

MOUNTING TYPE 
No Designator: Standard 120(3.05) diameter 
hole 
E - Two clinch nuts for rear panel mounting 
Y - Dual float mount for both front and rear 

panel mounting 

CONTACT ARRANGEMENTS 
See page 254 of coax section. 

CONTACT TYPE 
P - Pin 
S - Socket 

MODIFICATION-COMMERCIAL 
A197 - Tin I Lead electroplated shells (recepta

cles), socket contacts. 
KB7 - Shell plated A 197 with ground indents 

(plugs), pin contacts. 
For other options consult ITT Cann on. 

.142 ± .001 (3.61 ± 0.03) 

~t~l ---r-
Plug Receptacle 

Part Number A B Current Rating Wire 
Standard Finish Military Finish* Max. ReI. (Ampsl Size 

Plug oM53745·1 oM53745·28 .666 (16.921 .866 (22.001 40 #8 
Plug oM53745· 7 oM53745-27 .666 (16.921 .866 (22.001 20 # 12 
Plug oM53745·8 oM53745 ·25 .666 (16.921 .866 (22.001 10 # 16 
Receptacle oM53744·1 oM53744-21 .666 (16.921 .856 (21741 40 #8 
Rece ptacle oM53744·6 oM53744·25 .666 (16.921 .856 (21741 20 #12 
Receptacle oM53744·7 oM53744·24 .666 (1 6.921 .856 (21741 10 # 16 

*MIL·C·24308 Finish: 0.00005 10.00127) minimum gold plate over copper plate IITT Cannon cod e A156). 

ITT Cannon Dimensions are shown in inches Imill imeters). 
Dimensions subj ect to change. 265 
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Combination D Subminiature - High Power 

Materials and Finishes 

Performance Specifications 

Dielectric Withstanding Voltage 

Type of Contact 

High Power Contact and I or 
Coaxial Shell to Plug Shell 

#20 Signal 

Cable and Straight PCB 
Connector Assembly 
Description 
Shell 

Insulator 

Size 20 contacts when applicable 

Straight Power Assembly 
Contacts and she lls 

Right Angle PCB Receptacle 
Description 
Commercial contact 

Ring, retaining 
Military contact 

Plug 
Description 
Commercial contact 

Washer, stabili zing 
Ring, retaining 
Military contact 

Average Flashover 
Test 
Average Flashover 
Test 

All vottage figures are rms AC 60 rms cps, measured at approximately + 25'C, 50% rho 
For additional performance specifications refer to Mll-C-24308 Test Extracts on page 297. 

ITT Cannon 

Material 
Steel per ASTM A-620 

Oiallyl phthalate glass-lilled per ML-M-14, 
Type SOG-F. color green 
Copper alloy 

Copper alloy 

Material 
Beryllium copper per QQ-C-530 

Beryllium copper per QQ-C-530 
Brass 

Material 
Brass per QQ-B-626 

Brass per QQ-B-626 
Brass per QQ-B-626 
Brass 

Finish 
Military: Yellow Chromate over cadmium per 
QQ-P-416, Type II, CL2 
Commercial: Electrodeposited Tin /Lead per 
MIL-T-10727 over Copper per MIL-C-14550, 
Class 2, Tin 

None 
Commercial: gold over nickel. 
Military: 50[1 min. gold per MIL-G-45204, 
Type II , grade C, Class l/copper per 
MIL-C-14550 

Commercial: gold over nickel. 
Military: 50[1 min. gold per MIL-G-45204, 
Type II. grade C, Class l/copper per 
MIL-C-14550 

Finish 
Gold per MIL-G-45204, Type II , Class 0 over 
nickel per QQ-N-290, Class 2 
Nickel per QQ-N-290 
Gold 50 microinches min. thickness per 
MIL-G-45204, Type II, Grade C, Class 1, over 
copper per MIL-C-14550. 

Finish 
Gold per MI L-G-45204, Type II , Class 0, over 
nickel per QQ-N-290, Class 2 
Gold per MIL-G-45204, Type II 
Nickel per QQ-N-290 
Gold 50 microinches min. thickness per 
MIL-G-45204, Type II , Grade C, Class 1, over 
copper per MIL-C-14550. 

Contact Wire 
Size Size 

Wire Accommodation (AWG) 0808 # 8 
0812 #12 
0816 #16 

Contact Current 
Size Rating 

Current Rating 0808 40 Amp 
0812 20 Amp 
0816 10 Amp 

Temperature Rating - 65'C to + 150'C 

Altitude (feet/m) 
Sea Level 20,000/6,096 50,000/15,240 70,000/1,336 

90' Straight 90' Straight 90' Straight 90' Straight 
1500 1500 1000 1000 500 500 500 500 
1000 1000 650 650 325 325 325 325 

1700 1000 650 500 
1250 750 475 375 

o Subminiature Products, 1851 E. Deere Ave, P.O. Box 35000, Santa Ana. CA 92705-6500 • (7141 261-5300 



Combination D Subminiature - High Power 

Right Angle Receptacle for PCB Mounting 

Part numbers come complete with fixed. female. signal and high power 
contacts. 

Shell Finish 

Contact Finish 

OE·5W1 

OA·7W2 

OA·3W3 

OB·5W5 
OB·9W4 
OB·13W3 

OB·17W2 

OC·8W8 

OC·13W6 
OC·17W5 
OC·21WA4 

OC·25W3 

Tin 
3D Gold over Ni 

OEM53516·792 
OAM53512·1365 

OAM53512·1357 

OBM53513·1699 

OBM53513·1705 
OBM53513·1711 
OBM53513·1717 

OCM53514·1645 

OCM53514·1653 
OCM53514·1661 

OCM53514· 1669 
OCM53514·1679 

"0" shell size layouts available If interested in other layouts. please consult ITT Cannon. 

Dimensions 

A B 
Shell Size ± .015 (0.381 ± .010 (0.251 

DE 1.213 (30.81) .643 (16.331 

OA 1.541 (39.141 .971 (24.661 

OB 2.088 (51031 1.511 (38.381 

DC 2.729 (69.311 2.1 59 (54.841 

E 

j 
I 

.112 (2.84)1 -

t OM . 
.454:!: .015 

(11.53):!: (0.38) .810:!: .015 
(20.57):!: (0.38) 

C 0 E 
± .005 (0.13) ± .010 (0.251 ± .015 (0.381 
.984 (24.991 .311 (7.901 .494 (12.551 

1.312 (33.321 .311 (7 .901 .494 (12.551 

1.852 (47.041 .311 (7.901 .494 (12.551 

2.500 (61501 .311 (7.901 .494 (12.551 

ITT Cannon 

~-. .158:!: .027 
L (4.01):!:(0.69) 

G H 
± .010 (0.251 ± .010 (0.251 
759 (19 .28) .422 (10 721 

1.083 (27.511 .422 (10.721 

1.625 (41.271 .422 (10.721 
2.272 (5771) .422 (10.721 

Cadmium /Yellow Chromate 
50 Gold over Copper 

OEMM51529·45 

OAMM 51521·66 
OAMM51521 ·63 

OBMM51523·103 

OBMM51523·105 
OBMM51523·107 

OBMM51523·109 

OCMM51525·83 
OCMM51525·86 

OCMM51525·89 
OCMM51525·92 

OCMM51525·95 

t---- G---t NO 4-40 
UNC2B 

THREAD 

J 
± .010 (0.251 
.030 (076) 

.030 (0.761 

.030 (0.76) 

.030 (0761 

JL .030:!: .003 
(0.76):!:(0.08) 

K L 
± .010 (0.251 ± .010 (0.25) 

243 (6.171 .045 (1.14) 

.243 (6.171 .045 (1.141 

.243 (6.17) .045 (1.141 

.243 (6.171 .045 (1.14) 

M 
± .015 (0.38) 

.429 (10901 

.429 (10.901 

.429 (10.901 

.429 (1 0.901 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 2G7 
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Combination D Subminiature - High Power 

Right Angle Plug for PCB Mounting 

Part numbers come complete with fixed, male, signal and power 
contacts. 

Shell Finish 

Contact Finish 

oE·5Wl 

DA·7W2 

DA·3W3 

oB·5W5 
DB·9W4 
DB·13W3 

DB·17W2 

OC·8W8 

DC·13W6 
DC·17W5 
DC·2 1WA4 

DC·25W3 

Tin w / Indents 
30 Gold over Ni 

oEM53516·787 

oAM53512·1358 

oAM53512·13 54 

oBM53513· 1694 
oBM53513·1702 
oBM53513·1708 

oBM53513·1714 

oCM53514·1640 

oCM53514·1648 
oCM53514·1656 
oCM53514·1664 

oCM53514·1674 
"0" shell size layouts available If interested in other layouts, please consult ITT Cannon. 

Dimensions 

A B 
Shell Size ± .015 (0.38) ±,010 (0.25) 

DE 1.213 (30.81) .666 (16.91) 

oA 1.541 (39.14) .994 (25.24) 
DB 2.088 (53.03) 1.534 (38.96) 
DC 2.729 (69.31) 2.182 (55.42) 

I 
.112 (2.84) 1 -

t OM . 
.454± .015 

(11.53) ± (0.38) .810± .015 
(20.57) ± (0.38) 

C 0 E 
± .005 (0.13) ± .010 (0.25) ± .015 (0.38) 

.984 (24.99) .329 (8.36) .494 (12.55) 
1.312 (33.32) .329 (8.36) .494 (12. 55) 
1.852 (47.04) .329 (8.36) .494 (12.55) 

2.500 (63.50) .329 (8.36) .494 (12.55) 

ITT Cannon 

~l .158± .027 
(4.01)±(0.69) 

G H 
± .010 (0.25) ± .010 (0.25) 
.759 (19.28) .422 (10.72) 

1.083 (27.51) .422 (10.72) 
1.625 (41.27) .422 (10.72) 
2.272 (57.71) .422 (10.72) 

Cadmium/Yellow Chromate 
50 Gold over Copper 

oEMM51528-43 

oAMM51520·71 

oAMM51520· 70 

oBMM51522·105 
oBMM51522·107 
oBMM51522·109 

oBMM51522·111 

oCMM51524· 103 

oCMM5 1524·105 
oCMM51524· 107 

oCMM 51524·109 
oCMM51524·112 

1---- G ----i NO 4-40 
UNC2B 

THREAD 

J 
± .010 (0.25) 
.030 (0.76) 

.030 (0.76) 

.030 (0.76) 

.030 (0.76) 

JL .030± .003 
(0.76) ± (0.08) 

K l 

.247± .005 
(6.27) ± (0.13) 

M 
± .010 (0.25) ± .010 (0.25) ± .015 (0.38) 
.236 (5.99) .045 (1.14) .429 (10.90) 

.236 (5.99) .045 (1.14) .429 (10.90) 

.231 (5.87) .045 (1.14) .429 (10.90) 

.231 (5 .87) .045 (1.14) .429 (10.90) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (7 141 261 ·5300 



Combination D Subminiature - High Power 

Right Angle Printed Circuit Board Hole Patterns 

Face View, Pin Insert 

os. 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 

E 
5W1 
4 

#20 
1 

o Z (PER NO OF CONTACTS) 

High Power Cavities 

~
"852~ .302 .570 

.234 

+ t + ... t-

~ ----- ---
I 

+ ---I .034 .. 

1"-------2.500 

A 
3W3 
o 

~+------

B 
9W4 
5 

#20 
4 

I
----1852 - -l 652 - .544 __ 

.435 .489 ---oj I l '218 326 , [[[f.UL 
00000 c:' e. q:>e:;, • !--I.163 381 __ .. 

-l .272 598 

B 
21W1 

20 
#20 

1 

1 . 312 ----~ 

A 
7W2 

5 
#20 

2 

~~"'----__I--_r .81 0 

A 
l1W1 

10 
#20 

1 

'3id 
~ FLANGE REF 

(All HOLE PATTERNS) 

- 1.852 ----_--1 

B 
13W3 
10 

#20 
3 

0.140 I it!! 2X 0 120 

HIGH POWEI"" ' · . . ~ :J 
, ------~------- 1" =t1

810 

FLANGE REF ~04~41 

C 
8WB 
o 

(ALLHOlEPAnEANS)~ 

97'~ 
':= lli ~ 

1"------2.500 ----------1 1"-------- 2.500 -------; 

---+E707 <]>1]\' . . -'T 
.815 -

.924 0 Z (PER NO. OF CONTACTS 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

C 
13W6 

7 
#20 
4 

1--------- 2.500 --------1 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Sizes 
No. of High Power Cavities 

C 
25W3 

22 
#20 
3 

ITT Cannon 

C 
17W5 

12 
#20 

5 

Size No. 20 Contacts 
PC Tail Diameter 

.030 1076) 

C 
21WA4 

17 
#20 
4 

Z 
DlA. 

.045 (1.14) 

Dimensions are shown in inches (mi llimeters ). 
Dimensions subject to change. 269 
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Combination D Subminiature-High Power 

Straight Receptacle for PCB Mounting 

Shell Fin ish Tin Tin 
Contact Finish Gold over Nickel Gold over Nickel 
Standoffs No. Ves 

DE-5W1 DEM53516-788 DEM53516-789 
DA-7W2 DAM53512-1361 DAM53512-1362 
DA-3W3 DAM53512-1355 DAM53512-1356 
DB-5W5 DBM53513-1695 DBM53513-1696 
DB-9W4 DBM53513-1703 DBM53513-1704 
DB-13W3 DBM53513-1709 DBM53513-171 0 
DC-8W8 DCM53514-1641 DCM53514-1642 
DC-13W6 DCM53514-1649 DCM53514-1650 
DC-17W5 DCM53514-1657 DCM53514-1658 
DC-21WM DCM53514-1665 DCM53514-1666 

Part numbers come complete with fixed. female. signal and high power 
contacts. DC-25W3 DCM53514-1675 DCM53514-1676 
"D" shell size layouts available 

Dimensions 

A B 
Shell Size ± .015 (0.381 ± .010 (0.251 
DE 1.213 (30.811 .643 (16.331 
DA 1.541 (39.141 .971 (24.661 
DB 2.088 (53.031 1.511 (38.381 
DC 2.729 (69.311 2.159 (54.841 

If interested in other layouts. please consult ITT Cannon. 

F
Ml -

Klr
J
I 0.125± .00S 

--' 

~
.! (3.18)±(0.13) 

1 
.285 ± .015 I : .1 40 ± .010 (7.24)'(0.3~H ~ (3.56). (025) 

L , PWBBOARD 
REF 

NO 4-40 UNC 2B 
THREAD 

NUTJACKPOST 
NO. 4-40 UNC 

~~========~~/---. 
~=:::;;;;~;:;;==;::y .300± .010 PWB BOARD , -+--'+_--.(7.S2±0-25) 

REF ~=~~;W!ttfll'::J;;1~ _.....i '---. '-rr .158±.027 
SIZE 8 (HIGH POWER) (4.01) ± (0.S9) 

SIZE 20 (SIGNAL) 0.030 ± .005 .202 ± .010 
(0.7S) ± (0.13) (5.13) ± (0.25) 

C 0 E G H J 
± .005 (0.131 ± .010 (0.251 ± .015 (0.381 ± .010 (0.251 ± .010 (0.251 ±.010 (0.251 
.984 (24.991 .311 (7.901 .494 (12.551 .759 (19.281 .422 (10.721 .030 (0.761 

1.312 (33.321 .311 (7.9DI .494 (12.551 1.083 (27.511 .422 (10.721 .03D (0.761 
1.852 (47.041 .311 (7 .901 .494 (12.551 1.625 (41.271 .422 (10.721 .030 (0.761 
2.500 (63.501 .311 (7.901 .494 (12.551 2.272 (57.711 .422 (10.721 .030 (0 .761 

K 
± .010 (0.251 

.243 (6.171 

.243 (6.171 

.243 (6.171 

.243 (6.171 

Cadmium I Vellow Chromate 
50 Gold over Copper 

No 

DEMM51529-43 
DAMM51521-64 
DAMM51521-62 
DBMM51523-101 
DBMM51523-104 
DBMM51523-106 
DCMM51525-81 
DCMM51525-84 
DCMM51525-87 
DCMM51525-90 
DCMM51525-93 

L M 
± .010 (0.251 ± .015 (D.381 
.045 (1.141 .429 (10.901 
.D45 (1.141 .429 (10.901 
.045 (1.141 .429 (10.901 
.045 (1 .141 .429 (10.901 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (114) 261 -5300 



Combination D Subminiature-High Power 

Straight Plug for PCB Mounting 

Shell Finish Tin Tin 
Contact Finish Gold over Nickel Gold over Nickel 

Standoffs No. Yes 

DE·5Wl DEM535 16· 785 DEM53516· 786 
DA·7W2 DAM53512·1359 OAM53512·1360 
OA·3W3 OAM53512·1352 OAM53512·1353 

OB·5W5 DBM53513·1692 DBM53513·1693 
OB·9W4 DBM53513· 1700 DBM53513·1701 
OB·13W3 DBM53513·1706 DBM53513·1707 
OC·8W8 OCM53514·1638 OCM53514·1639 

OC·13W6 OCM53514·1646 DCM53514·1647 
OC·17W5 OCM53514·1654 DCM53514·1655 

OC·21WM DCM53514·1662 
Part numbers come complete with fixed, male, signal and high power 
contacts. DC·25W3 

DCM53514·1663 
OCM53514·1670 OCM53514·1671 

"D" shell size layouts available 

Dimensions 

A B 
Shell Size ± .01510.381 ± .010 10.251 
OEM·9P 1.213 (30.81) .666 (16.91) 
OAM·15P 1.541 (39.14) .994 (25.24) 
DBM·25P 2.088 (5103) 1.534 (38.96) 
DCM·37P 2.729 (6931) 2.182 (55.42) 

If interested in other layouts please consult ITT Cannon. 

F
Ml · 

KI r J I 0 .125± .006 

~
'''1 (3.18)±(0.13) 

----1 

II 
.285 ± .015 I : .140 ± .010 

(1.24)±(0·''JH ~ ('.56) ± (0.25) 

L , PWBBOARD 
REF 

888 
NO 4-40 UNC 2B 

THREAD 

PWB BOARD \ I 1~=:::;;:;;:;;:;:;:;;:;;::::=;J-+--4--r 
REF t:.::::::::: 

SIZE 8 (HIGH POWER) 

SIZE 20 (SIGNAL) 

C 0 
± .005 (0.131 ± .010 (0.251 

.984 (24.99) 329 (836) 
1312 (3332) 329 (836) 
1.852 (47.04) 329 (836) 
2500 (63.50) 329 (836) 

E 
± .015 (0.381 

.494 (12.55) 

.494 (12.55) 

.494 (12.55) 

.494 (12.55) 

G 
± .010 (0.25) 

.759 (19.28) 

1.083 (27.51) 
1.625 (41.27) 
2.272 (57.71) 

.158±.027 
(4.01)±(0.69) 

.202± .010 
·(5.13) ± (0.25) 

H J 
± .010 (0.25) ±.010 (0.25) 

.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

.422 (10.72) .030 (0.76) 

K 
±.010 (0.25) 

.236 (5.99) 

.236 (5.99) 

.231 (5.87) 

.231 (5.87) 

Cadmium /Yellow Chromate 
50 Gold over Copper 

No 

DEMM51528·42 

OAMM51520·742 
OAMM51520·69 

OBMM51522·104 
OBMM51522·106 

OBMM51522·108 

OCMM51524·102 
DCMM51524·104 

DCMM51524·106 
DCMM51524·108 

DCMM51524·110 

l M 
± .010 (0.25) ±.015 (0.38) 

.045 (1.14) .429 (10.90) 

.045 (1.14) .429 (10.90) 

.045 (1.14) .429 (10.90) 

.045 (1 .14) .429 (10.90) 

ITT Cannon Dim ensions are shown in inches (millimeters). 
Dimensions subject to change. 27 1 
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Combination D Subminiature - High Power 

Straight Printed Circuit Board Hole Patterns 

Face View, Pin Insert 

.162 216 r 
0l. 

2X 0 .120 984jJ , ' . . 
056 

o Z (PEA NO. OF CONTACTS) 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

2X 0 .120 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

B 

E 
5WI 
4 
20 
I 

B 
5W5 
o 
20 
5 

17W2 
17 
20 
2 

C 
IlW6 

7 
20 
6 

[

- _t ____________ 

2.500 - ----- - ---..J 

Shell Size 
Contact Arrangement 
No. of Contacts 
Contact Size 
No. of High Power Cavities 

C 
21WA4 

17 
20 
4 

~
.312 

.270 

• ~ t- + • 

A 
1W1 
o 

20 
1 

1 '.852 

U· 5~'=F::i,~ 
• • + • ~ 

t~· .163 

.272 L 

B 
21WI 

21 
20 

B 
9W4 

9 
20 
4 

A 
7W2 

7 
20 
2 

r--------- 2.500 --- ----4 

.18 .893 _l 
" ,435 .707 

I 
r;::~~. 5:~ 
I r55~ r-~4 lll 0.10 01.r.:1I. , <p e:>J!0100 000 

.163 .218 I 
~ .381 .489 =-.J 

C 
25W1 

22 
20 
1 

ITT Cannon 

A 
l1WI 

I 
20 

r-- ,.852 
I r 3261 

~
.570-----l .218 ~ 

.3061 r ·~ 091 

. . ; 0~0~~ 
.055~· U 0

lJ
0 

163 L 

- .272 

.381 

C 

B 
IlW1 

11 
20 
1 

8W8 
o 
20 
8 

C 
17W5 

12 
20 
5 

Size No. 20 Contacts 
PC Tail Diameter 

.030 (0.76) 

1 

Z 
Dia. 

.045 (1.1 4) 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 

o Subminiature Products. 1851 E. Deere Ave. P.O. Bo, 35000. Santa Ana. CA 92705-6500 • 1714) 261-5300 



Combination D Subminiature - High Voltage 

Coaxial Housings With Solder Cup Signal Contacts 

High voltage contacts 
supplied separately. 

High Voltage Combination Contacts 

Tools for High Voltage are the same as for 
Coaxial Contacts. See page 254. 

o B MM 5W5 P ** 

SERIES_PREFIX ___ ----'T r T I I SHELL SIZE-----------------------'-
CLASS 
MOUNTING TyPE------------------------.J 
CONTACT ARRANGEMENT 
CONTACT TYPE--------------------------.J 
MODIFICATION---------------------------' 

SERIES PREFIX 
o 

SHELL SIZE 
A, B, C, 0, E 

CLASS 
M - Commercial Version - One piece insulator 

with gold over nickel contact plating. 
MM - Military Version - One piece insulator, 

materials, finishes and inspection per 
MIL-C-24308, as applicable . See pages 
284-285 for QPL listing . Military version 
supplied with cadmium over yellow chro
mate shells with 50 microinches gold over 
copper contact plating. 

Straight 

MOUNTING TYPE 
No Designator: Standard 120 (3.05) diameter 
hole 
E - Two clinch nuts for rear panel mounting 
V - Dual float mount for both front and rear 

panel mounting . 

CONTACT ARRANGEMENTS 
See page 254 of coax section. 

CONTACT TYPE 
P - Pin 
S - Socket 

MOOIFICATION-COMMERCIAL 
A 197 - Tin /Lead electroplated shells (recepta

cles), socket contacts. 
K87 - Shell plated A 197 with ground indent 

(plugs), pin contacts. 

r--::Bd 
~::~ 

t---B~ 

1c:::r@!fJ 

Plug 
Receptacle 

Right Angle 

Plug 
Receptacle 

Plug 

Part Number A 
Std. Finish Mil. Finish* Max. 
DM51157 DM51157·8 .539 (1169) 
DM51155 DM51155·7 .539 (13.69) 

r--=B~ 

~-- <1-__ .!." I. 

Plug 

Part Number 
Standard Finish Military Finish* 
DM51157·5000 DM51157 ·5005 
CM51155-5000 DM51155·5004 

A 
Max. 

.491 (12.471 

.491 (12.471 

Receptacle 

B 
ReI. 

.734 (18.64) 

.734 (18.64) 

r---B~ 

f::~ 
Receptacle 

B 
Ref. 

.697 (17.70) 

.697 (17.70) 

Wire 
Size 
#20 
#20 

Wire 
Size 
#20 

#20 
* MIL·C-23308 Finish: 0.00005 (0.00127) minimum gold plate over copper plate (ITT Cannon cod e A156). 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subiect to change . 273 
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Combination D Subminiature - High Voltage 

Materials and Finishes 

Connector Assembly 
Description 
She ll 

Insulator 

Size 20 contacts when applica ble 

High Voltage Assembly 
Description 
Contacts and shells 

Ring. reta ining 
Insulator 

Performance Spe cifications 

Dielectri c Withstanding Voltage 

Type of Contact 

High Power Contact and I or Average Flas hover 
Coaxial Shell to Plug Shell Test 

HV Contact to Nearest Average Flashover 
Contact or to Shell Test 

#20 Sig nal Average Flashover 
Test 

All vol tage figures are rms AC 60 rms cps. measured at approximately + 25' C. 50% rh o 
For addit ional performance specifications refer to MIL·C·24308 Test Ex tracts on page 297, 

D Subminiature Special Applications 

Exclusive field-pro ven fiber optic contacts are inter
changeable with electrical contacts in the Combina
tion 0 Subminiature connectors. Allows fo r duplex, 
fiber, and signal contacts to provide needed power. 

Material 
Steel per ASTM A·620 

Oia llyl ph thalate glass· filled per Mll·M·14. 
Type SOG·F. color green 
Copper all oy 

Material 
Copper all oy 

Copper alloy 
Teflon 

Finish 
Military: Yellow chromate over cadmium per 
QQ·P·416. Type II. Class 2 
Commercial: Electrodeposited Tin I lead per 
Mil· T·l 0727 over Copper per Mll·C·14550. 
Class 2. Tin 

None 
Commercial: go ld over nickel 
Military: 50ft min gold per Mll·G·45204. Type 
II. Grade: C. Class I{copper per Mll·C·14550 

Finish 
Commercial: Gold over nickel 
Mi litary: 50 ft min gold per Mll·G-45204. Type 
II. Grade C. Class I{ copper per Mll·C·14550 
Nickel 
None 

Wire Accommodation (AWGI #20 Max, 
Cur re nt Rating 5 Amp 
Temperature Rating - 55'C to + 125'C 

Altitude (feet/ml 
Sea level 20.000 /6096 50.000 /15240 70.000/1336 

90' Straight 90' Straight 90' Straight 90' Straight 
1500 1500 1000 1000 500 500 500 500 
1000 1000 650 650 325 325 325 325 
3800 3800 2300 2300 900 900 650 650 
2800 2800 1700 1700 675 675 475 475 

1700 1000 650 500 
1250 750 475 375 

ITT Cannon manufactures highly competitive cable harnessing to all specifications. 

Please contact ITT Cannon if you have a special application in mind or if you would like more information about fiber optic contacts or cable harnessing. 

ITT Cannon 
o Subminiature Products. 1851 E, Deere Ave, P,O, Box 35000. Santa Ana, CA 9270 5·6500 • 17141 261 ·5300 



High Reliability, Military D Subminiature 

Solder Cup 

(See page 276) 

Contact Arrangements 

Face View Pin Insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 

ontact Size 

Standard Data 

MATERIALS AND FINISHES 

Material 

Shell Steel per ASTM A·620 

Insulator Oiallyl phthalate glass· filled 

Crimp 

(See page 277) 

E 
9 

#20 

1234 S 6 78910 II 12 13 , .. IS 16 171819 ••••••••••••••••••• 
•••••••••••••••••• ••• auu.v ••••••• ».D 

C 
]7 

#20 

Commercial 

Finish 

Yellow chromate over cadmium 
QQ·P·416 Type II Class 2 

-

A 
15 

#20 

Material 

Steel per ASTM A·620 

Oiallyl phthalate glass· fill ed 

Printed Circuit 

(See page 280) 

t 2 3 ~ S 6 7 8 9 10 11 12 13 ••••••••••••• 
•••••••••••• 
1~ IS 16 17 18 19 20 21 22 23 24 2S 

o 
50 

#20 

Military 

B 
25 

#20 

Finish 

Yellow chromate over cadmium 
QQ·PA16 Type II Class 2 

-

D per MIL·M·14, type SOH per MIL·M·14, type SOG-F. 
color green color green - Contact Copper alloy 
Crimp socket has 
stainless steel hood 
passivated. 

Float Mount Hardware Stainless steel 

PERFORMANCE SPECIFICATIONS 

Wire Accommodation (AWG) 

Current Rating 

Temperature Rating 

Contact Resistance 
After Salt Spray, Millivolt Max. 

Solder - #20 Max. 
Crimp - # 18·#30 Max. 

#20; 5 Amp 

- 65'C to + 150'C 

55 @ 7.5 Amp 
test current 

See pages 284 and 285 for complete M24308 cross reference. 

Gold over nickel Copper alloy Gold 50 microinches minimum th ickness per 
MI L·GA5204 Type II Grade C Class lover 
copper per MIL·C·14550 

Passivate per QQ·P·35 Stainless steel Passivate per QQ·P·35 

DIELECTRIC WITHSTANDING VOLTAGE 

90' and Straight (Solder/Crimp) 

Altitude (feet/m) 

Sea Level 20.000/6.096 50.000115.240 70.000 /21 .336 

Average Flashover 1700/1500 1000 /1000 650 /500 500 /500 

Test 1250 /1 000 750 /650 475 /325 375/325 
All vo ltage figures are rms AC 60 rms cps, measured at approximately + 25' C, 50% rho For additional performance specif ications refer to 
MIL·C·24308 Test Extracts on page 297. 

ITT Cannon 
o Subminiature Products, 1851 E. Deere Ave, P.O. Box 35000. Santa Ana, CA 92705·6500 • (714) 261 ·5300 
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High Reliability Military D Subminiature 

How to Order High Rei - Solder Cup Connectors 

Receptacles (Includes Socket Contacts) With .1 20" Through Mounting Holes 

Number of 
Contacts Commercial Military M2430B Cross 
(Shell Size) Version Version Reference 

9 (E) OEM9S OEMM9S M24308/l-1 

15 (A) DAM15S OAMM15S M24308/l-2 

25 (B) OBM25S OBMM25S M24308/l -3 

37 (e) OCM37S OCMM37S M24308 /l-4 

50 (0) 00M50S OOMM50S M24308/l -5 

Plugs (Includes Pin Contacts) With .120" Through Mounting Holes 

Mounting Options Available: 
4-40 Clinch Nut - Add "E" to Part Number After "M". 
4-40 Float Mount - Add "Y" to Part Number After "M". 

(Can be used in front or rear panel mount applications) 

Example: OBME25S OEMY9P 
DBMME25S DEMMY9P 

Number of 
Contacts Commercial 
(Shell Size) Version 

9 (E) OEM9P 

15 (A) OAM15P 

25 (8) OBM25P 

37 (e) OCM37P 

50 (0) OOM50P 

(See page 275 fo r material / performance specifications) 

Dimensions - High Rei Solder Cup Connectors 

Front 

Part Number A B. B' C O. 

.390 (9.91) I 
MAX. --j 

0' E G H 

Military M2430B Cross 
Version Reference 

DEMM9P M24308 /3-1 

OAMM15P M24308 /3-2 

OBMM25P M24308 /3-3 

OCMM37P M24308 /3-4 
OOMM50P M24308 /3-5 

TWO FLOAT MOUNTING HOLES 
.089 (2.26) ± .003 (0.08) DIA_ 
(STD. MOUNT .120 (3_05) DIA. 
THROUGH HOLES) 

Rear 

J K l M 
by Shell Size ± .01510.38) ± .010 10.25) ± .010 10.25) ± .00510.12) ± .010 (0.25) ± .010 10.25) ± .015 (0.38) ± .010 10.25) ± .010 (0.25) ± .010 10.25) ± .010 (0.25) ± .01010.25) ± .01510.38) 

oEM-9P 1.213 130.81) .666116.91) .984124.99) .3291 8.36) .494112.55) 

OEM-9S 1.213130.81 ) .640 116.25) .984124.99) .3081 7.82) .494112.55) 

oAM·15P 1.541 139.14) .994 (25.24) 1.312 133.32) .3291 8.36) .494112.55) 

DAM·15S 1.541 13914) .968 124.58) 1.312 133.32) .3081 7.82) .494112.55) 

DBM·25P 2.088 153.03) 1.534138.96) 1.852 147.04) .3291 8.36) .494112.55) 

oBM·25S 2.088 153.03) 1.508 138.30) 1.852 147.04) .3081 7.82) .494112.55) 

oCM·37P 2.729169.31) - 2.182155.42) 2.500 163.50) .3291 8.36) .494 112.55) 

oCM·37S 2.729 (69.31) 2.156154.76) 2.500 163.50) .3081 7.82) .494112.55) 

oDM·50P 2.635166.92) - 2.079 152.81) 2.406 (61.11) .436111 .07) .605 115.37) 

DoM·50S 2.635 166.92) 2.062 (52.37) 2.406161.11 ) .420110.67) .605 115.37) 

• Dimensions B. O. G. and H are measured as outside dimensions at the bottom of the draw. 
NOTE: B. and O. are the 0.0. dims. for socket side. B' and D' are the 1.0. dims. for pin side. 

Mounting Option Dimensions - Solder Cup Connectors 

.070 (1.78)--i ~ 
MAX. ~ 

.118 ± .008 DIAl 
(3.00 ± (0.20) 

.039 (0.99) 
MAX. 

:t .023 (0.58) 1 r 
.103 (2.62) 

-'----

.759119.28) 

.759119.28) 

1.083 i27.51) 

1.083 127.51) 

1.625 141.27) 

1.625 141.27) 

2.272157.71) 

2.272157.71) 

2.178 155.32) 

2.178155.32) 

Standard· Through-Hole 

NO. 4 (.112) 40 UNC' 

E-Clinch Nut 

ITT Cannon 

.422110.72) .030 10.76) .23615.99) .04511.14) 

.422110.72) .030 10.76) .24316.17) .045 (1.14) 

.422110.72) .03010.76) .23615.99) .04511·14) 

.422110.72) .03010.76) .24316.17) .04511.14) 

.422 110.72) .039 10 .99) .231 15.87) .060 11.52) 

.422 110.72) .030 10.76) .243 16.17) .04511.14) 

.422 (10.72) .039 10.99) .231 15.87) .06011 ·52) 

.422 110.72) .03010.76) .243 16.17) .04511.14) 

.534113.56) .039 10.99) .231 15.87) .060 11.52) 

.534113.56) .030 10.76) .24316.17) .04511.14) 

031 (0.79)j 
:t 005 (0 13) nL I" 130 (3 30) MAX 

049 (1 _24)1 r.-
MAX IIII .031 (0 79) TOTAL 

DIAMETRICAL FLOAT 

089 (2 26) :< 003 (0 08) WASHER 
DIA'L- "I 

RIVET 

OVERALL FREE 
FLOAT .004- _012 

(0_10) -(0.30) 

Y-Float Mount 
It is recommended that only one assembly, 
either pin or socket, be float mounted. 

.422 110.72) 

.429110.90) 

.422 110.72) 

.429110.90) 

.426 110.82) 

.429 110.90) 

.426 11 0.82 ) 

.429 11 0.90) 

.426110.82) 

.429110.90) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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High Reliability, Military D Subminiature 

How to Order - Crimp Connectors 

Dimensions - Crimp Connectors 

BO 

Part Number A B. B' C 
by Shell Size ± .015 10.381 ± .010 10.251 ± .OtO 10.251 ± .005 10.121 

DEM·9P 1.113130.81 1 .666(16.911 .984124.991 

DEM·9S 1213130811 .640(16251 .984124.991 

DAM·15P 1541 139.141 .994125.241 1.312133.321 

DAM·t5S 1541139.141 .968124.581 1.312133.321 

DBM·25P 2.088153.031 1534138.961 1852147.041 

DBM·25S 2.088153.031 1508138301 1852147.041 

DCM·37P 2.729169311 2.182155.421 2.500163.501 

DCM·l7S 2.729169311 2.156154.761 2.500163.501 

DDM·50P 2.635166.921 2.079152.811 2.40616111 1 

DDM·50S 2.635166.921 2.062152371 2.406161111 

Mounting Option Dimensions 

.070 (17811 ~ 
MAX 11 

1 03~~~991 

ur~~1 
Standard·Through·Hole 

Receptacles IIncludes Socket Contacts 1 With .120 ' Through·Mounting Holes 

Number of 
Contacts Commercial Military M24308 Cross 

(Shell Sizel Version Version Reference 

9(EI DEMA9S DEMAM9S M24308 /2·1 

15(AI DAMA15S DAMAM15S M24308 /2·2 

25(81 DBMA25S DBMAM25S M24308 /2·3 

37(CI DCMA37S DCMAM37S M24308 /2·4 

50(DI DDMA50S DDMAM50S M24308 /2·5 

Plugs IIncludes Pin Contactsl* With .120 ' Through Mounting Holes 

Number of 
Contacts Commercial 

(Shell Sizel Version 

9(EI DEMA9P 

15(A! DAMA15P 

25(81 DBMA25P 

37(CI DCMA37P 

50(DI DDMA50P 

Military 
Version 

OEMAM9P 

OAMAM15P 

DBMAM25P 

DCMAM37P 

DDMAM50P 

M24308 Cross 
Reference 

M24308 /4·1 

M24308 /4·2 

M24308/4·3 

M24308 /4-4 

M24308 /4·5 
* To receive the connector without contacts. add "FO" to end of part number. 

Example: DBMA25SFD. DBMAM25SFD. 

Mounting Options Available: 
4·40 Clinch Nut - Add "E" to Part Number After "M" or "A" 
4·40 Float Mount - Add "Y" to Part Number After "M" or "A" 

(Can be used in front or rear panel mount applicationsl 

Example: DB MA E25S 
DB MAME25S 
OEMAY9P 
OEMAMY9P 

D. 0' E G 
± .010 10.251 ±.OlD 10.251 ± .015 10.381 ± .OtO 10.251 

32918361 .494(12.551 7591 19.281 

30817.821 .494(12.551 .759119.281 

32918361 .494112.551 1.083127.511 

30817.821 .494(12.551 1.083127.511 

32918361 .494(1 2.551 1.625141.271 

30817.821 .494(12.551 1625141.271 

32918361 .494(12.551 2.272157.711 

308(7.821 494(12.551 2.272157.711 

.436(11071 .605115371 2.178155321 

.420110.671 .605(1 5371 2.178155321 

1 rm"~ •. 023 (0.58) 

,~~~."~ .. "~ 
E·Clinch Nut 

TWO FLOAT MOUNTING HOLES 
.089 (2.26) ± .003 (0.08) DIA. 
(STD. MOUNT .120 (3.05) DIA. 
THROUGH HOLES) 

Rear 

H J K l 
±.010 10.151 ± .010 10.251 ± .010 10.251 ± .OlD 10.251 

.422(10.721 .03010.761 .23615.991 .04511.141 

.422(10.721 03010.761 .24316.171 .04511.141 

.422(10.721 03010.761 .23615.991 .04511.141 

.422(10.721 .03010.761 .24316.171 .04511.141 

.422(10.721 .03910.991 .23 115.871 06011521 

.422(10.721 .03010761 .24316.171 .04511.141 

.422(10.721 03910.991 .23 115.871 .06011521 

.4221 10.721 .03010761 .24316.171 .04511.141 

.534113.561 .03910.991 .23115.871 06011.521 

.534113.561 .03010.761 .24316.171 .04511 .141 

~.005 (0.13) 
.031 (0.791 q r ~ .130 (3.30) ... AX. 

M 
± .015 10.381 

422(10721 

.429(10.901 

.422110.721 

.429(10901 

.426(10.821 

.429(10.901 

.426(10.821 

429(10.901 

.426(10.821 

.429110.901 

.049 (1.24)1 tt 

"}m~"~ OIAM AICAL FLOAT 

,089 (2.26) ± .003 (0.08) WASHER 
OIA. "'l- .. ' 

t--:. OVERALL FREE 
FLOAT .004- .012 

RIVET (0.101-(0.30) 

Y·Aoat Mount 

X 
Max 

37519.521 

37519.521 

37519.521 

37519.521 

37519.521 

37519.521 

37519521 

37519.521 

37519.521 

37519.521 

It is recommended that only one assembly, either pin or socket, be float mounted. 

ITT Cannon Dimensions are shown in inches (millimeters1 . 
Dimensions subject to change. 
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High Reliability, Military D Subminiature 

High Rei Crimp Contacts 

Tooling 

Insertion / Extraction Tools 

Hand Crimp Tools 

Semi-Automatic Crimp Machines 

MATERIALS AND FINISHES 
Contact Wire Size Standard Finish Military Finish 

Size Accom. Pin Socket Pin Socket 
20 20, 22, 24 330·5291·000 031·1007·000 330·5291·037 031·1007·042 

20·18 1 #18 & 2 #22 330·5291 ·001 031·1007·001 330·5291 ·055 031·1007·054 
20·26 26, 28, 30 330·5291·004 031·1007·004 330·5291 ·050 031·1007·048 
220 22, 24, 26, 28 330·2042·002 031 ·1147-002 

MIL-C-39029 Cross-Reference 
Contact Wire Size Cannon 

Size Accorn. M39029 M24308* Part No. 
20 Pin 20 1221 24 164·369 /11·1 330·5291 ·037 

20 Socket 201221 24 163·368 110·1 031·1007 ·042 
220 Pin 23 24126 128 158·360 /13·1 031·2042·000 
220 Socket 22 124126128 157·354 /12·1 331·1147·000 

*Superseded by M39029 

CIET·20·HD 

Contact 
Plastic Insertion /Extraction Plastic Extraction 

Size AWG Part No. 
20 20, 22, 24 274· 7006·000 

2026 26, 28, 30 274· 7006·000 
1 #18 None 

2018 2 #22 None 
220 22, 24, 26, 28 274· 7048·000 

High Power 12, 16 274·7003-000 
High Volt # 20 274·7003·000 

M2252Dll·01 

Contact 
Crimp Tool 

Size AWG Part No. 
995·0001 ·584 

20 20, 22, 24 995·0001 ·585 

2026 26, 28, 30 995·0001 ·584 

2018 
1 # 18 

995·0001 ·584 2 #22 

220 22, 24, 26, 28 995·0001 ·584 

CBT 491 

ITT Cannon 

Description Part No. Description 
GIET·20HO 323· 7010·000 GET-20·11 
GIET·20HO 323·7010·000 GET-20·11 

None 274·5016·002 GET·20·15 
None 274·5016·002 GET·20·15 

GIET·220 None None 
GIET·12 None None 
GIET·12 None None 

M2252012·01 

Locator 

DescriPtion Part No. Description 
M2252012·01 995·00001·604 M22520 I 2 ·08 
M22520/1·01 995·0001·244 TH25 

M2252012·01 995·0001 ·325 L3198·20HD 

M22520 12·01 980·0005· 722 K250 

M2252012·01 995·0001· 739 M2252012·06 

For volume applications the CBT-491 is a vibra· 
bowl. pneumatically operated crimper offering a 
more economical approach than belt·fed crimpers. 
Available for lease or purchase, this machine is 
designed for use with a wide variety of machined 
contacts. The MIL-Spec crimp is accomplished at 
the press of a foot pedal. assuring minimum cycle 
times and maximum performance. 

For lower volumes the CBT·565 is a pneumatically 
operated bench tool delivering MIL-Spec crimps 
with minimal operator fatigue . 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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High Reliability, Mili tary D Subminiature 

Assembly Instructions 

5 r;J 
A 

Min. 

I 
Max. 

.1 88 (4.78) .208 (5.28) 

1. Cut wires to leng th. Strip insulation per above ill ustration. Check fo r 
broken or frayed wires. 

Contact Insertion 

3. Center wired contact in groove of insertion tool with tool tip butting 
contact shou lder. Insert contact into cavity until a positive stop is felt. 
Inspect insertion. 

Contact Extraction 

5. Place wire into extraction tool tip. 

ITT Cannon 

Contact Crimping 

2. Insert contact and wire into proper crimp tool (and locator. if 
required). Crimp contact to wire. Inspect crimp. 

4. To be sure contact is locked securely. pull back lightly on wire. 
Repeat for balance of contacts working row by row across the insulator. 

6. Insert tool tip into contact cavity until tip bottoms against contact 
shoulder. releasing tines. Hold wire against tool with finger and remove 
tool and contact. Repeat for balance of contacts. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 279 
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High Reliability, Military D Subminiature 

How to Order - High-Rei Printed Circuit Mount Connectors 

Dimensions 

Straight PC Tail, Receptacles (Includes Socket Contacts) With .120 (3.15) Through-Mounting Holes 

PC Tails· .030 (0.76) Diameter Wire Wrap Post· .024 (0.61) Square 
.375 (9.52) .500 (12.70) 

Number of .127 (3.23) .158 (4.01) .183 (4.65) ± .020 (0.51) ± .020 (0.51) 
Contacts ±.020 (0.51) ± .020 (0.51) ±.020 (0.51) Long Post Long Post 
(Shell Size) Long Post Long Post Long Post (Two Wrap) (Three Wrap) 
9 (E) Commercial DEM9SE DEM9SM DEM9SZ DEM9SF1 79 DEM9SF179A 
9 (E) Military DEMM9SE DEMM9SM DEMM9SZ DEMM9SF179 DEMM9SF179A 

15 (A) Commercial DAM1 5SE DAM15SM DAM15SZ DAM15SF179 DAM15SF179A 
15 (A) Military DAMM15SE DAMM15SM DAMM15SZ DAMM15SF179 DAMMI5SF179A 
25 (B) Commercial DBM25SE DBM25SM DBM25SZ DBM25SF179 DBM25SF17 9A 
25 (B) Military DBMM25SE DBMM25SM DBMM25SZ DBMM25SF179 DBMM25SF179A 
37 (C) Commercial DCM37SE DCM37SM DCM37SZ DCM37SF179 DCM37SF179A 
37 (C) Military DCMM37SE DCMM37SM DCMM37SZ DCMM37SF179 DCMM37SF179A 
50 (D) Commercial DDM50SE DDM50SM DOM50SZ DD M50SF179 DD M50SF1 79A 
50 (D) Military DDMM50SE DDMM50SM DDM50SZ DDMM50SF179 DDMM50SF179A 

Straight PC Tail, Plug (Includes Pin Contacts) With .120(3.15) Through-Mounting Holes 

PC Tails· .030 (0.76) Diameter Wire Wrap Post · .024 (0.61) Square 

Number of .127 (3.23) 
Contacts ± .020 (0.51) 
(Shell Size) Long Post 
9 (E) Commercial OEM9PE 
9 (E) Military DEMM9PE 

15 (A) Commercial DAM15 PE 
15 (A) Military DAMM15PE 
25 (B) Commercial DBM25PE 
25 (B) Military DBMM25PE 
37 (C) Commercial DCM37PE 
37 (C) Military DCMM37PE 
50 (D) Commercial DDM50PE 
50 (D) Military DDMM50PE 

Printed Circuit Applications 

.235 

.158 (4.01) 
±.020 (0.51) 

Long Post 
DEM9PM 
DEMM9PM 
DAM15PM 
DAMM15PM 
DBM25PM 
DBMM25PM 
DCM37PM 
DCMM37PM 
DDM50PM 
DDMM50PM 

L ·REF. 

t~~ t 
t 

.030 (.012) ± .003 (0.08) -II-
TYP. 

Code 
(Last Letter 

of Part Number) 

M 

ITT Cannon 

Straight 
X 

±.020 (0.51) 
.127 (0.51 ) 
.158 (4.01) 
.183 (4.65) 

XDIM. 

.375 (9.52) .500 (12.70) 
.183 (4.65) ± .020 (0.51) ± .020 (0.51) 

± .020 (0.51) Long Post Long Post 
Long Post (Two Wrap) (Three Wrap) 
DEM9PZ OEM9PF179 DEM9PF179A 
DEMM9PZ DEMM9PF179 DEMM9PF179A 
DAM15PZ DAM15PF179 DAM 15PF179A 
DAMM15PZ DAMM15PF179 DAMM15PF179A 
DBM2 5PZ DBM25PF179 DBM2 5PF179A 
DBMM25PZ DBMM25PF179 DBMM25PF179A 
DCM3 7PZ DCM3 7PF179 DCM37PF179A 
DCMM37PZ DCMM37PF179 DCMM37PF179A 
DDM50PZ DDM50PF179 DDM50PF179A 
DDMM50PZ DDMM50PF179 DDMM50PF179A 

Wire Wrapping Applications 

Modification 
Code 
F179 
F179A 

Number of 
Wraps W 

.375 (9.52) 

.500 (12.7) 

H 
.625 (15.88) 
.750 (19.05) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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High Reliability, Military D Subminiature 

How to Order - High-Rei Printed Circuit Mount Connectors 

Right Angle PC Tail Receptacles. With Bracket (.120(3.15) Through-Holes Only) 
PC Tails· .030 (0.76) Diameter 

Number of .127 (123) .158 (4.01) .183 (4.65) 
Contacts ± .020 (0.51) ± .020 (0.51) ± .020 (0.51) 
(Shell Size) long Post long Post long Post 

9 (E) Commercial OEM9S0 DEM9SL DEM9SS 
9 (E) Military DEMM9SD DEMM9Sl DEMM9SS 

15 (A) Commercial OAM15SD DAM15SL DAM15SS 
15 (A) Military DAMM15S0 OAMM15Sl DAMM15SS 

25 (B) Commercial OBM25S0 DBM25SL OBM25SS 

25 (B) Military DBMM25SD OBMM25Sl DBMM25SS 

37 (C) Commercial OCM37SD DCM37SL DCM37SS 

37 (C) Military DCMM37SD OCMM37Sl DCMM37SS 

50 (0) Commercial 00M50SD 00M50SL 00M50SS 

50 (D) Military DDMM50SD ODMM50Sl DDMM50SS 

Right Angle PC Tail Plug. With Bracket (.120(3.15) Through-Holes Only) 

Number of 
Contacts 
(Shell Size) 

9 (E) Commercial 

9 (E) Military 

15 (A) Commercial 
15 (AI Military 

25 (B) Commercial 
25 (B) Military 

37 (C) Commercial 
37 (C) Military 

50 (0) Commercial 
50 (0) Military 

Dimensions-Right Angle 90° 0 Subminiature 

.127 (123) 
± .02D (0.51) 

long Post 
OEM9PD 

OEMM9PO 

OAM15PD 
OAMM15PO 
DBM25PO 

OBMM25PO 

OCM37PD 

OCMM37P0 
DOM50PO 

00MM50PO 

PC Tails· .030 (0.76) Diameter 
.158 (4.01) 

± .020 (0.51) 
.183 (4.65) 

± .020 (0.51) 
long Post long Post 

DEM9PL OEM9PS 

OEMM9Pl OEMM9PS 

OAM15PL OAM15PS 

OAMM15Pl OAMM15PS 

DBM25PL DBM25PS 

OBMM25Pl OBMM25PS 

OCM37PL OCM37PS 

OCMM37Pl OCMM37PS 
00M50PL 00M50PS 

ODMM50PL ODMM50PS 

Connectors with brackets cannot be ordered with float mounts or clinch nuts. 

1
.340 10-
(8.64) I 

.283 (7.19) 

2nd ROW 

1st ROW 

.030 (.012) ± .003 (0.08) '1 T-t
TYP.~ ·.-+ 

.112± .015 /' 
(2.84) ± 0.38) TYP. - I-

DE. DA. DB. DC Sizes 

Code 
last letter 
of PIN's 

ITT Cannon 

.283 (7.19) :::j 
CENTERLINE OF 

.395 (10.03) MTG. HOLE rr 3rd ROW 

2nd ROW 

1st ROW 

.030 (.012) ± .003 (0.08) i I. I I~ 
TYP.~~ 

.112 ± .015 ----I 10+-

Right Angle 
With 

Bracket 

(2 .84 ± 0.38) TYP. 

DD Size 

X 
± .020 (0.51) 

.127 (3.22) 

.158 (4.01) 

.183 (4.65) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 28 1 
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High Reliability, Military D Subminiature 

High-Rei Printed Circuit Mount Connectors 

Right Angle PC Tail Receptacles. Without Bracket (.120(3.15) Through-Holes) 
PC Tails· .030 (0.761 Diameter 

Number of .127 (3.231 .158 (4.011 .183 (4.651 
Contacts ± .020 (0.511 ± .020 (0.511 ± .020 (0.511 
(Shell Sizel long Post long Post long Post 
9 (EI Commercial OEM9SF OEM9SP OEM9SR 
9 (EI Military DEMM9SF DEMM9SP DEMM9SR 

15 (AI Commercial DAM15SF OAM15SP OAM15SR 
15 (AI Military DAMM15SF DAMM15SP DAMM15SR 
25 (BI Commercial OBM25SF OBM25SP OBM25SR 
25 (BI Military DBMM25SF DBMM25SP DBMM25SR 
37 (CJ Commercial OCM37SF OCM37SP OCM37SR 
37 (CI Military DCMM37SF DCMM37SP DCMM37SR 
50 (01 Commercial OOM50SF 00M50SP OOM50SR 
50 (01 Military DDMM50SF DDMM50SP DDMM50SR 

Right Angle PC Tail Plugs. Without Bracket (.120(3.15) Through-Holes) 

Number of 
Contacts 
(Shell Sizel 
9 (EI Commercial 
9 (EI Military 

15 (AI Commercial 
15 (AI Military 
25 (BI Commercial 
25 (BI Military 
37 (CI Commercial 
37 (el Military 
50 (01 Commercial 
50 (01 Military 

Dimensions-Right Angle 90° D Subminiature 

.127 (3.231 
± .020 (0.511 

long Post 
OEM9PF 
DEMM9PF 
OAM15PF 
DAMM15PF 
OBM25PF 
DBMM25PF 
OCM37PF 
DCMM37PF 
OOM50PF 
DDMM50PF 

1
.340 I-
(8.64) I 

.283 (7.19) 

2nd ROW 

1st ROW 

.030 (.012)± .003 (0.08) '. I-tO 
TYP. ~"""'" 

.112 ± .015 I I 
(2.84) ± 0.38) TYP. - -

DE. DA. DB. DC Sizes 

Code 
last letter 
of PIN's 

ITT Cannon 

PC Tails - .030 (0.761 Diameter 
.158 (4.011 

± .020 (0.511 
long Post 
OEM9PP 
DEMM9PP 
OAM15PP 
OAMM15PP 
OBM25PP 
DBMM25PP 
OCM37PP 
DCMM37PP 
OO M50PP 
DDMM50PP 

.283 (7.19) =:j 

.183 (4.651 
± .020 (0.511 

long Post 
OEM9PR 
DEMM9PR 
OAM15PR 
DAMM15PR 
OBM25PR 
DBMM25PR 
OCM37PR 
DCMM37PR 
OOM50PR 
DDMM50PR 

CENTERLINE OF 
.395 (l0.03) MTG . HOLE 

rt 
3rd ROW 
2nd ROW 

1st ROW 

.030 (.012) ± .003 (0.08) i I I l-=--r 
TYp.~",,

.112 ± .015 -----I '-

Right Angle 
Without 
Bracket 

(2 .84 ± 0.38) TYP. 

DO Size 

X 
± .020 (0.511 
.127 (3.221 
.158 (4.011 
.183 (4.651 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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High Reliability, Military D Subminiature 

PC Board Hole Patterns 

. 112 

(5.49) 
.108 

(2 .74) 

.984(24.99)1 

.216=1 f, 
2 HOLES 

.120DIA .~ , , ' L ' 
(3,05) , .0 •••. ~ 

/i·~~-1'V , ' .112(2,84) 
9 HOLES 
.055DIA. jJ .054(1.37) 

(1.40) 
.162(4.11) 

It 
DE Size 

t----- l.312(33.32)---I 

270(686) 
162(4.11 ) ,'~~f 

.054(137) 2 HOLES 

J ' % .120 DIA, 
~ ... oee.... (305) 'VJ-•••• &&~ , 

.1 12(2 .84 ) Y' , ' ~' (1.~~) "'-
.216(5.49) 

.324(8.23) 

It 
DA Size 

t------1.852(47.04)------I 

.652(16,56) 

(13.82) 

.326(8.28) 

.218(5.54) 

.544 ~ 

. 1Iin~). 
(2 .84) .109(2.77) 

~ -eeoooe+ •••••• ~ 
'fTT-A'· .. ···e~o&ee 

25 HOLESY i ' , ' " 055 (1 40) 

.055 DIA . .163(4.14) 
(1.40) 2 HOLES 

DB Size 

.120DIA. 
(3.05) 

1--------2.500(63.50)--------1 

DC Size 

t--------2.406(61 .11)--------l 

.435(11.05) 

.326(8.28) 

.218(5 .54) 

.109(2.77) 

.£hl.l-o oeoooo ••••••••• 
~- •••••••• &OeeOO~o 

J
. 'e'e'o'o ' " '.o&eoe&&~ 

.224(5,69 .055(1.40) 

.112(2.84) 

It 
DO Size 

. 163(4,14) 

.272(6.91) 

.381 (9.68) 

PC Tail 
Dia, 

018(0.711 

.030(0 .761 

040(1011 

2 HOLES 
.120DIA . 

(3.05) 

Recommended 
PC Board Hole 

Dia. 
.045(1.141 

.045(1.141 

.055(1401 

ITT Cannon Dimensions are shown in inch es (millimeters). 
Dimensions su bject to change . 283 
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High Reliability, Military D Subminiature 

MIL-C-24308 Cross Reference 

Military Cannon Military Cannon Military Cannon 
Part Number Part Number Part Number Part Number Part Number Part Number 

M2430S/1-1 DEMM9S M2430S/2 -4S5 DCMAMY37S-FO M2430S/6-5 ODMAM50SNM 
M2430S/1-2 OAMM15S M2430S/2-4S6 DOMAMY50S-FO M2430S /6-6 OEMAMT9SNM 
M2430S/1-3 OSMM25S M2430S/3-1 DEMM9P M2430B /6-7 OAMAMT15SNM 
M2430S/1-4 OCMM37S M2430S/3-2 DAMM15P M2430S/6-S OSMAMT25SNM 
M2430S/1-5 DDMM50S M2430S/3-3 OBMM25P M2430S /6-9 OCMAMT37SNM 
M2430S/1-12 OEMMF9S M2430S/3-4 DCMM37P M2430S/6-10 ODMAMT50SNM 
M2430S/1-13 DAMMF15S M2430S/3-5 DDMM50P M2430S /6-15 DDMAM7SSNM 
M2430S/1-14 DBMMF25S M2430S/3-12 OEMMF9P M2430S /6-259 OEMAMF9SNM 
M2430S /1-15 DCMMF37S M2430S/3-13 OAMMF15P M2430S/6-260 DAMAMF15SNM 
M2430S /1-16 DDMMF50S M2430S /3-14 DBMMF25P M2430S /6-261 OBMAMF25SNM 
M2430S/1 -23 DEMMY9S M2430S/3-15 DCMMF37P M2430S /6-262 OCMAMF37SNM 
M2430S/1-24 DAMMY15S M2430S /3-16 DDMMF50P M2430S /6- 263 ODMAMF50SNM 
M2430S /1-25 DBMMY25S M2430S /4-1 OEMAM9P M2430B /6-26S ODMAMF7SSNM 
M2430S /1-26 DCMMY37S M2430S /4-2 DAMAM15P M2430B/6-270 DEMAMFT9SNM 
M2430S/1-27 ODMMY50S M2430S /4-3 DBMAM25P M2430S /6-271 OAMAMFT15SNM 
M2430S/2-1 DEMAM9S M2430S/4-4 DCMAM37P M2430S /6-272 OBMAMFT25SNM 
M2430S /2-2 OAMAM15S M2430S /4-5 ODMAM50P M2430S /6-2 73 OCMAMFT37SNM 
M2430S /2-3 DBMAM25S M2430S /4-6 OEMAMT9P M2430S /6-274 DDMAMFT50SNM 
M2430S /2-4 DCMAM37S M2430S /4-7 DAMAMT15P M2430S /6-2S1 OEMAM9SNM-FO 
M2430S /2-5 DDMAM50S M2430S /4-S DBMAMT25P M2430S /2S2 OAMAM15SNM-FO 
M2430S /2-6 DEMAMT9S M2430S /4-9 OCMAMT37P M2430S /6-2S3 OBMAM25SNM-FO 
M2430S /2-7 DAMAMT15S M2430S /4- 10 ODMAMT50P M2430S /6-2S4 DCMAM37SNM-FO 
M2430S /2-S DSMAMT25S M2430S /4-15 ODMAM7SP M2430S/6-2S5 00MAM50SNM-FO 
M2430S/2-9 DCMAMT37S M2430S /4- 259 DEMAM9P-FO M2430S /6-290 DOMAM7SSNM-FO 
M2430S /2-10 DOMAMT50S M2430S /4- 260 OAMAM15P-FO M2430S /6-324 DEMAMF9SNM-FO 
M2430S /2-15 DDMAM7SS M2430S /4-261 OBMAM25P-FO M2430S /6-325 DAMAMF15SNM-FO 
M2430S /2-23 DEMAMF9S M2430S /4- 262 OCMAM37P-FO M2430S/6-326 DBMAMF25SNM-FO 
M2430S /2-24 DAMAMF15S M2430S /4-263 ODMAM50P-FO M2430S/6-327 DCMAMF37SNM-FO 
M2430S /2-25 DBMAMF25S M2430S /4-26S DDMAM7SP-FO M2430S /6-32S DOMAMF50SNM-FO 
M2430S /2-26 DCMAMF37S M2430S /4-302 OEMAMF9P M2430S /6-333 DDMAMF7SSNM-FO 
M2430S /2-27 DOMAMF50S M2430S /4-303 DAMAMF15P M2430S /6-453 DEMAMY9SNM 
M2430S /2-32 DOMAMF7SS M2430S /4-304 OBMAMF25P M2430S /6-454 DAMAMY15SNM 
M2430S /2-34 DEMAMFT9S M2430S /4-305 OCMAMF37P M2430S /6-455 DBMAMY25SNM 
M2430S /2-35 DAMAMFT15S M2430S /4-306 ODMAMF50P M2430S /6-456 DCMAMY37SNM 
M2430S/2-36 DBMAMFT25S M2430S /4-311 DCMAMF7SP M2430S /6-457 DDMAMY50SNM 
M2430S /2-37 DCMAMFT37S M2430S /4-313 DEMAMFT9P M2430S /6-464 DD MEMYT9SNM 
M2430S /2-3S DDMAMFT50S M2430S /4-314 DAMAMFT15P M2430S /6-465 OAMAMYT15SNM 
M2430S /2-2S1 DEMAM9S-FO M2430S /4-315 DBMAMFT25P M2430S /6-466 DBMAMYT25SNM 
M2430S /2-2S2 DAMAM15S-FO M2430S /4-316 DCMAMFT37P M243DS /6-467 DCMAMYT37SNM 
M2430S/2-2S3 DBMAM25S-FO M2430S /4-317 DDMAMFT50P M2430S /6-46S DDMAMYT50SNM 
M2430S /2-2S4 DCMAM37S-FD M2430S /4-324 DEMAMF9P-FD M2430S /6-491 DEMAMY9SNM-FD 
M2430S/2-2S5 DDMAM50S-FO M2430S /4-325 DAMAMF15P-FO M2430S/6-492 DAMAMY15SNM-FO 
M2430S /2-290 DDMAM7SS-FO M2430S /4-326 DBMAMF25P-FO M2430S/6-493 DBMAMY25SNM-FO 
M2430S /2-292 DEMAMF9S-FD M2430S /4-327 DCMAMF37P-FD M2430S /6-494 DCMAMY37SNM-FO 
M2430S/2-293 DAMAMF15S-FD M2430S /4-32S DDMAMF5DP-FD M2430S /6-495 DDMAMY50SNM-FD 
M2430S /2-294 DBMAMF25S-FO M2430S /4-333 DDMAMF7SP-FO M2430SI7-1 DEMM9PNM 
M2430S /2-295 DCMAMF37S-FO M2430S /5-1 DEMM9SNM M2430SI7-2 DAMM15PNM 
M2430S /2-296 DDMAMF50S-FO M2430S /5-2 DAMM15SNM M2430SI7-3 DSMM25PNM 
M2430S/2-301 DDMAMF7SS-FO M2430S /5-3 DBMM25SNM M2430SI7-4 DCMM37PNM 
M2430S/2-335 DBMAMR25S-FO M2430S /5-4 DCMM37SNM M2430SI7-5 DDMM50PNM 
M2430S/2-336 DCMAMR37S M2430S /5-5 DDMM5DSNM M243DS17 -12 DEMMF9PNM 
M243DS /2-341 DAMAMR15S M2430S/5-12 DEMMF9SNM M2430S17 -13 DAMMF15PNM 
M2430S /2-342 DEMAMY9S M2430S/5-13 DAMMF15SNM M2430S17 -14 DBMMF25PNM 
M2430S /2- 343 DAMAMY15S M2430S /5-14 DBMMF25SNM M2430S17 -15 DCMMF37PNM 
M2430S /2-344 DBMAMY25S M2430S /5-15 DCMMF37SNM M243DS17 -16 DDMMF50PNM 
M2430S /2 -345 DCMAMY37S M2430S /5-16 DDMMF50SNM M243DS /S-1 DEMAM9PNM 
M2430S /2 -346 DDMAMY50S M2430S /5-23 DDMMY9SNM M243DS /S-2 DAMAM15PNM 
M2430S /2-353 DEMAMYT9S M2430S /5-24 DAMMY15SNM M2430S /S-3 DBMAM25PNM 
M2430S /2-354 DAMAMYT15S M2430S /5-25 DBMMY25SNM M2430S/S-4 DCMAM37PNM 
M2430S /2-355 DBMAMYT25S M2430B /5-26 DCMMY37SNM M2430S /S-5 DDMAM50PNM 
M2430S/2-356 DCMAMYT37S M2430S/5-27 DDMMY50SNM M2430S/S-6 DEMAMT9PNM 
M2430S /2-357 DDMAMYT50S M2430S/6-1 DEMAM9SNM M2430S /S-7 DAMAMT15PNM 
M2430S/2-4S2 DEMAMY9S-FO M2430S/6-2 DAMAM15SNM M2430S /S-S DBMAMT25PNM 
M2430S /2-4S3 DEMAMY15S-FO M2430S /6-3 DBMAM25SNM M2430S/S-9 DCMAMT37PNM 
M2430S /2 -4S4 DEMAMY25S-FO M2430S /6-4 DCMAM37SNM M2430S /S-10 DDMAMT50PNM 
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High Reliability, Military D Subminiature 

MIL-C-24308 Cross Reference (Continued) 

Military Cannon Military Cannon Military Cannon 
Part Number Part Number Part Number Part Number Part Number Part Number 

M2430B IB-1S DDMAM7BPNM M2430B 1 23-B DAMM1SSZ M2430B124-B DAMM1SPZ 
M2430BIB-2S9 DEMAM9PNM-FO M2430B123-9 DBMM2SSZ M2430B124-9 DBMM2SPZ 
M2430B IB-260 DAMAM1SPNM-Fo M2430B123-10 DCMM37SZ M2430B124-10 DCMM37PZ 
M2430BIB-261 DBMAM2SPNM -Fo M2430B 1 23-11 DDMMSOSZ M2430B I 24-11 DDMMSOPZ 
M2430B 1 B-262 DCMAM37PNM-Fo M2430B 1 23-13 DEMM9SH M2430B124-13 DEMM9PH 

M2430B 1 B- 263 OoMAMSOPNM-Fo M2430B 1 23-14 oAMM1SSH M2430B124-14 oAMM1SPH 
M2430BIB-269 DDMAM7BPNM-FO M2430B123-1S DBMM2SSH M2430B124-1S DBMM2SPH 
M2430BIB-302 OoEMAMF9PNM M2430B 1 23-16 oCMM37SH M2430B 124-16 oCMM37SH 
M2430BIB-303 DAMAMF1SPNM M2430B 1 23-17 ooMMSOSH M2430B124-17 ooMMSOPH 
M2430BIB-304 oBMAMF2SPNM M2430B 1 23-19 oEMM9SX M2430B124-19 OEMM9PX 

M2430BIB-30S DCMAMF37PNM M2430B123-20 DAMM1SSX M2430B124-20 oAMM1SPX 
M2430B IB-306 DDMAMFSOPNM M2430B123-21 DBMM2SSX M2430B124-21 OBMM2SPX 
M2430B IB-311 ooMAMF7BPNM M2430B123-22 oCMM37SX M2430B124-22 DCMM37PX 
M2430BIB-313 DEMAMFT9PNM M2430B123-23 DDMMSOSX M2430B124-23 DD MMSOPX 
M2430BIB-314 DAMAMFT1SPNM M2430B123-2S DEMM9SD M2430B124-2S DEMM9Po 

M2430B IB-3 1S DBMAMFT2SPNM M2430B123-26 DAMM1SSD M2430B 124-26 OAMM1SPD 
M2430B IB-316 DCMAMFT37PNM M2430B123-27 DBMM2SSD M2430B 124-27 DBMM2SPD 
M2430B I B-317 ODMAMFTSOPNM M2430B123-2B DCMM37SD M2430B124-2B DCMM37PD 
M2430BIB-324 OEMAMF9PNM-Fo M2430B123-29 DOMMSOSo M2430B124-29 DDMMSOPD 
M2430B IB-32S DAMAMF1SPNM-FO M2430B 123-31 DEMM9SL M2430B 124-31 OEMM9PL 

M2430BIB-326 DBMAMF2SPNM-FO M2430B123-32 DAMM1SSL M2430B 124-32 OAMM1SPL 
M2430B IB-327 DCMAMF37PNM-FO M2430B123-33 DBMM2SSL M2430B124-B DBMM2SPL 
M2430B IB-32B DDMAMFSOPNM-Fo M243OB123-34 DCMM37SL M2430B 124-34 DCMM37PL 
M2430B IB-333 DDMAMF7BPNM-Fo M2430B123-3S DOMMSOSL M2430B 124-3S DDMMSOPL 
M2430B19-1 DEH9POo2 M2430B123-37 DEMM9SA M2430B 124-37 OEMM9PA 

M2430B19-2 DAH1SP002 M2430B123-3B DAMM1SSA M2430B124-3B DAMM1SPA 
M2430B 19-3 DBH2SPoo2 M2430B 123-39 DBMM2SSA M2430B124-39 DBMM2SPA 
M2430B/9-4 DCH37Po02 M2430B123-40 DCMM37SA M2430B 1 24-40 DCMM37PA 
M2430B19-S DDHSOP002 M2430B123-41 DOMMSOSA M2430B124-41 oDMMSOPA 
M2430B19-6 DEH9P001 M2430B123-43 DEMM9SG M2430B124-43 DEMM9PG 

M2430B19-7 DAHl SPOOl M2430B123-44 DAMM1SSG M2430B124-44 DAMM1SPG 
M2430B /9-B DBH2SPoo1 M2430B 123-4S DBMM2SSG M2430B124-4S DBMM2SPG 
M2430B /9-9 DCH37Po01 M2430B123-46 DCM M37SG M2430B 124-46 DCMM37PG 
M2430B 19-10 DDHSOP001 M2430B123-47 DDMMSOSG M2430B124-47 DDMMSOPG 
M2430BI9-11 DEH9P202 M2430B123-49 DEMM9SS M2430B124-49 DEMM9PS 

M2430B /9-12 DAH1SP202 M2430B 123-S0 DAMM1SSS M2430B124-S0 DAMM1SPS 
M2430B /9-13 DBH2SP202 M2430B123-S1 DBMM2SSS M2430B124-S1 DBMM2SPS 
M2430B19-14 DCH37P202 M2430B123-S2 DCMM37SS M2430B124-S2 DCMM37PS 
M2430B 19-1S DDHSOP202 M2430B123-S3 DDMMSOSS M2430B 124-S3 DDMMSOPS 
M2430B /9-16 DEH9P201 M2430B123-SS DEMM9SW M2430B124-SS DEMM9PW 

M2430B I9-17 DAH1SP201 M2430B123-S6 DAMM1SSW M2430B124-S6 DAMM1SPW 
M2430B 19-1B DBH2SP201 M2430B123-S7 DBMM2SSW M2430B124-S7 DBMM2SPW 
M2430B 19-19 DCH37P201 M2430B 123-SB DCM M37SW M2430B 124-SB DCMM37PW 
M2430B 1 9-20 DDHSOP201 M2430B 123-S9 DDMMSOSW M2430B124-S9 DDMMSOPW 
M2430B 123-1 DEMM9SM M2430B124-1 DEMM9PM M2430B126-1 D2041B-2 

M2430B 1 23-2 ODAMM1SSM M2430B124-2 DAMM1SPM M2430B 126-2 D2041B-39 
M2430B 123-3 DDBMM2SSM M2430B124-3 DBMM2SPM 
M2430B 123-4 DCMM37SM M2430B124-4 OCMM37PM 
M2430B 1 23-S ODMMSOSM M2430B124-S DDMMSOPM 
M2430B 123-7 DEMM9SZ M2430B124-7 DEMM9PZ 
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Grommet D Subminiature GD* 

Standard [)ata 

How to Order 

SERIES PREFIX 
GD - Grommet D 

SHELL SIZE 
E, A, B, D 

• Environmental Protection 
• MIL-C-2430S Compatibility 
• Reliability and Versatility 
GD* connectors are ideal for aerospace, military, 
telecommunications and other applications requir
ing environmental protection and high reliability. 

MATERIALS AND FINISHES 

Shell 

Insulator 

Contacts 

Float Mount Hardware 

Gro mmets and Seals 

Bonding Materials 

Materials 

low carbon steel per ASTM·A·620 

Oiallyl phthalate per Mll·M·1 4 
type SOG·F or GDI·30F 

Copper all oy 

Stainless steel 

Silicone elastomer 

Epoxy 

MECHANICAL FEATURES 
Wire Acco mmodation - Contact: #20. #22. #24 AWG. 

ITT Cannon developed GD* connectors to meet the 
needs of the avionics industry. These connectors 
provide high-density and moisture protection. 

Environmental protection is accomplished by the 
resilient grommet, interfacial seal, and bonded 
connector components. 

ITT Cannon is the first and only connector manu
facturer to offer a crimp-removable environmental 
series with M2430S compatibility. 

Finishes 

Ye llow chromate over cadmium per QQ·PA16. 
Type II. Class 2 

Standard fi ni sh: Gold 50 microinches thickness 
per Mll·GA5204. Type II. Grade C. Class 1. 
over copper per Mll·C·14350 

Passivated per QQ·P·35 

Wire 0.0 . . 071 (1.80) maximum .. 038 (0.97) minim um. 
Contact Retent ion - 9 Ibs. minimum (40N) after 10 insertions 

ELECTRICAL DATA 
Test Voltage AC RMS 60 Hz 

Sea level 20,000 Ft. 50.000 Ft. 70.000 Ft. 

Average Flashover 1.000 1.000 500 500 

Test 1.000 650 325 325 

Maximum Current Ca rrying Capaci ty of Contacts - #20 Contacts: 5 Amps 
Tem peratu re Ra nge - - 65'C to + 150'C (- 53.9'F to + 302'F) 

GD B 25 P ** 

SERIES PREFIX ______________ T_T---'J J SHELL SIZE----------------------'-

MOUNTING TYPE 

CONTACT ARRANGEMENT 

CONTACT TYPE:-- - --- - ------- ---------' 

MODIFICATION----------- - - ------ - ------' 

MOUNTING TYPE 
No Designator - .120 (3.05) Diameter Mounting 
Holes 
Y - Float Mount for Rear and Front Panel 
Mounting 

CONTACT ARRANGEMENTS 
9, 15, 25, and 50 

ITT Cannon 

CONTACT TYPE 
P - Pin, crimp termination 
S - Socket crimp termination 
PB - Pin, printed circuit termination with non

removable straight tails for .125 (3 .1S) 
maximum P.C. Board th ickness 

MODIFICATIONS (Typical Modifiers) 
FO - Connectors supplied Less Contacts 
A 156 - Connectors supplied with contacts plat

ed per MIL-G-45204 Type II Class 1 
(M2430S Finish) 

Dimensions are shown in inches (mill imeters). 
Dimensions subject to change. 
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Grommet D Subminiature GD* 

Performance Specifications 

Design Features 

Socket Connector 
Resilient sil icone grommets for wire sealing 

• Interfacial seals 
• Closed-entry socket contacts 
• Bonded components to prevent moisture 

seepage 
• Optional sealing plugs 

Pin Connector 
• Uses M39029 type contacts and termination 

tooling 
• Intermateable with most M2430B type 

connectors 
• Rear-release crimp contacts 
• LITTLE CAESAfrJ contact retention assembly 

Printed Circuit Applications 

GD* Connectors meet all applicable requirements of MIL-C-2430B. The following are excerpts from 
ITT Cannon Test Report CB2-7B applicable to environmental 0 Subminiature GD* series connectors. Refer 
to MIL-C-2430B Test Extracts on page 297. 

Test 
Description 

Moisture Resistant 

Fluid Immersion 

Immersion 

MIL·STD·1344 

Test 
Method 

Method 1002.1 Type II 

20 hours immersion in hydraulic fluid per MIL·H·5606 
and lubricating fluid per MIL·L·23699. 

Two hours immersion in tap water at a depth of 36.00 
(914.401 in mated condition. per MIL-STD 810. 
Method 51 2. Procedure 1. 

Results 

1. No deterioration of performance. 
2. Insulation resistance greater than 100 megohms. 
3. No evidence of flashover or breakdown during 1000 VAC 

OWV testing. 

1. No detrimental damage. 
2. Able to meet requirements of mating and unmating forces 

test. 

While sti ll immersed. the mated connectors exceeded 100 
megohm insulator resistance and exhibited no evidence of 
breakdown or flashover during 1000 VAC (RMSj DWV 
testing. 

BONDING 

SHELL 
FRONT 

INSULATOR CONTACT 

INSULATOR 

PIN 
CONTACT 

RETAINI NG 
CLIP 

SHELL_~",----~_ 
FRONT 

SHELL 
REAR 

BONDING 

INTERFACIAL CONTACT SHELL 
SEAL RETAIN ING REAR 

CLIP 

GROMMET 

GROMMET 

GD* Pin connectors are available with pre-loaded. 
non -removable contacts for P.C. board termination_ 
Typical Part No. GDB-25PB. Environmental sealing 
is accomplished by application of epoxy to each 
contact cavity. interfacial seals. and bonded con
nector components. 

BONDING 

PIN 
CONTACT 1

.159 (4.04) 

.136 (3.45) 

""",,""---.i ~ 
~~~--, 

ITT Cannon 

INTERFACIAL 
SEAL 
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EPOXY 

.032 (0.81) 
0.28 (0.71) 
DIA. TYP. 
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Grommet D Subminiature GD* 

Contact Arrangements 

Face View Pin Insert 

Shell Size 
Contact Arrangement 
Contact Size 

Contacts 

E 
9 

# 20 

A 
15 

#20 

Finish 

Standard 
Gold I Nickel 

A156 
Gold I Copper 

123" S 6 7' 9 1011 12 13 ••••••••••••• 
•••••••••••• 
1" Ij 1617181920 2122 232" 25 

B 
25 

#20 

Type 

Pin # 20 

Socket #20 

Pin # 20 

Socket #20 

.,'- .............. '33-• ••••••••••••••• 
!!!~II!~~~!~!~!!I 

ITT Cannon 
Part Number 

330·5291 ·000 

031 ·1007·000 

330·5291·037 

031 ·1007·042 

D 
50 

#20 

Military 
Part Number 

M39029 /64·369 

M39029 /63·368 

Accessories ( ------ ------- --------l 
SEALING PLUGS: GD* grommets are designed to 
accept MS27488-20 sealing plugs, ITT Cannon 
PIN 225-0070-000 ordered separately. 

LOCKING HARDWARE, DUST CAPS: GD* Connec
tors will accommodate most standard 0 Subminia
ture accessories. 

BACKSHELLS: Consult factory. Backshell ordering 
information is found in the accessories section of 
the catalog, see pages 301-308. 

Tooling -- Crimp Tools ( 
--~---~----------------------------------------

M22 520/2-01 with M22520/2-08 locator. Semi
automatic and ful ly automatic tooling is also avail
able. 

Insertion/Extraction Tool (Plastic) 
Contact 

Size 
#20 

ITT Cannon 

ITT Cannon 
Description 
CIET·20HOL 

ITT Cannon 
Part Number 

274·7010·000 

Insertion 
Color Tip 

White 

o Subminiature Products, 1851 E. Oeere Ave, P. O. Box 35000, Santa Ana, CA 92705·6500 • (714) 261 ·5300 

Extraction 
Color Tip 

Green 



Grommet D Subminiature 

Standard Shell Dimensions 

=m~ -JK 
I rr- J 

tttm 
--l x MAX. I--

Front 

Shell With Float Mount Dimensions 

.031 (0'79)Q . 
± .005 (0.13) nL I" .130 (3.30) MAX . 

. 049 (1 .24)-f.j t7--

DIAMETRICAL FLOAT 
MAX. 111 11 .031 (0.79)TOTAL 

.089 (2.26) ± .003 (0.08) WASHER 
DIA'1--

Front 

It is re commen ded that only one assembly, either 
pin or socket. be float mounted . For front panel 
mounting use reverse float mount. 

A B. B' C 
Part Number ±.015 ±.010 ±.010 ±.005 
by Shell size (0.381 (0.251 (0.251 (0.121 
GOE-9P 1213 (30.811 .666 (16.911 .984 (24.991 
GOE-9S 1.213 (30.811 .640 (16.251 .984 (24.991 
GOA-15P 1541 (39.141 .994 (25.241 1312 (33.321 
GOA- ISS 1541 (39.141 .958 (24.581 1.312 (33.321 
GOB-25P 2088 (51031 1534 (38.961 1852 (47.041 
GOB-25S 2.088 (51031 1508 (38.301 1852 (47.041 
GOO-50P 2.635 (66.921 2.079 (52.811 2406 (61111 
GOO-50S 2.635 (66.921 2.062 (52371 2.406 (6 11 11 
* dimensions B. D. G. and H are measured as outside dimensions at 

the bottom of draw. 

NOTE: B. and O. are the outside dimensions for 
socket side, B' and 0' are the inside dimen-
sions for pin side. 

RIVET 

OVERALL FREE 
FLOAT .004-,012 

(0.10)-(0.30) 

V-Roat Mount 

O. 0' E H 
±.010 ±.010 ±.015 ±.010 
(0.521 (0.381 (0.381 Max. (0251 

329 (8361 .494 (12.551 .750 (19.051 .422 (10 .. 721 
308 (7.821 .494 (12.551 .750 (19.051 .422 (10.721 

329 (8361 .494 (12.551 1093 (27.761 .422 (10.721 
.308 (7.821 .494 (12.551 1093 (27.761 .422 (10.721 

329 (8361 .494 (12.551 1625 (41.281 .422 (10.721 
.l08 (7.821 .494 (12.551 1625 (41.281 .422 (10.721 

.436 (11.07( .605 (15371 2.162 (54.911 .534 (13.561 
.420 (10.871 .605 (15371 2.162 (54.911 .534 (11561 

ITT Cannon 

GD* 

Rear 

Rear 

J K l M 
±.010 ±.010 ±.010 ±.015 X 
(0.251 (0.251 (0.251 (0.381 Max. 

.030 (0.761 .236 (5.991 .045 (1.141 .422 (10.721 .718 (18.241 

.030 (0.761 .243 (6.171 .045 (1.141 .429 (10.901 .718 (18.241 

.030 (0.761 .236 (5.991 .045 (1.141 .422 (10.721 .718 (18.241 

.030 (0.761 .243 (6.171 .045 (1.141 .429 (10.901 .718 (18.241 

.039 (0.991 .231 (5.871 .060 (1521 .426 (10.821 .718 (18.241 

.030 (0.761 .243 (6.171 .045 (1521 .429 (10.901 .718 (18.241 

.039 (0.991 .231 (5.871 .060 (1521 .425 (10.821 .718 (18.241 

.030 (0.761 .243 (6.171 .045 (1521 .429 (10.901 .718 (18.241 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 289 
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Bulkhead D Subminiature D*BMA 

How to Order 

Shell Dimensions 

1iT-=1- ~ 1== B., ~ 

_t - I; : _I --L 
E -(<f~ + -»q>]--'1 0 

LjlW'm -r 
.120 ± .005 

(3.05 ± .127) 

Part Number A B C 
by Shell Size ± .015 (0.381 ±.010 (0.251 ± .005 (0.13) 
DEBMA·9PS 1213(30.81) .697(17.70) .984(24.99) 
DABMA·15PS 1.541(39.14) 1.025(26.04) 1.312(33.32) 
DBBMA·25PS 2.088(53.04) 1.583(40.21) 1.852(47.04) 
DCBMA·37PS 2.729(69.29) 2.231 (56.67) 2.500(63.50) 
DDBMA-50PS 2.635(66.93) 2.127(54.03) 2.406(61.11) 

The D*BMA feed-thru bulkhead connector is used 
when it is desirable to connect and disconnect a 
cable on both sides of a bulkhead or panel. This 
connector can also be used as a connector saver in 
test equipment applications where more than nor
mal mating and unmating would soon degrade a 
permanently mounted connector. It features the 
industry proven LITTLE CAESAR® rear release 
contact retention assembly, making it field repair
able. 

DAB MA - 15 PS 

SERIES PREFIX------------------'T T j 
SHELL SIZE--------------------1J 

BULKHEAo--------------------' 

C~SS----------------------~ 

MOUNTING TYPE--------------------------------------' 

CONTACT ARRANGEMENTS--------------------' 

CONTACT TYPE----------------------- -' 

SERIES PREFIX 
D - ITT Cannon Designation 

SHELL SIZE 
E. A, B, C and D 

BULKHEAD 
B 

C~SS 
MA - LITTLE CAESAR rear re lease contact reten-

tion assembly 

Section AA 

0 E F G H 

MOUNTING TYPE 
No designator - 120 (3 .05) thru hole 
N - #4-40 UNC-2B thru threads 

CONTACT ARRANGEMENTS 
9, 15, 25, 37 and 50 (See page 292) 

CONTACT TYPE 
PS - Pin I Socket 

Section BB 
L_I 1_ 

--;J r M (REF.) 

-f-L"" '"'' "" REF. 

J K L M 
± .010 (0.25) ±.015 (0.38) ± .010 (0.25) ± .010 (0.251 ± .010 (0.25) ± .010 (0.25) ± .010 (0.25) ± .015 (0.18) ±.010 (0.25) 

.360(9.14) .494(12.55) .861 (21 .87) .236(5.99) .243(6.17) .308(7.82) .640(16.26) .417(10.59) .388(9.86) 

.360(9.14) .494(12.55) .861 (21.87) .236(5.99) .243(6.17) .308(7.82) .968( 24.59) .417(10.59) .388(9.86) 

.378(9.60) .494(12.55) .865(21.97) .231(5.87) .243(6.17) .308(7.82) 1.508(38.30) .417(10.59) .388(9.86) 

.378(9.60) .494(12.55) .865(21.97) .231(5.87) .243(6.17) .308(7.82) 2.156(54.76) .417(10.59) .388(9.86) 
.484(12.29) .605(15.37) .865(21.97) .231 (5 .87) .243(6.17) .420( 1 0.67) 2.062(52.37) .417(10.59) .388(9.86) 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensions subiect to change. 
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Environmental D Subminiature D*D 

Standard Data 

Test Data 

The Cannon 0*0 Environmental Series is designed 
to meet the demand for sealed subminiature rectan
gular plugs with superior vibration and moisture 
resistance characteristics for aircraft. missile. and 
ground support equipment applications. 

der and crimp versions. all assemblies are provided 
with nylon potting cups and dust caps. 

Solder type contacts are non-removable and are 
factory-installed. Crimp type connectors utilize the 
field-proven LITTLE CAESAR® rear insertion. rear
release retention system. Featuring a rugged aluminum shell and peripheral 

seal. the 0*0 connector meets all applicable re
quirements of MIL-C-2430B. Available in both sol-

PLEASE NOTE: The 0*0 Series is not intermate
able with other 0 Subminiature connectors. 

Shell 
Contacts 

Insulator 
Contact Termination 

Socket Type 
Float Mounting Rivets & Washers 

Voltage Rating 
Insulation Resistance 
(per MIL-C-24308) 
Contact Voltage Drop 
Contact Separation Force 
Air Leakage 

Vibration 
(per MIL-C-24308) 

Corrosion Resistance 
(per MIL-C-24308) 

Moisture Resistance 
(per MIL-C-24308) 
Shock 
Environmental Seal 
Contact Retention Force 

Standard Layout Plugs 

ITT Cannon 

Aluminum. cadmium plated with yellow chromate supplementary coating. 
Solder pot: Copper alloy. gold plated .00002 (0.0005) over nickel .00004 (0.0010). Crimp type: Copper 
alloy. gold plated .00002 (0.0005) over nickel .00004 (0.0010). 
Diallylphthalate. per MIL-M-14. Type MDG or SDG·F. 
Solder pot accommodating up to #20 AWG stranded wire. Crimp type accommodating #20. #22. and #24 
AWG stranded wire. 
Closed entry 
Stainless steel 

Specifications 
All voltage figures are AC (rms). 60 cps. measured at approximately 25.0·C 50% RH. 
Greater than 5.000 megohms. determined in accordance with MIL-STD-202A. Method 302. 

2.67 millivolts. maximum. per amp. 
1 to 8 ounces when tested in accordance with MIL-C-24308. 
When properly wired and potted. 1 cubic inch of air per hour max. when subjected to 30 PSI pressure 
differential in accordance with MIL-C·5015D. Paragraph 4.5.3.1. 
Exceeds test requirements of MIL·STD-202A. Method 204. Condition D.t 

Exceeds requirements of 50 hour exposure to salt spray in accordance with MIL-STD-202A. Method 
lOlA. Condition B. 
Exceeds requirements of MIL-STO-202A. Method 106. 

Exceeds requirements of MIL-STD-202A. Method 213. Condition G. 
Effective from full engagement to 1/16 short of full engagement. 
(Crimp type) 8 pounds (35.6 newtons) minimum for first cycle; 5 pounds (22.2 newtons) minimum 
after tenth cycle. 
Measured from contact-to-contact. and contact-to-shell in unmated condition. 

ALTITUDE (FEET) 

Sea 
Level 20.000 50.000 70.000 

Average 
Flash- 1700 1000 650 500 
over 

Test 1250 750 475 375 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 291 
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Environmental D Subminiature D*D 

How to Order 

SERIES PREFIX 
ITT Cannon Designation 

SHELl SIZE 
A. B. C. D. E 

SERIES PREFIX 
ITT Cannon Desi gnation 

SHELL SIZE 
A. B. C. D. E 

Contact Arrangements 

Face View Pin Insert 

Shell Size 
Contact Arrangement 
Contact Size 

Shell Size 
Contact Arrangement 
Contact Size 

E 
9 

#20 

Solder Cup Terminals 
DAD - 15 S A

SERIES PREFIX--------------- ---'T T T 
SHELl SIZE- --------------- ---'- I 

CLASS- - ---------------------' 

CONTACT ARRANGEMENT----------- ------ -' 

CONTACT TYPE-------------------

MOUNTING STYlE------------ -----------' 

MOOIFICATION-------------------- -----' 

CLASS 
D - Environmental 

CONTACT ARRANGEMENT 
9. 15. 25. 37. 50 

CONTACT TYPE 
P - Pin 
S - Socket 

Snap-In Crimp Terminals 

MOUNTING STYlE 
A - Standard mounting holes 
B - Float mounts supplied 

MODIFICATION 
Consul t factory 

o A OA F - 15 P - FO 

SERIES PRE_FI_X _______ _ _ _______ T----'T T 
SHELL SIZE - I 

CLASS------------------------' 

MOUNTING STYlE-------------------' 

CONTACT ARRANGEMENTS----------------

CONTACT TYPE------------------------' 

MOOIFICATlON-------------------------' 

CLASS 
DA - Environmental. crimp type 

MOUNTING STYlE 
No Designator - Standard mount ing 
F - Float mounts supplied 

CONTACT ARRANGEMENTS 
9. 15. 25. 37. 50 

A 
15 

#20 

CONTACT TYPE 
P - Pin 
S - Socket 

MODIFICATION 
FO - Connector supplied less contacts. for other 

modifications consult factory 

1 23 . S 6 7 8 9 10 " 12 13 ••••••••••••• 
•••••••••••• 
1 ~ 1.S 16 17 18 19 20 21 22 23 24 2 .1 

B 
25 

#20 

123. S 678910" 12 131415 16171819 ••••••••••••••••••• 
•••••••••••••••••• •• anM.uv.n • • • n ••• v 

C 
37 

#20 

ITT Cannon 

D 
50 

#20 

o Subminiature Products. 1851 E. Deer. Av •. P.O. Box 35000. Santa Ana. CA 927 05-6500 • (714) 261-5300 



Environmental D Subminiature D*D 

Mounting Dimensions 

.189 ± .015" .292 ± .010" 
(4 .29 ± 0.38) (7.42 ± 0.25) .324 ± .010 ' 

~R~U~R~~~~~F~~~ 
t 

.133 ± .010 " (2 .23 ± 0.25) 

U{:'~5)@~~e:_~ 
RECEPT. 

RECEPT. I 

Figure 1 Figure 2 
Figure 3 Figure 4 

4-40 NC2A TH READ 

.230 ± .013" .280 ± .0 13" 
(5.85 ± 0.32) (1.60 ± 0.32) 

L~§~~ 
~ RECEPT. ~ 

.230 ± .013" .194 ± .OOS" 
(5.S5 ± 0.32) (4.94 ± 0.19) 

~-.~~-~ 
RECEPT. 

Figure 5 Figure 6 

NOTE: Max panel thickness is .125 (3 .17) for 
non-floating rear panel mounting. 

1. With both connectors rear mounted, use #4-40 
flat head screws flush with the panel (Fig . 1). 

2. With both connectors front mounted, use #4-40 
binder or pan head screws (Fig. 2) . 

3. With both connectors rear mounted (float rivets 
on plug assembly side), use #4-40 flat head 
screws, flush with the panels (Fig. 3). 

4. With both connectors front mounted (plug as
sembly has float mounting screw), use #4-40 
binder or pan head screws for receptacle as
sembly (Fig. 4). 

Panel Cutouts 

5. With plug assembly front mounted and recepta
cle assembly rear mounted, use hardware from 
Figures 5 and 6. 

6. With plug assembly front mounted and recepta
cle assembly rear mounted (plug assembly has 
float mounting screw), use hardware from Figure 
1 for receptacle assemb ly. 
* Dimensions between panels represent the rec

ommended limit to be used in the design of the 
connector mounting method. 

7. With plug assembly rear mounted and receptacle 
assembly front mounted, use hardware from 
Figures 1 and 2. 

8. With plug assembly rear mounted (float rivets) 
and receptacle assembly front mounted, use 
hardware from Figures 2 and 3. 

9. Electrical contact engagement when mounted 
per Figure 1 is .046(1.17) min.I.070(1.78) max. 

NOTE: Float rivets are for rear mounting only and 
float screw for front mounting only. (Specify when 
ordering.) 

USE .120(3.05) DIA. HOLE OR 4-40 TAP (CUSTOMER PREFERENCE) FOR FRONT MOUNTING . 
FOR REAR MOUNTING USE .120(3.05) DIA. HOLE COUNTERSUNK FOR FLATHEAD SCREW. 

I' _________ : ___ nn __ ·I~ T~~~gC6) R. MAX. 

T ---;::.::/ ..:c L, 1 

j ~!\Lnm __ mmnj:ti i 
14 : .1 .1 

A C 0 F 
Shell Size ±.010 Min. ± .010 Min. ± .006 
OEO-9 1.442(36.631 .839(21.31l .814(15.601 .497(12.621 1.125(28.581 
DAD-IS 1.755(44.581 1.157(29.391 .614(15.601 .497(12.621 1.437(36.501 
080·25 2.295(58.291 1.697(43.101 .614(15.601 .497(12.621 1.993(50.621 
oCo·37 2.937(74.601 2.357(59.871 .614(15.601 .497(12.621 2.625(66.681 
000·50 2.859(72.621 2.265(57.531 .735(18671 .610(15.491 2.531 (64.291 
Add .032 (O .Bl) to dimensions C and E for float mounting. 
Note: Panel cutout does not allow for potting cup clearance. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 293 
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Environmental D Subminiature 

Shell Dimensions, Standard Mount 

Receptacle 

Plug 

r-AMAX.-l 

~ "1061 ± .005 
~.~0.13) 

Li=~~t 

l-- A MAX. -..I 
.061 ± .005 I I 

"55'IB 
l~:~ 

Float Mount Dimensions 

Receptacle 

J'.~ 1032 

<0'>1 
I I TOTAL 

DIA. FLOAT 

L -1 
031 + 005 I--N ~ .061 ± .005 'Lr:= ~+ (0.79 ± '0. 13) L (1.55 ± 0.13) 

Plug 

.061 ± .005 

(1.55 ± 0.13) L~~~~S~. r 

.032 (0.81) 
TOTAL 
DIA. FLOAT 

I- E-J .677 (17.20) MAX. 

'-~MAX' I CONTACT EXTENSION 

.874 
(22.20) 
MAX·L 

~ t 
.058 ± .005 P ~ 
(1.47 ± 0.13) 

.299 (7.59) 
MAX. 

ii
CONTACT 

f- E EXTENSION 
I MAX. 

-.- * .904 
(22.96)L =*--T .677 

M~ 1 (17.20) 

.425 ±~~~, t =.r p I-~ 
(10.80 ± 0.13) .089 ± .005 

(2.26 ± 0. 13) 

--I E t- .677 (17.20) MAX. 

L-~IMAX' I CONTACT 

.874 
(22.20) 

MAX . ..L 
TT\.p~ t 

.058 ± .005 
0.47 ± 0.13) 

EXTENSION 

.299 (7.59) MAX. 
CONTACT 
EXTENSION 

677 
(17.20) 

NOTE: All D*D Environmental plugs and receptacles are provided with dust caps and removable potting cups. 

Part Number 
by Shell Size A E K L 
DED-9P .915(23.24) .596(15.14) 1.125(28.58) 1.442(36.63) 
DED-9S .915(23.24) .596(15.14) 1.125(28.58) 1.442(36.63) 
DAD-15P 1.233(31.32) .596(15.14) 1.437(36.50) 1.755(44.58) 
DAD-1 SS 1.233(31.32) .596(15.14) 1.437(36.50) 1.755(44.58) 
DBD-2SP 1.786(45.36) .596(15.14) 1.993(50.62) 2.295(58.29) 
DBD-2SS 1.786(45.36) .596(15.14) 1.993(50.62) 2.295(58.29) 
DCD-37P 2.458(62.43) .567(14.40) 2.625(55.68) 2.937(74.60) 
DCD-37S 2.458(62.43) .567(14.40) 2.625(55.68) 2.937(74.60) 
DOD-SOP 2.390(60.71 ) .680(17.27) 2.531(64.29) 2.859(72.62) 
DDD-SOS 2.390(60.71 ) .680(17.27) 2.531 (64.29) 2.859(72.62) 
All tolerances are ± .01O (0 .24) unless noted otherwise. 

I TT Cannon 

D*D 

.109 (2.77) R. TYP. 

M N P 
.614(15.60) .825(20.86) .483(12.27) 
.614(15.60) .825(20.86) .483(12 .27) 
.614(15.60) 1.143(29.03) .483(12 .27) 
.614(15.60) 1.143(29.03) .483(12 .27) 
.614(15.60) 1.683(42.75) .483(12.27) 
.614(15.60) 1.683(42.75) .483(12 .27) 
.614(15.60) 2.343(59.51 ) .483(12.27) 
.614(15.60) 2.343(59.51 ) .483(12.27) 
.735(18.67) 2.251 (57.18) .596(15.14) 
.735(18.67) 2.251 (57.18) .596(15.14) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Environmental D Subminiature 

Contact Crimping Information 

Crimp Type Contacts 
Contact 

Size 
Wire Size 
Accom. Pin Standard Finish Socket Pin Military Finish Socket 

20 20, 22, 24 330·5291 ·015 031·1007 ·000 330·5291·079 031 ·1007·042 

Insertion IExtraction Tools CIET·20·HD 

Contact Plastic Insertion/ Extraction Plastic Extraction 
Size AWG Part No. Description Part No. Description 
20 20, 22, 24 274·7006·000 CIET·2 0HO 323· 70 10·000 CET·20·11 

Hand Crimp Tools M22520/1·01 M22520 /2·01 

Contact Crimp Tool Locator 
Size AWG 

20 20, 22, 24 

Assembly Instructions 

Wire Stripping -
Machined Contacts 

Min, 

.188 (4.78) 

Part No. 

995·0001·584 
995·0001 ·585 

A 
Max. 

.208 (5.28) 

1. Cut wires to length. Strip insulation per above illustration. Check for 
broken or frayed wires. 

Description Part No. Description 

M22 520 /2·01 995·0001·604 M22520 /2·08 

M22520/ 1·01 995·0001· 244 TH25 

Contact Crimping 

2. Insert contact and wire into proper crimp tool (and locato r, if 
required). Crimp contact to wire. Inspect crimp. 

Contact Extraction 

4. To be sure contact is locked securely, pull back lightly on wire. 5. Place wire into extraction tool tip. 
Repeat for balance of contacts working row by row across the insulator. 

ITT Cannon 

D*D 

Semi-Automatic Crimp Machines 

For volume applications the CBT-491 is a vibra
bowl. pneumatically operated crimper offering a 
more economical approach than belt-fed crimpers. 
Available for lease or purchase, this machine is 
designed for use with a wide variety of machined 
contacts. The MIL-Spec crimp is accomplished at 
the press of a foot pedal. assuring minimum cycle 
times and maximum performance. 

For lower volumes the CBT-565 is a pneumatically 
operated bench tool delivering MIL-Spec crimps 
with minimal operator fatigue . 

Contact Insertion 

3. Center wired contact in groove of insertion tool with tool tip butting 
contact shoulder. Insert contact into cavity until a positive stop is felt. 
Inspect insertion. 

6. Insert tool tip into contact cavity unti l tip bottoms against contact 
shoulder, releasing tines. Hold wire against tool with finger and remove 
tool and contact. Repeat fo r balance of contacts. 

Dim ensions are shown in inches (millimeters) . 
Dimensions subject to change. 295 
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D Subminiature 

Panel Cutouts 

Standard Cutout 

Rear mounting 01 
,(,J. 

Front mountilijj ill 
standard shell standard shell .... ;. .032 (O,Sl) R MAX TYP • 

PNEI. 

Optional Cutout 
(For Rear Mounting) 

.~~ Rear mounting 01 Front mounting 01 
Iloat mount shell reverse float mount shell 
(Y·code) (Y-code) 

Connector Mounting A B C 0 E F G H J 
Size Method ± .005 (0.13) ± .o05 (0.1]) ± .005 (0.13) ± .005 (0.13) ± .005 (0.13) ± .005 (0.13) ± .002 (0.05) ±.002 (0.05) ± .002 (0.05) 

A Standard Front Mounting 1.202(30.53) .601 (15.26) 1312(33.32} .656(16.66} .513(1103} .257(6.52} .120(104} .060(1 .52} .083(2.10} 
Rear Mounting 1.134(28.80} ,567(14.40} 1312(33.32} .656( 16.66} .449(11.40} ,225(5.71 } .120(104} .060(1 .52} .132(3.35} 

A Float Front Mounting 1.234(3134} .617(15.67} 1.312(3132} .656(16.66} .545(1184} .273(6.93} .088(2.23} .044(1.11 } .083(2.1 0} 
Rear Mounting 1.166(29.61 } .583(14.80} 1.312(3132} .656(16.66} .481(12.21} ,241 (6.12) .088(2,23} ,044(1,11} .132(135} 

B Standard Front Mounting 1.743(44.27} .872(22.14} 1.852(47.04} .926(23.52} .513(1103} .257(6.52} .120(104} .060(1.52} .083(2 .10} 
Rear Mounting 1.674(42.51 } .837(21 .25} 1.852(47.04} .926(23.52} .449(11.40} .225(5.71 } .120(1 04} .060(1.52} ,132(135} 

8 Float Front Mounting 1.775(45.08} .888(22.55} 1.852(47.04} .926(23.52} .545(1184} .273(6.93} .088(2.23} .044(1.1 1 } .083(2.10} 
Rear Mounting 1.706(4133} .853(21.66} 1.852(47.04) .926(23.52} .481(12 .2 1} .241 (6.12) .088(2.2 3} .044(1.11 } .132(135} 

C Standard Front Mounting 2.391 (60. 73) 1.1 96(30.37} 2.500(6150} 1.250(31.75} .513(1103} .257(6.52} 120(104} .060(1.52} .083(2.10} 
Rear Mounting 2.326(59.08} 1.163(29.54} 2.500(6150} 1.250(31.75} .449(11.40} .225(5.71 } .120(104} .060(1 .52} .132(135} 

C Float Front Mounting 2.423(61.54} 1.212(30.78} 2.500(6150} 1.250(31.75} .545(1184} .273(6.93} .088(223} .044(1.1 1 } .083(2.10} 
Rear Mounting 2.354(59.79} 1.177(29.89} 2.500(6150} 1.250(31.75} .481(12.21} .241 (6.12) .088(2.23} .044(1.11 } .132(3.35} 

o Standard Front Mounting 2,297(58.34} 1.149(29.1B} 2.406(61.11} 1.203(30.55} .623(15 .82} .312(7.92} .120(104} .060(1.52} .083(2 .10} 
Rear Mounting 2.218(56.33} 1.1 09(28.16} 2.406(61.11 } 1.203(30.55} .555(14.09} ,278(7.06} .120(104} ,060(1 .52} .132(135} 

o Float Front Mounting 2.329(59.15} 1.165(29.59} 2.406(61.11 } 1,203(30.55} .655(16.63} .328(8.33} .088(2.23} .044(1.11 } .083(2.10} 
Rear Mounting 2,250(57.15} 1.125(28.57} 2.406(61.11 } 1.203(30.55} .587(14.90} ,294(7.46} .088(2.23} .044(1.11 } .132(3.35} 

E Standard Front Mounting ,874(22.19} .437(11.09} .984(24.99} .492(12.49} .513(1103} ,257(6.52} .120(104} .060(1 .52} .083(2.10} 
Rear Mounting .806(20.47} .403(10.23} .984(24.99} .492(12.49} .449(11.40} .225(5.71} .120(104} .060(1 .52} .132(135} 

E Float Front Mounting .906(2101 } .453(11 .50} .984(24.99} .492(12.49} .545(13.84} .273(6.93} ,088(2.23} .044(1.11 } .083(2.10} 
Rear Mounting .838(21 .28} .419(10.64} .984(24.99} .492(12.49} .481(12.21} .241(6,12} ,088(2.23} .044(1.11 } .132(135} 

296 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 
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D Subminiature 

Panel Mounting 

Pin Front Mounting Pin Rear Mounting 

Socket Front Mounting Socket Rear Mounting 

Figure 1A 

Pin Rear Mounting Pin Front Mounting 

U~I~' -r-~Cr.ET --r 
.145 (3.70) MAX. ROLLJ L ~dXnO. 80) NOM. THICK 
OVER TYPICAL WASHER 

.031 (0.80) NOM. THICK 

Socket Float Mounting Socket Float Mounting 

Figure 2 

A B C 
Combination of Mated Connectors +.030 (+0.761 +.030 (+0.761 + .030 (+0.761 F 

Fig. No. Size Pin (See Note Belowl Socket - .000 HI - .000 HI - .000 HI ±.010 (±0.251 
A. E Standard Standard . 250(6.351 .340(8.631 .295(7.491 
B. C, D Standard Standard . 238(6.041 .343(8.711 .298(7.5 61 
A, E Standard Float Mount .218(5.531 . 263(6.681 .120(3.041 
B, C, D Standard Float Mount .206(5.231 .266(6.751 .120(3.041 
A, E Float Mount Standard . 218(5.531 .263(6.681 .120(3.041 
B, C, D Float Mount Standard .206(5.231 .251(6.3 71 .130( 3.301 
A, E Standard Rev. Float Mount .358(9.091 .313(7.951 .120(3.041 
B. C, D Standard Rev. Float Mo unt .361 (9.161 .301(7.641 .120(3.041 
A. E Rev. Float Mount Standard .358(9091 .313(7.951 120( 3.041 
B. C, D Rev. Float Mount Standard .355(9.01) .310(7.871 .130(3.301 

MIL-C-24308 Test Extracts Applicable to Class G Connectors 

Test Description Requirement 
Mating / Unmating Force Shell Size Max Unmating (LBSI 

---
1 6 
2 10 
3 17 
4 24 
5 30 

Pin Rear Mounting Pin Front Mounting 

Socket Front Mounting Socket Rear Mounting 

Figure 18 

Pin Rear Mounting Pin Front Mounting 

+-~~/fW'SHE. 
! soc~~ 

RIVET 

Socket Reverse 
Float Mounting 

Socket Reverse 
Float Mounting 

Figure 3 

H NOTE: 
+ .030 (+ 0.761 1. A. B. C and H are dimensions between panels and represent the 
- .000 HI recommended limit to be used in the design of the connector 

.295(7.491 
mounting method . 

2. It is recommended that only one assembly. either pin or socket. 
.283(7.181 be float mounted . 

3 . Standard pin assemblies contained .015 (0.38) thick front 
shells on E and A sizes; .024 (061) thick front shel ls on B, C, 
and D sizes. 

4 . Standard connectors accommodate a #4 screw. Float mount 
connectors accommodate a #2 screw. 

Method 
Max Mating (LBSI MIL·STO·1344 

10 Method 2013 
17 
28 
39 
49 

Contact Retention Contacts sha ll be retained in their inserts by a 9 pound (minimuml force. The axial displacement of contacts shall not exceed MIL·STO·1 344 
.012 inch whi le under load Method 2004 

Insulation After humidity 1 Megohm (mini MIL·STO·1344 
Resistance All other co nd itions 5000 Megohm (mini. Method 3003 
Contact Resistance After sa lt spray not to exceed 55 millivolts max. #20 AWG; 7.5 Amp 

MIL·STO·1344 
Method 3004 

Vibration No damage and no loosening of parts due to vibration. No interruption of electrical continuity longer than 1 microsecond. MIL·STO·1344 
Me thod 2005 Test Condo 4 

Shock No damage and no loosening of parts. No interruption of electrical continuity longer than 1 microsecond. MIL·STO ·1 344 
Meth od 2004 Test Condo E 

Durability No electrical or mechanical defects after 500 cycles of mating and unmating MIL·STO·1344 
Method 2016 
200 ± 100 cycles/hour 

Salt Spray No exposure of base metal due to co rro sion which will affect performance. Product will meet further tests as specified . MIL·STO·1344 
(Corrosion I Method 1001 Condo B 
Fluid Immersion 20 hours immers ion MIL·H·5606 Hydraulic Fluid MIL·STO·1344 

20 hours immersion MII·L·23659 Lubricating Flu id Method 1016 
Connectors shall meet mating / unmating force fo llowing immersion. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 297 
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Military D Subminiature, Non-Magnetic/No-Outgas 

ITT Cannon is the industry leader in the non
magnetic/ no -outgas connector industry. This cata
log section illustrates our standard, highly popular 
offering for spaceborne applications. Class M gold 
finishes are standard issue for ITT Cannon. Also, 

Class 0 and K electroless nickel f inishes can be 
supplied upon request (A159 plating on shells). If a 
NASA-Goddard specification application exists or 
NMC (20 gamma residual magnetism) please con
tact ITT Cannon. 

Available Options 

Suffix 
Code 

NM 

NM·K52 

NMB 

NMB·K52 

Residual 
Magnetism 

20,000 Gamma Residual Magnetism Standard Insulator. (Diallyl 
phthalate per MIL·M·14 type SDGF, color green.) 
20,000 Gamma Residual Magnetism Standard Insulator. (Diallyl 
phthalate per MI L·M·14 type SDGF. color green.) 
200 Gamma Residual Magnetism Unpigmented Insulator. (Oi allyl 
phtalate per MIL·M·14 type SDGF unmi lled, unpigmented, color white. ) 
200 Gamma Residual Mag netism Unp ig mented Insulator. (Oiallyl 
phta late per MIL·M· 14 type SDG ·F unm illed, unpigmented, color White. ) 

Shell Material 
(Finish) 

Brass Shells Per 00·B·613 (Ye ll ow Chromate over Cadmium per 00·P-41 6), 
Type II , Class 2. 
Brass Shells Per 00·B·613 (Gold over Copper per MIL·G-45204, Type II Grade C, 
Class l over copper per MI L·C·1 4450.) 
Brass Shells Per 00·B·613 (Yellow Chromate over Cadmium per 00·P·416), 
Type II, Class 2. 
Brass Shells Per 00·B·613 (Gold over Copper per MIL·G-45204, Type II. 
Grade C, Class l over copper per MIL·C·14450.) 

How To Order High-Rei Solder Cup Connectors 

Solder Cup Receptacle and Plug (With .120 Through·Mounting Holes) 
Shell Size Plug (With 
(Number of Pin Contacts 
Contacts ) Installed) 

E (9) DEM9P*** 
A (1 5) DAM15P*** 
B (25) DB M2 5P*** 
C (37 ) DC M3 7P*** 
o (50) DDM50P*** 

***Add desire d suffi x cod e with desired opt ion to end of part number. 

Exampl e: OEM9PNM 
OEM9PNM·K52 
DEM9PSNMB 
OEM9PSNMB·K52 

How to Order High-Rei Crimp Connectors 

Crimp Snap Receptacle and Plug (With .120 Through·Mounting Hole) 
Shell Size Plug (With 
(Number of Pin Contacts 
Contacts) Installed) 

E (9) DEMA9P*** 
A (15) DAMA 15P*** 
B (25) DBMA25P*** 
C (37) DCMA3 7P*** 
o (50) DD MA50P*** 

*'*Add desired suff ix code wi th desired option to end of part number. 

Example : DEMA9PNM 
OEMA9PNM·K52 
OEMA9PSNMB 
OEMA9PSNMB·K5 2 

Desired Results 
Non·Magnetic 

Non·Magnetic 
No-Outgas 
Non·Magnetic 

Non·Magnetic 
No Outgas 

Receptacle (With 
Socket Contacts 

Installed) 
OEM9S*** 
OAM15S*** 
DBM2 5S*** 
OCM37S*** 
DD M50S*** 

Receptacle (With 
Socket Contacts 

Installed) 
DEMA9S*** 
OAMA 15S*** 
OB MA25S*** 
OCMA37S*** 
DDMA50S*** 

Crimp Connectors without contacts, add FO to end of the part number and change K52 to K47 . 
Example: DEMA9PNM·K47FO 

DEMASNMB·K47FO 
OEMA9PNMFO 

Non-Magnetic Contacts: 
(20-24 AWG) 

ITT Cannon 

Pin (NM, NMB) 
330-5291-037 
(Standard Pins) 

Socket (NM) 
031 -1007 -042 
(Standard Socket) 

n !\tlhmini~tllfp. Prorln r:K l RS l E. nF!p.rF! AVF! . P.o. Rox ~ 5000 . Si'm ta Ana . CA 92705-6500 • (7141 261-5300 

Socket (NMB) 
031-1007-052 
(NMB Socket) 



Military D Subminiature, Non-Magnetic/No-Outgas 

How to Order High-Rei Printed Circuit Mount Connectors 

Straight PC Tail, Receptacle (Includes Socket Contacts) With .120(3.15) Through-Mounting Holes 
PC Tails· .030 {0.761 Diameter 

Number of 
Contacts 
{Shell Sizel 

9 {EI 
15 {AI 
25 {BI 
37 {Cl 
50 {Ol 

.127 {l2]1 
± .02o {0.511 

Long Post 
DEM9SE*** 
DAM15SE*** 
DB M2 5SE*** 
DC M37SE*** 
OOM50SE*** 

. 158 {4.o11 
± .02o {0.511 

Long Post 
DEM9SM*** 
DAM15SM*** 
DB M25SM*** 
DC M37SM*** 
OOM50SM*** 

.183 {4.651 
± .02o {0.51l 

Long Post 
DEM9SZ*** 
DAM15SZ*** 
DB M25SZ*** 
DCM37SZ*** 
OO M50SZ*** 

***Add desired suff ix code (NM. NM·K52 . NMB. NMB·K52) to end of part number. Example: DEM9SZNM 
DEM9SZNMB·K52 

Straight PC Tail. Plug (Includes Pin Contacts) With .120(3.15) Through-Mounting Holes 

Number of 
Contacts 
{Shell Sizel 

9 (EI 
15 {AI 
25 {BI 
37 {CI 
50 {Ol 

.127 {l231 
± .02o {0.511 

Long Post 
DEM9PE*** 
DAM15PE*** 
DB M2 5PE*** 
OCM3 7PE*** 
DOM 50PE*** 

PC Tails· .030 {0.761 Diameter 
.1 58 {4.o11 

± .02o {0.511 
Long Post 

DEM9 PM*** 
DAM15PM*** 
OBM25PM*** 
OCM37PM*** 
ODM50PM*** 

.183 {4.651 
± .02o {0.51l 

Long Post 
DEM9PZ*** 
DAM15PZ*** 
OBM25PZ*** 
OCM37PZ*** 
ODM50PZ*** 

***Add desired suffix code (NM. NM·K52. NMB. NMB·K52) to end of part number. Example: DEM9PENM 
DEM9PZNMB·K52 

Right Angle PC Tail Receptacle, With Bracket (.120(3.15) Through-Holes Only) 

Number of 
Contacts 
{Shell Sizel 

9 {EI 
15 {AI 
25 {BI 
37 {Cl 
50 {Ol 

.127 {l231 
± .02o {0.511 

Long Post 
DEM9SD*** 
OAM15S0*** 
OB M25SD*** 
DCM37S0*** 
OOM50S0*** 

PC Ta ils · .030 {0.761 Diameter 
.158 {4.o11 

±.02o {0.511 
Long Post 
DEM9SL *** 
OAM 15SL *** 
DB M25SL*** 
OCM37SL *** 
OOM 50SL *** 

.183 {4.651 
± .02o {0.51l 

Long Post 
OEM9SS*** 
OAM 15SS*** 
DBM25SS*** 
DCM37SS*** 
OOM50SS*** 

***Add desired suff ix code (NM. NM· K5 2. NMB. NMB·K5 2) to end of part number. Example: DEM9SDNM 
DEM9SLNMB·K52 

Right Angle PC Tail Plug, With Bracket (.120(3.15) Through-Holes Only) 

Number of 
Contacts 
{Shell Sizel 

9 {EI 
15 {AI 
25 {BI 
37 {Cl 
50 {Ol 

.127 {l231 
± .020 - {0.51l 

Long Post 
OEM9PO*** 
DAM15PD*** 
OB M25 PO*** 
OCM37PD*** 
OOM50PO*** 

PC Tails · .030 {0.761 Diameter 
.158 {4.o11 

±.02o - {0.51 1 
Long Post 
OEM9PL *** 
DAM 15PL*** 
OB M2 5PL *** 
OCM37PL *** 
OO M50PL*** 

.183 {4.651 
± .02o - {0.51 1 

Long Post 
OEM9PS*** 
DAM 15PS*** 
OB M2 5PS*** 
OC M37 PS*** 
OO M50PS*** 

***Add desi red suffix code (NM. NM-K52. NMB. NMB-K52) to end of part number. Example: DEM9 PDNM 
DEM9PLNMB-K52 

ITT Cannon 

Straight Terminal 

.235 

l: REF 

I~~ 
.030 1.012) ~ .00310.(8) --11..

TYP . 

Code 

XO IM. 

Straight 
{Last Lener 

of Part Numberl 
X 

± .02o {0.511 
.127 {D.5 11 

M .158 {4.011 
.183 (4. 651 

Right Angle 90° Terminal 

CENTERLINE OF 
.395(10.03) MTG. HOLE 

.283 17.19) ~ rr 3rdROw 

2nd ROW 

1st ROW 

.030 (012) " .OO3Iifv~)-i--+.-I ~ 

.112 ± .015 ------+l ~ 
12.84 ± 0.38) TYP. 

DO Size 

Connectors with brackets cannot be ordered with Iloat mounts or clinch nuts. 

Code 
{Last Lener 

of Part Numberl 

Right Angle 
With 

Bracket 

Right Angle 
X 

± .02o {0.511 
.127 {l221 
.1 58 {4.011 
.183 {4.651 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 299 
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Military D Subminiature, High Density Connectors 

High Density Cable Connectors 

High Density Printed Wiring Board Mount Connectors 

High Density Combo D Connectors 

If you desire real estate savings, ITT Cannon's high density D Subminiature connectors provide 75, 26, 
44, 62 and 78 contacts in the same space normally occupied by 9, 75, 25, 37 and 50 contacts. The 
same ITT Cannon quality is present in this .030" diameter system as in our standard .040" diameter 

system. High temperature thermoset plastics and stringent tolerances are utilized in this product 
offering. 

A variety of printed wiring board mount options, both right angle and straight are available including 
high density combination D Subminiatures. 

The 7990's will demand high density combination D Subminiatures utilizing coax, power, high voltage 
and fiber optics in space-saving arrangements. This diverse connector line can be supplied for 

commercial or military applications. 

If you would like additional information on D Subminiature High Density connectors. please contact ITT Cannon. 

ITT Cannon 
n ~ .. h min i ~ t .. r ll Drn rl"rto:- 1 A I;1 J: n ooro flu .. pn Qn ... 'l r:;nnn ~ ... nt ., An'" ('1\ Q'nnr:; ~ r:;nn • /"7111 1 ') 1:1 r::;")nn 



D Subminiature Accessories 

Backshelll Hardware Compatibility Chart 

Locking Hardware 

Male Slide Spring 
Screw Female Lock Slide Spring Latch 
Locks Screw- Jack- Jack- OA51220-1 Lock Latch Plate 

020419/ Locks screw post thru Post 0110277/ 0110279/ Keying 
020420 020418 0110550 0110551 OE51224-1 053018 0110279 011028 Plate 

Front • • • • • • MOUNTING Panel 

METHOD Rear 
Panel • • • • 
Deep 
Straight • • • • • • • • 
Clamp 

M85049 Right • METAL Ang le • • • • • 
BACKSHELLS Round • • • • • • • • Clamp 

Straight 
Clamp • • • • • • • • 
Plated See ordering information on page 309 for Screw Lock part number. 

SHIELDED Plastic 

BACKSHELLS Di e-Cast 
Aluminum • • 
Shielded / See ordering information on page 303 for Jackscrew part number 
Shrouded 

Straight 
& 90' • • • 
(D*5121 X) 

Un iversal • • • • • • 0*110963 

PLASTIC Snap-
BACKSHELLS Together • • • • • • 

Universal 

Dataphone Supplied with male screw locks. 
DB51226-1B 

IDC 
0*11 5386 

STR /90' 
Designed for use with quick-disconnect latching hardware (see page 307 ). 

0*115339 

POTTING Metal • • • • • • • • 
CUPS Pl astic • • • • • • • • 
Legend: • = Compatib le 

ITT Cannon 30 1 
o Subminiature Products . • 1851 E. Deere Ave. P.O. B., 35000. Santa An a. CA 92705 ·6500 • (7141 261·5300 



302 

D Subminiature Accessories - Shielded Backshells 

Snap-Together 

• Quick and simple assembly using snap-together 
design feature 

• No complicated crimp ferrule tool ing needed 
• Helps to comp ly with FCC shie lding requirements 

Material: 
Finish: 
Temperature 

Range: 
Attenuation: 

Straight Exit 

40' Exit 

ABS Polymer 
Nickel over Copper 

- 20 /80'C 
- 44 DB @ 1000 MHZ 

layout 
DE-9 
DA-15 
OA-25 
OA-37 

layout 
OE-9 
DA-15 
OB-25 
OC-37 
00-50 

T 
.669 (16.99) C=====::J :!: .012 (.300) I 

...Lf-I ------i 
f-. - - B -----1 

Part A B 
Number ± .00610.151 ± .012 (0.301 

DE121073·154 .982 (24.95) 1.213 (30.8) 
DA121073-150 1.311 (3130) 1.539 (39.1) 
DB1 21073·151 1.850 (47 .00) 2.087 (53.0) 
DC121073-152 2.488 (63.45) 2.728 (69.3) 

C 
± .012 (0.301 

.933 (23. 7) 

1.252 (31.8) 
1.772 (45.0) 
2.374 (60.3) 

. ,
.669 (16.99) 

± .012 (~l.::======~ 
f-~ -- B - - --.-.j 

Part B C 0 
Number ± .012 (0.30) ± .012 (0.30) ± .012 (0.30) 

OE121073-54 1.417 (36 .0) .866 (22.0) .630 (16.0) 
DA 121073-50 1.744 (44.3) 1.075 (27.3) .630 (16.0) 
DB121073-51 2.283 (58 .0) 1.614 (41.0) .630 (16.0) 
DC1 21073-52 2.933 (74.5) 2.264 (57 .5) .630 (16.0) 
OD121073-53 2.875 (73.0) 2.165 (55.0) .748 (19.0) 

ITT Cannon 

0 E H 
± .012 (0.30) ± .008 (0.20) Max. 
.630 (16.0) 1.417 (36.0) .268 ( 6.80) 
.630 (16.0) 1.654 (42.0) .307 ( 7.80) 
.630 (16.0) 1.654 (42.0) .409 (10.40) 
.630 (16.0) 1.654 (42.0) .480 (12.20) 

E Cable Diameter 
± .008 (0.20) Min. Max. 
1.417 (36.0) .138 (3.5) .295 ( 7.5) 
1.654 (42.0) .256 (6 .5) .354 ( 9.0) 
1.654 (42 .0) .256 (6.5) .433 (11 .0) 
1.654 (42.0) .256 (6.5) .433 (11.0) 
1.654 (42.0) .354 (9.0) .512 (13.0) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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D Subminiature Accessories - Shielded Backshells 

#4-40 Locking Hardware For Snap-Together Shielded Backshells 

Recessed Jackscrew 

tF531(135)1 
.354 

.1 77(4.50) (9.00) # 4-40 r QJ:::fThreadS 

.177 J- I 236 I 
(4.50) -, (600) r-
DIA. MIN 

Part Number: 
Material: 
Finish: 
Quantity Required 
per Backshell: 

250-8501-004 
Brass 
Nickel 

Shielded / Shrouded Backshells 

• Sizes DA-15, 08-25, DC-37 
• 3600 Shielding 
• Quick Disconnect 
• Crimp Ferrule supplied 

How to Order 

Complete kit consists of items shown. 

Extended Jackscrew 

~.748(19.oo)_~ 
.169 354 

1. (4 30)1/-(900) #4-40 

& c:J:=d'ThreadS 

1~ -1.236 I-
(4.10) (6.00) 
DIA. MIN 

Part Number: 250-8501-010 
Material: 
Finish: 
Quantity Required 
per Backshell: 

Layout 
DA-15 
DB-25 
DC-37 

ITT Cannon 

Brass 
Nickel 

Complete 
Kit 

OA111 401 
OBI11402 
OC111403 

Thumbscrew 

1 1969(50.00) ~ 
.169(4.30)1 .354(9.00) 

_ 236(6.00) 

fl!!!1 -!!!tI'I-~s 0 [J=t:f f~R~ADs 

Part Number: 
Material: 
Finish: 
Quantity Required 
per Backshell: 

250-8501-013 
Brass 
Nickel 

Shield Can Plastic Backshell 
& Ferrule Kit And latch Plate Kit latch Plate 

OA59104 OAI11409 227 -1304-000 

OB59105 OBI11410 227 -1302-000 

OC59106 OC111411 227 -1306-000 

Description Material Finish 

Plastic Shroud Thermoplasti c Matte Light 
Flame Retardart Gray 

Strain Relief UL 94-VO rated 
Shie ld Extension Brass Tin-Lead 
Ferrule 
Ground Spring CRES Tin-Lead 

Hardwa re Steel Cadmium /Zinc 
(Screws/Washe rs) 

Di mensions are shown in inches (mi llimeters). 
Di mensions subject to cha nge. 303 
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D Subminiture Accessories - Shielded Backshells 

Dimensions 

A 

I 
~ 

E I_CABLE 
ENTRY 

FERRULE 

SHIELD EXTENSION 

Crimp Tool for Shield Termination 

Frame 

Die Set 

I--B--~I 

EQ31 

A 
Shell Size ± .02D(D.511 

DA·15 2.180 (55.371 
08·25 2.250 (57 .151 
DC·37 2.250 (57.151 

Layout 
DA·15 
08·25 
DC·37 

8 
± .D2D(D.511 
1745 (17.781 
2.285 (17.781 
2.933 (74.501 

Detail A 

# 4·40 THREADS 

ce2~ 
Captive Screw Kit (male) to be used for permanent 
secured fastening. Must be ordered separately. Part 
Number 0111396. Order 1 kit per connector. 

Frame 

C 
±.D2D(D.511 
.700 (17.781 
.700 (17.781 
.700 (17.781 

Min. 
.25 (6.351 
.30 (7.621 
.35 (8891 

Die Set 

E 
Cable Entry 

Max. 
.35 (8.891 
.40 (10.161 
.45 (11.431 

995·0001· 761 995·0002-046 
995·0001·761 995-0001-878 
995-0001-761 995·0001·885 

Note: For cable preparation. mounting, and installation information, requrest Master Drawing 1238Y. 

EMil RFI Diecast for 90° or Straight Cable Exit 

,-, 
~::t_"' 
~::::~ 

~rffJ'; fJ 

ItJlXJD;J 

1t====~--00f 
#4-40 THO. 2 PLCS. 

MAX. DEPTH .157 (3.99) 

Material: Aluminum 
Finish: Clear Chromate Over Cadmium per OO·P·416 

G H K Max. 
Layout Part Number ± .D05(O.131 ±.OI0(O.251 Max. Max. Cable Entry 
08·25 OBl15386-72 1.850(47.041 2.169(55.001 2.992(76.001 .636(16.151 2.638 sq. in. (67mm'1 
DC·37 OCl15386-82 2.500(63.501 2.819(71.601 3.637(92.401 .636(16.151 2.638 sq. in. (67mm'1 
00·50 DO 115386-92 2.406(61.101 2.717(69.001 3.543(90.001 .748(19.001 3.740 sq. in. (98mm'1 
Note: Furnished with stainless stee l shield clamp. Customer-furnished tie-wrap for strain relief and heat· shrink sleeving are 

recommended. Locking Hardware: Spring latch clips are recommended. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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D Subminiature Accessories - M85049 Backshells 

Deep Straight Clamp 

~---......... -- J 

~l 

"3L~-'----

Part 
Layout Number Mil. Spec. 
OE-9 DE 24657 M85049 /48-1 -1 
OA-15 DA 24658 M85049 /48-1-2 
08-25 DB 24659 M85049 /48-1-3 
OC-37 DC 24660 M85049 /48-1-4 
~O-50 DO 24661 M85049 /48-1-5 

Round Clamp 

Part 
Layout Number Mil. Spec 
OE-9 DE 44994 M85049 /48-2-1 
DA-15 DA 20961 M85049 /48-2-2 
08-25 DB 20962 M85049 /48-2-3 
OC-37 DC 20963 M85049 /48-2-4 
~O-50 DO 20964 M85049 /48-2-5 

Straight Clamp 

Part 
Layout Number Mil. Spec. 
OA-15 DA 19678·1 M85049 /48-3-2 
08-25 DB 19678-2 M85049 /48-3-3 
OC-37 DC 19678-3 M85049/48-3-4 
00-50 DO 19678-4 M85049/48-3-5 

E 
CABLE ENTRY-I 1- B 

IN SHELL cJ-L 

~ m~ft ~c __ 1 T E A--- CABLE ENTRY 
.136 ± .005 DIA . IN SHELL 
(3.45± 0.13) 
TWO MTG. HOLES 

Material: Low Carbon Steel per ASTM A-620 
Finish: Yellow Chromate Over Cadmium per OO-P-416, Type II, Class 2 

A 8 C E 
± .015 ± .015 ± .010 0 ± .015 
(0.381 (0.381 (0.251 Max. (0.381 

1.203(30.61 .484(12.31 .984(25.01 .578(14.71 .375(9.51 
1.531(38.91 .484(12.31 1.312(33.31 .578(14.71 .713(18·11 
2.078(52.81 .484(12.31 1.852(47.01 .578(14.71 1.000(25.41 
2.718(69.01 .484(12.31 2.500(63.51 .578(14.71 1.375(34.91 
2.625(66·71 .593(15.11 2.406(61.11 .687(17.41 1.406(35·71 

.015 ± .005 
!.et.J.--=.f-.- (0.38 ± .013) 

F G 
± .015 ± .015 H 
(0.381 (0.381 Max. 

.375(9.51 .750(19.01 1.250(31.71 

.312(7.91 .750(19.01 1.250(31.71 

.312(7.91 1.000(25.41 1.563(39.71 

.312(7.91 1.000(25.41 1.563(39.71 

.406(10.31 1.125(28.61 1.688(42.91 

.120 ± .005 (3.05 ± 0.13) DIA. 

TWO MTG. HOLES -I G t-

F~ru 

Material: Low Carbon Steel per ASTM A-620 
Finish: Yellow Chromate Over Cadmium Per OO-P·416, Type II, Class 2 

A 8 C 0 
± .015 (0.381 ± .015 (0.381 ± .005 (0.131 Max. 
1.208 (30.71 .500 (1271 .984 (25.01 .406 (10.31 
1.531 (38 .91 .500 (1271 1.312 (33.31 .406 (10.31 
2.078 (52.81 .500 (1 271 1.852 (47.01 .593 (15.1 1 
2.718 (69 .01 .500 (1 271 2.500 (63.51 .718 (18.21 
2.625 (66.71 .609 (15.51 2.406 (61.11 .812 (20.61 

Material: Low Carbon Steel per ASTM A-620 
Finish: Yellow Chromate Over Cadmium per OO-P-416, Type II, Class 2 

No. of 
Cable Locking A B C 
Screws Reqd. ±.015 (0.381 ± .015 (0.381 ± .005 (0.131 

2 1.531 (38.91 .500 (1271 1.312 (33.31 
2 2.078 (52 .81 .500 (1271 1.852 (47 .01 

2.718 (69 .01 .500 (1271 2.500 (63.51 
2.625 (66.71 .609 (1271 2.406 (61.11 

ITT Cannon 

E 
± .015 (0.381 

.661 (16.81 

.984 (25 .01 
1.515 (38.51 
2.171 (55 .11 
2093 (53.21 

.015 ± .005 _L 
(0.38 ± .013) 

F G 
- .015 (0.381 ± .030 (0.761 

.125 (3.21 1.031 (26.21 

.125 (3.21 1.031 (26.21 

.187 (4.71 1.062 (27.01 

.250 (6.31 1.062 (27.01 

.31 2 (7.91 1.062 (27 .01 

_ (l2 .30± 0.38) 

E 
CABLE 
ENTRY 

~h
G (APPROX.) 

.484 ± .015 

.015 ± .005 ...lI-
(0.38± .013) 

E F G 
± .015 (0.381 ± .015 (0.381 ± .035 (0.891 

.296 (7.51 .312 ( 7.91 .644 (16.361 

.296 (7 .51 .796 (20.21 .644 (16.361 

.296 (7.51 .687 (17.41 .644 (16.361 

.390 (9.91 .687 (17.41 .694 (17.631 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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D Subminiature Accessories - M85049 Backshells 

Right Angle 

#4-40 
NC-2B THO. 
TWO MTG. HOLES 

Material: low Carbon Steel Per ASTM A-620 
Finish: Yellow Chromate Over Cadmium per OO-P-416, Type II, Class 2 

A B C E 
Part ± .015 ± .030 ± .005 ± .030 

layout Number Mil. Spec. 10.38) 10.76) 10.13) 10.76) 
OE-9 DE 19977-5 M85049 /50-1 1.203 130.6) .718 118.2) .984125.0) 437 111.1) 
OA-15 OA 19977-1 M85049 /50-2 1.531 138.9) .7 18 118.2) 1.312 133.3) 437 111.1) 
OB-25 DB 19977-2 M85049/50-3 2.078 152.8) .968 124.6) 1.852147.0) 437 111.1) 
OC-37 DC 19977-3 M85049 / 50-4 2.718 169.0) 1.187 130.1) 2.500 163.5) 437111.1) 
00-50 DO 19977-4 M85049 /50-5 2.625 166.7) 1.2501317) 2406161.1) .562 114.3) 

D Subminiature Accessories - Plastic Backshells 

Universal 

• Economical design uses a tie-wrap for cable 
stra in relief 

• Compatible with screw locks and spring latches 

Straight 

'----- ------, 

F G H 
± .030 ± .030 ± .030 
10.76) 10.76) 10.76) 

.437 111.1) 468111.9) .281 17.1) 

.437 111.1) 468111.9) .281 17.1) 

.625 115.9) 468 111 .9) .281 17.1) 

.812 120.6) 468111 .9) .281 17.1) 

.906 123. 1) .531 113.5) .34318.7) 

Material: Junction shell - polypropylene; hardware - steel; tie-wrap - nylon . 
Finish: Hardware - cadmium plate, yellow chromate. 
Color: Black Ijunction shell) . 

90' 
U.L. rated 94V-2 Iflame retardant) 

A B C 0 E 
layout Part Number ± .015 10.38) ± .020 10.51) ± .020 10.51) ± .020 10.51) ± .010 10.25) 
OE-9 DE 110963-1 .765119.43) 1400 135.56) .600 (15.24) .250 (6.35) .125 (3.18) 
OA-15 OA 11 0963-2 1.097 (27.86) 1.569 (39.85) .600 (15.24) .375 (9.53) .161 (4.09) 
OB-25 DB 110963-3 1.641 (41.68) 1.651 (41 .94) .600 (15.24) 410 (1041) .205 (5.21) 
OC-37 DC 110963-4 2.279 (57.89) 1.899 (48.23) .600 (15 .24) .593 (15.06) .250 (6.35) 
00-50 DO 110963-5 2.063 (52 .40) 1.925 (48.901 .710 (18.031 .670 (17.011 .285 (7.241 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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D Subminiature Accessories - Plastic Backshells 

Snap-Together Universal 

• Snap-together design simplifies assembly 

One Piece Plastic 

• Straight or 90° cable exit 

• Integral cable clamp and set screw 

• Accommodates spring latches 

• UL 94V-2 rated flame retardant 

Straight Cable Exit 

90' Cable Exit 

BOlA. MAX. 

; Dill'''''", 
c szf3 

Material: Flame·retardant thermoplastic, Ul 94V·0 rated. 
A 2-piece snap·together design for quick assembly. Customer furnished tie·wrap. 

A B 
layout Part Number ± .008 (0.201 Max. 
OE-9 DE 115339-20 1.673 (42.5) .276 (7.0) 
OA-15 OA 115339-21 1.673 (42.5) .378 (9.6) 
OB-25 DB 115339-22 1.673 (42 .5) .457 (11.6) 
OC-37 DC 115339-23 1.673 (42.5) .512 (13.0) 
00-50 DO 115339-24 1.673 (42.51 .630 (16.0) 

TWO SCREWS 4-24 x ~. long 
SELF·TAPPING 

Material: Thermoplastic Ul 94V-2 rated 
Color: Black 
Screws: Steel, cadmium plated 

A 
layout Part Number ± .015 (0.381 
OE-9 DE 51218 1.218 (30.9) 
OA-15 OA51210 1.546 (39.3) 
OB-25 OB51212 2.093 (53.2) 
DC-37 DC-51214 2.734 (69.41 
OD-50 00-51216 2.640 (67.1) 

--j c 

Material: Thermoplastic Ul 94V-2 rated 
Color: Black 
Screws: Steel, cadmium plated 

A 
layout Part Number ± 0.15 (0.38) 
OA-15 OA 51211 1.822 (46.3) 
OB-25 DB 51213 2.368 (60.1) 
OC-37 OC51215 3.009 (76.4) 
00-50 DO 51217 2.915 (74.0) 

ITT Cannon 

B 
± .015 (0.38) 
1.000 (25.4) 
1.000 (25.4) 
1.250 (31.7) 
1.500 (38 .1) 
1.500 (38.1) 

I--

B 
± .015 (0.381 
1.000 (25.4) 
1.250 (31.7) 
1.500 (38.1) 
1.500 (38.1) 

C 0 
± .DOB (0.201 ± .ODB (0.201 Max. 
.669 (17.0) .768 (19.5) 1.555 (39.5) 
.669 (17.0) 1.094 (27.8) 1.555 (39 .5) 
.669 (17 .0) 1.638 (41.6) 1.555 (39.5) 
.669 (17.0) 2.283 (58.0) 1.555 (39 .5) 
.780 (19 .8) 2.050 (52.3) 1.555 (39.5) 

C 0 E 
± .DD5 (0.13) ± .015 (0.38) ± .010 (0.251 

.984 (25.0) .500 (12.7) .281 (7.1) 
1.312 (33.3) .500 (12.7) .360 (9.1) 
1.852 (47.0) .500 (12.1) .493 (12.5) 
2.500 (63.51 .500 (12.71 .694 (17 .61 
2.406 (61.1) .609 (15.5) .734 (18.6) 

C 0 J 
± .D05 (0.13) ± .D15 (0.381 ± .D1D (0.251 
1.312 (33.3) .500 (12.7) .360 (9.1) 
1.852 (47.0) .500 (12.7) .493 (12.5) 
2.500 (63.5) .500 (12.7) .694 (17.6) 
2.406 (61 .1) .609 (15.5) .734 (18.6) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 307 
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D Subminiature Accessories - Plastic Backshells 

Dataphone 

Part Number: OB51226·1B 
Available in DB size only. 
Supplied with screw locks. Max. Cable Entry J12 (7.92) 

2.218(56.34) 

1.812(46.02) 2.187(55.52) 

1.781(45.24)_ 

Material: Junction shell - Thermoplastic UL 94V-0 rated. Hardware - steel. 
Finish: Hardware - cadmium plate. clear chromate. 
Color: Black 

Quick-Disconnect Backshells for IOC or Round Cable 

• Optional Spring Clips provide quick disconnect 
for either flat IDC cable or round jacketed cable 

• Designed for use with keying plates sold 
separately 

• Compatible with spring latches 

IDC 

Round Cable - Straight/90' 

Material: Thermoplastic. Ul 94V-O rated 
Color: Black 

layout Part Number 
OE-9 DE 115386-18 
OA-15 DA 115386-28 
OB-25 08 115386-38 
OC-37 DC 115386-4B 

A 
± .011 (0.03) 
1.602 (40.7) 
1.929 (49.0) 
2.468 (62.7) 
3.118 (79 .2) 

_~ .465± .012 (1 1.80)± (O.30) 

SPRING 

"'" I ~ $ 

,' .. _ .. _ .. 
tH-----

L,,~-· - -· 
HOOK 

Material: Thermoplastic. Ul 94V-O rated 
Color: Black 

A 
layout Part Number ±.012 (oJo) 
OE-9 DE 115339 1.614 (41.0) 
OA-15 DA 115339-1 1.929 (49.0) 
OB-25 DB 115339-2 2.490 (63.0) 
OC-37 DC 115339-3 3.118 (79.2) 
~O-50 DO 115339-4 3.023 (76.8) 

B 
± .012 (oJo) 
1.260 (32 .0) 
1.260 (32 .0) 
1.653 (42 .0) 
1.653 (42.0) 
1.653 (42.0) 

-..l L-- .102 ± .008 

~"~ ± "~ 

B C 
± .011 (0.03) ± .005 (.013) 
1.574 (40.0) 0.984(25.0) 
1.574 (40.0) 1.311 (33.3) 
1.574 (40.0) 1.850 (47 .0) 
1.574 (40.0) 2.490 (63.5) 

~ 
.. -. " . 

: "'; .~ 

: . ..,:= 

c 
A 

C 0 
± .005 (0.13) ± .012 (OJ) 
0.984 (25.0) .630 (16.0) 
1.311 (33.30) .630 (16.0) 
1.852 (47 .04) .630 (16.0) 
2.500 (63.50) .630 (16.0) 
2.405 (61.1 0) .748 (19.0) 

0 E 
± .011 (.03) ± .007 (0.2) 
0.629 (16.0) 0.590 (15 .0) 
0.629 (16.0) 0.917 (23.3) 
0.629 (16.0) 1.456 (37 .0) 
0.629 (16.0) 2.106 (53.5) 

E F 
± .012 (OJ) ± .012 (OJ) 
.315 (8.0) .275 (7.0) 
J15 (8 .0) .275 (7 .0) 
J15 (8 .0) .708 (18 .0) 
.315 (8 .0) .708 (18.0) 
.433 (11.0) .708 (18 .0) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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D Subminiature Accessories - Locking H ardware 

Optional Locking Mechanism / Hardware 

Material: Corrosion-resistant steel. 
Note: When used with key ing plate. order lock hook part number 
015-8755-001. 

Screw Locks 

Female Screw Locks 

Order 2 per connector. 
Cannon 

Part Number Mil. Spec. 
020418-2 M2430B / 26-1 
020418-50 
020418-39 M2430B/26-2 
020418-74 

Male Screw Locks 

A 
± .015 (O.3B) 
.312 (7.92) 
.500 (12.70) 
.625 (15.88) 
.750 (19.05) 

Lock Hook 
Part No. 015-B755-000 
Order 2 per connector 

Note: Not for use on rear panel 
mounted connectors. 

Hardware 

Lock Spring 
Part No. 259-B760-000 
Order 2 per connector 

Front Panel Mount Rear Panel Mount 
I 

r SCREW 

'---'2? CLIP WITH THREAD 

NUT 

WASHER 

.188±.015 
(4.88± 0.38) 188+ 015 

---L--lif"·"±O.", f:- t 
== A 

+ 

Material: Cold rolled steel. 
Finish: Cadmium plate, yellow chromate. Per OO-P-416, Type II , Class 2. 

.250 (6.35) APPROX. 
REMOVE ONE WASHER 
FOR EACH .030 (0.76) 
OF PANEL TH ICKNESS 
WHEN REAR MOUNTING 
.060 (12) MAX. PANEL 

REAR FLANGE (REE) 

NOTE: (I) A 6 inch /pound (female) and 4 inch / pound (male) maximum torque during assembly is recommended on steel screw lock 
assemblies . 
(2) A third flat washer is supplied lor front panel mounting 01 tab shell connectors. 

il-[j~ 
-~T 

cJ #4-40 NC-2A THO. 

Material: Clip - sheet steel; hardware - cold rolled steel. 
Finish: Cadmium plate, yellow chromate. 
Order 2 per connecto; 

Cannon 
Part Number 

020419 
020419-18 
020419-21 
020419-104 
020420 
020420-13 
020420-15 
020420-86 

A 
Mil. Spec. ± .015 (O.3B) 

.555 (14.10) 
M2430B /25-9 .555 (14.10) 

.555 (14.10) 

.555 (14.10) 

.656 (16.66) 
M2430B /25-10 .656 (16.66) 

.656 (16.66) 

.656 (16.66) 

B C 
± .010 (.025) ± .005 (0 .1 3) 

.250 (6.35) .048 (1 .22) 

.281 (7.14) .067 (1.70) 

.2 81 (7 .14) .092 (2.34) 

.312 (7 .92) .092 (2.34) 

.2 50 (6.35) .048 (1.22) 

.281 (7.14) .067 (1.70) 

.281 (7 .14) .092 (2.34) 

.312 (7 .92) .092 (2.34) 

Connector 
Size 

OE9, OA 15, OB25, 0C37 
OE9, OA 15, OB25, 0C37 
OE9, OA 15, OB25, 0C37 
OE9, OA 15, OB25, 0C37 
0050 
0050 
0050 
0050 

ITT Cannon Dimensions are shown in inches (millimeters ). 
Dimensions subject to change. 
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D Subminiature Accessories - Locking Hardware 

Slide Latch Assemblies 

Slide lock Post Kit 

Kit consists of 1 post. 2 spacer washers, 
1 lock washer and hex nut. 

Order 2 per connector. 
Material Part Number Finish 

Steel 053018 Cadm ium per 
QQ·P·416 Ye ll ow 

Brass 053018·5 Chromate 
NOTE: When rear· mounting connector to a 1/16 " panel. delete 
the 2 spacer washers. 

Slide latch Kit 

o 

Kit consists of slide latch retainer, 2 screws, 
2 nuts, 2 lock washers. 
Order one per connector. 

Description Material Finish 

Retai ner Stai nless Passivated per Steel per Sliding lock QQ·S·766 QQ·P·35 

Screw. Mtg. 
Washer. Lock Ye llow Chromate 

Washer. Flat 
Steel Over Cadmium Plate 

per QQ·P·416 
Nut. Hex 

layout 
DE·9 
DA·15 
D8·25 
OC·37 
DD·50 

~'>LOCK 
~':W~SHER 

. HEX NUT 

SPACER 
WASHER 

2 SCREWS 
#4·40 NC·2A THREAD 

LOCK WASHER 

#4·40 
HEX NUT 

.144 ± .015 .112 (2.84) 

(3.66 1.038),6 ; stETAINER 
_--'!L-__ "es.fliiil.--____ z:9J~ .... S~LlDING LeicK 

- 'f--"'=---"---

'~~[WI1tt:I0jJ 

Part Number 
DE 51 224·1 
OA 51220·1 
DB 51221 ·1 
DC 51222·1 
DO 51 223·1 

A 
± .015 (0.38) 
1.392 (35.36) 
1.720 (4370) 
2.260 (57.40) 
2.908 (73.86) 
2.814 (71.47) 

8 
± .015 (0.38) 
.500 (12.70) 
.500 (12.70) 
.500 (1 2.70) 
.500 (1 2.70) 
,609 (15.47) 

# 4·40 
HEX NUT 

' ~OCK 
WASHER 

C 
± .005 (0.13) 
.984 (25 .00) 

1.312 (33.32) 
1.852 (47.07) 
2. 500 (6350) 
2.406 (61.1 0) 

ITT Cannon Dimensions are shown in inches (mi ll imeters). 
Dimensions subject to change. 
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D Subminiature Accessories - Locking Hardware 

Spring Latch Assemblies 

Spring Latch Plate 

Kit consists of 1 plate, 1 screw, 
1 lock washer, 1 nut. 
Order two per connector. 

# 4-40 
OC"'W

1 
LATCH PLATE 

CONNECTOR 
EITHER PIN OR SOCKET 

Spring Latch 

Kit consists of 1 spring, 1 screw, 
1 bracket. 1 lock washer, and 
1 hex nut. 
Order two per connector. 

~ "-LOCK WASHER 

T ~#4-40 
HEX NUT 

locked 

Material: Stainless Steel 
Finish: Passivated 

layout 
OE-9 thru OC-37 
~O-50 Only 

Part Number 
011 0278 
011 0279 

-t i .613 ± .015 

1~. ::" B -- - A 

L --- • 
Material: Stainless steel 
Finish: Passivated 

layout 

OE-9 thru OC-37 

Mounting Part Number 
Front Panel 0110277 
Rear Panel 0110277-4 

S~~~~~ • i ~ ~O-50 
<:: .... j , SPRING LATCH 

SPRING LATCH 
MOUNTING BRACKET '- ------

Front Panel 011 0279 

CONNECTOR 
EITHER PIN OR SOCKET 

/::: '-./' 

~ ......... LOCK WASHER 

T~ # 4-40 
HEX NUT 

ITT Cannon 

Unlocked 

#4-40 THO_ x _312 (7.92) 
LONG SCREW 

.095 (2.41) 9t1.0a0 (1.52( 

#4-40 HEX. NUT 

A 
± .015 10.381 
.484112.291 
.609 115.491 

L~~ 
.095 (2.41) 1 
.060 (1.52) 

A B 
±.015 10.381 ± .015 10.381 
.484112.291 .565 114.351 
.484112.291 .605 115.371 
.609 11 5.491 .673 117.091 

B 
± .01510.381 
.556114121 
.673 117.091 

C 
± .020 10.511 
.722 11 8.341 
.615 115.621 
.722 118.341 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 311 
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D Subminiature Accessories - Locking Hardware 

Jackscrew / Jackpost Assemblies 

Jackpost - PIN 0110551 
Kit consists or 2 posts, 2 nuts, 2 lockwashers. 
Order one per connector. 

FEMALE 
POST 

#4-40 UNC-2B THO . 

.120 (305) DIA. 

#4 LOCK WASHER 

#4 HEX NUT 

JACKPOST ASSEMBLY 

Note: Jackpost is not compatible with rear· panel mounted connectors. 

Jackscrew - PIN 0110550 

Kit consists of 2 studs, 2 heads, and 1 tube 
retaining compound. 
Order one per connector. 

STUD. JACKSCREW 

#2-56 UNC THD. 

JACKSCREW ASSEMBLY 

ITT Cannon 

.187 (4.75) HEX 
(ACROSS FLATS) -;.--_ 

CONNECTOR 
ASSY 

555 (14 .10) 
± .005 (.130) Y--'<--+IrT.~ 

Material: Stainless Steel per nn-S-763 
Finish: Passivated per nn-p-35 

#4-40 UNC THREAD 

PANEL .125 (3.18) MAX. 

LOCK WASHER 

# 4-40 UNC THREAD 

# 4-40 UNC 
THREAD .220 (5.59) DIA. 

Material: Stainless Steel per nn-S-763 
Retaining Compound: per MIL-S-46163 
Finish: None 

MAX. 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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D Subminiature Accessories - Potting Cups 

Plastic Potting Cups 

A 
Layout Part Number ± .015 (0.38) 
OE-9 DE 50904-1 1.208 130.68) 
OA-15 DA 50905-1 1.536 139.01) 
08-25 DB 50906-1 2.083 152.91) 
OC-37 DC 50907-1 2.723 169.16) 
~O-50 DO 50908-1 2.630 166.80) 

Metal Potting Shell 

Switching Shell 

.128 (3.25) DIA. 

Material: Nylon 
Color: Natural (white) 
Note: Nylon potting shells are molded with a thin flange .030 (0.76) to permit the use of D Subminiature locking devices. 

8 C 0 E F G 
± .010 (0.25) ± (0.38) ± .020 (0.51) ± .010 (0.25) ± .020 (0.51) 

.984 124.99) .495 112.57) .641 116.28) .769119.53) .430 (10 .99) .345 18.76) 
1.312 (33.32) .495 112.57) .973 124.71) 1.1 04 128.04) .430 (1099) .345 18.76) 
1.852 147.04) .495 112.57) 1.516 138.50) 1.639 141.63) .430 (10.99) .345 18.76) 
2.500 163.50) .495 112.57) 2.154 154.71) 2.289 158.14) .430110.99) .345 18.76) 
2.406 161.11) .606 115.39) 1.938 149.23) 2.189 155.60) .545 (13.84) .445 (11.30) 

F~===1-1 
~\ )~) B 

.120 ± .005 (3.05 ± 0.13) DIA. t 
TWO MTG. HOLES 

1 r .468 ± .032 
.015 ± .005 r- m .89 ± 0.811 
(0.38 ± .013) I o 

Material: Low carbon steel per ASTM A-620 
Finish: Cadmium plate. yellow chromate per OO-P-416. Type II. Class 2 

Layout 
OA-15 
08-25 
OC-37 
~O-50 

A 
Part Number ±.015 10.38) 
DA 19678-6 1.531 138.89) 
DB 19678-7 2.078 152.78) 
DC 19678-8 2.718169.04) 
DO 19678-9 2.625 166.68) 

JIlL!Jl+-1 
.120 ± .005 (3.05 ± 0.13) DIA. --r 
TWO MTG. HOLES 

Material: Low carbon steel per ASTM H20 

8 C 
± .015 (0.38) ±.005 (0.13) 
.500 (12.70) 1.312 133.32) 
.500 (12.70) 1.852 147.04) 
.500 (12 .70) 2.500 163.50) 
.609 115.47) 2.406161.11) 

-=1 r- .468 (11 .89) 
.015 ± .005 k- ± .032 
(0.38 ± .013) I o 

Finish: Cadmium plate. yellow chromate per OO-P-416. Type II. CLass 2 

A 8 C 0 E 
Layout Part Number ± .015 (0.38) ± .015 (0.38) ± .010 10.25) ± .020 (0.51) 
OA-15 DA 19678-10 1.531 138.89) .500 (12.70) 1.312133.32) .300 17.62) .588 (14.94) 
08-25 DB 19678-11 2.078 152.78) .500 (12.70) 1.852 147.04) .300 17.62) 1.125 128.58) 
OC-37 DC 19678-12 2.718169.04) .500 112.70) 2.500 163.50) .300 17.62) 1750 144.45) 
~O - 50 DO 19678-13 2.625 166.68) .609 115.47) 2.406 161.11) .390 19.91) 1750 144.45) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 313 
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D Subminiature Accessories 

Dust Caps 

Guide Pin Plates 

Female 

Materials 

Plastic molded dust caps are offered in two versions: 
Standard (red polyethelyne) and 
anti-static (black polypropelyne). 

Anti-Static Performance: 
Volume resistivity: 1Ql ohms /sq 
Static Charge Decay: 5 kv. 2 second max. (Mll-B-B1705B Method 4046) 

layout 
oA-15S 
oA-15P 
oB-25S 
oB-25P 
OC-l7S 
OC-J7P 
~O-50S 

~O-SOP 

oE-9S 
oE-9P 

Part Number 
Identification Standard 

DA-Socket oA-59-20 
DA-Pin oA-60-20 
DB-Socket DB-59 -20 
DB-Pin DB-60-20 
DC-Socket DC-59-20 
DC-Pin DC-60-20 
DO-Socket 00-59-20 
DO-Pin 00-60-20 
DE-Socket DE-59-20 
DE-Pin DE-60-20 

.378 (9.60) MAX. 

MOUNTIN~ I PANEL r: 
" , , , 

r---I , 

Anti-Static 
oAS-59-20 
oAS-60-20 
oBS-59-20 
oBS-60-20 
OCS-59-20 
OCS-60-20 
005-59-20 
005-60-20 
oES-59-2o 
oES-60-2o 

A 
±.020 (0.51) 
1.022 (25 .96) 
1.077 (2736) 
1.562 (39.67) 
1.635 (41.53) 
2.210 (56.13) 
2.283 (57.99) 
2.116 (53.75) 
2.179 (55.35) 
.694 (17 .63) 
.749 (19.02) 

j, F .2S0 (6.3S) 1 .219 (S.S6) 

Dr--.. -

B C 
± .020 (0.51) ±.020 (0.51) 
.955 (24.26) .362 (9 .19) 

1.010 (25.65) .412 (10.46) 
1.495 (37 .97) .362 (9.19) 
1.568 (39 .83) .430 (10.32) 
2.143 (54.43) .362 (9.19) 
2.216 (56.29) .430 (10.32) 
2.049 (52.04) .474 (12.04) 
2.112 (53.64) .536 (13.61) 
.627 (15.93) .362 (9.19) 
.682 (1732) .412 (10.46) 

0 
± .020 (0.51) 
.295 (7 .49) 
.345 (B.76) 
.295 (7.49) 
.363 (9 .22) 
.295 (7 .49) 
.363 (9 .22) 
.407 (10.34) 
.469 (11.91) 
.295 (7 .49) 
.345 (8.76) 

Plate: Cold rolled steel per ASTM A-620. yellow chromate over 
cadmium plate per OO-P-416, Type II, Class 2 

, , 
_.' 

Screw: Steel, yellow chromate over cadmium per OO-P-416. 
Type II, Class 2 

Part A B 
layout Number ±.016 (0.41) ± .005 (0.13) 
oA-15 DA22214 2.282 (57 .96) 1.906 (48.41) 
oB-25 DB22254 2.820 (71.63) 2.446 (62.13) 
OC-37 DC22071 3.469 (88.11) 3.094 (78.59) 
~O-50 0021961 3.375 (85.72) 3.000 (76.20) 

FACE VIEW L·062 
.250 (6.35) MAX. (1.57) 

MOUNTING HOLE 
#4-40 UNC-2B THREAD 

(SCREW SUPPORT) SOLDER POT 
EXTENSION. 2 Places 

Recommended Panel Cutout 

.166 (4.22) 

I 
B I ± .002 (0.05) 

DIA. 
K 4t2PLACES 

RadiuS. E _ I 
.144 (3.66) -----1 

± .0~~1:130) ,---t---"'<" ~-'J F 

2Places F • L I 

~D 
I 

C 0 E F G H J K 
± .005 (0.13) ± .005 (0.13) ± .005 (0.13) ±.005 (0.13) ± .016 (0.41) ± .016 (0.41) ±.016 (0.41) ±.016 (0.41) 
1.312 (33.32) .898 (22.81) .765 (19.43) .375 (9.52) 1.000 (25.40) 1.532 (38.91) .484 (12 .29) .242 (6.15) 
1.852 (47.04) 1.168 (29.67) 1.035 (26.29) .375 (9.52) 1.000 (25.40) 2.016 (51.21) .459 (11 .66) .234 (5.94) 
2.500 (63.50) 1.492 (37.90) 1.359 (34.52) .375 (9.52) 1.000 (25.40) 2.657 (67.49) .459 (11.66) .234 (5.94) 
2.406 (61.11) 1.437 (36.50) 1.312 (33.32) .437 (11.10) 1.125 (28.58) 2.563 (65.10) .563 (14.33) .282 (7.16) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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D Subminiature Accessories 

Guide Pin Plates 

Male 

Materials 
Guide Pin: 303 stainless steel per MIL·S· 7720 Condo A. passivated 

per OO·P·35 
Screws. Rivits. Washers: Steel. Yellow chromate over cadmium 

plate per OO·P·416. Type II. Class 2 
Plate: Cold rolled steel per ASTM A·620. yellow chromate over 

cadmium plate per OO·P·416. Type II. Class 2 

2 CONNECTOR MOUNTING 
HOLES #4·40 UNC·2B THREAD 

t----G--~ 

Recommended Panel Cutout 

1-----8 -----<.j 

Part A B C 0 E F 
Layout Number ± .015 10.38) ± .005 10.13) ±.010 10.25) ± .005 10.13) ± .015 10.38) ± .010 10.25) 
OA·15 OA· 22213 2.281 157.94) 1.906 148 .411 1.663 (4224) .898 122.81) 1.000 125.40) .750 119.05) 
OB·25 08·22255 2.820 01.63) 2.446 162.13) 2. 203 155.96) 1.168 129.67) 1.000 125.40) .750 119.05) 
OC·37 OC·22070 1468 188.09) 3.094 08.42) 2. 851 172.42) 1.492(37.90) 1.000 125.40) .750 119.05) 
00·50 00·2 1962 3.375(8572) 2.300 158.42) 2.749 169.82) 1.437 (36.50) 1.1 25 128.58) .874 122.20) 

Keying Plates 

ABC 0 

• Plastic plates provide an easy method of keying 
all types of 0 subminiature connectors. 

• Instructions for use : cut off plastic tabs accord· 
ing to the keying scheme at right. 

• Application notes: Keying plates cannot be used 
with screw locks and cannot be used for rear· 
panel mounted connectors. 

o,,~ (2.00) 

.256 
(6.50) 

Material: Black plastic. UL 94V·O rated 

Layout Part Number A B 
OE·9 DE 115398 1.208 (30 71 0.629 (16) 
OA·15 oA 115398·1 1.535 (39.0) 0.629 (16) 
OB·25 08 115398·2 2.082 15 2.9) 0.629(16) 
OC·37 DC 115398-3 2.726 169.2) 0.629 (16) 
00·50 DO 115398·4 2.630 166.8) 0.749 (19) 

ITT Cannon 

.144 (3.66) 
± .005 (.130) 

DIA. 
2 Places 

.218 (5.54) . 
J ± .005 (.130) " 

DIA. 
2 PLACES 

G H J K 
± .00510.13) ± .010 10.25) ± .015 10.38) ± .00510.13) 
1.312133.32) .484 11 2.29) 1.531 138.89) .242 16.15) 
1.852 147.04) .484 11 2.29) 2.047 151.99) .242 16.15) 
2. 500 163.50) .484 11 2. 29) 2. 687 168.25) .242 16.15) 
2.406 161.11) .593 11 4.33) 2.257 166.68) .296 (7.52) 

Keying scheme 

Keys AB CD E F G H 
Position 10 IX [X 00 IX [X 0 

22<: 00 X X 0 0 X 
3 I~ ~ ~ I~ 

4J8! [J8! J8! J8! 
5 J8! [J8! J8! [J8! 
6 ~ ~ ~ ~ 
7 J8! J8! [J8! [J8! 
8 [J8! J8! J8! J8! 
9 ~ ~ J8! J8! 

10 [J8! J8! [J8! [J8! 
[QJ Cut Key ~ Cut key 

on pin on socket 
conn ec tor connector 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 3 15 
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D Subminiature Accessories 

Gaskets 

............. ............ 

Material: Silastic sheet 

Wire Hole Fillers 

Steel Mounting Brackets 

For printed circuit board applications. 
Sold in kits: 2 pieces per package 

r-A~lO~l: I 
0 00 00 00000000 .~ n .031 +.015 -. 000 
000000000000 B U (0.79 +0.38 - 0.00) -.-

(D* MA Series Only) 

~ 
/ I 

Insert This End First 
From Terminal End of 

Connector 

Material: Nylon. 

Socket 

FAB l . 
~2(3") 

± .005 (.130) 
DIA. 

layout Part Nu mber A 8 

OE-9 DE 53750 .656 116.7) .328 18.3) 
OA-15 OA 53750-1 .984 125.0) .328 18.3) 
08-25 DB 53750-2 1.531 138.9) .328 18.3) 
OC·37 DC 53750-3 2. 171 155.1) .328 18.3) 
~O-50 DO 53750-4 2.078 152.8) .437 (11.1) 

Part Number Insert Type 
OMA 51236·1 Socket 
OMA 51235-1 Pin 

.240 (6 .10) 

l i :!: .0tO (2.54) 

ih+ ·n 
.120 (3.05) 'c I :!: .005 (.130) .......L..i 

DIA. 

-L 

Panel Punches 

These easy-to-use panel punches are supplied with 
adhesive templates. wrenches and screws. Simply 
drill 3 pilot holes. located by the template. tighten 
the screws and a neat mounting ho le is produced. 
Recommended for use with 22 to 16 guage materi 
al. the punch units are made from tool steel and can 
be ground for extra life. 

Material: Cold rolled steel per 00-S-698 yellow chromate over cadmium per 00-P-416, Type II. Class 2. 

layout 
DE-9 thru 
DC-37 
DD-50 

Part 
Number 

0110853 
0110854 

ITT Cannon 

A 
+ .01010.25) 

.340 18.64) 

.395110.03) 

8 
± .010 10.25) 

.484 11 2.29) 

.54011172) 

Size 
DE-9 
DA-15 
D8-25 
DC-37 
DO-50 

C 
± .015 10.38) 

.249 16.32) 

.307 (7 .80) 

Part Number 
995-0002-108 
995·0002·109 
995-0002-11 0 
995-0002-111 
995-0002-112 

D 
± .010 10.25) 

.490 112.45) 

.579114.71) 

Description 
CPP- 9P 
CPP-1 5P 
CPP-2 5P 
CPP-37P 
CPP-50P 

Dimensions are shown in inches (mil limeters). 
Dimensions subiect to change. 
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IDC/Edgecard/Printed Circuit Connectors 

Quick Selection Chart 

Insulation Displacement Connectors 
Contact 

IDC Number of Contact Contact Contact Insulator Contact Resist- Current Test Temperature 
Description Contacts Arrangement Material Finish Material Centers ance Rating Voltage Range Pages 
DIN 64 Two rows Copper Gold over Glass-filled .100 (2.54) 15 m n 2 A 750 Vrms - 55'C to 319 

Three rows All oy Nickel Polyester .200 (5.08) max. + 125'C 

DIP 14, 16, Two rows Copper Tin Glass-filled .300 (7.62) 30 m n lA 700 Vrms - 55'C to 319 
24, 40 alloy Polyester .600 (15.24) 10mA + 125'C 

max. 
Transition 10, 20, 26, Four rows Copper Tin Glass-fi ll ed .100 (2.54) 30 m n lA 700 Vrms - 55'C to 320 

34,40, 50, alloy Polyester 10mA + 125'C 
64 max. 

High Density 10, 14, 16, Two rows Copper Tin Glass-filled .1 00 (2.54) 30 m n lA 700 Vrms - 55'C to 320 
Transi tion 20, 26, 34, alloy Polyester 10mA + 125'C 

40, 50 max. 
Edgecard 20, 26, Two rows Phosphor Gold over Glass-filled - 30 m n 2A 1000 Vrms - 40'C to 321 

34, 40, 50 Bronze Nickel Polyester max . + 125'C 

10C Socket 10, 14, 16, Two rows Beryllium Gold over Glass-filled . 100 (2.54) 15 m n 2A 750 Vrms - 55'C to 321 
Receptacle 20, 26, 34, Copper Nickel Polyester max. + 125'C 

40, 50, 60, 64 

PC Connectors Direct (One Piece) 
Contact 

Number of Contact Contact Contact Insulator Contact Resist- Current Test Termination 
Description Contacts Arrangement Material Finish Material Centers ance Rating Voltage Styles Page 

Edgecard 2 to 89 Single read-out Copper Go ld oveer Thermoplastic .100 (2.54) 10 mn 3A 1000 Vrms Solder Tails 322 
4 to 178 Dual read-out alloy Nickel UL94V-0 max. Wrap Posts 

Stacking do uble row Dual read-out Copper Gold over Thermoplastic .030 (0.76) 30 mn .85 A max. 600 VDC Surface Separate 
Board 256 max. alloy Nickel max. min. mount gas Catalog 

tight to PC 
Board 

PC Connectors (Two Piece) 
Number of Contact Contact Contact Insulator Contact Contact Current Test 

Description Contacts Arrangement Material Finish Material Centers Resistance Rating Voltage Termination Styles Page 

Header 72 Double Row Cop per Gold over Glass-filled .1 DO (2.54) 15 mn 2 A 750 Vrms 90' PC 322 
Unshrouded (double row) alloy Nickel Polyester max. Straight PC 

36 Single Row 
(single row) 

Header 10, 14, 16, Two Rows Brass Gold Glass-filled .100 (2.54) 15 mn 2 A 750 Vrms 90' PC 322 
Shrouded 20, 26, 34 over Polyester max. Solder Tails, 

40, 50, 60, 64 Nickel Wrap Posts 

Board 65 Single row Cop per Gold over Thermo- .100 (2.54) 15 mn 3 A 650 VAC Solder 323 
Mount 130 Double row all oy Nickel Plastic max. 
Receptacle Straight or 

Right Angle 
Cr imp 65 Single row Copper Gold over Thermo- .100 (2.54) 15 mn 3 A 650 VAC Crimp 327 
Receptacle 130 Double rows alloy Nickel Plastic max. 
High Density 96-684 Three rows Phospher Gold over Glass-filled 1.00 (2.54) 20 mn 2.25 A 900 Vrms Press fit 330 

Four rows Bronze Nickel PPS max. Wrap posts, 
Solder tails 

DIN Connectors (Two Piece) 
Number of Contact Contact Contact Insulator Contact Contact Current Test 

Description Contacts Arrangement Material Finish Material Centers Resistance Rating Voltage Termination Styles Page 

Standard 48, 64, 96 Three rows Copper Gold over Glass-filled .1 00 (2.54) 15 mn 2 A 1000 Vrms Solder Tails, 336 
DI N all oy Ni ckel Polyester max. Wrap Posts 

90' PC 

Inverse 48, 64, 96 Three rows Copper Gold over Glass-fi ll ed .100 (2.54) 15 mn 2 A 1000 Vrms Solder Tails, 338 
DIN all oy Nickel Polyester max. Wrap Posts 

90' PC 

Standard 96 Three rows Copper Gold over Glass-filled .100 (2.54) 15 mn 2 A 1000 Vrms Pressfit PC 340 
DI N all oy Nickel Polyester max. and 
Pressfit Wrap Post 

Inverse 96 Three rows Copper Gold over Glass-filled .100 (2.54) 15 mn 2 A 1000 Vrms Pressfit PC 340 
DI N alloy Nickel Polyester max. and 
Press fi t Wrap Posts 

Com bo 426, Three rows Copper Gold over Glass-filled .1 00 (2.54) 15 mn 2 A 1000 Vrms Solder Tails, 341 
DI N 604 alloy Nickel Polyester max. Signal Wrap Post, 

Contacts 90' PC 

ITT Cannon 317 
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IDC/Edgecard/Printed Circuit Connectors 

Description / Part Number Cross Reference 

Description Part No. Description Part No. Description Part No. 

IDC DIN IDC Receptacle G06M48P3BBBL 121061·0620 
G06D64P3BLBL 121061·0231 G80D10P3BKAL 121638·0010 G06M48P3BDBL 121061-0621 
G06M96P3BLBL-004 121061·0241 G80D14P3BKAL 121638-0014 G06M96P3BPIBL 121061 -0641 
G06D64P3BLAL 121061·0119 G80D16P3BKAL 121638·0016 G06M96P3BP2BL 121061 -0642 
G06M96P3BLAL-004 121061 ·0121 G80D20P3BKAL 121638·0020 G60M096P3BEBM3D 121618-0000 
G06D64P3BKAL 121061·0118 G80D26P3BKAL 121638-0026 G60M096P3BEBM3D-004 121618-0005 
G06M96P3BKAL·004 121061·0120 G80D34P3BKAL 121638-0034 G60M048P3BEBM3D 121618-0050 

G80D40P3BKAL 121638-0040 G60M096P4BDBM1·004 121619-0005 
IDC DIP G80D50P3BKAL 121638-0050 G60M096P4BBBM1 121619-0510 
RTG08A14LA 121542·0000 G80D60P3BKAL 121638-0060 G60M096P4BBBM1-004 121619-0515 
RTG08A16LA 121542·0001 G80D64P3BKAL 121638·0064 G60M048P4BBBM1 121619-0715 
RTG08A24LA 121542-0002 G80D10P7BKAL 121638-1010 G60M096P4BDBM 1 121619-0000 
RTG08A40LA 121542-0003 G80D14P7BKAL 121638-1014 G60M096P4BPBM1 A 121619-4000 

G80D16P7BKAL 121638-1016 G60M096P4BPBM1 B 121619-4060 
IDC Transition G80D20P7BKAL 121638-1020 G60M048P4BDBM1 121619-5150 
RTG08B10LA 121542-1000 G80D26P7BKAL 121638-1026 
RTG08B20LA 121542-1 001 G80D34P7BKAL 121638-1034 Unshrouded Header 
RTG08B26LA 121542-1002 G80D40P7BKAL 121638-1040 G08A36A4BBAA 121088-7036 
RTG08B34LA 121542-1003 G80D50P7BKAL 121638-1050 G08A36A4BEAA 121088-2361 
RTG08B40LA 121542-1004 G80D60P7BKAL 121638-1060 G08D72A4BBAA 121088-1338 
RTG08B50LA 121542-1005 G80D64P7BKAL 121638-1064 G08D70A4BEAA 121088-7135 
RTG08B64LA 121542-1006 

Single Row Edgecard Shrouded Headers 
IDC High Density Transition G30A015P2BBBL 121654-1115 G80D10P9BBBL 121639-2040 
RTG08C10LA 121542-2000 G30A019P2BBAL 121654-0119 G80D10P9BEBL 121639-2050 
RTG08C14LA 121542-2001 G30A035P2BBBL 121654-1135 G80D14P9BBBL 121639-2041 
RTG08C16LA 121542-2002 G30A050P2BBBL 121654-1150 G80D14P9BEBL 121639-2051 
RTG08C20LA 121542-2003 G80D16P9BBBL 121639-2042 
RTG08C26LA 121542-2004 Double Row Edgecard G80D16P9BEBL 121639-2052 
RTG08C34LA 121542-2005 G30D030P2BBBL 121654-1415 G80D20P9BBBL 121639-2043 
RTG08C40LA 121542-2006 G30D034P2BBAL 121654-0417 G80D20P9BEBL 121639-2053 
RTG08C50LA 121542-2007 G30D034P2BBBL 121654-1417 G80D26P9BBBL 121639-2044 

G30D038P2BBBL 121654-1419 G80D26P9BEBL 121639-2054 
IDC Edgecard G30D070P2BBBL 121654-1435 G80D34P9BBBL 121639-2045 
G03D20P2BLAA 121268-7020 G30D086P2BBAL 121654-0443 G80D34P9BEBL 121639-2055 
G03D26P2BLAA 121268-7026 G30D086P2BBBL 121654-1443 G80D40P9BBBL 121639-2046 
G03D34P2BLAA 121268-7034 G30D100P2BBAL 121654-0450 G80D40P9BEBL 121639-2056 
G03D40P2BLAA 121268-7040 G30D100P2BBBL 121654-1450 G80D50P9BBBL 121639-2047 
G03D50P2BLAA 121268-7050 G80D50P9BEBL 121639-2057 
G03D20P2BLBA 121268-7120 DIN G80D60P9BBBL 121639-2048 
G03D26P2BLBA 121268-7126 G06M604P4BEBL 121060-0033 G80D60P9BEBL 121639-3108N 
G03D34P2BLBA 121268-7134 G06M426P4BEBL 121060-0036 G80D64P9BBBL 121639-3099N 
G03D40P2BLBA 121268-7140 G06M426P4BEBL-004 121060-0089 G80D64P9BEBL 121639-3109N 
G03D50P2BLBA 121268-7150 G06M604P4BEBL-004 121060-0090 

G06M48P4BEBL 121060-0282 
G06M96P4BEBL 121060-0500 
G06M96P4BEBL-004 121060-0501 
G06M604P3BDBL 121061-0048 
G06M426P3BDBL 121061-0053 
G06M604P3BBBL 121061 -0091 
G06M426P3BBBL 121061 -0098 
G06M426P3BDB~004 121061-0146 
G06M604P3BDB~004 121061 -0159 
G06M426P3BBBL-004 121061-0178 
G06M604P3BBB~004 121061-0199 
G06M96P3BDBL 121061 -0500 
G06M96P3BDBL-004 121061-0501 
G06M96P3BBBL 121061 -0520 
G06M96P3BBBL-004 121061 -0521 

318 ITT Cannon 
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Insulation Displacement Connectors 

IDC DIN Receptacle 

With flange and two through holes 

IDC Dual-In-Line Plug 

1) Tolerance between any termination ± .004 (± 0.1) 
2) Max. deviation at pin end .008 (± 0.2) radius 
3) Tolerances between any spacing ± .002 (± 0.05) 

No. of Part 
Contacts Number 
64 121061 -0119 

64* 121061 -0121 

' Contact rows spaced at .200 (5 .08) 

No. of 
Contacts 
64 

64* 

Part 
Number 

121061 -0231 

121061-0241 

Dimensions 

Part A B 
Number ± .020 (± 0.5) ± .004 (± 0.1) 

121061 -0118 .100 (2 .54) .236 (6.00) 

121061 -0120 .200 (5.08) .336 (8.54) 

ftOME-it-;lm l 
.100 (2.54) 

1---31 X .l00=3.10 
(2.54 = 78.74) 

': 

UPPER PART 
3.228± .008 (82.0±0.02) 

3.701 ± .008 (94.0",0.20) 

A 
± .020 (± 0.5) 

.100 (2.54) 

.200 (5 .08) 

Dimensions 

B 
± .004 (± 0.1) 

.236 (6.00) 

.336 (8.54) 

C 
±.006 (± 0.15) 

.315 (8.00) 
.415 (10.55) 

C 
± .006 (± 0.15) 

.315 (8.00) 
.415 (10.55) 

Ce nter row not equipped with contacts. Above version meets performance class II acc . DIN 41612. Please consult factory concerning 
performance classes I and III. 
Strain relief 
Order Ref. 029-8510-064 

No. of 

.236 
(6.0) 

Contact 

14 
16 

24 

40 

.218".016 
(5.5:0.4) 

Part 
Number 

121542 -0000 

121542-0001 

121542-0002 

121542-0003 

ITT Cannon 

A B 

.650 (16.51) .600 (15.24) 

.750 (19.05) .700 (17.78) 
1.178 (29.91) 1.100 (27.94) 

1.950 (49.53) 1.900 (48.26) 

1851 E. Deere Ave. P. O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261-5300 

RIBBON CABLE 

1;t 

Dimensions 

C 0 E 
.787 (20.0) .300 (7.62) .433 (11.0) 

.886 (22.5) .300 (7.62) .433 (11.0) 

1319 (33.5) .600 (15.24) .748 (19.0) 

2.118 (53.8) .600 (15.24) .748 (19 .0) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 319 
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Insulation Displacement Connectors 

IDC PCB Transition Connector 

No. of 
Contacts 

10 
20 
26 
34 
40 
50 
64 

Part 
Number 

121542·1000 
121542·1001 
121542·1002 
121542·1003 
121542·1004 
121542·1005 
121542·1006 

+ 0.12·.004 
+ 0.3-0.1) 

.008 
.002) 

A 
A50 (11A3) 
.950 (24.13) 

1.250 (31.75) 
1.650 (41.91) 
1.950 (49 .53) 
2A50 (62.23) 
1150 (80.01) 

.1W' 
(2.54) 

Ci]=~ = = = 
= = 

.151 1- rA' )fI(i~) 
(3.83) r ;-

i 0 °0 0 i 
L. ~_J i ~O i 

= = = 

1) Tolerance between any termination and any spacing 
± .004 (± 0.1) 

2) Max. deviation at pin end ± .008 (± 0.2) radius 

.035 
(0.9) 
MIN. 

A, For 10 Contacts 
A, For 26·34·50 Contacts 
AJ For 20·40·64 Contacts 

Dimensions 

IOC PCB High Density Transition Connector 

No. of Part 
Contacts Number A 

10 121542·2000 AOO (10.16) 
14 121542·2001 .600 (15.24) 
16 121542·2002 .700 (17.78) 
20 121542·2003 .900 (22.86) 
26 121542·2004 1.200 (30A8) 
34 121542·2005 1.600 (40.64) 
40 121542·2006 1.900 (48.26) 
50 121542·2007 2AOO (60.96) 

Dimensions 
B 

A50 (11.43) 
.650 (16.51) 
.750 (19.05) 
.950 (24.13) 

1.250 (31.75) 
1.650 (41.91) 
1.950 (49.53) 
2A50 (62.23) 

~
r~ 

c: ::3 

.012 
.100 (0.3) 

(2.54) --

.10000 § (2.54) 

l . ~. ~ 0 00 <i> 

r . ·00 000 

.031 MIN. 
(0.8) 

B 
.701 (17.8) 

1.201 (30.5) 
1.500 (38.1) 
1.902 (48.3) 
2.201 (55.9) 
2.701 (68 .6) 
3.402 (86.4) 

C 
.701 (17.80) 
.901 (22.88) 

1.001 (25A2) 
1.201 (30.50) 
1.501 (38.12) 
1.901 (48.28) 
2.201 (55.90) 
2.701 (68 .60) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Insulation Displacement Connectors 

Edgecard Connector 

IOC Socket Receptacle 

Part Number 
No. of Without With 
Contacts Flange Flange 
20 121268-7020 121268-7120 
26 121268-7026 121268-7126 
34 121268-7034 121268-7134 
40 121268-7040 121268-7140 
50 121268-7050 121268-7150 

A 
2.000 (50 .80) 
2.300 (58.42) 
2.700 (68 .58) 
3.00 (76.20) 
3.900 (99 .06) 

Dimensions 

B C 
1.800 (45.72) 1.480 (37. 59) 
2.1 00 (53.34) U80 (45.21) 
2.500 (63.50) 2.180 (55.37) 
2.800 (71.12) 2.480 (62 .99) 
3400 (86.36) 2.990 (75.95) 

.197% .004 
(5.0%0.2) 

POLARIZING KEY 

D E 
1.1 04 (28.04) .900 (22.86) 
1.404 (35.66) 1.200 (30.48) 
1.804 (45 .82) 1.600 (40.64) 
2.104 (53.44) 1.900 (48.26) 
2.604 (66.14) 2.400 (60.96) 

,gi' ~~~rntrtOij'~~~F¢~ 
.075+.004 
(1 .9+0.1) 

RIBBON CABLE 

.126 +.004 .100') 

(3.2+0.1) (2'r _) -----I 

'lTolerances between any spacing ± .006 ( :t: 0 .15) 

1) Tolerances between any spacing ± .006 (± 0.15) 

Part Number Dimensions 
No. of Without With C D 
Contacts strain relief strain relief A B ± .006 (± 0.15) ± .006 (± 0.15) 

10 121638·0010 121638·1010 .400 (10.16) .450 (11.43) .504 (12.80) .678 (17 .22) 
14 121638·0014 121638-1014 .600 (15.24) .650 (16.51) .704 (17.88) .878 (22.30) 
16 121638·0016 121638-1016 .700 (17.78) .750 (19.05) .804 (20.42) .978 (24.84) 
20 121638·0020 121638-1020 .900 (22 .86) .950 (24.13) 1.004 (25.50) 1.178 (29.92) 
26 121638·0026 121638-1026 1.200 (30.48) 1.250 (3U5) 1.304 (33.12) 1.478 (37 .54) 
34 121638-0034 121638·1034 1.600 (40.64) 1.650 (41.91) U 04 (43.28) 1.878 (47.70) 
40 121638·0040 121638-1040 1.900 (48.26) 1.950 (49.53) 2.004 (50.90) 2.178 (55.32) 
50 121638·0050 121638·1050 2.400 (60.96) 2.450 (62.23) 2.504 (63.60) 2.678 (68.02) 
60 121638-0060 121638·1060 2.900 (73.66) 2.950 (74.93) 3.004 (76.30) 3. 178 (80.72) 
64 121638·0064 121638·1064 3.100 (78.74) 3.150 (80.01) 3.204 (81.38) 3.378 (85.80) 

Receptacles comply with performance cl ass II acc. DIN 41651 (200 mating cycles) 

.661 (16.8) MAX. 
i~,,~ 

(7.3±0.1) 

.571- .012 
(14.5-0.3) 

~
O~21~) 

.236± .004 § lliJ . 
(6.0±0.1) U( ~ 

.1 .031 ± .004 
(2 .54) A (0 .8%0.1) 

Receptacles with and without strain relief. Mateable with headers with and without locking device . 

ITT Cannon 
1851 E. Oeere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261·5300 
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PC Edgecard Connectors 

Edgecard Connector (One Piece) 

An economical one-piece edgecard connector with 
non-removable contacts. Shell configurations can 
be ordered with or without an integral mounting 
flange and the insulator material is of thermo
plastic, rated UL 94V-0. 

Unshrouded Headers 

Single Row Edgecard Connector 

Positions 
15 
19 
35 
50 

Electrical Data 

Straight PC 
With Mounting 

Ears 
121654-1115 

121654·1135 
121654-1150 

Straight PC 
Without Mounting 

Ears 

121654·0119 

Air and creepage paths = .026 (0 .65) 

Test voltage 1000 Vrms 

Contact resistance 10 mOhms max. 

Insulator resistance 5 x 109 Ohms min. 

Capacitance 5 pF max. 

The low profile unshrouded header is available in double row versions accommodating 72 contacts, or single 
row versions accommodating 36 contacts in straight or right angle solder tails . 
Unshrouded headers are used to electonically interconnect rigid printed circuit boards with board mount 
receptacles or ribbon cable socket connectors. 

Shrouded Pin Headers 

No. Without locking Device 
of Contacts Solder pins, straight Solder pins 90' A 

10 121639-2040 121639-2050 .400 (10.161 
14 121639-2041 121639-2051 .600 (15241 
16 121639-2042 121639-2052 .700 (17.781 
20 121639-2043 121639·2053 .900 (22 .861 
26 121639-2044 121639-2054 1.200 (30.481 
34 121639-2045 121639-2055 1.600 (40.641 
40 121639·2046 121639·2056 1.900 (48.261 
50 121639-2047 121639-2057 2.400 (60.961 
60 121639-2048 121639-3108N 2.900 (73.661 
64 121639-3099N 121639-3109N 3.100 (78.741 

.413 
(10.50) MAX . . 

B 

Double Row Edgecard Connectors 

Positions 

Straight PC 
With Mounting 

Ears 

Straight PC 
Without Mounting 

Ears 
30 121654-1415 
34 121654-1417 121654-0417 
38 121654·1419 
70 121654-1435 

Max. Current rating per contact 
3~U<Tn"nTrITTnTn 

AMPS 

No. of 
Positions 

36 
72* 

00 20 '" 60 80 'c 

Part Number 
Straight Right Angle 

121088-7036 121088·2361 
121088-1338 121088-7135 

* Right angle unshrouded header is 70 positions. 

B C D E 
.008 (± 0.21 .004 (± 0.11 .005 (± 0.131 .005 (± 0.131 
.705 (17.911 .860 (21.841 1.100 (27.941 1.265 (32.131 
.905 (22.991 1.060 (26.921 1300 (33.021 1.465 (37.211 

1.005 (25 .531 1.160 (29 .461 1.400 (35.561 1.565 (39.751 
1.205 (30.611 1360 (34.541 1.600 (40 .641 1.765 (44.831 
1.505 (38.231 1.660 (42 .161 1.900 (48 .261 2.065 (52.451 
1.905 (48391 2.060 (52321 2300 (58.421 2.465 (62 .611 
2.205 (56.011 2360 (59.941 2600 (66.041 2.765 (70.231 
2.705 (68.711 2.860 172.641 3.100 (78.741 3.265 (82.931 
3.205 (81.411 3.360 (85341 3.600 (91.44) 3.765 (95631 
1405 (86.491 3.560 (90.421 3.800 (96.521 3.965 (100.711 

.loo ±.004 .060 .100 

'T~ iC-),...J:)=:it:=l:;i~ :::tD::ak=h:4-.l 
. A 

G .025(0.63) 
~~~--C-----l 
~-~~-D--------l 1) Polarizing Key 

E------l 

Locking devices should be ordered separately in pairs. Short Locking Latch - 317 -8651 -000 (for use without strain rel ief) Long Locking Latch - 317 -8651 -001 (for use with strain relief) 
The headers comply with performance class II acc . DIN 41651 (200 mating cycles). For head ers with straight and 90' Wire Wrap posts pl ease consult factory. 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Board Mount and Crimp Receptacles 

The ITT Cannon low cost board mount and crimp 
receptacles are versatile printed circuit connectors. 
They have a variety of possible combinations all 
emanating from a female box type receptacle mat
ing with a .025(3.18) pin. 

The heart of this system is a modified box contact, 
incorporating two opposing cantilever beams acting 
independently to produce a consistent contact in
sertion force . This insertion force allows the de
signer to fabricate assemblies with over 100 con
tacts that are easily mated and unmated. 

Applications 
Board Mount Receptacle (UBS) 

• Daughter card to mother board 

• Printed circuit board stack 

• Flex cable to .025(0.64) pin 

Crimp Receptacle (UBC) 

• Cable to .025(0.64) pins in printed circuit 
boards 

• Cable to .025(0.64) pin headers, shrouded or 
unshrouded 

• Cable to .025(0.64) wrap tails 

Design Features 
• Contacts on .100(2.54) centers 

• Choice of low or high insertion force 

• Insertable and removable contacts 

• Wire and post stop 
• Insulation support in contact crimp barrel 

• Lead-in chamfer - in insulator 

• Solder anti-wicking 

• Point contact within .100(2.54) of mating face 

• Minimum .150(3.81) contact wipe 

Standard Data 

Y,, " "DAUGHTER BOARD" 
(P.C. Board) 

.025 (3.18) 
Wrap 
Post 

Crimp Receptacle Assembly 

.060 (1.52) 

STOP 

--L:h 
~ CONTACT 

.100 (2.54) MATING 
POINT 

Board Mount 90· 

G
1
(::)n- lI)OBi~54 ) ~=~ 

R CONTACT 

WIPE! 
slOP 1 __ ---L_ 

.27:, I .330 (8.38) REF. 

~r;-l-CONTACT MATlNG~ 

m~-tt<lm"" "INSULATOR 
.100 (2.54) FACE 

"""-"""~"""'>J-_ MOTHERBOARD 
(PAINTED CIRCUIT 

OR METAL) 

CRIMP RECEPTACLE 

OISCR[I£ WIRES 
' 18 Nt'GIQ . 30 IWG--....... · .. 

CRIMP S"'AP,,"I "O 
CONNECIOA·",""'-- _I 

Board Mount Receptacle 

MATERIALS AND FINISHES 
Insulator, Single Row /Double Row Thermoset / Thermoplastic 

Flammability Rating UL 94V·0 
Contacts, Low and High Force Material: Copper alloy 

Finish: Gold over nickel 

MECHANICAL FEATURES 

MOTHER 
BOARD 
BACKPLANE 
(Printed Circuit 
or Metal) 

Input/Output 
Connector 
A ... mbly 

-t----,OC'''",ClIP tOPTIONAl l 

ME TAL BACKPLANE OR PC BOARD 

Crimp Receptacle 

Thermoplastic / Thermoset 
UL 94V·1 /UL 94V·0 

Material: Copper alloy 
Finish: Gold over nickel 

Termination Technique Flow solder (.013(0.331 x .026(0.661 solder tabl Crimp 

Max. Engagement Fo rce 6.0 oz. (1,67 NI per contact (Iowl 6.0 oz, (1,67 NI per contact (Iowl 
12.0 oz. (3.34 NI per contact (highl 12.0 oz, (3.34 NI per contact (highl 

Min. Separation Force 0.5 oz, (0,14 NI per contact (Iowl 0,5 oz, (0,14 NI per contact (Iowl 
2.0 oz. (0,56 NI per contact (highl 2.0 oz. (0,56 NI per contact (highl 

ELECTRICAL DATA 
Current Rating 3 amps max. 3 amps max. 
Temperature Rating - 55'C to + 105'C (- 67'F to + 22 1' FI - 55'C to + 85'C (- 67'F to + 185'FI 

Insulation Resistance ;:: 5000 Megohms ;:: 5000 Megohms 

Contact Resistance (Initiall 15 Milliohms max. 10 Milliohms max. 

Dielectric Withstanding Voltage (sea levell 650 Vac 650 Vac 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 323 
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Board Mount Receptacle 

90° Connector Assemblies .100" Centers 

Single Row, .100" Centers 

(See page 325 for mounting dimensions) 

No. of No. of No. of 
Contacts Part Number A B Contacts Part Number A B C Contacts Part Number A B C 

4 UBS 4 * 004 A lS .430 3 .300 25 UBS 4 * 025 A 1 S 2.530 24 2.400 46 UBS 4 * 046 A 1 S 4.630 45 4.500 
005 .530 4 .400 26 026 2.630 25 2.500 47 047 4.730 46 4.600 
006 .630 5 .500 27 027 2.730 26 2.600 48 048 4.830 47 4.700 
007 .730 6 .600 28 028 2.830 27 2.700 49 049 4.930 48 4.800 
008 .830 .700 29 029 2.930 28 2.800 50 050 5.030 49 4.900 
009 .930 .800 30 030 3.030 29 2.900 51 051 5.130 50 5.000 

10 010 1.030 .900 31 031 3.130 30 3.000 52 052 5.230 51 5.100 
11 011 1.130 10 1.000 32 032 3.230 31 3.100 53 053 5.330 52 5.200 
12 012 1.230 11 1.100 33 033 3.330 32 3.200 54 054 5.430 53 5.300 
13 013 1.330 12 1.200 34 034 3.430 33 3.300 55 055 5.530 54 5.400 
14 014 1.430 13 1.300 35 035 3.530 34 3.400 56 056 5.630 55 5.500 
15 015 1.530 14 1.400 36 036 3.630 35 3.500 57 057 5.730 56 5.600 
16 016 1.630 15 1.500 37 037 3.730 36 3.600 58 058 5.830 57 5.700 
17 017 1.730 16 1.600 38 038 3.830 37 3.700 59 059 5.930 58 5.800 
18 018 1.830 17 1.700 39 039 3.930 38 3.800 60 060 6.030 59 5.900 
19 019 1.930 18 1.800 40 040 4.030 39 3.900 61 061 6.130 60 6.000 
20 020 2.030 19 1.900 41 041 4.130 40 4.000 62 062 6.230 61 6.100 
21 021 2.130 20 2.000 42 042 4.230 41 4.100 63 063 6.330 62 6.200 
22 022 2.230 21 2.100 43 043 4.330 42 4.200 64 064 6.430 63 6.300 
23 023 2.330 22 2.200 44 044 4.430 43 4.300 65 065 6.540 64 6.400 
24 024 2.430 23 2.300 45 045 4.530 44 4.400 

* Contact Finish - Specify: A - 20 microinches gold over 50 mi croinches nickel 
B - 30 microinches gold over 50 microinches nickel 
C - 50 micro inches gold over 50 microinches nickel 

t Control Force - Specify: L - Low: .5 to 6 oz. (0.14 to 1.67 N) 
H - High: 2 to 12 oz. (0 .56 to 3.33 N) 

324 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Board Mount Receptacle 

Double Row .. 100" X .100" Centers 

No. of No. of 
Contacts Part Number A B C Contacts 

4/8 UBS 4 * 008 A lO t .430 3 .300 25 /50 
5/10 010 .530 4 .400 26/52 
6/12 012 .630 5 .500 27/54 
7/14 014 .730 6 .600 28 /56 
8/16 016 .830 7 .700 29/58 
9/18 018 .930 8 .800 30 /60 

10/20 020 1.030 9 .900 31 /62 
11 /22 022 1.130 10 1.000 32/64 
12/24 024 1.230 11 1.100 33 /66 
13/26 026 1.330 12 1.200 34 /68 
14 /28 028 1.430 13 1.300 35170 
15 /30 030 1.530 14 1.400 36172 
16/32 032 1.630 15 1.500 37 t74 
17/34 034 1.730 16 1.600 38176 
18 /36 036 1.830 17 1.700 39178 
19/38 038 1.930 18 1.800 40 /80 
20 /40 040 2.030 19 1.900 41 /82 
21/42 042 2.130 20 2.000 42 /84 
22 /44 044 2.230 21 2.100 43 /86 
23 /46 046 2.330 22 2.200 44 /88 
24/48 048 2.430 23 2.300 45 /90 

*Contact Finish. Contact Forces as applicable-See How To Order. 
* Contact Finish - Specify: A - 20 microinches gold over 50 microinches nickel 

B - 30 microinches gold over 50 microinches nickel 
C - 50 microinches gold over 50 microinches nickel 

tControl Force - Specify: l - low: .5 to 6 oz. (0.14 to 1.67 N) 
H - High: 2 to 12 oz. (0.56 to 3.33 N) 

Mounting Dimensions - 90° 

Part Number 
UBS 4 * 050 A lO t 

052 
054 
056 
058 
060 
062 
064 
066 
068 
070 
072 
074 
076 
078 
080 
082 
084 
086 
088 
090 

. 200± .OO3 TYP 

Single Row 

. 020 MIN. 
TYP. 

ITT Cannon 

.330 REF. 

No. of 
A B C Contacts Part Number A B C 

2.530 24 2.400 46 /92 UBS 4 * 092 A lO t 4.630 45 4.500 
2.630 25 2.500 47 /94 094 4.730 46 4.600 
2.730 26 2.600 48 /96 096 4.830 47 4.700 
2.830 27 2.700 49/98 098 4.930 48 4.800 
2.930 28 2.800 50 /100 100 5030 49 4.900 
1030 29 2.900 51/102 102 5.130 50 5.000 
1130 30 1000 52 /104 104 5.230 51 5.100 
1230 31 1100 53 /106 106 5.330 52 5.200 
1330 32 1200 54 /108 108 5.430 53 5.300 
1430 33 3.300 55 /110 110 5.530 54 5.400 
1530 34 1400 56 /112 112 5.630 55 5.500 
1630 35 3.500 57 /114 114 5.730 56 5.600 
1730 36 3.600 58 /116 116 5.830 57 5.700 
1830 37 1700 59 /118 118 5.930 58 5.800 
1930 38 1800 60/120 120 6030 59 5.900 
4.030 39 1900 61 /122 122 6.130 60 6.000 
4.130 40 4.000 62 /124 124 6.230 61 6.100 
4.230 41 4.100 63 /126 126 6.330 62 6.200 
4.330 42 4.200 64 /128 128 6.430 63 6.300 
4.430 43 4.300 65 /130 130 6.540 64 6.400 
4.540 44 4.400 

- .200± .OO3 TYP . 

.100±.003 TYP . 

.03S±.OO3 

Double Row 

Oimensions are shown in inches (millimeters). 
Dimensions subject to change. 325 
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Board Mount Receptacle 

Vertical Connector Assemblies .100" Centers 

Double Row .100" Centers 

Double Row: Includes solder anti-wicking contact feature 

No_ of No. of No. of 
Contacts Part Number A B C Contacts Part Number A B C Contacts Part Number A B C 

4/8 UBS 4 * 008 C 4DL .420 .300 25 /50 UBS 4 * 050 C 4DL 2.520 24 2400 45 /90 UBS 4 * 090 C 4DL 4.520 44 4.400 
5/10 010 .520 4 .400 26 /52 052 2.620 25 2.500 46 /92 092 4.620 45 4.500 
6/12 012 .620 .500 27/54 054 2.720 26 2.600 47 /94 094 4.720 46 4.600 
7/1 4 014 .720 .600 28 /56 056 2.820 27 2.700 48 /96 096 4.820 47 4.700 
8/16 016 .820 .700 29 /58 058 2.920 28 2.800 49 /98 098 4.920 48 4.800 
9/18 018 .920 .800 30 /60 060 3.020 29 2.900 50/1 00 100 5.020 49 4.900 

10 /20 020 1.020 .900 31 /62 062 3.120 30 3.000 51 /1 02 102 5.120 50 5.000 
11 /22 022 1.120 10 1.000 32 /64 064 3.220 31 3.100 52/1 04 104 5.220 51 5.100 
12 /24 024 1.220 11 1.100 33 /66 066 3.320 32 3.200 53/1 06 106 5.320 52 5.200 
13 /26 026 1.320 12 1.200 34 /68 068 3.420 33 3.300 541108 108 5.420 53 5.300 
14128 028 1.420 13 1.300 35170 070 3.520 34 3.400 55/110 110 5.520 54 5.400 
15 /30 030 1.520 14 1.400 36172 072 3.620 35 3500 56/112 112 5.620 55 5.500 
16132 032 1.620 15 1.500 37174 074 3.720 36 3.600 57/114 114 5.720 56 5.600 
17134 034 1.720 16 1.600 38176 076 3.820 37 3.700 58 /1 16 116 5.820 57 5.700 
18 /36 036 1.820 17 1.700 39178 078 3.920 38 3.800 59/118 118 5.920 58 5.800 
19138 038 1.920 18 1.800 40180 080 4.020 39 3900 601120 120 6.020 59 5.900 
20140 040 2.020 19 1.900 41 182 082 4.120 40 4.000 61 1122 122 6.120 60 6.000 
21 142 042 2.120 20 2.000 42 /84 084 4.220 41 4.100 621124 124 6.220 61 6.100 
22144 044 2.220 21 2.100 43 186 086 4.320 42 4.200 631126 126 6.320 62 6.200 
23146 046 2.320 22 2.200 44188 088 4.420 43 4.300 641128 128 6.420 63 6.300 
24148 048 2420 23 2.300 651130 130 6.520 64 6.400 

* Contact Finish - Specify: A - 20 microinch es gold over 50 micro inches nickel *Contact Finish as applicable - See How to Order. 
B - 30 microinches gold over 50 microinches nickel 
C - 50 microinches gold over 50 microinches nickel 

326 ITT Cannon Oimensions are shown in inches (millimeters). 
Oimensions subject to change. 



Crimp Receptacle 

c onnector nsu ators . 100" C enters 

Single Row ::--L ~516 REF - t-- 100 REF 
~~~ ~ 

~9~QlT ;------=;;:·v 
""" J ~Qli'lI!l[llI!lC'l [!;Q 

SINGLE ROW 

"~I---
No. of No. of No. of 

Contacts Part Number A B C Contacts Part Number A B C Contacts Part Number A B C 

4 121·7356·004 .420 3 300 25 121 ·7356·025 2. 520 24 2.400 46 121 ·7356·046 4.620 45 4.500 
5 005 .520 4 .400 26 026 2.620 25 2.500 47 047 4.720 46 4.600 

6 006 .620 5 .500 27 027 2. 720 26 2600 48 048 4.820 47 4700 
7 007 .720 6 .600 28 028 2.820 27 2.700 49 049 4.920 48 4.800 

8 008 .820 7 .700 29 029 2.920 28 2.800 50 050 5.020 49 4.900 

9 009 .920 8 .800 30 030 3.020 29 2.900 51 051 5.120 50 5.000 "\- 10 010 1.020 9 .900 31 031 3. 120 30 3.000 52 052 5.220 51 5.100 ,., 11 011 1.120 10 1.000 32 032 3.220 31 3.100 53 053 5320 52 5.200 

12 012 1.220 11 1.100 33 033 3.320 32 3.200 54 054 5.420 53 5300 
13 013 1.320 12 1.200 34 034 3.420 33 3.300 55 055 5.520 54 5.400 
14 014 1.420 13 1300 35 035 3.520 34 3.400 56 056 5.620 55 5.500 
15 015 1.520 14 1400 36 036 3.620 20 3.500 57 057 5.720 56 5.600 
16 016 1620 15 1.500 37 037 3.720 36 3.600 58 058 5.820 57 5.700 
17 017 1.720 16 1600 38 038 3.820 37 3.700 59 059 5.920 58 5.800 
18 018 1.820 17 1.700 39 039 3.920 38 3.800 60 060 6.020 59 5.900 
19 019 1.920 18 1.800 40 040 4.020 39 3.900 61 061 6.120 60 6.000 

I--a. 20 020 2.020 19 1.900 41 041 4.120 40 4.000 62 062 6.220 61 6.100 

~- 21 021 2.120 20 2.000 42 042 4.220 41 4.100 63 063 6320 62 6.200 

22 022 2.220 21 2.100 43 043 4320 42 4.200 64 064 6.420 63 6300 
23 023 2320 22 2.200 44 044 4.420 43 4300 65 065 6.520 64 6.400 

24 024 2.420 23 2300 45 045 4.520 44 4.400 
Note: UBC insulators utilize insertable and removable crimp contacts that accommodate # lB·28 AWG wire. See page 328. 

Double Row 

No. of 
Contacts Part Number A B C 

No. of 
Contacts 

.-- .516 REF. I - ~ -j r- .100 REF. 
~ 

III ~ -- ± . 238 REF. IIlltllIlC!'l ---- 1-. 
____ ::lt9it!t l!l~~111~1 C9cg ~~~-:::J. l00 REF . 

t , . [!H!lS8 Q3 ._. 

DOUBLE ROW 

Part Number A B C 
No. of 

Contacts Part Number A B C 

Nole: UBC insulators utilize insertable and removable crimp contacts that accommodate # 18·28 AWG wire. See page 328. 

ITT Cannon Dimensions are shown in inches (mi llimeters). 
Dimensions subject to change. 327 
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Crimp Receptacle 

Crimp Contacts 

NOTE: All gold plated contacts are selectively plated with specified Bulk Type - (Supplied in Quantity. Loosel Reel Type - (Supplied 5000 Contacts per Reell 
minimums of gold on mating surface only. Balance of contact is plated 
gold flash . 

Withdrawal Insertion Bulk Type Reel Type 
Wire Range* Force. Min. Force. Max. Contact and Plating Thickness Part No. Part No. 

20 microinches gold over 50 micro inches nickel 030-7313·016 110238-0095 
2 oz. 12 oz. 30 microinches gold over 50 microinches nickel 030-7313·096 110238-0155 

18-22 AWG 50 microinches gold over 50 microinches nickel 030-7313·076 110238-0154 
Non-Insulation 

20 microinches gold over 50 microinches nickel 030·7361 ·016 110238-0099 Support 
0.5 oz. 6 oz. 30 micro inches gold over 50 microinches nickel 030-7361 ·096 11 0238-0157 

50 microinches gold over 50 microinches nickel 030-7361·076 11 0238-0156 
20 microinches gold over 50 microinches nickel 030· 7313·01 2 110238-0087 ( 

2 oz. 12 oz. 30 micro inches gold over 50 microinches nickel 030· 7313·092 110238·0151 
24-28 AWG 50 microinches gold over 50 microinches nickel 030· 7313-072 110238·0150 

Insulation 20 micro inches gold over 50 microinches nickel 030 ·7361 ·012 11 0238·0091 
Support 0.5 oz. 6 oz. 30 microinches gold over 50 microinches ni ckel 030· 7361 ·092 110238·0153 

50 micro inches gold over 50 microinches ni ckel 030-7361 -072 110238·0152 
NOTE: Minimum withdrawal force using .024 sq . gauge. Maximum inser tion force using .026 sq. gauge. 

Hand Tool for Crimp Contacts 

Recommended Wire Strip Length 
For use with ABT-500. ABT-607 and hand crimp tool for UBC contacts 

5 
Wire Range Type Tool Part No. Wire Range Type A Dim. 

# 18-#22 AWG Non·lnsu. Support CCT-UBC-l 995·0001 -789 #18-#22 AWG Non·lnsu l. Support .1 80 (4.571 

#24-#28 AWG With Insu l. Support CCT-UBC 995-0001 ·681 #24-#28 AWG With Insul. Support .125 (3.181 

Semi-Automatic Tooling c 

ABT-500-UCCS-UBC* Strip Crimp Machine ABT-500-UCCO-UBC* Crimp Machine ABT-607-UBC* All Pneumatic Crimp Machine 
*Please specify contact part number when ordering semi · automatic tools 0 
--___ ________ ------l 

328 ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 



Crimp Receptacle - Accessories 

Crimp Contact Extraction Tool 

CET-UBC-2 
PIN 274-7302-004 

Polarizing Plug 

225-7301-002 Natural (Off-White) 
225-7301-003 Black 

070(178)til''-' 
MAX . SO . ',' 015 (0 38) MAX HIGH GATE 

t PROJECTION AFTER 
CUSTOMER BREAKOFF 

Special Assemblies 

.024 (6 10) REF .015 (0.38) MAX. HIGH GATE 
+ ::.1 PROJECTION AFTER 

'rr------CL---,-,..-.I!;., CUSTOMER BREAKOFF 

~. 042(1.07) 
145 (368) =-r. .034 (086) 
125 (3 .18) 

! 
_ .030(0 .76) 

_ .020 (0.51) 

028 (0.71) 
018 (0.46) SO (TIP ONLY) 

.610 (15.49) MAX . 

STRIP 
(TO BE DISCARDED) 

\ 
(10PARTS/RUNNER) /Cff_-~ = ~~~ 
PART NO.225-7301-OC I _ 1.350 (34.29) 

1 
DEPRESS TO UNLATCH 

Positions Kit* Kit** 
10 /20 130002-0001 130002-0101 
20/40 130002 -0002 130002-0102 
25 /50 130002 -0005 130002 ·0105 

* Consists of 1 insulator, 2 clam shells and 2 screws 
**Consists of 1 insulator, 2 clam shells, 2 screws and a locking 

clip. 

10/20 
POSITIONS 
PART NO_ 1. 01 5 

130002-0001 -:9B5 
L 

CLIP 

__ ~ HEADER 

~----J-~--.JtF?~~~ L~ : PART NO. 
I 029-7300-000 

__ ...J LOCKING ClIP 

T 

2.170 

_I 2.670 I 2 150 2.650 -L 
460 

~@~g@@g~~~~~~~~~6~~~~~~~~ .460 
430 B@~~~~~@@@~@~~g~~~~~~g~~~ .430 

- I 

..Jr .a' 

D 20/40 

D 
25/50 

POSITIONS @ POSITIONS 
PART NO. PART NO. 
130002-0002 130002·0005 

2.715 I 3.210 
2.685 3.180 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 329 
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High Density PCB Connectors CHD 

Features 

• High Pin Count 

• Consistent high contact normal force of 70 
grams minimum per beam after life 

• Low insertion force per mated contact of 1.5 
ounces 

• "Closed" -entry female housing gives resistance 
to probe damage 

Standard Data 

MATERIALS 
Housing: Glass·filled thermoplastic. black 
Contacts: Copper alloy 
Contact Finish: .000030" (.00076) Gold on mating area over 

. 000050 " (.00127) nickel underplate. Tin plated 
P.C. Tails 

How to Order 

SERIES 
Cannon High Density 

NUMBER OF CONTACTS 
Up to 684 

CONTACT TYPE 
P - Pin 
S - Socket 

The Cannon High Density (CHD) connector series 
was developed to address the dramatic increase in 
the number of 1/0 signa ls required on today's 
printed circuit boards . 

ITT Cannon CHD offers a lower insertion force 
design with up to 684 contacts on a .100" x .100" 
grid. Available in 3- and 4- row configurations, the 
CHD connector is a reliable and cost effective 
solution for mating a large number of contacts. 

"CLOSED" ENTRY 
INSULATOR 
ALIGNS CONTACT 

Typically, the pin side of the connector is mounted 
on the backplane utilizing press-fit compliant pin 
technology. The right angle socket connector is 
soldered on the daughter card. ITT Cannon offers a 
complete line of mounting hardware including guide 
pins, power pins and receptacles, and polarizing 
keys. 

For more information, consult the factory or your 
local ITT Cannon sales office. 

~,~~:::~ 
SOCKET CONTACT INSULATOR 

• Press-fit compliant pin tails available 

• Intermateslintermounts with most manufac
turers' high density PC connectors 

• 64 position polarizing system 

• High temperature material compatible with all 
reflow so lder techniques 

• Standard .100 " x .100 " (2.54 x 2.54) PC foot 
print 

ELECTRICAL 
Current Rating: 2.25 amps. continuous per contact 
Operating Temperature: - 65'C to + 105'C 

OWV: 900 Vrms. Sea level 
Insulation Resistance: 5000 Mil min. 
Contact Resistance: 20 mil max. 

• Preloaded socket contacts 

• First make. last break pin contact (.040 (1.02) 
longer) available 

• .090 (2 .29) nominal contact electrical engage
ment length 

• UL Recognized File #E8572 

• CSA certification pending 

MECHANICAL 
Socket Contact: Twin canti lever beam. "closed" entry 
Normal Force: 70 grams /beam aft er life min. 
Insertion Force: 1.5 oz./ mated contact avg . 
Withdrawal Force: 0.5 oz. /mated contact avg. 

CHO - 240 4 A - XXX 

SERIES- __ T T J j 
NUMBER OF CONTACTS-------------------'-

CONTACT TYPE----------- ------------' 

NUMBER OF CONTACT ROWS----------- ---------' 

TERMINATION TYPE----- -------------------' 

MODIFICATIONI-------------------------' 

NUMBER OF CONTACT ROWS 
3 - 3-Row 
4 - 4-Row 

TERMINATION TYPE 
A - Press fit (Male only) 
B - Solder 

ITT Cannon 

MODIFICATION 
-020: .120 (3.05) solder tail 
-021: .250 (6.35) compliant pin wire wrap post 

tail length 
-022: .533 (13 .54) compliant pin wire wrap post 

tail length 
First mate/last break pin contacts (.040 (1.0) 
longer) are available. They can be installed into any 
contact cavity. For additional information consult 
factory. 



High Density PCB Connectors 

3 Row Pin Connectors 

Pin Iwithout guide pin) 

I A I 
r iF!i r-----~---------~----i-ii!ii 
('4,·731 lJ. _~;C - '--- --- ----------- -----'-',,l.J,.; 

, • I , 

020 I 
(0.51) 

0 ____ __ _ __ _ 0 

Pin Iwith 1 guide pin) 

Number of 
Positions** 

96 
120 
165 
210 
225 

*Solder post is .190 14.83) 

A B 
3.950 11 00.33) 3.650 192.71) 
4.750 1120.65) 4.450 1113.03) 
6.250 1158.75) 5.9501151.13) 
7.750 1196.85) 7.4501189.23) 
8.250 1209.55) 7.950 1201.93) 

Compliant pin tails shown. Solder posts are available_ 

733' 
(18,51) 

~O 

Number of 
Positions** 

240 
258 
276 
294 
312 
330 
348 
366 

I L.,oo 
~ (2.541 

A 

9.050 1229.87) 
9.650 (245.11) 

10.250 1260.35) 
10.850 1275.59) 
11.450 1290.83) 
12.050 (306.07) 
12.6501321.31) 
13.250 (336.55) 

*Solder post is .190 14.83) 

B C 

8.750 1222.25) 8.350 1212.09) 
9.350 1237.49) 8.950 1227.33) 
9.950 1252.73) 9.550 1242.57) 

10.550 1267.97) 10.150 1257.81) 
11 .1501283.21) 10.750 (27305) 
11.750 1298.45) 11.350 1288.29) 
12.350 1313.69) 11 .950 1303.53) 
12.950 1328.93) 12.5501318.77) 

c 
3.250 182.55) 
4.050 1102.87) 
5.550 1140.97) 
7.050 1179.07) 
7.5501191.77) 

0 

3.900 199.06) 
4.200 11 06.68) 
4.500 1114.30) 
4.800 1121.92) 
5.100 112954) 
5.400 1137.16) 
5.7001144.78) 
6.000 1152.40) 

**Additional sizes are continually added. Consult factory for availability. 

Pin lwith 2 guide pins) Compliant pin tails shown. Solder posts are available_ 

1-(~~"2J-1 
025 so - --j r
(0631 II 

-,-- - : 
2:0/

5331 _ ~ ______ .J 

~
'( 

P . 
733 -

118611 
~-----c-----~ 

Number of 
Positions** 

387 
405 

_1_0 . 
-II-(~~l 

*Solder post is .190 (4.83) 

A B c 
14.250 1361.95) 13.950 1354.33) 13.550 (344.17) 
14.8501377.19) 14.5501369.57) 14.1501359.41) 

o 
4.200 11 06.68) 4.6751118.74) 
4.400 1111.76) 4.8751123.82) 

CHD 

3.100 178.74) 
3.900 199.06) 
5.400 1137.16) 
6.900 1175.26) 
74001187.96) 

E 
4.375 1111.12) 
4.6751118.74) 
4.9751126.36) 
5.2751133.98) 
5.575 1141 .60) 
5.875 1149.22) 
6.175 1156.84) 
6.4751164.46) 

.1000tA. 
(2.54) 

4.600 1116.84) 
4.800 1121.92) 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensi ons subject to change. 33 1 
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High Density PCB Connectors CHD 

3 Row Socket Connectors 

Socket (without guide pin) 

I-----E----t 

Socket (with 1 guide pin) 

Socket (with 2 guide pins) 

1--- ----8------1 

.226 
(5.74) 

MOUNTING HOlE 
CENTERLINE .200 

(5.08) 

Number of 
Positions** A B c 

96 3.950 (100.33) 3.650 (92.71) 3.224 (81 .89) 3.100 (78.74) 
120 4.750 (120.65) 4.450 (113.03) 4.024 (102.21) 3.900 (99.06) 
165 6.250 (158.75) 5.950 (151.13) 5.524 (140.31) 5.400 (137.16) 

210 7.750 (196.85) 7.450 (189.23) 7.024 (178.41) 6.900 (175.26) 
225 8.250 (209.55) 7. 950 (201.93) 7.524(191.11) 7.400 (187.96) 

**Additional sizes are continual ly added. Consult factory for availability. 

.334 
(8.48) 

...1 .725 

.100 
(2.541 

Number of 
Positions** A B C 

240 9.050 (229.87) 8.750 (222.25) 8.324 (211.43) 3.900 (99.06) 4.375 (111.12) 
258 9.650 (245.11) 9.350 (237.49) 8.924 (226.67) 4.200 (106.68) 4.675 (118.74) 

276 10.250 (260.35) 9.950 (252.73) 9.524 (241.91) 4.500 (114.30) 4.975 (126.36) 
294 10.850 (275.59) 10.550 (267.97) 10.124 (257.15) 4.800 (121 .92) 5.275 (133.98) 
312 11.450 (290.83) 11.150 (283.21) 10.724 (272.39) 5.100 (129.54) 5.575 (141.60) 
330 12.050 (306.07) 11 .750 (298.45) 11.324 (287.63) 5.400 (137.16) 5.875 (149.22) 

348 12.650 (321.31) 12.350 (313.69) 11 .924 (302.87) 5.700 (144.78) 6.175 (156.84) 

366 13.250 (336.55) 12.950 (328.93) 12.524 (318.11) 6.000 (152.40) 6.475 (164.46) 
**Additional sizes are continually added. Consult factory for availability. 

Number of 
Positions** 

387 
405 

A 

14.250 (361.95) 

14.850 (377.19) 

-, 
.725 "TI8

.,,, ,' ... i, T .. 
~75 
(6 .99) 

B c 
13.950 (354.33) 13.524 (343.51) 

14.550 (369.57) 14.124 (358.75) 
**Additional sizes are continually added. Consult factory for availability. 

ITT Cannon 

4.200 (106.68) 4.675 (118.74) 4.600 (116.84) 

4.400 (111.76) 4.875 (123.82) 4.800 (121 .92) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change . 



High Density PCB Connectors 

4 Row Pin Connectors 

!'Pin (without guide pinl Compliant pin tails shown. Solder posts are available. 

hi
585

l I A I (14.66) 

i~2~fQ - I 

r~Q~ ~ ~ 1 \!, 210(533) _L _______ __ J 114 l,L -~ ;' - ' ------ ---- ------- -----. -":,-.1,; 't~l (1,'9) 1. ' . , 
L , . ' . 

~ll 
~j.,..l-"" 

020 I .'20"J (0.51) 733' 
(18.61 ) (3.05) 

0 _ ___ ______ 0 ~OO ~6)-

-I ~I~~) 
*Solder post is .190 (4.83) 

Number of Number of 
Positions" A B C E Positions'* A 

96 3.150 18001) 2.850 (72.391 2.450 (62.231 2300 (58.421 180 5.250 1133351 
100 3.250 182.551 2.950 (74.931 2.550 164.771 2.400 (60.961 200 5.7501146.051 
120 3.750 195.251 3.450 (87.531 3.050 177.471 2.900 (73.551 240 5.7501171.451 
128 3.950 (100331 3.550 (92.711 3.250 182.551 3.100 (78 .741 252 7050 1179.07) 

I 140 4.250 (107.951 3.950 (100331 3.550 190.171 1400186351 255 7.150 (181.511 

r': 160 4.750 1120.551 4.450 (113.031 4.0501102.871 3.900 (99 .051 260 7.2501184.151 
158 4.950 (125.731 4.550 (118.11) 4.2501107.951 4.100 (104.141 300 8.250 1209.551 

**Additional sizes are continually add ed. Consult factory for availability. 

Pin (with 1 guide pin I Compliant pin tai ls shown. Solder posts are available. 

Number of 
Positions·· A B C 0 

197 (500) 
I 

~ 
733 · 

(18611 

~OO 
I I· _ '00 

-r-i .:1--=-(254) 

'Solder post is .190 (4.83) 

Number of 
Positions" A 

CHD 

.100DlA. 
B 

-,I ,i~~d 
(2.54) 

= 
~mmml;.H .. I 

mm~ ~ mm ~ .'so 
mms J;JmElElEl~ EJ El [!) ,' "- (3.81) 300 

GGE ~[!)ElmEl(- ~GG ~ • iT i7F GG~ • GElElEl~ ~ El [!)-n1~' ' 

I E I 
c 

B C E 

4.9501125.731 4.550 (115.571 4400 (111761 
5.450 (138.431 50501128.271 4.900 1124.461 
5.4501153.831 5.050 1153.571 5.900 (149.851 
5.750 (171.451 53501151.291 5.200 1157.481 
6.850 1171991 5.4501163.831 6300 1160.021 
5.9501175.531 5.550 1155371 5.400 (152.551 
7.950 1201 .931 7.5501191.771 74001187.951 

B C 0 
320 9050 (229.871 8.750 (222.251 8350 (212.091 3.900 (99.051 4.375 (111 .121 416 11.450 (290.831 11.150 1283.21 1 10.750 (271051 5.100 1129.541 5.575 (141.501 
344 9.550 (245.11 1 9350 (237491 8.950 (227331 4.200 (105.681 4.575 (118.741 440 12050 (305.071 11750 1298.451 11.350 (288.291 
358 10.250 1250351 9.950 1252.731 9.550 1242.571 4.5001114301 4.975 (126351 454 12.550 1321.311 12.3501313.591 11.9501303.531 
392 10.850 1275.591 10.550 1257971 10.150 125781) 4.800 (121.921 5.275 (131981 488 13.250 1335.551 12.950 1328.931 12.550 1318.771 

*Additional sizes are continual ly add ed. Consult fa ctory fo r availability. 

Pin (with 2 guide pins I Compliant pin tails shown. Solder posts are available. 

I A I 
,~r.-~:r:(:::~_r3ITJ~<~~~T:n 1 U'::- I~~ .~ .,. 
. l . I 

10 511 

0______ ___ _ ___ 0 

**Additional sizes are continually added . Consult factory for availability. 

5.4001m151 5.875 1149.221 
5.700 1144.781 5.175 (155.841 
5.000 1152.401 5.475 (154.451 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dim ensions subject to change. 333 
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High Density PCB Connectors 

4 Row Socket Connectors 

Socket (without guide pinl 

:::::::;-T 
.434 
(11 .02) 

~~~~F=====~I~~~=t--J-*=L--J--~orJ~ 

.300 
(7.62) 

(4.32) 

I 
.100 
(2.54) 

CHD 

Number of 
Positions** A B C E 

Number of 
Positions'* A B C E 

96 3.150 (80 .011 2.850 (72.39) 2.424 (61.57) 

100 3.250 (82 .55) 2.950 (74.93) 2.524 (64.11) 

120 3.750 (95 .25) 3.450 (87 .63) 3.024 (76.81) 

128 3.950 (100.33) 3.650 (92.71) 3.224 (81.89) 
140 4.250 (107.95) 3.950 (100.33) 3.524 (89.51) 
160 4.750 (120.65) 4.450 (113.03) 4.024 (102.21) 

168 4.950 (125.73) 4.650 (118.11) 4.224 (107.29) 

**Additional sizes are continually added. Consult factory for availability. 

Socket (with 1 guide pin) 
.400 
(10.16) 

2.300 (58 .42) 180 5.250 (133.35) 4.950 (125.73) 4.524 (114.91) 4.400 (111.76) 

2.400 (60.96) 200 5.750 (146.05) 5.450 (138.43) 5.024 (127.61) 4.900 (124.46) 

2.900 (73.66) 240 6.750 (171 .45) 6.450 (163.83) 6.024 (153.01) 5.900 (149.86) 

3.100 (78.74) 252 7050 (179.07) 6.750 (171.45) 6.324 (160.63) 6.200 (15748) 
3.400 (86.36) 256 7.150 (181.61) 6.850 (173.99) 6.424 (163.17) 6.300 (160.02) 
3.900 (99 .06) 260 7.250 (184.15) 6.950 (176.53) 6.524 (165.71 ) 6.400 (16256) 

4.100 (104.14) 300 8.250 (209.55) 7.950 (201.93) 7.524 (191.11) 7400 (187.96) 

---I n· 4.34 
(11 .02) 

~--~~FL--~~I~~~st--~~~~--rT~~ 
8... . 

(20("' ~)' :L-r, ==~~ (4.32) 

I 

.300 
(7.62) 

.100 
-(2.54) 

Number of 
Positions*' A B C 0 

320 9.050 (229.87) 8.750 (222.25) 8.324 (211.43) 3.900 (99.06) 

344 9.650 (245.11) 9.350 (237.49) 8.924 (226.67) 4.200 (106.68) 
368 10.250 (260.35) 9.950 (252.73) 9.524 (241 .911 4.500 (114.30) 

392 10.850 (275.59) 10.550 (267.971 10.124 (257.15) 4.800 (121.92) 

**Additional sizes are continually added. Consult factory for availability. 

Socket (with 2 guide pins) 

~:'-=====::"':c:":=::====~ 
~--------------A--------------~ 

Number of 

4.375 (111.12) 

4.675 (118.74) 
4.975 (126.36) 
5.275 (133.98) 

MOU<T1NG HOlE 
CENTERUNe 

Positions" A B D E F 

516 14.250 (361.95)13.950 (354.33) 13.524 (343.51) 4,200 (106,68) 4,675 (118.74) 4.600 (116.84) 

540 14.850 (377.19) 14.550 (369.57)14.124 (358.75)4.400 (111.76) 4.875 (123.82) 4.800 (121.92) 
564 15,450 (392.43) 15.150 (384.81) 14.724 (373.99) 4.600 (116.84) 5.075 (128.90) 5.000 (127 .00) 

588 16.050 (407.67) 15.750 (400.05) 15.324 (389.23) 4.800 (121.92) 5.275 (133.98) 5.200 (132.08) 
**Additional sizes are continually added. Consult factory for availability. 

ITT Cannon 

Number of 
Positions" 

416 

440 

464 
488 

Number of 

A B c o 
11.450 (290.83) 11.150 (283.21) 10.724 (272.39) 5.100 (129 .54) 5.575 (141.60) 
12.050 (306.07) 11.750 (298.45) 11.324 (287.63) 5.400 (137 .16) 5.875 (149 .22) 

12.650 (321.31) 12.350 (313.69) 11.924 (302.87) 5.700 (144.78) 6.175 (156.84) 
13.250 (336.55) 12.950 (328.93) 12.524 (318 .11) 6.000 (15 2.40) 6.475 (164.46 

-I 
8.25 

120~''') T ,:,J, 
.275 
(21 .08) 

.100 
(2.54) 

.604 
(15.34) 

LJ 

Positions" ABC D E F 

612 16.650 (422 .91) 16.350 (415 ,29) 15.924 (404.47) 5.000 (1 27.00) 5.475 (139.06) 5.400 (137.16) 
636 17.250 (438.15)16.950 (430.53)16.524 (419.71) 5.200 (132.08) 5.675 (144.14) 5.600 (142.2 

660 17.850 (453.39) 17.550 (445.77) 17,124 (434,95) 5.400 (137 .16) 5.875 (149.22) 5.800 (147.32) 

684 18.450 (468.63) 18.150 (461.01) 17.724 (450.19) 5.600 (142.24) 6.075 (154.301 6.000 (152.401 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (7141 261 -5300 



High Density PCB Connectors CHD 

Recommended Board Layout 

-B~" OOTYP 12.54) .. . . , 
.... I 

.1200IA. TYP. 
(3.05) 

' See pages 331 -334 for B dimension. 

I-----B'-----I 

.1200IA. T'fP. 
(3.05) 

PC BOARD I-----------B"----------I 

(~r: . . -: : :=~.~=--=~==--=~= : : :=='===m 
E:---· . ·=~P-_·_·-- .,:"" TYP m 

15(8) 1254) (305) 200 

(2~~) ~5:lw 

Accessories: Must be ordered separately 

~rSCREW 

~/G LOCATION ~INOICAlOR 

Guide Pin Kits 

tatic Discharge Guide/Power Pins 
For use in center guide pin holesl 

Guide/ Power Pins 
IFor use in keying holesl 

Screw Assembly Polarization Kit 
Part No. CHO 130403 

~rRIVET 

~ J<. LOCATION 

Rivet Assembly Polarization Kit 
Part No. CHO 130404 

Material and Finish: 
Key · Passivated stainless steel 
Screw· Passivated stainless steel 
Rivet · Nickel plated brass 

Consists of: Consists of: 
2 keys and mounting hardware 

~INOICAlOR 2 keys and mounting hardware 

Material and Finish: Pin· Passivated stainless steel 
Washer· Passivated stainless steel 
Nut· Passivated stainless steel 

t 
WASHER 

Material: Brass 
Finish: X: 30 micro·inches gold over nickel 

Y: 50 micro·inches gold over nickel 

Part Number 
226-0369-000 
226-0369-001 
226-0369-002 

Material: Brass 
Finish: X: 30 micro·inches gold over nickel 

Y: 50 micro·inches gold over nickel 

Part Number 

A 
1.670 (42.421 
1.625 141.281 
1.500 138.101 

A B 

B 
1.195 130.351 
1150 129.211 
1.025 126.041 

C 
226-0368-000 .375 19.521 1.025 126.041 1.400 135.561 
226-0368-001 .375 19.521 1195 130.351 1.570 139.881 
226-0368-002 .375 19.521 1.025 126.041 1.400 135.56) 
226-0368-003 .375 19.52) 1195 130.351 1.570 139.88) 
226-0368-004 .375 19.521 1.025 126.041 1.400 (35.56) 

Finish 
X 
X 

X 

Finish 
None 
None 

X 
X 

Y 

Part Number A B 
CH0130405-1 1.125 (28.581 .475112.061 
CH0130405-2 1.212 130781 .562 114.271 
CH0130405-3 1.400 135.561 .750 119.051 

Part Number A B Finish 
226-0369-003 1.500 138.101 1.025 126.041 Y 
226-0369-004 1.455 136.961 .980 124.891 X 
226-0369-005 1.325 133.661 .850 121 .591 Y 
226-0369-006 1.325 133.661 .850 121 .591 None 

Part Number A B C Finish 
226-0368-005 .475 (12.061 1195130.351 1.670142.421 None 
226-0368-006 .475 (12.061 1195 (30.351 1.670 (42.421 X 
226-0368-007 .475 (12.06) 1.025 12604) 1.500 138.101 None 
226-0368-008 .475 (12.061 1.025126.041 1.500138.101 X 

226-0368-009 .560 (14.221 1.025 (26.04) 1.585 140.261 None 
226-0368-010 .560 (14.221 1.025 126.041 1.585 140.261 X 

Guide Pin/ Power Receptacle Assembly 
(For use in end mounts) 

Material: Brass 
Finish: 30 micro·inches gold in contact area with gold flash on remainder over nickel 

.260(6.60) 
MAX 

r='I=;;;>~ .100 (2.S4)THRU 
OIA. 

Center Mounts 

~~ B(MAX) 

RECEPTACLe 

U l'; 4I2-56UNC-2A 
TtlRfAD 

280 (6.60) 
MAX 

End Mounts 

ITT Cannon 

.095 (2 .• ')THRU 
OIA. 

End Mount 
Part Number 

395-0008-000 
395-0008-001 
395-0008-002 

Center Mount 
Part Number 

395-0009-000 

1851 E. Deere Aye, P.O. 80x 35000, Santa Ana, CA 92705-6500 ' (714) 261 -5300 

A B 
.425 (10.801 .684 (17371 
.325 18.26) .584 (14.831 
.285 (7.24) .544113.811 

B 
Max. 

.684 (17371 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 335 
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Two-Piece DIN Connectors 

Indirect. two piece .100 (2 .54) center connectors 
are designed for printed circuit boards size 3.93 x 
6.30 (100 x 160). They also can be used for 
multilayer boards as for flat ribbon cable. They 
comply with the requirements of MIL-C-55302 and 
European specificatons DIN 41612. VG 95324 and 
IEC. Three different contact arrangements with 

cavities for coaxial. HP and I or HV-contact are also 
available. Polarizing is possible with the loss of a 
single contact. 
Mounting is by screws for both the male and female 
connectors. A version of the female connector with 
short solder posts can be soldered directly into PC 
boards. 

DIN Socket Type C Connectors (3 row) Stra ight 
Female Connector - 48 Positions 

.1 10~ .0040IA. 
(2.8"o.1) 

i-------1.969 (SO.O) - - -----j 

1-'------2.165(55.0) MAX. ------i 

DIN Pin Type C Connectors (3 row) Right Angle 
Male Connector - 48 Positions 

1--------2.126 (54) MAX.---- - ----, 

.047 
(1.2) 
MAX. 

2 PLACES 
.098 (2.5) 
OIA. MIN. 

f-----15(~~~~~fr----..., 
.100 

(2.54) 

1------1.756+.006 (44.6 + 0.15)-----1 

1-------1.900(48.26)------ ., 

I 1 I I 1 '-1- ' - ,-'1-1-
i - i ' i I I -I I !- !+ 
! ; ! I t I ! -,I~I--,-I -LL.l.LJ..1..-,' 

.200 
(5.08) 

No. of contacts 
Loaded 

48 

MINI WRAP 

.024 (0.6) 

Rows 
Loaded 
A, B, C 

SLOT FOR CODING PIN 

PC tail 
.11 8 (10) 

121061-0620 

.433 (no) MAX. 

.343+.004 
(8.7+0.1) 

.039 (1.0) __ r-

Wire Wrap Tail 
.512 (110) 

121061-0621 

.023- .006 
(0.7 - 0.15) 

.200 ~'00 (5.08) .200 (2.54) 
(5.08) 15x.100= 1.5OO 

(2.54= 38.1) 
1.900: .004 
(48.26,,0.1) 

- 1 
.110+.004 
(2.8 + 0.1) 

ITT Cannon 

No. of contacts 
Loaded 

48 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana, CA 92705-6500 • (714) 261-5300 

Rows 
Loaded 
A, B, C 

Right Angle PC Tail 
.114 (2.90) 

121060·0282 

Dimensions are shown in inches (mi ll imeters). 
Dimensions subject to change. 



Two-Piece DIN Connectors 

DIN Socket Type C Connectors (3 row) Straight 

Female Connector. 96 Positions 

..... -----3.740 (95.0) MAX.--_ __ --. 

.024x .024 
(0.6xO.6) 

-'---__ --11.....11.._ . _ ._ 

No. of Contacts 
Loaded 

96 
64 

.100 
(2.54) 

DIN Pin Type C Connectors (3 row) Right Angle 

Male Connector 96 Positions 

J47 
(1.2) 
MAX. 

r------3.701 (94.0) MAX.- ------1 

i-----31 x .100=3.100_ 
(2.54=78.74) 

------3.100 .. (78.74) -----' 

1---- 3.354+.008 (85.2+0.2)-----<001 

No. of Contacts 
Loaded 

96 
64 

ITT Cannon 

Rows 
Loaded 
A. B. C 

A. C 

t-----3.346- .008 (85.0 - 0.2) -----<.., 

.417- .008 

f1t:~~~~~~~I~~~~~~,~~~~~:t6-0.2) 

t------3.543±.004 (90.0±0.1) ---_ ..... 

PC Tail 
.1 18 (100) 

121061·0520 
121061·0521 

Wire Wrap Tail 
.512 (13.00) 

121061·0500 
121061·0501 

r----3.500± .004(88.9±0.1)-----l 

Rows 
Loaded 
A, B, C 

A, C 

Right Angle PC 
.114 (2.90) 

121060·0500 
121060·0501 

Dimensions are shown in inches (mill imelers). 
Dimensions subject to change. 337 

1851 E. Deere Ave. P.O. 8.x 35000. Santa Ana. CA 92705·6500 • (714) 261 ·5300 
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Two-Piece DIN Connectors 

Indirect, Two Piece .100 (2.54) Center DIN connec
tors are designed according to the requirements of 
DIN 41612. Mated pairs of DIN 41612, Q and R 
series are fully interchangeable with DIN 41612, 8 
and C series. Furthermore, male and female con
nectors of both connector series are intermateable. 
There is a difference in contact identification. 

Example: contact 1 of DIN type C becomes 32 of 
DIN type R series. Identification of the contact rows 
remains the same. 
Two basic versions are available, offering different 
mounting dimensions. The DIN version of the male 
connector is open at both short sides to allow the 
use of the same mounting provision (hex nuts M 
.098 (2.5)) for non-reversed and reversed contact 
arrangements. 80th basic versions are intermate
able. 

DIN Pin Type R Connectors (3 row) Straight 

Male Connector, 48 Positions No. of Contacts 
Loaded 

48 

Rows 
Loaded 
A. B. C 

PC Tail 
.177 (4.50) 

121619·0715 

Wire Wrap Tail 
.524 (13.30) 
121619·5150 

(2.8) 

.11' 
.433+.004 n:::t:nF~~~~~~~~~nilr:b 

CD 
® 

Three coding 
elements 

Coding part 
with six coding 
positions 

.1n:t:.OO8 
(4.S±0.2) 

.205 
(5.2) 

-.002 (11.0+0.1 
-O.OS)U-L~~~~a!!~~~~~l+=l 

DIN Socket Type R Connectors (3 row) Right Angle 

Female Connector. 48 Positions 

CD ® 
CD Three COding 

elements 

® Coding pari 
with six coding 
positions 

.236 

No. of Contacts 
Loaded 

48 

3 • . 100 

ll~ 

_:, ..=,u=:J§=§=§:::D:==*-_f-L 
.323 
(8.2) 

ITT Cannon 

.323 
(8 .2) 

Rows 
Loaded 
A. B. C 

.033 (0.83) OIA. 

1851 E. Deere Ave. P.O. Box 35000, Santa An a, CA 92705·6500 • (714) 261 ·5300 

PC Tail 
.118 (100) 

121618·0050 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 



Two-Piece DIN Connectors 

DIN Pin Type R Connectors (3 row) Straight 

Male Connector, 96 Positions No. of Contacts 
Loaded 

96 
64 

Rows 
Loaded 
A, B, C 

A, C 

r-------- 3.740 - 0.12 (95.0-0.3) --------t 
1--1-------3.465: .004 (88.0:0.1) ____ -I 

c::b c::b ct:.J 
\------->---j 

1~~~~~~)~ 

~L-J-mn~~L-~L ____ ~O~-
SOLDER PIN'Tr"iI!l"1Tnr.",-J--1 

.034± .004 
(0.88±0.1) 

.020- .002 
(0.5-0.05) 

.024± .002 
.100 1----- 31 x .100=3.100 (2.54=78.74) (0.6±0.05) 

2 x .100 (2.54) 
(2.54) 

.023- .00a 
(0.7-0.15) 

t-I.------~:::·= ~:.~:~~~ ============-l 
.201- .004 

(~~:m DIN~(5'1- 0.1) ... 
. .. 

" 
.185 

.102 (2.6) (4.7) 

.177 
(4.5) 

DIN Socket Type R Connectors (3 row) Right Angle 

Female Connector, 96 Positions 

.047+.002 
(1.2+0.05) 

, 
. 024(~ 

r ~: 
4 

.1) U I 

No. of Contacts 
Loaded 

96 
64 

~ 

J1 .441 .004 rt M. (11.2- 0.1) 

3.5OO± .004 (88.9±0.1) 
3.697", .008(93.9± 0.2) 

'---'--+-+--''---+-+--.200'-- ~ 
(5 .08) (~OU±~ 

3.5OO± .004 
(88.9±0.1) 

ITT Cannon 

, .104+.002 

l;';~ 
J .11 

(3. 

PC Tail 
.177 (4.50) 

121619·0510 
121619-0515 

.201+.00a 
.039+.016 (5.1 +0.2 
(1.0+0.4) 

.110+.004 
(2.8+0.1) 

I---_-+- .433+.004- .002 
(11.0+0.1 -0.05) 

Rows 
Loaded 
A, B, C 
A, C 

x-x 
.024± .002 

Y(0.6±0.05) 

9O"SOLDER PIN 
.020 - .002 x .014 
(0.5 - 0.05 x 0.35) 

2x .loo 
(2.54) 

Wire Wrap Tail 
.524 (13.30) 
121619·0000 
121619-0005 

PC Tail 
.138 (3.50) 

121618-0000 
121618-0005 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

1851 E. Deere Ave. P.O. B., 35000. Sanla Ana. CA 92705 ·6500 • (714) 261-5300 
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Two-Piece DIN Connectors 

DIN Socket Type C Connectors (3 Row) Straight 

Standard DIN female pressfit connectors. 96 and 
64 positions. are available with PC and wire wrap 
terminations. They can be ordered with or without a 
flange . The mating features of these connectors 
ensure that daughter cards can only be mated to the 
motherboard in the defined location. 

Standard Pressfit No. of Contacts 
Loaded 

96 

Rows 
Loaded 
A. B, C 

Pressfit PC 
.236 (6.001 

121061·0641 

-

Pressfit Wire Wrap 
.512 (13.001 
121061 ·0642 

.335- .004 
(8.5-0.1) 1----- - - 3.346- .008(85.0 - 0.2) - - ----1 

...... -------3.740(95.0) MAX. --------1 .012 

-~=~ll 
t-t±:::=--- 3, • . ,00=3.,00 ________ ~1 .417- .008 .500- .004 

(2.54=78.74) '1(10.6-0.2) (12.7-0.1) 
1------- 3.543± .004 (90.0±0.1) -------1. 

.100 
(2.54) 

,---4 

mm~ (i~4) 31'.100=3.100 (2 .54=78.74) 

DIN Pin Type R Connectors (3 row) Straight 

The Reverse DIN male pressfit connector features 
compliant pin contacts with an elastic pressfit 
insertion area. Pre-assembled contacts are front 
insertable and front removable. First-to-mate /last
to-break contacts are available. 

Reverse Pressfit 

----- 3.740- .012(95.0 - 0 .3)====~1 
r------3.465±.004(88.0±0.1) 

.512: .012 .024 
(13.0±0_3) (0.6) 

No. of Contacts 
Loaded 

96 

Rows 
Loaded 
A, B. C 

Pressfit PC 
.236 (6.001 

121 619-4000 

t----- 3.228 (82.0)--------.. 

---- 3.354 +.008 (85 .2+0.2) ----el 
i--- ---3.543± .004(90.0±0.1)-----I 

Pressfit Wire Wrap 
.51 2 (13.001 
121619-4060 

2 X .100 (2.54) 31 X .100=3.100 $: eo,~.""," 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

1851 E. Deere Ave, P.O. Box 35000, Santa Ana. CA 92705-6500 • (714) 261 -5300 



Two-Piece DIN Connectors 

Combination Socket Type C Connectors (3 row) Straight 

Combination Pin Type C Connectors (3 row) Right Angle 

Combination Socket Type C Connectors (3 row) Straight 

Combination Pin Type C Connectors (3 row) Right Angle 

ITT Cannon 

No. 01 Contacts 
Loaded 

60 Standard contacts, 4 cavities lor 
coaxial. HP and /or HV·contacts 

40 Standard contacts 4 cavities lor 
coaxial. HP, and / or HV contacts 

No. of Contacts 
Loaded 

60 Standard con tacts, 4 cavit ies for 
coaxial. HP and /or HV contacts 
40 Standard contacts, 4 cavities for 
coaxial. HP and /or HV contacts 

n 

erO 
AI 

No. 01 Contacts 
Loaded 

42 Standard· contacts, 6 cavities lor 
coaxial, HP and / or HV·contacts 
28 Standard· contacts, 6 cavities lor 
coaxial, HP and / or HV contacts 

No. 01 Contacts 
Loaded 

42 Standard· contacts, 6 cavities for coaxial. 
HP and/or HV contacts 
28 Standard·contacts, 6 cavities for coaxial, 
HP and/or HV contacts 

n 

erO 
AI 

o 0 0 

000 

o 0 0 

;:;;:cs 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261 ·5300 

Rows PIC Tails Wire Wrap Tails, 
Loaded .118 (3.01 .512 (13.01 

A. B, C 121061 ·0091 121061 ·0048 

A, C 121061 ·0199 121061·0159 

Rows Right Angle PC 
Loaded .114 (2.90) 

A, B, C 121060·0033 

A, C 121060·0090 

Rows PC Tail Wire Wrap Tail 
Loaded .118 (3.0) .512 (13.01 

A, B, C 121061 ·0098 121061·0053 

A, C 121061 ·0178 121061·0146 

Rows Right Angle PC Tail 
Loaded .114 (2.90) 

A, B, C 121060·0036 

A, C 121060·0089 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 34 1 
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Chip Carrier Sockets 

ITT Cannon's LCS Sockets accommodate JEDEC 
Type A Plastic Leaded Chip-Carrier (PLCC) devices 
with 32, 44, 52, 68 and 84 leads. The unique 
design of the contact supplies sufficient force on 
the PLCC to hold it firmly in place without the need 
for a retention clip (see Contact Design). 

ITT Cannon 's LCS Socket is designed for plastic 
chip carriers having .050 center spacing, tin plated 
and J bend leads, utilizing a 4 sided flat package 
called PCC. The package has been standardized by 
JEDEC as type A PLCC. 

Both the .050 x .100 (1.27 x 2.54) staggered 
pattern for ease of PC conductor routing and the 
.100 x .100 (2 .54 x 2.54) square grid to accept the 
universal PCB hole patterns are available in all 
sizes. 

How to Order 

Standard Data 

MATERIALS AND FINISHES 
Insulator Black The rmoplastic UL 94V·0 Rated 
Contact Co pper Al loy 
Contact Finish SnPb 

Contact Design 

LCS 

Plastic Leaded Chip Carrier 

LCS -**-** 

SERIES PREFIX- ----------------------'T T J 
NUMBER OF CONTACTS -

TERMINATION----------------------- ---' 

SERIES PREFIX 
LCS 

NUMBER OF CONTACTS 
32, 44, 52, 68 and 84 

MECHANICAL DATA 
Termination Solder Pin 
Temperature Range - 55'C to + 85'C 

.A 

. _____ _________ , --. l...-

ITT Cannon \)1':' 
design ~ 

_mn_~_~~, f,:)l i 
I ',"',,' 

ITT Cannon 

TERMINATION 
None: Staggered-.050 (1.27) x .100 (2 .54) pin 

spacing PC tail 
02: In Line-.100 squa re (2 .54 x 2.54) pin 

spacing PC tail 

ELECTRICAL DATA 
Operating Voltage 
Rated Current 
Insulation Resistance 
Dielectric wi thstanding 

voltage 
Contact Resis tance 
Capacitance 

100 VAC rms; 150 VAC 
1 Amp 
100m!} min. 
600 VAC rms (1 min.) 

30m!} max. 
5pF max. 

ITT Cannon's copper alloy contact provides uniform retention force. The 
carrier inserted into the socket receives vertical and downward force 
from the contacts so that the carrier is firmly held and cannot be easily 
displaced or dislodged. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

1851 E. Deere Ave .. P.O. Box 35000. Santa Ana. CA 92705-6500 • (71 4) 261·5300 



Chip Carrier Sockets 

PCB Layouts 

f 
1.2 

(30.48) 

! 

r--1.2 (30.48) ~ 
I 1-::050 x 20 = 1.0

1 ' I (1.27 x 20 = 25.4) 

.100 (2.54) ttr 

rr
b"~~=::+::=~ ~ 0 

00 .047 ! 00 

.100 ! I (1 .~) i ! ! 
(2.54) *~AT--++ 

1 00 00 
(2~:1~: is°4) i j t' i i 

L--O 0 0- -' ---0 0 0 
-'-------00-.. "-00 

LCS·84·02 

68 Pins 

.050 x 16 = 0.8;;;4 

1.1 (27'94)~ 
0.9 (22.86) 

~.27 x 16 = 20.32) I (i.~) 
y----OH~~ .. ~± .... ~OOO 0 

o 0 .047 I 0 0 

(2~:~) Ii ~ i I 
(J::e)~I' i --r--j-i .05Ox16 = 0.8 

~o o~::i::-o 000 ~ ~::1 = 20.32) 

LCS·68 

LCS·68·02 

44 Pins 

~::;::::~ 
... _." """'1 .---+-tb !~~~t10 ~.~7~ b ffi(i~) 

o O~--· '- - 00 00 

o .047 0 

I 
0 (12) ' 0 

(~::2)06 ~~iA: , ----I _! (i~ 
(15:24) I I I I, .050 x 10 = .5 

~ i
' 0 (1 .27 x 10 = 12.7) :0 O~~ 

00- -- ·- - 00 
.1.-___ 0 0 --- ·--0 0 

LCS·44 

~:;~ry 
rr=t=W~t~! 1 

0.7 rtr r i~~ ' ! r 
(17.7:1 (i.~) +r4---t+ 

(12.7) i i, I I 

~~ ~ o--.--L---o ~ ~ 
.L...----o 0-"+-'-0 0 

LCS-44·02 

ITT Cannon 

52 Pins 

.047 
(1 .2) 
OIA. 

LCS 

~.~:~:::;~ 
.050 x 12 = 0.6 

y----'oM~.':± .. -::~ 0 (i.~) 
0 0 1 00 

(J::e) Ii +' I .050 

(1~:j8)-+-'--I' - ---,-,! ~~ 12 = 0.6 

I ~ ~ i' ~ O:J = 15.24) 

~O 0 --' ,--0 0 0 
.1...-___ 0 0 --- ---0 0 

32 Pins 

.047 (1 .2) 
OIA. 

LCS·52 

LCS·52-02 

.050 x6 = 0.3 
(1.27) x 6 = (7.62) 

Ir--;:-'I 
I- (10.16) -I 

0.6 (15.24) 

LCS·32 

.047 (1 .2) 
OIA. 

.. '\ 

.... r< 

1 1 
~ 
~+ -<~ 

1 1 

1-(~:2) -
0.5 (12.7) 

LCS·32·02 

0'6 I (15.2 

0.4 
(10.16) 

6 

4) 

Dimensions are shown in inches (millimetersl . 
Dimensions subject to change . 343 
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Chip Carrier Sockets LCS 

Dimensions 

Part Number A B 
LCS-32-** .860 (22.0) .740 (19.0) 
LCS-44-** .965 (24.5) .965 (24.5) 
LCS-52-** 1.060 (27.0) 1.060 (27.0) 
LCS-68-** 1.260 (32.0) 1.260 (32.0) 

- --"--.010(0.25) 
LCS-84-** 1.500 (38.0) 1.500 (38. 0] 

Retention Clips 

Comparatively wide dimensional tolerances have 
been established in the JEOEC Standard for the 
PCC. The J-bend leads also vary by the PCC 
manufacturers. Due to these variations, a retention 
clip has been developed to properly hold the carriers 
(that may be out of JEOEC Standard) in position to 
eliminate dislodging during shock and vibration. 
This simple snap on clip is an optimum method for 
providing proper retention of the carrier to the 
socket. Removal tools are also available for the chip 
carrier and the retention clip_ 

PLCC Extraction Tools 

.236 (6.0) 

~( 1..:....-.1 - - ----.: ++~( ~~im:..:.:... .. ::===r~~- :.--- ...!...!....:;II I}" 
.197(5.0) 

Size Part Number 
44 990-0020-901 
52 990-0020-902 
68 990-0020-903 
84 990-0020-904 

ITT Cannon 

PLCC Extraction Tools 
Size 
44 
52 
68 
84 
Retention Cover Extrac tion Tool

PI N 990-0020-909 

A 
132 (33.4) 

1.46 (37.0) 
1.73 (44.0) 
2.07 (52.5) 

Part Number 
990-0020-905 
990-0020-906 
990-0020-907 
990-0020-908 

Dimensions are shown in inches (mill imeters ). 
Dimensions subiect to change . 

1851 E. Deere Ave .. P.O. 80x 35000. Santa Ana. CA 92705-6500 • '7141 761 -5]00 



Rugged Circular Connectors K and RK 

Rugged Circular Connectors With 
Ouick Connect/Disconnect ACME Threads 
K standard circular connectors with special Acme 
thread coupling are rugged, lightweight and eco 
nomical. These connectors are extremely versatile, 
with eight shell styles and seven shell sizes accom
modating more than 70 contact arrangements, in a 
variety of amperage and voltage capacities. 

Standard Data 

STANDARD MATERIALS AND FINISHES 
Shell - Aluminum alloy, cadmium plate 
Insulator - Thermosetting plastic or fabricated phenolic 
Contacts - Copper alloy, silver plate (gold plate for size 20 contact 

only) 

How to Order 

K connectors have made the quick disconnect con
cept a standard in the industry, saving time and 
money in servicing, assembly, testing and inspec
tion . K connectors are used on aircraft. transmit
ters, instrument panels, Geiger counters, television 
cameras, potentiometers, cathode ray recorders 
and other equipment. The general basic K series 
connectors are shown as follows : 

ElECTRICAL DATA 
Number of contacts - 2 thru 110 
Wire Size I Amps - #20 - 5 amps 

#16 - 10 amps 
#14 -15 amps 
#10 - 30 amps 
#8 - 40 amps 
#6 - 60 amps 
#4 - 80 amps 

Other Contacts Available - Coax. -
Minicoax must be purchased separately (see pages 256·257) 

Termination - Solder pot 

• K The standard K coupling nut has internal 
threads and; 

• RK The RK employs a reverse coupling feature, 
with the rotating coupling nut having external 
threads. (Note : K and RK connectors do not 
mate .) 

MECHANICAL FEATURES 
Coupling - K - Special Acme thread coupling nut 

RK - Reverse coupling nut 
Temperature Rating: - WC to + 125'C 
Durability: 500 mating cycles 

MATING GUIDE 
K·21 K·22 K·23 K·24 

K·21 • • 
K·22 • • 
K·23 • • 
K·24 • • 
K·31 • • 
K·32 • • 

K·31 K·32 

• • • • 

R W K - 6 - 22 C - 5/8" 

REVERSE COUPLlNG-----------------...JT T I 
SHELL SIZE----------------------'- I 
SERIES PREFIX.------------- - -----' 

CONTACT ARRANGEMENT---------------------' 

SHELL STYLE-----------------------' 

CABLE CLAMP'------------------------' 

CLAMP CAPACITY------------------------' 

REVERSE COUPLING 
R - Pin insert typical in plug, socket insert 

typical in receptacle and coupling nut re
versed; will not mate with K connectors. 

SHELL SIZE 
W - 7/8" threaded coupling dia. 
G - 1-3/16" threaded coupling dia. 
S - 1-5/16" threaded coupling dia. 
N - 1-9/16" threaded coupling dia . 
F - 1-13/16" threaded coupling dia . 
I - 2-1/4" threaded coupling dia. 
L - 2-1/2" threaded coupling dia. 

SERIES PREFIX 
K - ITT Cannon Prefix 

CONTACT ARRANGEMENT 
See pages 347-349 

ITT Cannon 

SHELL STYLE 
21 - Straight plug, socket insert 
22 - Straight plug, pin insert 
23 - 90° plug, socket insert 
24 - 90° plug, pin insert 
31 S - Small flange receptacle, socket insert 
31 SL - Large flange receptacle, socket insert 
32S - Small flange receptacle, pin insert 
32SL - Large flange receptacle, pin insert 

CABLE CLAMP 
C - Cable clamp 

CLAMP CAPACITY 
See pages 350-352 

POLARIZATION 
See page 349 

1851 E. aeere Ave. P.O. 80x 35000. Santa Ana. CA 92705·6500 • (714) 261·5300 
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Rugged Circular Connectors K and RK 

Contact Arrangements (By number of contacts) 

Code 

A 

B 

C 

o 

G 

H 

Contact 
Spacing 

1/64 

1/ 32 

3/64 

1/16 

5/64 

3/3 2 

7 /64 

1/8 

CONTACT ARRANGEMENTS 
Contact Con· 
Afr. No. tacts 

2 CONTACTS 

NK-P2 

WK-M2 

GK-V2 

SK-S2 

3 CONTACTS 

WK-3 

WK-C3 

GK-C3 

GK-E3 

GK-S3 

SK-L3 

NK-E3 

4 CONTACTS 

WK-4 4 

WK-S4 

GK-4 4 

GK-C4 2 
2 

NK-P4 4 

5 CONTACTS 

WK-5 5 

WK-S5 
4 

GK-G5 I 
4 

GK-M5 

SK-5 

6 CONTACTS 

WK-6 6 

WK-M6 

SK-6 

7 CONTACTS 

WK-A7 

GK-R7 

SK-M7 

8 CONTACTS 

4 
3 

WK-8 8 

GK-8 

GK-C8 

GK-S8 4 
4 

Wire 
Size 

#6 

# 16 

# 14 

#4 

Amps 

60 

10 

15 

80 

# 14 15 

# 10 30 
# 16 10 

#6 60 
# 14 15 

#8 40 

# 10 30 

#10 30 
ground ing 

unit 

#4 80 

# 16 10 

# 16 10 
# 10 30 

# 10 30 

#8 40 
# 14 15 

#6 60 

# 16 10 

# 10 30 
# 16 10 

# 16 10 
#10 30 

# 10 30 
# 16 10 

# 10 30 

# 16 10 

# 16 10 

# 10 30 

# 16 

# 14 
# 16 

# 10 
#16 

#20 

# 14 

# 16 
# 10 

# 16 
# 10 

10 

15 
10 

30 
10 

15 

10 
30 

10 
30 

Test Voltage 
60 cps. (ac ,ms) 

540 volts 

1000 vo lts 

1300 vol ts 

1700 vo lts 

2050 volts 

2350 vo lts 

2600 vo lts 

2900 vo lts 

Code 

7-J 
1. 6- C 

Page 
No. 

348 

347 

347 

347 

347 

347 

347 

347 

347 

347 

348 

347 

347 

347 

347 

348 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

347 

SPACING/VOLTAGE CODE 
There shall be no evidence of breakdown when the test voltages indicated below are applied, for a period of 
one minute, between the contacts and between the shell and the contacts with spacings as noted below: 

Ambient Tempe,atu,e .. . . . . . . . . . . . . . . . . . . . . . . . 23"C to 27"C 
Laboratory Relative Humidity . . . . . . . . . . . . . . 69% to 73% 
Conditions Barometric Pressure . . . .. . . ... . • .. . . .. .. . . .• ..... . .. . . . . 29.70 " to 29 .75 " 

Insert Material . . . . . . . . . . . . . . • . . . . . • .. Phenolic XXX·P or molded melamine 

Code 

K 

M 

N 

o 
P 

o 
R 

Contact Con-
Arr. No. tacts 

SK-A8 

NK-08 

NK-L8 4 
4 

NK-M8 

9 CONTACTS 

GK-9 

NK-P9 

10 CONTACTS 

SK-Ml0 

11 CONTACTS 

NK-L11 2 

12 CONTACTS 

8 
1 

GK-12 12 

SK-012 4 
8 

NK-12 12 

FK-12 12 

14 CONTACTS 

FK-BI4 14 

FK-RI4 16 

15 CONTACTS 

NK·L15 15 

16 CONTACTS 

SK-CI6 2 
14 

17 CONTACTS 

NK·VI7 6 
11 

FK-L17 2 
15 

19 CONTACTS 

SK-19 19 

FK-19 19 

20 CONTACTS 

NK-L20 

Wire 
Size 

#14 
#6 

# 14 

# 14 
#8 

# 10 

# 16 

# 16 

# 10 
# 16 

# 10 
# 14 
# 16 

# 16 

#1 0 
# 16 

# 14 

# 10 

# 14 

# 16 

# 14 

# 10 
# 16 

# 10 
# 16 

# 10 
# 14 

# 16 

# 14 

Contact 
Spacing 

9/64 

5/ 32 

11 /64 

3/16 

13/ 64 

7 / 32 

15/ 64 

1/4 

9 / 32 

Amps 

15 
60 

15 

15 
40 

30 

10 

10 

30 
10 

30 
15 
10 

10 

30 
10 

15 

30 

15 

10 

15 

30 
10 

30 
10 

30 
15 

10 

15 

# 14 15 

13 # 16 10 

FK-L20 7 # 10 30 
13 # 16 10 

FK·W20 20 min . coax. 

ITT Cannon 

Test Voltage 
60 cps. (ac ,ms) 

3050 vo lts 

32 50 vo lts 

3450 volts 

3650 vo lts 

3850 vo lts 

4050 volts 

4250 volts 

4420 vo lts 

4780 volts 

Code 

G 

1·3. 5·7- G 
4-P 
8-E 
9- L 

1· 13-F 
14-W 

11 -14-P 
1-14-E 

17-V 
1-16-C 

1-13. 15. 
16-C 

14.17-20- E 

Page 
No. 

347 

348 

348 

348 

347 

348 

347 

348 

347 

347 

348 

348 

348 

348 

348 

347 

348 

348 

347 

348 

348 

348 

348 

Code 

S 

T 

u 
V 

W 

x 
y 

Contact Con-
Arr. No. tacts 

21 CONTACTS 

NK-L21 4 
17 

FK·21 17 

23 CONTACTS 

2 
2 

NK-L23 2 
2 

19 

24 CONTACTS 

SK-24 24 

FK-24 23 
1 

FK·V24 

21 

LK-R24C 21 

26 CONTACTS 

IK-26 26 

27 CONTACTS 

NK-27 27 

32 CONTACTS 

FK-27 32 

FK-C32 32 

FK-L32 7 
25 

36 CONTACTS 

IK-A36 21 
5 

10 

37 CONTACTS 

FK-37 37 

46 CONTACTS 

FK-46 46 

53 CONTACTS 

LK-A53 4 
49 

68 CONTACTS 

LK-68 68 

75 CONTACTS 

FK-75 75 

81 CONTACTS 

LK-81 81 

110 CONTACTS 

LK-ll0 110 

1851 E. Oeere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 . 17141261 ·5300 

Wire 
Size 

# 10 
# 16 

# 16 
#8 
# 4 

# 10 
# 14 
#16 

#20 

# 16 
coax. 

#4 
# 10 
# 16 

# 14 

coax. 

# 14 

# 16 

# 16 

# 16 

# 10 
# 16 

# 16 
# 14 
#10 

# 16 

# 16 

# 10 
# 16 

# 16 

#20 

#16 

#20 

Contact 
Spacing 

19 /64 

5/16 

23 / 64 

3/8 

25 /64 

13 /3 2 

7/16 

1/ 2 

Amps 

30 
10 

10 
40 
80 

Test Voltage 
60 cps. (ac ,ms) 

4940 volts 

5100 volts 

5580 volts 

5750 vo lts 

5890 volts 

6020 vo lts 

6300 volts 

6800 volts 

Code 
Page 
No. 

348 

348 

30 348 
15 
10 

347 

10 l -11 - B 348 
12-23-E 

24-H 

80 C 348 
30 C 
10 C 

15 1. 2.3.5 -8 349 
13. 15. 20. 22 

23. 24-C 
4.9-12. 14 

16· 21-G 

15 349 

10 348 

10 1.2-H 348 
3-32- 0 

10 348 

30 348 
10 

10 I · 26- C 349 
15 29· 36- 0 
30 

10 348 

10 348 

30 
10 

10 

10 

1-49- C 
50-53-G 

349 

349 

348 

349 

349 

Dimensions are shown in inches. 
Dimensions subject to change. 



Rugged Circular Connectors 

Contact Arrangements 

Front view, pin inserts 

SHELL SIZE WK 

~ ~ @ 8 • • • • .~. , , 
• • 

WK-M2 WK-l WK-Cl WK-4 
Contacts 2 1 1 4 
Wires 2-#16 1-#14 1-#16(11 4-#16 

2-#10 (1 & 21 
Contact Spacing 3/31 1/1 6 3/64 3/64 

@ ~ ® .. l 

WK-M6 WK-6 WK-A7 WK-8 
Contacts 6 6 7 8 
Wires 6-#16 6-#16 7-#16 8-#20 

Contact Spacing 1/31 %4 3/64 %4 

~ ~ @ .,. , , • • • 
GK-Sl GK-4 GK-C4 

Contacts 1 4 4 
Wires 1-#10 4-#10 2-#14 (1 & 21 

2-#8 (1 & 41 
Contact Spacing %4 3/64 5/64 

GK-8 GK-C8 GK-S8 
Contacts 1 8 8 
Wires 8-#14 5-#16 (2, 1, 5, 6 & 81 4-#16 (2, 1, 5 & 61 

1-#10 (1, 4, & 71 4-#10 (1,4,7 & 8 
Contact Spacing %4 %4 %4 

® 
SK-Ll SK-5 SK-6 

Contacts 1 5 6 
Wires skI. contact 1-2 5-#10 6-#10 

(#101 grd. to 
skI. contact 

G (#101 when pin insert is removed 
Contact Spacing 

Contacts 
Wires 

Contact Spacing 

%4 

SK-MIO 
10 

8-#16 (2, 4-101 
2-#10 (1 & 11 

%4 

5/64 

SK-OI2 
12 

8-#16 (1, 1,5,7,9-121 
4-#10 (2, 4, 6 & 81 

%4 

ITT Cannon 

1/16 

SK-CI6 
16 

14-#16 (1 -12, 14, 161 
2-#10 (11 & 151 

%4 

K and RK 

See page 146 for contact spacing /voltage rating. 

® i. 

WK-S4 WK-5 
4 5 

2-#16 (1 & 11 5-#16 
2-#10 (2 & 41 

3/64 3/64 

SHELL SIZE GK 

0 ~ 
GK-V2 GK-Cl 

2 1 
2-#14 1-#14 (11 

2-#6 (2 & 11 
"/64 3/64 

GK-G5 GK-M5 
5 5 

1-#16 (51 1-#16 (1 , 1, & 51 
4-#10 (1-41 

3/64 

GK-9 
9 

9-#16 

1/16 

2-#10 (2 & 41 
%4 

GK-12 
12 

12-#16 

%4 

SK-M7 
7 

1-#16 (2, 6 & 71 
4-#10 (1, 1, 4 & 51 

%4 

SK-19 
19 

19-#16 

WK-S5 
5 

4-#16 (1-41 
1-#10 (51 

%4 

@ 
GK-El 

1 
1-#8 

3/64 

GK-R7 
7 

5-#16 (1 , 2, 5, 6 & 71 
2-#14 (1 & 41 

%4 (71 
%4 (1 -61 

SHELL SIZE SK 

(f!) 
SK-S2 

2 
2-#4 

%4 

SK-A8 
8 

7-#14 (1-71 
1-#6 (81 

3/64 

SK-24 
24 

24-#20 

lB51 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261 -5300 
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Rugged Circular Connectors K and RK 

Contact Arrangements (Continued) 

Front view. pin inserts See page 346 for contact spacing/voltage rating . 

SHELl SIZE NK 

S W ~ @ , .. • • • , . ~ 
NK-P2 NK-E3 NK-P4 NK-D8 NK-l8 NK-M8 

Contacts 2 3 4 8 8 8 
Wires 2-#6 3-#4 4-#6 8-#14 4-#14 (1 . 3. 6. 81 8-#10 

11 /64 
Contact Spacing 3/J2 %4 

4-#8 (2.4. 5. 71 
1/64 %4 %4 

NK-P9 NK-111 NK-12 NK-NI4 NK-115 NK-VI7 
Contacts 9 11 12 14 15 17 
Wires 9-#16 1-#16 (11 12-# 14 9-#16 (1 -3. 15-#14 11-# 16 (1 -111 

8-#14 (2-91 5. 6. 9. 10. 12. 141 6-#10 (12-171 
15/64 (41. "/64 (91 2-#10 (10 & 111 5-# 10 (4. 7. 8. 11 . 131 

Contact Spacing 1/64 (1 -3. 5-7) %4 18) %4 %4 %4 1/1 6 3/64 

SHELl SIZE FK 

NK-l20 NK-l21 NK-l23 NK-27 FK-12 FK-BI4 
Contacts 20 21 23 27 12 14 
Wires 7-#1412.11 . 14.17-201 17-#16 (5-211 19-#16 (5-231 27-#16 12-#10 14-# 14 

13-#16 11. 3-10. 4-#10 (1-41 2-# 14 13. 4). 
12. 13. 15. 161 2-#10 (1 . 21 

Contact Spacing %4 (1 -13. 15. 161 %4 %4 3/64 1/64 3/32 (1 -131 
5/64 (14. 17-201 25/64 (141 

FK-RI4 FK-117 FK-19 FK-l20 FK-W20 
Contacts 14 17 19 20 20 
Wires 14-#16 15-#1411 -14 & 17) 19-#14 13-# 16 (1-131 20 min. coax. 

2-#10 (15 & 161 7-# 10 114-201 
Contact Spacing 5/64 (1 -101 3/S 117) See pages 256-257 

15/64 111-141 3/64 (1 -161 %4 %4 VJ2 

FK-21 FK-24 FK-V24 FK-32 FK-C32 
Contacts 21 24 24 32 32 
Wires 17-# 16 (1. 2. 5-7. 10-21) 23-#1611 -23) 21-# 16 (1-21) 32-#16 32-#16 

2-#8 (3. 4) 1-#16 coax. 2-#10 (22 & 231. 
2-#4 (8. 91 for RG-58/U cable 1-#4 (241 

Contact Spacing 1/1 6 1/J2 (1-111 %4 I/S (1-21 3/64 
%4 (12-23). I/S (241 1/1 6 13-32) 

348 ITT Cannon 
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Rugged Circular Connectors K and RK 

Contact Arrangements (Continued) 

Front view. pin inserts 

FK·l32 
Contacts 32 
Wires 25·#16 (1·3. 5·8. 

10·13. 15·20. 22·25. 
27. 28. 30. 311 

7·#10 (4. 9. 14. 
21. 26. 29. 321 

Contact Spacing 3/64 

SHEll SIZE IK 

Contacts 
Wires 

Contact Spacing 

Contacts 
Wires 

Contact Spacing 

Polarization Positions 

IK·26 
26 

26·# 14 

lK· A53 
53 

49·# 16 (1·491 
4-#10 (50·531 

%4 (1·491 
%4 (50·531 

Face View - Pin Insert. (As viewed from engaging end.1 

Position N Position V 

FK·37 FK·46 FK·75 
37 46 75 

37·#16 46·#16 75·#20 

3/64 3/64 3/64 

See page 346 fo r contact spacing /voltage rating. 

SHEll SIZE lK 

NOTES: 

IK·A36 
36 

21 ·#16 (1·17. 19·221 
5·#14 (18. 23-261. 10·#10 (27·361 

lK·68 
68 

68·#16 

Position W 

%4 (1·261 
1/16 (29·361 

Position X 

lK·81 
81 

81 ·#16 

lK·R24C 
24 

21·# 14 (1·211. 3-# 16 coax. (22·241 
for RG· 7 /U cable 

%4 (1·3. 5·8. 13. 15. 20. 22·241 
%4 (4. 9·12. 14. 16·19. 21 1 

Position Y 

lK·ll0 
11 0 

110·#20 

Position Z 

I. Shell polarizing means is indicated by arrow at 45° and wil l remain constant regardless of insert rotation. 
2. Insert to be rotated within the shell to the required position as viewed from engaging end. 
3. For alternate positions not shown consult factory. 
4 . For alternate positions available fo r each layout consult factory. 
5. Example of how to order: GK·12·2IC· '/2 Pos X 

ITT Cannon Dimensions are shown in inches. 
Dimensions subject to change . 
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Rugged Circular Connectors K and RK 

Straight Plug 

Socket Inserts K·21C 
ICable 

Clamp) 

C 0 
OIA OIA E l 

Part Number ± 1/64 ± 1/64 ± 1/64 ± 3/64 A THO. 
WK·I*)·21 C·l /4" 15 /64 1· 3/64 7116 2· 3/32 7/8·6 
WK·I*I·21 C·S /16" 11 /32 1· 3/64 7/16 2· 3/32 7/8·6 
WK·I*)·21C·3 /8" 13 /32 1· 3/64 7/16 2· 3/32 7/8·6 
WK·I*)·21 C·l /2" 17 /32 1· 3/64 7/16 2· 3/32 7/8·6 
WK·I*)·21C·S/8" 21/32 1· 3/64 7/16 2· 3/32 7/8·6 
GK·I*)·21 C·l /2" 17 /32 1·23 /64 7/16 2· 3/16 1· 3/16·6 
GK·I*)·21 C·S/8" 21/32 1·23/64 7/16 2· 3/16 1· 3/16·6 
SK·(*)·21C·1/2" 17 /32 1·15/32 7/16 2· 3/16 1· 5/1 6·6 
SK·(*)·21 C·S /8" 21/32 1·1 5/32 7/16 2· 3/16 1· 5/1 6·6 
SK·(*)·21C·3 /4" 25/32 1·15/32 7/16 2· 3/16 1· 5/16·6 
NK·(*)·21 C·l /2" 17/32 1-47 /64 7/16 2· 5/32 1· 9/16·6 
NK·(*)·21 C·5 /8" 21 /32 1·47 /64 7/16 2· 5/32 1· 9/1 6·6 
NK·(*)·21 C·3 /4" 25/32 1-47 /64 7/16 2· 5/32 1· 9/16·6 
NK·(*)·21 C· 7 /8" 29 /32 1·47 /64 7/16 2· 5/32 1· 9/16·6 

A Thd. FK·(*)·21 C·9 / 16" 19 /32 2· 1/64 7/16 2· 5/16 1·13/16·6 
FK·I*)·21 C·5 /8" 21 /32 2· 1/64 7/16 2· 5/16 1·13 /1 6·6 
FK·I*)·21 C·7 /8" 29/32 2· 1/64 7/16 2· 5/16 1·13/16·6 

c FK·I*)·21 C·l " 1·1/1 6 2· 1/64 7/16 2·15 /32 1·13/16·6 

I IK·(*)·21 C· 7 /8" 29 /32 2· 1/2 1/2 3 2· 1/4·6 

\ Cable Entry IK·(*)·21C·l" 1· 1/16 2· 1/2 1/2 3· 5/32 2· 1/4·6 
2 Safety IK·(*)·21C·l·l /8" 1· 3/16 2· 1/2 1/2 3 2· 1/4·6 

Holes lK·(*1·21C·l " 1· 1/16 2· 7/8 1/2 3· 5/64 2· 1/4·6 
lK·(*)·21C· l·l /2" 1· 9/16 2· 7/8 1/2 3· 1/8 2· 1/2·6 
*Add contact arrangement. 

Pin Inserts K·22C 
ICable 

Clamp) 

C 
OIA E l 

Part Number ± 1/64 ± 1/64 ± 3/64 A THO. 
WK·(*)·22C·l /4" 7/1 6 15 /64 1·29132 7/8·6 
WK·I*)·22C·5/ 16" 11 /32 71 16 1·29/32 7/8·6 
WK·(*)·22C·3/8" 13 /32 7/16 1·29132 7/8·6 
WK·I*)·22C·l /2" 17 /32 7/16 1·29/32 7/8·6 
WK·I*)·22C·5/8" 21/32 7/1 6 1·29/32 7/8·6 
GK·(*)·22C·l /2" 17 /32 7/16 2 1· 3/16·6 
GK·I*)·22C·5/8" 21/32 7/16 2 1· 3/16·6 
SK·I*)·22C·l /2" 17 /32 7/16 1· 5/16·6 
SK·I*)·22C·5/8" 21 /32 7/16 1· 5/16·6 
SK·(*)·22C·3/4" 25 /32 7/16 1· 5/16·6 
NK·I*)·22C·l/2" 17 /32 7/16 1·31/32 1· 9/16·6 
NK·I*)·22C·5/8" 21 /32 7/1 6 1·31/32 1· 9/16·6 

~L~~ 
NK·(*)·22C·3 /4" 25 /32 7/1 6 1·31132 1· 9/1 6·6 
NK·I*)·22C·7 /8" 29 /32 7/16 1·31/32 1· 9/1 6·6 
FK·(*)·22C·9 / 16" 19 /32 7/16 2· 5/32 1·13 /16·6 

~' FK·(*)·22C·5 /8" 21 /32 7/16 2· 5/32 1·13/16·6 

cablJ 

FK·I*)·22C·7/8" 29 /32 7/16 2· 5/32 1·13/16·6 
FK·I*)·22C·l " 1·1/16 7/1 6 2· 5/16 1·13 /16·6 

A Thd. Entry IK·(*)·22C·7/8" 29 /32 1/2 2·13/16 2· 1/4·6 
IK·(*)·22C·l " 1· 1/16 1/2 2·31/32 2· 1/4·6 
IK·I*)·22C·I·I /8" 1· 3/16 1/2 2·13/16 2· 1/4·6 
lK·I*)·22C·l " 1· 1/16 1/2 2·57 /64 2· 1/2·6 
lK·(*)·22C·l·l /2" 1· 9/16 1/2 2·15/16 2· 1/2·6 
*Add contact arrangement. 

350 ITT Cannon Dimensions are shown in inches. 
Dimensions subject to change. 
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Rugged Circular Connectors K and RK 

Straight Plug (Continued) 

Reverse Coupling RK-22C 
Pin Inserts (Cable 

Clamp) 

C 0 
OIA OIA E L 

Part Number ± 1/64 ± , /64 ± , /64 ± 1/64 A THO_ 

RWK-(*)-22C-l /4" 15 /64 1- 9164 7/16 1-29/32 15/16-6 
RWK-(*)-22C-5/16" 11 /12 1- 9/64 7116 1-29/32 15/16-6 
RWK-(*)-22C-l /8" 13 /32 1- 9164 7/1 6 1-29/32 15/16-6 
RWK-(*) -22C-l/2" 17 /32 1- 9164 7116 1-29/32 15/16-6 
RWK-(*)-22C-5/8" 21/32 1- 9164 7/16 1-29/32 15/16-6 
RGK-(*)-22C-l/2" 17 /32 1- 7116 7/16 1- 1/4-6 
RGK-(*)-22C-5/8" 21 /32 1- 7116 7116 1- 1/4-6 
RSK-(*)-22C-l/2" 17 /32 1- 9/16 7/16 1- 3/8-6 

RSK-(*)-22C-5/8" 21 /32 1- 9/16 7/16 1- 1/8-6 
RSK-(*)-22C-l/4" 25 /32 1- 9/16 7/16 1- 18/-6 
RNK-(*)-22C-l/2" 17 /32 1- 9116 7/16 1-31/32 1- 5/8-6 

RNK-(*)-22C-5/8" 21 /32 1-13/16 7116 1-31/32 1- 5/8-6 

fi:l::l~ 
RNK-(*)-22C-l /4" 25 /32 1-13/16 7/16 1-31/32 1- 5/8-6 
RNK-(*)-22C-7 /8" 29 /32 1-13/16 7/16 1-31 /32 1- 5/8-6 
RFK-(*)-22C-9 / 16" 19 /32 2- 118 7/1 6 2- 5/32 1-15/1 6-6 
RFK-(*)-22C-5/8" 21 /32 2- 118 7/16 2- 5/32 1-15 /1 6-6 'pc RFK-(*)-22C-7/8" 29 /32 2- 118 7/1 6 2- 5/32 1-15/16-6 U_ ! RFK-(*)-22C-l " 1- 1/16 2- 1/8 7/16 2- 5/16 1-15/16-6 

2 Safety Cable Entry RIK-(*)-22C-7/8" 29 /32 2- 9/16 1/2 2-13/16 2- 5/16-6 
A Thd_ Holes RIK-(*)-22C-l " 1- 1/16 2- 9/16 1/2 2-31/32 2- 5/16-6 

RIK-(*)-22C-l -l /8" 1- 3/16 2- 9/16 1/2 2-13/16 2- 5/16-6 
RLK-(*)-22C-l " 1- 1/16 2-13/16 1/2 2-57/64 2- 9/16-6 
RLK-(*) -22C-l-l /2" 1- 9/16 2-13/16 1/2 2-15/16 2- 9/16-6 
*Add contact arrangement. 

90° Angle Plug 

Socket Inserts K-21C 
(Cable 

Clamp) 

C 0 
OIA OIA E H J L 

Part Number ± 1/64 ± ,/64 ± ,/64 ± 1/64 ± 1/64 ± 1/16 A THO. 
WK-(*)-21C-3/8" 13 /32 1- 3/64 7/16 1-23/64 1- 3/4 7/8-6 
WK-(*)-21C-l/2" 17/32 1- 3/64 7/16 1-31 /64 718-6 
WK-(*)-21C-5/8" 21/32 1- 3164 7/16 1- 9/16 2- 9/64 718-6 
GK-(*)-21C-l/8" 25/64 1-23 /64 7/16 1- 7/16 1- 9/12 1-15/16 1- 1/16-6 
GK-(*)-21C-l/2" 17 /32 1-23 /64 7/16 1- 7 /16 1- 9/32 1-15/16 1- 3/16-6 
GK-(*)-21C-5/8" 21/32 1-23 /64 7116 1- 9/16 1- 9/32 2- 5/32 1- 1/16-6 
SK-(*)-21C-l/2" 17/32 1-15/32 7/16 1-29 /64 1- 7/16 1-15/16 1- 5/16-6 

;-L -----j SK-(*)-21C-5/8" 21/32 1-15/32 7/16 1-17/32 1- 7/16 2- 3/32 1- 5/16-6 t- Hl ' 
A~~ 

SK-(*)-21C-l/4" 25 /32 1-15/32 7/16 1-19/32 1- 7 /16 2- 7/32 1- 5/16-6 
NK-(*)-21C-9/16" 19 /32 1-47/64 7/16 1-35 /64 1- 9/16 2- 1/8 1- 9/16-6 

D~a. [ -
NK-(*)-21C-5/8" 21 /32 1-47/64 7/16 1-35 /64 1- 9/16 2- 1/8 1- 9/16-6 
NK-(*)-21C-ll/16" 23/32 1-47 /64 7/16 1-35 /64 1- 9/16 2- 1/8 1- 9/16-6 

L J FK-(*)-21C-9/16" 19 /32 2- 1164 7/16 1-33 /64 1-23/32 2- 1/32 1-13 /16-6 

2 Safety Wire Holes---.l ~ FK-(*)-21C-5/8" 21 /32 2- 1164 7116 1-33 /64 1-23/32 2- 1 /16 1-13 /16-6 

Cab Ie Entry ~ I- FK-(*)-21C-7/8" 29/32 2- 1164 7/16 1-11/16 1-23/32 2-23/64 1-13/16-6 
CDla_ IK-(*)-21C-l-l/8" 1-3/16 2- 1/2 1/2 2- 5/12 2- 5/32 2-55/64 2- 1/4-6 

LK-(*)-21C-l " 1-1/16 2-13/16 1/2 1-31/32 2- 1/8 2-25/32 2- 1/2-6 
*Add contact arrangement. 

ITT Cannon Dimensions are shown in inches. 
Dimensions subject to change. 35 1 
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Rugged Circular Connectors 

900 Angle Plug (Continued) 

Pin Inserts 

Ji [ . 

A Thd. J. 
Cable Entry -l (... 

COla. 

Reverse Coupling 
Pin Inserts 

~1l -II 1J J 
AThd - ~ 

--1 C ~ CA8LE ENTRY 

2 Safety 
Holes 

K-24C 
(Cable 

CiampI 

RK-24C 
(Cable 
CiampI 

C 
DlA 

Part Number ± 1/64 
WK-(*1-24C-1/B" 13 /32 
WK-(*1-24C-1 /2" 17/32 
WK-(*1-24C-5/B" 21 /32 
GK-(*1-24C-1/8" 25/64 
GK-(*1·24C-1/2" 17 /32 
GK-(*1·24C-5/8" 21/32 
SK-(*1-24C-1 /2" 17 /32 
SK-(*1-24C-5/8" 21 /32 
SK·(*1-24C-3 /4" 25/32 
NK-(*1-24C-911 6" 19/32 
NK-(*1-24C-5/8" 21 /32 
NK-(*1-24C-11 116" 23/32 
FK-(*1·24C-9/16" 19 /32 
FK-(*1·24C-5/B" 21/32 
FK-(*1·24C-7/B" 29/32 
IK-(*1-24C-1-1 /8" 1·3/1 6 
LK-(*1-24C-1 " 1·1/1 6 
*Add co ntact arrangement. 

C 
OIA 

Part Number + 1/64 
RWK-(*1-24C-1/B" 13 /32 
RWK-(*1-24C-1 /2" 17 /32 
RWK-(*1-24C-5/B" 21 /32 
RGK-(*1-24C-1/8" 25 /64 
RGK-(*1-24C-1 /2" 17/32 
RGK-(*1-24C-5/8" 21/32 
RSK-(*1-24C-1 /2" 17 /32 
RSK-(*1-24C-5/8" 21/32 
RSK·(*1-24C-1 /4" 25 /32 
RNK·(*1-24C-9/16" 19 /32 
RNK·(*1-24C-5/8" 21/32 
RNK-(*1-24C-11 /16" 23/32 
RFK-(*1·24C-9/16" 19 /32 
RFK-(*1-24C-5/8" 21/32 
RFK-(*1-24C-7/8" 29 /32 
RIK-(*1-24C-1-1/8" 1-3/1 6 
RLK-(*1-24C-1 " 1·1 /16 
*Add contact arrangement. 

ITT Cannon 

E H 
± 1/64 ± 1/64 
7/16 1-11 /64 
7/16 1-1 9/64 
7/1 6 1- 3/S 
7116 1- 1/4 
7116 1· 1/4 
7116 1- 3/S 
7/16 1·17 /64 
7116 1·11 132 
7116 1·13132 
7116 1·23 /64 
7/1 6 1·23 /64 
7/1 6 1·23 /64 
7/1 6 1·23 /64 
7/1 6 1·23 /64 
7/1 6 1· 17 132 
1/2 1·27132 
1/2 1·51/64 

0 
OIA E 

+ 1/64 + 1/64 
1- 9164 7/1 6 
1· 9164 7/1 6 
1· 9164 7/16 
1· 711 6 7/ 16 
1- 7/1 6 7/1 6 
1- 7116 7/1 6 
1· 9116 7/1 6 
1· 9/1 6 7/1 6 
1· 9/1 6 7/ 16 
1-13/16 7/1 6 
1-13/16 7/1 6 
1·13/16 7/1 6 
2· l iS 7116 
2· l iS 7/1 6 
2· l iS 7/1 6 
2- 9/1 6 1/2 
2·13 /16 1/2 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261·5300 

K and RK 

J L 
± 1/64 ± 1/16 A THO. 
1 1· 9/16 7/S·6 
1 1·13/16 718-6 
1 1-61 /64 718·6 
1- 9/12 1- 1/4 1· 3/1 6-6 
1· 9/32 1· 3/4 1· 3/1 6·6 
1- 9/32 1-31/32 1· 3/1 6·6 
1· 7/1 6 1· 3/4 1· 5/1 6·6 
1· 7/ 16 1·29132 1· 5/1 6·6 
1· 7/1 6 2- 1/32 1· 5/1 6·6 
1· 9/1 6 1·15 /16 1· 9/1 6·6 
1- 9/1 6 1·15 /16 1· 9/1 6·6 
1· 9/1 6 1·15 /16 1· 9/1 6·6 
1·23132 1· 718 1·13 /1 6·6 
1·23132 1· 7/S 1·13 /1 6·6 
1·23132 2·13/64 1·13 /1 6·6 
2· 5/32 2-43 /64 2· 1/4·6 
2· l iS 2·39/64 2· 9/1 6·6 

H J L 
+ 1/64 + 1/64 + 1/16 A THO. 
1-11 /64 1 1· 9/16 15 /1 6-6 
1-19 /64 1·13 /16 15 /16-6 
1- 13S 1 1·61 /64 15 /1 6-6 
1·17/64 1· 9/32 1-49 /64 1· 1/4·6 
1· 1/4 1· 9/32 1· 3/4 1· 1/4·6 
1· 3/S 1· 9/32 1·31 132 1· 1/4-6 
1-17 /64 1- 711 6 1· 3/4 1· 3/S-6 
1-11132 1- 7/1 6 1·29132 1· 3/S-6 
1·13 /32 1· 7/16 2· 1/32 1· 3/S·6 
1·23 /64 1· 9/16 1·15/16 1· 5/S·6 
1·23/64 1· 9/16 1·15/16 1· 5/S·6 
1-23 /64 1- 9/16 1·15/16 1· 5/S-6 
1-23 /64 1-23 /32 1· 7/S 1-15 /1 6-6 
1·23 /64 1·23132 1· 7/S 1·15/1 6-6 
1·17 132 1·23132 2·13/64 1·15 /1 6·6 
1·27 /32 2· 5/32 2-43/64 2· 5/16·6 
1·25 132 2- l iS 2·19 132 2- 9/1 6·6 

Dimensions are shown in inches. 
Dimensions subject to change. 



Rugged Circular Connectors 

Wall Mount Receptacle 

Socket Inserts 

Socket Inserts 

Pin Inserts 

Pin Inserts 

Reverse Coupling 
Socket Inserts 

K-3IS (Small Flangel 

,,.tB~ 

T 
4 Mtg. Holes 

LJ:9 
/ 

2 Safety Holes 

K-31Sl(large Flangel 

Polarizing Groove 

K-12S (Small Flangel 

Polarizing Boss 

T 
4 Mtg. Holes 

K-12Sl (large Flangel 

4 Mtg. Holes 

RK-llSl(large Flangel 

pr80la~_ Zlng~GrOove 

ffl ~ 
S R 

Lb TT 

ArmTd.k~; 
D N 

LJ :..J 

4 Mtg. Holes 

ITT Cannon 

K and RK 

Part 
Number 
WK-(*1-31S 
GK-(*1-31S 
SK-(*I-llS 
NK-(*I-llS 
FK-(*I-llS 
IK-(*1-31S 
lK-(*I-llS 

o 
DIA E l R S 

± , /64 ± , /64 ± 3/64 A Thd. ± .005 ± 1/ 64 
1-3164 7/1 6 1-3/16 718-6 .730 (18.541 15/16 
1-23164 7/16 1-7132 1-3116-6 .972(24.691 1-114 
1-15/32 7/16 1-7132 1-5116-6 1.038(26.371 1-3/8 
1-41164 11 16 1-7/32 1-9/16-6 1.259 (31.981 1-518 
2-1164 711 6 1-114 1·13/16-61.502(38.151 1-718 
2- 1121/2 1-13/32 2-114-6 1.944(49.381 2-5 116 
2-718 112 1-13/32 2·1/2-6 2.077 (52.761 2-9/16 

"Add contact arrangement. 

T 
± .005 

.120 (1051 

.120 (1051 

.120 (1051 

.1 69 (4.291 

.169 (4.291 

.169 (4291 

.1 69 (4.291 

Part 0 E l R S T 
Number ± , /64 ± , /64 ± 1/64 A Thd. ± .005 ± 1/64 ± .005 
WK-(*I-llSl 1-3164 7116 1-3/16 718-6 .972 (24.691 1-5/16 .144 (1651 
GK-(*I-ll Sl 1-23 I 64 7116 1-7/32 1-3/16-6 1.192 (30.281 1·9/16 .169 (4.291 
SK-(*I-llSl 1-15/32 7116 1-7132 1-5/16-6 1.282 (32.561 1-11/16 .169 (4.291 
NK-(*I-llSl 1-41164 7116 1-7/32 1-9/16-6 1.500 (18.101 1·15/16 .169 (4.291 
FK-(*I-llSl 2-1 164 7/1 6 1·1 14 1-13116-61.678 (42 .621 2-118 .169 (4291 
IK-(*I-llSl 2-1 12 112 1-13/32 2-1 14-6 2.011 (51.591 2-9/16 .169 (4291 
lK-(*I-llSl 2-718 1/2 1·13/32 2-1/2-6 2.210 (56131 2-718 169 (4291 
"Add contact arrangement. 

N 
l DIA M R S Part 

Number ± 3/64 ±.005 ± 1/64 A Thd. ±.005 ± , /64 
T 

±.005 
WK-(*1-32S 314 314 11 16 718-6 .730 (18 .541 15 116 .120 (1051 
GK-(*1-32S 314 7/16 1-3/1 6-6 .972 (24.691 1-1 14 .120 (1051 
SK-(*1-12S 314 1-1/8 7/16 1-5/16-6 1.038(26.371 1-3/8 .120 (1051 
NK-(*1-12S 314 1-318 7/16 1-9/16-6 1.259 (31.981 1-518 .1 44 (1661 
FK-(*1-32S 314 1-518 7/16 1-13/16-6 1.502 (38. 151 1-718 .1 44 (1661 
IK-(*1-12S 27/32 1-15/16 1/2 2-1/4-6 1.944 (49.381 2·5 /1 6 .1 69 (4.291 
lK-(*1-12S 27132 2-1/4 1/2 2·1/2-6 2.077 (52.761 2·9/16 .1 69 (4.291 
"Add contact arrangement. 

Part 
Number 

l N MRS T 
± .005 ±1/64 ± .005 ± , /64 A Thd. ±.005 ± 1/64 

WK-( *1 -12Sl 314 114 7116 718-6 .972 (24.691 1-5/16 .1 44 (3.651 
GK-(*1-12Sl 3/4 7/16 
SK-(*1-12Sl 314 1-1/8 7/16 
NK-(*1-12Sl 114 1-318 7116 
FK-(*1-12Sl 114 1-518 7116 
IK-(*1-12Sl 27/32 1-15/16 1/2 
lK-(*1-12Sl 27 132 2-1/4 1/2 
"Add contact arrangement. 

Part l 
N 

OIA 
Number ± 1/64 ±.005 ± , /64 
RWK-(*I-llSl 15/16 314 7/16 
RGK-(*I-llSl 15/16 1 7/16 
RSK-(*I -llSl 15 /1 6 1·1/8 7116 
RNK-(*I-llSl 15/16 1·3/8 7116 
RFK-(*I-llSl 15 /1 6 1·518 7116 
RIK-(*I-llSl 15/16 1-15 /1 6 1/2 
RlK-(*1-31Sl 15 /1 6 2·1/4 1/2 
"Add contact arrangement. 

1-3/16-6 1.192(30.281 1·9/16 .169 (4291 
1-5/16-6 1.282 (32.561 1·11 /16 .169 (4.291 
1-9/16·6 1.503 (38.181 1-15/16 .169 (4.291 
1-13/16-6 1.679 (42.651 2-1/8 .169 (4.291 
2-1/4-6 2.011 (51.591 2-9/16 .169 (4.291 
2-1/2·6 2.210 (56 .1 31 2-718 .169 (4.291 

D 
DlA R S T 

A Thd. + , /64 + .005 + , /64 + .005 
15/16-6 1-1/ 16 .972 (24.6911·5/16 .144 (1651 
1-1/4-6 1-118 1.192 (30.281 1-9 /16 .169 (4.291 
1-318-6 1·1/2 1.282 (32.5611 -11 /1 6 .169 (4.291 
1-518-6 1·314 1.502 (18.1511·15/16 .169 (4.291 
1-15/16-6 2·1/ 16 1.680 (42.6712-1/8 .169 (4.291 
2-5/16-6 2-1/2 2.032 (51.6112-9/1 6 .169 (4.291 
2-9/16-6 2-3 14 2.210 (56.131 2-718 .169 (4.291 

Dimensions are shown in inches (millimetersl. 
Dimensions su bject to change. 353 
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Rugged Circular Connectors K and RK 

Dust Caps 

K & RK·59A K-59A (for K-21, K-23 Plugs, 
K-31S, K-31SL Receptacles ) RK-59A (for RK-3 1SL Receptacle) 

Shell Size Chain Shell Size Chain Shell Size Chain Shell Size Chain 
WK·59A·' No chain FK·59A·' No chain RWK·59A·' No chain RNK·59A·2 #6 
WK·59A·2 #6 FK·59A·2 #6 RWK·59A·2 #6 RFK· 59A·' No chain 

GK·59A·' No chain IK·59A·' No chain RGK·59A·' No chain RFK·59A·2 #6 
GK·59A·2 # 6 IK·59A·' # 10 RGK·59A·2 #6 RIK·59A·' No chain 

SK·59A·' No chain LK·59A·' No chain RSK·59A·' No chain RIK·59A·2 # 10 
SK·59A·2 # 6 LK·59A·2 # 10 RSK·59A·2 #6 RLK·59A·' No chain 

NK·59A·' No chain RNK·59A·' No chain RLK·59A·2 #10 
NK·59A·2 # 6 

K & RK·60A K-60A (for K-22, K-24 Plugs and 
K-32S, K-32SL Receptacles) RK-60A (for RK-22 and RK-24 Plugs) 

Shell Size Chain Shell Size Chain Shell Size Chain Shell Size Chain 
WK·60A·' No chain FK·60A·' No chain RWK·60A·' No chain RNK·60A·2 # 6 
WK·60A·2 #6 FK·60A·2 #6 RWK·60A·2 #6 RFK·60A·' No chain 

GK·60A·' No chain IK·60A·' No chain RGK·60A·' No chain RFK·60A·2 # 6 
GK·60A·2 #6 IK·60A·' # 10 RGK·60A·2 #6 RIK·69A·' No chain 

SK·60A·' No chain LK·60A·' No chain RSK·60A·' No chain RIK·69A·2 # 10 
SK·60A·2 Ji6 LK·60A·2 # 10 RSK·60A·2 #6 RLK·60A·' No chain 

NK·60A·' No chain RNK·60A·' No chain RLK·60A·2 # 10 
NK·60A·2 # 6 

Barrel Extensions 

Shell Size Length Part Number 
WK 1/2" 019961·0017 

1 " 019961 ·0009 
GK 1/2" 019961 ·00 23 

1 " 019961 ·0011 
SK 1/2" 019961·0010 

3/4" 019961 ·0020 
1·7/32" 019961 ·0001 

NK 1/2" 019961 ·0014 
3/4" 019961 ·0021 

1·1/8" 019961 ·0006 
FK 17/32" 019961 ·0003 

1 " 019961·0016 
1·7/32' 019961 ·0004 

IK 1/2" 019961 ·0018 
3/4" 019961 ·0019 

LK l ' 019961 ·0012 

354 ITT Cannon Dimensions are shown in inches. 
Dimensions subject to change. 
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High Density Circular Connectors KO 

Lightweight, General Purpose, High Density 
Connectors 

The KO series, designed primarily for instru
mentation and aircraft / ground support equipment, 
is now used in such varied applications as rapid 
transit, machine tools, recreational vehicles and 
automotive test instrumentation . 

Standard Data 

MATERIALS AND FINISHES 
Shell Material: Die cast aluminum all oy per QQ-A-591 
Shell Finish: .0002 inches cadmium plate with clear chromate con

version coating 
Insulation: Polyamide (nylonl UL 94V·2 rated 
Contact Termination: Solder 
Contact Material: Copper All oy 
Contact Finish: .00002 inches gold over .0001 inches silver 
Number of Contacts: 3-50 
Contact Arrangements: 9 
Coupling Method: Special Acme thread co upling nut 
Con tact Rating: #20- 7.5 amps 

#16-22 amps 
#12-41 amps 

How To Order - Connectors 

The KO connector features Acme thread for 
quick disconnect. It has a peripheral 0 ring seal and 
is suitable for environmental applications when the 
rear of the connector is potted. The insulators are 
of polyamide sandwich construction. Shells are 

SERVICE RATING 
Test Vo ltage AC (rmsl 60 cps 
Sea Level -

Disengaged with grommet re moved 
Service 

70.000 Feet -
Simulated Altitude 

Service Engaged 
940 

1800 
22 50 

Temperature Rating - - 55' to +125'C 

Voltage 
1250 
2400 
3000 

Disengaged 
31 0 
600 
750 

diecast aluminum and the contacts are solder type. 
Straight. 45° and 90° endbells are available . The KO 
series offers a wide variety of contact arrange
ments and shell styles for many low cost, high 
density connector applications. 

MATING GUIDE 

KOO 
K01 :=J ..... I-----------, ... K03 
K02 :=J 
KOA2 ..... 1--------... KOA6 

KO A 0 - 19 - 20 S N - C13 

_ _ __ TTJ -- r SERIES PREFIX ----------------'-

SPECIAL SHELL 

SHELL STYLE ----------------- ---' 

SHELL SIZE ----------------------' 

CONTACT ARRANGEMENT ---------------------' 

CONTACT TYPE ------------------------' 

INSERT POSITION ____________________ -..1 

MODIFICATION CODES----------------------' 

SERIES PREFIX 
KO - ITT Cannon prefix 

SPECIAL SHELL 
A - used with 38, 48 and 50 contact arrange

ments only-not available in wall-mount 
receptacle 

B - used with A 10 layout only. (To receive high 
current contacts, #16, #12) 

SHELL STYLE 
o - wall mounting receptacle-will take end

bell 
- cable connecting receptacle-will take 

endbell 
2 - box mounting receptacle-will not take 

endbell 
3 - plug 

ITT Cannon 

SHELL SIZE 
16, 19, 21 

CONTACT ARRANGEMENT 
See page 359 

CONTACT TYPE 
P - Pin 
S - Socket 

INSERT POSITION 
N - Normal. See page 359 for alternate insert 

positions. 

MODIFICATION CODES 
C13- Melamine insulator material 
D - Diallyl Phthalate insulator material 

1851 E. Deere Ave . P.O. 8ax 35000. Santa Ana. CA 92705-6500 • (714) 261-5300 
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High Density Circular Connectors 

Wall Mounting Receptacle 

KOO 

Part Number 
by Shell Size 
KOO·16L·** 
KOO·19L·** 
KOO·21 L-** 

A thd. 
Spl. Acme 
1 -6 
1-3/16·6 
1-5/16·6 

Cable Connecting Receptacle 

(3.04 mm) 

D dia. 
± .005 

.833 (21.15) .796 (20.24) 
1.020 (25 .90) .796 (20.24) 
1.175 (29.84) .796 (20.24) 

M N 

.328 (8.33) .093 (2.36) 

.328 (8.33) .093 (2.36) 

.328 (8.33) .093 (2.36) 

KOI POLARIZING GROOVE A 

Part Number A thd. B dia. D dia. 
by Shell Size Spl. Acme ± .005 ± .005 
K01·16·** 1 ·6 1.010 (25 .65) .833 (21.15) 
K01·19·** 1·3/16·6 1.197 (30.40) 1.020 (25.90) 
K01 ·21·** 1·5/16·6 1.322 (33.57) 1.175 (29.84) 
KOA1 ·21·** 1·5/16-6 1.312 (33.32) 1.195 (30.35) 

Box Mounting Receptacle 

K02 

4 HOlES 
.• 120 DIA. (3.041111111 

Part Number A thd. D dia. M 
by Shell Size Spl. Acme ± .005 
K02-16·** 1 -6 .833 (21.15) .765 (19.44) .296 (7 .54) 
K02-19-** 1·3/16·6 1.020 (25 .90) .765 (19.44) .296 (7 .54) 
K02 ·21-** 1·5/16-6 1.175 (29.84) .765 (19.44) .296 (7 .54) 
KOA2·21·** 1·5/16-6 1.312 (33.32) .785 (19.94) .313 (7.95) 
**Add contact arrangement. contact type (P for pin. S for socket) and. if required. alternate insert position. 
NOTE: Unless specified. all inch dimensions are ± .015 (0.38). Hole dimensions are ±.005 (0.13). 

ITT Cannon 

.765 (19.44) 

.765 (19.44) 

.765 (19.44) 

.719 (18.26) 

POlARIZING GROOVE 

N 

.093 (2.36) 

.093 (2.36) 

.093 (2.36) 

.062 (1.57) 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (7141 261·5300 

KO 

A N::j. J,; r 

[LJ 
R 

± .005 
1.078 (27.38) 
1.219 (30.96) 
1.297 (32 .94) 

0 

1 
~L~ 

M 

.396 (7.54) 

.396 (7 .54) 

.396 (7.54) 

R 
± .005 

.843 (21.41) 

.972 (24.68) 
1.062 (26.97) 
1.156 (29.36) 

1 
0 

1 

S 

1.359 (34.51) 
1.500 (38.10) 
1.687 (42.84) 

N 

.093 (2.36) 

.093 (2.36) 
.093(2.36) 

S 

1.125 (28.57) 
1.250 (31 .75) 
1.343 (34.11) 
1.500 (38.10) 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 



High Density Circular Connectors 

Plug 

K03 

Part Number A thd. B 
by Shell Size Spl. Acme dia. 
K03-16·** 1 -6 1.171 (29.74) 
K03-19·** 1-3/16·6 1.375 (34.92) 
K03-21 ·** 1·5/16·6 1.468 (37.28) 
KOA3 ·21-** 1·5 /16·6 1.500 (38.10) 
**Add contact arrangement, contact ty pe (P for pin, S fo r socket) and, if required, alternate insert position. 

Box Mounting Receptacle with Round Flange 

Special KO 

Part Number 
by Shell Size 
KOA2 ·21 R·* 

A Thread 
Acme 

1-5/16·6 

Plug with Junction Shell 

Special KO 

Part Number 
by Shell Size 
KOA6·21 S2C·* 

A Thread 
Acme 

1-5/16-6 

o 
dia. 

1.312 (33.32) 

*Add contact arrangement and contact type (P for pin, S for socket) . 

POLARIZING GROOVE 

lMOt..t\ITING 
HOL£ S 0990l A 
125.14 mOl) 

.593 (15 .08) .406 (10.31) 

POLARIZING BOSS 

dia. 
1.500 (38.10) 

NOTE: Unless specified , all inch dimensions are ±.015 (0 .38). Hole dimension s are ± .005 (0.13). 

ITT Cannon 

INTERNAL ACME 

THREAD 

0 
dia. ± .005 
.833 (21.15) 
1.020 (25.90) 
1.175 (29.84) 
1.195 (30.35) 

R 
± .005 

f 
o 

l 

L 

M 

.734 (18.65) 

.734 (18.65) 

.734 (18.65) 

.692 (17.58) 

--i __ N 

S 

KO 

v 
± .005 

.093 (2.38) .936 (23.77) 1.906 (48 .41) 1.606 (40.79) 

A THO. 

.312(7.93) 

f 
Approx. 

1.000 (25.40) 

L 
± .046 

1.031 (26.19) 

Oimensions are shown in inches (millimeters). 
Dimensions subject to change. 357 
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High Density Circular Connectors KO 

How To Order - Endbells 

Endbells 

K06 Straight 

Part Number 
by Shell Size 
K06·16·3 /8 
K06-19·1/2 

KOB 90' 

Part Number 
by Shell Size 

o E 
dia. 

E 
dia. 

.406 (10.31) 

.531 (13.48) 

H 

K 45 ·21 5/8 

SERIES PREFIX-------------------'T TT l 
SHELL STYLE----------------------'- I 
SHELL SIZE--------------- ----------' 
MAXIMUM CABLE TERMINATION 

SERIES PREFIX 
K - ITT Cannon prefix 

SHELL STYLE 
06 - straight 
08 - 900 

45 - 450 

M 

.875 (22 .22) .093 (2.36) 

.968 (24.58) .125 (3.17) 

Part Number 
by Shell Size 
K06·21·5 /8 
KOA6-21-5 /8 

M V Part Number 
by Shell Size 

o E 
dia. 

SHELL SIZE 
16. 19. 21 

MAXIMUM CABLE TERMINATION 
Size 16 - 3/8" 
Size 19 - 1/2" 
Size 21 - 5/8 " 

dia. 
.656 (1 6.66) 1.062 (26.97) 
.656 (16. 66) 1.062 (26.97) 

H M 

M 

.125 (3.17) 

.125 (3.17) 

v 

K08-16-3/8 .968 (24.58) .406 (l 0.31) 1.359 (34.52) .984 (24.99) .093 (2.36) .867 (22.22) K08·21-5/8 1.312 (33.32) .656 (16.66) 1.906 (48.41) 1.234 (31.34) .125 (3.17) 1.250 (31.75) 
K08·19-1/2 1.1 56 (29.36) .531 (13.48) 1.672 (42.47) 1.1 09 (28.16) .125 (3.17) 1.093 (27 .76) KOA8-21·5/8 1.312 (33.32) .656 (16.66) 1.906 (48.41) 1.234 (31.34) .125 (3.17) 1.250 (31.75) 

K4545' 

Part Number 0 E H V 
by Shell Size dia. 
K45-16·3 /8 .968 (25 .58) .406 (10.31) 1.078 (27.38) .890 (22.60) .093 (2.36) 
K45-1 9·1/2 1.156 (29.36) .531 (13.48) 1.296 (32.91) 1.01 5 (25.78) .125 (3.17) 
K45·21-5 /8 1.312 (33.32) .656 (16 .66) 1.500 (38. 10) 1.078 (27.38) .125 (3.17) 
NOTE: Unless specified, ali inch dimensions are ± .015 (0 .38). 

ITT Cannon Dimensions are shown in inches (m ill imeters) . 
Dimensions subject to change. 
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High Density Circular Connectors 

Contact Arrangements 

Face View Of Pin Insert 

Shell Size & Arr. No. 
Contact Size 
Service Rating 

Shell Size & Arr. No. 
Contact Size 
Service Rating 

n u 
16-3 
3 #20 

3 

21-30 
30 #20 

21A. B. CI 
1 lall othersl 

16-10 
10 #20 

21C. E. HI 
1 lall othersl 

21-38 
38 #20 

1 

19-20 
20 #20 

2 IA. E. KI 
1 lall othersl 

21-Alo • 
5 #16. 5 #12 

3 ILl 
2 lall othersl 

21--48 • 
48 #20 

1 

21-23 
23 #20 

KO 

2 IA. B. C. O. E. F. K. L. MI 
1 lall othersl 

21-50 • 
50 #20 

1 

• Special shell required; see part number explanation. 

Alternate Positions 

21-38 and 21 -48 arrangements are 1800 from those shown. 

A ~ r-S8

\ ~"o. m ~ .... ~ .. \l1) '0/' ~J .... ~)re.) 
: ~180" ~w ~'O' 

NORMAL 
POS. N 

POS. E 

POS. V 

POS. F 
(Viewed from face of pin insert) 

K02 Dust Caps 

POS. W 

POS. G 

--j c r- ---j C I" 

POS. X POS. Y POS. Z 

POS. H POS. J 

Part Number 
LESS CHAIN WITH CHAIN 
K0 2·16·1·DC K02·16·0C 
K02·19·1·DC K02· 19·DC 
K02·21 ·1·0C K02·21 ·0C 

Shell Arr. No. 

16 
10 

19 20 
13 
23 
30 

21 38 
48 
50 

A1 0 

A Thread 
Acme 

·6 
1·3/1 6·6 
1·5/16·6 

Insert Positions Available 
N W X Y G H 

• • • • • • • • • • 
• • • • • • • • • • 
• • • • • • • • • • 
• • • • • • • • • • 
• • • • • • • • • • 
• • • • • • • • • • 
• • • • • • • • 
• • • • • • • • 
• • • • • • • • 
• • • • • • • • 

C 0 F 
dia. dia. 

.31 3 17.951 1.250 131.751 3.250 182.551 .130 13.301 

.31317·951 1.313133.351 3.250 182.551 .130 13.301 

.313 17.951 1.438 136.521 3.250 182.551 .130 13.301 Q ~AJ 
INTERNAL Lt0 INTERNAL 

K02 metal dust caps can be used with any KO receptacle with external threads. Plastic dust caps are 
provided for plugs and receptacles with internal threads. 

THREAD 8 THREAD 

F DIA. 
HOLE 

NOTE: Unless specified. all inch dimensions are ± .01 5 (0 .38) 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 359 
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Miniature Circular Connectors MC 

Originally designed by ITT Cannon for use in various 
types of Signal Corps audio equipment. the MC 
connector series has since found its way into 
various non-military marketplaces. The MC series is 

Standard Data 

MATERIALS AND FINISHES 

now used in traffic control. machine tools, business 
aircraft. medical instrumentation and many other 
general purpose applications requiring a connector 
which will satisfy a variety of environmental condi
tions. 

SERVICE RATING 

MC connectors have solder type contacts re
tained in polychloroprene insulators. Shells are 
diecast aluminum. finished in olive drab cadmium 
plate and feature Acme threads for quick dis
connect versatility. Endbells are available in straight 
or 90· types. 

MATING GUIDE 
Shell Material: Die cast aluminum alloy per QQ·A·591 .:..:Te.:..:st...:.V:.::olt::.:ag.:..:e .:..:AC:..c(.:..:rm:.:.!sj.:..:6..:..0 ..:.ccp..:..s _...,....,,---_____ _ 
Shell Finish: .0002 inches cadmium plate with olive drab chromate Sea Level 1250 V MC-13E MC-14E 

MC-llE ~ § MC-12E 

conversion coating Temperature Rating - 55'C to + 125'C MC-13H ....... I-------1.~ MC-14H 
Insulation: Polychloroprene - 80 Shore 
Bushing: Polychloroprene - 50 Shore 
Contact Termination: Solder 
Contact Material: Copper Alloy 
Contact Finish: .00002 inches gold over .0001 inches silver 
Number of Contacts: 3, 6 and 12 
Contact Arrangements: 3 
Coupling Method: Special Acme thread coupling nut 
Contact Rating : #20 - 5 amps 

How To Order 

MC-23E MC-24E 

MC 13 E- 8- 3 S N-1 

SERIES PREFIX ________________ --'T T T 
SHELL STYLE ---------------------'- I 
C~SS--------------------~ 

SHELL SIZE------------------------' 

CONTACT ARRANGEMENT-------------------' 

CONTACT TYPE _____________________ ----1 

INSERT POSITION -------------------------' 

MODIFICATION CODES-----------------------' 

SERIES PREFIX 
MC - ITT Cannon prefix 

SHELl STYLE 
11 - straight cord plug 
12 - straight cord plug 
13 - panel mounting receptacle 
14 - panel mounting receptacle 
23 - 90· cord plug 
24 - 90· cord plug 

C~SS 
E - resilient insert 

SHELl SIZE 
8, 10, 13 

ITT Cannon 

CONTACT ARRANGEMENT 
See page 362 

CONTACT TYPE 
P - pin 
S - socket 

INSERT POSITION 
N - normal. See page 362 for alternate insert 

positions. 

MODIFICATION CODES 
1 - Safety wire holes in coupling nut or jam 

nut 
13 - Safety wire holes in cable clamp screws 

(and coupling nut or jam nut, if applica
ble) 

Fl17 - Closed entry socket contacts 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261·5300 



Miniature Circular Connectors 

Straight Cord Plug 

Mcm 

Part Number 
by Shell Size 
MCllE· 8- 3* 
MCllE·l0- 6* 
MCllE·13-12* 

A thd. 
Spl. Acme 

1/2-6 
5/8-6 

13/16-6 
*Add contact type (P for pin. S for socket) and alternate insert position. 

MCI2E 

Part Number 
by Shell Size 
MC12E- 8- 3* 
MC12E-l0- 6* 
MC12E-13·12* 

A thd. 
Spl. Acme 

1/2-6 
5/8-6 

13 /16-6 
*Add contact type (P for pin, S for socket) and alternate insert position . 

Panel Mounting Receptacle 

MCIlE 

Part Number A thd. 0 
by Shell Size Spl. Acme dia. 
MC13E· 8- 3* 1/2-6 .687 (17.46) 
MCI3E·l0- 6* 5/8-6 .812 (20.63) 
MC13E-13-12* 13/16·6 1.000 (25.40) 
*Add contact type (P for pin, S for socket) and alternate insert position. 

MCI4E 

Part Number A thd. 0 
by Shell Size Spl. Acme dia. 
MCI4E· 8· 3* 1/2·6 .687 (17.46) 
MCI4E·l0· 6* 5/8-6 .812 (20.63) 
MC14E·I3-12* 13/16·6 1.000 (25.40) 
*Add contact type (P for pin, S for socket) and alternate insert position. 

G 

.125 (.317) 

.125 (.317) 

.125 (.317) 

0 E 
dia. dia. 

.656 (16.66) .218 ( 5.55) 

.781 (19.84) .250 ( 6.35) 

.937 (23.81) .406 (10.31) 

qi ~ I 0 

A 

0 
dia. 

.531 (13.49) 

.656 (16.66) 

.875 (22.22) 

G 

v 

.750 (19.05) 
750 (19.05) 
.750 (19.05) 

G~ 
T 
o 

l 

E 
dia. 

.218 ( 5.55) 

.250 ( 6.35) 

.406 (10.31) 

M 

.500 (12.70) 

.500 (12.70) 

.500 (12.70) 

I-"=. M A 

G 

.1 25 (3.17) .656 (16.66) 

.125 (3.17) .656 (16.66) 

.1 25 (3.17) .656 (16.66) 

ITT Cannon 

N 
dia. 

1.156 (29.36) 
1.156 (29.36) 
1.156 (29.36) 

1.187 (30.16) 
1.187 (30.16) 
1.187 (30.16) 

S 
hex 

.656 (16.66) .625 (15.87) 

.781 (19.84) .750 (19.05) 

.937 (23.81) 1.000 (25.40) 

M 
hex 

.593 (15.08) .625 (15.87) 

.593 (15.08) .750 (19.05) 

.593 (15.08) 1.000 (25.40) 

MC 

S 

.687 (17.46) 

.812 (20.63) 

.968 (24.60) 

S 

.687 (17.46) 

.812 (20.63) 

.968 (24.60) 

V 
thread 

9/16-24NEF-2A 
11 I 16-24NEF·2A 
7/8-20UNEF·2A 

V 
thread 

9/16·24NEF·2A 
11 /16-24NEF-2A 
7/8·20UNEF-2A 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 36 
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Miniature Circular Connectors 

90° Cord Plug 

MC23E 

Part Number A D 
by Shell Size thread dia . 
MC23E- 8- 3* 1/2-6 .656 (16.66) 
MC23E-lO- 6* 5/8-6 .781 (19.84) 
MC23E-13-12* 13/16-6 .937 (23.81) 
* Add contact type (P for pin, S for socket) and alternate insert position. 

MC24E 

Part Number A D 
by Shell Size thread dia. 
MC24E- 8- 3* 1/2-6 .531 (13.49) 
MC24E-l0- 6* 5/8-6 .656 (16.66) 
MC24E-13-12* 13 /16-6 .875 (22.22) 
* Add contact type (P for pin. S for socket) and alternate insert position. 
NOTE: Unless specified, all inch dimensions are ± .015 (0.38) 

Contact Arrangements 

Face view of pin insert 

E 
dia. 

.218 ( 5.55) 

.2 50 ( 6.35) 

.406 (10.31) 

dia. 
.21 8 ( 5.55) 
.250 ( 6.35) 
.406 (10.31) 

~' • • 
•• 

Shell Size & Arr. No. 
Contact Size 

Alternate Positions 

8-3 
3 #20 

ALTERNATE 
BARREL POSITIONS* 

Connector with internally 
threaded nut 

TYPICAL AS VIEWED FROM 
ENGANGING ENO OF BARREL 
STYLES 11, 13 ANO 23. 

* Applicable to both pin and socket inserts. 

ITT Cannon 

1.343 (34.13) 
1.500 (38.10) 
1.656 (42.06) 

1.375 (34.92) 
1.531 (38.89) 
1.718 (43.65) 

POLA'UZING 
BOSS 

S 

.687 (17.46) 

.812 (20.63) 

.968 (24.60) 

~" 
+-

--l d--

10-6 
6 #20 

S 

.687 (17.46) 

.812 (20.63) 

.968 (24.60) 

1851 E. Oee,e Ave. P.O. Box 35000. Santa Ana. CA 92705-6500 • (714) 261-5300 

V 

.718 (18 .25) 

.812 (20.63) 

.937 (23.81) 

V 

.718 (18.25) 

.812 (20.63) 

.937 (2181) 

A 

13-12 
12 #20 

MC 

y 

1.125 (28.57) 
1.218 (30.95) 
1.281 (32.54) 

Y 

1.156 (29.36) 
1.250 (31.75) 
1.343 (34.13) 

Alternate positions X and Yare not 
available for MC 8-3 arrangement. 

ALTERNATE SHELL POSITIONS* 
Connector with externally threaded 

shell 

TYPICAL AS VIEWED FROM 
ENGAGING END OF SHELL 
STYLES 12, 14 AND 24. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 



Miniature Circular Connectors MC 

Dust Caps 

MC-59 IFits MCIIE. m. 2]EI 

MC-50 IFits MCI2E. 14E. 24EI 

C 

Panel Cutouts 

Minimum Engaging Lengths 

Part Number 
by Shell Size 
MC-59 
MC- 8-59 
MC-lO-59 

Part Number 
by Shell Size 
MC-50 
MC- 8-60 
MC-l0-60 
MC-13-60 

rrD~1. 

O~ 

A Thd. 
Acme 

1/2 -6 
5/8 -6 

A Thd. 
Acme 

1/2 -6 
5/8 -6 
13 /1 6-6 

C 
Approx. 

C 
Approx. 

3.500 188.901 
3.500 188.901 

0 

1437 187.311 .640 116.271 
14]7 187.3 11 .765 119.441 
14]7 187.311 .95] 124.201 

Size 
MC13E-8 
MC14E-8 
MC13E-lO 
MC14E-l0 
MC13E-13 
MC14E-13 

M 

.4]7 111101 .250 16.351 

.4]7 111 .101 .250 16.351 

M 

.375 19.521 .156 11961 

.375 19.521 .156 11961 

.375 19.521 .156 11961 

A + .005 
- .000 

B + _005 
- .000 

.563 114.301 .531 111481 

.688 117.471 .656 116.661 

.875 (22.221 .840 (21331 

8 :1 \<1''' •• 0 .. 61 :1 A 
U"9' , H ) 

Shell Mating 
Size Connectors A B 

MC23E & MC14E 1.593 140.461 1.812 (46.021 
MC24E & MC13E 1.625 141.271 1.906 (48.411 
MC23E & MC14E 1750 144.451 1.937 (49 .191 

10 MC24E & MC13E 1781 145.231 2.062 (52.371 
MC23E & MC14E 1.906 148.411 2.09] (51161 

13 MC24E & MC13E 1.937 149.191 2.218 (56.331 
NOTE: Unless specified. all inch dimensions are ± .015 (0.38) 

ITT Cannon Dimensions are shown in inches (mill imeters). 
Dimensions subject to chang e. 363 
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364 

Audio Connectors 

ITT Cannon offers one of the broadest lines of audio 
connectors in the entertainment industry. You'll find 
Cannon audio connectors playing a key role in the 
pe rformance quality of microphones, tape recor
ders, video tape recorders, amplifiers, mixers and 
TV cameras. In addition to audio appl ications, these 

Connector Description 
Series 

XLB-PC XLB audio connectors for 
printed circu it board mounting. 

AXR Used for general purpose low 
level circuit applications when 
elimination of RFI/ EMI is 
required. 

AXR-LNE A specially designed 
version of the AXR series 
for higher power appl ications. 

AXR-PON Suitable for connecting a power 
amplifier to loudspeaker enclosures 
ensuring minimum power loss and 
significantly improving performance 
when used in combination with high 
quality audio cable. 

EP General purpose connectors 
avai lable in a range of 
shell styles combining 
ruggedness, versatility and 
field·proven dependability. 

connectors can be used in a wide range of industrial 
control devices, telecommunications equipment, 
and medical electronic appl ications. Complete the 
business reply card at the back of your Connector 
Sourcebook to receive the full -line Audio Connec
tors catalog. 

Contact 
Current Oper. Temp. No. of 
Rating Voltage Range Contacts 

3 amps 133V - 35'C to 
+85'C 

5·15 amps 133V - 20'C to 3-7 
+ 70'C 

6 amps 250V - 20'C to 2 plus 
+70'C 1 

ground 

25 amps 200V - 20'C to 2 plus 
+70'C 1 drain 

5-15 amps 100, 150, - 20'C to 3-12 
200, 250, +70'C 
460, 660V 

Insulator 
Material 

Glass·filled 
nylon (UL 94V-O) 

Socket · Resilient 
polychloroprene 
or polyamide 
Pin - Polyester 
(UL 94V·O) 

Socket - Polycarbonate 
(UL 94V·O) 
Pin - Polyamide 
(UL 94V·O) 

Polyester 
(UL 94V·O) 

Polyamide 
(UL 94V-O) 

EP-LNE/ A higher power version 7.5-10 amps 250V - 20'C to 3,4 Polyamide 
LNEM of the EP series with +70'C (UL 94V·O) 

one (LNE) or two (LNEM) 
ground contacts. 

ROL Circu lar, plastic, zero 5 amps Max. - 55'C to 82 Glass·filled 
insertion force mating 1200V +105'C thermoplastic 
connectors. (UL 94V·O) 

ITT Cannon 
666 E. Dyer Rd .. P.O. Box 929. Santa Ana. CA 92702·0929 • (714) 557-4700 • (800) 845·7000 

Shell Material 
(and Finishesl 

One-piece 
insulator 

Die·cast zinc alloy 
(satin nickel or black). 

Dimst zinc alloy 
(satin nickel) 

Die-cast zinc alloy 
(satin nickel) 

Die·cast zinc alloy / 
aluminum (satin nickel) 

Die·cast aluminum or 
zinc alloy (satin nickel) 

One·piece insulator 



Zero Insertion Force Connectors DL 

The Cannon DL Series of ZIF connectors fills the 
need in the commercial! industrial, computer and 
peripheral equipment market places for low-cost. 
high performance multiple-wire power and signal 
connectors. 

DL connectors feature: a minimum rated life of 
10,000 complete mating and unmating cycles with 
no performance loss; can be mated and unmated in 
less than two seconds even with as many as 2.496 
contacts; and they cost less (often as much as 25% 
less) per mated line than competitive high-density 
rack-and-panel connectors. 

The long life and rapid mating are achieved through 
the use of our Zero Insertion Force design. Contacts 
in the plug and receptacle do not touch each other 
while the connector halves are being engaged. 
Instead, the plug is placed over the receptacle, then 
a quarter turn of an actuating shaft mates all the 
contacts at once, while also physically locking the 
connector halves together. Connector engagement 
force is zero, and the only wear on the contacts 
occurs as they are pressed together and lightly 
wiped past each other during the camming and 
locking operation. 

Simple. Effective. And reliable. 

Combining their special design with commercial
grade materials and low cost crimp and wrappable 
hermaphroditic contacts that may be hand or ma
chine terminated makes the DL Series of ZIF 
connectors the finest low-cost-per-mated-line I/O 
connectors available today. 

Standard Data 

MATERIALS & FINISHES 
Glass filled thermoplastic insulator (Ul 94V-l rated) 
Copper alloy contacts 
Stainless steel insulator retainer 
Stainless steel cam actuator 
Contacts selective plated 20 microinches gold over 50 microinches 
nickel 

How to Order 

1. This is our "Dl" Series. 

3. Turn the cam lock a quarter turn. 

CAM 

CONTACT NOT MADE 

MECHANICAL FEATURES 
Crimp, Wire Wrap, Buss or PC contacts 
60, 96, 156, 624, 1248 of 2496 contact positions 
8 Ibs. (35,585 N) min. contact retention 
Permanent raised cavity identification 
Actuation by screwdriver, socket wrench, allen wrench (for OLl , 2 and 3 
only) or handle 

2. Simply place it together. 

4. It's locked and mated. 

CONTACT MADE 

ELECTRICAL DATA 
Ambient Operating Temperature: - 55'C to 105'C (See page 368) 
Wire Range : #18 AWG thru #32 AWG (solid or stranded) 
Current Rating: 5 amps (see page 368) 
DWV: 1200 VAC at sea level 
5000 megohms insulation resistance min. 

The basic DL connector is a standard plug and Dl 4-2496 R W4 
receptacle for applications requiring cable-to-cable, SERIES PREFIX-------------------------JT J T 
cable-to-panel and panel-to-panel interconnec-
tions. DL series connectors are available in shell SHEll SIZE-------------------------~ 
sizes 1, 2, 3 and 4. 

NUMBER OF CONTACTS,------------- - --------' 

SHEll SIZE 
1,2,3 or 4 

NUMBER OF CONTACTS 
Shell Size 1: 156 Contacts 
Shell Size 2: 96 Contacts 
Shell Size 3: 60 Contacts 
Shell Size 4: Three shell size configurations -

2496 Contacts or 1248 Contacts or 624 
Contacts 

SHEll STYlE--------------------------' 

TAlllENGTHS*--------------------------1 

SHEll STYlE 
P - Plug (crimp contacts must be ordered 

separately) 
R - Receptacle (crimp contacts must be ordered 

separately) 

TAlllENGTHS* (Wire Wrap or PC) 
W4 - .605 (15 .4) nominal .025(.64) square 

posts (standard plating) 
W6 - .280 (7 .1) nominal.025(.64) square post 

(standard plating) 

ITT Cannon 

*Tail Lengths 4 and 6 may be ordered with other 
than standard plating and with or without "bumps" 
by adding A or B as shown below. 
A-50 micro inch gold over 50 microinch nickel in 

mating area, balance gold flash over 50 mi
croinch nickel. 

B - (Flat Contact) - For use on receptacle only. 50 
microinch gold over 50 microinch nickel in 
mating area, balance is gold flash over 50 
microinch nickel. Mandatory for low current 
applications of less than 100 milliamps. 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change . 36. 
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Zero Insertion Force Connectors DL 

Shell Dimensions - Crimp Contact 

DL1 -156P 

Dll-156R 

Dl2-96P 

Dl2-96R 

A8CDEFGHJKLMN 
00000000000000 
00 

PASTUVWXYZabc 
OOOOOOOOOOOOOC 

O~ 
-0 
~O 
NO 
-0 

CAVITY IDENTIFICATION 
0-
O~ 
ON 
0-

*Note: Handle. clamp. and junction shell must be ordered separately. 

.CABLE CLAMP IN HORIZONTAL WIRE 
EXIT POSITION - EITHER END. 

340 1114' PlUG MATING 1 . MAl.. SURFACE 

_"",::," Oi HI t 1_ ._, ... - c ~ 

MAX-r-t-IT-_,-
l--- 4.210 1101.71' MAX. ~ MTG. SUAFACE 

·CABlE CLAMP IN VERTICAL. WIRE 
E)(IT POSITION- EITHER END. 

... e C O E F Q 
_ 0000000 
: g 

H JK LMNP 
0000000_ 

:;g CAVITY IDENTIFICATION 
g:; 
g ~ 

n O 
N O 
-0 

o~ 

g: 

.783 
111.31) 

REF. 

*Note: Handle. clamp. and junction shell must be ordered separately. 

.120 (20.83) 
MAX. .3<011.14) PlUG MATING 
~ MAX. SURFACE 

Ii I hI;:r=!:./.. 
ri,~-= 1- 2.12$ IfUI) REF .~ MTG SURFACE 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Zero Insertion Force Connectors DL 

Shell Dimensions - Crimp Contacts (Continued) 

DL3-6DP 

DL3-60R 

Shell Dimensions - Post Contacts 

With Front Removable .025 (_64) Square Wrap 
Posts .100 (2_54) X .100 (2.54) Centers 

DL1-156PW4 
DL1-156PW6 

DLl-156RW4 
DLl-156RW6 

·CABLE CLAMP IN VERTICAL WIRE 
F G H J K 

.CABLE CLAMP IN HORIZONTAL WIRE EXIT POSITION-EITHER: 

A 8 C 0 E 
000000 
~ O 

·0 CAVITY 

000000 
C~ 

C· 
O~ 
O N 
0-

EXIT POSITION-EITHER 

-! .950 r-IIZ.'3} 
MAX. 

'" 

: g IDENTIFICATION 
- 0 

.... (11.8.) 
REF. 

C"1F'.~=",""",,"'" _L 

~-....~~T 

*Note: Handle. clamp. and junction shell must be ordered separately. 

ITT Cannon 

.120 120.13) 
IIIAX. .340 (1.&4) PlUG MATING 

~ MAX. "."ACE 
ill rn...,-i __ L -.-p r,\--
I- 2.'" I ..... ) m.==:.j MTG SURfACE 

I 
2.015 

151 .18) 
MAX 

~~~~l 

*.280 (7.11) FOR Oll-156PW6 

.309 (7.85) 

2 I :';:e~ ~ a ___ LU _ __ J .805(/5.37)' 

*.280 (7.11) for Dl1-156RW6 

Dimensions are shown in inches Imillimeters). 
Dimensions subject to change. 367 
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Zero Insertion Force Connectors 

Shell Dimensions - Post Contacts (Continued) 

With Front Removable .025 (.64) Square Wrap Posts .100 (2.54) x .100 (2.54) Centers 

DL2·96PW4 
DL2·96PW6 

DL3·60PW4 
DL3·60PW6 

.316 (B.03) 

.308 (7.B2) 

r-'-------L~ 
.......,,.-------,,--J 1.120 (2B.45) 

.. t::;:::;:;:::::;::;;;;::::;::j MAX 
.025 (.64) ~ • 
SO TYP- .605 t5.37) 

*.280 (7.11) for OL2·96PW6 

.316 (B.03) 

.308 (7.B2) 

r-'-------L~ 
.......,,.-------,,--JI.12O (2B.45) 

.. t::;::::;;;;:;:::;::;;;;::;j _rAX 
.025(.64) ~ 
SO TYP' .605 (15.37) * 

--L 

*.280 (7.11) for DL3·60PW6 

Temperature / Current Rating 

DL2·96RW4 
DL2·96RW6 

DL3·60RW4 
DL3·60RW6 

~ 

~ -~~~\ ~; 
~ ~ "..,... ) '\ ~'" i;~;:1 .. 
.j ,I,.' ( . " ' " ","'" 

:~~[1 t } i ~~~:w~l:~ ~~~ 
1~ '&,L - , 

DL 

.-: Il~'Ernr:'MI 00 m 1.010 (25.65) 
MAX e 
.309 (7.B5) 
.301 (7.65) 

*.280 (7 .11 ) for Ol2·96RW6 

~ 
.605 (15.37)* .025 (.64) SO TYP 

,----t-~==::::::j 
1.010(25.6r ~AX 'TFF"" ........ """i"'ii'.--' 

.245 (6.22) 

.237(6.02) 

* .280 (7.11) for DLJ·60RW6 

The curves shown represent the rated current carrying capacity of the Cannon Oll, Ol2, Dl3 & Dl4 electrical connectors, derated to 80% of the values recorded 
using the methods specified by International Electro·Technical Commission Document 48 (1975). 

Current was applied to the total connector (all contacts) in one·half ampere increments and maintained at each current level until thermal stability was achieved . A 
thermocouple inserted into the "hottest area" of each connector then measured the connector temperature at the same time that an ambient temperature reading 
was taken. The difference between the two measured values is the heat rise or self·heating created solely by the current flow, and this temperature rise for each 
current level was deducted from the insulator material rated temperature. These values were then derated to 80% to obtain the curves below. 

DL·' 

7.0 

6.0 
<I> 
W 5.0 a: 
w 
Q. 
::; 
« 

.... z 
w 
a: 
a: 
:> 
() 

DL·3 

<I> 
W 
a: 
w 
Q. 
::; 
« 

!z 
w 
ex: 
a: 
:> 
() 

DL1 TEMPERATURE / CURRENT RATING 

10 20 40 50 60 70 80 90 100 110 

AMB1ENT TEMPERATURE (WC. 

DL3 TEMPERATURE / CURRENT RAT1NG 

30 40 50 60 70 80 90 100 110 

DL·2 

<I> 
W 
ex: 
w 
Q. 

~ 
.... z 
w 
a: 
a: 
:> 
() 

DL·4 

<I> 
W 
a: 
w 
Q. 
::; 

DL2 TEMPERATURE / CURRENT RATING 

10 20 30 40 50 60 70 80 90 100 110 

AMBIENT TEMPERATURE (t}'C. 

DL4 TEMPERATURE /CURRENT RATING 

7.0 .--.--,,--.--,-..,--,-,--,--,--, 

5.0 

« 4.0 

.... z 3.0 w 
a: 
a: 
:> 
() 

AMBIENT TEMPERATURE III C AMBIENT TEMPERATURE (t)<C. 

ITT Cannon Dimensions are shown in inch es (millimeters ). 
Dimensions subject to change. 
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Zero Insertion Force Connectors DL 

Shell Dimensions (Continued) 

DL4·624P and PW Plugs 

DL4·624P 

DL4·624PW4 
DL4·624PW6 

(With front removable .025 (.64) square wrap posts) 

DL4·624R and RW Receptacles 

DL4·624R 

DL4·624RW4 
DL4·624RW6 

(With front removable .025 (.64) square wrap posts) 

.500 (12.70) 

R TYP REF 

3.515 

725 (18.42) MAX 

600 (20.32) 300 (7621\\\ 
MAX R MAX \ 

11 SPACES @ 100 (2 .54) 
= 1 100 (27.94 ) TYP 

250 (6.35) 
MAX TYP 

I 
2610 (6629) TYP 
2.580 (65.53) 

762)~ 

3.025 (76.84) R MAX 

:'~f";" "'J~~::~~~==lr~ 
ggg:~l " d"" ~"" "H:=1 2 SPA~ES @ 100 (2.54 ) 

TRUE POSITION 330 (8.38) = 1 200 (3048) TYP 

.660( 16.76) t--
WITHIN .030 (.76) DIA I ~ 

I 3.185 (8090) r 3.155 (80 14) 
*.280 (7.11) for DL4·624PW6 

Note: See page 372 for cavi ty identi fication 

.500(12.70) R TYP REF 

.181 (4.52) DIA 4 HOLES 

.165 (4.27) 

TRUE POSITION 
WITHIN .030( .76) 

OIA 

:k 2.610(66.29) 
: 2.580 (65.53) 

: (762)1 

~+--~~~=-~~~~~~~~~~----~====~11SPACES@ 

.130 (3.30) 

.120 (3.05) 

.100 (2.54) 
=1 .100 (27.94) TYP 

.380 (9.65) MAX 

-*--~::r.:;::==l1~-~=r=r 
t850 (21 .59) MAX 

.360 
(9.14) TYP 

.660 (16.76) 

*.280 (7.11) for DL4·624RW6 

ITT Cannon 

3.185 (80.98) 
3.155(80.14) 

TYP 

12 SPACES@ .100 (2.54) 
= 1 .200 (30.48) TYP 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 369 

lB51 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705·6500 • (714) 261·5300 



370 

Zero Insertion Force Connectors DL 

Shell Dimensions (Continued) 

DL4·1248P and PW 

DL4·1248P 

DL4·1248PW4 
DL4·1248PW6 

(With front removable .D25 (.64) square wrap posts) 

DL4·1248R and RW 

I 
(---~----------~--

DL4·1248R 

DL4·1248RW4 
DL4·1248RW6 

(With front removable .D25 (.64) square wrap posts) 

205 (5 2ij' 4.810 (122.171 MAX -1 
TVP REF ,I 

400(10.16) 4400(111 .76) 

TYP REFL ~ 1.600 (40 641 

:~ lg~lDIA r.375 (9.521 MAX 

300 (7.621 TYP 

6 HOLES 

500 (12 .70)-S-*~=~pj~~U:::1=:L:b~1. 
RTYPAEF"""-I 

360 (9.14)--1 
TVP REF 

41 00 (104 14) 
MAX 

~ I ~ 
j 085 l2.16) MIN 

760 { 19 301 A MAX 

3025 (76 841 R MA X 

300 (7.621 R L .605 (15.37)· 

MA X 

*.280 (7 .11) for Dl4·1248PW6 
12 S PACES @ 100 12.541 

= 1 200 (30 481 T VP 

Note: See page 372 for cavity identification 

.500 (12.70) R 
TYP ;

:,'78 (4 52) :,68 (4:27) DIA 
6 HOLES r.205 (5.21) TYP 

_ REF 

• • 1 ~~~L~ 
D ~D["" 

f 
7.510 

(190.75) 
MAX 

• .., =91. 

7.100 
(180.34) 

DD 
5.550 

(140.97) 

D FD~I~"Jso 
... .• j(3Y7) 

.120 (3.05) 

11 SPACES @ .100 (2.54) 
= 1.100 (27.94) TYP 

~
380(9'65)MAX 

.130 (3.30) 

.605 (15.37)' ! 
r : .~In=[ ! ~J . LJji~.,,, '~"'''MM 

.330(8 .38)~:iJ-~ II TYP REF 

L 
~ .660 (16.76) 

17-12 SPACES @ .100 (2.54) 
3.185 (80.90)-.:.j = 1.200 (30.48) TYP 
3.155 (80.14) 

*.280 (7 .11) for Dl4·1248RW6 
TYP 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Zero Insertion Force Connectors DL 

Shell Dimensions 

OL4-2496P and PW 

OL4-2496P 

Jl 
-----=---~:1 

OL4-2496PW4 
OL4-2496PW6 

(with front removable .025 (.641 square wrap posts.1 

OL4-2496R and RW 

OL4-2496R 

'- --. ---
OL4-2496RW4 
OL4-2496RW6 

(With front removable .025 (.641 square wrap posts. 1 

36019.141 ~15.21ITYPREFj_ £
8.700 1220.96) MAX I 

TVP REF 7.960 (202.69) MAX 'I 
....L. I i _ ._ 

TYP REF 400 1'0" 6)r -

6.710 
(170.43) 

MAX 

.500 (12.70) 
R TYP REF 

1-- --- - ,8.290 1210.57) 

t 
.725 

(18.42) 
MAX 

.205 (5.21) TVP REF 

760 119 30) R MAX 

.250 
16.35) 
MAX 

12PLS) 

(\- - - -- , 
800f 394(1001) " 

12032 130 13 30) '\'\ 
3.025 176.84) R MAX 

L
RUE POSITION 

+ WITHIN 0301.76) OIA 

j .08512.161 MIN 

itI305
),,\ 

lTl -~~~~1 
t.605 (15.37) * 

*.280 (7.11) for DL4-2496PW6 
12 SPACES @ .100 12.54) 
, 1.200 130 481 TYP 

Note: See page 372 for cavity identification 

.500 (12 7 
TYP REF 

0) R 

0 o c . c 
·oCJ ~oD Do· o 00 

o 00 C3010 o 00 =00 

1--
0 oDk~L OO-j I ..... .. , 

/ ;1 
.1 
8 

il f7!' o 
751 

MAX 
(190. ---n 

i 7.1001 
(180.34) 

sJso I -:r) 
I .S50 

~9ti 

I i.l.300 17.62) TYP 
I : 

c::"" 
! lJ" SPACES 
, : @ .10012.54) f-' = 1.100 127.94) TYP 

ri' : 1 I 

.20515. 
TYPRE 

21) 
F- I-

~- ~ ~ 1---6.600 1167.64) 

8.290 1210.57) 

8.700 1220.96) MAX 

1.600 140. 

t20SIS.21) TYP REF 

h~~\~.~m~ 
:--.1 

l .400 (10.16) TV? REF 

:U
.380 19.65) MAX 

.130 (3.30) 

.120 13.05) _ r .850 121.59) MAX 

. . I J
. . - 0 

.36019.14) I T--~;O(:~;~~~ : .... "If 
TYPREF w .660 116.76) TYp+--l I L II L.605 (15.37)* 

TRUEPQSITION L ~ !l---12SPACES @ .,0012.54) 
WITHIN .030 1·76) DIA 3.185180.90) ...:J =1 .200 130.48) TYP 

3.1S5180.14) 
TYP 

* .280 (7.11) for DL4-2496RW6 

ITT Cannon Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 

1851 E. Deere Ave. P.O. Box 35000. Santa Ana. CA 92705 -6500 • (714) 261 ·5300 
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Zero Insertion Force Connectors DL 

Cavity Quadrant Identification - DL4 

Dl4-624 - No quadrant identified. 
Dl4-1248 - Quadrants identified as A & B. 
Dl4-2496 - Quadrants identified as A, B, C & D. 

Panel Cutouts 

DlI -IS6 

.130 ~ :~ ( 3.30 ~ :~~ ) 
01". TYP . 4 . 2~:% . OIO 

1.000~ . 01 0 ~( 107 ' 95:!: ' 25 ) ......t..llo...-..j 
(25.40 :!: .25) I 3.660 :!: .010 j ...!--J:: (92 .96" ·" 1 

-t-:,----- + ----~ 

.1-40(3.56) 
MAX. R. TYP. 

&,Required for Center Mounting Polarization Only 

Dl4-624 

031 (. 79) R MAX TVP 

3.81 5 (96.9C) 
3.785 (96 .14) 

Dl4-1248 

123.517'. 10 11 
AoocoaaoaoaOOG 
' 0 
co 
0 0 
. 0 
f O 
' 0 
" e 
. 0 
. c 
1 0 
. 0 

I e 
' 0 
0 0 
' 0 so 
TO 
uo 
' 0 
_ 0 
xo 

'" z aoooaO:J=~::=iO= 
12 ) 4)' 7 "1011 

.,1 •• 21)2122232425 
CiCCC:::;:;;:iCO:;:::i:J 

:J:JC::::::::':::::'::::;:: 
1611 1t t82021 22 232.25 

Note: All DL4 cavity identification quadrants are typical to DL4-624P shown above. 

Dl2-96 

.130 ~gg~ ( 330 ~~~) 
OIA. TVP. 

"'" t-- 1280 ~ .005 ., .312 ~ .010 

~"-'r (57 91 ~ . 1 3 ) l~ (79, d5) * 

,',;'~:',~ Sf ! 
L-~ 2.015~ .0 10 ~ 1 .763" .005 

(51.44~ . 25 ) (1 9 . 58~ . 1 3 ) 
.140 (3.56) 2670" 010 

MAX. R. TvP. (67.82 ~ ·. 25 ) , 

&,Required for Center Mounting Polarization Only 

DL4-2496 

Dl3-60 

.130 + .000 ( 3.30 + .00 ) 
- .005 - .13 

OIA. TVP. 

.-~~-4--~.---r 
2.025 ~ .010 I .465 ~ .005 

.140 (3. 561 
MAX . 

(51.44 ~ . 2 5 )- (11 .81 ~ . 13 ) 

r------i ~~~~(~i-~) 1-----8.290 (210 .57) ----~-I 

~
--~ - + - .031( .79) 

R MAX 
1 TYP 

6.755 (17 1.58) .168 (4 .27) .190 (4 .83) 
.160 (4 .06) 

.415 (1 0.54) 
~_ I I .385 (9.78) f: 

.178 (4 .52) DIA 

7.100 6 .725 (170.82) 6 HOLES 
(180.34) 

5.500 

178 (4 .52) DIA ~4'145 ( 105.28 )j. '55 (3 . 94 ) 1 
168 (4.27) f----4 .115 (104.52)--1 .125 (3 .18) 
4 HOlES 4.400 (111.76) 

(139 .70) 

1.600 (40.64 ) I 
~---- (1~~~~)----j 

ITT Cannon Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 
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Zero Insertion Force Connectors 

Junction Shell Kits 

DL1·J/S DL2·J /S 

• Stainless steel cable clamps 
• Thermoplastic UL 94V-' rated 
• Straight, right angle or 45° cable entry 
• Accommodates up to .875 (22 .22) cable 

Junction Shell Kit - Selection Guide 
Mounting Straight or Right Angle 

For use on: Max. Cable 
Entry .560 (14.2) .625 (15.9) 

Oll ·156 

OL2·96 OL2·J/S OL2·2J/S 
249·1985·000 249·2238·000 

OL3-60 OL3·J/S OL3·3J /S 
249· 2060·000 249·2237·000 

Cable Clamp Kits 

C/C Kit Part No. Used on 
Oll ·C/C 218·0179·000 Oll 
OL2·C/C 218·0180·000 OL2, 3 
OL2·1·C/C 218·0181·000 OL2, 3 
OL2·2·C/C 218·0181·001 OL2, 3 
OL2·3-C /C 218·0200·000 OL2, 3 

Actuating Handle Kit 

DL HANDLE 
Part No. 204·0016·000 

Material: Glass-filled nylon actuating handle 

ITT Cannon 

DL 

DL3·J /S 

• DL1 shell is single piece 
• DL2 and DL3 are two piece shells 
• Knockout plug provides alternate second cable 

entry 
• Complete with 4 attaching screws and nuts 

45° 

.875 (22.23) .625 (15.9) 
OL1 ·JfS 

249·1950·000 
OL2·4·J/S OL2·1 ·J/S 

249·2238·001 249·1985·001 
OL3-4·JfS OL3-2J /S 

249·2237 ·001 249·2060·001 

Mounting Cable Entry 
STR OR RIA .875 (22. 23) 
STR OR RIA .560 (14.2) 

45° .625 (15.9) 
STR OR RIA .625 (15.9) 
STR OR RIA .875 (22.23) 

• Provides a convenient method of actuating the 
contacts and cam for locking the connector 

• Kit provides actuating handle and attaching 
screw 

• Pointer on handle denotes "locked" and "open" 
positions 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 37: 
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Zero Insertion Force Connectors 

Polarizing Posts 

Corner Mounting for OL1, 2, 3. 
Kit No. 320-0021 -006 

Contains 2 posts and 2 screws 
Post - Zinc per QQ-Z-363/Yellow chromate over 

cadmium 
Screws - 4-40 x 9/32 Pan Head - Steel/ Yellow 

chromate over cadmium 
All corner mounting polarization is accomplished by 
replacing the nut with the polarizing post. 

Center Mounting for OL1 and 2. 
Kit No. 320-0021-005 

Contains 2 posts and 2 screws 
Post - Zinc per QQ-Z-363/Clear Chromate over 

cadmium 
Screws - 2-56 x 3/16 Fil. Head - Steel/ Clear 
chromate over cadmium 

EXAMPLE 
DLl-156RW432C describes a Size 1 receptacle 
connector with 156 front insertable I removable 
post contacts with polarization position 3 at loca
tion A and position 2 at location B. 
Receptacle DLl -156RW432C would mate with plug 
DLl-156PW432C. 

Protective Covers 

• Fits snugly over mating faces 
• Prevents foreign matter from permeating 

contact cavities 
• Anti-static synthetic rubber -

ASTM2BC520A14B14Z1. 

Protective Boots 

• Straight or 90· 
• Snaps over junction shell 
• Graduated cable entry for wide range of cable 

diameters 
• Fits both plug and receptacle 
• Plasticized polyvinyl chloride 

Corner Polarizing Post Layouts (for customer reference only) 

Receptacle CORNER MOUNTING 
POLARIZI NG POST 

LOCATION B 

Plug 

0L1-156, OL2-96 and OLl-60 Reference Views for Polarizing Arrangements 

~~~~~~ 
1 2 3 4 5 6 

Receptacle 
Side 

OL 1 STR 
OLl 90' 
OL2 STR 
OL2 90' 
0L3 STR 
OL3 90' 

ITT Cannon 

.~~~~-V Plug Side 
NOTE: Shaded area represents location of extended portion of 

polarizing pins in plug or receptacle. 

Description 
OL 1·156P 
OLl ·156R 
OL2·96P 
OL2·96R 
OL3·60P 
OL3-60R 
OL4·624P 
DL4·624R 
OL4·1248P 
OL4·1248R 
OL4·2496P 
OL4·2496R 

Transparent Black 
317 ·1368·000 317-1368·001 
317 ·1368·003 317-1368·004 
317 ·1382 ·000 317-1382·001 
317·1382·003 317·1382·004 
317·1396·000 317·1396·001 
317·1396·003 317·1396·004 

1851 E. Deere Ave. P.O. Box 35000. Santa An a. CA 92705·6500 • /714\ 7~, . ,~nn 

Part Number 
039·0242 ·000 
039·0243-000 
039·0244·000 
039·0245·000 
039·0246·000 
039·0247·000 
039·0239·000 
039·0240·000 
039·0235·000 
039·0236·000 
039·0237 ·000 
039·0238·000 

Red 
317 ·1368·002 
317 ·1368·005 
317 ·1382·002 
317·1382·005 
317 ·1396·002 
317 ·1396·005 

DL 



Zero Insertion Force Connectors DL 

Contacts 

Crimp 

Loose 

Wire Accommodation 20ft" Gold 
28 thru 32 AWG 030-2416-001 
24 thru 26 AWG 030-2410-001 
20 thru 22 AWG 030-2409-00 1 
18 th ru 20AWG* 030-2415-002 
*Non Insu lation Supp ort 

Material: 8eryllium copper alloy 
Finish: Selective gold plate over 50 microinches of nickel 
Extraction Tool: PIN 274-7029-007 
Insertion Tool: None required 

Wire Wrap and Printed Circuit 

Material: Beryllium copper alloy 
Finish: Selective gold plate over 50 microinches of nickel 
Extraction Tool: PIN 274-7045-000 {_60S PC taill 

PIN 274-7045-001 {_2BO PC taill 

Buss Contacts 

50ft" Gold 
50ft " Gold t Flatt 

030-2416-003 030-2494-001 
030-2410-003 030-2492-001 
030-2409-003 030-2491 -001 
030-241 5-003 030 -2493-001 

'tillf! 
Reeled 

Hand 50ft" Gold 
Tool 20ft" Gold 5011" Gold Flat 

1 110238-0403 11 0238-0482 110238-0486 
2 110238-0401 110238-0480 110238-0484 

2 110238-0400 110238-0479 110238-0483 

3 110238-0402 110238-0481 11 0238-0485 
t For low current ap pli ca tions (less than 100 mi lliamps) use 50 microinches go ld co ntact on plug si de and 

50 microinches fl at go ld co ntact on receptacl e side. 

Hand Crimp Tool 
Oescription Part Number 

1. eeT-OLT-l 995-0002 -084 
2. eCT-OLT 995-0002-154 
3. eeT-OL-3 995-0001 -903 

Length Plating Platingt Platingt 
20 Micro- 50 Micro- 50 Micro-

PC Wire inches Connector inches Connector inches Connector 
Tail Wrap Gold Mod Code Gold Mod Code Gold Mod Code 

Flat Tip 

.605 .580 030-2235-002 -W4 030-22 35-010 -W4A 030-2488-000 -W4B 

.280 .265 030-2235-009 -W6 030-22 35-01 1 -W6A 030 -2482-001 -W6B 
Note: Loose piece wire wrap and printed circuit contacts are sold in limited quantities for minor repair work only. Fully loaded connectors 

may be ordered using connector mod codes listed above . 
t For low current applications (less than 100 mi lli amps) use 50 microinches go ld contact on pl ug side and 50 micro inches flat gold contact 

on receptacle side. 

Designed for power distribut ion requirements of 
mo re than 5 amps_ Description 

Buss Contacts 
Part Number 

Buss Contact Extraction Tool 
Part Number 

• Accommodates #18 thru #30 AWG wire 

Material: Be ryllium copper alloy 
Finish: 20 microinches of go ld over 50 mi cro inches of nicke l. 

Semi-Automatic Crimp Tools 

ABT-500 UCCD 
Crimp Machine 

ABT-500-UCCS 
Strip-Crimp Machine 

1 pair 
2 pair 
3 pair 
4 pa ir 
5 pair 
6 pair 

ITT Cannon 

030-7380-001 
030-7380-002 
030-7380-003 
030-7380-004 
030-7380-005 
030-7380-006 

,,~EE 
,ti~~i ~ 

13!! 

O !3t.1~ -;;; 

ABT-607 
Pneumatic Crimp Machine 

1851 E. Deere Ave. P.O. 80x 35000_ Santa Ana. CA 92705-6500 • (714) 261 -5300 

274-7029-003 
274-7029-004 
274-7029-004 
274-7029-005 
274-7029-006 
274-7029-006 

ABT-620-UCCS 
Strip-Crimp Machine 

Dimensions are shown in inches. 
Dimensions subject to change_ 375 
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SMA Subminiature RF Connectors 

SMA connectors are the de-facto standard medium
power coaxial cable connectors for military and 
microwave applications. They transmit radio fre
quencies and mirowaves up to 18GHz with low 
VSWR. and are usable up to 26GHz. All meet the 
construction standards and electrical interchange
ability of Mll-C-39012. Type SMA. Screw-On cou
pling interface. Crimp. clamp. and solder connec
tions for braided cable. Solder. solder-clamp and 
field -repairable solderless type for semi-rigid coax. 
The following pages show a representative sample 
of the more than 200 different SMA connector 
types made by ITT Sealectro. 

Standard Data 

ELECTRICAL 
Impedance: 50 ohms 
Frequency Range: 0 to 18.0 GHz 
Insulation Resistance: 5000 megohms min. 
Voltage Standing Wave Ratio (VSWRI* 

To 18 GHz or 80% of upper cutoff frequency of the cable. whichever is lower. (F = GHzl 

Cable Group 

RG·1781 U Braided 
RG·316 /U Braided 
RG·1421 U Braided 

Dielectric Withstanding Voltage (DMVI: VRMS at Sea Level 750 
Connectors for RG-3161 U series cable 

RJ Leakage: - 60 dB min @ 2-3 GHz 

Insertion Loss: .06 x vfreq. GHz tested @ 6 GHz 

MATERIALS AND FINISHES 

Connector 
Configuration 

Straight 
1.20 + .025F 
1.15 + .02 F 
1.15 + .01 F 

Body and Body Components: Non-magnetic stainless steel. per ASTM A 582. Class 303. Conditiion A. 
Female Contacts: Berylli um copper per QQ·C·530. heat treated per MIL-H-7199. 
Insulators: TFE fluorocarbon per ASTM D 1710. Type I Grade 1. 
Crimp Ferru le: Annealed copper alloy per WW-T-799. 
Gaskets: Silicone ru bber per ZZ -R-765. Class liB. Grade 65-75. 
Center Contacts: 
.00005 min. Gold per MIL-G·45204B TYpe I. Grade C. Class 1. 
over .000005 Gold per MIL-G·45204B Type I. Grade A. 
over .0001 min. nickel per QQ-N·290. 

Rt. Angle 
1.20 + .03F 
1.15 + .03F 
1.15 + .02F 

Other Metal Pa rts: Gold plated or passivated (as specified) to meet the finish and corrosion requirements of MIL·C·39012. 
*Applicable to 50 ohm cables only 

Straight Plug for Semi-Rigid Cable, Solder Type 

• 440 .312 HEX 

~1.2m~~~m) ~ (7.~m) 

SMA PlUG • 
ITT Sealectro 
40 Lindeman Orive. Trumbull. CT 06611 • 203-372-4118 

SMA Series 

ENVIRONMENTAL 
Temperature Rating: - 65'C to + 165'C 

GENERAL 
Hermetic Seal: Leakage of hermetically sealed connectors shall not 
exceed 1 x 10') cc I sec. of tracer gas at atmospheric pressure and 
ambient temperature. 
Contact Captivat ion: Unless otherwise specified. all connectors feature 
captivated contacts. When captivated. the contacts wi ll withstand 6.0 
Ibs. minimum axial force. 
Contact Torque: 4.0 inch·ounces min imum. 
Connector Dura bility: 500 cycles minimum. 
Cable Retention: 

When properly assembled to the compatible single-braided. coaxial 
cable. the retention is equal to the breaking strength of the cable. 

II required • 
insulator 

pre-assembled at factory 
55-607-3702-31 

Insulator 
Not Assembled 
55-607-9172-31 



RF Connectors 

Staight Plug for Braided Coax, Clamp Type 

r--.750 MAX.-, 
I _(19.0 mm)_ J 

.312HEXTI 

('~.m' ~ 

SMA 
PLUG 

j 
t--- -

~ r--

--- t- . 

~ 
f--

Straight Plug for Braided Coax, Crimp Type 

F
l.l87 MAX. (30.2mm)l 

-.700 (17.7mm)- l 

.MuuoA§] ,~::~~ * 
SHRINK TUBING 

Right Angle Plug for Braided Coax, Clamp Type 

.675 MAX. 

fi
(17.1 mm)l 
.535 .312 HEX14J 

(13.6 mm) (7.9 mm) 

hr-t-----ti ---r TYP. 

SMA 

PLUG I 
;-+---'.710 MAX. 

(18.0 mm) 
.562 
MAX . 

................. (14.3 
mm) 

RP1-0~!~ 
Bulkhead Jack for Braided Coax, Crimp Type 

SMA JACK 

.312 (7.9mm) HEX LOCKNUT 
LOCKWASHER 

II ~ SHRINK TUBING 
'1 .125 MAX. PANEL 

(3.2 mm) 

Right Angle Plug for Braided Coax, Solder Type 

"A" 

.312 HEX 
(7.9mm) 

SMA PLUG 

SHRINK 
TUBING I J 1.000 MAX. +:J' mm, 

.418 
(JO.6mm)---I---"" 

ITT Sealectro 
40 Lindeman Drive. Trumbull. CT 06611 • 203·372·4118 

SMA Series 

Part Number 
50·607 ·3188·31 
50·607·3141 -31 

Part Number 
50·622·9188-31 
50·622-9141·31 
50-622·9142-31 

Part Number 
50·611 -3188-31 
50-611·3141 ·31 

Part Number 
50·627 -9188·31 
50-627-9141·31 
50·627 -9142·31 

Part Number "A" Dim. 
50-628-9188·31 .440 (11.1 mm) 
50·628-9141 ·31 .630 (16.0mm) 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change. 377 
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Right Angle Plug for Braided Coax, Crimp Type 

.535 
(13.6mm) 

SMA PlUG .475 
. (12.1 
Imm) 

iIi~2 MAX. 

I 
(27.0mm) . J SHRINK TUBING 

Bulkhead Mount Jack Receptacle, Solder Pot Contact 

.668 

.500 (12.7mm) (l7'0mm)--,~ .076 
.450(1l.4mm) ~---...., 1.9mm) 

.030 DIA. MIN. 
r1l1IllfIllI1IlIHlUlIlIUfi..-l..J (0 .8 mm) 

UIIllllllllllllHllllllln-t-n ~:050 DIA. (l :3mm) 

SMA JACK .374-1 DIELECTRIC ~ 
.162 DIA. (4.1mm) 

RP (9.5mm) I 

FOR .125 (3.2mm) MAX. PANEL 

Straight Printed Circuit Jack Receptacle 

(7.9mm) 
TYP. ij

.312 HEX 

. 530 

fS
(13'5mm)11 

.250 SQ . 
r----t- (6.4 mm) 

.375 .155 REF. 
(9.5 mm7l (3.9 mm) 

_~K)IHE~ . ~ =1,,,0<,. 
(l.3mm) 

RP 
.299 

(7.6mm) 

Right Angle Printed Circuit Jack Receptacle 

r.= 
583 

(l4.8mm) 

.458 

.050 DIA. 
(l.3mm) 

.382 
(9.7mm) 

I 

SMA JACK 

.200 (TYP.) 
(5 .1 mm) 

1:. .040 SQ. (TYP.) (4 PLS.) 
(l .Omm) 

.040 SQ. TYP. (4 PLS.) 
(l .Omm) 

ITT Sealecb'o 
40 l indeman Drive. Trumbull. CT • (203) 372-4118 

SMA Series 

Part Number 

50·628·9188·31 
50-628-91 41-31 
50-628·9142-31 

Part Number 

50·643-0000·31 (Captivated Contact) 

Part Number 

50·651·0000·31 

Part Number 

50·653·0000·31 

Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 
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Conhex<" Subminiature RF Connectors 

ConheX@ connectros are subminiature units built to 
meet or exceed the requirements of MIL-C-39012. 
Types 5MB and SMC ... used extensively in military. 
telecommunications and instrumentation for high
density radio frequency and microwave circuits up 
to 12.4 GHz. Because of their small size. these 
connectors utilize overlapping dielectrics to main
tain electrical integrity at high frequencies. Screw
on MIL type SMC. snap-on MIL type 5MB and 
slide-on interfaces in both 50 and 75 Ohm imped
ances. Crimp and clamp type connections for braid
ed coax cable . Clamp. solder and solder-clamp 
attachments for semi -rigid coax. Over 300 different 
connector types available. 

Standard Data 

ELECTRICAL 
Impedance: 50 ohms and 75 ohms. nominal 
Frequency Range: 0 to 12.4 GHz 
Insulation Resistance: 1000 megohms min. 
Voltage Standing Wave Ratio IVSWR)* 

To 12.4 GHz or 80% of upper cutoff frequency of the cable. whichever is lower. 

(F= GHz) Mating Engagement 
Snap-On (SMB) 

Cable Straight 
l RG -196 1 U Series 1.30 + .04F 
I RG-188/U Series 1.25 + .04F 

Oielectric Withstanding Voltage (OWV): VRMS at Sea Level 1500 
50 n connectors for RG·18B /U series cable 

R.F. Leakage: 
Screw·On . .... ... .... .. ... . 
Snap·On and Slide· On 

Insertion Loss: .25 dB max. freq . GHz tested @ 4 GHz 

MATERIALS AND FINISHES 

Rt. Angle 
1.45 + .06F 
1.35 + .04F 

Body and Body Components and Male Contacts: Brass, half hard, per 00·B·626, Alloy 360. 
Female Contacts: Beryllium copper per 00·C·530, heat treated per MIL·H.J199. 
Insulators: TFE fluorocarbon per ASTM 0 1710, Type I Grade 1. 
Lockwashers: Phosphor bronze per OO·B· 750. 
Clamp Sleeve: Nickel silver. 
Crimp Ferrule: Annealed copper alloy per WW· T· 799. 
Gaskets: Silicone rubber per ZZ·R·765, Class liB, Grade 65·75. 
Center Contacts (except for OPL items): 
.000050 min. Gold per MIL·G·45204B Type I. Grade C, Class 1. 
over .000005 Gold per MIL·G -45204B Type I, Grade A. 
over .0001 min . nickel Per 00·N·290. 

Other Metal Parts: Gold plated to meet the finish and corrosion requirements of MIL·C·3901 2. 
*Applicable to 50 ohm cables only. 

Straight Plug for Braided Coax, Clamp Type 

#10-32, 

f--- --- Ya REF. 
SCREW·ON 

Screw-On (SMC) 
Straight Rt. Angle 

1.25 + .04F 1.40 + .06F 
1.20 + .04F 1.30 + .04F 

- 60 dB min. @ 2-3 GHz 
- 55 dB min. @ 2·3 GHz 

[Edl 
- .25 

~ 
SNAP-ON 

ITT Sealectro 
40 Lindeman Drive. Trumbull . CT • (203) 372·411 8 

ConheX® Series 

ENVIRONMENTAL 
Te mperature Rating: - 65'C to + 165'C 

GENERAL 
Hermetic Seal: Leakage of hermetica lly sealed connectors shall not 
exceed 1 x 10'\ cel sec. of tracer gas at atmospheric pressure. 
Contact Captivation: Unless otherwise specified, all connectors 
feature captivated contacts. When capt ivated, the contacts wi ll 
withstand 4.0 Ibs. minimum axial force. 

Contact Torque: N I A 
Connector Durability: 500 cycles minimum. 
Cable Retention: 

When properly assem bled to the compatible braided coaxial cable, 
the retention is equal to the breaking strength of the cable. 

Part Number 
Cable Screw-On Snap-On 

RG·188 /U; 31 6/U 50·007 ·0000 51 ·007 ·0000 
RG ·178 /U; 196 /U 50·007·3196 51·007-3196 

Dimensions are shown in inches (milli meters) . 
Dimensions subject to change. 379 
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Straight Plug for Braided Coax, Crimp Type 

SCREW·ON 

Right Angle Plug for Braided Coax, Clamp Type 

t -

Ye REF. t==---if---::r 
SCREW·ON 

L 10-32, UNF-2B 

10-32 
UNF-2A 

~ Hex 

Right Angle Plug fo r Braided Coax, Crimp Type 

UNF-2B 

SNAP·ON 

rrrJ1Dia. 
~~ 

SNAP-ON 

SNAP'()N 

*Bulkhead Jack Receptacle, Front Mount, Solder Pot 

SCREW-ON 

* Designed for _093 " max. Panel 

_060 0.0. x _040 
I.D. x .078 deep 

r·236--1 
±.OIO I 

~9El .145Dia. -L . 

SNAp·ON 

ITT Sealectro 
40 Lindeman Orive, Trumbull. CT • (203) 372-4118 

ConheX® Series 

Part Number 
Cable Screw·on Snap·on 

RG·188/U; 316 /U 50·024·0000 51·024·0000 
RG·178 /U; 196 /U 50-024-3196 51 -024-3196 

Part Number 
Cable Screw-on Snap-on 

RG-188 /U; 316 /U 50-311 -3188 51 -311 -3188 
RG-178 /U; 196 /U 50-311 -3196 51 -311 -3196 

Part Number 
Cable Screw-on Snap-on 

RG-188 /U; 316 /U 50-328-3188 51 -328-3188 
RG-178 /U; 196 /U 50-328-3196 51-328-3196 

Part Number 
Screw-on Snap-on 

50-045-0000 51 -045-0000 

Dimensions are shown in inches (m illimeters), 
Dimensions subject to change, 



RF Connectors ConheX® Series 

*Bulkhead Jack Receptacle. Rear Mount. Solder Pot 

~ Hex ~ Hex 

+_+-+-t- -tt-- +++-£=1._.060 0.0. x .040 
1.0. x .078 deep 

SNAP-ON Part Numbers 
Screw·on Snap·on 

SCREW'()N 50·043·0000 51·043·0000 

*Right Angle Bulkhead Jack Receptacle. Solder Pot 

SNAP·ON 

SCREW-ON Part Numbers 
Screw·on Snap-on 

50·04],0000 51·047·0000 

) *Straight Bulkhead Jack for Braided Coax. Crimp Type 

~!"'~~ ~145~~ 
# 1 0·32. ~ Hex ~2 Hex ~ Hex 
UNF-2A • 

Part Numbers 
Cable Screw-on Snap·on 

RG-188 /U; 316 /U 50-027 -0000 51-027-0000 
SCREW-ON SNAP-ON RG-178 /U; 196 /U 50-027-3196 51-027-3196 

*Printed Circuit Jack Receptacle 
Straight Right Angle 

SCREW·ON SNAP-ON SNAp·ON 

Part Number: 50-051-0000 Part Number: 51·051·0000 Part Number: 50·053·0000 Part Number: 51-053-0000 

* Designed for .093 " max. panel 

ITT Sealectro Dimensions are shown in inches (millimeters). 
Dimensions subject to change. 381 

40 Lindeman Drive. Trumbull . CT • (203) 372-4118 
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NanoheX@ Microminiature RF Connectors 

Where packaging size restrictions are quite severe, 
ITT Sealectro's NanoheX@ microminiature connec
tors are often the only connector that will fit. yet 
they still meet or exceed the applicable require 
ments of Mll-C-39012. These 50 Ohm connectors 
can be used up to 12.4 GHz. Overlapping dielectrics 
maintain alignment and electrical integrity at high 
frequencies. Screw-on Mil type SSMC, snap-on 
Mil type 55MB and slide-on interfaces. Crimp-type 
connections for braided coaxial cable, using a preci
sion outer ferrule crimp tool for optimum electrical 
performance. Solder and clamp-type connections 
for semi-rigid coax. Over thirty types available . 

Standard Data 

ELECTRICAL 
Impedance: 50 ohms 
Frequency Range: 0 to 12.4 GHz 

Insulation Resistance: 1000 megohms min. 
Voltage Standing Wave Retio (VSWR Maximum)* 

To 12.4 GHz or 80% of upper cutoff frequency of the cable. whichever is lower. 

(F = GHz) Mating Engagement 

Screw·On Snap·On 
Cable Straight HI. Angle Straight 
RG ·196 /U; 178 /U 1.15 + .02F 1.15 + .03F 1.20 + .02F 
RG ·188 /U; 316/U 1.25 + .02F 1.25 + .03F 1.30 + .02F 
.056 Semi·Rigid 1.15 + .015F 1.15 + .025F 1.20 + .015F 
.085 Semi·Rigid 1.20 + .015F 1.20 + .025F 1.25 + .015F 

Dielectric Withstanding Voltage (DMV): 500 VRMS at Sea Level 
R.F. Leakage: 

HI. Angle 

1.20 + .03F 
1.30 + .03F 

1.20 + .025F 
1.25 + .025F 

Screw· On . . . . . ................ . ........ . . .. .. .. .. .. .. . .. .. .. .. . .. ..... - 50 dB min. @ 2·3 GHz 
Snap·On and Slide·Dn . . . . . . . . . . . .... . ... . .. . .. ... . .... ..... .. ... .... .. ... - 40 dB mi n. @ 2·3 GHz 

Insertion Loss: .30 dB max. freq. GHz tested @ l.5 GHz 

MATERIALS AND FINISHES 
Body and Body Components and Male Contacts: Brass. half hard. per QQ·B·626. Alloy 360. 
Center Contacts: Be ryllium copper per QQ·C·530. heat treated per MIL·H· 7199. 

Insulators: TFE fluoroca rbon per ASTM 0 1710. Type I Grade 1. 
Coupling Nuts: Beryllim copper per QQ·C·530. 

Lockwashers: Phosphor bronze per QQ·B· 750. 

Cri mp Ferrule: Annealed copper alloy per WW·T·799. 

Finish: 
Center Contacts: 
.000050 min. Gold per MIL·G·45204B Type I. Grade C. Class l. 
over .000005 Gold per MIL·G·45204B Type I, Grade A. 
over .0001 min. nickel Per QQ·N·290 

Other Metal Parts: Gold plated to meet the finish and corrosion requirements of MIL·C·39012. 

* Applicable to 50 ohm cables only. 

Bulkhead Plug Receptacle, Front Mount 

ITT Sealectro 
40 Lindeman Drive. Trum~ul( cf·. (203 j 372-4118 

N anoheX® Series 

ENVIRONMENTAL 
Temperature Rating: - 65'C to + 165'C 

GENERAL 
Contact Captivation: 2.0 Ibs. min. axial fo rce. 

Contact Torque: N I A 
Connector Durability: 500 cycles minimum. 

Cable Retention: 
When properly assembled to the compatible braided coaxial cable. the 
retention is equal to the breaking strength of the cable. 

Part Number 

51·445-0000 

Dimensions are shown in inches (millimeters) . 
Dimensio~s. ~ubject to change. 
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Straight Plug for Braided Coax, Crimp Type 

Part Number 
50-424-3188 
50-424-3196 

Right Angle Plug for Braided Coax, Crimp Type 

Part Number 
50-428-3188 
50-428-3196 

» Straight Printed Circuit Jack Receptacle 

Right Angle Printed Circuit Jack Receptacle 

_156 SQ- 150 
(5_9mm) ;f4_0mm) r-230 MAlt .155

1 (4.0mm) (3:6mm) 

-r-
_109 

(2_Bmm) 

_ 187 01"
(4.7mm) 

Sc.ew-On 

Part Number: 50-453-0000 

Screw-On 

A 

.590 (15mml 

.560 (14.2mml 

Screw-On 

A 
.320 (7.5mml 
.295 (6.5mml 

ITT Sealectro 
40 Lindeman Drive. Trumbull. CT • (203) 372-4118 

N anoheX® Series 

I B MAlt ======! 
RP+-lr----- A MAlt,n I 

(;'~F §jW-e3 
Snap-On 

B Part Number A B 

.790 (20mml 51-424-3188 .720 (18.3mml .790 (20.1mml 
.760 (19.3mml 51-424-3196 .690 (17.5mml .760 (19.3mml 

Snap-On 

B Part Number A B 
.400 (9 .5mml 51 -428-3188 .320 (7 .5mml .400 (9.5mml 
.375 (8.8mml 51-428-3196 .295 (6.5mml .375 (8.8mml 

Part Number 
51-451-0000 

_156 SQ. I .150 
r'~~~9~-1(4:~!5m)l 

(4.0mm) I (3_6mm) 

---r-
_109 

(2_Smm) 

_187 OIA _ 
(4.7mm) 

Snap-On 

Part Number: 51-453-000 

Dimensions are shown in inches (millimeters) . 
Dimensions subject to change . 383 
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Sealectro RF Connectors 
and Circuit Components. 

In Sealectro is a worldwide manufacturer of RF 
connectors and cable assemblies, and the world 's 
largest manufacturer of subminiature RF connec
tors. Other types of RF connectors include K Series 
connectors for use to 46Ghz, Precision Nand TNC 
miniature connectors, BNC Series miniature con
nectors, DIN and D-Sub Coaxial inserts, Twin-Axial 
connectors, Solderless SMA Connectors for field 
repairable coax assemblies, Slide-On subminiature 
RF connectors for blind mating, gang mounting and 
rack-and-panel applications, and a complete range 
of Between-Series Adapters. Sealectro also manu· 
factures a wide range of printed circuit and circuit 
board components, including terminals, sockets and 
mounting hardware. The company has manufactur
ing facilities in the U.S., England and France. For 
complete catalogs and pricing of these products, 
please contact In Sealectro, 40 Lindeman Drive, 
Trumbull, CT 06611 . Telephone (203) 372-4118. 

ITT Sealectro 
40 Lindeman Orive. Trumbull. CT 06611 • (203) 372-4118 
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lIT Cannon publishes a 

listing of Worldwide Sales 

and Distributor Locations. 

If you would like a copy, 

please return the business 

reply card at the back of 

your Connector 

Sourcebook, or call or 

write lIT Cannon, 

Publications Department. 

lIT Cannon 

1851 E. Deere Avenue 

P.O. Box 35000 

Santa Ana, 

CA 92705-6500 

Phone: 714-261-5300 
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